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Preface 


This  text  is  intended  primarily  for  the  one-semester  and  two-semester  operating  systems 
courses  (in  the  most  recent  ACM  curriculum)  that  universities  offer  to  juniors,  seniors,  and 
graduate  students  in  computer  science.  Operating  systems  designers  and  systems  pro¬ 
grammers  will  find  the  text  useful  as  a  reference  source  as  well. 

Seven  detailed  case  studies  make  this  book  unique  among  operating  systems  texts.  Six 
of  these  cover  operating  systems  that  will  have  great  importance  in  the  1990s,  namely 
UNIX  systems,  MS-DOS,  MVS,  VM,  Macintosh,  and  OS/2.  Each  of  these  systems  has  a 
certain  “flavor”  that  I  have  worked  hard  to  convey.  Each  of  them  has  its  own  special 
prominence  in  the  operating  systems  marketplace.  A  seventh  case  study  (see  Chapter  16) 
discusses  the  Open  Systems  Interconnection  (OSI)  reference  model  for  computer  network¬ 
ing;  knowledge  of  OSI  is  crucial  to  operating  systems  researchers,  designers,  and  imple¬ 
mentors  in  the  1990s. 

The  richness  of  the  case  studies  provides  the  material  for  comparing  and  contrasting 
the  different  design  and  implementation  philosophies  used  in  contemporary  operating 
systems.  The  case  studies  span  the  full  range  from  personal  computer  operating  systems 
like  MS-DOS,  OS/2,  and  the  Apple  Macintosh  operating  system  to  mainframe  operating 
systems  like  MVS  and  VM.  They  include  real  storage  systems  and  virtual  storage  systems, 
real  machine  systems  and  virtual  machine  systems,  single  user  systems  and  multiuser 
systems,  stand-alone  systems,  multiprocessing  systems,  and  networked  systems.  And  they 
include  an  extremely  detailed  discussion  of  UNIX  systems  and  why  they  have  achieved  an 
extraordinary  position  of  prominence  in  the  open  systems  philosophies  of  major  corpora¬ 
tions. 

Eight  major  parts  are  included;  each  part  contains  several  related  chapters.  Each  chap¬ 
ter  begins  with  an  outline  so  that  the  reader  may  approach  the  material  in  top-down  fashion. 
Several  quotes  are  used  in  introducing  each  chapter — some  are  humorous;  some  are 
thought-provoking;  all  are  intended  to  humanize  the  text  and  add  a  touch  of  the  philosophi¬ 
cal. 

Significant  terms,  major  concepts,  and  important  statements  are  italicized.  Most 
chapters  include  a  summary  of  important  concepts  and  ideas  for  review.  Terminology  sec¬ 
tions  are  included;  key  terms  are  presented  alphabetically.  Each  chapter  includes  many 
exercises  varying  in  difficulty  from  simple  review  of  the  material,  to  complex  reasoning 
from  basic  principles,  to  substantial  simulation  projects  and  research  papers.  Literature 
sections  are  localized;  each  chapter  ends  with  a  listing  of  relevant  books  and  articles.  An 
extensive  index  provides  rapid  access  to  virtually  any  topic  in  the  text  by  keyword. 
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The  text  contains  220  charts,  diagrams,  and  illustrations;  747  exercises;  and  seven 
detailed  case  studies.  Each  chapter  lists  extensive  literature — 1600  books  and  papers  are 
referenced.  More  than  1800  terms  are  highlighted  in  the  end-of-chapter  terminology  sec¬ 
tions.  (For  the  real  trivia  buff,  the  text  contains  2.5  million  characters!) 

Part  One  introduces  the  notion  of  operating  systems,  presents  a  history  of  operating 
systems,  and  discusses  hardware,  software,  and  firmware.  Chapter  1  sets  the  tone  for  the 
book  by  presenting  the  major  themes  including  distributed  computation,  parallel  compu¬ 
tation,  open  systems  standards,  ethical  issues  in  system  design,  the  emergence  of  UNIX  as 
the  key  operating  system  in  the  open  systems  strategies  of  major  organizations,  and  the 
importance  of  supporting  established  applications  bases  in  emerging  systems.  Chapter  2 
reviews  key  concepts  in  hardware,  software,  and  firmware  that  are  essential  to  the  rest  of 
the  text.  It  calls  attention  to  the  importance  of  reduced  instruction  set  computing  (RISC) 
architectures,  and  mentions  the  RISC  vs.  CISC  (complex  instruction  set  computing)  debate 
discussed  in  detail  in  Chapter  14.  It  includes  a  detailed  case  study  on  microprogramming; 
this  is  especially  important  because  in  recent  designs  much  of  the  operating  system  has  mi¬ 
grated  into  microcode. 

Part  Two  presents  the  notions  of  process,  process  state  transitions,  interrupts,  context 
switching,  operating  systems  structure,  asynchronism,  mutual  exclusion,  monitors,  and 
deadlock.  Chapter  3  introduces  various  process  concepts  and  discusses  the  interrupt 
structure  of  the  large-scale  IBM  processors;  this  material  is  critical  to  the  discussions  of  the 
MVS  and  VM  operating  systems  in  the  case  studies.  The  notions  of  processes  and  threads 
are  reinforced  with  the  discussions  of  actual  implementations  in  the  case  studies  in 
Chapters  18  through  23,  and  especially  in  the  case  studies  on  UNIX  systems  (Chapter  18) 
and  OS/2  (Chapter  23).  Chapter  4  presents  the  notion  of  asynchronism.  The  problems 
encountered  in  concurrent  access  to  shared  resources  are  discussed,  and  various  mutual 
exclusion  techniques,  both  hardware -oriented  and  software-oriented,  are  presented  for 
dealing  with  these  problems.  The  chapter  presents  Dijkstra’s  classic  development  of 
Dekker’s  Algorithm,  shows  the  more  efficient  Peterson’s  Algorithm,  and  includes  detailed 
discussions  on  eventcounts  and  sequencers. 

Chapter  5  discusses  monitors  and  their  use  in  solving  certain  classical  problems  in 
concurrency;  monitor  implementations  of  the  Ring  Buffer  as  well  as  Readers  and  Writers 
are  presented.  Concurrent  programming  in  distributed  processing  environments  is  consid¬ 
ered  with  discussions  of  message  passing,  mailboxes,  ports,  pipes,  and  remote  procedure 
calls.  The  chapter  continues  with  an  introduction  to  concurrent  programming  in  Ada,  the 
language  sponsored  by  the  United  States  government  for  use  in  developing  mission  critical 
systems.  Path  expressions  are  discussed  as  well  as  simulating  path  expressions  in  Ada.  The 
chapter  concludes  with  a  discussion  of  key  concerns  of  developers  who  work  with  the  Ada 
language.  Many  of  the  Ada  program  segments  presented  are  based  on  examples  in 
Preliminary  Ada  Reference  Manual ,  Sigplan  Notices ,  Vol.  14,  No.  6,  June  1979,  Part  A, 
and  Rationale  for  the  Design  of  the  Ada  Programming  Language,  by  J.  D.  Ichbiah,  J.  C. 
Heliard.  O.  Roubine,  J.  G.  P.  Barnes,  B.  Krieg-Brueckner,  and  B.  A.  Wichmann,  Sigplan 
Notices,  Vol.  14,  No.  6.  June  1979,  Part  B  (“The  Government  of  the  United  States  of 
America  grants  free  permission  to  reproduce  this  document  for  the  purpose  of  evaluating 
and  using  the  Ada  language”).  (Ada®  is  a  registered  trademark  of  the  United  States 
Government,  Ada  Joint  Program  Office.) 
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Chapter  6  explains  the  notion  of  deadlock  in  which  various  processes  cannot  proceed 
because  they  are  waiting  for  events  that  will  never  happen.  The  chapter  discusses  the  major 
areas  of  deadlock  research,  and  presents  various  means  of  dealing  with  deadlock  and  the 
related  problem  of  indefinite  postponement.  The  chapter  includes  a  detailed  discussion  of 
deadlock  avoidance  with  Dijkstra’s  Banker’s  Algorithm.  Chapter  4  introduced  the  notions 
of  deadlock  and  indefinite  postponement  in  the  discussion  of  Dekker’s  Algorithm;  Chapter 
6  formalizes  these  notions  and  the  means  for  dealing  with  them.  The  key  concern  is  that 
systems  that  manage  waiting  entities  must  be  carefully  designed  to  avoid  these  problems. 

Part  Three  discusses  storage  management  and  storage  organization  for  real  storage 
systems  and  virtual  storage  systems.  Chapter  7  traces  the  development  of  real  storage 
systems  from  single  user  dedicated  systems  through  the  various  forms  of  partitioned  mul¬ 
tiprogramming  systems.  It  discusses  contiguous  vs.  noncontiguous  storage  allocation, 
coalescing,  compaction,  and  swapping.  Chapters  8  and  9  deal  with  virtual  storage 
organization  and  management,  respectively.  Chapter  8  motivates  the  concept  of  virtual 
storage,  and  discusses  the  reduction  of  address  mapping  information  by  the  block  mapping 
techniques  of  paging  and  segmentation.  A  detailed  discussion  of  virtual  storage  organiza¬ 
tion  and  address  translation  in  paged/segmented  systems  is  presented.  The  various  methods 
of  sharing  in  virtual  storage  systems  are  presented  and  some  subtle  issues  are  raised. 
Chapter  9  discusses  the  various  strategies  for  managing  virtual  storage  systems.  Fetch, 
placement,  and  replacement  strategies  are  considered;  both  demand  fetch  and  anticipatory 
fetch  strategies  are  discussed.  The  chapter  concentrates  on  page  replacement  strategies;  it 
considers  the  Principle  of  Optimality,  and  the  random,  FIFO,  LRU,  LFU,  NUR,  clock  page 
replacement,  second  chance  replacement,  and  page  fault  frequency  page  replacement 
strategies.  Then,  Denning’s  working  set  theory  of  program  behavior  is  presented,  and 
working  set  page  replacement  is  analyzed.  The  chapter  concludes  with  discussions  of  page 
size  and  program  behavior  in  paging  systems. 

Part  Four  deals  with  processor  management,  in  particular  the  issues  of  processor 
scheduling  and  multiprocessing.  Chapter  10  concentrates  on  scheduling  strategies;  it  dis¬ 
cusses  high-level,  intermediate-level,  and  low-level  scheduling,  scheduling  objectives  and 
criteria,  priority  scheduling,  static  vs.  dynamic  priorities,  earned  vs.  bought  priorities,  and 
deadline  scheduling.  Various  scheduling  algorithms  are  presented  including  FIFO,  RR, 
SJF,  SRT,  and  HRN.  Multilevel  feedback  queueing  mechanisms  are  examined.  A  discus¬ 
sion  of  fair  share  schedulers  is  presented  with  an  emphasis  on  the  UNIX  systems  mecha¬ 
nism.  The  chapter  concludes  with  discussions  on  process  scheduling  in  Sun  UNIX  systems 
and  in  VAX/VMS.  Chapter  1 1  is  one  of  the  most  important  chapters  in  this  new  edition  of 
the  text;  it  considers  highly  parallel  computer  architectures.  Multiprocessing  is  motivated 
as  a  means  of  improving  performance  and  reliability.  The  exploitation  of  parallelism  is 
considered;  the  techniques  of  loop  distribution,  tree  height  reduction,  and  the  “never  wait” 
rule  are  discussed.  The  chapter  considers  various  parallel  architectures  such  as  pipelining, 
vector  processors,  array  processors,  data  flow  processors,  and  general  purpose  multiproces¬ 
sors.  The  popular  processor  interconnection  schemes  are  examined.  The  highlight  of  the 
chapter  is  two  case  studies  on  important  highly  parallel  systems,  namely  the  BBN 
Advanced  Computers  Butterfly,  and  the  Thinking  Machines  Corporation  Connection 
Machine.  The  Butterfly  case  study  introduces  the  Mach  operating  system,  a  multiprocessor, 
distributed  version  of  UNIX  systems  developed  at  Carnegie  Mellon  University.  The 
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Connection  Machine  case  study  presents  a  detailed  treatment  of  data  parallel  computation 
and  presents  several  interesting  examples  in  Fortran  8x,  a  language  designed  for  parallel 
architectures;  the  Fortran  8x  program  on  the  Sieve  of  Eratosthenes  provides  insights  into 
the  value  of  massive  parallel  computation.  The  Appendix  provides  the  names  and  addresses 
of  many  companies  who  are  producing  parallel  computing  systems;  the  reader  is  encour¬ 
aged  to  write  to  these  and  other  companies  for  their  latest  literature. 

Part  Five  considers  auxiliary  storage  management.  Chapter  12  discusses  disk  perfor¬ 
mance  optimization;  it  explains  the  operation  of  moving-head  disk  storage,  motivates  the 
need  for  disk  scheduling,  and  presents  disk  scheduling  strategies  including  FCFS,  SSTF, 
SCAN,  N-step  SCAN,  C-SCAN,  and  rotational  optimization.  A  number  of  systems 
considerations  that  affect  the  usefulness  of  disk  scheduling  are  examined.  The  chapter 
considers  disk  caching,  disk  reorganization,  record  blocking,  data  compression,  RAM 
disks,  and  optical  disks  of  the  write-once-read-many  (WORM)  and  rewritable  varieties. 

Chapter  13  considers  file  systems  and  database  management  systems.  The  chapter 
discusses  file  system  functions  and  operations;  the  data  hierarchy;  blocking  and  buffering; 
sequential,  indexed  sequential,  direct,  and  partitioned  file  organizations;  queued  and  basic 
access  methods;  hierarchial  file  system  structure;  contiguous  and  noncontiguous  alloca¬ 
tion;  linked  allocation,  file  mapping,  file  descriptors,  and  access  control;  and  backup  and 
recovery.  File  servers  and  distributed  file  systems  are  considered.  CD-ROMs,  WORMs, 
and  magneto-laser  disks  are  discussed.  The  importance  of  database  systems  in  the  context 
of  operating  systems  is  emphasized;  the  discussion  considers  data  independence,  database 
languages,  the  database  administrator,  distributed  database,  and  data  dictionary  concepts. 
The  chapter  ends  with  a  discussion  of  the  hierarchical,  network,  and  relational  database 
models. 

Part  Six  deals  with  the  issues  of  computer  system  performance.  Chapter  14  considers 
the  issues  of  performance  measurement,  monitoring,  and  evaluation.  The  chapter  discusses 
timings,  instruction  mixes,  kernel  programs,  analytic  models,  benchmarks,  synthetic 
programs,  simulation,  and  performance  monitoring.  Bottleneck  isolation  and  removal  are 
examined.  Both  negative  and  positive  feedback  mechanisms  are  analyzed.  The  chapter 
includes  a  very  large  complement  of  exercises,  many  of  which  are  suitable  as  term  projects, 
particularly  in  simulation-oriented  courses  There  has  been  a  considerable  increase  in 
interest  in  performance  measures;  the  chapter  discusses  the  Whetstone,  Dhrystone,  UN¬ 
PACK,  and  Savage  measures  that  are  so  widely  used  today.  The  use  of  coprocessors  to 
enhance  performance  in  specialized  areas  such  as  floating  point  calculations  and  graphics 
support  is  discussed.  A  thorough  analysis  of  the  RISC  vs.  CISC  controversy  is  presented. 
The  chapter  concludes  with  a  detailed  case  study  on  the  use  of  data  flow  techniques  in  the 
RISC-based,  multi-pipelined  architecture  of  Apollo’s  Personal  Supercomputer  system. 

Chapter  15  presents  a  mathematical  treatment  of  analytic  modeling;  both  queueing 
models  and  Markov  processes  are  considered.  The  chapter  may  be  omitted  without  loss  of 
continuity,  but  it  is  recommended  for  students  who  have  had  some  background  in  calculus, 
probability,  and  statistics.  The  queueing  theory  portion  of  the  chapter  discusses  the  notions 
of  sources,  arrivals,  Poisson  arrivals,  service  times,  queue  capacity,  multiple  servers,  queue 
disciplines,  traffic  intensity,  server  utilization,  steady  state  vs.  transient  solutions,  and 
Little’s  Result.  Two  case  studies  are  presented:  analyzing  an  M/M/1  queueing  system,  and 
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analyzing  an  M/M/c  queueing  system.  The  section  on  Markov  processes  concentrates  on 
the  special  case  of  birth  and  death  models;  a  case  study  analyzes  the  performance  of  a  disk 
subsystem.  Portions  of  the  presentation  on  queueing  theory  are  based  on  material  in 
Chapter  5  of  Probability,  Statistics,  and  Queueing  Theory  with  Computer  Science  Applica¬ 
tions  by  Arnold  0.  Allen.  Copyright  1978  by  Academic  Press,  Inc.,  New  York.  Adapted 
with  permission. 

Part  Seven  considers  computer  networks  and  security  issues.  Chapter  16  discusses 
distributed  computing  from  the  Open  Systems  Interconnection  (OSI)  perspective.  Through 
the  early  1980s,  most  computer  systems  tended  to  be  standalone  units  with  little  if  any 
interaction.  Today,  systems  designers  must  be  intimately  familiar  with  both  computing 
systems  and  communications  systems,  and  must  be  able  to  integrate  these  effectively.  The 
international  standards  movement  has  caused  the  worldwide  adoption  of  the  OSI  standards 
for  computer  networking.  In  the  United  States,  the  Corporation  for  Open  Systems 
International  (COS)  is  perhaps  the  key  organization  concerned  with  encouraging  the  use  of 
OSI  standards.  COS  is  a  nonprofit  corporation  formed  and  sponsored  by  most  of  the  largest 
computing  and  communications  organizations  in  the  United  States,  various  key  user 
organizations,  and  a  number  of  international  members.  I  was  privileged  to  have  as  a 
coauthor  for  Chapter  16,  my  research  colleague  from  COS,  Howard  Berkowitz.  The 
chapter  motivates  networking  and  discusses  the  need  for  standardization.  It  considers  key 
network  architectural  issues  including  layering.  It  examines  each  of  the  seven  layers  of  the 
OSI  reference  model,  namely  the  application,  presentation,  session,  transport,  network, 
data  link,  and  physical  layers.  The  chapter  considers  issues  of  network  management,  and 
.security.  It  mentions  the  closely  related  Integrated  Services  Digital  Network  (ISDN)  which 
is  the  next  generation  of  the  world’s  telephone  system.  Ordinarily,  one  would  expect  this 
material  to  appear  in  a  book  on  computer  networking.  Including  it  in  an  operating  systems 
text  makes  a  strong  statement  about  the  importance  of  Open  Systems  Interconnection  to 
operating  systems  designers  in  the  1990s. 

Chapter  17  deals  with  computer  security  and  its  importance  in  operating  systems  and 
computer  networks.  The  chapter  discusses  security  requirements,  the  need  for  a  total 
approach  to  security,  external  security,  operational  security,  surveillance,  threat  monitor¬ 
ing,  amplification,  password  protection,  audititing,  access  controls,  security  kernels, 
hardware  security,  and  fault-tolerant  systems.  It  continues  with  a  detailed  discussion  of  the 
capabilities-based,  object-oriented  systems  that  are  receiving  so  much  attention  today  as 
the  means  of  achieving  systems  that  afford  greater  security.  A  case  study  is  presented  on 
object-oriented  computer  system  architecture.  Cryptography  is  discussed;  a  cryptographic 
privacy  system  is  illustrated;  cryptanalysis,  public  key  systems,  digital  signatures,  and  the 
DBS  and  RSA  schemes  are  discussed;  numerous  applications  of  cryptography  are  listed. 
Operating  system  penetration  is  considered  in  depth;  generic  system  functional  flaws  and 
generic  operating  system  attacks  are  enumerated.  A  case  study  examines  the  successful 
penetration  of  an  operating  system.  A  detailed  treatment  of  security  issues  and  concerns  in 
UNIX  systems  is  presented.  We  consider  what  worms  and  viruses  are,  how  they  work,  how 
to  guard  against  attacks,  and  how  to  rid  systems  of  them.  The  chapter  concludes  with  a  case 
study  on  what  has  come  to  be  called  the  Internet  worm  incident,  surely  the  most 
monumental  penetration  of  a  computer  network  to  date. 
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Part  Eight  presents  six  detailed  case  studies  on  operating  systems  that  will  be  espe¬ 
cially  important  in  the  1990s,  namely  UNIX  systems,  MS-DOS,  MVS,  VM,  Macintosh, 
and  OS/2.  The  body  of  the  text  discusses  general  principles;  the  case  studies  deal  with  the 
design,  structure,  implementation,  and  functionality  of  widely-used  operating  systems. 

Chapter  18  discusses  UNIX  systems.  Originally  developed  by  Bell  Laboratories, 
UNIX  systems  have  become  nothing  less  than  a  phenomenon  of  their  time,  with  the 
millionth  system  shipped  in  1988.  UNIX  systems  are  unique  in  that  they  have  been  im¬ 
plemented  by  virtually  every  major  computer  manufacturer,  and  they  have  been  used  on  all 
types  of  computers  from  micros  to  supercomputers.  UNIX  systems  have  become  the 
operating  systems  of  choice  in  the  open  systems  marketplace.  The  case  study  examines 
UNIX  in  detail  discussing  its  history,  its  unique  position  in  the  marketplace,  and  key  as¬ 
pects  of  the  operating  system  including  the  shell,  the  kernel,  the  file  system,  process 
management,  memory  management,  and  the  input/output  system.  The  most  popular  ver¬ 
sions  of  UNIX  systems  are  presented  including  AT&T  System  V,  Berkeley  4.3BSD,  and 
Sun  Microsystems  SunOS.  A  key  feature  of  the  chapter  is  the  comprehensive  section  on 
distributed  UNIX  systems  that  includes  discussions  of  Berkeley’s  sockets,  AT&T’s 
streams,  Sun’s  Network  File  System  (NFS),  and  AT&T’s  Remote  File  System  (RFS).  The 
chapter  analyzes  the  complex  UNIX  systems  marketplace  and  standardization  efforts  dis¬ 
cussing  such  topics  as  POSIX,  the  System  V  Interface  Definition  (SVID),  IBM’s  AIX, 
Carnegie  Mellon’s  Mach,  and  the  ongoing  UNIX  systems  standardization  efforts  of  the 
Open  Software  Foundation  and  UNIX  International.  An  appendix  is  included  that  provides 
the  names  and  addresses  of  various  UNIX  systems  standards  groups,  publications,  and  user 
groups.  A  second  appendix  presents  a  tour  of  the  AT&T  System  V  Interface  Definition 
(SVID)  including  the  systems  calls  in  Release  3. 

Chapter  19  discusses  Microsoft’s  MS-DOS  operating  system  (which  IBM  markets  as 
DOS),  the  most  widely  used  operating  system  in  the  world.  MS-DOS  gained  acceptance 
when  IBM  offered  it  economically  with  the  IBM  Personal  Computer.  Today,  MS-DOS 
remains  the  preferred  operating  system  on  IBM  PC’s  and  compatibles,  and  it  is  also  being 
used  on  many  of  IBM’s  PS/2  computers  (and  compatibles)  designed  to  supersede  the  PC. 
The  application  base  on  MS-DOS  is  so  large  (over  20,000  software  packages  are  available) 
that  many  other  operating  systems  (including  UNIX  systems)  often  provide  the  ability  to 
run  MS-DOS  as  well.  The  case  study  discusses  MS-DOS  in  detail;  it  includes  a  discussion 
of  DOS  4.0,  a  version  of  the  operating  system  designed  for  DOS  devotees  who  are  not  yet 
ready  to  move  to  OS/2  (see  Chapter  23). 

Chapter  20  discusses  IBM’s  top-of-the-line  operating  system,  MVS,  designed  for 
mainframe  systems.  MVS  remains  IBM’s  primary  operating  system  for  supporting  the 
kinds  of  massive  batch  processing  common  in  large  organizations  such  as  banks,  insurance 
companies,  and  government  agencies.  The  chapter  traces  the  history  of  IBM  operating 
systems  development  since  the  advent  of  Operating  System/360  (one  of  the  operating 
systems  projects  the  author  had  the  privilege  of  working  on).  Important  aspects  of  IBM 
hardware  architecture  are  reviewed.  Then,  many  aspects  of  MVS  are  examined  in  detail — 
MVS  functions,  the  Supervisor,  the  Master  Scheduler,  the  Job  Entry  Subsystem,  the 
System  Management  Facility,  the  System  Activity  Measurement  Facility,  the  Timesharing 
Option,  data  management,  the  Real  Storage  Manager,  the  Auxiliary  Storage  Manager,  the 
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Virtual  Storage  Manager,  the  System  Resources  Manager,  storage  organization,  resource 
control,  locking.  Enqueue,  Reserve,  tasks,  service  requests,  multiprocessing,  performance, 
and  monitoring  system  activity.  The  chapter  emphasizes  the  two  most  recent  versions  of 
MVS,  namely  MVS/XA  (for  Extended  Architecture)  and  MVS/ESA  (for  Enterprise 
Systems  Architecture).  The  16-megabyte  address  spaces  of  early  MVS  systems  were 
extended  to  2  gigabytes  in  MVS/XA;  MVS/ESA  offers  a  phenomenal  1 6-terabyte  address¬ 
ing  capability,  clearly  an  indication  of  IBM’s  intent  to  support  the  kinds  of  enormous 
objects  that  arise  in  high-resolution  color  graphics  and  in  speech  synthesis  and  speech 
recognition  applications.  MVS  remains  the  epitome  of  systems  designed  for  centralized 
processing. 

Chapter  21  discusses  what  is  perhaps  the  most  “exotic"  of  the  operating  systems  in  the 
case  studies,  namely  IBM’s  VM  virtual  machine  operating  system.  It  enables  one  computer 
system  to  execute  several  operating  systems  simultaneously.  This  capability  allows  an 
installation  to  run  dramatically  different  operating  systems  at  once,  or  to  run  different 
versions  of  the  same  system — perhaps  allowing  a  new  release  to  be  tested  while  a 
production  system  continues  operation.  VM  has  particularly  interesting  ramifications  in 
networking  and  distributed  processing  applications.  The  chapter  discusses  the  history  of 
VM,  the  Control  Program  (CP),  demand  paging,  minidisks,  console  management,  user 
privilege  classes,  the  VM  directory,  the  Conversational  Monitor  System  (CMS),  the  Re¬ 
mote  Spooling  and  Communications  System,  performance  considerations,  the  Virtual 
Machine  Assist  Feature,  the  Extended  Control  Program  Support  Feature,  performance 
measurement,  performance  analysis,  reliability,  availability,  and  serviceability.  The  vari¬ 
ous  versions  of  VM  are  discussed  including  VM/370,  VM/PC,  PC/VM  Bond,  VM/1S, 
VM/SP,  and  VM/SP  HPO.  The  chapter  concludes  with  a  detailed  analysis  of  the  impor¬ 
tance  of  VM  in  IBM’s  strategic  plans.  Some  people  believed  that  IBM  intended  to  use  VM 
as  a  UNIX  systems  competitor.  With  IBM’s  current  commitment  to  AIX  and  to  the  Open 
Software  Foundation,  IBM  is  making  a  direct  commitment  (and  a  massive  one)  to  UNIX 
systems.  It  is  interesting  that  IBM  provides  AIX  for  mainframes,  but  requires  that  AIX  run 
under  VM.  VM  remains  IBM’s  primary  system  for  interactive  computing  on  mainframes 
and  on  many  mid-range  systems.  VM’s  unique  ability  to  support  multiple  operating 
systems  enables  many  installations  to  run  both  MVS  and  VM  simultaneously;  some 
industry  observers  believe  that  IBM  will  eventually  merge  these  two  systems. 

Chapter  22  discusses  Apple’s  Macintosh  operating  system  that  popularized  the  notion 
of  mouse-oriented  and  windowing-oriented  graphics  interfaces  as  originally  developed  at 
Xerox’s  Palo  Alto  Research  Faboratories.  This  chapter  provides  a  detailed  look  at  how 
Apple's  graphics  interface  is  implemented.  By  some  estimates,  implementing  a  graphics 
interface  instead  of  a  simpler  text-oriented  interface  can  easily  triple  or  quadruple  the 
number  of  distinct  systems  calls  that  must  be  provided  in  the  operating  system  to  support 
applications  development.  There  is  a  consequent  increase  in  the  complexity  of  the 
operating  system  and  in  implementing  applications.  Besides  a  detailed  look  at  the  internals 
of  the  Macintosh  operating  system,  the  case  study  discusses  the  features  of  the  key  versions 
of  Macintosh  systems. 

Chapter  23  discusses  OS/2,  the  operating  system  jointly  developed  by  IBM  and  Mi¬ 
crosoft  to  succeed  MS-DOS/DOS  on  IBM’s  PS/2  personal  computers  and  compatibles. 
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There  is  great  interest  in  OS/2  today  as  MS-DOS/DOS  users  begin  to  think  of  upgrading. 
OS/2  is  IBM’s  first  major  platform  for  implementing  its  Systems  Application  Architecture 
(SAA).  SAA  is  a  major  corporate  commitment  on  IBM's  part  to  provide  integration  of  its 
three  major  lines,  namely  its  personal  computers,  its  midrange  systems,  and  its  mainframes. 
IBM  intends  to  provide  common  graphics  interfaces,  communications  interfaces,  and 
applications  interfaces  across  all  its  lines.  OS/2’s  Presentation  Manager  provides  a  graphics 
interface  for  IBM  systems  (and  compatibles)  that  have  until  now  relied  on  cumbersome 
text-oriented  interfaces.  The  case  study  provides  a  detailed  look  at  the  internals  of  OS/2 
including  multitasking,  processes,  threads,  scheduling,  dynamic  linking,  the  file  system, 
memory  management,  interprocess  communication,  device  monitors,  device  drivers,  and 
other  interesting  features.  The  chapter  and  the  text  conclude  with  speculation  on  the  future 
of  operating  systems.  Will  a  single  operating  system  emerge  that  combines  the  features  of 
many  of  the  key  systems  in  the  case  studies?  Will  this  be  a  new  standardized  version  of 
UNIX  systems?  Will  OS/2  evolve  into  a  multiuser,  multitasking  system  similar  to  UNIX 
systems,  and  thus  be  merged  with  AIX?  Will  the  open  systems  approach  completely 
replace  the  proprietary  systems  approach?  These  and  many  other  interesting  questions  are 
likely  to  be  answered  in  the  1990s. 
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What  Is  an  Operating  System?  3 


1.1  OPENING  REMARKS 

This  is  an  exciting  time  in  the  evolution  of  operating  systems.  Computer  power  continues  to 
increase  at  phenomenal  rates  as  costs  decline  dramatically.  Desktop  workstations  ap¬ 
proaching  100  MIPS  (million  instructions  per  second)  will  be  common  in  the  1990s  with  1 
billion  instruction-per-second  desktop  machines  on  the  horizon.  Processors  are  becoming 
so  inexpensive  that  multiprocessor  and  network  architectures  are  creating  numerous  oppor¬ 
tunities  for  research  and  development  of  new  hardware  and  software  approaches.  The 
sequential  programming  languages  we  have  used  to  specify  one  computing  activity  at  a 
time  are  being  displaced  by  concurrent  programming  languages  that  facilitate  the  specifica¬ 
tion  of  parallel  computing  activities.  Massive  parallelism  may  eventually  allow  the 
simulation  of  human  senses  and  various  forms  of  intelligent  behavior,  applications  that  will 
greatly  increase  demand  for  powerful  computer  systems.  The  open  systems  approach  in 
which  hardware,  software,  and  communications  vendors  produce  systems  that  conform  to 
internationally  accepted  standards  offers  new  challenges  to  vendors  previously  committed 
to  proprietary  architectures.  The  new  international  open  communication  standards,  OSI 
(Open  Systems  Interconnection — for  facilitating  communication  between  computer  sys¬ 
tems)  and  ISDN  (Integrated  Services  Digital  Network — the  next  generation  of  the  tele¬ 
phone  system),  will  enable  computers  throughout  the  world  to  communicate  with  one 
another  easily — a  giant  step  forward  toward  distributed  computing  on  a  worldwide  scale. 
We  are  poised  on  the  brink  of  a  great  leap  forward  in  computing  and  communication 
systems  development. 

This  text  is  designed  to  prepare  the  reader  for  the  systems  challenges  ahead.  We  begin 
by  defining  what  an  operating  system  is,  and  with  a  brief  history  of  the  field  of  operating 
systems. 

1 .2  WHAT  IS  AN  OPERATING  SYSTEM? 

In  the  1960s  one  might  have  defined  operating  system  as  the  software  that  controls  the 
hardware.  But  today  there  is  a  significant  trend  for  functions  to  migrate  from  software  into 
firmware ,  i.e.,  microcode  (see  Chapter  2).  This  trend  has  become  so  pronounced  that  it  is 
likely  the  functions  coded  in  firmware  may  soon  exceed  those  in  software  on  some  systems. 

It  is  clear  that  a  better  definition  of  operating  system  is  needed.  We  view  an  operating 
system  as  the  programs,  implemented  in  either  software  or  firmware,  that  make  the 
hardware  usable.  Hardware  provides  “raw  computing  power.”  Operating  systems  make  this 
computing  power  conveniently  available  to  users,  and  they  manage  the  hardware  carefully 
to  achieve  good  performance  (see  Part  6  of  the  text). 

Operating  systems  are  primarily  resource  managers;  the  main  resource  they  manage  is 
computer  hardware  in  the  form  of  processors,  storage,  input/output  devices,  commu¬ 
nication  devices,  and  data.  Operating  systems  perform  many  functions  such  as  imple¬ 
menting  the  user  interface,  sharing  hardware  among  users,  allowing  users  to  share  data 
among  themselves,  preventing  users  from  interfering  with  one  another,  scheduling  re¬ 
sources  among  users,  facilitating  input/output,  recovering  from  errors,  accounting  for 
resource  usage,  facilitating  parallel  operations,  organizing  data  for  secure  and  rapid  access, 
and  handling  network  communications. 
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However  we  choose  to  define  them,  operating  systems  are  an  integral  part  of  the 
computing  environment,  and  they  must  be  understood  to  some  degree  by  every  computer 
user. 

1.3  EARLY  HISTORY:  THE  1940s  AND  THE  1950s 

Operating  systems  have  evolved  over  the  last  40  years  through  a  number  of  distinct  phases 
or  generations  which  correspond  roughly  to  the  decades  (We81).  In  the  1940s,  the  earliest 
electronic  digital  computers  had  no  operating  systems  (Go72)  (Se81)  (Bs86).  Machines  of 
the  time  were  so  primitive  that  programs  were  often  entered  one  bit  at  a  time  on  rows  of 
mechanical  switches.  Eventually  machine  language  programs  were  entered  on  punched 
cards,  and  assembly  languages  were  developed  to  speed  the  programming  process. 

The  General  Motors  Research  Laboratories  implemented  the  first  operating  system  in 
the  early  1950s  for  their  IBM  701  (We8 1).  The  systems  of  the  1950s  (Gr77)  generally  ran 
only  one  job  at  a  time  and  smoothed  the  transition  between  jobs  to  get  maximum  utilization 
of  the  computer  system.  These  were  called  single-stream  batch  processing  systems  because 
programs  and  data  were  submitted  in  groups  or  batches. 

1.4  THE  1960s 

The  systems  of  the  1960s  were  also  batch  processing  systems,  but  they  were  able  to  take 
better  advantage  of  the  computer’s  resources  by  running  several  jobs  at  once.  They 
contained  many  peripheral  devices  such  as  card  readers,  card  punches,  printers,  tape  drives 
and  disk  drives.  Any  one  job  rarely  utilized  all  a  computer's  resources  effectively.  It  was 
observed  by  operating  systems  designers  that  when  one  job  was  waiting  for  an  input-output 
operation  to  complete  before  the  job  could  continue  using  the  processor,  some  other  job 
could  use  the  idle  processor.  Similarly,  when  one  job  was  using  the  processor  other  jobs 
could  be  using  the  various  I/O  devices.  In  fact,  running  a  mixture  of  diverse  jobs  appeared 
to  be  the  best  way  to  optimize  computer  utilization.  So  operating  systems  designers 
developed  the  concept  of  multiprogramming  (  Cd59)  (Ct63)  in  which  several  jobs  are  in 
main  memory  at  once  (Be81);  a  processor  is  switched  from  job  to  job  as  needed  to  keep 
several  jobs  advancing  while  keeping  the  peripheral  devices  in  use. 

Users  were  normally  not  present  at  the  computing  facility  when  their  jobs  were  run. 
Jobs  were  generally  submitted  on  punched  cards  and  computer  tape.  The  jobs  would  remain 
on  input  tables  until  they  could  be  loaded  into  the  computer  for  execution.  Often,  a  user’s 
job  would  sit  for  hours  or  even  days  before  it  could  be  processed.  The  slightest  error  in  a 
program,  even  a  missing  period  or  comma,  would  “bomb"  the  job,  at  which  point  the  (often 
frustrated)  user  would  correct  the  error,  resubmit  the  job,  and  once  again  wait  hours  or  days 
before  the  next  execution  of  the  job  could  be  attempted.  Software  development  in  such  an 
environment  was  painfully  slow. 

In  1964,  IBM  announced  its  System/360  family  of  computers  (Am64)  (We81)  (Ev86). 
The  various  360  computers  were  designed  to  be  hardware  compatible,  to  use  the  OS/360 
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operating  system  (Me66),  and  to  offer  greater  computer  power  as  the  user  moved  upward  in 
the  series.  Over  the  years,  the  360  architecture  has  evolved  to  the  370  series  (Ca78)  (Gi87), 
and  on  to  the  more  recent  4300  and  30X0  series.  It  is  likely  that  the  massive  installed  base 
of  equipment  derived  from  the  360  will  persist  for  many  years. 

More  advanced  operating  systems  were  developed  to  service  multiple  interactive  users 
at  once.  Interactive  users  communicate  with  the  computer  via  terminals  which  are  on  line 
(i.e.,  directly  connected)  to  the  computer.  Because  the  user  is  present  and  interacting  with 
the  computer,  the  computer  system  must  respond  quickly  to  user  requests,  otherwise  user 
productivity  could  suffer.  Timesharing  systems  were  developed  to  multiprogram  large 
numbers  of  simultaneous  interactive  users  (  Fr87). 

Many  of  the  timesharing  systems  of  the  1960s  were  multimode  systems  also  sup¬ 
porting  batch  processing  as  well  as  real-time  (Ha81)  applications  (such  as  industrial 
process  control  systems).  Real-time  systems  are  characterized  by  supplying  immediate 
response.  For  example,  a  measurement  from  a  petroleum  refinery  indicating  that  tempera¬ 
tures  are  getting  too  high  might  demand  immediate  attention  to  avert  an  explosion.  Real¬ 
time  systems  are  often  heavily  underutilized — it  is  far  more  important  for  such  systems  to 
be  available  when  needed  and  to  respond  quickly  than  it  is  for  them  to  be  busy  a  large 
portion  of  the  time.  This  fact  helps  explain  their  relatively  high  costs. 

The  key  timesharing  development  efforts  of  this  period  included  the  CTSS  system 
(Cb63)  (Cr64)  developed  at  MIT,  the  TSS  system  (Lt68)  developed  by  IBM,  the  Multics 
system  (Bn72)  developed  at  MIT  as  the  successor  to  CTSS,  and  the  CP/CMS  system  (which 
eventually  evolved  into  IBM’s  VM  operating  system,  discussed  in  Chapter  21)  developed 
by  IBM’s  Cambridge  Scientific  Center  (Ce81).  As  much  as  these  systems  were  designed  to 
perform  basic  interactive  computing  for  individuals,  the  real  value  of  these  systems  proved 
to  be  the  sharing  of  programs  and  data,  and  the  demonstration  of  the  value  of  interactive 
computing  in  program  development  environments.  Turnaround  time ,  i.e.,  the  time  between 
submission  of  a  job  and  the  return  of  results,  was  reduced  to  minutes  or  even  seconds;  the 
person  writing  a  new  program  no  longer  had  to  wait  hours  or  days  to  correct  errors.  Now, 
the  user  could  enter  a  program,  compile  it,  receive  a  list  of  syntax  errors,  correct  them 
immediately,  recompile,  and  continue  this  cycle  until  the  program  was  free  of  syntax  errors. 
Then  the  program  could  be  executed,  debugged,  corrected  and  completed  with  similar 
reductions  in  development  time. 

A  key  demonstration  of  the  value  of  timesharing  systems  in  program  development 
support  occurred  when  MIT  used  the  CTSS  system  to  develop  its  own  successor,  Multics. 
Multics  was  notable  for  being  the  first  major  operating  system  written  primarily  in  a  high- 
level  language  instead  of  in  an  assembly  language.  The  designers  of  UNIX  learned  from  this 
experience;  they  created  the  high-level  language  C  specifically  to  implement  UNIX. 

TSS,  Multics,  and  CP/CMS  all  incorporated  the  concept  of  virtual  storage  (see 
Chapters  8  and  9)  in  which,  among  other  benefits,  programs  are  able  to  address  much  larger 
amounts  of  memory  than  are  actually  provided  in  primary  storage  (Dn70)  (Pa72).  This 
removes  much  of  the  burden  of  memory  management  from  the  users,  freeing  them  to  con¬ 
centrate  on  application  development. 
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1 .5  THE  EMERGENCE  OF  A  NEW  FIELD:  SOFTWARE  ENGINEERING 

The  operating  systems  developed  during  the  1960s  were  huge  conglomerations  of  software 
written  by  people  who  really  did  not  understand  that  software,  as  well  as  hardware,  had  to 
be  engineered  to  be  reliable,  understandable,  and  maintainable.  Endless  hours  and  count¬ 
less  dollars  were  spent  detecting  and  removing  bugs  that  should  never  have  entered  the 
systems  in  the  first  place.  Errors  in  the  earliest  phases  of  the  projects  were  not  located  until 
long  after  the  products  were  delivered  to  customers;  at  this  point  these  errors  were 
enormously  expensive  to  correct.  People  turnover  often  resulted  in  large  numbers  of 
software  modules  being  scrapped  and  then  rewritten  by  new  people  because  the  existing 
modules  could  not  be  understood.  So  much  attention  was  given  to  these  problems  that 
eventually  computer  scientists  and  industry  professionals  began  devoting  considerable 
resources  to  the  problems  of  constructing  software  systems.  This  spawned  the  field  of 
software  engineering.  The  emergence  of  the  field  of  software  engineering  and  the 
recognition  of  the  importance  of  developing  a  disciplined  and  structured  approach  to  the 
construction  of  reliable,  understandable,  and  maintainable  software  were  truly  fostered  by 
the  devastating  experiences  with  many  of  the  operating  systems  development  efforts  of  the 
1960s  (Br75)  (Dr87)  (Sz87). 

1.6  THE  1970s 

The  systems  of  the  1970s  were  primarily  multimode  timesharing  systems  that  supported 
batch  processing,  timesharing,  and  real-time  applications.  Personal  computing  was  in  its 
incipient  stages  fostered  by  early  and  continuing  developments  in  microprocessor  tech¬ 
nology  (Ki81).  The  experimental  timesharing  systems  of  the  1960s  evolved  into  solid  com¬ 
mercial  products  in  the  1970s.  Communications  between  computer  systems  throughout  the 
United  States  increased  (Qu86).  The  TCP/IP  communications  standards  of  the  Department 
of  Defense  became  widely  used  (Sf85)  (Co88),  especially  in  military  and  university 
computing  environments.  Communication  in  local  area  networks  (LANs)  (Ma89)  was 
made  practical  and  economical  by  the  Ethernet  standard  (Mf76)  developed  at  Xerox's  Palo 
Alto  Research  Center  (PARC). 

Security  problems  increased  with  the  huge  volumes  of  information  passing  over 
vulnerable  communications  lines  (see  Chapter  17).  Encryption  received  much  attention — it 
became  necessary  to  encode  proprietary  or  private  data  so  that  even  if  the  data  was 
compromised  it  was  of  no  value  to  anyone  other  than  the  intended  receivers  (or  possessors 
of  the  decryption  keys). 


1.7  THE  1980s 

The  1980s  was  the  decade  of  the  personal  computer  and  the  workstation  (BI85).  Micro¬ 
processor  technology  evolved  to  the  point  that  it  became  possible  to  build  desktop  com¬ 
puters  as  powerful  as  the  mainframes  of  the  1970s.  Individuals  could  have  their  own 
dedicated  computers  for  performing  the  bulk  of  their  work,  and  they  could  use  commu¬ 
nication  facilities  for  transmitting  data  between  systems.  Computing  was  distributed  to  the 
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sites  at  which  it  was  needed  rather  than  bringing  the  data  to  be  processed  to  some  central, 
large-scale,  computer  installation.  Application  software  packages  such  as  spreadsheet 
programs,  word  processors,  database  packages,  and  graphics  packages  helped  drive  the 
personal  computing  revolution:  How  could  a  businessperson  resist  the  temptation  to  use  an 
economical  personal  computer  to  prepare  impeccably  neat  and  professional  quality  budg¬ 
ets,  proposals,  and  sales  presentations?  Personal  computers  proved  to  be  relatively  easy  to 
learn  and  use.  In  the  1970s,  only  large  organizations  could  afford  computers  and  use 
interactive  computing;  in  the  1980s,  almost  everyone  could  own  or  access  personal 
computer  systems  and  use  them  effectively. 

The  key  was  to  transfer  information  between  computers  in  computer  networks.  Elec¬ 
tronic  mail,  file  transfer,  and  remote  database  access  applications  proliferated.  The  client/ 
server  model  became  widespread:  Clients  are  network  users  that  need  various  services 
performed;  servers  are  hardware/software  network  components  that  perform  these  serv¬ 
ices.  Servers  are  generally  dedicated  to  one  type  of  task  such  as  printing,  performing  high¬ 
speed  graphics,  database  access,  and  the  like. 

The  field  of  software  engineering  continued  to  evolve  with  a  major  thrust  coming  from 
the  United  States  Government  aimed  especially  at  getting  Department  of  Defense  software 
projects  under  tighter  control  (Mr83)  (Le86). 

1.8  THE  1990s  AND  BEYOND 

In  the  1 990s  we  will  enter  the  era  of  true  distributed  computing  in  which  computations  will 
be  parcelled  into  subcomputations  that  can  be  executed  on  other  processors  in  mul¬ 
tiprocessor  computers  and  in  computer  networks.  Applications  will  utilize  the  processor 
cycles  that  have  tended  to  go  to  waste  in  the  networked  personal  computers  and  worksta¬ 
tions  of  the  1980s;  subcomputations  will  be  distributed  in  a  manner  that  enables  them  to 
take  advantage  of  special-purpose  computers  throughout  networks. 

Networks  will  be  dynamically  configured.  They  will  continue  operating  even  as  new 
devices  and  software  are  added  or  removed.  As  each  new  server  is  added,  it  will  make  itself 
known  to  the  network  through  a  registration  procedure  in  which  the  server  tells  the 
network  about  its  capabilities,  billing  policies,  accessibility,  and  so  forth.  Clients  may  then 
use  the  servers  as  needed  according  to  the  terms  described  during  registration.  To  achieve 
real  flexibility,  clients  should  not  have  to  know  all  the  details  of  the  network.  Instead, 
network  entities,  sometimes  called  locating  brokers ,  are  contacted  by  clients  that  wish  to 
have  services  performed  by  servers.  The  locating  brokers  know  which  servers  are  available, 
where  they  are,  and  how  to  access  them. 

This  kind  of  connectivity  will  be  facilitated  by  open  systems  standards  and  protocols 
now  being  developed  internationally  through  groups  like  the  International  Organization  for 
Standardization,  the  CC1TT,  the  Open  Software  Foundation,  the  Corporation  for  Open 
Systems  International,  X/Open  and  others  (addresses  for  several  of  these  groups  are  listed 
in  the  Appendix  to  this  chapter).  We  are  headed  toward  an  environment  of  internationally 
accepted  standards  for  computing  and  communications.  The  world  will  adopt  the  architec¬ 
tural  philosophy  of  open  systems  in  which  architectures  are  open,  widely  available, 
supplied  by  many  vendors,  and  licensed  (when  not  free)  inexpensively.  There  will  still  be 
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room  for  proprietary  architectures  and  value-added  products.  The  massive  installed  bases 
of  proprietary  systems  developed  to  this  point  will  remain  firmly  entrenched  for  many 
years. 

Computing  is  destined  to  become  very  powerful  and  very  portable  (M188).  In  recent 
years,  laptop  computers  have  been  introduced  that  enable  people  to  carry  their  computers 
with  them  wherever  they  go.  With  the  development  of  OSI  communication  protocols,  and 
in  particular  with  the  development  of  the  Integrated  Services  Digital  Network  (ISDN) 
(Sa89) — people  will  be  able  to  tie  their  laptop  computers  into  worldwide  digital  communi¬ 
cations  networks  and  transmit  data  with  extremely  high  reliability.  Computers  anywhere  in 
the  world,  no  matter  what  their  underlying  architectures  are,  will  be  able  to  communicate 
with  one  another  through  the  use  of  OSI  protocols.  Communications  will  become  ex¬ 
tremely  accessible,  and  communications  costs  will  decrease  as  the  common  carriers  such  as 
AT&T,  MCI,  and  many  others  compete  for  the  huge  digital  communications  business  that 
will  develop. 

1.9  DISTRIBUTED  COMPUTING 

Years  ago,  computer  hardware  was  an  expensive  resource,  and  people  time  was  relatively 
inexpensive  (at  least  compared  to  the  enormously  high  cost  of  processor  cycles).  Technol¬ 
ogy  has  moved  so  quickly  that  processor  cycles  have  become  cheap.  Ten  years  ago,  it  was 
not  unusual  for  90%  of  an  organization’s  processor  cycles  to  be  supplied  by  a  few  main¬ 
frame  computers  (which  were  probably  operating  24  hours  per  day).  Today,  processor 
cycles  are  generally  distributed  throughout  the  organization  in  personal  computers  and 
workstations,  many  of  which  sit  idle  most  of  the  time.  Computing  has  become  a  distributed 
phenomenon  rather  than  a  centralized  one  (Kg83). 

The  trend  toward  distributed  computing  (K185)  is  an  obvious  one.  In  order  to  use  a 
central  computer’s  processor  cycles  from  a  remote  terminal,  that  terminal  needs  to  be 
connected  to  the  computer  by  a  communication  line.  The  most  common  lines  are  telephone 
lines;  these  have  generally  been  useful  for  reliable  transmission  only  at  relatively  slow 
speeds,  up  to  a  few  thousand  bits  per  second.  Above  these  speeds,  noise  in  the  lines 
prevents  reliable  rapid  transmission.  No  matter  how  quickly  the  central  computer  processes 
information  in  support  of  terminal  users,  the  information  passed  between  the  central 
computer  and  remote  terminals  can  not  reliably  be  transmitted  at  high  speeds  over 
conventional  telephone  lines.  Communication  speeds  have  been  a  severe  bottleneck  in 
designing  integrated  computing  and  communication  systems;  this  situation  is  not  likely  to 
improve  in  the  near  future. 

Thus  there  are  two  choices  for  distributing  computing  to  the  sites  at  which  it  is  needed. 
Either  we  can  attempt  to  increase  transmission  speeds  to  take  better  advantage  of  a  central 
computer’s  capabilities,  or  we  can  distribute  dedicated  computers  to  the  work  sites. 
Increasing  transmission  speeds  is  a  problem  of  enormous  scale.  The  worldwide  telephone 
network,  originally  built  to  support  the  relatively  modest  speeds  needed  for  voice  transmis¬ 
sion,  would  need  to  be  completely  upgraded  to  support  faster  transmission.  The  cost  of  this 
could  approach  hundreds  of  billions  or  even  trillions  of  dollars.  The  worldwide  telephone 
networks  will  always  be  evolving  toward  greater  speeds.  But  the  cost  of  an  overall 
improvment  in  transmission  speeds  by  the  needed  factor  of  1000, 1,000,000,  or  even  more, 


1.10 


The  Key  Architectural  Trend:  Parallel  Computation  9 


is  so  large  that  it  is  unlikely  this  could  be  accomplished  quickly  in  the  current  environment 
of  scarce  financial  resources. 

Since  we  could  not  depend  on  a  significant  and  immediate  increase  in  the  bandwidth 
(i.e.,  information-carrying  capacity)  of  the  world's  telephone  networks,  we  needed  some 
other  innovation  to  make  distributed  computing  feasible.  That  innovation  was  waiting  to 
happen  as  a  result  of  rapid  technological  evolution  in  solid  state  technology.  It  was  the 
microprocessor  that  changed  the  way  we  view  computing  (No8 1 ).  The  microprocessor  has 
enabled  us  to  create  cheap  processor  cycles.  Processor  capacity  that  cost  millions  of  dollars 
a  decade  ago  now  costs  perhaps  a  few  hundred  or  even  tens  of  dollars.  The  rapid  pace  of 
technological  innovation  appears  to  be  one  “constant”  on  which  computer  system  designers 
can  depend.  Computing  costs  will  continue  to  crash — and  storage,  processing,  and 
transmission  capabilities  will  continue  to  increase  rapidly.  What  other  field  of  endeavor 
offers  such  potential  for  dramatic  improvement? 

1.10  THE  KEY  ARCHITECTURAL  TREND:  PARALLEL  COMPUTATION 

Through  the  1980s,  most  computers  were  single-processor  systems.  The  chief  hardware 
design  challenge  was  to  have  processors  perform  as  many  instructions  per  second  as 
possible.  The  chief  software  design  challenge  was  to  share  that  processor  effectively  among 
many  jobs  to  ensure  maximum  utilization.  Today,  we  are  reaching  the  limits  of  the 
processing  power  of  single-processor  systems.  The  speed  of  light  limits  the  transmission 
speed  of  signals  through  electronic  circuits;  as  we  approach  processor  speeds  of  billions  of 
CPU  cycles  per  second,  we  are  reaching  the  physical  limits  of  electronic  devices.  Hardware 
researchers  know  that  unless  some  major  new  technological  development  occurs,  we  will 
not  be  able  to  produce  microprocessors  that  go  much  faster  than  today’s  state-of-the-art 
chips.  So  what  approach  should  we  take  if  we  expect  the  dramatic  evolution  of  computing 
technology  to  continue? 

One  way  to  increase  computing  power  beyond  the  range  of  today’s  sequential  pro¬ 
cessors  is  to  switch  to  parallel  architectures  in  which  many  processors  function  concur¬ 
rently  (Mu85)  (Sk85).  How  will  we  get  from  billion-instruction-per-second  computers  to 
trillion-instruction-per-second  computers  (Mu83)?  The  answer  may  be  to  tie  a  thousand 
billion-instruction-per-second  computers  together  in  parallel  and  let  them  work  on  prob¬ 
lems  concurrently.  A  problem  requiring  that  its  calculations  be  performed  sequentially 
might  not  appear  to  benefit  by  such  parallel  processing,  but  many  separate  such  problems 
could  still  be  run  concurrently  and  completed  faster  than  on  a  single-processor  system.  We 
must  make  significant  strides  in  understanding  parallelism  and  the  nature  of  parallel 
algorithms  before  parallel  processors  are  likely  to  be  widely  employed  to  reduce  computa¬ 
tion  times. 

In  Chapter  3  we  discuss  processes  which  are  individually  controllable  computation 
entities.  In  Chapter  4  we  consider  how  to  prevent  concurrent  processes  from  interfering 
with  one  another.  In  Chapter  5  we  consider  high-level  languages  for  specifying  concurrent 
activities.  In  Chapter  6  we  consider  how  concurrent  activities  could  lead  to  situations  of 
indefinite  postponement  or  even  deadlock,  and  we  present  methods  for  dealing  with  these 
problems.  In  Chapter  1 1  we  consider  the  kind  of  true  parallel  operation  that  is  possible  with 
multiprocessor  systems  (La84).  In  Chapter  16  we  examine  systems  in  which  independent 
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computers  functioning  simultaneously  are  tied  together  in  computer  networks  and  cooper¬ 
ate  to  accomplish  useful  tasks  (Ta85).  In  Chapters  18  through  23  we  present  detailed  case 
studies  on  important  operating  systems  and  we  investigate  approaches  used  in  these 
systems  to  implement  parallel  computation. 

Future  computer  systems  will  exhibit  massive  parallelism ;  they  will  have  huge 
numbers  of  processors,  so  many  in  fact  that  any  parts  of  computations  which  may  be 
performed  in  parallel  will  be  (Fr86).  This  is  so  dramatically  different  in  concept  from  the 
sequential  computing  of  the  last  40  years  that  we  should  expect  significant  and  challenging 
problems  in  developing  the  software  appropriate  for  dealing  with  such  parallelism. 

Today’s  software  systems  are  generally  written  in  sequential  programming  languages. 
But  tomorrow’s  parallel  architectures  will  have  large  numbers  of  processors  cooperating  on 
tasks.  Who  will  specify  that  parallelism?  Is  parallelism  in  tasks  so  inherently  clear  that 
computers  will  automatically  be  able  to  detect  it  and  assign  separate  processors  to  handle  it? 
Or  must  parallelism  be  specified  explicitly  by  programmers? 

How  do  we  determine  which  computations  can  be  performed  in  parallel?  Who  will 
specify  how  the  computations  are  to  be  parceled  into  subcomputations?  How  is  it  deter¬ 
mined  which  subcomputations  will  be  assigned  to  which  processors?  How  are  subcom¬ 
putations  transported  to  processors?  How  do  these  remote  processors  inform  the  “master” 
portion  of  the  computation  when  each  subcomputation  is  complete?  How  is  it  determined 
which  processors  are  available  for  running  subcomputations?  Who  controls  these  proces¬ 
sors?  What  if  a  subcomputation  occupying  "someone  else's  processor”  is  preventing  that 
person  from  working;  can  that  person  terminate  or  suspend  the  subcomputation?  What 
happens  if  a  subcomputation  hangs  in  an  infinite  loop,  or  if  line  noise  causes  an  invalid 
result?  These  and  many  other  interesting  issues  must  be  addressed  in  distributed  computing 
systems. 

The  field  of  software  engineering  (Br75)  (Sz87)  is  focussed  on  developing  systems 
that  are  demonstrably  or  provably  correct.  Programmers  have  a  difficult  enough  time 
getting  sequential  algorithms  to  operate  correctly.  Will  it  be  much  more  difficult  to 
demonstrate  the  correctness  of  parallel  algorithms  than  it  is  to  demonstrate  the  correctness 
of  sequential  algorithms?  The  answer  has  to  be  a  resounding  yes. 

One  benefit  of  producing  systems  with  high  degrees  of  parallelism  may  be  achieving 
new  levels  of  reliability  not  possible  with  single-processor  systems.  With  multiprocessor 
systems,  several  processors  can  be  put  to  work  calculating  each  result  and  checking  the 
work  of  the  other  processors  to  ensure  proper  operation  of  critical  systems.  Systems  that 
can  function  despite  the  existence  of  various  problems  are  called  fault-tolerant  systems', 
highly-parallel  computing  approaches  can  offer  much  higher  degrees  of  fault  tolerance. 

1.11  INPUT-OUTPUT  TRENDS 

Every  time  technological  development  has  allowed  for  increased  computing  speeds,  the 
new  capabilities  have  immediately  been  absorbed  by  demands  placed  on  computing  re¬ 
sources  by  more  ambitious  applications.  Computing  appears  to  be  an  inexhaustible  re¬ 
source.  Ever  more  interesting  problems  await  the  availability  of  inceasingly  powerful 
computing  systems.  We  have  a  “chicken  or  the  egg”  situation.  Is  it  increasing  applications 
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demands  that  force  computing  technology  to  evolve,  or  is  it  improvements  in  technology 
that  tempt  us  to  think  about  new  and  innovative  applications? 

Some  obvious  trends  are  driving  the  need  for  huge  increases  in  computing  power.  For 
years,  the  primary  input  device  for  computers  was  the  keyboard.  Words  and  numbers  were 
entered  one  keystroke  at  a  time.  Most  people  are  not  particularly  good  typists,  and  those 
who  are  normally  do  not  type  faster  than  they  speak.  The  next  major  revolution  in  computer 
inputs  is  likely  to  be  automatic  speech  recognition  systems  in  which  users  input  informa¬ 
tion  to  computers  by  speaking  (Bi85).  The  problems  to  be  solved  are  substantial.  People 
tend  to  run  words  together.  Dialects,  accents,  improper  grammar,  homonyms,  and  the  like 
all  make  speech  recognition  challenging.  Theoreticians  tell  us  that  some  key  problems 
related  to  speech  recognition  are  unsolvable.  But  these  problems  are  no  more  unsolvable 
for  computers  than  they  are  for  humans.  It  is  reasonable  to  believe  that  computers  will 
eventually  recognize  speech  as  well  as  or  better  than  humans  can.  No  doubt  massive 
computing  power  will  be  required  to  perform  reasonably  effective,  real-time,  speech 
recognition. 

Those  of  us  who  settled  for  typewriter-like  terminals  printing  on  paper  at  10  characters 
per  second  in  the  1960s  now  demand  high  resolution  color  graphics  in  the  1980s  and  expect 
photographic-quality  color  graphics  in  the  1990s.  By  the  late  1990s,  it  appears  reasonable 
to  expect  computers  to  output  full  color  photographic  quality,  motion  video  with  sound. 

One  key  input-output  issue  handled  particularly  well  in  Apple’s  Macintosh  computers 
is  the  notion  of  look  and  feel.  The  mouse-oriented,  graphics-oriented  Macintosh  interface 
allows  applications  designers  considerable  flexibility  in  specifying  the  manner  in  which 
users  interact  with  the  computer.  Apple  recognized  early  that  it  would  be  easier  for  users  to 
learn  different  Macintosh  applications  if  they  all  had  the  same  look  and  feel.  So  Apple 
assigned  a  staff  member  to  work  with  applications  software  developers  to  ensure  that 
fundamental  operations  such  as  deleting  text,  copying  text,  selecting  options,  and  the  like 
were  always  implemented  in  the  same  manner.  The  net  result  is  that  someone  who  is 
generally  familiar  with  Macintosh  software  applications  finds  it  easier  to  learn  new 
applications.  The  success  of  the  Macintosh  user  interface  has  caused  many  companies  to 
pay  much  greater  attention  to  human  factors  issues  (Mo83). 

One  especially  exciting  form  of  output  that  is  certain  to  appear  as  processing  power 
increases  is  three-dimensional  video  with  sound.  This  luxury  may  not  appear  for  several 
decades  because  of  the  enormous  computational  power  required.  But  when  it  does  come, 
the  possibilities  are  endless.  One  of  the  earliest  users  of  this  technology  is  likely  to  be  the 
Federal  Aviation  Administration.  Today’s  air  traffic  control  systems  use  two-dimensional 
screens,  but,  of  course,  air  traffic  occurs  in  three  dimensions.  Tomorrow's  air  traffic 
controllers  are  likely  to  sit  at  three-dimensional  “theaters  in  the  round’’  as  they  monitor 
miniature  plane  images  flying  around. 

1.12  OPEN  SYSTEMS 

One  of  the  most  important  trends  in  computing  and  communication  architectures  today  is 
the  trend  toward  open  systems.  Open  systems  are  computing  and/or  communications 
systems  whose  specifications  are  widely  available,  accepted,  and  standardized. 
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Open  systems  have  many  components,  namely 

1.  open  communication  standards  such  as  the  OSI  reference  model  (Zi80)  (Sn89)  de¬ 
veloped  by  the  International  Organization  for  Standardization  and  promulgated  in  the 
United  States,  Europe,  and  Japan  by  COS  (the  Corporation  for  Open  Systems  Interna¬ 
tional),  SPAG  (the  Standards  Promotion  and  Applications  Group),  and  POS1  (Promo¬ 
tion  of  OSI),  respectively. 

2.  open  operating  system  standards,  such  as  UNIX,  originally  developed  by  AT&T  and 
now  widely  touted  as  the  key  open  operating  system  standard. 

3.  open  user  interface  standards  such  as  the  X  Window  System  (Sc86)  (Sc88)  developed 
at  MIT. 

4.  open  user  application  standards  adopted  by  various  bodies  such  as  X/Open  (X087) 
and  the  Open  Software  Foundation-(OSF). 

The  communications  industry  developed  in  an  environment  of  standards',  if  a  person  at 
one  telephone  was  to  be  able  to  communicate  with  a  person  at  any  other  telephone,  the 
phones  had  to  adhere  to  the  same  rules  for  establishing,  accepting,  handling,  and  terminat¬ 
ing  calls.  But  the  computer  industry  grew  in  a  manner  in  which  proprietary  architectures 
proliferated.  Each  hardware  vendor  chose  its  own  designs.  These  architectures  were  so 
dramatically  different  that  little  interaction  was  attempted  between  heterogeneous  com¬ 
puter  systems.  It  was  common  for  a  company  to  use  the  computers  of  a  single  vendor;  such 
a  company  was  often  referred  to  as  an  “IBM  shop,' j  “DEC  shop,”  a  “Honeywell  shop,” 
and  so  on. 

Some  people  feel  that  the  open  systems  philosophy  stifles  innovation.  Others  claim 
that  the  economies  of  scale  introduced  by  the  open  systems  approach  will  free  funds,  thus 
encouraging  further  technological  innovation. 

The  open  systems  philosophy  represenTsa  major  shift  for  most  vendors.  Some  vendors 
have  adopted  the  open  systems  approach  as-torporate  policy;  others  have  reluctantly  agreed 
to  pursue  it  despite  major  commitments  to  proprietary  designs. 


1.13  UNIX 

The  UNIX  operating  system  (see  the  case  study  in  Chapter  18)  was  originally  designed  in 
the  late  1960s  and  early  1970s  at  AT&T.  Its  simplicity  and  elegance  attracted  researchers  in 
the  universities  and  industry.  It  has  grown  to  an  extraordinary  position  of  prominence  as  the 
one  operating  system  that  companies  appear  willing  to  standardize  on  as  the  open  operating 
system  of  choice.  UNIX  is  the  only  operating  system  that  has  been  implemented  on 
computers  ranging  from  micros  to  supercomputers  (Da84),  and  it  is  the  only  operating 
system  implemented  by  almost  every  major  computer  vendor. 

UNIX  standardization  has  become  3h  increasingly  hot  topic.  It  appears  unlikely  that  a 
single  UNIX  standard  will  emerge  in  the  near  future.  AT&T  continues  to  tout  its  UNIX 
System  V  (S  V86),  which  is  widely  used  in  industry.  Universities  continue  to  favor  Berkeley 
UNIX  (Uc86)  (derived  from  the  AT&T  torsion).  The  UNIX  community  has  cooperated  in 
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the  development  of  a  standard  system  specification  called  POS1X  (P087a)  (P087b)  which 
represents  a  common  subset  of  the  major  UNIX  systems.  The  Open  Software  Foundation 
has  been  formed  to  produce  a  version  of  UNIX  based  heavily  on  IBM’s  AIX  UNIX-like 
system.  It  will  be  many  years  before  a  single  UNIX  standard  emerges,  if  indeed  one  ever 
does.  There  may  well  be  no  one  operating  system  design  that  could  fulfill  the  diverse  needs 
of  the  worldwide  computing  community. 

1.14  ETHICAL  ISSUES 

We  have  entrusted  our  lives  to  computers  in  a  manner  that  demands  ethical  behavior  on  the 
part  of  operating  systems  designers  (Md89).  People  who  work  with  computers  and  commu¬ 
nication  devices  are  often  privy  to  confidential  information  they  would  not  ordinarily  see. 
Computer  systems  control  heart  pacemakers,  monitor  and  regulate  air  traffic,  and  process 
confidential  medical,  financial,  and  criminal  records.  If  implemented,  the  Strategic  Defense 
Initiative  is  likely  to  require  the  most  complex  software  systems  ever  developed  by 
humankind  (Ms86).  People  who  design  computer  systems  must  realize  that  these  systems 
are  used  and  relied  upon  in  critical  situations.  Should  we  build  systems  that  could  fail? 
What  level  of  failure,  if  any,  is  tolerable?  Who  is  responsible  when  computer  systems  fail? 
Should  we  build  systems  so  complex  that  we  cannot  be  certain  they  will  perform  properly 
(Pn85)?  Operating  systems  designers  need  to  be  concerned  with  these  and  other  important 
ethical  issues. 

With  “viruses”  and  "worms”  attacking  our  computing  systems  in  record  numbers,  we 
must  think  seriously  about  just  how  vulnerable  our  systems  are,  and  about  our  professional 
responsibilities  to  build  dependable  systems.  Can  we  continue  to  build  systems  which  are 
so  easily  attacked  and  compromised,  and  employ  those  systems  in  situations  in  which 
human  lives  are  at  stake?  It  is  operating  systems  software,  not  computer  hardware,  that  has 
been  most  vulnerable  to  attack.  Operating  systems  designers  must  conscientiously  deal 
with  the  same  kinds  of  complex  ethical  dilemmas  as  those  faced  by  other  professional 
people  such  as  attorneys,  doctors,  and  engineers. 

1.15  APPLICATION  BASES 

When  the  IBM  Personal  Computer  (often  called  simply  “the  PC”)  appeared  in  1981,  it 
immediately  spawned  a  huge  software  industry  in  which  independent  software  vendors 
(ISVs)  were  able  to  market  packages  for  the  IBM  PC  to  run  under  the  MS-DOS  operating 
system  (IBM’s  version  is  called  DOS).  Operating  systems  free  applications  software 
developers  from  having  to  deal  with  the  messy  details  of  manipulating  computer  hardware 
to  manage  memory,  perform  input-output,  deal  with  communication  lines,  and  so  on.  The 
operating  system  provides  a  series  of  operating  system  calls  which  applications  program¬ 
mers  use  to  accomplish  detailed  hardware  and  data  manipulations.  The  calls  instruct  the 
operating  system  to  do  the  work;  the  application  developer  simply  has  to  know  what 
routines  to  call  to  accomplish  specific  tasks.  Pursuing  the  calls  of  an  operating  system  gives 
a  good  idea  of  the  functionality  it  provides  to  applications  system  developers.  Several  of  the 
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case  studies  in  Chapters  1 8  through  23  present  reasonably  complete  listings  of  the  operating 
system  calls  provided. 

If  an  operating  system  presents  an  environment  conducive  to  developing  applications 
quickly  and  easily,  the  operating  system  and  the  hardware  are  more  likely  to  be  successful 
in  the  marketplace.  The  applications  development  environment  created  by  MS-DOS  en¬ 
couraged  the  development  of  thousands  of  application  software  packages.  This  in  turn  en¬ 
couraged  users  to  buy  IBM  PCs  and  compatibles. 

Once  an  application  base  (i.e.,  the  combination  of  the  hardware  and  the  operating 
system  environment  in  which  applications  are  developed)  is  widely  established,  it  becomes 
extremely  difficult  to  ask|users  and  software  developers  to  convert  to  a  completely  new 
applications  development  environment  provided  by  a  dramatically  different  operating 
system.  Thus,  it  is  likely  that  new  architectures  evolving  over  the  next  several  years  will 
make  every  effort  to  support  the  existing  major  application  bases.  Those  application  bases 
most  likely  to  be  supported  by  new  architectures  are  MS-DOS  (DOS),  OS/2,  and  UNIX. 
The  Macintosh  application  base  is  also  quite  large,  but  Apple  has  maintained  the  Macintosh 
as  a  relatively  closed  system.  This  has  discouraged  other  hardware  vendors  from  building 
systems  that  can  also  run  Macintosh  application  software. 

1.16  THE  KEY  OPERATING  SYSTEMS  FOR  THE  1990s 

Anyone  who  reads  this  book  for  general  principles  will  surely  be  interested  in  which 
operating  systems  are  likely  to  dominate  in  the  1990s.  In  Chapters  18  through  23,  we  have 
included  detailed  case  studies  on  six  of  the  most  important  operating  systems  on  the  market 
today,  namely  UNIX,  MS-DOS,  MVS,  VM,  the  Macintosh  operating  system,  and  OS/2. 
IBM  will  remain  committed  to  its  mainframe  operating  systems,  MVS  and  VM,  and  to  its 
personal  computer  operating  systems,  MS-DOS  (which  IBM  calls  DOS),  and  OS/2.  Apple 
will  continue  to  evolve  its  Macintosh  line  of  computers  (for  which  Apple  has  not 
popularized  a  separate  operating  system  name).  All  major  vendors  will  continue  to  support 
their  own  proprietary  operating  systems. 

But  what  about  the  new  trends?  Most  major  hardware  and  software  vendors  are  now 
focused  on  UNIX  and  MS-DOS  as  the  two  operating  systems  which  they  will  support  in  the 
early  1990s  in  addition  to  their  own  proprietary  architectures.  MS-DOS  is  the  most  widely 
used  operating  system  in  the  world  (with  10-20  million  installations);  it  supports  a  massive 
base  of  software  applications  supplied  by  thousands  of  software  vendors  worldwide.  OS/2 
(which  allows  users  to  use  DOS  within  OS/2)  is  IBM’s  next-generation  personal  computing 
operating  system  to  follow  DOS;  IBM  is  hoping  to  convert  the  DOS  base  of  users  to  OS/2. 
As  of  this  writing,  the  interest  in  DOS  and  MS-DOS  remains  so  strong  that  it  is  unlikely  all 
their  devotees  will  convert  to  OS/2,  at  least  in  the  near  future. 

Now  that  we  have  presented  a  seemingly  endless  stream  of  facts,  issues,  and  acronyms, 
we  proceed  with  a  discussion  of  the  basic  principles  of  computer  hardware,  software,  and 
firmware  in  Chapter  2.  In  Chapters  3  through  17,  we  consider  general  operating  systems 
principles.  In  Chapters  18  through  23  We  consider  the  key  operating  systems  for  the  early 
1990s. 
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A1X 

Apple  Macintosh 
application  base 
bandwidth 

batch  processing  systems 
Berkeley  UNIX 
C 

centralized  computing 
client 

common  carrier 
computer  network 
computer  vision 

Corporation  for  Open  Systems  Interna¬ 
tional  (COS) 

CP/CMS 

CTSS 

distributed  computing 
DOS 

dynamic  network  configuration 
Ethernet 

fault-tolerant  systems 
graphics-oriented  interface 
IBM  PC 

independent  software  vendors  (ISVs) 
Integrated  Services  Digital  Network 
(ISDN) 

interactive  user 

local  area  network  (LAN) 

locating  broker 

look  and  feel 

massive  parallelism 

microcode 

mouse 

MS-DOS 

Multics 


multiprocessor  system 
multiprogramming 
network 
on  line 

Open  Software  Foundation  (OSF) 
open  system 

Open  Systems  Interconnection  (OSI) 

operating  system  call 

OS/2 

parallel  processing 
personal  computer 
POSIX 
process 

real-time  system 
registration  procedure 
server 

single-processor  system 

software  engineering 

speech  recognition 

speech  synthesis 

standards 

TCP/IP 

timesharing 

transaction  processing  system 
TSS 

turnaround  time 
UNIX 

UNIX  System  V 
user  friendly 
virtual  storage 
workstation 
Xerox  PARC 
X/Open 

X  Window  System 


EXERCISES 

1.1  Distinguish  between  multiprogramming  and  multiprocessing.  What  were  the  key  motivations 
for  the  development  of  each? 

1.2  Define,  compare,  and  contrast  each  of  the  following  terms:  on  line,  real  time,  timesharing,  and 
interactive  computing. 
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1.3  Briefly  discuss  the  significance  of  each  of  the  following  systems  mentioned  in  this  chapter:  MS- 
DOS,  CTSS,  Multics,  OS/360,  TSS,  OS/2,  UNIX,  and  Macintosh. 

1.4  List  several  trends  pointing  the  way 'to  future  operating  systems  designs. 

How  will  each  affect  the  nature  of  future  systems? 

1.5  Speculate  on  what  kinds  of  applications  might  become  feasible  if  memories  and  processing 
speeds  were  huge  compared  to  today’s  norms? 

1.6  What  kinds  of  applications  might  become  feasible  if  massive  parallelism  became  available  at 
nominal  cost? 

1.7  What  developments  made  personal  computing  feasible? 

1.8  What  two  approaches  to  effecting  distributed  computing  were  discussed  in  this  chapter?  Why  is 
one  feasible  now  and  the  other  not  likely  to  occur  for  decades? 

1.9  What  trends  are  pointing  the  way  to  dramatic  increases  in  parallel  computation?  What 
challenges  must  be  addressed  by  hardware  designers  and  software  designers  before  parallel  computa¬ 
tion  will  become  widely  used? 

1.10  What  are  open  systems?  Why  is  the  trend  toward  open  systems  so  strong?  What  effect  will 
open  systems  have  on  the  massive  installed  bases  of  proprietary  hardware,  software,  and  communica¬ 
tion  systems? 

1.11  Suppose  you  were  a  strategic  (long-term)  planner  for  a  major  computer  company.  How  would 
you  factor  open  systems  into  your  planning  efforts? 

1.12  How  should  users  of  hardware,  software,  and  communication  systems  factor  open  systems  into 
their  strategic  planning  efforts? 

1.13  Why  has  UNIX  emerged  as  the  open  operating  system  of  choice? 

1.14  (Project)  Discuss  the  history  of  UNIX  standardization  efforts.  Is  it  likely  that  a  single  standard 
will  emerge?  If  so,  what  will  have  to  occur?  If  not,  why  not?  Analyze  this  issue  carefully  and  in 
depth — it  is  one  of  the  most  important  issues  the  operating  systems  industry  is  dealing  with  today. 

1.15  (Project)  Describe  what  it  would  be  like  to  work  with  a  computer  that  was  able  to  emulate  the 
human  senses  of  sight,  hearing,  touch,  taste,  and  smell.  Discuss  how  machines  with  such  capabilities 
might  dramatically  improve  the  quality  of  life  for  people  with  various  handicaps.  Indicate  how 
operating  systems  might  manage  computers  with  such  high-bandwidth  human  senses. 

1.16  (Project)  In  the  text  we  referred  to  a  number  of  ethical  issues  with  which  operating  systems 
designers  must  be  concerned.  Prepare  a  research  paper  on  this  important  topic.  Be  sure  to  deal  with 
issues  such  as  the  Strategic  Defense  Initiative,  the  use  of  complex  computer  systems  in  life- 
threatening  situations,  viruses  and  worms,  and  other  important  topics  you  discover  as  you  do  your 
research  for  your  paper. 
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“Now!  Now!’’  tried  the  Queen.  “Faster!  Faster!” 
Lewis  Carroll 

To  conquer  without  risk  is  to  triumph  without  glory. 

Pierre  Corneille 

Our  life  is  frittered  away  by  detail 
. .  .Simplify,  simplify. 

Henry  Thoreau 

O  holy  simplicity! 

John  Huss 

(Last  words,  at  the  stake) 
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2.1  INTRODUCTION 

In  this  chapter  we  review  basic  topics  of  hardware,  software,  and  firmware  that  are  fun¬ 
damental  to  the  discussion  of  operating  systems  in  the  rest  of  the  book.  Readers  with  a 
background  in  computer  software  and  computer  architecture  may  wish  to  skip  this  material 
and  proceed  with  Chapter  3.  Chapters  7  and  8  discuss  hardware  important  in  memory 
management;  Chapter  1 1  discusses  hardware  important  to  high-performance  computer 
architectures  and  considers  several  supercomputers;  Chapter  16  discusses  hardware  used  in 
computer  networks;  the  case  studies  in  Chapters  1 8  through  23  discuss  the  hardware  of 
various  widely-used  computer  systems,  including  Apple’s  Macintosh,  and  IBM’s  370 
family,  PC,  and  PS/2  systems. 

Hardware  consists  of  the  devices  of  a  computer  system — its  processors,  its  storages, 
its  input/output  devices,  and  its  communication  connections.  Software  consists  of  the 
programs  of  machine  language  instructions  and  data  that  are  interpreted  by  the  hardware. 
Some  common  types  of  software  are  compilers,  assemblers,  loaders,  linkage  editors, 
linking  loaders,  user  applications  programs,  database  management  systems,  data  com¬ 
munications  systems,  and  operating  systems.  Firmware  consists  of  microcode  programs 
executed  from  very  high-speed  control  storage.  Commonly  used  object  programs  placed  in 
read-only  memories  (ROMs  and  PROMs)  are  also  sometimes  referred  to  as  firmware.  The 
last  portion  of  this  chapter  discusses  microprogramming  and  its  importance  in  today's 
computer  architectures  and  operating  systems.  We  present  a  detailed  case  study  illustrating 
how  microprogramming  may  be  used  to  implement  a  computer's  machine  language 
instruction  set. 

2.2  HARDWARE 

In  the  next  several  sections  various  hardware  items  of  importance  to  operating  systems  are 
discussed.  The  reader  who  needs  more  detail  than  is  presented  here  should  consult  texts  on 
computer  architecture  such  as  (Fo85)  (Hr85)  (Mo86)  (Le87)  (Su87)  and  (Tu88). 

2.2.1  Storage  Interleaving 

Storage  interleaving  is  used  to  speed  the  accessing  of  primary  storage  (Gi87).  Ordinarily 
while  any  one  of  the  locations  in  a  primary  storage  bank  is  being  accessed,  no  other  ref¬ 
erences  may  be  in  progress.  Storage  interleaving  places  adjacent  storage  locations  in  dif¬ 
ferent  storage  banks  so  that  multiple  references  may  be  in  progress  at  the  same  time.  Two- 
way  interleaving,  for  example,  would  place  the  odd-numbered  storage  addresses  in  one 
storage  bank  and  the  even-numbered  addresses  in  another,  thus  allowing  two  adjacent 
storage  locations  to  be  referenced  simultaneously.  Systems  have  been  constructed  with 
much  higher  degrees  of  interleaving  to  achieve  very  high  performance. 

2.2.2  Relocation  Register 

A  relocation  register  allows  programs  to  be  relocated  dynamically.  The  base  address  of  the 
program  in  primary  storage  is  placed  in  the  relocation  register.  The  contents  of  the 
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relocation  register  are  added  to  each  address  developed  by  a  running  program.  The  user  is 
able  to  program  as  if  the  user’s  program  begins  at  location  zero.  At  execution  time,  as  the 
program  runs,  all  address  references  involve  the  relocation  register;  this  allows  the  program 
to  reside  in  locations  other  than  those  which  it  was  translated  to  occupy, 

2.2.3  Interrupts  and  Polling 

One  technique  for  allowing  a  unit  to  check  the  status  of  another  independently  functioning 
unit  is  polling ;  the  first  unit  checks  whether  the  second  is  in  a  certain  status — if  it  is  not,  then 
the  first  unit  proceeds  with  what  it  was  doing  (Ta86).  Polling  can  be  a  high-overhead 
operation. 

Interrupts  allow  one  unit  to  gain  the  immediate  attention  of  another  so  that  the  first  unit 
may  report  a  status  change  (Hu80).  The  interrupt  causes  the  interrupted  unit's  state  to  be 
saved  before  the  interrupt  is  processed.  Then  the  interrupt  is  processed  and  the  state  of  the 
interrupted  unit  is  restored.  Interrupts  are  discussed  in  detail  in  Chapter  3. 

2.2.4  Buffering 

A  buffer  is  an  area  of  primary  storage  for  holding  data  during  input/output  transfers.  As  an 
input/output  transfer  progresses,  its  speed  depends  on  many  factors  related  to  input/output 
hardware,  but  normally  unrelated  to  processor  operation.  On  input,  for  example,  the  data  is 
placed  in  the  buffer  by  an  input/output  channel;  when  the  transfer  is  complete  the  data  may 
be  accessed  by  the  processor. 

With  single-buffered  input,  the  channel  deposits  data  in  a  buffer,  the  processor  pro¬ 
cesses  that  data,  the  channel  deposits  the  next  data,  etc.  While  the  channel  is  depositing 
data,  no  processing  on  that  data  may  occur;  while  the  data  is  being  processed,  no  additional 
data  may  be  deposited.  A  double-buffering  system  allows  overlap  of  input/output  opera¬ 
tions  with  processing;  while  the  channel  is  depositing  data  in  one  buffer,  the  processor  may 
be  processing  the  data  in  the  other  buffer.  When  the  processor  is  finished  processing  the 
data  in  one  buffer,  it  may  process  the  data  in  the  second  buffer  while  the  channel  deposits 
new  data  back  into  the  first  buffer.  This  alternating  use  of  the  buffers  is  sometimes  called 
flip-flop  buffering.  Communication  between  channels  and  processors  will  be  discussed 
shortly. 

2.2.5  Peripheral  Devices 

Peripheral  devices  allow  the  storage  of  massive  amounts  of  information  outside  the  pri¬ 
mary  storage  of  the  computer.  Tape  drives  are  inherently  sequential  devices  that  read  and 
write  data  on  a  long  strip  of  magnetic  tape.  Tapes  can  be  as  long  as  3600  feet  on  a  12-inch 
reel.  Information  may  be  recorded  on  tape  at  various  recording  densities.  Early  systems 
recorded  200  characters  per  inch  (cpi)  of  tape,  then  556  cpi  became  popular,  then  800  cpi, 
then  1 600  cpi,  and  now  commonly  6250  cpi.  Greater  densities  will  certainly  be  supported  in 
future  systems. 
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Perhaps  the  most  significant  peripheral  devices  as  far  as  operating  systems  are  con¬ 
cerned  are  magnetic  disk  drives.  Disks  are  direct  access  devices — they  allow  reference  to 
individual  data  items  without  the  need  to  search  all  data  items  on  the  disk  in  order.  Early 
disk  devices  stored  several  million  characters.  Today’s  larger  units  commonly  store  as 
many  as  a  billion  characters.  Units  to  be  designed  in  the  near  future  will  provide  even 
greater  capacities.  Chapters  12  and  13  examine  the  operation  of  disk  storage  and  its  im¬ 
portance  to  operating  systems. 


2.2.6  Storage  Protection 

Storag e  protection  is  essential  in  multiuser  computer  systems  (Gi87).  It  limits  the  range  of 
addresses  a  program  may  reference  to  prevent  programs  from  interfering  with  one  another. 
Storage  protection  may  be  implemented  for  a  program  in  a  contiguous  block  of  storage 
locations  by  bounds  registers  that  define  the  lower  and  upper  addresses  of  the  block  of 
storage.  As  a  program  executes,  all  referenced  storage  addresses  are  checked  to  see  that 
they  are  between  the  addresses  in  the  bounds  registers.  Storage  protection  may  also  be  im¬ 
plemented  by  the  use  of  storage  protection  keys  attached  to  areas  in  primary  storage;  a 
program  may  reference  storage  locations  only  in  those  areas  with  keys  matching  that 
program's  key. 


2.2.7  Timers  and  Clocks 

An  interval  tinier  is  useful  in  multiuser  systems  for  preventing  one  user  from  monopolizing 
a  processor.  After  a  designated  interval,  the  timer  generates  an  interrupt  to  gain  the  attention 
of  the  processor;  the  processor  may  then  be  assigned  to  another  user.  A  time-of-day  clock 
provides  a  means  for  the  computer  to  keep  track  of  wall  clock  time  in  increments  as  fine  as 
or  finer  than  millionths  of  a  second. 


2.2.8  On-line  and  Off-line  Operation;  Satellite  Processors 

Some  peripherals  have  been  equipped  for  either  on-line  operation ,  in  which  they  are 
connected  to  the  processor,  or  off-line  operation  in  which  they  are  run  by  control  units  not 
connected  to  the  central  computer  system.  Off-line  control  units  are  appealing  because  they 
make  it  possible  to  drive  peripheral  devices  without  placing  a  burden  directly  on  the 
processor.  Tape-to-print  operations  are  frequently  performed  by  off-line  units. 


2.2.9  Input/Output  Channels 

As  the  computing  demands  placed  on  early  systems  increased,  particularly  in  commercial 
data  processing  environments,  systems  tended  to  become  inputloiitput  bound.  While  input/ 
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output  was  in  progress,  processors  were  tied  up  handling  the  I/O.  On  some  systems  only  a 
single  input/output  operation  could  be  handled  at  once.  An  important  improvement  to  this 
situation  was  the  development  of  HO  channels  (Gi87).  A  channel  is  a  special-purpose 
computer  system  devoted  to  handling  input/output  independently  of  the  main  processor  of 
the  computer  system.  A  channel  can  access  primary  storage  directly  to  store  or  retrieve 
information. 

In  today’s  interrupt -driven  systems,  a  processor  executes  a  startio  instruction  to  initiate 
an  I/O  transfer  over  a  channel;  the  channel  issues  an  HO  completion  interrupt  to  inform  a 
processor  of  the  completion  of  an  I/O  operation. 

The  real  significance  of  channels  is  that  they  greatly  increase  the  amount  of  concurrent 
hardware  activity  possible  on  a  computer,  and  they  remove  most  of  the  burden  of  handling 
input/output  from  the  processor. 

A  selector  channel  is  used  for  high-speed  data  transfers  between  devices  and  primary 
storage.  Selector  channels  have  only  a  single  subchannel ;  they  can  service  only  one  device 
at  a  time. 

Multiplexor  channels  have  many  subchannels;  they  can  interleave  many  data  streams 
at  once.  A  byte-multiplexor  channel  interleaves  the  transmissions  of  slow  devices  such  as 
terminals,  printers,  and  low-speed  communications  lines.  A  block-multiplexor  channel 
interleaves  the  transmission  of  several  high-speed  devices  such  as  laser  printers  and  disk 
drives. 


2.2.10  Cycle  Stealing 

One  point  of  conflict  between  channels  and  the  processor  is  the  accessing  of  primary 
storage.  Since  only  one  access  (to  a  particular  primary  storage  bank)  may  be  in  progress  at 
any  time,  and  since  it  is  possible  for  channels  and  the  processor  to  want  to  access  primary 
storage  simultaneously,  the  channels  are  normally  given  priority.  This  is  called  cycle 
stealing;  the  channel  literally  steals  storage  cycles  from  the  processor.  The  channels  use 
only  a  small  percentage  of  the  cycles,  but  giving  them  priority  in  this  manner  causes  better 
utilization  of  input/output  devices.  This  type  of  logic  has  been  incorporated  into  today’s 
operating  systems;  I/O-bound  programs  are  generally  given  priority  over  processor-bound 
programs  by  the  operating  system's  scheduling  mechanisms. 


2.2.11  Base-plus-Displacement  Addressing 

As  the  need  for  larger  primary  storages  became  apparent,  computer  architectures  were 
modified  to  accommodate  very  large  ranges  of  addresses.  A  system  designed  to  support 
I6M  bytes  (M=  1,048,576)  would  require  24-bit  addresses.  Incorporating  such  lengthy 
addresses  into  every  instruction  on  a  machine  with  single-address  instructions  would  be 
costly;  on  a  machine  with  multiple-address  instructions  it  would  be  intolerable.  So  to 
achieve  very  large  address  ranges,  systems  use  base-plus-displacement  addressing  in 
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which  all  addresses  are  added  to  the  contents  of  a  base  register  (Gi87).  This  scheme  has  the 
additional  advantage  of  making  programs  location-independent  (see  the  discussion  on 
relocation  registers),  a  particularly  valuable  property  for  programs  in  multiuser  envi¬ 
ronments  in  which  a  program  may  have  to  be  placed  at  different  locations  in  primary 
storage  each  time  it  is  loaded. 


2.2.12  Problem  State,  Supervisor  State,  Privileged  Instructions 

Computer  systems  generally  have  several  different  execution  states  (Gi87).  Varying  the 
state  of  a  machine  makes  it  possible  to  build  more  secure  systems.  Normally,  when  the 
machine  is  in  a  particular  state  only  some  subset  of  its  instructions  is  executable  by  a 
running  program.  For  user  programs,  the  subset  of  instructions  the  user  may  execute  in 
problem  state  (also  called  user  state )  precludes,  for  example,  the  direct  execution  of  input/ 
output  instructions;  a  user  program  allowed  to  perform  arbitrary  input/output  could  dump 
the  system’s  master  list  of  passwords,  print  the  information  of  any  other  user,  or  destroy  the 
operating  system.  The  operating  system  ordinarily  runs  with  most  trusted  user  status  in  a 
supervisor  state ;  it  has  access  to  all  the  instructions  in  the  machine's  instruction  set.  Such  a 
problem  state/supervisor  state  dichotomy  has  been  adequate  for  most  modern  computing 
systems.  In  the  case  of  highly-secure  systems,  however,  it  is  desirable  to  have  more  than 
two  states.  This  allows  for  a  finer  granularity  of  protection.  It  also  allows  access  to  be 
granted  by  the  principle  of  least  privilege ;  Any  particular  user  should  be  granted  the  least 
amount  of  privilege  and  access  that  user  needs  to  accomplish  its  designated  tasks. 

It  is  interesting  that  as  computer  architectures  have  evolved,  the  number  of  privileged 
instructions,  i.e.,  those  instructions  not  accessible  in  problem  state,  has  tended  to  increase. 
This  indicates  a  definite  trend  toward  the  incorporation  of  more  operating  systems 
functions  in  hardware. 


2.2.13  Virtual  Storage 

Virtual  storage  systems  allow  programs  to  reference  addresses  that  need  not  correspond  to 
the  limited  set  of  real  addresses  available  in  primary  storage  (Dn70).  The  virtual  addresses 
developed  by  running  programs  are  translated  dynamically  (i.e.,  at  execution  time)  by  the 
hardware  into  the  addresses  of  instructions  and  data  in  primary  storage.  Virtual  storage 
systems  ordinarily  allow  programs  to  reference  address  spaces  much  largerthan  the  address 
spaces  available  in  primary  storage.  This  allows  users  to  create  programs  independent  (for 
the  most  part)  of  the  constraints  of  primary  storage,  and  it  facilitates  the  operation  of  shared 
multiuser  systems. 

Virtual  storage  systems  use  the  techniques  of  paging  fixed-sized  blocks  of  data  back 
and  forth  between  primary  storage  and  secondary  storage,  and  segmentation,  which  iden¬ 
tifies  logical  units  of  programs  and  data  to  facilitate  access  control  and  sharing.  These 
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techniques  are  sometimes  used  individually  and  are  sometimes  combined.  Virtual  storage 
systems  are  considered  in  Chapters  8  and  9. 


2.2.14  Multiprocessing 

In  multiprocessing  systems  several  processors  share  a  common  primary  storage  and  a 
single  operating  system  (Lr84).  Multiprocessing  introduces  the  potential  for  certain  types 
of  conflicts  that  do  not  occur  in  uniprocessor  systems.  It  is  necessary  to  sequentialize  access 
to  a  shared  storage  location  so  that  two  processors  do  not  attempt  to  modify  it  at  the  same 
time,  possibly  scrambling  its  contents.  Sequentialization  is  also  necessary  when  one 
processor  wants  to  modify  a  location  and  another  processor  wants  to  read  it.  Chapter  1 1 
discusses  these  issues  in  depth.  The  case  study  on  MVS  in  Chapter  20  explains  how 
multiprocessing  is  handled  in  IBM’s  large-scale  systems.  Sequentialization  is  also  neces¬ 
sary  in  uniprocessor  systems;  Chapters  3,  4,  and  5  discuss  this  in  detail. 


2.2.15  Direct  Memory  Access  (DMA) 

One  key  to  obtaining  good  performance  in  computer  systems  is  minimizing  the  number  of 
interrupts  that  occur  while  a  program  executes.  Direct  memory  access  (DMA)  requires  only 
a  single  interrupt  for  each  block  of  characters  transferred  in  an  I/O  operation.  It  is  thus 
significantly  faster  than  the  method  in  which  the  processor  is  interrupted  for  each  character 
transferred. 

Once  an  I/O  operation  is  initiated,  characters  are  transferred  to  primary  storage  on  a 
cycle  stealing  basis — the  channel  temporarily  usurps  the  processor’s  path  to  storage  while  a 
character  is  being  transferred;  then  the  processor  continues  operation. 

When  a  device  is  ready  to  transmit  one  character  of  the  block,  it  “interrupts”  the 
processor.  But  with  DMA  the  processor’s  state  does  not  have  to  be  saved;  the  processor  is 
more  delayed  than  interrupted.  Under  the  control  of  special  hardware,  the  character  is 
transferred  to  primary  storage.  When  the  transfer  is  complete,  the  processor  resumes  op¬ 
eration. 

DMA  is  a  performance  feature  particularly  useful  in  systems  that  support  a  very  large 
volume  of  I/O  transfers.  The  hardware  responsible  for  stealing  cycles  and  operating  the  I/O 
devices  in  DMA  mode  is  called  a  DMA  channel. 


2.2.16  Pipelining 

Pipelining  (Dr85)  (Li88)  is  a  hardware  technique  used  in  high-performance  computer 
systems  (see  Chapter  1 1)  to  exploit  certain  types  of  parallelism  in  instruction  processing. 
Quite  simply,  the  processor  is  arranged  very  much  like  a  production  line  in  a  factory; 
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several  instructions  may  be  in  different  stages  of  execution  simultaneously.  This  overlap 
requires  more  extensive  hardware  but  it  can  greatly  reduce  the  total  execution  time  of  a 
sequence  of  instructions. 

2.2.17  Storage  Hierarchy 

Today’s  systems  have  several  levels  of  storage,  including  primary  storage,  secondary 
storage,  and  cache  storage.  Instructions  and  data  must  be  placed  in  primary  storage  or 
cache  storage  to  be  referenced  by  a  running  program.  Secondary  storage  consists  of  tapes, 
disks,  and  other  media  designed  to  hold  information  that  will  eventually  be  accessed  ill 
primary  storage.  Cache  is  very  fast  storage  designed  to  increase  the  execution  speed  of 
running  programs;  it  is  generally  transparent  to  user  programs  (Sm82).  On  computer 
systems  with  cache  storage,  the  current  portion  of  a  program  is  placed  in  cache,  where  it  can 
execute  much  faster  than  in  primary  storage.  These  levels  of  storage  create  a  storage 
hierarchy,  the  various  levels  from  cache,  to  primary,  to  secondary  storage  have  decreasing 
cost  and  speed,  and  increasing  capacity. 

Storage  is  ordinarily  divided  into  bytes  or  words  consisting  of  a  fixed  number  of  bytes. 
Each  location  in  storage  has  an  address;  the  set  of  all  addresses  available  to  a  program  is 
called  an  address  space. 

2.2.18  Reduced  Instruction  Set  Computing  (RISC) 

RISC  (reduced  instruction  set  computing)  is  receiving  tremendous  attention  in  today's 
processor  architectures  (Pn82)  (Pn85).  Over  the  last  several  decades,  machine  language 
instruction  sets  of  computers  tended  to  become  larger  as  more  complex  instructions  were 
added.  One  reason  for  this  is  that  frequently  used  functions  needed  for  both  operating  sys¬ 
tem  programs  and  application  programs  were  incorporated  into  the  machine  language  to 
achieve  faster  execution.  The  problem  with  such  an  approach,  now  called  CISC  (complex 
instruction  set  computing)  is  that  the  interpretation  of  each  instruction  by  the  hardware  is 
slowed  by  the  need  to  differentiate  between  a  larger  number  of  instructions,  and  by  the  fact 
that  many  of  the  instructions  are  more  complex  to  execute.  This  has  had  the  effect  of 
holding  down  the  processing  speeds — rated  in  MIPS  (million  instructions  per  second) — of 
computers. 

RISC  computers  tend  to  have  relatively  small  numbers  of  simple  instructions,  but  very 
large  numbers  of  registers.  RISC-based  computers  are  able  to  execute  these  simpler 
instructions  faster  so  their  MIPS  ratings  are  correspondingly  higher.  The  fact  that  their 
instructions  are  simpler  has  caused  considerable  debate  in  the  industry  as  to  whether  RISC 
MIPS  may  be  meaningfully  compared  to  CISC  MIPS.  RISC  and  the  controversies  sur¬ 
rounding  it  are  discussed  in  detail  in  Chapter  14. 

2.3  SOFTWARE 

Software  consists  of  the  programs  of  instructions  and  data  that  define  for  the  hardware  the 
algorithms  for  solving  problems.  Operating  systems  and  other  systems  software  are  ordi- 
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ruirily  supplied  by  hardware  vendors.  The  vast  majority  of  application  software  is  supplied 
by  independent  software  vendors  (ISVs). 


2.3.1  Machine  Language  Programming 

Machine  language  is  the  programming  language  that  a  computer  can  understand  directly. 
Each  machine  language  instruction  is  interpreted  by  hardware  that  performs  the  indicated 
functions.  Machine  language  instructions  are  generally  quite  primitive;  it  is  the  ar¬ 
rangement  of  these  instructions  into  machine  language  programs  that  enables  the  speci¬ 
fication  of  useful  algorithms.  Today’s  machine  language  instruction  sets  often  include 
some  very  powerful  capabilities.  There  is  a  recent  trend,  however,  toward  simplifying 
machine  languages  (see  the  discussion  on  RISC). 

Machine  language  is  said  to  be  machine-dependent-  a  machine  language  program 
written  on  one  vendor’s  computer  cannot  ordinarily  be  run  on  another  vendor’s  system 
unless  its  machine  language  is  identical  to,  or  larger  than,  that  of  the  first  vendor’s  system. 
Another  indication  of  machine  dependence  is  the  flavor  of  the  instructions  themselves; 
machine  language  instructions  name  specific  registers  of  the  computer  system  and  process 
data  in  the  physical  form  in  which  that  data  exists  in  that  computer  system.  Most  early 
computer  systems  were  programmed  directly  in  machine  language;  today  the  vast  majority 
of  programs  are  written  in  high-level  languages. 

2.3.2  Input/Output  Control  System  (IOCS) 

The  detailed  channel  programs  necessary  to  control  input/output,  and  the  various  routines 
for  coordinating  the  operation  of  channels  and  processors  are  complex.  The  development  of 
a  supervisory  program  for  handling  the  complexities  of  input/output  removed  this  burden 
from  the  applications  programmer.  This  supervisory  program  is  called  the  input/output 
control  system  (IOCS). 

In  the  1950s,  users  would  actually  include  IOCS  source  code  with  their  assembly 
language  program  statements.  The  IOCS  package,  already  written  and  debugged,  was  ac¬ 
tually  reassembled  as  part  of  each  individual  program.  However,  this  greatly  lengthened 
program  translation  time.  Therefore,  on  many  systems  preassembled  IOCS  routines  were 
often  used.  The  assembly  language  programmer  wrote  statements  sensitive  to  the  locations 
of  key  routines  in  the  preassembled  IOCS  code. 

Another  problem  with  the  IOCS  concept  was  the  fact  that  the  complete  IOCS  package 
often  occupied  a  significant  portion  of  primary  storage,  leaving  much  less  space  for  user 
applications  code.  Some  users  overlayed  certain  portions  of  the  IOCS  that  were  not  needed. 
Others  wrote  their  own  slimmer  packages.  Ultimately,  users  realized  the  importance  of 
leaving  the  burden  of  input/output  control  to  IOCS,  and  they  were  simply  forced  to  add 
more  (expensive)  primary  storage  to  their  computer  systems.  This  trend  has  become  firmly 
established;  operating  systems  have  incorporated  the  system-oriented  code  so  that  applica¬ 
tions  developers  can  concentrate  on  producing  application-oriented  code.  This  has  caused 
operating  systems  to  require  increasing  amounts  of  primary  storage. 
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2.3.3  Spooling 

In  spooling  (simultaneous  peripheral  operations  on  line),  a  high-speed  device  like  a  disk  is 
interposed  between  a  running  program  and  a  low-speed  device  involved  with  the  program 
in  input/output.  Instead  of  writing  directly  to  a  printer,  for  example,  outputs  are  written  to  a 
disk.  Programs  can  run  to  completion  faster,  and  other  programs  can  be  initiated  sooner. 
When  the  printer  becomes  available,  the  outputs  may  be  printed.  The  term  spooling  is  quite 
appropriate  for  this  procedure;  it  is  much  like  thread  being  spun  to  a  spool  so  that  it  may 
later  be  unwound  as  needed. 


2.3.4  Quick-and-Dirty  Compilers  vs.  Optimizing  Compilers 

In  program  development  environments,  compilations  are  performed  frequently  and  pro¬ 
grams  generally  only  run  briefly  until  bugs  appear.  For  this  purpose  quick-and-dirty 
compilers  are  useful.  They  produce  an  object  program  quickly  but  the  code  may  be  quite 
inefficient  in  terms  of  both  its  storage  consumption  and  execution  speed.  Once  a  program 
has  been  debugged  and  is  ready  to  be  put  into  production,  an  optimizing  compiler  is  used  to 
produce  highly-efficient  machine  code.  Optimizing  compilers  run  more  slowly,  but  they 
produce  very  high  quality  code. 

Today’s  optimizing  compilers  produce  code  that  matches  or  exceeds  the  quality  of  the 
code  produced  by  skilled  assembly  language  programmers.  Most  operating  systems  today 
are  written  in  high-level  languages  and  translated  by  optimizing  compilers  into  efficient 
machine  code. 


2.3.5  Interpreters 

Interpreters  do  not  produce  object  programs;  rather  they  run  source  programs  directly. 
Interpreters  are  particularly  popular  in  program  development  environments  in  which  pro¬ 
grams  run  only  briefly  before  a  bug  is  found.  Interpreters  avoid  the  overhead  of  assembling 
or  compiling.  They  are  also  popular  with  personal  computers.  But  interpreters  run  slowly 
compared  with  compiled  code  because  they  must  translate  each  instruction  every  time  it  is 
executed. 


2.3.6  Absolute  and  Relocating  Loaders 

Programs  must  be  placed  in  primary  storage  in  order  to  be  executed.  Associating  instruc¬ 
tions  and  data  items  with  particular  primary  storage  locations  is  an  important  task.  The 
burden  of  this  association  is  sometimes  placed  on  the  user,  sometimes  on  the  translator, 
sometimes  on  a  system  program  called  a  loader,  and  sometimes  on  the  operating  system. 
The  association  of  instructions  and  data  items  with  particular  storage  locations  is  called 
binding.  In  machine  language  programming?  binding  is  performed  at  coding  time.  The 
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trend  has  been  to  defer  binding  as  much  as  possible;  today’s  virtual  storage  systems 
perform  binding  dynamically  as  a  program  executes.  Delaying  binding  increases  flexibility 
for  both  the  user  and  the  system,  but  translators,  loaders,  hardware,  and  operating  systems 
become  more  complex. 

A  loader  is  a  program  that  places  a  program's  instructions  and  data  into  primary 
storage  locations  (Pr72).  An  absolute  loader  places  instructions  and  data  into  the  precise 
locations  indicated  in  the  machine  language  program.  A  relocating  loader  may  load  a 
program  at  various  places  in  primary  storage,  depending  on  the  availability  of  space  in 
primary  storage  at  load  time. 


2.3.7  Linking  Loaders  and  Linkage  Editors 

In  early  computing  environments,  programmers  produced  machine  language  programs 
containing  every  instruction  needed  to  solve  particular  problems.  Even  the  complex  and 
awkward  control  of  input/output  had  to  be  hand-coded  into  each  machine  language  pro¬ 
gram. 

Today,  user  programs  often  contain  only  a  small  portion  of  the  instructions  and  data 
needed  to  solve  a  given  problem.  Large  subroutine  libraries  are  supplied  so  that  pro¬ 
grammers  may  use  system-supplied  routines  to  perform  common  operations.  Input/output 
in  particular  is  normally  handled  by  routines  outside  the  user  program.  Therefore,  machine 
language  programs  must  normally  be  combined  with  other  machine  language  programs  to 
form  useful  execution  units.  This  process  of  program  combination  is  performed  by  linking 
loaders  and  linkage  editors  prior  to  program  execution  time  (Pr72). 

At  load  time,  a  linking  loader  combines  whatever  programs  are  required  and  loads 
them  directly  into  primary  storage.  A  linkage  editor  also  performs  program  combination, 
but  it  also  creates  a  load  image  that  it  preserves  on  secondary  storage  for  future  reference. 
Linkage  editors  are  particularly  useful  in  production  environments;  when  a  program  is  to  be 
executed,  the  load  image  produced  by  the  linkage  editor  may  be  loaded  immediately 
without  the  overhead  of  recombining  program  pieces. 


2.3.8  Object-Oriented  Programming 

Applications  are  becoming  so  large  and  complex  that  we  can  no  longer  focus  on  individual 
machine  language  instructions  or  even  small  subroutines  as  the  units  of  program  develop¬ 
ment  and  computation.  There  is  now  a  major  emphasis  on  object-oriented  programming 
(Co83)  (Co84).  Objects  are  abstract  entities  that  encapsulate  all  the  procedures  and  data 
related  to  something.  These  can  then  be  treated  as  a  package  which  can  be  manipulated  in 
various  ways.  Objects  may  represent  hardware  such  as  CPUs,  memory,  and  devices; 
software  entities  such  as  programs  and  files;  and  various  other  entities  as  well. 

Object-oriented  programming  has  become  quite  popular  in  operating  system  devel¬ 
opment  efforts.  In  particular,  the  new  versions  of  UNIX  are  being  developed  in  C++  (St86), 
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an  object-oriented  version  of  the  popular  C  programming  language  used  to  develop 
previous  versions  of  UNIX.  Object-oriented  programming  is  discussed  in  many  places 
throughout  this  text. 

2.4  FIRMWARE 

The  concept  of  microprogramming  is  generally  attributed  to  Professor  Maurice  Wilkes.  His 
1951  paper  (Wi51)  presented  the  concepts  that  form  the  basis  of  current  micropro¬ 
gramming  techniques.  However,  it  was  not  until  the  System/360  (Gi87)  appeared  in  the 
mid-1960s  that  microprogramming  was  used  on  a  wide  scale.  During  the  1960s  computer 
manufacturers  began  using  microprogramming  to  implement  machine  language  instruction 
sets  (Ra76)  (Ra78)  (Ra80),  a  trend  that  has  persisted  into  many  recent  systems. 

Microprogramming  introduces  a  layer  of  programming  below  a  computer’s  machine 
language.  As  such,  it  makes  it  possible  to  define  machine  language  instructions.  This  is 
integral  to  modern  computer  architectures  and  significant  in  operating  systems  perfor¬ 
mance  and  security  considerations. 

Microprograms  are  run  in  high-speed  control  storage.  They  are  formed  from  individ¬ 
ual  microinstructions  that  are  much  more  elementary  in  nature  and  sparser  in  function  than 
conventional  machine  language  instructions.  On  systems  in  which  the  machine  language 
instruction  set  is  implemented  by  microprogramming,  each  machine  language  instruction  is 
implemented  by  a  complete,  and  possibly  lengthy,  microprogram.  This  immediately 
implies  that  for  microprogramming  to  be  useful  the  control  store  must  be  much  faster  than 
primary  storage. 

Dynamic  microprogramming  appeared  in  the  late  1960s  and  early  1970s;  it  allows  new 
microprograms  to  be  loaded  easily  into  the  control  storage  from  which  microprograms  are 
executed.  Thus  machine  instruction  sets  can  be  varied  dynamically  and  frequently.  It  is  not 
inconceivable  that  multiprogramming  systems  might  eventually  allow  different  users  to  use 
different  instruction  sets,  and  that  a  part  of  switching  the  processor  between  programs 
would  involve  also  switching  the  instruction  set  of  the  machine  to  that  desired  by  the  next 
user.  The  open  systems  philosophy  we  discussed  in  Chapter  I  may  prompt  vendors  to  use 
dynamic  microprogramming  to  construct  systems  capable  of  switching  quickly  and  easily 
between  various  important  standard  architectures. 


2.4.1  Deciding  What  Functions  to  Implement  in  Microcode 

An  important  design  decision  is  what  computer  systems  functions  to  implement  in  mi¬ 
crocode  (St81).  Microcode  presents  a  real  opportunity  to  improve  the  execution  perfor¬ 
mance  of  a  computer  system.  By  carefully  coding  frequently  executed  instruction  se¬ 
quences  in  firmware  instead  of  software,  designers  have  realized  dramatic  performance 
improvements.  As  readers  become  familiar  with  operating  systems  functions  while  pro¬ 
gressing  through  the  text,  they  should  carefully  consider  which  of  these  functions  might  be 
implemented  usefully  in  microcode.  It  is  important  to  note  here  that  the  proponents  of 
RISC-based  architectures  argue  that  microprogramming  introduces  another  layer  of  inter- 
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pretation  in  the  hardware  and  that  this  in  effect  slows  instruction  execution  for  all 
instructions.  We  will  consider  RISC-based  machines  in  detail  in  Chapter  14. 


2.4.2  Emulation 

Emulation  is  a  technique  in  which  one  computer  is  made  to  appear  as  if  it  were  another 
(Ma75).  The  machine  language  instruction  set  of  the  machine  to  be  emulated  is  micro¬ 
programmed  on  the  host  machine.  Then  the  machine  language  programs  of  the  emulated 
machine  may  be  run  directly  on  the  host.  Computer  vendors  often  make  extensive  use  of 
emulation  when  they  introduce  new  systems.  Users  who  are  committed  to  older  computers 
are  able  to  run  their  established  programs  directly  on  the  new  systems  without  alteration. 
T  his  smoothes  the  conversion  process. 

Today,  emulation  is  receiving  new  interest  because  of  various  important  trends  in 
computer  architecture.  In  Chapter  1  we  discussed  the  notion  of  an  application  base.  In 
particular,  we  mentioned  the  huge  base  of  applications  that  runs  on  IBM  PCs  and  com¬ 
patibles.  Vendors  designing  new  machines  to  attract  users  committed  to  the  IBM  PC 
application  base  have  found  that  providing  emulation  for  the  IBM  PC  on  the  new  com¬ 
puters  is  an  effective  strategy.  The  user  can  upgrade  to  the  new  computer  and  begin  using  it 
w  hile  still  running  previous  applications.  The  most  notable  example  of  this  approach  at  the 
time  of  publication  of  this  text  was  Intel’s  inclusion  of  such  an  emulation  mode  in  its  80386 
microprocessors.  IBM  uses  the  80386  on  its  more  powerful  PS/2  personal  computer 
systems  (see  Chapter  23),  Sun  uses  the  80386  in  the  UNIX-based  Sun  386i  workstations 
(see  Chapter  18),  and  many  other  vendors  have  committed  to  the  80386  architecture  as 
well.  This  architectural  and  marketing  approach  is  an  important  one,  especially  as  we  head 
into  the  open  systems  marketplace  of  the  1990s.  We  should  expect  to  see  computer  systems 
introduced  in  the  1990s  that  emulate  a  wide  variety  of  popular  computer  architectures  and 
communications  protocols.  Emulation,  with  or  without  microprogramming,  will  play  an 
important  role  in  these  systems. 


2.4.3  Microdiagnostics 

Microprograms  have  access  to  more  of  the  hardware  than  do  machine  language  programs. 
So  it  is  possible  to  perform  more  extensive  error  detection  and  correction,  and  to  perform 
these  operations  at  a  finer  level.  Some  systems  interleave  microdiagnostics  with  machine 
language  program  instructions.  This  makes  it  possible  to  avoid  potential  problems  and  have 
more  reliable  operation,  so  microprogramming  can  be  effective  in  designing  fault-tolerant 
.systems. 


2.4.4  Personalized  Computers 

Because  of  the  expense  of  designing,  building,  and  marketing  a  computer  system,  vendors 
have  concentrated  on  producing  general-purpose  machines.  The  massive  investment  it 
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takes  to  bring  out  a  new  system  means  that  substantial  sales  are  necessary  to  recoup  costs 
and  make  a  profit.  Vendors  have  tended  to  avoid  building  special-purpose,  one-of-a-kind 
systems;  this  has  generally  been  left  to  the  universities,  where  such  systems  are  constructed 
primarily  for  their  research  value. 

Computer  users  have  thus  been  faced  with  the  task  of  customizing  computers  to  their 
own  needs;  traditionally  this  customizing  has  been  performed  via  software.  The  hardware 
provides  a  general-purpose  environment  for  running  software  programs;  the  software 
programs  tailor  the  computer  system  to  the  users’  needs.  On  some  systems,  users  can 
perform  this  customization  via  microcode.  They  can  either  use  vendor-supplied  microcode, 
or  they  can  write  their  own. 


2.4.5  Microcode  Assists 

Vendors  supply  various  performance  improvement  options  in  microcode.  IBM  has  done 
this  quite  successfully  with  its  VM  operating  system  (see  Chapter  21).  The  VM  operating 
system  implements  multiple  virtual  machines  by  careful  utilization  of  the  interrupt 
mechanism.  The  microcode  assists  offered  by  IBM  implement  a  number  of  the  more  fre¬ 
quently  executed  interrupt  handling  routines  in  microcode  to  achieve  significant  perfor¬ 
mance  improvements. 


2.4.6  Microprogramming  and  Operating  Systems 

Certain  portions  of  operating  systems  are  among  the  most  frequently  executed  sequences  of 
instructions  in  computer  systems.  In  an  interactive  transaction  processing  system  such  as  an 
airline  reservation  system,  for  example,  the  dispatching  mechanism  that  selects  the  next 
unit  of  work  to  which  the  processor  will  be  assigned  (see  Chapter  3)  might  be  executed 
hundreds  of  times  per  second.  Such  a  dispatching  mechanism  must  execute  efficiently. 
Placing  it  in  microcode  is  one  way  of  making  it  faster. 

Some  of  the  operating  system  functions  that  have  tended  to  be  implemented  in  mi¬ 
crocode  include 

■  interrupt  handling 

■  maintaining  various  types  of  data  structures 

■  synchronization  primitives  that  control  access  to  shared  data  and  other  resources 

■  “context  switching,”  i.e.,  rapidly  switching  a  processor  between  users  in  a  multiuser 
system 

■  procedure  call  and  return  sequences 

Implementing  operating  systems  functions  in  microcode  can  improve  performance, 
reduce  program  development  costs,  and  improve  system  security  (see  Chapter  17). 

Readers  wishing  to  investigate  further  the  use  of  microprogramming  in  operating 
systems  should  consult  (So75)  (Br77)  (Da78)  (Bu81 )  (Ds85)  (Fe85). 
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2.4.7  Microprogramming:  A  Case  Study 

Tliis  section  considers  a  small  hypothetical  microprogrammed  computer  system  we  shall 
call  the  ITSIAC.  Our  goal  is  to  convey  the  flavor  of  microprogramming,  and  especially  how 
it  may  be  used  to  implement  a  computer’s  machine  language  instruction  set.  This  example 
is  based  on  that  presented  by  Rauscher  and  Adams  in  their  excellent  tutorial  paper  (Ra80). 

The  ITSIAC  has  an  Accumulator  register,  ACC ,  which  is  involved  in  all  arithmetic 
operations.  The  ITSIAC  has  256  16-bit  words  of  memory.  Each  instruction  in  the  ITSIAC’s 
machine  language  has  two  8-bit  fields — an  operation  code  and  a  storage  address,  A.  When 
we  write  the  storage  address.  A,  in  parentheses  as  (A),  we  mean  “the  contents  of  location 
A.”  The  processor  has  an  Arithmetic  and  Logic  Unit,  ALU .  for  performing  certain 
arithmetic  calculations.  The  ITSIAC’s  machine  language  instruction  set  is  shown  in  Fig. 
2.1;  its  registers  and  their  functions  are  shown  in  Fig.  2.2. 

The  machine  operates  as  follows.  The  microprogram  is  first  loaded  into  high-speed 
control  storage.  Each  instruction  in  the  microprogram  resides  in  one  location  of  control 
storage.  The  CSIAR  (Control  Storage  Instruction  Address  Register)  points  to  the  next 
microinstruction  to  be  executed;  this  instruction  (initially  the  one  in  control  storage  location 
zero)  is  fetched  from  control  storage  and  placed  in  the  MIR  (Microinstruction  Register). 
The  instruction  is  then  decoded,  and  control  is  transferred  to  the  appropriate  routine  in  the 
microprogram  to  interpret  this  microinstruction,  and  the  instruction  is  executed  by  the 
microprogram.  The  CSIAR  is  then  adjusted  to  point  to  the  next  microinstruction  to  be 
executed;  the  entire  process  then  repeats.  The  microprogram  gets  the  primary  storage 
address  of  the  next  machine  language  instruction  to  be  interpreted  from  the  PSIAR 
(Primary  Storage  Instruction  Address  Register).  After  interpreting  a  machine  language 
instruction,  the  microprogram  adjusts  the  PSIAR  to  point  to  the  location  in  primary  storage 
of  the  next  machine  language  instruction  to  be  executed. 


Instruction 

Explanation 

ADD 

ACC  4-  ACC  +  (A) 

SUB 

ACC  4-  ACC  -  (A) 

LOAD 

ACC  4-  (A) 

STORE 

(A)  4-  ACC 

BRANCH 

BRANCH  to  A 

COND  BRANCH 

If  ACC  =  0  BRANC 

Fig.  2.1  ITSIAC  machine  language  instruction  set. 
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Register  Function 


ACC  Accumulator — This  16-bit  register  is  involved  in  all  arithmetic  op¬ 

erations.  One  of  the  operands  in  each  arithmetic  operation  must  be 
in  the  Accumulator;  the  other  must  be  in  primary  storage. 

PSIAR  Primary  Storage  Instruction  Address  Register — This  8-bit  register 
points  to  the  location  in  primary  storage  of  the  next  machine  lan¬ 
guage  instruction  to  be  executed. 

SAR  Storage  Address  Register — This  8-bit  register  is  involved  in  all  ref¬ 
erences  to  primary  storage.  It  holds  the  address  of  the  location  in 
primary  storage  being  read  from  or  written  to. 

SDR  Storage  Data  Register — This  1 6-bit  register  is  also  involved  in  all 
references  to  primary  storage.  It  holds  the  data  being  written  to  or 
receives  the  data  being  read  from  primary  storage  at  the  location 
specified  in  the  SAR. 

TMPR  Temporary  Register — This  1 6-bit  register  is  used  to  extract  the  ad¬ 

dress  portion  (rightmost  8-bits)  of  the  machine  instruction  in  the 
SDR  so  that  it  may  be  placed  in  the  SAR.  (The  ITSIAC  does  not  al¬ 
low  a  direct  SDR  to  SAR  transfer.) 

CSIAR  Control  Storage  Instruction  Address  Register — This  register  points 
to  the  location  of  the  next  microinstruction  (in  control  storage)  to  be 
executed. 

MIR  Microinstruction  Register — This  register  contains  the  current  mi¬ 

croinstruction  being  executed. 


Fig.  2.2  ITSIAC  registers. 


The  decoded  microinstructions  correspond  directly  to  the  primitive  operations  the 
hardware  can  perform;  they  are  much  simpler  than  machine  language  instructions. 

The  micro-operations  that  the  ITSIAC  can  perform  are  shown  in  Fig.  2.3.  The  mi¬ 
croprogram  that  performs  ITSIAC  machine  language  instructions  is  shown  in  Fig.  2.4. 
Execution  of  the  microprogram  begins  at  location  zero  with  the  routine  that  fetches  the  next 
machine  language  instruction  to  be  executed. 

The  microprogrammed  machine  operates  as  follows.  Initially,  the  CSIAR  is  set  to 
zero — the  location  of  the  microcode  routine  that  performs  a  machine  language  instruction 
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Register  transfers  (REG  is  ACC,  PSIAR,  or  TMPR)  : 


SDR 

4— 

REG 

REG 

4- 

SDR 

SAR 

4- 

REG 

Primary  storage  operations; 

READ 

(data  from  the  primary  storage  location  named  in 
the  SAR  is  placed  in  the  SDR) 

WRITE 

(data  in  the  SDR  is  placed  in  the  primary  storage 
location  named  in  the  SAR) 

Sequencing 

operations: 

CSIAR 

4- 

CSIAR  +  1  (assumed  as  normal  case) 

CSIAR 

4- 

decoded  SDR 

CSIAR 

4- 

constant 

SKIP 

(add  2  to  CSIAR  if  ACC  =  0;  else  add  1 ) 

Operations  involving  the 

accumulator: 

ACC 

4— 

ACC  +  REG 

ACC 

4- 

ACC  -  REG 

ACC 

4- 

REG 

REG 

4- 

ACC 

ACC 

4- 

REG  +  1 

Fig.  2.3  ITSIAC  micro-operations. 


fetch.  The  next  machine  language  instruction  to  be  executed  is  fetched  from  the  location 
whose  address  is  in  the  PSIAR  (also  initally  set  to  zero).  The  READ  operation  causes  this 
instruction  to  be  loaded  from  primary  storage  into  the  SDR.  The  instruction 

CSIAR  4-  decoded  SDR 

sets  the  CSIAR  to  the  address  of  the  proper  microcode  routine  (in  control  storage)  for 
interpreting  the  machine  language  instruction;  it  merely  examines  the  opcode  and  does  the 
equivalent  of  a  table  lookup  with  the  opcode  as  a  search  key.  The  next  microinstruction 
execution  cycle  causes  control  to  be  transferred  to  this  microcode  routine. 
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Instruction  fetch: 

(00) 

(01) 

SAR 

READ 

4 — 

PSIAR 

(02) 

CSIAR 

4 — 

decoded 

SDR 

ADD : 

(10) 

TMPR 

4- 

ACC 

(11) 

ACC 

<— 

PSIAR 

+  1 

(12) 

PSIAR 

<— 

ACC 

(13) 

ACC 

4- 

TMPR 

(14) 

TMPR 

4— 

SDR 

(15) 

(16) 

SAR 

READ 

4— 

TMPR 

(17) 

TMPR 

<— 

SDR 

(18) 

ACC 

4— 

ACC  + 

TMPR 

(19) 

CSIAR 

<— 

0 

SUB: 

(20) 

TMPR 

<— 

ACC 

(21) 

ACC 

4— 

PSIAR 

+  1 

(22) 

PSIAR 

4— 

ACC 

(23) 

ACC 

4— 

TMPR 

(24) 

TMPR 

4- 

SDR 

(25) 

(26) 

SAR 

READ 

4— 

TMPR 

(27) 

TMPR 

4- 

SDR 

(28) 

ACC 

4 — 

ACC  - 

TMPR 

(29) 

CSIAR 

4 — 

0 

LOAD : 

(30) 

ACC 

4— 

PSIAR 

+  1 

(31) 

PSIAR 

4- 

ACC 

(32) 

TMPR 

4- 

SDR 

(33) 

(34) 

SAR 

READ 

4— 

TMPR 

(35) 

ACC 

4- 

SDR 

(36) 

CSIAR 

4- 

0 

{get  addr  next  ITSIAC  instr} 
{get  next  ITSIAC  instr} 

{get  microprogram  address} 

{save  ACC  to  TMPR} 

{increment  PSIAR  to  point  ... } 
{...  to  next  ITSIAC  instr} 
{restore  ACC  from  TMPR} 

{pick  off  address  ...} 

{...  portion  of  instr} 

{storage  contents  to  SDR} 
{storage  contents  to  TMPR} 
{add  storage  contents  to  ACC} 
{prep  for  next  instr  fetch} 


{save  ACC  to  TMPR} 

{increment  PSIAR  to  point  ...} 
{...  to  next  ITSIAC  instr} 
{restore  ACC  from  TMPR} 

{pick  off  address  ...} 

{...  portion  of  instr} 

{storage  contents  to  SDR} 
{storage  contents  to  TMPR} 
{subtract  contents  from  ACC} 
{prep  for  next  instr  fetch} 


{increment  PSIAR  to  point  ... } 

{...  to  next  ITSIAC  instr} 

{pick  off  address  ... } 

{...  portion  of  instr} 

{storage  contents  to  SDR} 
{storage  contents  to  ACC} 

{prep  for  next  instr  fetch} 

continued 


Fig.  2.4  Microprogram  that  interprets  ITSIAC  machine  language  programs. 
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Fig.  2.4  continued 


STORE: 

(40) 

TMPR 

4- 

ACC 

(41) 

ACC 

<— 

PSIAR 

(42) 

PSIAR 

<- 

ACC 

(43) 

ACC 

4- 

TMPR 

(44) 

TMPR 

4— 

SDR 

(45) 

SAR 

4- 

TMPR 

(46) 

SDR 

4- 

ACC 

(47) 

WRITE 

(48) 

CSIAR 

4- 

0 

BRANCH 

(50) 

PSIAR 

4- 

SDR 

(51) 

CSIAR 

4- 

0 

COND  BRANCH: 

(60) 

SKIP 

(61) 

CSIAR 

4- 

64 

(62) 

PSIAR 

4— 

SDR 

(63) 

CSIAR 

4- 

0 

(64) 

ACC 

4- 

PSIAR 

(65) 

PSIAR 

4- 

ACC 

(66) 

CSIAR 

4- 

0 

{save  ACC  to  TMPR} 

{increment  PSIAR  to  point  ... } 
{...  to  next  ITSIAC  instr) 
{restore  ACC  from  TMPR} 

{pick  off  address  ...} 

{...  portion  of  instr} 

{prepare  to  write  from  SDR} 
{write  SDR  to  SAR  location} 
{prep  for  next  instr  fetch} 

{ branch ' address  to  PSIAR} 
{prep  for  next  instr  fetch} 


{if  ACC  =  0  branch  to  62} 
{ACC  not  0,  branch  to  64} 
{branch  address  to  PSIAR} 
{prep  for  next  instr  fetch} 
{increment  PSIAR  to  point  ...} 
{...  to  next  ITSIAC  instr} 
{prep  for  next  instr  fetch} 


If  the  machine  instruction  being  interpreted  is 

ADD  50 

then  the  contents  of  location  50  in  primary  storage  are  to  be  added  to  the  contents  of  the 
accumulator.  Let’s  follow  the  microcode  that  accomplishes  this. 


(10) 

TMPR 

4- 

ACC 

(11) 

ACC 

4— 

PSIAR 

+  1 

(12) 

PSIAR 

4— 

ACC 

(13) 

ACC 

4- 

TMPR 

(14) 

TMPR 

4- 

SDR 

(15) 

SAR 

4- 

TMPR 

(16) 

READ 

(17) 

TMPR 

4- 

SDR 

(18) 

ACC 

4- 

ACC  + 

TMPR 

(19) 

CSIAR 

4- 

0 
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Instruction  (10)  saves  the  ACC  to  TMPR  so  that  the  ACC  can  be  used  to  increment  the 
PSIAR  by  1;  instruction  (13)  restores  the  ACC  from  TMPR.  Instructions  (11)  and  (12) 
increment  the  PSIAR  by  1  to  point  to  the  next  sequential  location  in  primary  storage. 
Instructions  (14)  and  (15)  extract  the  primary  storage  address  from  the  instruction  in  the 
SDR  and  transfer  it  to  the  SAR.  (Again,  it  is  necessary  to  use  TMPR  because  the  machine 
does  not  allow  a  direct  SDR  to  SAR  transfer.)  After  ( 1 5)  is  performed,  the  SAR  contains  50. 
The  READ  in  (16)  causes  the  contents  of  the  location  specified  in  the  SAR  (i.e.,  location 
50)  to  be  loaded  into  the  SDR.  Instruction  (17)  causes  this  data  to  be  placed  in  TMPR,  and 
(18)  causes  it  to  be  added  to  the  contents  of  the  ACC.  Instruction  (19)  resets  the  CSIAR  to 
the  address  of  the  microinstruction  fetch  routine,  so  that  the  next  microinstruction 
execution  cycle  will  begin  the  process  of  fetching  the  next  machine  language  instruction  to 
be  executed. 

SUMMARY 

Hardware  consists  of  the  devices  of  a  computer  system,  software  consists  of  the  instruc¬ 
tions  interpreted  by  the  hardware,  and  firmware  consists  of  microcode  instructions  resident 
in  high-speed  control  storage. 

Storage  interleaving  allows  simultaneous  access  to  successive  locations  in  primary 
storage  by  placing  alternating  sets  of  locations  in  different  storage  banks.  Interrupts  are 
useful  in  environments  in  which  many  operations  may  progress  independently,  but  in 
which  occasional  communication  with  the  operating  system  is  needed.  Multiple  buffering 
facilitates  the  overlap  of  processing  with  input/output. 

Spooling  disassociates  a  running  program  from  the  slow  operation  of  devices  like 
printers,  Input/output  is  directed  instead  to  fast  devices  like  disks;  the  data  is  actually  read 
or  written  when  the  printers  are  available.  Storage  protection  is  essential  to  the  isolation  of 
users  from  one  another  in  multiuser  systems;  it  may  be  implemented  in  several  ways, 
including  the  use  of  bounds  registers  or  protection  keys. 

A  channel  is  a  special-purpose  computer  system  for  performing  input/output  inde¬ 
pendently  of  the  processor.  Communication  between  a  processor  and  a  channel  is  ordinarily 
handled  by  polling  or  by  interrupts.  Some  common  types  of  channels  are  selector  channels, 
byte-multiplexor  channels,  and  block-multiplexor  channels. 

An  input/output  control  system  (IOCS)  removes  the  burden  of  handling  the  details  of 
input/output  from  the  user.  IOCS  packages  are  an  important  component  of  today’s 
operating  systems. 

Base-plus-displacement  addressing  makes  it  possible  to  address  very  large  address 
spaces  without  the  need  to  extend  the  size  of  a  machine  word;  at  execution  time  all  ad¬ 
dresses  are  formed  by  adding  a  displacement  to  the  contents  of  a  base  register.  This  also 
facilitates  ease  of  program  relocation. 

Multiple  machine  states  provide  protection.  In  supervisor  state,  all  instructions  (includ¬ 
ing  privileged  instructions)  may  be  executed;  in  problem  state  only  nonprivileged  instruc- 
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tions  may  be  executed.  These  states  define  the  boundary  between  user  capabilities  and 
operating  system  capabilities.  Some  machines  have  more  than  two  machine  states. 

Virtual  storage  systems  normally  allow  programs  to  reference  a  much  larger  range  of 
addresses  than  the  range  available  in  primary  storage.  This  helps  free  the  programmer  from 
the  constraints  of  primary  storage. 

Direct  memory  access  eliminates  the  need  to  interrupt  the  processor  as  each  byte  of  a 
block  is  transmitted  during  input/output  operations.  A  single  interrupt  is  generated  when 
the  transmission  of  the  entire  block  is  completed.  Characters  are  transmitted  to  and  from 
primary  storage  on  a  cycle  stealing  basis;  the  channel  is  given  priority  while  the  processor 
waits. 

Pipelining  is  used  in  high-performance  computer  architectures;  it  allows  several  in¬ 
structions  to  be  in  different  stages  of  execution  simultaneously. 

Today’s  computer  systems  use  hierarchical  storage  consisting  of  cache,  primary 
storage,  and  secondary  storage;  these  have  increasing  capacities  and  decreasing  cost-per- 
cliaracter  of  storage  in  the  order  shown. 

Quick-and-dirty  compilers  operate  quickly  but  generate  relatively  inefficient  code; 
optimizing  compilers  generate  efficient  code,  but  they  run  more  slowly  than  quick-and- 
dirty  compilers. 

Absolute  loaders  load  programs  into  the  specific  locations  for  which  the  programs  are 
compiled;  relocating  loaders  can  place  programs  in  various  free  areas  of  storage.  Binding  in 
absolute  environments  occurs  at  translation  time;  binding  in  relocatable  environments 
occurs  at  load  time,  or  even  at  execution  time. 

Linking  loaders  combine  program  pieces  into  a  single  executable  unit;  the  executable 
unit  is  placed  in  primary  storage  ready  to  execute.  Linkage  editors  also  combine  programs, 
but  the  executable  unit  is  preserved  in  secondary  storage  for  future  reference. 

Microprogramming  is  the  writing  of  programs  that  effect  the  primitive  operations  of 
the  hardware;  it  is  critical  to  today's  computer  architectures  and  operating  systems.  In 
dynamic  microprogramming,  new  microprograms  may  be  loaded  easily  into  the  control 
storage  from  which  microprograms  are  executed. 

Microprogramming  is  often  used  in  emulation  to  make  one  computer  appear  as  if  it 
were  another.  Emulation  is  particularly  useful  when  installations  convert  from  one  system 
to  another;  it  is  also  useful  in  new  architectures  that  include  the  ability  to  run  programs 
written  for  older  architectures. 

Microprograms  may  implement  microdiagnostics  that  test  for  errors  on  a  much  finer 
level  than  is  possible  with  machine  language  instructions. 

Microprogramming  may  be  used  to  personalize  a  computer  to  the  needs  of  its  users. 
Microcode  assists  are  supplied  by  vendors  as  performance  improvement  options;  placing 
frequently  executed  sequences  of  instructions  in  microcode  may  make  them  execute  more 
quickly.  Many  operating  system  functions  in  today’s  systems  are  implemented  in  firmware 
instead  of  software;  these  functions  may  execute  faster  and  are  more  secure. 
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absolute  loader 
address  space 

base-plus-displacement  addressing 

base  register 

binding 

block-multiplexor  channel 
buffer 

bounds  registers 
byte-multiplexor  channel 
cache  storage 
channel 

CISC  (complex  instruction  set  computing) 
control  storage 
cycle  stealing 

DMA  (Direct  Memory  Access) 

double  buffering 

dynamic  microprogramming 

emulation 

execution  states 

firmware 

flip-flop  buffering 

host  machine 

1/O-bound 

I/O  completion  interrupt 

IOCS  (input/output  control  system) 

interrupt 

interval  timer 

linkage  editor 

linking  loader 

load  time 

loader 

location-independent  program 
microcode  assist 


microdiagnostic 

microprogramming 

microinstruction 

multiplexor  channel 

multiprocessing 

on-line 

optimizing  compiler 

overlay 

paging 

pipelining 

polling 

primary  storage 
principle  of  least  privilege 
privileged  instruction 
processor-bound 
problem  state 
relocating  loader 
relocation  register 

RISC  (reduced  instruction  set  computing) 

secondary  storage 

segmentation 

selector  channel 

single-address  instruction 

spooling 

storage  hierarchy 
storage  interleaving 
storage  protection 
storage  protect  keys 
supervisor  state 
time-of-day  clock 
user  state 
virtual  storage 


EXERCISES 

2.1  Distinguish  among  hardware,  software,  and  finnware. 

2.2  Explain  the  concept  of  storage  interleaving. 

2.3  What  is  double  buffering?  Explain  in  detail  how  a  triple-buffering  scheme  might  operate.  In 
what  circumstances  would  triple  buffering  be  effective? 

2.4  What  is  spooling?  How  would  an  input  spooling  system  designed  to  read  punched  cards  from  a 
card  reader  operate? 
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2.5  Explain  the  concepts  of  DMA  and  cycle  stealing. 

2.6  Describe  several  techniques  for  implementing  storage  protection. 

2.7  Describe  two  different  techniques  for  handling  the  communications  between  a  pro-cessor  and  a 
channel. 

2.8  Give  several  motivations  for  the  concept  of  base-plus-displacement  addressing. 

2.9  Relate  the  principle  of  least  privilege  to  the  concepts  of  problem  state,  supervisor  state,  and 
privileged  instructions. 

2.10  Distinguish  among  selector  channels,  byte-multiplexor  chahhels.  and  block-multiplexor  chan¬ 
nels. 

2.11  In  what  circumstances  is  it  appropriate  to  use  a  quick-and-dirty  compiler?  When  should  an 
optimizing  compiler  be  used? 

2.12  Compare  and  contrast  absolute  loaders  with  relocating  loaders. 

2.13  What  is  binding?  Why  does  delaying  binding  time  increase  both  the  user’s  and  the  system’s 
flexibility? 

2.14  How  do  linkage  editors  differ  from  linking  loaders? 

2.15  What  is  microprogramming?  Why  is  the  term  “firmware"  appropriate  for  describing  microc¬ 
ode  resident  in  control  storage? 

2.16  What  factors  might  influence  a  designer’s  choice  to  implement  certain  functions  in  microc¬ 
ode? 

2.17  What  is  emulation?  Why  is  microprogramming  particularly  important  in  the  construction  of 
emulators? 

2.18  Explain  how  microprogramming  might  be  used  to  personalize  a  computer.  Why  might  this  be 
useful? 

2.19  Explain  why  an  understanding  of  microprogramming  is  important  to  operating  systems 
designers. 

2.20  Distinguish  between  RISC  and  CISC. 

2.21  Explain  the  concept  of  object-oriented  programming. 

2.22  (Project)  RISC  architectures  have  become  very  popular,  but  some  industry  prognosticators 
view  RISC  as  a  fad  that  will  be  displaced  by  the  mid- 1 990s.  Write  a  paper  on  RISC  vs  CISC.  Be  sure 
to  state  your  own  conclusion  on  whether  RISC  will  endure. 

2.23  (Project)  Write  a  paper  on  computing  architectures  for  the  1990s.  Consider  the  design 
philosophy  used  by  Intel  in  providing  IBM  PC  emulation  (actually  emulation  of  the  PC’s  micropro¬ 
cessor)  in  its  80386  microprocessor.  Do  you  think  this  philosophy  will  persist,  and  in  fact  be  extended 
to  incorporate  “multiple-emulation”  systems  that  emulate  many  popular  architectures? 

EXERCISES  FOR  THE  MICROPROGRAMMING  CASE  STUDY 
(SECTION  2.4.8) 

2.24  Write  a  machine  lahguage  program  for  the  ITSIAC  that  will  total  the  numbers  stored  in 
locations  50  to  53  and  place  the  result  in  location  100.  Trace  the  execution  of  this  program  as  it  is 
interpreted  by  the  ITSIAC  microprogram  supplied  in  the  text. 

2.25  Write  a  high-level  language  program  to  simulate  the  operation  of  the  ITSIAC.  Use  a  256-el- 
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ement  array  to  simulate  primary  storage.  Each  word  of  storage  has  16  bits.  Use  variables  to  represent 
the  various  registers,  including  the  ACC,  PSIAR,  SAR,  SDR,  TMPR,  CSIAR,  and  MIR.  Use  high- 
level  language  statements  to  implement  each  micro-operation.  For  example,  adding  the  contents  of 
the  temporary  register  to  the  accumulator  can  be  accomplished  by  the  Pascal  statement 

ACC  :=  ACC  +  TMPR 

Add  a  HALT  instruction  that  prints  the  contents  of  all  registers  and  all  locations  in  the  ITSIAC’s 
storage  and  then  the  ending  message  “EOJ.”  Run  the  program  that  you  wrote  in  Exercise  2.25  on  your 
ITSIAC  simulator. 
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Process 

Concepts 


Learn  to  labor  and  to  wait. 
Henry  Wadsworth  Longfellow 


You  will  wake,  and  remember,  and  understand. 

Robert  Browning 

Many  shall  run  to  and  fro,  and  knowledge  shall  be  increased. 
Daniel  12:2 


It  was  surprising  that  Nature  had  gone  tranquilly  on  with  her  golden 
process  in  the  midst  of  so  much  devilment. 

The  Red  Budge  of  Courage 
Stephen  Crane 


To  be  awake  is  to  be  alive. 
Walden 

Henry  David  Thoreau 
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3.1  INTRODUCTION 

In  this  chapter  we  introduce  the  notion  of  process,  which  is  central  to  the  understanding  of 
today’s  computer  systems  that  perform  and  keep  track  of  many  simultaneous  activities. 
Several  of  the  more  popular  definitions  are  presented,  but  no  “perfect”  definition  of  process 
has  yet  appeared  in  the  literature. 

The  concept  of  discrete  process  states  is  presented,  as  well  as  a  discussion  about  how 
and  why  processes  make  transitions  between  states.  A  number  of  basic  operations  that  may 
be  performed  upon  processes  are  considered. 

The  definitions  and  concepts  introduced  here  serve  as  a  basis  for  the  discussions  of 
asynchronous  concurrent  processes  in  Chapters  4  and  5,  process  scheduling  in  Chapter  10, 
multiprocessing  in  Chapter  11,  and  distributed  processing  and  computer  networks  in 
Chapter  16. 

3.2  DEFINITIONS  OF  "PROCESS" 

The  term  “process”  was  first  used  by  the  designers  of  the  Multics  system  in  the  1960s. 
Since  that  time,  process,  used  somewhat  interchangeably  with  task,  has  been  given  many 
definitions.  Some  of  these  follow. 

■  a  program  in  execution 

•  an  asynchronous  activity 

■  the  “animated  spirit”  of  a  procedure 

■  the  “locus  of  control”  of  a  procedure  in  execution 

■  that  which  is  manifested  by  the  existence  of  a  “process  control  block”  in  the  operating 
system 

■  that  entity  to  which  processors  are  assigned 

■  the  “dispatchable”  unit 

Many  other  definitions  have  been  given.  There  is  no  universally  agreed  upon  defini¬ 
tion,  but  the  “program  in  execution”  concept  seems  to  be  most  frequently  referenced.  A 
program  is  an  inanimate  entity;  only  when  a  processor  “breathes  life”  into  it  does  it  become 
the  "active”  entity  we  call  a  process. 

3.3  PROCESS  STATES 

A  process  goes  through  a  series  of  discrete  process  states.  Various  events  can  cause  a 
process  to  change  states. 

A  process  is  said  to  be  running  (i.e.,  in  the  running  state)  if  it  currently  has  the  CPU.  A 
process  is  said  to  be  ready  (i.e.,  in  the  ready  state )  if  it  could  use  a  CPU  if  one  were 
available.  A  process  is  said  to  be  blocked  (i.e.,  in  the  blocked  state)  if  it  is  waiting  for  some 
event  to  happen  (such  as  an  HO  completion  event,  for  example)  before  it  can  proceed.  There 
are  other  process  states,  but  for  the  present  the  discussion  will  concentrate  on  these  three. 
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Let  us  consider  a  single  CPU  system  for  simplicity,  although  the  extension  to  multi¬ 
processing  is  not  difficult.  Only  one  process  may  be  running  at  a  time,  but  several  processes 
may  be  ready,  and  several  may  be  blocked.  We  therefore  establish  a  ready  list  of  ready 
processes,  and  a  blocked  list  of  blocked  processes.  The  ready  list  is  maintained  in  priority 
order  so  that  the  next  process  to  receive  the  CPU  is  the  first  process  on  the  list.  The  blocked 
list  is  normally  unordered — processes  do  not  become  unblocked  (i.e.,  ready)  in  priority 
order;  rather  they  unblock  in  the  order  in  which  the  events  they  are  awaiting  occur.  As  we 
will  see  later,  there  are  situations  in  which  several  processes  may  block  awaiting  the  same 
event;  in  these  cases  it  is  common  to  prioritize  the  waiting  processes. 

3.4  PROCESS  STATE  TRANSITIONS 

When  a  job  is  admitted  to  the  system,  a  corresponding  process  is  created  and  normally 
inserted  at  the  back  of  the  ready  list.  The  process  gradually  moves  to  the  head  of  the  ready 
list  as  the  processes  before  it  complete  their  turns  at  using  the  CPU.  When  the  process 
reaches  the  head  of  the  list,  and  when  the  CPU  becomes  available,  the  process  is  given  the 
CPU  and  is  said  to  make  a  state  transition  from  ready  state  to  the  running  state  (Fig.  3.1). 
The  assignment  of  the  CPU  to  the  first  process  on  the  ready  list  is  called  dispatching ,  and  is 
performed  by  a  system  entity  called  the  dispatcher.  We  indicate  this  transition  as  follows. 

dispatch(processname):  ready  running 

To  prevent  any  one  process  from  monopolizing  the  system,  either  accidentally  or 
maliciously,  the  operating  system  sets  a  hardware  interrupting  clock  (or  interval  timer)  to 
allow  this  user  to  run  for  a  specific  time  interval  or  quantum.  If  the  process  does  not 
voluntarily  relinquish  the  CPU  before  the  time  interval  expires,  the  interrupting  clock 
generates  an  interrupt,  causing  the  operating  system  to  regain  control.  The  operating  system 
then  makes  the  previously  running  process  ready,  and  makes  the  first  process  on  the  ready 


Fig.  3.1  Process  state  transitions. 
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list  running.  These  state  transitions  are  indicated  as 


and 


timerrunout(processname):  running  — >  ready 


dispatch(processname):  ready  — >  running 

Tanenbaum  (Tn87)  gives  an  overview  of  timer  hardware,  software,  and  management 
issues.  Clocks  are  used  to  maintain  the  time  of  day,  indicate  quantum  expirations,  account 
for  resource  usage,  support  notification  of  processes  at  designated  times,  and  accumulate 
performance  statistics.  Some  computers  use  batteries  to  keep  timers  running  even  when  the 
system  is  powered  off. 

If  a  running  process  initiates  an  input/output  operation  before  its  quantum  expires,  the 
running  process  voluntarily  relinquishes  the  CPU  (i.e.,  the  process  blocks  itself  pending  the 
completion  of  the  input/output  operation).  This  state  transition  is 

block(processname):  running  — »  blocked 

The  only  other  allowable  state  transition  in  our  three-state  model  occurs  when  an  input/ 
output  operation  (or  some  other  event  the  process  is  waiting  for)  completes.  The  process 
makes  the  transition  from  the  blocked  state  to  the  ready  state.  The  transition  is 

wakeup(processname):  blocked  — >  ready 

Thus  we  have  defined  four  possible  state  transitions: 

dispatch(processname):  ready  — >  running 
timermnout(processname):  running  — >  ready 
block(processname):  running  — >  blocked 
wakeup(processname):  blocked  — >  ready 

Note  that  the  only  state  transition  initiated  by  the  user  process  itself  is  block — the  other 
three  transitions  are  initiated  by  entities  external  to  the  process. 

3.5  THE  PROCESS  CONTROL  BLOCK 

The  manifestation  of  a  process  in  an  operating  system  is  a  process  control  block  (PCB)  or  a 
process  descriptor.  The  PCB  is  a  data  structure  containing  certain  important  information 
about  the  process  including 

■  the  current  state  of  the  process 

■  unique  identification  of  the  process 

■  a  pointer  to  the  process’s  parent  (i.e.,  the  process  that  created  this  process) 

■  pointers  to  the  process’s  child  processes  (i.e.,  processes  created  by  this  process) 

■  the  process’s  priority 

■  pointers  to  locate  the  process’s  memory 

■  pointers  to  allocated  resources 
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■  a  register  save  area 

■  the  processor  it  is  running  on  (in  multiprocessor  system) 

The  PCB  is  a  central  store  of  information  that  allows  the  operating  system  to  locate  all 
key  information  about  a  process.  When  the  operating  system  switches  the  attention  of  the 
CPU  among  the  various  active  processes,  it  uses  the  save  areas  in  the  PCB  to  hold  the 
information  it  needs  to  restart  each  process  when  the  process  next  gets  the  CPU. 

Thus  the  PCB  is  the  entity  that  defines  a  process  to  the  operating  system.  Because 
PCBs  need  to  be  manipulated  quickly  by  the  operating  system,  many  computer  systems 
contain  a  hardware  register  that  always  points  to  the  PCB  of  the  currently  executing  pro¬ 
cess.  Hardware  instructions  are  often  available  that  load  state  information  into  the  PCB  and 
restore  the  information  quickly. 


3  6  OPERATIONS  ON  PROCESSES 

Systems  that  manage  processes  must  be  able  to  perform  certain  operations  on  and  with 
processes.  These  include 

■  create  a  process 

■  destroy  a  process 

■  suspend  a  process 

■  resume  a  process 

■  change  a  process’s  priority 

■  block  a  process 

■  wakeup  a  process 

■  dispatch  a  process 

■  enable  a  process  to  communicate  with  another  process  (called  interprocess  commu¬ 
nication). 

Creating  a  process  involves  many  operations  including 

■  name  the  process 

■  insert  it  in  the  system’s  known  processes  list  (or process  table) 

■  determine  the  process's  initial  priority 

■  create  the  process  control  block 

■  allocate  the  process’s  initial  resources 

A  process  may  spawn  a  new  process.  If  it  does,  the  creating  process  is  called  the  parent 
process  and  the  created  process  is  called  the  child  process.  Only  one  parent  is  needed  to 
create  a  child.  Such  creation  yields  a  hierarchical  process  structure  like  that  in  Figure  3.2  in 
which  each  child  has  only  one  parent  (e.g.,  A  is  the  one  parent  of  C),  but  each  parent  may 
have  many  children  (e.g.,  B,  C,  and  D  are  all  children  of  A). 

Destroying  a  process  involves  obliterating  it  from  the  system.  Its  resources  are  re¬ 
turned  to  the  system,  it  is  purged  from  any  system  lists  or  tables,  and  its  process  control 
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Fig.  3.2  Process  creation  hierarchy. 


block  is  erased  (i.e.,  the  PCB’s  memory  space  is  returned  to  a  free  memory  pool). 
Destruction  of  a  process  is  more  complicated  when  the  process  has  spawned  other  pro¬ 
cesses  (see  the  case  study  on  UNIX  in  Chapter  18,  and  the  case  study  on  OS/2  in  Chapter 
23).  In  some  systems,  a  spawned  process  is  destroyed  automatically  when  its  parent  is 
destroyed;  in  other  systems,  spawned  processes  proceed  independently  of  their  parents,  and 
the  destruction  of  a  parent  has  no  effect  on  the  destroyed  parent’s  children. 

A  suspended  process  cannot  proceed  until  another  process  resumes  it.  Suspension  is  an 
important  operation  and  has  been  implemented  in  a  variety  of  ways  on  many  different 
systems.  Suspensions  normally  last  only  brief  periods  of  time.  They  are  often  performed  by 
the  system  to  remove  certain  processes  temporarily  to  reduce  the  system  load  during  a  peak 
loading  situation.  For  long-term  suspensions,  the  process’s  resources  should  be  freed.  The 
decision  about  freeing  resources  depends  very  much  on  the  nature  of  each  resource. 
Primary  memory  should  be  freed  immediately  when  a  process  is  suspended.  A  tape  drive 
may  be  retained  by  a  process  suspended  only  briefly  but  should  be  released  by  a  process 
suspended  for  a  lengthy  or  indefinite  period.  Resuming  (or  activating)  a  process  involves 
restarting  it  from  the  point  at  which  it  was  suspended. 

Changing  the  priority  of  a  process  normally  involves  nothing  more  than  modifying  the 
priority  value  in  the  process’s  control  block. 
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3.7  SUSPEND  AND  RESUME 

In  the  previous  section  the  notions  of  suspending  and  resuming  processes  were  introduced. 
These  operations  are  important  for  several  reasons. 

■  If  a  system  is  functioning  poorly  and  may  fail,  then  current  processes  may  be  sus¬ 
pended  to  be  resumed  after  the  problem  is  corrected. 

■  A  user  suspicious  about  the  partial  results  of  a  process  may  suspend  it  (rather  than 
aborting  it)  until  the  user  can  ascertain  whether  or  not  the  process  is  functioning 
correctly. 

■  In  response  to  short-term  fluctuations  in  system  load,  some  processes  may  be  sus¬ 
pended  and  resumed  later  when  the  load  settles  back  to  normal  levels. 

Figure  3.3  shows  the  process  state  transition  diagram  modified  to  include  suspend  and 
resume.  Two  new  states  have  been  added,  namely  suspendedready  and  suspendedblocked ; 
there  is  no  need  for  a  suspendedrunning  state.  Above  the  dashed  line  in  the  figure  are  the 
active  states ;  below  it  are  the  suspended  states. 

A  suspension  may  be  initiated  either  by  a  process  itself  or  by  another  process.  On  a 
uniprocessor  system  a  running  process  may  suspend  itself;  no  other  process  could  be 
running  at  the  same  moment  to  issue  the  suspend  (although  another  process  could  certainly 
issue  the  suspend  when  it  does  execute).  On  a  multiprocessor  system,  a  running  process 
may  be  suspended  by  another  process  running  at  that  moment  on  a  different  processor. 

A  ready  process  may  be  suspended  only  by  another  process.  It  makes  the  transition 

suspend  (processname):  ready  — >  suspendedready 

A  suspendedready  process  may  be  made  ready  by  another  process.  It  makes  the  transition 

resume  (processname):  suspendedready  — >  ready 

A  blocked  process  may  be  suspended  by  another  process.  It  makes  the  transition 

suspend  (processname):  blocked  — >  suspendedblocked 

A  suspendedblocked  process  may  be  resumed  by  another  process.  It  makes  the  transition 

resume  (processname):  suspendedblocked  — >  blocked 

One  could  argue  that  instead  of  suspending  a  blocked  process,  it  is  better  to  wait  until 
the  I/O  completion  or  event  completion  occurs  and  the  process  becomes  ready;  then  the 
process  could  be  suspended  to  the  suspendedready  state.  Unfortunately,  the  completion 
may  never  come,  or  it  may  be  delayed  indefinitely.  So  the  designer  is  faced  with  either 
performing  the  suspension  of  the  blocked  process  or  setting  up  a  mechanism  such  that  when 
the  completion  occurs,  the  suspension  will  be  made  from  the  ready  state.  Because 
suspension  is  normally  a  high-priority  activity,  it  should  be  performed  immediately.  When 
the  completion  finally  occurs  (if  indeed  it  does),  the  suspendedblocked  process  makes  the 
transition 
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Fig.  3.3  Process  state  transitions  with  suspend  and  resume. 


completion  (processname):  suspendedblocked  — >  suspendedready 

The  use  of  suspend  and  resume  by  the  operating  system  to  balance  the  system  load  is 
discussed  in  Chapter  10. 


3.8  INTERRUPT  PROCESSING 

Figure  3.4  shows  a  common  example  of  interrupt  processing.  On  a  computer  system,  an 
interrupt  is  an  event  that  alters  the  sequence  in  which  a  processor  executes  instructions 
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Fig.  3.4  Real-life  interrupt  processing. 


(Hu80).  It  is  generated  by  the  hardware  of  the  computer  system.  When  an  interrupt  occurs 

■  The  operating  system  gains  control  (i.e.,  the  hardware  passes  control  to  the  operating 
system). 

■  The  operating  system  saves  the  state  of  the  interrupted  process.  In  many  systems  this 
information  is  stored  in  the  interrupted  process’s  process  control  block. 

■  The  operating  system  analyzes  the  interrupt  and  passes  control  to  the  appropriate 
routine  to  handle  the  interrupt;  on  many  of  today’s  systems  this  is  handled  auto-mat- 
ically  by  the  hardware. 

■  The  interrupt  handler  routine  processes  the  interrupt. 

■  The  state  of  the  interrupted  process  (or  some  other  “next  process”)  is  restored. 

■  The  interrupted  process  (or  some  other  “next  process”)  executes. 

An  interrupt  may  be  specifically  initiated  by  a  running  process  (in  which  case  it  is  often 
called  a  trap  and  said  to  be  synchronous  with  the  operation  of  the  process),  or  it  may  be 
caused  by  some  event  that  may  or  may  not  be  related  to  the  running  process  (in  which  case 
it  is  said  to  be  asynchronous  with  the  operation  of  the  process). 

A  key  advantage  to  the  interrupt  concept  is  that  it  provides  a  low-overhead  means  of 
gaining  the  attention  of  the  CPU.  This  eliminates  the  need  for  the  CPU  to  remain  busy 
polling  to  see  if  devices  require  its  attention. 

A  simple  example  of  polling  vs.  interrupts  can  be  seen  in  modern  microwave-oven- 
equipped  kitchens.  The  chef  may  either  set  a  timer  to  expire  after  an  appropriate  number  of 
minutes  (the  buzzer  sounding  after  this  interval  is  an  example  of  an  interrupt),  or  the  chef 
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may  regularly  peek  through  the  oven’s  glass  door  and  watch  as  the  roast  cooks  under  Cook 
’n  Watch  (this  kind  of  regular  monitoring  is  an  example  of  polling). 

Interrupt-oriented  systems  can  become  overloaded.  If  interrupts  arrive  too  quickly, 
then  the  system  may  not  be  able  to  keep  up  with  them.  A  human  air  traffic  controller  could 

easily  be  overwhelmed  by  a  situation  in  which  too  many  planes  converge  in  a  narrow  area. 

In  some  keyboard-oriented  systems,  each  keystroke  stores  a  code  in  a  byte  in  memory  and 
generates  an  interrupt  to  inform  the  CPU  that  a  character  is  ready  for  processing.  If  the  CPU 
can  not  process  that  data  before  the  next  keystroke  occurs,  then  the  first  keystroke  is  lost. 


3.8.1  Interrupt  Classes 

In  this  and  the  next  section,  the  interrupt  scheme  of  the  large-scale  IBM  processors  is 

discussed  (Cs78)  (Gi87).  This  information  is  especially  useful  later  in  the  text  when  case 

studies  of  IBM’s  MVS  (Chapter  20)  and  VM  (Chapter  21)  operating  systems  are  presented. 
There  are  six  interrupt  classes.  These  are 

■  SVC  (supervisor  call)  interrupts.  These  are  initiated  by  a  running  process  that  executes 
the  SVC  instruction.  An  SVC  is  a  user-generated  request  for  a  particular  system  service 
such  as  performing  input/output,  obtaining  more  storage,  or  communicating  with  the 
system  operator.  The  SVC  mechanism  helps  keep  the  operating  system  secure  from  the 
users.  A  user  may  not  arbitrarily  enter  the  operating  system;  rather  the  user  must 
request  a  service  through  an  SVC.  The  operating  system  is  thus  aware  of  all  user 
attempts  to  cross  its  borders,  and  it  may  refuse  certain  requests  if  the  user  does  not  have 
appropriate  privileges. 

■  HO  interrupts.  These  are  initiated  by  the  input/outpul  hardware.  They  signal  to  the 
CPU  that  the  status  of  a  channel  or  device  has  changed.  I/O  interrupts  are  caused  when 
an  I/O  operation  completes,  when  an  I/O  error  occurs,  or  when  a  device  is  made  ready, 
for  example. 

■  External  interrupts.  These  are  caused  by  various  events  including  the  expiration  of  a 
quantum  on  an  interrupting  clock,  the  pressing  of  the  console’s  interrupt  key  by  the 
operator,  or  the  receipt  of  a  signal  from  another  processor  on  a  multiprocessor  system. 

■  Restart  interrupts.  These  occur  when  the  operator  presses  the  console’s  restart  button, 
or  when  a  restart  S1GP  (signal  processor)  instruction  arrives  from  another  processor 
on  a  multiprocessor  system. 

■  Program  check  interrupts.  These  are  caused  by  a  wide  range  of  problems  that  may 
occur  as  a  program’s  machine  language  instructions  are  executed.  These  problems 
include  division  by  zero,  arithmetic  overflow  or  underflow,  data  (being  operated  upon) 
is  in  the  wrong  format,  attempt  to  execute  an  invalid  operation  code,  attempt  to 
reference  a  memory  location  beyond  the  limits  of  real  memory,  attempt  by  a  user 
process  to  execute  a  privileged  instruction,  and  an  attempt  to  reference  a  protected 
resource.  Many  systems  give  users  the  option  to  specify  their  own  routines  to  be 
executed  when  a  program  check  interrupt  occurs. 

■  Machine  check  interrupts.  These  are  caused  by  malfunctioning  hardware. 
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3.8.2  Context  Switching 

In  the  interrupt  scheme  of  the  large-scale  IBM  processors,  the  operating  system  includes 
routines  called  first  level  interrupt  handlers  (FLIHs)  to  process  each  different  class  of  in¬ 
terrupt.  Thus  there  are  six  first  level  interrupt  handlers — the  SVC  FLIH ,  the  HO  FL1H,  the 
external  FLIH,  the  restart  FLIH ,  the  program  check  FLIH ,  and  the  machine  check  FLIH. 
When  an  interrupt  occurs,  the  operating  system  saves  the  status  of  the  interrupted  process, 
and  routes  control  to  the  appropriate  first  level  interrupt  handler.  This  is  accomplished  by  a 
technique  called  context  switching  (Lm68).  The  first  level  interrupt  handlers  must  then 
distinguish  between  interrupts  of  the  same  class;  processing  of  these  different  interrupts  is 
then  carried  out  by  various  second  level  interrupt  handlers. 

Program  status  words  (PSWs)  control  the  order  of  instruction  execution  and  contain 
various  information  about  the  state  of  a  process.  There  are  three  types  of  PSWs,  namely 
current  PSWs,  new  PSWs,  and  old  PSWs. 

The  address  of  the  next  instruction  to  be  executed  is  kept  in  the  current  PSW,  which 
also  indicates  the  types  of  interrupts  currently  enabled  and  those  currently  disabled.  The 
CPU  allows  enabled  interrupts  to  occur;  disabled  interrupts  either  remain  pending,  or  in 
some  cases  are  ignored.  The  processor  may  never  be  disabled  for  SVC,  restart,  or  some 
types  of  program  interrupts.  The  reasons  for  enabling  or  disabling  interrupts  will  soon 
become  clear. 

On  a  uniprocessor  system,  there  is  only  one  current  PSW,  but  there  are  six  new  PSWs 
(one  for  each  interrupt  type)  and  six  old  PSWs  (again,  one  for  each  interrupt  type).  The  new 
PSW  for  a  given  interrupt  type  contains  the  permanent  main  memory  address  at  which  the 
interrupt  handler  for  that  interrupt  type  resides.  When  an  interrupt  occurs  (Fig.  3.5),  if  the 
processor  is  not  disabled  for  that  type  of  interrupt,  then  the  hardware  automatically 
switches  PSWs  by 

■  storing  the  current  PSW  in  the  old  PSW  for  that  type  of  interrupt, 

■  storing  the  new  PSW  for  that  type  of  interrupt  into  the  current  PSW. 

After  this  PSW  swap,  the  current  PSW  now  contains  the  address  of  the  appropriate  interrupt 
handler.  The  interrupt  handler  executes  and  processes  the  interrupt. 

When  the  processing  of  the  interrupt  is  complete  the  CPU  is  dispatched  to  either  the 
process  that  was  running  at  the  time  of  the  interrupt,  or  to  the  highest  priority  ready  process. 
This  depends  on  whether  the  interrupted  process  is  preemptive  or  nonpreemptive.  If  the 
process  is  nonpreemptive,  it  gets  the  CPU  again.  If  the  process  is  preemptive,  it  gets  the 
CPU  only  if  there  are  no  ready  processes. 

There  are  many  significant  interrupt  schemes  other  than  that  described  here.  The 
reader  interested  in  exploring  them  further  should  consult  texts  on  computer  organization 
and  computer  architecture  such  as  (Ba80)  (Le80)  (Ma82)  (Ch85)  (Fo85)  (Go86)  (Ln87). 
One  interrupt  scheme  that  has  been  widely  used  is  called  fully  vectored  interrupts.  In  this 
scheme,  each  unique  interrupt  causes  a  unique  interrupt  code  to  be  saved.  An  interrupt 
vector  exists  which  is  essentially  an  array  of  addresses  stored  in  memory.  The  subscripts  of 
the  array  correspond  to  the  unique  interrupt  codes.  The  array  elements  contain  the  ad¬ 
dresses  at  which  interrupt  handlers  for  each  of  the  interrupt  codes  may  be  found. 
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Fig.  3.5  PSW  swapping  in  interruption  processing. 

3.9  THE  NUCLEUS  OF  THE  OPERATING  SYSTEM 

All  of  the  operations  involving  processes  are  controlled  by  a  portion  of  the  operating  system 
variously  called  its  nucleus,  core,  or  kernel  (Br70)  (Wu74)  (Sh75)  (Sc77)  (Hp80)  (B181) 
(Cr81)  (Lo81)  (Re82)  (Ca85).  The  nucleus  normally  represents  only  a  small  portion  of  the 
code  of  what  is  commonly  thought  to  be  the  entire  operating  system,  but  it  is  among  the 
most  intensively  used  code.  For  this  reason,  the  nucleus  ordinarily  remains  in  primary 
storage  while  other  portions  of  the  operating  system  are  shuttled  to  and  from  secondary 
storage  as  needed. 

One  of  the  most  important  functions  included  in  the  nucleus  is  interrupt  processing.  In 
large,  multiuser  systems,  a  constant  blizzard  of  interrupts  is  directed  at  the  processor.  Rapid 
response  to  these  interrupts  is  essential  to  keeping  the  resources  of  the  system  well  utilized, 
and  to  providing  acceptable  response  times  to  interactive  users. 

The  nucleus  disables  interrupts  while  it  is  responding  to  an  interrupt;  interrupts  are 
again  enabled  after  the  processing  of  an  interrupt  is  complete.  With  a  steady  flow  of  in¬ 
terrupts,  it  is  possible  that  the  nucleus  could  have  interrupts  disabled  for  a  large  portion  of 
the  time;  this  could  result  in  poor  response  to  interrupts.  Therefore,  nuclei  are  designed  to 
do  the  “bare  minimum”  amount  of  processing  that  is  possible  on  each  interrupt,  and  then  to 
pass  the  remaining  processing  of  each  interrupt  to  an  appropriate  system  process  that  can 
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operate  while  the  nucleus  is  enabled  for  further  interrupts.  This  ultimately  means  that 
interrupts  may  be  enabled  a  much  larger  percentage  of  the  time,  and  that  the  system  is  more 
responsive. 


3.9.1  A  Summary  of  Nucleus  Functions 

An  operating  system  nucleus  normally  contains  the  code  to  perform  the  following  func¬ 
tions. 

■  Interrupt  handling. 

■  Process  creation  and  destruction,  (see  the  UNIX  case  study  in  Chapter  1 8  and  the  OS/ 
2  case  study  in  Chapter  23.) 

■  Process  state  switching. 

■  Dispatching.  (See  also  Chapter  10.) 

■  Process  suspension  and  resumption.  (See  also  Chapter  10.) 

■  Process  synchronization.  (See  Chapters  4  and  5.) 

■  Interprocess  communication.  (See  Chapters  4  and  5  and  the  various  case  studies  in 
Chapters  18  through  23.) 

■  Manipulation  of  process  control  blocks. 

■  Support  of  input/output  activities.  (See  the  case  studies  of  Chapters  18  through  23. 
Input/output  is  generally  unique  to  each  different  type  of  computer  system.) 

■  Support  of  storage  allocation  and  deallocation.  (See  Chapters  7.  8,  and  9  and  the 
various  case  studies.) 

■  Support  of  the  file  system.  (See  Chapters  13  and  14.) 

■  Support  of  a  procedure  call/return  mechanism. 

■  Support  of  certain  system  accounting  functions.  (See  Chapters  14  and  20.) 

The  reader  interested  in  a  detailed  explanation  of  the  structure  and  operation  of  the 
nucleus  should  refer  to  Chapter  6  of  the  book  by  Lorin  and  Deitel  (Lo81). 


3.9.2  Enabling  and  Disabling  Interrupts 

The  nucleus  is  normally  entered  by  an  interrupt.  The  nucleus  disables  further  interrupts 
while  it  responds  to  the  interrupt  being  processed.  Once  the  cause  of  the  interrupt  is  de¬ 
termined,  the  nucleus  passes  the  processing  of  the  interrupt  to  a  specific  system  process 
designed  to  handle  that  type  of  interrupt. 

In  some  systems,  all  the  processing  of  each  interrupt  is  done  by  a  large,  one-piece 
operating  system.  In  such  systems,  interrupts  are  disabled  for  a  larger  percentage  of  the 
time,  but  the  systems  are  conceptually  simpler.  Such  a  design  is  useful  in  small  systems  that 
support  a  limited  number  of  processes;  in  large  multiuser  systems  the  nucleus  approach 
yields  far  better  performance. 
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3.9.3  Hierarchical  System  Structure 

The  literature  includes  papers  (Di68)  that  advocate  a  hierarchical  approach  to  designing 
operating  systems.  At  the  base  of  the  hierarchy  is  the  computer  hardware  itself,  sometimes 
called  the  “raw  machine"  or  “naked  iron.”  At  the  next  level  up  in  the  hierarchy  (or  the  next 
several  levels  in  some  designs)  are  the  various  nucleus  functions.  These  are  viewed  as 
creating  an  extended  machine ,  i.e.,  a  computer  that  offers  not  only  its  machine  language  in 
support  of  the  operating  system  and  its  users  but  also  a  group  of  additional  capabilities 
provided  by  the  nucleus  functions.  These  additional  capabilities  are  often  called  primitives. 

Above  the  nucleus  in  the  hierarchy  are  the  various  operating  system  processes  that 
operate  in  support  of  user  processes — for  example,  the  device  manager  processes  that  ac¬ 
tually  supervise  input/output  operations  for  system  devices  in  behalf  of  various  users.  At 
the  top  of  the  hierarchy  are  the  user  processes  themselves. 

Such  hierarchical  designs  have  been  shown  to  be  easier  to  debug,  modify,  and  prove 
correct  (Di68).  In  designs  in  which  the  nucleus  itself  is  spread  over  several  levels  of  the 
hierarchy,  the  choice  of  which  nucleus  function  is  to  be  placed  at  which  level  requires 
careful  thought.  Often  in  such  designs,  only  downward  calls  in  the  hierarchy  are  allowed; 
each  level  may  call  upon  only  those  functions  it  sees  in  the  level  directly  below. 


3.9.4  Migration  of  the  Nucleus  to  Microcode 

One  definite  trend  that  has  emerged  in  recent  systems  is  for  the  placement  of  much  of  the 
nucleus  into  microcode.  This  is  an  effective  security  technique  in  that  it  prevents  alteration 
of  the  nucleus,  and  with  careful  microcoding  can  make  the  nucleus  functions  execute  more 
quickly.  Migration  of  the  nucleus  to  microcode  is  discussed  in  detail  in  the  case  study  on 
IBM's  VM  operating  system  in  Chapter  21. 

SUMMARY 

The  most  common  notion  of  process  is  a  program  in  execution.  A  process  that  has  a 
processor  is  running.  A  process  that  could  use  a  processor  if  one  were  available  is  ready.  A 
process  waiting  for  some  event  to  occur  before  it  can  proceed  is  blocked. 

A  running  process  becomes  ready  if  its  quantum  expires  before  it  voluntarily  releases 
the  processor.  A  running  process  becomes  blocked  if  it  initiates  an  I/O  operation  (or  some 
other  event  wait)  that  must  complete  before  it  can  proceed.  A  blocked  process  becomes 
ready  when  the  event  it  is  waiting  for  occurs.  A  ready  process  becomes  running  when  the 
processor  is  assigned  to  it  by  the  dispatcher. 

A  process  control  block  (PCB)  is  a  data  structure  containing  information  that  allows 
the  operating  system  to  locate  all  key  information  about  a  process,  including  its  current 
state,  identification,  priority,  memory,  resources,  register  values,  etc.  The  PCB  defines  the 
process  to  the  operating  system. 

Operating  systems  contain  mechanisms  to  perform  various  operations  on  processes 
such  as  create,  destroy,  suspend,  resume,  change  priority,  block,  wakeup,  and  dispatch  a 
process.  A  process  may  spawn  another  process,  in  which  case  the  spawning  process  is  the 
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parent  and  the  spawned  process  is  the  child.  When  only  one  parent  is  needed  to  create  a 
child,  a  hierarchical  process  structure  results. 

Suspending  and  resuming  processes  is  particularly  useful  to  the  operating  system  in  its 
efforts  to  balance  the  system  load. 

Interrupt  processing  is  important  in  computer  systems  that  support  devices  and  pro¬ 
cesses  operating  concurrently.  When  an  interrupt  occurs,  the  operating  system  gives  it 
immediate  attention.  After  processing  an  interrupt,  the  next  process  is  dispatched.  This  may 
be  the  interrupted  process  itself  if  this  process  is  nonpreemptive. 

The  interrupt  scheme  for  the  large-scale  IBM  processors  allows  six  types  of  interrupts: 
SVC,  I/O,  external,  restart,  program  check,  and  machine  check.  For  each  type  of  interrupt, 
the  operating  system  contains  a  routine  called  an  interrupt  handler  (IH),  which  processes 
interrupts  of  that  type.  When  an  interrupt  occurs,  PSW  swapping  or  context  switching 
occurs;  control  is  switched  from  the  running  process  to  the  operating  system.  The  IBM 
scheme  involves  a  current  PSW  containing  the  address  of  the  next  instruction  to  be 
executed,  a  set  of  old  PSWs  (one  per  interrupt  type)  providing  save  areas  for  the  current 
PSW  when  interrupts  of  that  type  occur,  and  a  set  of  new  PSWs  (one  per  interrupt  type) 
containing  the  address  of  the  appropriate  interrupt  handlers. 

The  nucleus  is  a  small  portion  of  the  operating  system  that  contains  intensively  used 
code  and  resides  in  primary  storage.  Its  functions  generally  include  interrupt  handling, 
process  manipulation,  process  control  block  manipulation,  dispatching,  process  synchroni¬ 
zation,  interprocess  communication,  support  of  input/output  activities,  storage  allocation 
and  deallocation,  support  of  the  file  system,  a  procedure  call/retum  mechanism,  and  certain 
system  accounting  functions. 

In  hierarchical  system  structures,  the  nucleus  is  above  the  computer  hardware  itself, 
and  the  next  levels  up  contain  system  processes  and  user  processes.  Hierarchical  structures 
have  been  shown  to  be  easier  to  debug,  modify,  and  prove  correct. 

There  is  a  trend  toward  the  migration  of  major  portions  of  the  nucleus  to  microcode; 
this  can  yield  greater  security  and  faster  execution. 
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abort  a  process 
activate  a  process 
active  states 
asynchronous  interrupts 
block 

blocked  list 
blocked  state 
child  process 
context  switching 
core 

create  a  process 
current  PSW 


destroy  a  process 
device  manager  process 
disabled  interrupts 
dispatch 

dispatch  a  process 

dispatcher 

enabled  interrupts 

event 

event  wait 

extended  machine 

external  interrupt 

first  level  interrupt  handler  (FLIH) 
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fully  vectored  interrupts 
hierarchical  process  structure 
hierarchical  system  structure 
interprocess  communication 
interrupt 
interrupt  code 
interrupt  handler  (IH) 
interrupt  key 

interrupt  service  routine  (ISR) 

interrupt  vector 

interrupting  clock 

interval  timer 

I/O  completion  event 

I/O  interrupt 

kernel 

known  processes  list 
machine  check  interrupt 
migration  of  nucleus  to  microcode 
naked  iron 
new  PSW 

nonpreemptive  process 

nucleus 

old  PSW 

parent  process 

pending  interrupt 

preemptive  process 

primitives 

process 

process  control  block  (PCB) 
process  descriptor 
process  state  transitions 
process  states 
process  table 
program  check  interrupt 


program  status  word  (PSW) 

PSW  swapping 

quantum 

raw  machine 

ready  a  process 

ready  list 

ready  queue 
ready  state 
restart  button 
restart  interrupt 
restart  SIGP 
resume  a  process 
running  process 
running  state 

second  level  interrupt  handler 
signal  processor  instruction 
spawn  a  process 
state  transition 

supervisor  call  (SVC)  interrupt 
suspend  a  process 
suspended  process 
suspended  states 
suspendedblocked  state 
suspendedready  state 
SVC  instruction 
switching  CPU  control 
synchronous  interrupts 
task 

terminated  process 
timer  runout 
trap 

unblock 

wakeup  a  process 


EXERCISES 

3. 1  Give  several  definitions  of  process.  Why,  do  you  suppose,  is  there  no  universally  accepted  defi¬ 
nition? 

3.2  Define  each  of  the  following  terms:  program,  procedure,  processor,  process,  user,  task,  job. 

3.3  Sometimes  the  terms  user,  job,  and  process  are  used  interchangeably.  Define  each  of  the  terms. 
In  what  circumstances  do  these  terms  have  similar  meanings? 
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3.4  Why  doesn't  it  make  sense  to  maintain  the  blocked  list  in  priority  order?  In  what  circumstances, 
however,  might  it  be  useful  to  do  so? 

3.5  The  ability  of  one  process  to  spawn  a  new  process  is  an  important  capability,  but  it  is  not  without 
its  dangers.  Consider  the  consequences  of  allowing  a  user  to  run  the  following  process. 

wildone:  process; 

while  true  do 

spawn  a  new  process  just  like  me 

end; 

a)  Assuming  that  a  system  allowed  such  a  process  to  run,  what  would  the  consequences 
be? 

b)  Suppose  that  you  as  an  operating  systems  designer  have  been  asked  to  build  in  safe¬ 
guards  against  such  processes.  We  know  (from  the  “Halting  Problem”  of  com¬ 
putability  theory)  that  it  is  impossible,  in  the  general  case,  to  predict  the  path  of 
execution  a  program  will  take.  What  are  the  consequences  of  this  basic  result  from 
computer  science  on  your  ability  to  prevent  processes  like  the  above  from  running? 

c)  Suppose  you  decide  that  it  is  inappropriate  to  reject  certain  processes,  and  that  the  best 
approach  is  to  place  certain  run-time  controls  on  them.  What  controls  might  the 
operating  system  use  to  detect  processes  like  the  above  at  run-time?  Would  the 
controls  you  propose  hinder  a  process’s  ability  to  spawn  new  processes?  How  would 
the  implementation  of  the  controls  you  propose  affect  the  design  of  the  system’s 
process  handling  mechanisms? 

3.6  In  single  user  dedicated  systems,  it  is  generally  obvious  when  a  program  goes  into  an  infinite 
loop.  But  in  multiuser  systems  running  tens  or  hundreds  of  processes,  it  cannot  easily  be  determined 
that  an  individual  process  is  not  progressing. 

a)  Can  the  operating  system  determine  that  a  process  is  in  an  infinite  loop? 

b)  What  reasonable  safeguards  might  be  built  into  an  operating  system  to  prevent  pro¬ 
cesses  in  infinite  loops  from  running  indefinitely? 

3.7  Choosing  the  correct  quantum  size  is  important  to  the  effective  operation  of  an  operating 
system.  Later  in  the  text  we  will  consider  the  issue  of  quantum  determination  in  depth.  For  now.  let  us 
anticipate  some  of  the  problems. 

Consider  a  single  processor  timesharing  system  that  supports  a  large  number  of  interactive  users. 
Each  time  a  process  gets  the  processor,  the  interrupting  clock  is  set  to  interrupt  after  the  quantum 
expires.  Assume  a  single  quantum  for  all  processes  on  the  system. 

a)  What  would  be  the  effect  of  setting  the  quantum  at  a  very  large  value,  say  ten  minutes? 

b)  What  if  the  quantum  were  set  to  a  very  small  value,  say  a  few  processor  cycles? 

c)  Obviously,  an  appropriate  quantum  must  be  between  the  values  in  (a)  and  (b).  Suppose 
you  could  turn  a  dial  and  vary  the  quantum.  How  would  you  know  when  you  had 
chosen  the  “right”  value?  What  factors  make  this  value  right  from  the  user’s 
standpoint?  What  factors  make  it  right  from  the  system’s  standpoint? 

3.8  In  a  block/wakeup  mechanism,  a  process  blocks  itself  to  wait  for  an  event  to  occur.  Another 
process  must  detect  that  the  event  has  occurred,  and  wakeup  the  blocked  process.  It  is  possible  for  a 
process  to  block  itself  to  wait  for  an  event  that  will  never  occur. 
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a)  Can  the  operating  system  detect  that  a  blocked  process  is  waiting  for  an  event  that  will 
never  occur? 

b)  What  reasonable  safeguards  might  be  built  into  an  operating  system  to  prevent  pro¬ 
cesses  from  waiting  indefinitely  for  an  event? 

3.9  System  A  runs  exactly  one  process  per  user.  System  B  can  support  many  processes  per  user. 
Discuss  the  organizational  differences  between  operating  systems  A  and  B  with  regard  to  support  of 
processes. 

3.10  Ultimately,  all  resources  must  be  paid  for  by  users.  As  a  system  runs,  there  are  various 
operations  it  performs  that  are  difficult  to  attribute  to  a  particular  user.  How  might  the  system  charge 
user  processes  for  such  system  overhead? 

3.1 1  One  reason  for  using  a  quantum  to  interrupt  a  running  process  after  a  "reasonable"  period  of 
time  is  to  allow  the  operating  system  to  regain  the  processor  and  dispatch  the  next  process.  Suppose  a 
system  does  not  have  an  interrupting  clock,  and  that  the  only  way  a  process  can  lose  the  processor  is 
to  relinquish  it  voluntarily.  Suppose  also  that  no  dispatching  mechanism  is  provided  in  the  operating 
system.  Describe  how  a  group  of  user  processes  could  cooperate  among  themselves  to  effect  a  user- 
controlled  dispatching  mechanism.  What  potential  dangers  would  be  inherent  in  this  scheme?  What 
are  the  advantages  to  the  users  over  a  system-controlled  dispatching  mechanism? 

3.12  In  some  systems,  a  spawned  process  is  destroyed  automatically  when  its  parent  is  destroyed;  in 
other  systems  spawned  processes  proceed  independently  of  their  parents,  and  the  destruction  of  a 
parent  has  no  effect  on  its  children.  Discuss  the  advantages  and  disadvantages  of  each  approach.  Give 
an  example  of  a  situation  in  which  destroying  a  parent  should  specifically  not  result  in  the  destruction 
ol  its  children. 

3. 13  When  interrupts  are  disabled,  on  most  types  of  devices  they  remain  pending  until  they  can  be 
processed  when  interrupts  are  again  enabled.  No  further  interrupts  are  allowed.  The  functioning  of  the 
devices  themselves  is  temporarily  halted.  But  in  real-time  systems,  the  environment  that  generates  the 
interrupts  is  often  disassociated  from  the  computer  system.  When  interrupts  are  disabled  on  the 
computer  system,  the  environment  keeps  on  generating  interrupts  anyway.  These  interrupts  are  often 
lost.  Discuss  the  consequences  of  lost  interrupts.  In  a  real-time  system,  is  it  better  to  lose  occasional 
interrupts  or  to  halt  the  system  temporarily  until  interrupts  are  again  enabled? 

3.14  Give  an  example  of  each  of  the  following  types  of  interrupts. 

a)  SVC  b)  I/O 

c)  external  d  restart 

e)  program  check  f)  machine  check 

3.15  What  does  it  mean  for  a  process  to  be  preemptive?  nonpreemptive?  Can  the  processor  handle 
interrupts  while  a  nonpreemptive  process  is  running?  Give  an  example  of  a  process  that  would 
probably  be  preemptive.  What  type  of  process  would  probably  be  nonpreemptive? 

3.16  Discuss  an  interrupt  scheme  other  than  that  described  in  this  chapter.  Compare  the  two 
schemes. 

3.17  What  is  the  nucleus  or  kernel  of  an  operating  system?  Why  is  the  nucleus  ordinarily 
maintained  in  primary  storage?  What  functions  are  normally  performed  by  the  nucleus? 

3.18  Why  does  the  nucleus  ordinarily  run  with  interrupts  disabled? 

3.19  What  is  an  extended  machine?  What  are  primitives? 

3.20  Give  several  reasons  why  it  is  effective  to  place  major  portions  of  the  nucleus  in  microcode. 
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3.21  Some  interrupt  systems  use  a  current  PSW.  a  new  PSW,  and  an  old  PSW  while  others  use  a 
stack  to  save  information  about  an  interrupted  entity.  Discuss  how  each  of  these  schemes  works  and 
consider  the  advantages  and  disadvantages  of  each  approach. 

3.22  As  we  will  see  repeatedly  throughout  this  text,  management  of  waiting  is  an  essential  part  of 
every  operating  system.  In  this  chapter  we  have  seen  several  waiting  states,  namely  ready ,  blocked, 
suspendedready ,  and  suspendedblocked.  For  each  of  these  states  discuss  how  the  process  got  into  the 
state,  what  the  process  is  waiting  for,  and  the  likelihood  that  the  process  could  get  "lost”  waiting  in  the 
state  indefinitely.  What  features  should  operating  systems  incorporate  to  deal  with  the  possibility  that 
processes  could  start  to  wait  for  an  event  that  might  never  happen? 

3.23  Waiting  processes  do  consume  various  system  resources.  Could  someone  sabotage  a  system 
by  repeatedly  creating  processes  and  making  them  wait  for  events  that  will  never  happen?  What 
safeguards  could  be  imposed? 

3.24  Can  a  single  processor  system  have  no  processes  ready  and  no  process  running?  Is  this  a 
“dead”  system?  Explain  your  answer. 
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Do  not  put  me  to' t. 

For  I  am  nothing  if  not  critical. 

William  Shakespeare 

A  person  with  one  watch  knows  what  time  it  is;  a  person  with  Wo 
watches  is  never  sure. 

Proverb 

Busy  leisure. 

Johann  Elias  Schlegel 

A  really  busy  person  never  knows  how  much  he  weighs. 

Edgar  Watson  Howe 

Delays  breed  dangers. 

John  Lyly 

By  delaying  he  preserved  the  state. 

Quintus  Ennius 
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4.1  INTRODUCTION 

Processes  are  concurrent  if  they  exist  at  the  same  time  (Aw76)  (To79)  ( We83).  Concurrent 
processes  can  function  completely  independently  of  one  another,  or  they  can  be  asynchro¬ 
nous  (Ch81)  (S182),  which  means  that  they  require  occasional  synchronization  and  coop¬ 
eration.  Asynchronism  is  a  complex  topic— this  chapter  and  Chapter  5  discuss  the 

organization  and  management  of  systems  that  support  asynchronous  concurrent  processes. 

Many  important  asynchronism  problems  are  presented.  Their  solutions  are  presented 
as  concurrent  programs  that  use  a  program  notation  similar  to.  although  not  identical  to,  that 
of  the  language  Concurrent  Pascal  developed  by  Brinch  Hansen  (Br75,  Br77).  Another 
popular  Pascal-based  concurrent  language  is  Modula-2  developed  by  Wirth  ( Wi77)  (Hp80) 
(Wi83)  (Og85).  Chapter  5  discusses  concurrent  programming  features  of  the  emerging 
language  Ada  (Ac82),  certain  to  be  the  leading  concurrent  programming  language  of  the 
1990s.  Chapter  5  introduces  several  of  the  classic  problems  in  concurrency  and  presents 
concurrent  programs  that  solve  those  problems. 

The  various  mechanisms  that  support  interprocess  communication  are  discussed  in  the 
case  studies,  especially  those  on  UNIX  and  OS/2. 

The  reader  interested  in  exploring  concurrency  further  should  consult  the  literature 
section  at  the  end  of  this  chapter,  which  lists  more  than  100  books  and  papers.  The  paper  by 
Andrews  and  Schneider  (An83)  overviews  the  field;  Gehani  and  McGettrick  (Ge88) 
present  a  collection  of  24  key  papers;  Ben-Ari  (Bn82)  and  Perrott  (Po87)  present  treatments 
of  parallel  programming  suitable  for  upper-level  undergraduate  courses;  Chandy  and  Misra 
(C'h88)  provide  a  mathematical  treatment  suitable  for  a  graduate  course. 

4.2  PARALLEL  PROCESSING 

As  computer  hardware  continues  to  decrease  in  size  and  cost,  there  will  be  distinct  trends 
toward  multiprocessing  (see  Chapter  II),  distributed  processing  (see  Chapter  16),  and 
massive  parallelism  (La77a)  (La78a)  (Sz84)  (M185)  (Mu85)  (Sc85)  (Fe86).  If  certain 
operations  can  logically  be  performed  in  parallel,  then  computers  will  physically  perform 
them  in  parallel,  even  if  the  level  of  parallelism  is  thousands  or  perhaps  millions  of  concur¬ 
rent  activities  (Br78b)  (Tr79)  (Br8 1 )  (Zh84)  (Hw85)  (Wa85).  This  can  result  in  significant 
performance  improvements  over  that  possible  with  sequential  computers  (Fr86)  (Kr87). 

Parallel  processing  is  interesting  and  complex  for  several  reasons.  People  seem  better 
able  to  focus  their  attention  on  one  activity  at  a  time  than  to  think  in  parallel.  (The  reader 
might  try  to  read  two  books  at  once,  reading  a  line  from  one,  a  line  from  the  other,  the 
second  line  from  the  first,  and  so  on). 

It  is  difficult  and  time  consuming  to  determine  what  activities  can  and  cannot  be 
performed  in  parallel  (Li84)  (La85)  (Bo87)  (So87)  (Sa88).  Parallel  programs  are  much 
more  difficult  to  debug  than  sequential  programs — after  a  bug  is  supposedly  fixed,  it  may 
be  impossible  to  reconstruct  the  sequence  of  events  that  exposed  the  bug  in  the  first  place, 
so  it  would  be  inappropriate  to  certify,  in  some  sense,  that  the  bug  has  actually  been 
corrected  (My86). 
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Asynchronous  processes  must  occasionally  interact  with  one  another  and  these  in¬ 
teractions  can  be  complex  (Cs83).  We  discuss  many  examples  of  process  interaction  in  this 
and  the  next  several  chapters. 

Finally,  parallel  programs  are  much  more  difficult  to  prove  correct  than  sequential 
programs,  and  it  is  widely  believed  that  proving  program  correctness  must  eventually 
displace  exhaustive  program  testing  if  real  strides  are  to  be  made  in  developing  highly 
reliable,  large-scale  software  systems  (K176)  (Ow76)  (La77a)  (Le81)  (Ms81)  (Ow82) 
(Ch88). 

4.3  A  CONTROL  STRUCTURE  FOR  INDICATING  PARALLELISM: 
PARBEGIN/PAREND 

Many  programming  language  constructs  for  indicating  parallelism  have  appeared  in  the 
literature.  These  generally  involve  pairs  of  statements  as  follows. 

■  One  statement  indicating  that  sequential  execution  is  to  split  into  several  parallel 
execution  sequences  ( threads  of  control). 

■  One  statement  indicating  that  certain  parallel  execution  sequences  are  to  merge  and 
sequential  execution  is  to  resume. 

These  statements  occur  in  pairs  and  are  commonly  called  parhegin/parend  (for  begin 
and  end  parallel  execution),  or  cobeginlcoend  (for  begin  and  end  concurrent  execution).  In 
this  text  we  use  parbegin/parend  as  suggested  by  Dijkstra  (Di65).  Its  general  form  is  shown 
in  Fig.  4.1. 

parbegin 

statement  1 ; 
statement2 ; 


statementn 

parend 

Fig.  4.1  The  parbegin/parend  parallelism  construct. 


Suppose  a  program  currently  executing  a  single  sequence  of  instructions  encounters 
the  preceding  parbegin  construct.  This  causes  the  single  thread  of  control  to  split  into  n 
separate  threads  of  control — one  for  each  statement  in  the  parbegin/parend  construct.  These 
may  be  simple  statements,  procedure  calls,  blocks  of  sequential  statements  delineated  by 
begin/end,  or  combinations  of  these.  Each  of  the  separate  threads  of  control  eventually 
terminates  and  reaches  the  parend.  When  all  the  parallel  threads  of  control  finally 
terminate,  a  single  thread  of  control  is  resumed  and  the  system  proceeds  with  the  next 
statement  after  the  parend. 
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As  an  example  consider  the  calculation  of  one  root  of  a  quadratic  equation  as  follows. 

x  :  =  (-b  +  (b  **  2  -  4  *  a  *  c)  **  .5) /  (2  *  a) 

This  assignment  might  be  evaluated  on  a  sequential  processor  (possessing  an  expo¬ 
nentiation  instruction)  as  follows. 

1  b  **  2 

2  4  *  a 

3  (4  *  a)  *  c 

4  (b  **  2)  -  (4  *  a  *  c) 

5  (b  **  2  -  4  *  a  *  c)  **  .5 

6  -b 

7  <— b)  +  ( (b  **  2  -  4  *  a  *_ c)  **  .5) 

8  2  *  a 

9  (-b  +  (b  **  2  -  4  *  a  *  c)  **.5)/(2  *  a) 

Here,  each  of  the  nine  operations  is  executed  one  at  a.time  in  a  sequence  determined  by 
a  system’s  rules  of  operator  precedence. 

On  a  system  that  supports  parallel  processing,  the  expression  might  be  evaluated  as 
follows. 


1  parbegin 

tempi  :=  -b; 

temp2  :=  b  **  2; 

temp3  :=  4  *  a; 

temp4  :=  2  *  a 

parend; 

2  tempS  :=  temp3  *  c; 

3  tempS  :=  temp2  -  temp5; 

4  temp5  :=  tempS  **  .5; 

5  temp5  :=  tempi  +  temp5; 

6  x  :=  temp5  /  temp4 

Here,  the  four  operations  within  the  parbegin/parend  construct  are  evaluated  in  paral¬ 
lel — the  remaining  five  operations  must  still  be  performed  sequentially.  By  performing  the 
calculations  in  parallel,  it  is  possible  to  reduce  real  execution  time  substantially. 


4.4  MUTUAL  EXCLUSION 

Consider  a  system  with  many  timesharing  terminals.  Assume  that  users  end  each  line  they 
type  to  the  system  with  a  carriage  return.  Suppose  it  is  desired  to  monitor  continuously  the 
total  number  of  lines  that  users  have  entered  since  the  day  began.  Assume  each  user 
terminal  is  monitored  by  a  different  process.  Each  time  one  of  these  processes  receives  a 
line  from  a  user  terminal  it  increments  a  system-wide  global  shared  variable,  LINESEN- 
TERED,  by  1.  Consider  what  happens  if  two  processes  attempt  to  increment  L1NESEN- 


76  Asynchronous  Concurrent  Processes 


TERED  simultaneously.  Assume  each  process  has  its  own  copy  of  the  code 

LOAD  LINESENTERED 

ADD  1 

STORE  LINESENTERED 

Suppose  LINESENTERED  is  currently  2 1 687.  Now  suppose  the  first  process  executes 
the  LOAD  and  ADD  instructions,  thus  leaving  21688  in  an  accumulator.  Then  the  process 
loses  the  processor  (through  a  quantum  expiration)  to  the  second  process.  The  second 
process  now  executes  all  three  instructions,  thus  setting  LINESENTERED  to  21688.  It 
loses  the  processor  to  the  first  process  which  then  continues  by  executing  the  STORE 
instruction — also  placing  21688  into  LINESENTERED.  Because  of  the  uncontrolled 
access  to  the  shared  variable  LINESENTERED.  the  system  has  essentially  lost  track  of  one 
of  the  lines — the  correct  total  should  have  been  21689. 

The  key  cause  of  this  incorrect  result  is  the  writing  of  the  shared  variable  LINESEN¬ 
TERED.  Clearly,  many  concurrent  processes  may  read  data  simultaneously  without  this 
difficulty.  But  when  one  process  reads  data  that  another  process  may  be  writing,  or  when 
one  process  writes  data  that  another  process  may  also  be  writing,  then  indeterminate  results 
may  occur  (Be66)  (Co7 1 )  (La77). 

The  problem  can  be  solved  be  giving  each  process  exclusive  access  to  LINESEN¬ 
TERED.  While  one  process  increments  the  shared  variable,  all  other  processes  desiring  to 
do  so  at  the  same  moment  should  be  kept  waiting;  when  that  process  has  finished  accessing 
the  shared  variable,  one  of  the  processes  waiting  to  do  so  should  be  allowed  to  proceed.  In 
this  fashion,  each  process  accessing  the  shared  data  excludes  all  others  from  doing  so  si¬ 
multaneously.  This  is  called  mutual  exclusion  (Ri8l )  (Ri83)  (Jo86a)  (Jo86b)  (Ra86).  As  we 
will  see  in  this  and  subsequent  chapters,  waiting  processes  must  be  carefully  managed  to 
ensure  that  they  will  be  able  to  proceed  within  a  “reasonable”  amount  of  time. 


4.5  CRITICAL  SECTIONS 

Mutual  exclusion  needs  to  be  enforced  only  when  processes  access  shared  modifiable 
data — when  processes  are  performing  operations  that  do  not  conflict  with  one  another  they 
should  be  allowed  to  proceed  concurrently.  When  a  process  is  accessing  shared  modifiable 
data,  the  process  is  said  to  be  in  a  critical  section  (or  critical  region  (Di65)).  Clearly,  to 
prevent  the  kind  of  problem  experienced  in  the  last  section,  it  must  be  ensured  that  when 
one  process  is  in  a  critical  section,  all  other  processes  (at  least  those  that  access  the  same 
shared  modifiable  data)  are  excluded  from  their  own  critical  sections. 

While  a  process  is  in  its  critical  section,  other  processes  may  certainly  continue  ex¬ 
ecuting  outside  their  critical  sections.  When  a  process  leaves  its  critical  section,  then  one 
other  process  waiting  to  enter  its  own  critical  section  should  be  allowed  to  proceed  (if 
indeed  there  is  a  waiting  process).  Enforcing  mutual  exclusion  is  one  of  the  key  problems  in 
concurrent  programming.  Many  solutions  have  been  devised:  some  software  solutions  and 
some  hardware  solutions;  some  rather  low-level  and  some  high-level;  some  requiring 
voluntary  cooperation  among  processes,  and  some  demanding  rigid  adherence  to  strict 
protocols. 
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Being  inside  a  critical  section  is  a  special  status  accorded  to  a  process.  The  process  has 
exclusive  access  to  shared  modifiable  data,  and  all  other  processes  currently  requiring 
access  to  that  data  are  kept  waiting.  Therefore  critical  sections  must  execute  as  quickly  as 
possible,  a  process  must  not  block  within  its  critical  section,  and  critical  sections  must  be 
carefully  coded  (to  avoid  the  possibility  of  infinite  loops,  for  example). 

If  a  process  in  a  critical  section  terminates,  either  voluntarily  or  involuntarily,  then  the 
operating  system,  in  performing  its  termination  housekeeping,  must  release  mutual  exclu¬ 
sion  so  that  other  processes  may  enter  their  critical  sections. 

4.6  MUTUAL  EXCLUSION  PRIMITIVES 

The  concurrent  program  in  Fig.  4.2  properly  implements  the  line  counting  mechanism  of 
Section  4.4.  For  simplicity,  we  shall  assume  only  two  concurrent  processes  in  the  programs 
presented  in  this  and  the  next  several  sections.  Handling  /!  concurrent  processes  is  consid¬ 
erably  more  complex. 

program  mutualexclusion; 
var  linesentered :  integer; 
procedure  processone; 
while  true  do 
begin 

get next line fromtermina 1  ; 
entermutualexclusion; 

linesentered  :=  linesentered  +  1; 
exitmutualexclusion; 
processtheline 
end; 

procedure  processtwo; 
while  true  do 
begin 

get next linefromterminal ; 
entermutualexclusion; 

linesentered  :=  linesentered  +  1; 
exitmutualexclusion; 
processtheline 
end; 

begin 

linesentered  :=  0; 

parbegin 

processone; 

processtwo 

parend 
end . 

Fig  4.2  Using  mutual  exclusion  primitives. 
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The  pair  of  constructs,  entermutualexclusion  and  exitmutualexclusion  introduced  in 
Fig.  4.2  encloses  or  encapsulates  the  code  in  each  process  that  accesses  the  shared  variable 
linesentered,  i.e.,  these  constructs  delineate  critical  sections.  These  operations  are  some¬ 
times  called  mutual  exclusion  primitives;  that  is,  they  invoke  the  most  fundamental 
operations  inherent  in  mutual  exclusion. 

In  the  two-process  case,  these  primitives  operate  as  follows.  When  processone  exe¬ 
cutes  entermutualexclusion,  if  processtwo  is  not  in  its  critical  section,  then  processone 
enters  its  critical  section,  accesses  the  shared  variable,  and  then  executes  exitmutualex¬ 
clusion  to  indicate  that  it  has  left  its  critical  section. 

If  processtwo  is  in  its  critical  section  when  processone  executes  entermutualexclusion, 
then  processone  is  made  to  wait  until  processtwo  executes  exitmutualexclusion.  Processone 
may  then  proceed  to  enter  its  own  critical  section. 

If  processone  and  processtwo  simultaneously  execute  entermutualexclusion.  then  one 
will  be  allowed  to  proceed  and  one  will  be  kept  waiting.  For  the  moment,  we  shall  assume 
that  the  “winner”  is  selected  at  random. 


4.7  IMPLEMENTING  MUTUAL  EXCLUSION  PRIMITIVES 

We  seek  an  implementation  of  entermutualexclusion  (mutual  exclusion  entry  code)  and  ex¬ 
itmutualexclusion  ( mutual  exclusion  exit  code)  that  satisfies  the  following  four  constraints. 

•  The  solution  is  implemented  purely  in  software  on  a  machine  without  specially  de¬ 
signed  mutual  exclusion  instructions.  Each  machine  language  instruction  is  executed 
indivisibly ;  i.e.,  once  started  each  instruction  completes  without  interruption.  If 
multiple  processors  try  to  access  the  same  data  item,  we  shall  assume  that  a  hardware 
feature  called  storage  interlock  resolves  any  conflicts.  Storage  interlock  sequentializes 
the  conflicting  references  by  the  separate  processors,  i.e.,  the  references  are  made  to 
happen  one  at  a  time.  We  assume  that  the  separate  references  are  serviced  in  random 
order. 

■  No  assumptions  may  be  made  about  the  relative  speeds  of  asynchronous  concurrent 
processes. 

■  Processes  operating  outside  of  their  critical  sections  cannot  prevent  other  processes 
from  entering  their  own  critical  sections. 

■  Processes  must  not  be  indefinitely  postponed  from  entering  their  critical  sections. 

An  elegant  software  implementation  of  mutual  exclusion  was  first  presented  by  the 
Dutch  mathematician  Dekker.  In  the  next  section  we  follow  Dijkstra's  development  of 
Dekker's  Algorithm  (Di65).  The  arguments  presented  introduce  many  of  the  subtleties  in 
concurrent  programming  that  make  this  such  an  interesting  field  of  study.  Then,  we  discuss 
a  more  recent  and  efficient  algorithm  developed  by  G.  L.  Peterson  (Pe81). 

4.8  DEKKER'S  ALGORITHM 

Figure  4.3  shows  a  first  effort  at  specifying  the  code  for  enforcing  mutual  exclusion  in  the 
context  of  a  concurrent  program  with  two  processes.  The  parbegin/parend  construct  causes 
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program  versionone; 

var  processnumber :  integer; 

procedure  processone; 

begin 

while  true  do 

begin 

while  processnumber  =  2  dem¬ 
erit  i  cal  sect  ionone; 
processnumber  :=  2; 
otherstuf tone 

end 

end; 

procedure  processtwo; 

begin 

while  true  do 
begin 

while  processnumber  =  1  do; 
crit i cal sect ion two; 
processnumber  :=  1; 
otherstuf ftwo 

end 

end; 

begin 

processnumber  :=  1; 

parbegin 

processone; 

processtwo 

parend 

end. 

Fig.  4.3  Version  one  of  mutual  exclusion  primitives. 


processone  and  processtwo  to  operate  as  concurrent  processes.  Each  of  these  processes 
loops  indefinitely,  repeatedly  entering  and  reentering  its  critical  section.  In  Fig.  4.3,  enter- 
mutualexclusion  is  implemented  as  a  single  while  loop  that  keeps  looping  until 
processnumber  becomes  equal  to  the  number  of  the  process;  exitmutualexclusion  is 
implemented  as  a  single  instruction  that  sets  processnumber  to  the  number  of  the  other 
process. 

Processone  executes  the  while  do.  Since  processnumber  is  initially  1.  processone 
enlers  its  critical  section.  Processtwo  finds  processnumber  equal  to  1  and  remains  locked  in 
its  while  do.  Whenever  processtwo  gets  the  processor,  it  simply  loops  waiting  for 
processnumber  to  be  set  to  2,  so  processtwo  does  not  enter  its  critical  section  and  mutual 
exclusion  is  guaranteed.  Because  the  processor  is  in  use  while  processtwo  essentially  does 
nothing  (but  test  processnumber),  this  is  called  busy  waiting.  Busy  waiting  is  deemed  an 
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acceptable  technique  when  the  anticipated  waits  are  brief;  otherwise  busy  waiting  can  be 
costly. 

Eventually,  processone  finishes  executing  in  its  critical  section  (we  must  assume  no 
infinite  loops)  and  it  sets  processnumber  to  2,  thus  allowing  processtwo  to  enter  its  own 
critical  section. 

Mutual  exclusion  is  guaranteed,  but  the  price  is  high.  Processone  must  go  first,  so  if 
processtwo  is  ready  to  enter  its  critical  sectioji,  it  may  be  considerably  delayed.  After 
processone  enters  and  leaves  its  critical  section,  then  processtwo  must  go — even  if  pro¬ 
cessone  wants  to  reenter  and  processtwo  is  not  ready.  Thus  the  processes  must  enter  and 


program  versiontwo; 

var  plinside,  p2inside:  boolean; 

procedure  processone; 

begin 

while  true  do 
begin 

while  p2inside  do; 
plinside  :=  true; 
criticalsectionone; 
plinside  :=  false; 
otherstuf  f one 

end 

end; 

procedure  processtwo; 

begin 

while  true  do 
begin 

while  plinside  do; 
p2inside  :=  true; 
crit icalsectiontwo ; 
p2inside  :=  false; 
otherstuf  f two 

end 

end; 

begin 

plinside  :=  false; 
p2inside  :=  false; 

parbegin 

processone; 

processtwo 

parend 

end. 


Fig  4.4  Version  two  of  mutual  exclusion  primitives. 
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leave  their  critical  sections  in  strict  alternation.  If  one  process  needs  to  do  so  many  times 
more  frequently  than  the  other,  it  is  constrained  to  operate  at  a  much  slower  speed  than  it 
requires.  The  system  cannot  become  completely  deadlocked — at  least  one  process  can 
proceed  if  both  are  simultaneously  attempting  to  enter  their  critical  sections.  If  one  of  the 
processes  is  terminated,  then  eventually  the  other  will  not  be  able  to  proceed. 

In  the  first  solution,  there  was  only  a  single  global  variable  and  this  forced  the  lockstep 
synchronization  problem.  So  in  version  two  (Fig.  4.4),  we  use  two  variables — pi  inside  that 
is  true  if  processone  is  inside  its  critical  section,  and  p2inside  that  is  true  if  processtwo  is 
inside  its  critical  section. 

Now  processone  remains  locked  in  a  busy  wait  as  long  as  p2inside  is  true.  Eventually 
processtwo  leaves  its  critical  section,  and  performs  its  own  mutual  exclusion  exit  code, 
setting  p2inside  to  false.  Processone  then  sets  pi  inside  true  and  enters  its  critical  section. 
While  pi  inside  is  true,  processtwo  may  not  enter  its  own  critical  section. 

Again,  the  subtleties  of  concurrent  programming  surface.  Because  processone  and 
processtwo  are  concurrent  processes,  they  could  both  attempt  their  respective  mutual  ex¬ 
clusion  entry  code  sequences  simultaneously.  Initially,  both  pi  inside  and  p2inside  are 
false.  Processone  could  test  p2inside  and  find  it  false — then,  before  processone  can  set 
p  1  inside  to  true,  processtwo  can  test  p  I  inside  and  find  it  false.  At  this  point  processone  sets 
pi  inside  to  true  and  enters  its  critical  section,  and  processtwo  sets  p2inside  to  true  and 
enters  its  critical  section.  Both  processes  are  in  their  critical  sections  simultaneously,  so 
version  two  does  not  even  guarantee  mutual  exclusion. 

In  version  two,  there  was  difficulty  because  between  the  time  a  process  determines  in 
the  while  test  that  it  can  go  ahead  and  the  time  the  process  sets  a  flag  to  say  it  is  in  its  critical 
section,  there  is  enough  time  for  the  other  process  to  test  its  flag  and  slip  into  its  critical 
section.  Therefore,  once  a  process  attempts  the  while  test  it  must  be  assured  that  the  other 
process  cannot  proceed  past  its  own  while  test.  Version  three  (Fig.  4.5)  attempts  to  resolve 
this  by  having  each  process  set  its  own  flag  prior  to  performing  the  while.  Thus,  processone 
indicates  its  desire  to  enter  its  critical  section  by  setting  pi wantstoenter  to  true.  If 
p2wantstoenter  is  false,  then  processone  enters  its  critical  section  and  keeps  processtwo 
waiting  if  indeed  processtwo  tries  to  enter  its  own  critical  section.  Thus  mutual  exclusion  is 
guaranteed  and  it  seems  that  we  have  a  correct  solution. 

One  problem  has  been  solved,  but  another  has  been  introduced.  If  each  process  sets  its 
llag  before  proceeding  to  the  while  test,  then  each  process  will  find  the  other's  flag  set  and 
will  loop  forever  in  the  while  do.  This  is  an  example  of  a  two-process  deadlock.  We  will 
sludy  the  deadlock  problem  in  depth  in  Chapter  6. 

The  problem  with  version  three  is  that  each  of  the  processes  can  get  locked  up  in  its 
respective  while  do  loop.  We  need  a  way  to  “break  out”  of  these  loops.  Version  four  (Fig. 
4.6)  accomplishes  this  by  forcing  each  looping  process  to  set  its  flag  false  repeatedly  for 
brief  periods — this  would  allow  the  other  process  to  proceed  past  its  while  with  its  own  flag 
still  on. 

Mutual  exclusion  is  guaranteed  and  deadlock  cannot  occur,  but  another  potentially 
devastating  problem  could  develop,  namely,  indefinite  postponement.  Let's  see  how. 
Because  we  cannot  make  any  assumptions  about  the  relative  speeds  of  asynchronous 
concurrent  processes,  we  must  consider  all  possible  execution  sequences.  The  processes 
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could,  for  example,  proceed  in  tandem.  Each  process  can  set  its  flag  to  true,  then  make  the 
while  test,  then  enter  the  body  of  the  while  loop,  then  set  its  flag  to  false,  then  set  its  flag  to 
true,  and  then  repeat  the  sequence  beginning  with  the  while  test.  As  they  do  this,  the  tested 
conditions  will  remain  true.  Of  course,  such  operation  would  occur  with  very  low  probabil¬ 
ity — but  nevertheless  such  a  scenario  could  occur.  Therefore,  version  four  is  unacceptable. 
If  a  system  using  this  type  of  mutual  exclusion  were  controlling  a  space  flight,  a  heart 
pacemaker,  or  an  air  traffic  control  system,  the  possibility  of  indefinite  postponement  and 
consequent  system  failure  would  loom. 


program  versionthree; 

var  plwantstoenter ,  p2wantstoenter :  boolean; 
procedure  processone; 

begin 

while  true  do 
begin 

plwantstoenter  :=  true; 
while  p2wantstoenter  do; 
critical sect ion one; 
plwantstoenter  ;=  false; 
otherstuf fone 

end 

end; 

procedure  processtwo; 

begin 

while  true  do 
begin 

p2wantstoenter  :=  true; 
while  plwantstoenter  do; 
crit i cal sect ion two; 
p2wantstoenter  :=  false; 
otherstuf ft wo 

end 

end; 

begin 

plwantstoenter  :=  false; 
p2wantstoenter  :=  false; 

parbegin 

processone; 

processtwo 

parend 

end. 


Fig  4.5  Version  three  of  mutual  exclusion  primitives. 
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program  versionfour; 

var  plwantstoenter,  p2wantstoenter :  boolean; 
procedure  processone; 

begin 

while  true  do 

begin 

plwantstoenter  :=  true; 
while  p2wantstoenter  do 

begin 

plwantstoenter  :=  false; 
delay  (random,  fewcycles); 
plwantstoenter  :=  true 

end; 

critical sect ionone; 
plwantstoenter  :=  false; 
otherstuf fone 

end 

end; 

procedure  processtwo; 

begin 

while  true  do 
begin 

p2wantstoenter  :=  true; 
while  plwantstoenter  do 

begin 

p2wantstoenter  :=  false; 
delay  (random,  fewcycles); 
p2wantstoenter  :=  true 

end; 

crit icalsectiontwo; 
p2wantstoenter  :=  false; 
otherstuf ft wo 

end 

end; 

begin 

plwantstoenter  :=  false; 
p2wantstoenter  :=  false; 

parbegin 

processone; 

processtwo 

parend 

end. 

Fig.  4.6  Version  four  of  mutual  exclusion  primitives. 


In  just  a  few  lines  of  code,  Dekker’s  Algorithm  (Fig.  4.7)  elegantly  handles  two- 
process  mutual  exclusion  without  the  need  for  any  special  hardware  instructions. 

program  dekkersalgorithm; 

var  favoredprocess:  (first,  second); 

plwantstoenter ,  p2wantstoenter :  boolean; 
procedure  processone; 

begin 

while  true  do 
begin 

plwantstoenter  :=  true; 
while  p2wantstoenter  do 

if  favoredprocess  =  second  then 
begin 

plwantstoenter  :=  false; 

while  favoredprocess  =  second  do; 

plwantstoenter  :=  true 

end; 

critical sect ionone; 
favoredprocess  :=  second; 
plwantstoenter  :=  false; 
otherstuf fone 

end 

end; 

procedure  processtwo; 

begin 

while  true  do 
begin 

p2want stoenter  :=  true; 
while  plwantstoenter  do 

if  favoredprocess  =  first  then 
begin 

p2want stoenter  :=  false; 
while  favoredprocess  =  first  do; 
p2wantstoenter  :=  true 

end; 

criticalsectiontwo; 
favoredprocess  :=  first; 
p2wantstoenter  :=  false; 
otherstuf ft wo 

end 

end; 

begin 

plwantstoenter  :=  false; 
p2wantstoenter  :=  false; 
favoredprocess  :=  first; 

parbegin 

processone; 

processtwo 

pa rend 
end. 

Fig  4.7  Dekker's  Algorithm  for  implementing  mutual  exclusion  primitives. 
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Dekker’s  Algorithm  resolves  the  possibility  of  indefinite  postponement  experienced  in 
version  four.  Let’s  see  how.  Processone  indicates  its  desire  to  enter  its  critical  section  by 
setting  its  flag  on.  It  then  proceeds  to  the  while  test  where  it  checks  if  processtwo  also  wants 
to  enter.  If  processtwo ’s  flag  is  off,  processone  skips  the  body  of  the  while  loop  and  enters 
its  critical  section. 

Suppose,  however,  that  when  processone  performs  the  while  test,  it  discovers  that 
processtwo’s  flag  is  set.  This  forces  processone  into  the  body  of  its  while  loop.  Here  it  looks 
at  the  variable,  favoredprocess,  that  is  used  to  resolve  the  conflicts  that  ensue  when  both 
processes  simultaneously  want  to  enter  their  critical  sections.  If  processone  is  the  favored 
process,  it  skips  the  body  of  the  if  and  repeatedly  executes  the  while  test  waiting  for 
processtwo  to  turn  off  its  flag.  (We  will  soon  see  that  processtwo  must  eventually  do  this.) 

If  processone  determines  that  processtwo  is  the  favored  process,  then  processone  is 
forced  into  the  body  of  the  if  statement  where  it  set  its  own  flag  off,  and  then  loops  inside 
the  following  while  do  as  long  as  processtwo  remains  the  favored  process.  By  turning  off  its 
flag,  processone  allows  processtwo  to  enter  its  own  critical  section. 

Eventually,  processtwo  will  leave  its  critical  section  and  execute  its  mutual  exclusion 
exit  code.  These  statements  set  the  favored  process  back  to  processone  and  set  processtwo’s 
flag  off.  Processone  may  now  pass  the  inner  while  and  set  its  own  flag  on.  Processone  then 
executes  the  outer  while  test.  If  processtwo’s  flag  (which  was  recently  set  off)  is  still  off, 
then  processone  enters  its  critical  section  (and  it  is  guaranteed  exclusive  access).  If, 
however,  processtwo  has  quickly  tried  to  reenter  its  own  critical  section,  then  processtwo’s 
flag  will  be  on  and  processone  is  once  again  forced  into  the  body  of  the  outer  while. 

This  time,  however,  processone  is  “in  the  driver’s  seat”  because  it  is  now  the  favored 
process  (remember  that  as  processtwo  left  its  critical  section  it  set  favoredprocess  to  first). 
So  processone  skips  the  body  of  the  if,  and  repeatedly  executes  the  outer  while  test  until 
processtwo  “humbly”  sets  its  flag  off,  allowing  processone  to  enter  its  critical  section. 

Consider  the  following  interesting  possibility.  As  processone  comes  out  of  the  inner 
busy  wait  loop,  it  is  possible  for  it  to  lose  the  processor  before  it  sets  its  flag  on,  and  for 
processtwo  to  loop  around  and  attempt  to  reenter  its  own  critical  section.  Processtwo  will 
then  set  its  flag  on  first,  and  will  reenter  its  critical  section.  When  processone  eventually 
gets  the  processor  back  (as  it  must),  it  sets  its  flag  on.  Because  it  will  be  processone’s  turn 
(and  because  processone’s  flag  is  now  on),  if  processtwo  tries  to  reenter,  it  will  set  its  own 
flag  off  and  be  forced  into  the  inner  busy  wait,  and  processone  will  be  able  to  enter  its 
critical  section.  So  this  tricky  timing  will  not  result  in  indefinite  postponement. 


4.9  PETERSON’S  ALGORITHM 

The  development  of  Dekker’s  algorithm  in  the  previous  section  indicates  the  fascinating 
problems  that  must  be  dealt  with  in  parallel  processing  systems.  For  many  years,  this 
algorithm  represented  the  state  of  the  practice  in  busy-wait  algorithms  for  enforcing  mutual 
exclusion.  In  1981,  G.  L.  Peterson  published  a  much  simpler  algorithm  for  enforcing  two- 
process  mutual  exclusion  with  busy  waiting  (Pe81).  This  algorithm  is  shown  in  Fig.  4.8. 
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program  petersonsalgor ithm; 

var  f avoredprocess :  (first,  second) ; 

plwant stoenter ,  p2wantstoenter :  boolean; 
procedure  processone; 

begin 

while  true  do 
begin 

plwantstoenter  :=  true; 
f avoredprocess  :=  second; 
while  p2wantstoenter 

and  favoredprocess  =  second  do; 
critical sect ionone; 
plwantstoenter  :=  false; 
otherstuf  fone 

end 

end; 

procedure  processtwo; 

begin 

while  true  do 
begin 

p2wantstoenter  :=  true; 
favoredprocess  :=  first; 
while  plwantstoenter 

and  favoredprocess  =  first  do; 
criticalsectiontwo; 
p2wantstoenter  ;=  false; 
otherstuf  ftwo 

end 

end; 

begin 

plwantstoenter  :=  false; 
p2wantstoenter  :=  false; 
favoredprocess  :=  first; 

parbegin 

processone; 

processtwo 

parend 

end. 


Fig  4.8  Peterson's  Algorithm  for  implementing  mutual  exclusion  primitives. 
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4.10  A/-PROCESS  MUTUAL  EXCLUSION 

Di  jkstra  was  the  first  to  present  a  software  solution  for  implementation  of  n-process  mutual 
exclusion  primitives  (Di65a).  Knuth  (Kn66)  responded  with  a  solution  that  eliminated  the 
possibility  of  indefinite  postponement  in  Dijkstra’s  algorithm,  but  still  allowed  a  process  to 
experience  a  (potentially)  lengthy  delay.  This  generated  a  series  of  efforts  to  find 
algorithms  with  shorter  delays.  Eisenberg  and  McGuire  (Ei72)  presented  a  solution 
guaranteeing  that  a  process  will  enter  its  critical  section  within  n  -  I  tries.  Lamport  (La74) 
developed  a  solution  that  is  particularly  applicable  to  distributed  processing  systems.  The 
algorithm  uses  a  “take  a  ticket”  system  like  those  employed  in  busy  bakeries,  and  has  been 
dubbed  Lamport' s  Bakery  Algorithm.  Brinch  Hansen  (Br78a)  also  discusses  control  of 
concurrency  among  distributed  processes.  Burns,  et  al  (Bu82),  offer  a  solution  using  a 
single  shared  variable.  Carvalho  and  Roucairol  (Ca83)  discuss  enforcing  mutual  exclusion 
in  computer  networks. 


4.11  A  HARDWARE  SOLUTION  TO  MUTUAL  EXCLUSION.  THE 
TESTANDSET  INSTRUCTION 

Dekker’s  Algorithm  is  a  software  solution  to  the  mutual  exclusion  problem.  This  section 
presents  a  hardware  solution. 

The  key  to  success  here  is  to  have  a  single  hardware  instruction  that  reads  a  variable, 
stores  its  value  in  a  save  area,  and  sets  the  variable  to  a  certain  value.  This  instruction,  often 
called  testandset,  once  initiated  will  complete  all  of  these  functions  without  interruption. 
The  indivisible  testandset  instruction 

testandset  (a,b) 

reads  the  value  of  boolean  h,  copies  it  into  a,  and  then  sets  h  to  true — all  within  the  span  of 
a  single  uninterruptable  instruction.  Testandset  may  be  used  as  in  Fig.  4.9  to  enforce  mutual 
exclusion. 

The  boolean  variable,  active,  is  true  if  either  process  is  in  its  critical  section,  and  false 
otherwise.  Processone  bases  its  decision  to  enter  its  critical  section  on  its  local  boolean 
variable,  onecannotenter.  It  sets  onecannotenter  to  true  and  then  repeatedly  testandsets  the 
global  boolean  variable,  active.  If  processtwo  is  not  in  its  critical  section,  active  will  be 
false.  The  testandset  will  store  this  value  in  onecannotenter,  and  will  set  active  to  true.  The 
while  test  will  become  false  and  processone  will  enter  its  critical  section.  Because  active 
has  been  set  to  true,  processtwo  cannot  enter  its  critical  section. 

Now  suppose  processtwo  is  already  in  its  critical  section  when  processone  wants  to 
enter.  Processone  sets  onecannotenter  to  true  and  then  repeatedly  testandsets  active. 
Because  processtwo  is  in  its  critical  section,  active  remains  true.  Each  testandset  finds 
active  true,  sets  onecannotenter  to  true,  and  sets  active  to  true.  Therefore  processone 
continues  its  busy  waiting  until  processtwo  eventually  leaves  its  critical  section  and  sets 
active  to  false.  At  this  point  the  testandset  will  find  active  false  (and  set  it  to  true  to  keep 
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program  testandsetexample; 
var  active:  boolean; 
procedure  processone; 

var  onecannotenter :  boolean; 

begin 

while  true  do 
begin 

onecannotenter  :=  true; 
while  onecannotenter  do 

testandset  (onecannotenter,  active) ; 
criticalsectionone; 
active  :=  false; 
otherstuf fone 

end 

end; 

procedure  processtwo; 

var  twocannotenter :  boolean; 

begin 

while  true  do 
begin 

twocannotenter  :=  true; 
while  twocannotenter  do 

testandset  (twocannotenter,  active) ; 
criticalsectiontwo; 
active  :=  false; 
otherstuf  ftwo 

end 

end; 

begin 

active  :=  false; 

parbegin 

processone; 

processtwo 

parend 

end. 

Fig.  4.9  Mutual  exclusion  with  testandset. 


processtwo  out)  and  set  onecannotenter  to  false,  thus  allowing  processone  to  enter  its 
critical  section. 

This  solution  can  suffer  from  indefinite  postponement,  but  this  is  highly  unlikely, 
especially  if  there  are  multiple  processors.  As  soon  as  a  process  leaving  its  critical  section 
sets  active  to  false,  the  other  process’s  testandset  is  likely  to  “grab”  active  (by  setting  it  to 
true)  before  the  first  process  can  loop  around  and  set  active  to  true. 
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4.12  SEMAPHORES 

Dijkstra  abstracted  the  key  notions  of  mutual  exclusion  in  his  concept  of  semaphores 
(Di65)  (Pa71 )  (Lu75).  A  semaphore  is  a  protected  variable  whose  value  can  be  accessed 
and  altered  only  by  the  operations  P  and  V  and  an  initialization  operation  we  shall  call 
semaphore  in  ilia  tile.  Binary  semaphores  can  assume  only  the  value  0  or  the  value  1. 
Counting  semaphores  (also  called  general  semaphores )  can  assume  only  nonnegative  in¬ 
teger  values. 

The  P  operation  on  semaphore  S,  written  P(S),  operates  as  follows. 

if  S  >  0 

then  S  :=  S  -  1 
else  (wait  on  S) 

The  V  operation  on  semaphore  S,  written  V(S),  operates  as  follows. 

if  (one  or  more  processes  are  waiting  on  S) 
then  (let  one  of  these  processes  proceed) 
else  S  :=  S  +  I 

We  shall  assume  a  first-in-first-out  queueing  discipline  for  processes  waiting  to 
complete  a  P(S). 

Like  testandset.  P  and  V  are  indivisible.  Mutual  exclusion  on  the  semaphore.  S,  is 
enforced  within  P(S)  and  V(S).  If  several  processes  attempt  a  P(S)  simultaneously,  only  one 
will  be  allowed  to  proceed.  The  others  will  be  kept  waiting,  but  the  implementation  of  P  and 
V  guarantees  that  processes  will  not  suffer  indefinite  postponement. 

Semaphores  and  semaphore  operations  can  be  implemented  in  software  or  hardware. 
They  are  commonly  implemented  in  the  nucleus  of  the  operating  system  where  process 
state  switching  is  controlled. 

Figure  4.10  shows  how  semaphores  may  be  used  to  enforce  mutual  exclusion.  Here 
P( active)  is  equivalent  to  entermutualexclusion  and  V(active)  is  equivalent  to  exitmu- 
tualexclusion. 


4.13  PROCESS  SYNCHRONIZATION  WITH  SEMAPHORES 

When  a  process  issues  an  I/O  request,  it  blocks  itself  to  await  the  completion  of  the  I/O. 
Some  other  process  must  awaken  the  blocked  process.  Such  an  interaction  is  an  example  of 
a  blocklwakeup  protocol.  These  notions  were  introduced  in  Chapter  3. 

More  generally,  suppose  one  process  wants  to  be  notified  about  the  occurrence  of  a 
particular  event.  Suppose  some  other  process  is  capable  of  detecting  that  this  event  has 
occurred.  Figure  4. 1 1  shows  how  semaphore  operations  may  be  used  to  implement  a  simple 
two-process  block/wakeup  synchronization  mechanism. 

Processone  executes  some  preliminarystuffone  and  then  executes  P(eventofinterest)  to 
wait  until  the  event  happens.  The  semaphore  has  been  initialized  to  zero  so  the  process  must 
wait.  Eventually  processtwo  executes  V(eventof interest)  to  signal  that  the  event  has 
occurred.  This  allows  processone  to  proceed  (with  the  semaphore  still  zero). 
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program  semaphoreexampleone ; 
var  active:  semaphore; 
procedure  processone; 

begin 

while  true  do 
begin 

preliminarystuf tone; 

P  (active ) ; 

crit i cal sect ionone; 

V (active) ; 
otherstuf  tone 

end 

end; 

procedure  processtwo; 

begin 

while  true  do 
begin 

preliminarystuf  f two; 

P (act ive) ; 
criticalsectiontwo; 

V (active) ; 
otherstuf  ftwo 

end 

end; 

begin 

semaphoreinitialize (act ive,  1 )  ; 

parbegin 

processone; 

processtwo 

parend 

end. 

Fig.  4.10  Using  a  semaphore  and  the  P  and  V  primitivesto  enforce  mutual  exclusion. 


Note  that  this  mechanism  works  even  if  processtwo  detects  and  signals  the  event  with 
V(eventofinterest)  before  processone  executes  P(eventofinterest) — the  semaphore  will 
have  been  incremented  from  0  to  1,  so  P(eventofinterest)  will  simply  decrement  the 
semaphore  from  1  to  0,  and  processone  will  proceed  without  waiting  for  the  event. 

4.14  THE  PRODUCER-CONSUMER  RELATIONSHIP 

In  a  sequential  program,  when  one  procedure  calls  another  and  passes  data,  the  procedures 
are  part  of  a  single  process — they  do  not  operate  concurrently.  But  when  one  process  passes 
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program  blockandwakeup; 

var  eventof interest :  semaphore; 

procedure  processone; 

begin 

preliminary stuff one; 

P (eventof interest ) ; 

other stuf  tone 

end; 

procedure  processtwo; 

begin 

prel imi nary stuf f two; 

V (eventof interest ) ; 

other stuf  f two 

end; 

begin 

semaphoreinitialize (eventof interest, 0) ; 

parbegin 

processone; 

processtwo 

parend 

end. 

Fig.  4.1 1  Block/wakeup  process  synchronization  with  semaphores. 

data  to  another  process,  the  problems  are  more  complex.  Such  transmission  is  an  example 
of  interprocess  communication  (Cx8 1 )  (Ce84)  (Fi85)  (Wt85)  (Wt85a)  (Ke86). 

Consider  the  following  producer-consumer  relationship.  Suppose  one  process,  a  pro¬ 
ducer,  is  generating  infonnation  that  a  second  process,  a  consumer,  is  using.  Suppose  they 
communicate  by  a  single  shared  integer  variable,  numberbuffer.  The  producer  does  some 
calculations  and  then  writes  the  result  into  numberbuffer;  the  consumer  reads  the  data  from 
numberbuffer  and  prints  it. 

It  is  possible  that  the  producer  and  consumer  processes  could  run  quite  nicely  in 
tandem,  or  their  speeds  could  be  grossly  mismatched.  If  every  time  the  producer  deposits  a 
result  in  numberbuffer  the  consumer  immediately  reads  it  and  prints  it,  then  the  printed 
output  will  faithfully  represent  the  stream  of  numbers  generated  by  the  producer. 

But  suppose  the  speeds  of  the  processes  are  mismatched.  If  the  consumer  is  operating 
faster  than  the  producer,  the  consumer  could  read  and  print  the  same  number  twice  (or 
many  times  for  that  matter)  before  the  producer  deposits  the  next  number.  If  the  producer  is 
operating  faster  then  the  consumer,  the  producer  could  overwrite  its  previous  result  before 
the  consumer  has  had  a  chance  to  read  it  and  print  it;  a  fast  producer  could  in  fact  do  this 
several  times  so  that  many  results  would  be  lost. 

Obviously,  the  behavior  we  desire  here  is  for  the  producer  and  the  consumer  to  co¬ 
operate  in  such  a  manner  that  data  written  to  numberbuffer  are  neither  lost  nor  duplicated. 
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Enforcing  such  behavior  is  an  example  of  process  synchronization  (Ea72)  (Ha72)  (La76) 
(Si79)  (He80)  (Sh82)  (Sw84)  (Fa88). 

Figure  4. 1 2  shows  a  concurrent  program  that  uses  semaphore  operations  to  implement 
a  producer-consumer  relationship. 

Here  we  have  used  two  semaphores:  numberdeposited  is  indicated  (V’d)  by  the  pro¬ 
ducer  and  tested  (P’d)  by  the  consumer;  the  consumer  cannot  proceed  until  a  number  has 
been  deposited  in  numberbuffer.  The  consumer  indicates  (V's)  numberretrieved  and  the 
producer  tests  (P’s)  it;  the  producer  cannot  proceed  until  a  number  already  in  the  buffer  has 
been  retrieved.  The  initial  settings  of  the  semaphores  force  the  producer  to  deposit  a  value 
in  numberbuffer  before  the  consumer  can  proceed.  Notice  that  the  use  of  semaphores  in  this 
program  forces  lock-step  synchronization;  this  is  acceptable  because  there  is  only  a  single 
shared  variable.  It  is  common  in  producer-consumer  relationships  to  have  a  buffer  with 
room  for  many  variables.  With  such  an  arrangement,  the  producer  and  consumer  need  not 
run  “at  the  same  speed”  in  lock-step  synchronization.  Rather,  a  fast  producer  can  deposit 
several  values  while  the  consumer  is  inactive,  and  a  fast  consumer  can  retrieve  several 
values  while  the  producer  is  inactive.  We  will  investigate  this  arrangement  in  the  Chapter  4 
exercises  and  in  the  discussion  of  ring  buffer  management  in  Chapter  5. 

4.15  COUNTING  SEMAPHORES 

Counting  semaphores  are  particularly  useful  when  a  resource  is  to  be  allocated  from  a  pool 
of  identical  resources.  The  semaphore  is  initialized  to  the  number  of  resources  in  the  pool. 
Each  P  operation  decrements  the  semaphore  by  1 .  indicating  that  another  resource  has  been 
removed  from  the  pool  and  is  in  use  by  a  process.  Each  V  operation  increments  the 
semaphore  by  I,  indicating  that  a  process  has  returned  a  resource  to  the  pool,  and  the 
resource  may  be  reallocated  to  another  process.  If  a  P  operation  is  attempted  when  the 
semaphore  has  been  decremented  to  zero,  then  the  process  must  wait  until  a  resource  is 
returned  to  the  pool  by  a  V  operation. 

4.16  IMPLEMENTING  SEMAPHORES,  P  AND  V 

Given  Dekker’s  Algorithm  and/or  the  availability  of  a  testandset  machine  instruction,  it  is 
straightforward  to  implement  P  and  V  with  busy  waiting.  But  busy  waiting  can  be  wasteful. 

In  Chapter  3  we  studied  the  process  state  switching  mechanisms  implemented  in  the 
nucleus  of  an  operating  system.  It  was  observed  that  a  process  requesting  an  I/O  operation 
voluntarily  blocks  itself  pending  completion  of  the  I/O.  The  blocked  process  does  not  busy 
wait.  Instead  it  relinquishes  the  processor,  and  the  nucleus  threads  the  process’s  PCB  into 
the  blocked  list.  The  process  thus  remains  asleep  until  it  is  awakened  by  the  nucleus  that 
removes  the  process  from  the  blocked  list  and  threads  it  into  the  ready  list. 

Semaphore  operations  can  also  be  implemented  in  the  nucleus  to  avoid  busy  waiting 
(Br70).  A  semaphore  is  implemented  as  a  protected  variable  and  a  queue  in  which 
processes  can  wait  for  V  operations.  When  a  process  attempts  a  P  operation  on  a  semaphore 
whose  current  value  is  zero,  the  process  relinquishes  the  processor  and  blocks  itself  to  await 
a  V  operation  on  the  semaphore.  The  nucleus  threads  the  process’s  PCB  into  the  queue  of 
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program  p rodu ce r cons umerrel at  ion ship; 
var  numberbuf f er :  integer; 

numberdeposited :  semaphore; 
numberretrieved :  semaphore; 
procedure  producerprocess; 
var  nextresult:  integer; 
begin 

while  true  do 
begin 

calculatenextresult  ; 

P (numberretrieved) ; 
numberbuf fer  :=  nextresult; 

V (numberdeposited) 

end 

end; 

procedure  consumerprocess; 
var  nextresult:  integer; 

begin 

while  true  do 
begin 

P (numberdeposited)  ; 
nextresult  :=  numberbuf fer  ; 

V (numberretrieved)  ; 
write (nextresult) 

end 

end; 

begin 

semaphoreinitialize (numberdeposited,  0)  ; 
semaphoreinitialize (numberretrieved,  1)  ; 

parbegin 

producerprocess; 

consumerprocess 

parend 
end . 

Fig.  4.12  Producer-consumer  relationship  implemented  with  semaphores. 


processes  waiting  on  that  semaphore.  (We  assume  a  first-in-first-out  queue  discipline. 
Other  disciplines,  including  priority  queueing,  have  been  investigated.)  The  nucleus  then 
reassigns  the  processor  to  the  next  ready  process. 

The  process  in  the  semaphore  queue  eventually  moves  to  the  head  of  the  queue.  Then 
the  next  V  operation  removes  the  process  from  the  semaphore  queue  and  places  it  on  the 
ready  list  (De81),  Of  course,  processes  attempting  simultaneous  P  and  V  operations  on  a 
semaphore  are  guaranteed  exclusive  access  to  the  semaphore  by  the  nucleus. 
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Note  that  in  the  special  case  of  uniprocessor  systems,  the  indivisibility  of  P  and  V  can 
be  ensured  by  simply  disabling  interrupts  while  P  and  V  operations  are  manipulating  a 
semaphore.  This  prevents  the  processor  from  being  usurped  until  the  manipulation  is 
complete  (at  which  point  interrupts  are  again  enabled). 

In  the  nucleus  of  a  multiprocessor  system  (see  Chapter  1 1 ),  one  of  the  processors  can 
be  given  the  job  of  controlling  the  ready  list  and  determining  which  processors  run  which 
processes  (Br81),  Another  approach  to  implementing  a  nucleus  fora  multiprocessor  system 
is  to  control  access  (via  busy  waiting)  to  a  shared  ready  list,  A  distributed  system  nucleus 
(see  Chapter  16)  could  have  one  processor  control  the  ready  list,  but  normally  each 
processor  manages  its  own  ready  list  and  thus  each  processor  essentially  has  its  own 
nucleus  (Br78a)  (La78)  (La78a)  (Ri81)  (Ri83),  As  a  process  migrates  between  various 
processors  of  a  distributed  system,  control  of  that  process  is  passed  from  one  nucleus  to 
another, 

4.17  EVENTCOUNTS  AND  SEQUENCERS 

Reed  and  Kanodia  (Re77)  (Re79)  introduced  the  notions  of  eventcounts  and  sequencers  to 
enable  process  synchronization  without  the  use  of  mutual  exclusion.  An  eventcount  keeps 
track  of  the  number  of  occurrences  of  events  of  a  particular  class  of  related  events;  a 
sequencer  orders  events.  An  eventcount  is  simply  an  integer  counter  that  does  not  decrease; 
eventcounts  are  automatically  initialized  to  zero  when  they  are  created.  Three  primitive 
operations  allow  processes  to  reference  eventcounts,  namely  advance(eventcount), 
read(eventcount),  and  await(eventcount,  value).  Eventcounts  are  discussed  in  this  section; 
sequencers  are  examined  in  the  exercises. 

The  primitive  advance(E)  signals  the  occurrence  of  an  event  of  the  class  of  events 
represented  by  E  by  incrementing  eventcount  E  by  I ;  a  process  that  advances  E  is  said  to  be 
a  signaler  of  E.  Note  that  eventcounts  can  become  arbitrarily  large;  the  assumption  is  that 
they  are  defined  in  such  a  way  that  their  actual  values  could  never,  over  their  expected 
lifetimes,  become  as  large  as  the  maximum  possible  value  they  could  hold.  The  primitive 
read(E)  obtains  the  value  of  E;  because  advance(E)  operations  may  be  occurring  during  a 
read(E),  it  is  only  guaranteed  that  the  value  read  will  be  at  least  as  great  as  E  was  before  the 
read  started,  and  at  most  as  great  as  this  value  plus  the  number  of  advance  operations 
occurring  during  the  read(E).  The  primitive  await(E,v)  blocks  the  process  until  the  value 
of  E  becomes  at  least  v;  this  avoids  the  need  for  busy  waiting. 

The  concurrent  program  in  Fig.  4.13  illustrates  how  a  producer-consumer  relationship 
using  a  ring  buffer  can  be  implemented  with  eventcounts  (Re79).  The  ring  buffer  is 
assumed  to  have  5  elements  numbered  0  through  4.  Each  element  contains  a  value  of  type 
elementtype.  Two  eventcounts,  in  and  out ,  synchronize  the  operation  of  producerprocess 
and  consumerprocess.  The  function  produce  creates  a  value  of  type  elementtype  that  is  then 
placed  in  the  ring  buffer  in  element  ringbufferfi  mod  nj;  the  first  value  is  placed  in  element 
1.  the  second  in  element  2,  the  third  in  element  3,  and  the  fourth  in  element  4.  The  fifth 
value  (i  =  5)  is  placed  back  in  element  0  because  of  the  modulus  calculation.  Obviously,  an 
element  can  only  be  reused  if  consumerprocess  has  already  read  the  most  recent  value 
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program  event count producer consumer; 

const  n  =  5; 

var  in, out:  event count; 

ringbuffer:  array [ 0  ..  n-1]  of  elementtype; 
procedure  producerprocess; 
var  i: integer; 
begin 

i  :=  0; 

while  true  do 
begin 

i  :=  i  +  1 
await (out, i-n) ; 

ringbuffer [i  mod  n]  :=  produce (); 

advance  (in) ; 

end 

end; 

procedure  consumerprocess; 
var  i: integer; 

begin 

i  :=  0; 

while  true  do 
begin 

i  :=  i  +  1 
await ( in, i ) ; 

consume (ringbuf fer [ i  mod  n] ) ; 
advance (out ) ; 

end 

end; 

begin 

parbegin 

producerprocess; 

consumerprocess 

parend 

end. 

Fig.  4.13  Producer-consumer  relationship  implemented  with  eventcounts. 


placed  there.  And,  of  course,  this  requires  careful  coordination  between  producerprocess 
and  consumerprocess. 

Eventcount  in  counts  the  number  of  items  producerprocess  has  placed  in  the  ring 
buffer;  eventcount  out  counts  the  number  of  items  consumerprocess  has  removed  from  the 
ring  buffer.  The  consumerprocess  can  never  have  consumed  more  items  than  produc- 
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erprocess  has  produced.  In  fact,  out  must  always  be  less  than  or  equal  to  in;  if  out  is  less  than 
in,  it  can  never  be  smaller  than  in  by  more  than  n,  the  size  of  the  ring  buffer. 

Clearly,  producerprocess  can  only  insert  a  new  value  into  the  ring  buffer  if  space  is 
available,  so  producerprocess  waits  until  eventcount  out  is  at  least  i-n.  Also,  consumer- 
process  can  only  remove  a  value  from  the  ring  buffer  when  one  or  more  values  are  present; 
so  consumerprocess  waits  until  the  eventcount  in  is  at  least  equal  to  i. 


SUMMARY 

Processes  are  concurrent  if  they  exist  at  the  same  time.  Asynchronous  concurrent  processes 
require  occasional  synchronization  and  cooperation. 

Systems  that  support  parallel  activities  are  interesting  to  study  because  of  the  trends 
toward  multiprocessing,  distributed  processing,  and  massive  parallelism;  this  is  so  because 
it  is  difficult  to  determine  what  activities  can  and  cannot  be  performed  in  parallel,  because 
parallel  programs  are  much  more  difficult  to  debug  than  sequential  programs,  because  the 
interactions  between  asynchronous  processes  can  be  complex,  and  because  proving 
program  correctness  is  much  more  difficult  for  parallel  programs  than  for  sequential 
programs. 

The  parbegin/parend  construct  is  used  to  indicate  that  a  single  thread  of  control  is  split 
into  multiple  threads  of  control,  and  that  eventually  these  are  to  merge  back  into  a  single 
thread  of  control,  Its  general  form  is 

parbegin 

statement  1 ; 
statement2 ; 


statementn 

parend 

indicating  that  each  of  the  statements  may  be  executed  in  parallel. 

When  processes  cooperate  in  a  manner  such  that  while  one  process  is  accessing  shared 
modifiable  data  all  others  are  excluded  from  doing  so,  this  is  called  mutual  exclusion.  When 
a  process  is  accessing  shared  modifiable  data,  the  process  is  said  to  be  in  its  critical  section. 
When  processes  cooperate  over  the  use  of  shared  modifiable  data,  when  one  process  is  in  its 
critical  section,  all  other  processes  must  be  excluded  from  their  critical  sections. 

Critical  sections  should  execute  as  quickly  as  possible,  a  process  must  not  block  within 
its  critical  section,  and  critical  sections  must  be  carefully  coded  (to  avoid  the  possibility  of 
infinite  loops,  for  example). 

A  process  desiring  to  enter  its  critical  section  executes  entermutualexclusion,  a 
primitive  operation  that  makes  this  process  wait  if  another  process  is  in  its  critical  section. 
A  process  leaving  its  critical  section  executes  exitmutualexclusion  to  allow  a  waiting 
process  to  proceed. 
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Dekker’s  Algorithm,  a  software  implementation  of  mutual  exclusion  primitives,  has 
the  following  properties, 

■  It  requires  no  special  hardware  instructions. 

■  A  process  operating  outside  its  critical  section  cannot  prevent  another  process  from 
entering  its  own  critical  section. 

■  A  process  desiring  to  enter  its  critical  section  will  do  so  without  the  possibility  of 
indefinite  postponement. 

Dekker’s  Algorithm  is  applicable  for  two-process  mutual  exclusion.  Software  solu¬ 
tions  have  been  developed  for  /(-process  mutual  exclusion;  these  solutions  are  generally 
quite  complex.  Peterson’s  Algorithm  for  two-process  mutual  exclusion  is  considerably 
simpler  than  Dekker’s  version. 

The  indivisible  testandset  instruction,  testandset  (a,  b),  reads  the  value  of  boolean  h, 
copies  it  into  a,  and  then  sets  b  to  true.  It  can  be  used  to  enforce  mutual  exclusion. 

A  semaphore  is  a  protected  variable  whose  value  can  be  accessed  and  altered  only  by 
the  operations  P  and  V  and  an  initialization  operation  (called  semaphoreinitialize  in  the 
text).  Binary  semaphores  can  assume  only  the  value  0  or  the  value  I ,  Counting  semaphores 
can  assume  nonnegative  integer  values. 

The  P  operation  on  semaphore  S,  written  P(S),  operates  as  follows. 

if  S  >  0 

then  S  :=  S  -  I 
else  (wait  on  S) 

The  V  operation  on  semaphore  S,  written  V(S),  operates  as  follows. 

if  (one  or  more  processes  are  waiting  on  S) 
then  (let  one  of  these  processes  proceed) 
else  S  :=  S  +  I 

Semaphores  may  be  used  to  implement  a  block/wakeup  synchronization  mechanism; 
one  process  blocks  itself,  via  P(S)  with  S  initially  zero,  to  await  the  occurrence  of  an  event; 
another  process  detects  the  event  and  awakens  the  blocked  process  via  V(S). 

lit  a  producer-consumer  relationship  one  process,  a  producer,  generates  information 
that  a  second  process,  a  consumer,  uses.  This  is  an  example  of  interprocess  communication. 
If  these  processes  communicate  through  a  shared  buffer,  the  producer  must  not  produce 
when  the  buffer  is  full  and  the  consumer  must  not  consume  when  the  buffer  is  empty. 
Enforcing  these  restrictions  is  an  example  of  process  synchronization. 

Counting  semaphores  are  particularly  useful  when  a  resource  is  to  be  allocated  from  a 
pool  of  identical  resources.  Each  P  operation  indicates  that  a  resource  has  been  allocated; 
each  V  operation  indicates  that  a  resource  has  been  returned  to  the  pool. 

Semaphore  operations  can  be  implemented  with  busy  waiting,  but  this  can  be  wasteful. 
Semaphore  operations  can  be  implemented  in  the  nucleus  to  avoid  busy  waiting.  In  a 
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uniprocessor  system,  the  indivisibility  of  P  and  V  can  be  ensured  by  disabling  interrupts 
while  the  P  and  V  operations  manipulate  semaphores.  In  a  multiprocessor  system,  one 
processor  can  be  given  the  job  of  controlling  all  the  others  and  thus  can  ensure  mutual 
exclusion.  This  technique  can  also  be  used  in  a  distributed  system,  but  it  is  more  common 
for  each  processor  in  a  distributed  system  to  have  its  own  nucleus. 

Eventcounts  and  sequencers  enable  process  synchronization  without  the  use  of  mutual 
exclusion.  An  eventcount  keeps  track  of  the  number  of  occurrences  of  events  of  a  particular 
class  of  related  events;  a  sequencer  orders  events.  The  primitive  advance(E)  signals  the 
occurrence  of  an  event  represented  by  E  by  incrementing  eventcount  E  by  1,  the  primitive 
read(E)  obtains  the  value  of  E,  and  the  primitive  await(E.v)  blocks  the  process  until  the 
value  of  E  becomes  at  least  v. 
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EXERCISES 

4.1  Give  several  reasons  why  the  study  of  concurrency  is  appropriate  and  important  for  students  of 
operating  systems. 

4.2  Rewrite  the  following  expression  using  parbegin/parend  to  achieve  maximum  parallelism. 

3  *  a  *  b  +  4  /  (c  +  d)  **  (e  -  f) 

4.3  Rewrite  the  following  parallel  computation  as  a  simple  sequence  of  calculations. 

a  :=  b  +  c; 

parbegin 

d  :  =  b  *  c  -  x; 

e  :=a/6+n**2 

parend 

4.4  Why  might  the  following  be  unacceptable? 

parbegin 

a  :  =  b  +  c  ; 
d  :=  b  *  c  -  x; 
e  :=  a/6  +  n  **  2 
parend 

4.5  Give  several  reasons  why  the  following  statement  is  false:  When  several  processes  access 
shared  information  in  primary  storage,  mutual  exclusion  must  be  enforced  to  prevent  the  production 
of  indeterminate  results. 

4.6  I  exclusion.  Compare  and  contrast  these  various  schemes.  Consider  their  respective  advantages 
and  disadvantages. 

4.7  When  two  processes  simultaneously  attempt  entermutualexclusion,  we  have  assumed  that  the 
“winner”  is  selected  at  random.  Discuss  the  ramifications  of  this  assumption.  Give  a  better  method. 
Discuss  how  such  a  method  might  be  implemented  on  a  multiprocessor  system  where  several 
processes  could  in  fact  attempt  entermutualexclusion  at  precisely  the  same  moment. 

4.8  Comment  on  the  following  use  of  mutual  exclusion  primitives. 

dosomestuffone; 
entermutualexclusion; 
dosomestuf f two; 
entermutualexclusion; 

dosomestuffthree; 
exitmutualexclusion; 
dosomestufffour; 
exitmutual exclusion; 
dosomestuf f five 

4.')  What  is  the  real  significance  of  Dekker's  Algorithm? 

4.10  In  Dekker’s  Algorithm  (Fig.  4.7),  it  is  possible  for  processtwo  to  leave  its  critical  section, 
execute  its  mutual  exclusion  exit  code,  execute  its  mutual  exclusion  entry  code,  and  ultimately  reenter 
its  critical  section  before  processone  gets  the  chance  it  has  been  waiting  for  to  enter  its  own  critical 
section.  Could  processtwo  actually  reenter  its  own  critical  section  many  times  before  processone  gets 
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a  chance?  If  it  can,  then  explain  precisely  how  this  can  happen  and  indicate  if  this  situation  is  an 
example  of  indefinite  postponement.  If  it  can  not  happen,  then  explain  precisely  how  it  is  prevented. 

4.11  Explain  how  the  example  concurrent  program  that  enforces  mutual  exclusion  with  testandset 
(Fig.  4.8)  could  lead  to  indefinite  postponement.  Indicate  why  this  possibility  would  nevertheless  be 
highly  unlikely.  Under  what  circumstances  would  it  be  acceptable  to  use  this  mutual  exclusion 
technique?  Under  what  circumstances  would  this  technique  be  completely  unacceptable? 

4.12  Perform  an  exhaustive  timing  analysis  of  Dekker’s  Algorithm.  Does  it  have  any  weaknesses ? 

4.13  Without  referencing  the  published  solutions,  develop  your  own  solution  to  the  implementation 
of  //-process  mutual  exclusion  primitives.  (This  is  a  very  difficult  problem.) 

4.14  The  solution  for  //-process  mutual  exclusion  presented  by  Eisenberg  and  McGuire  (Ei72) 
guarantees  that  a  process  will  enter  its  critical  section  within  n  -  I  tries.  Should  one  hope  for  better 
performance  with  n  processes? 

4.15  Mutual  exclusion  primitives  can  be  implemented  with  busy  waiting  or  with  blocking.  Discuss 
the  applicability  and  relative  merits  of  each  approach. 

4.16  Explain  in  detail  how  semaphores  and  semaphore  operations  can  be  implemented  in  the 
nucleus  of  an  operating  system. 

4.17  Explain  how  the  disabling  and  enabling  of  interrupts  is  useful  in  implementing  mutual 
exclusion  primitives  on  uniprocessor  systems.  What  techniques  are  used  on  multiprocessor  systems? 
on  distributed  systems? 

4.18  Why  must  the  V  operation  be  done  indivisibly? 

4.19  Show  how  to  implement  semaphore  operations  with  testandset. 

4.20  Some  computers  have  a  swap  instruction  that,  like  testandset.  simplifies  the  implementation  of 
mutual  exclusion  primitives.  The  swap  instruction  simply  exchanges  the  values  of  two  booleans  and 
thus  requires  a  temporary  holding  area;  the  swap  instruction  is  executed  indivisibly. 

a)  Express  swap  as  a  procedure  in  a  high-level  language. 

b)  Show  how  your  swap  procedure  (assuming  it  is  executed  indivisibly)  may  be  used  to 
implement  the  entermutualexclusion  and  exitmutualexclusion  primitives. 

4.21  Use  counting  semaphores  to  rewrite  the  program  of  Fig.  4.9  so  that  it  controls  access  to  a  pool 
of  five  identical  resources. 

4.22  As  mentioned  in  the  text,  critical  sections  that  reference  nonintersecting  sets  of  shared 
variables  may  indeed  be  executed  simultaneously.  Suppose  the  mutual  exclusion  primitives  are  each 
modified  to  include  a  parameter  list  of  the  particular  shared  variables  to  be  referenced  in  a  critical 
section. 

a)  Comment  on  the  following  use  of  these  new  mutual  exclusion  primitives. 

dosomestuf  forte; 
entermutualexclusion (a) ; 
dosomestuf f wit ha; 
entermutualexclusion  (b) ; 

dosomestuf fwithaandb; 
exitmutualexclus ion (b) ; 
dosomemorestuf f wit ha; 
exitmutualexclusion (a) ; 
dosomestuf ft wo; 
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b)  Suppose  the  two  processes  below  operate  concurrently.  What  are  the  possible  out 
comes? 


PROCESSONE : 

entermutual exclusion (a)  ; 

entermutualexclusion (b)  ; 
exitmutualexclusion (b)  ; 
exitmutualexclusion (a)  ; 


PROCESSTWO: 

enterrautualexclusion (b) ; 

entermutualexclusion (a)  ; 
exitmutualexclusion (a)  ; 
exitmutualexclusion (b)  ; 


4.23  Many  computer  systems  implement  mutual  exclusion  primitives  in  mi¬ 
crocode.  Give  several  reasons  why  this  is  desirable. 

4.24  In  Dekker’s  Algorithm,  what  (if  anything)  would  happen  if  the  two  assignment  statements  in 
the  mutual  exclusion  exit  code  were  reversed? 

4.25  Compare  and  contrast  Peterson’s  Algorithm  and  Dekker's  Algorithm  for  enforcing  mutual 
exclusion  with  busy  waiting. 

4.26  Show  that  Peterson’s  Algorithm  is  bounded  fair  (An83),  i.e.,  a  process  cannot  be  delayed 
indefinitely  on  any  delay  condition  that  occurs  with  indefinite  repetition.  In  particular,  show  that  any 
process  waiting  to  enter  its  critical  section  will  be  delayed  no  longer  than  the  time  it  takes  for  the  other 
process  to  enter  and  leave  its  own  critical  section  once. 

4.27  Present  a  detailed  analysis  of  Peterson's  Algorithm  to  demonstrate  that  it  works  properly.  In 
particular,  show  that  deadlock  cannot  occur,  that  indefinite  postponement  cannot  occur,  and  that 
mutual  exclusion  is  enforced. 

4.28  Based  on  your  understanding  of  the  nucleus  and  interrupt  handling,  describe  how  semaphore 
operations  may  be  implemented  on  a  uniprocessor  system. 

4.29  Parallel  processing  is  certainly  not  unique  to  computer  systems.  Consider  a  major  city  with 
many  streets,  many  intersections,  and  thousands  of  cars  driving  through  the  city.  Discuss  how  the 
traffic  in  this  city  and  the  control  of  this  traffic  is  similar  to  the  progress  of  concurrent  processes,  and 
the  control  of  these  processes  as  enforced  by  an  operating  system. 

4.30  In  the  text  we  implied  that  busy  waiting  can  be  wasteful.  Is  it  always  wasteful?  What 
alternatives  exist?  Discuss  the  pros  and  cons  of  busy  waiting. 

4.31  If  many  processes  attempt  a  P  operation,  which  one  should  be  allowed  to  proceed?  What  are 
the  key  issues  here?  What  criteria  might  you  use  to  decide  which  process  should  proceed  on  a 
uniprocessor  system?  What  criteria  might  you  use  on  a  multiprocessor  system? 

4.32  A  system  supports  only  binary  semaphores.  Show  that  counting  semaphores  may  be  simulated 
on  this  system  by  using  binary  semaphores. 

4.33  One  requirement  in  the  implementation  of  a  P  and  V  is  that  each  of  these  operations  must  be 
executed  indivisibly,  i.e.,  once  started,  each  operation  runs  to  completion  without  interruption.  Give 
an  example  of  a  simple  situation  in  which,  if  these  operations  are  not  executed  indivisibly,  mutual 
exclusion  may  not  be  properly  enforced. 
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4.34  Use  semaphores  to  simulate  the  operation  of  a  one-product  vending  machine  (Ge84).  Keep 
track  of  the  number  of  products  remaining  in  the  machine,  and  the  amount  of  money  the  customer  has 
inserted.  Two  processes  are  used,  one  that  accepts  money  and  keeps  track  of  the  amount  paid,  and 
another  that  delivers  the  product  and  the  change  when  a  sufficient  amount  of  money  has  been  entered 
and  the  machine’s  button  is  pushed.  When  an  insufficient  amount  of  money  has  been  entered,  or  when 
no  products  remain  in  the  machine,  the  machine  should  return  no  product  and  it  should  return  the  full 
amount  deposited.  (Note:  In  the  Chapter  5  exercises,  you  will  be  asked  to  solve  this  problem  using  the 
concurrent  programming  language  Ada.) 

4.35  The  section  of  the  text  that  discussed  eventcounts  showed  how  to  use  them  to  implement  a 
producer-consumer  relationship  for  controlling  a  ring  buffer.  Implement  the  same  kind  of  ring  buffer 
mechanism  using  only  semaphores  and  the  semaphore  operations  P  and  V.  Hint:  Use  a  binary 
semaphore  initialized  to  I  to  enforce  mutually  exclusive  access  to  the  ring  buffer,  use  a  counting 
semaphore  initialized  to  the  number  of  slots  in  the  buffer  to  count  the  number  of  empty  slots,  and  use 
another  counting  semaphore  initialized  to  zero  to  count  the  number  of  full  slots  in  the  buffer.  The 
producer  must  wait  if  none  of  the  slots  are  empty;  the  consumer  must  wait  if  none  of  the  slots  are  full. 

4.36  (Sequencers;  Reed  and  Kanodia,  1979)  In  the  text,  we  considered  eventcounts.  In  this  exercise, 
we  consider  the  related  notion  of  sequencers.  When  multiple  events  occur  at  the  same  time,  it  is  useful 
to  be  able  to  arbitrate  between  them  and  assign  an  ordering  to  the  events.  A  sequencer,  S,  is  a 
nondecreasing  variable  that  is  initially  set  to  zero;  it  may  be  accessed  only  by  the  operation  ticket(S) 
which  always  returns  a  unique,  nonnegative  integer  value.  Note  that  the  ticket(S)  operation  is  very 
much  like  the  “take  a  ticket”  system  used  in  bakeries.  Use  a  sequencer,  S.  and  the  ticket(S)  operation 
to  implement  a  version  of  the  ring  buffer  producer-consumer  system  with  multiple  producers;  you 
need  only  show  a  typical  producer.  Each  producer  should  first  take  a  ticket,  and  then  wait  for  all  pro¬ 
ducers  with  “earlier"  tickets  to  complete:  then  that  producer  may  insert  its  information  into  the  ring 
buffer. 

4.37  Show  how  a  semaphore  can  be  constructed  from  an  eventcount  and  a  sequencer.  In  particular, 
show  how  P  and  V  are  implemented. 
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High  thoughts  must  have  high  language. 

Aristophanes 


As  writers  become  more  numerous,  it  is  natural  for  readers  to 
become  more  indolent. 

Oliver  Goldsmith 

When  the  last  reader  reads  no  more. 

Oliver  Wendell  Holmes 

When  we  read  too  fast  or  too  slowly,  we  understand  nothing. 
Blaise  Pascal 

The  first  precept  was  never  to  accept  a  thing  as  true  until  I  knew 
it  as  such  without  a  single  doubt. 

Rene  Descartes 

This  shows  how  much  easier  it  is  to  be  critical  than  to  be  correct. 
Benjamin  Disraeli 
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5.1  INTRODUCTION 

In  the  last  chapter  we  presented  Dekker’s  Algorithm  and  Peterson’s  Algorithm  for  the 
implementation  of  mutual  exclusion  primitives,  and  we  studied  Dijkstra's  semaphores. 
These  methods  have  a  number  of  weaknesses.  They  are  so  primitive  that  it  is  difficult  to 
express  the  solutions  to  more  complex  concurrency  problems,  and  their  presence  in  con¬ 
current  programs  increases  the  already  difficult  problem  of  proving  program  correctness. 
The  misuse  of  these  primitives,  either  malicious  or  accidental,  could  corrupt  the  operation 
of  a  concurrent  system. 

The  semaphore  approach,  in  particular,  has  many  weaknesses  (Ad79b).  If  P  is  omitted, 
then  mutual  exclusion  is  not  enforced.  If  V  is  omitted,  then  tasks  waiting  because  of  P 
operations  could  be  deadlocked.  Once  the  P  begins,  the  user  cannot  back  out  and  take  an 
alternate  course  of  action  while  the  semaphore  remains  in  use.  A  task  may  wait  on  only  one 
semaphore  at  a  time;  this  could  lead  to  deadlock  in  resource  allocation  situations,  as  we  will 
see  in  Chapter  6. 

Therefore  researchers  have  been  prompted  to  seek  out  higher-level  mutual  exclusion 
constructs  that  facilitate  expressing  the  solutions  to  complex  concurrency  problems,  fa¬ 
cilitate  proving  program  correctness,  and  are  difficult  (if  not  impossible)  for  the  user  to 
misuse  or  corrupt. 

Concurrent  programming  is  much  more  difficult  than  sequential  programming.  Con¬ 
current  programs  are  harder  to  write,  debug,  modify,  and  prove  correct.  So  why  is  the 
programming  community  so  intent  on  increasing  concurrent  programming? 

There  has  been  a  surge  of  interest  in  concurrent  programming  languages  because  they 
enable  us  to  express  solutions  more  naturally  to  certain  kinds  of  problems  that  are 
inherently  parallel  in  nature,  and  because  of  the  true  hardware  parallelism  possible  with 
multiprocessors  and  distributed  systems.  In  Chapter  1 1  we  consider  high-performance 
parallel  hardware  architectures  such  as  vector  processors,  array  processors,  multiproces¬ 
sors,  data  flow  processors  (Mc82),  and  massive  parallel  processors  (Fr86);  and  we  discuss 
various  concurrent  programming  languages  used  to  program  such  parallel  hardware.  In 
Chapter  16,  we  consider  distributed  systems  in  the  context  of  the  international  Open 
Systems  Interconnection  (OS1)  standards. 

In  this  chapter,  we  consider  high-level  constructs  and  languages  for  concurrent  pro¬ 
gramming.  In  particular,  we  investigate  conditional  critical  regions,  monitors,  path  ex¬ 
pressions,  message  passing,  and  the  concurrent  programming  language  Ada.  The  program 
examples  prior  to  Section  5.6  use  a  Pascal-like  syntax;  the  program  examples  in  Section  5.6 
use  an  Ada-like  syntax.  The  chapter  concludes  with  a  lengthy  literature  section  indicating 
the  richness  of  concurrent  programming  as  a  research  area. 

The  potential  applications  for  concurrent  programming  are  numerous.  There  has  been 
much  discussion  on  concurrency  in  computer  networks  (Cr83),  distributed  systems  (Li83) 
(Sh84)  (Fi86)  (U86)  (Sh87),  and  real-time  systems  (Rb81)  (Ni87)  (Fo88).  Certainly, 
operating  systems  themselves  are  important  examples  of  concurrent  systems.  So  are  air 
traffic  control  systems,  mission  critical  systems,  and  real-time  process  control  systems 
(such  as  those  that  control  gasoline  refineries,  chemical  manufacturing  plants,  and  food 
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processing  plants).  Robots  are  highly  concurrent  systems.  As  a  robot  walks,  for  example,  it 
must  simultaneously  be  able  to  see,  hear,  touch,  taste  and  smell.  The  walking  process  itself 
is  highly  concurrent;  the  operation  of  each  motor  and  each  part  of  every  limb  must  be 
carefully  coordinated  to  accomplish  even  the  simplest  movements.  It  is  widely  believed 
that  human  vision  is  an  inherently  parallel  task.  Weather  forecasting  may  take  a  great  stride 
forward  when  massive  parallelism  reaches  the  scale  of  billions  or  even  trillions  of 
concurrent  processors. 

What  approach  should  implementors  take  when  building  concurrent  systems  today? 
Many  high-level  concurrent  programming  languages  have  been  developed  (St82)  (An83). 
These  include  Concurrent  Pascal  (Br75)  (Cn79),  Distributed  Processes  (Br78),  Concurrent 
C  (Ge86),  Communicating  Sequential  Processes  (Ki79)  (Ho85),  Modula-2  (Hp80)  (Wi82) 
(Og85),  VAL  (for  dataflow  machines;  see  Chapter  1 1)  (Mc82),  and  *MOD  (for  distributed 
programming)  (Ck80).  But  these  languages  were  generally  developed  by  academics  for 
research  purposes  and  the  languages  tend  to  lack  many  of  the  features  needed  to  implement 
real  systems.  The  vast  majority  of  today’s  major  programming  languages  are  not  concur¬ 
rent  languages.  Ada  is  the  first  widely  used  concurrent  language,  but  it  will  be  well  into  the 
1990s  before  a  significant  number  of  systems  have  been  fully  implemented  in  Ada.  For  now 
the  best  approach  seems  to  be  a  wait  and  see  attitude  for  all  but  those  implementors 
involved  in  state-of-the-art  concurrent  systems  research  and  development.  In  the  next 
decade,  concurrency  could  become  an  important  issue  even  in  such  widely  used  program¬ 
ming  languages  as  COBOL,  FORTRAN,  and  others. 

Concurrent  programming  presents  opportunities  for  computer  science  students  as  they 
prepare  for  careers  in  industry.  Few  people  in  industry  today  are  experienced  in  concurrent 
programming.  The  proliferation  of  multiprocessing  systems  and  distributed  computing 
systems  is  establishing  the  hardware  base  to  support  an  eventual  surge  in  concurrent 
applications.  The  fact  that  the  Department  of  Defense  has  mandated  Ada  as  the  language  of 
choice  for  military  systems  has  generated  a  significant  demand  for  skilled  Ada  program¬ 
mers. 


5.2  CRITICAL  REGIONS  AND  CONDITIONAL  CRITICAL  REGIONS 

The  notion  of  the  critical  region  was  developed  to  express  mutual  exclusion  simply  (Br73). 
For  example,  to  indicate  that  some  action  is  to  be  performed  with  exclusive  access  to  certain 
shareddata,  we  may  write  the  Pascal-like  statement 

region  shareddata  do  action 

The  notion  of  the  conditional  critical  region  (Br72)  (Br73)  allows  us  to  specify  syn¬ 
chronization  as  well  as  mutual  exclusion.  For  example, 

region  shareddata  do  begin  await  condition;  action  end 

enables  us  to  perform  action  under  exclusive  access  to  shareddata  when  condition  is  true. 
Conditional  critical  regions  are  used,  for  example,  in  Edison  (Br81),  a  concurrent  pro¬ 
gramming  language  for  use  with  multiprocessors  (see  Chapter  1 1). 
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5.3  MONITORS 

A  monitor  is  a  concurrency  construct  that  contains  both  the  data  and  procedures  needed  to 
perform  allocation  of  a  particular  serially  reusable  shared  resource  or  group  of  serially 
reusable  shared  resources.  The  notion  of  a  monitor  was  suggested  by  Dijkstra  (Di71),  then 
Brinch  Hansen  (Br72,  Br73),  and  then  refined  by  Hoare  (Ho74).  There  has  been  much 

discussion  in  the  literature  on  this  important  topic  (Br76)  (Hw76a)  (Hw76b)  (Ls76)  (Ks77) 
(Ke78)  (La80)  (Wg83). 

To  accomplish  a  resource  allocation  function,  a  process  must  call  a  particular  monitor 
entry.  Many  processes  may  want  to  enter  the  monitor  at  various  times.  But  mutual 
exclusion  is  rigidly  enforced  at  the  monitor  boundary.  Only  one  process  at  a  time  is  allowed 
to  enter.  Processes  desiring  to  enter  the  monitor  when  it  is  already  in  use  must  wait.  This 
waiting  is  automatically  managed  by  the  monitor.  Since  mutual  exclusion  is  guaranteed,  the 
nasty  concurrency  problems  (such  as  indeterminate  outcomes)  discussed  in  Chapter  4  are 
avoided. 

The  data  inside  the  monitor  may  be  either  global  to  all  procedures  within  the  monitor  or 
local  to  a  specific  procedure.  All  this  data  is  accessible  only  within  the  monitor;  there  is  no 
way  for  processes  outside  the  monitor  to  access  monitor  data.  This  is  called  information 
hiding — a  system  structuring  technique  that  greatly  facilitates  the  development  of  more 
reliable  software  systems. 

If  a  process  calling  the  monitor  entry  finds  the  needed  resource  already  allocated,  the 
monitor  procedure  calls  wait.  The  process  could  remain  inside  the  monitor,  but  this  would 
violate  mutual  exclusion  if  another  process  then  entered  the  monitor.  Therefore,  the  process 
calling  wait  is  made  to  wait  outside  the  monitor  for  the  resource  to  be  released. 

Eventually,  the  process  that  has  the  resource  will  call  a  monitor  entry  to  return  the 
resource  to  the  system.  This  entry  could  merely  accept  the  returned  resource  and  wait  for 
another  requesting  process  to  arrive.  But  there  may  be  processes  waiting  for  the  resource,  so 
the  monitor  entry  calls  signal  to  allow  one  of  the  waiting  processes  to  acquire  the  resource 
and  leave  the  monitor.  If  a  process  signals  the  return  (sometimes  called  the  release)  of  the 
resource,  and  no  processes  are  waiting,  then  the  signal  has  no  effect  (but,  of  course,  the 
monitor  has  recaptured  the  resource).  Clearly,  a  process  waiting  for  a  resource  must  do  so 
outside  the  monitor  to  allow  another  process  into  the  monitor  to  return  the  resource. 

To  ensure  that  a  process  waiting  for  a  resource  eventually  does  get  it,  the  monitor  gives 
priority  to  the  waiting  process  over  a  new  requesting  process  attempting  to  enter  the 
monitor.  Otherwise  a  new  process  could  grab  the  resource  before  the  waiting  process 
reenters  the  monitor.  If  this  unfortunate  sequence  were  to  occur  repeatedly,  then  a  waiting 
process  could  be  indefinitely  postponed. 

Actually,  processes  may  wish  to  (need  to)  wait  outside  a  monitor  for  many  different 
reasons,  as  we  will  see  in  the  examples.  So  the  notion  of  a  condition  variable  is  introduced. 
A  separate  condition  variable  is  associated  with  each  distinct  reason  that  a  process  might 
need  to  wait.  The  wait  and  signal  operations  are  then  modified  to  include  the  name  of  the 
condition  variable  being  waited  upon  or  signaled 

wait  (conditionvariablename) 
signal  (conditionvariablename) 
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Condition  variables  are  very  different  from  the  “conventional"  variables  with  which 
we  are  familiar.  When  a  condition  variable  is  defined,  a  queue  is  established.  A  process 
calling  wait  is  threaded  into  the  queue;  a  process  calling  signal  causes  a  waiting  process  to 
be  removed  from  the  queue  and  to  enter  the  monitor.  We  may  assume  a  first-in-first-out 
queue  discipline,  although  priority  schemes  can  be  useful  in  certain  situations. 


5.3.1  Simple  Resource  Allocation  with  Monitors 

Suppose  several  processes  need  access  to  a  certain  resource  that  may  be  used  by  only  one 
process  at  a  time.  A  simple  monitor  for  handling  the  assignment  and  deassignment  of  such 
a  resource  is  shown  in  Fig.  5. 1 . 

The  beauty  of  the  resourceal locator  is  that  it  performs  exactly  as  a  binary  semaphore; 
getresource  functions  as  the  P  operation;  returnresource  functions  as  the  V  operation. 
Because  the  simple  one-resource  monitor  can  be  used  to  implement  semaphores,  monitors 
are  at  least  as  powerful  as  semaphores.  Note  that  the  monitor  initialization  portion  is 
performed  before  processes  begin  using  the  monitor;  in  this  case  resourceinuse  is  set  to 
false  to  indicate  that  the  resource  is  initially  available. 


5.3.2  Monitor  Example;  The  Ring  Buffer 

Operating  systems  today  are  generally  implemented  as  sets  of  asynchronous  concurrent 
processes  controlled  by  a  nucleus.  These  processes  manage  parallel  activities  quite  inde¬ 
monitor  resourceallocator; 
var  resourceinuse:  boolean; 

resourceisf ree :  condition; 
procedure  getresource; 
begin 

if  resourceinuse  then 
wait (resourceisfree) ; 
resourceinuse  :=  true 

end; 

procedure  returnresource; 

begin 

resourceinuse  :=  false; 
signal (resourceisfree) 

end; 

begin 

resourceinuse  :=  false 

end; 


Fig.  5.1  S  imple  resource  allocation  with  a  monitor. 
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pendently,  blit  occasional  interprocess  communication  is  needed.  In  this  section  we  discuss 
the  ring  buffer  (sometimes  called  the  bounded  buffer)  and  how  it  is  useful  in  situations  in 
which  a  producer  process  passes  data  to  a  consumer  process. 

The  producer  will  occasionally  want  to  produce  data  when  the  consumer  is  not  ready  to 
consume,  and  the  consumer  will  occasionally  want  to  consume  data  that  the  producer  has 
not  yet  produced.  Thus  synchronization  between  a  producer  and  a  consumer  is  important. 

Operating  systems  often  allow  some  reasonable  fixed  amount  of  storage  for  buffering 
communications  between  producer  and  consumer  processes.  This  can  be  simulated  by  an 
array  of  the  designated  size.  The  producer  deposits  data  in  the  successive  elements  of  the 
array.  The  consumer  removes  them  in  the  order  in  which  they  were  deposited.  The  producer 
can  be  several  items  ahead  of  the  consumer.  Eventually,  the  producer  fills  the  last  element 
of  the  array.  When  it  produces  more  data,  it  must  “wrap  around”  and  again  begin  depositing 
data  in  the  first  element  of  the  array  (assuming  of  course  that  the  consumer  has  removed  the 
data  previously  put  there  by  the  producer).  The  array  effectively  closes  in  a  circle,  thus  the 
term  ring  buffer. 

Because  of  the  fixed  size  of  the  ring  buffer,  the  producer  will  occasionally  find  all  the 
array  elements  full;  in  this  case  the  producer  must  be  made  to  wait  until  the  consumer 
empties  an  array  element.  Similarly,  there  will  be  times  when  the  consumer  wants  to 
consume,  but  the  array  will  be  empty;  in  this  case  the  consumer  must  be  made  to  wait  until 
the  producer  deposits  data  into  an  array  element.  The  monitor  ripgbuffermonitor  in  Fig.  5.2 
(based  on  that  in  (Ho74))  implements  a  ring  buffer  and  the  appropriate  synchronization 
mechanism  to  handle  the  producer-consumer  relationship. 

We  shall  assume  that  the  array  contains  slots  (supplied  as  a  constant)  consisting  of  data 
type  stuff  (also  to  be  supplied).  Variables  nextslottofill  and  nextslottoempty  indicate  where 
the  next  item  is  to  be  placed  and  from  where  the  next  item  is  to  be  removed.  Condition 
variable  ringbufferhasspace  is  waited  upon  by  the  producer  finding  ringbuffer  completely 
full;  it  is  signaled  by  the  consumer  that  has  just  emptied  a  slot.  Condition  variable 
nngbufferhasdata  is  waited  upon  by  the  consumer  finding  ringbuffer  empty;  it  is  signaled 
by  the  producer  that  has  just  deposited  data  in  a  slot. 

A  ring  buffer  mechanism  is  appropriate  for  implementing  spooling  control  in  operating 
systems.  One  common  example  of  spooling  occurs  when  a  process  generates  lines  to  be 
printed  on  a  relatively  slow  output  device  such  as  a  line  printer.  Because  the  process  can 
produce  the  lines  much  faster  than  the  printer  can  print  them,  and  because  it  is  desired  for 
the  process  to  run  as  quickly  as  possible,  the  process’s  output  lines  are  directed  to  a  ring 
buffer  mechanism.  The  ring  buffer  may  be  in  primary  storage,  or  more  likely  on  disk.  This 
first  process  is  often  called  a  spooler.  Another  process  reads  lines  from  the  ringbuffer  and 
writes  them  on  the  printer.  But  this  second  process,  often  called  a  despooler,  runs  at  the 
slower  speed  of  the  printer.  The  ringbuffer  has  sufficient  storage  to  “take  up  the  slack” 
resulting  from  the  mismatch  in  the  speeds  of  the  spooler  and  despooler  processes.  Of 
course,  we  assume  the  system  does  not  indefinitely  generate  print  lines  faster  than  the 
printer  can  print  them;  if  it  did,  the  buffer  would  always  bp  full  and  would  be  of  little  value 
in  “smoothing”  the  printing  operation. 
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monitor  ringbuf fermonitor; 

var  ringbuffer:  array  [O..slots-1]  of  stuff; 
slotsinuse:  0.. slots; 
nextslottof ill :  O..slots-1; 
nextslottoempty :  O..slots-1; 

ringbuf ferhasdata,  ringbuf ferhasspace :  condition; 
procedure  fillaslot (slotdata: stuff) ; 

begin 

if  slotsinuse  =  slots 

then  wait (ringbuf ferhasspace)  ; 
ringbuf fer [nextslottof ill]  :=  slotdata; 
slotsinuse  :=  slotsinuse  +  1; 

nextslottof ill  :=  (nextslottof ill  +  1)  mod  slots; 
signal (ringbuf ferhasdata) 

end; 

procedure  emptyaslot (var  slotdata : stuff ) ; 

begin 

if  slotsinuse  =  0  then  wait (ringbuf ferhasdata) ; 
slotdata  :=  ringbuf fer [ nextslottoempty ] ; 
slotsinuse  :=  slotsinuse  -  1; 

nextslottoempty  :=  (nextslottoempty  +  1)  mod  slots; 
signal (ringbuf ferhasspace) 

end; 

begin 

slotsinuse  :=  0; 
nextslottof ill  :=  0; 
nextslottoempty  :=  0 

end; 

Fig.  5.2  A  monitor  implementation  of  a  ring  buffer. 


5.3.3  Monitor  Example:  Readers  and  Writers 

In  computer  systems,  it  is  common  to  have  some  processes  (called  readers)  that  read  data 
and  others  (called  writers)  that  write  it.  For  example,  in  an  airline  reservation  system  there 
may  be  many  more  readers  than  writers — many  inquiries  will  be  made  against  the  database 
of  available  flight  information  before  the  customer  actually  selects  and  commits  to  seats  on 
a  particular  flight. 

Because  readers  do  not  change  the  contents  of  the  database,  many  readers  may  access 
the  database  at  once.  But  a  writer  can  modify  the  data,  so  it  must  have  exclusive  access. 
When  a  writer  is  active,  no  other  readers  or  writers  may  be  active.  This  exclusion  needs 
only  to  be  enforced  at  the  record  level.  It  is  not  necessary  to  grant  a  writer  exclusive  access 
to  the  entire  database. 


5.3 


Monitors  119 


The  problem  of  designing  a  concurrent  program  to  control  access  of  readers  and 
writers  to  a  database  was  first  posed  and  solved  by  Courtois.  Heyntans.  and  Parnas  (Co7 1 ). 
The  solution  in  Fig.  5.3  is  based  on  that  developed  by  Hoare  and  Gorman  (Ho74). 

The  monitor  readersandwriters  may  be  used  to  control  access  to  an  entire  database,  a 
subset  of  the  database  consisting  of  many  or  few  records,  or  even  a  single  record.  In  any  of 
these  cases,  the  following  discussion  applies.  Only  one  writer  may  be  active  at  once;  when 


monitor  readersandwriters; 

var 

readers:  integer; 
someoneiswriting:  boolean; 

readingallowed,  writingallowed:  condition; 
procedure  beginreading; 

begin 

if  someoneiswriting  or  queue (writingallowed) 
then  wait ( readingallowed) ; 
readers  :=  readers  +  1; 
signal (readingallowed) 

end; 

procedure  finishedreading; 

begin 

readers  ;=  readers  -  1; 

if  readers  =  0  then  signal (writingal lowed) 

end; 

procedure  beginwr it ing; 

begin 

if  readers  >  0  or  someoneiswriting 
then  wait (writingallowed) ; 
someoneiswriting  :=  true 

end; 

procedure  f inishedwriting 

begin 

someoneiswriting  :=  false; 
if  queue (readingallowed) 

then  signal (readingallowed) 
else  signal (writingallowed) 

end; 

begin 

readers  :=  0; 
someoneiswriting  :=  false 

end; 

Fig.  5.3  A  monitor  for  solving  the  Readers  and  Writers  Problem. 
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a  writer  is  active,  the  boolean  variable  someoneiswriting  is  true.  No  readers  may  be  active 
when  a  writer  is  active.  The  variable,  readers,  indicates  the  number  of  active  readers.  When 
the  number  of  readers  is  reduced  to  zero,  then  a  waiting  writer  may  become  active.  The 
condition  variable  readingallowed  is  waited  upon  by  a  new  reader  that  cannot  proceed.  The 
condition  variable  writingallowed  is  waited  upon  by  a  new  writer  that  cannot  proceed. 

When  a  reader  wishes  to  read,  it  calls  monitor  entry  beginreading;  a  reader  that  has 
finished  calls  finishedreading.  In  beginreading,  a  new  reader  can  proceed  as  long  as  no 
process  is  writing  and  no  writer  process  is  waiting  to  write.  The  latter  condition  is  important 
for  preventing  indefinite  postponement  of  waiting  writers;  it  is  tested  by  using  the  boolean 
function,  queue,  which  indicates  whether  or  not  processes  are  waiting  on  the  condition 
variable  specified  in  its  argument.  Note  that  procedure  beginreading  ends  by  signaling 
readingallowed  to  allow  another  waiting  reader  to  begin  reading.  This,  of  course,  causes 
this  next  reader  to  become  active  and  signal  the  next  waiting  reader  to  proceed.  In  fact,  this 
chain  reaction  will  continue  until  all  waiting  readers  have  become  active.  While  this 
chaining  is  progressing,  all  arriving  processes  are  forced  to  wait.  The  chaining  makes  good 
sense.  Because  the  readers  do  not  interfere  with  one  another,  and  because  they  can  be  run  in 
parallel  on  multiple  processor  systems,  this  is  an  efficient  way  to  service  these  processes. 
Note  that  while  the  chaining  is  in  progress  even  arriving  readers  cannot  enter  the  monitor 
because  we  observe  the  rule  that  signaled  processes  are  serviced  before  arriving  processes. 

When  a  process  is  done  reading,  it  calls  finishedreading  where  it  decrements  the 
number  of  readers  by  1.  Eventually,  this  decrementing  causes  the  number  of  readers  to 
become  zero  at  which  point  the  process  signals  writingallowed  to  allow  a  waiting  writer  to 
proceed. 

When  a  process  wishes  to  write,  it  calls  monitor  procedure  beginwriting.  Because  a 
writer  must  have  exclusive  access,  if  there  are  any  readers  or  if  there  is  an  active  writer,  this 
writer  must  wait  on  condition  variable  writingallowed.  When  the  writer  is  able  to  proceed, 
someoneiswriting  is  set  to  true.  This  keeps  out  any  other  readers  and  writers. 

When  a  writer  finishes,  it  sets  someoneiswriting  to  false  to  allow  other  processes  in.  It 
then  must  signal  some  other  waiting  process  to  proceed.  Should  it  give  preference  to  a 
waiting  reader  or  a  waiting  writer?  If  it  gives  preference  to  a  waiting  writer,  then  it  will  be 
possible  for  a  steady  stream  of  incoming  writers  to  cause  the  indefinite  postponement  of 
waiting  readers.  Therefore  as  a  writer  finishes  it  first  checks  if  there  is  a  waiting  reader.  If 
there  is,  then  readingallowed  is  signaled  and  the  waiting  reader  proceeds.  If  there  is  no 
waiting  reader,  then  writingisal lowed  is  signaled  and  a  waiting  writer  is  allowed  to  proceed. 


5.3.4  Nested  Monitor  Calls 

It  is  possible  that  a  system  using  monitors  may  allow  procedures  in  one  monitor  to  call 
procedures  in  another,  thus  resulting  in  nested  monitor  calls  (An83).  There  has  been  a 
continuing  dialogue  on  this  in  the  literature  (Ka76)  (Ha77)  (Li77)  (Pa78)  (We78).  If  the 
calls  are  executed  to  completion  in  rapid  succession  there  is  little  danger.  But  what  if  a  call 
down  the  line  causes  a  process  to  wait  on  a  condition  variable?  That  process  will  wait 
outside  that  monitor,  but  what  about  the  trail  of  open  calls  the  process  left  in  other 
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monitors?  Will  other  processes  attempting  to  enter  these  monitors  be  allowed  to  do  so? 
What  approaches  should  operating  systems  designers  take  in  dealing  with  nested  monitor 
calls?  These  issues  are  investigated  in  the  exercises. 

5.4  PATH  EXPRESSIONS 

Campbell  and  Habermann  introduced  the  notion  of  path  expressions  to  enable  the  speci¬ 
fication  of  the  order  in  which  procedures  are  to  be  executed,  while  separating  the  proce¬ 
dures  from  this  specification  (Ca74)  (Ae79).  We  examine  path  expressions  in  the  context  of 
the  readers  and  writers  problem. 

The  expression 

path  read  end 

simply  indicates  that  procedure  read  may  be  called  by  a  single  activity;  when  that  activity 
finishes  the  read,  the  same  activity  or  another  activity  may  call  read. 

The  expression 

path  beginreading,  read,  f inishedreading  end 

indicates  that  calls  to  three  procedures  beginreading.  read,  and  finishedreading  will  be  ac¬ 
cepted  only  in  the  specified  sequence.  When  a  path  expression  specifies  a  sequence  of  calls, 
it  does  not  imply  that  the  same  caller  must  make  each  of  the  calls. 

The  expression 

path  {read}  end 

indicates  that  read  may  be  performed  simultaneously  by  an  arbitrary  number  of  separate 
activities;  when  each  of  these  activities  is  finished  reading,  the  path  expression  may  be 
reused. 

The  expression 

path  read  I  write  end 

indicates  that  either  an  activity  may  perform  read  or  an  activity  may  perform  write  (but  read 
and  write  may  not  be  performed  simultaneously).  It  is  assumed  that  requests  are  serviced  in 
the  order  in  which  they  arrive. 

Several  path  expressions  may  be  active  simultaneously  if  they  refer  to  different  pro¬ 
cedures.  Later  in  the  chapter  we  discuss  the  concurrent  programming  language  Ada  and 
show  how  to  implement  path  expressions  in  Ada.  We  investigate  path  expressions  further 
in  the  exercises. 


5.5  MESSAGE  PASSING 

As  we  have  stated,  the  two  approaches  to  interprocess  communication  are  using  shared 
memory  and  using  message  passing  ( An8 1 )  ( An83).  With  the  trend  to  distributed  systems, 
there  has  been  a  surge  of  interest  in  message-based  interprocess  communications  (Gu81) 
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(SI82)  (Sn82)  (Su82)(Ch84)  (0185).  We  discuss  message-based  communications  in  this 
section;  particular  implementations  are  discussed  in  the  UNIX  and  OS/2  case  studies. 

Processes  generally  send  and  receive  messages  by  using  calls  such  as 

send (receiverprocess,  message); 
receive ( senderprocess,  message)  ; 

The  send  and  receive  calls  are  normally  implemented  as  operating  system  calls  ac¬ 
cessible  from  many  programming  language  environments.  A  blocking  send  must  wait  for 
the  receiver  to  receive  the  message.  A  nonblocking  send  enables  the  sender  to  continue  with 
other  processing  even  if  the  receiver  has  not  yet  received  the  message;  this  requires  a 
message  buffering  mechanism  to  hold  the  message  until  the  receiver  receives  it.  A  blocking 
send  is  an  example  of  synchronous  communication ;  a  nonblocking  send  is  an  example  of 
asynchronous  communication.  The  send  call  may  explicity  name  a  receiving  process,  or  it 
may  omit  the  name,  thus  indicating  that  the  message  is  to  be  broadcast  to  all  processes  (or 
to  some  “working  group”  that  the  sender  generally  communicates  with). 

Asynchronous  communication  with  nonblocking  sends  increases  the  level  of  con¬ 
currency.  For  example,  a  sender  may  send  information  to  a  busy  print  server;  the  system 
will  automatically  buffer  this  information  until  the  print  server  is  ready  to  receive  it,  and  the 
sender  will  continue  execution  without  having  to  wait  on  the  print  server. 

If  no  message  has  been  sent,  then  a  blocking  receive  call  forces  the  receiver  to  wait;  a 
nonblocking  receive  call  enables  the  receiver  to  continue  with  other  processing  before  it 
next  attempts  a  receive.  A  receive  call  may  specify  that  a  message  is  to  be  received  from  a 
particular  sender,  or  the  receive  may  receive  a  message  from  any  sender  (or  from  any 
member  of  a  group  of  senders). 

A  call  such  as 


receive (whoeversentit,  message); 

in  which  "whoeversentit"  is  a  special  name  recognized  by  the  system,  enables  the  receiver 
to  learn  the  identity  of  the  sender  when  the  message  comes  from  any  of  a  group  of  senders. 

In  our  discussions  of  interprocess  communications  between  processes  on  the  same 
computer,  we  always  assumed  flawless  transmission.  In  distributed  systems,  on  the  other 
hand,  transmissions  can  be  flawed  and  even  lost.  So  senders  and  receivers  often  cooperate 
using  an  acknowledgement  protocol  for  confirming  that  each  transmission  has  been 
properly  received.  A  time-out  mechanism  can  be  used  by  the  sender  waiting  for  an 
acknowledgement  message  from  the  receiver;  on  time  out.  if  the  acknowledgement  has  not 
been  received,  the  sender  can  retransmit  the  message.  Message  passing  systems  with 
retransmission  capabilities  can  identify  each  new  message  with  a  sequence  number.  The 
receiver  can  examine  these  numbers  to  be  sure  that  it  has  received  every  message.  If  an 
acknowledgement  message  is  lost  and  the  sender  decides  to  retransmit,  it  assigns  the  same 
sequence  number  to  the  retransmitted  message  as  to  the  originally  transmitted  message. 
The  receiver  detecting  several  messages  with  the  same  sequence  number  knows  to  keep 
only  one  of  these. 

One  complication  in  distributed  systems  with  send/receive  message  passing,  is  in 
naming  processes  unambiguously  so  that  explicit  send  and  receive  calls  reference  the 
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proper  processes.  Process  creation  and  destruction  can  be  coordinated  through  some  cen¬ 
tralized  naming  mechanism,  but  this  can  introduce  considerable  transmission  overhead  as 
individual  machines  request  permission  to  use  new  names.  An  alternate  approach  is  to  have 
each  computer  ensure  unique  process  names  for  its  own  processes;  then  processes  may  be 
addressed  by  combining  the  computer  name  with  the  process  name.  This,  of  course, 
requires  centralized  control  in  determining  a  unique  name  for  each  computer  in  a 
distributed  system,  but  it  does  not  incur  significant  overhead  because  computers  are  added 
and  removed  from  networks  infrequently. 

As  we  will  see  in  Chapter  17,  message-based  communications  in  distributed  systems 
present  serious  security  problems.  One  of  these  is  the  authentication  problem:  How  do  the 
senders  and  receivers  know  that  they  are  not  communicating  with  imposters  who  may  be 
trying  to  steal  or  corrupt  their  data?  Chapter  17  discusses  several  authentication  ap¬ 
proaches. 


5.5.1  Mailboxes  and  Ports 

Message-based  communications  can  occur  directly  between  a  sender  and  a  receiver,  or  they 
can  use  intermediate  queues.  In  the  latter  case,  the  sender  and  receiver  each  specify  the 
queue  rather  than  the  process  with  which  they  are  communicating. 

A  mailbox  is  a  message  queue  that  may  be  used  by  multiple  senders  and  receivers.  In  a 
distributed  system,  the  receivers  can  be  disbursed  across  many  computers,  thus  requiring 
two  transmissions  for  most  of  the  messages — from  the  sender  to  the  mailbox  and  from  the 
mailbox  to  the  receiver.  This  problem  is  solved  by  giving  each  receiver  a  port ;  this  is 
defined  as  a  mailbox  used  by  multiple  senders  and  a  single  receiver.  In  distributed  systems, 
each  server  ordinarily  has  a  port  at  which  it  receives  requests  from  many  clients. 


5.5.2  Pipes 

UNIX  introduced  the  notion  of  pipes  as  a  scheme  for  handling  interprocess  communica¬ 
tions  (Ri74)  (Wt85)  (Zw85).  A  pipe  is  essentially  a  mailbox  which  allows  a  specified 
number  of  characters  to  be  removed  at  once.  The  pipe  itself  has  no  notion  of  messages;  thus 
if  the  user  wishes  to  simulate  a  message  mailbox  with  a  pipe,  the  user  must  read  the 
appropriate  number  of  characters  (i.e.,  the  message  size)  each  time.  Pipes  are  frequently 
used  to  handle  communications  between  a  single  producer  process  and  a  single  consumer 
process.  Pipes  are  discussed  in  more  detail  in  the  case  studies  on  UNIX  and  OS/2. 


5.5.3  Remote  Procedure  Calls 

The  notion  of  remote  procedure  calls  (RPC)  was  introduced  to  provide  a  structured,  high- 
level  approach  to  interprocess  communications  in  distributed  systems  (Bi84).  A  remote 
procedure  call  allows  a  process  on  one  system  to  call  a  procedure  in  a  process  on  another 
system.  The  calling  process  blocks  pending  the  return  from  the  called  procedure  on  the 
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remote  system;  then  the  calling  process  resumes  execution  from  the  point  immediately 
following  the  call. 

The  called  procedure  and  the  caller  reside  in  separate  processes  with  separate  address 
spaces  so  there  is  no  notion  of  shared  global  variables  as  is  possible  with  regular  procedures 
within  a  single  process.  Therefore  RPC  transfers  information  strictly  through  the  parame¬ 
ters  in  the  call, 

RPC  can  be  implemented  on  top  of  an  existing  send/receive  mechanism.  The  call  to  the 
remote  procedure  translates  to 

sendfreraoteprocess,  inputparameters ) ; 
receive (remoteprocess,  outputparameter s ) ; 

where  remoteprocess  executes  the  desired  procedure,  and  where  inputparameters  are  input 
to  the  remote  procedure  and  outputparameters  are  the  results  returned  to  the  caller. 

One  widely  implemented  version  of  remote  procedure  calls  is  in  the  Ada  language, 
which  is  introduced  in  the  next  several  sections. 

Remote  procedure  calls  present  a  number  of  challenges.  Ideally,  a  remote  procedure 
call  should  be  indistinguishable  from  a  local  procedure  call  as  far  as  the  user  is  concerned. 
Call-by-value  is  easily  implemented  by  sending  copies  of  the  data  via  messages.  Call-by¬ 
reference  is  awkward  because  RPC  crosses  address  spaces.  Internal  data  formats  may  be 
quite  different  in  networks  of  heterogeneous  machines,  thus  requiring  complex  conversions 
and  considerable  overhead.  With  local  procedure  calls  we  assume  faultless  transmission, 
blit  remote  calls  must  deal  with  faulty  and  lost  transmissions.  We  will  address  the  issues  of 
system  failure  in  distributed  systems  in  Chapter  16  and  Chapter  17. 

5.6  ADA:  A  KEY  CONCURRENT  PROGRAMMING  LANGUAGE 
FOR  THE  1990s 

Most  of  today's  popular  languages  were  designed  for  writing  sequential  programs.  They  do 
not  provide  the  special  features  needed  for  writing  concurrent  programs.  Ada  (Ad79a) 
(Ad79b)  (Ad82)  (Ge83)  (Ha83)  (Ge84)  (Py85)  allows  an  individual  user  to  establish  many 
separate  threads  of  control  called  tasks  that  operate  in  behalf  of  the  user.  This  is  called 
multitasking. 


5.6.1  Motivation  for  Ada  Multitasking 

Military  command  and  control  systems  often  require  the  monitoring  of  many  concurrent 
activities.  Keeping  track  of  the  status  of  the  world’s  naval  vessels,  controlling  air  traffic, 
and  watching  the  skies  for  enemy  missiles  are  all  examples  of  systems  that  must  monitor 
many  concurrent  activities,  and  respond  quickly  to  unpredictable  changes  in  the  monitored 
activities.  Writing  effective  software  for  the  computer  components  of  these  systems  is 
greatly  facilitated  by  the  use  of  a  concurrent  programming  language.  It  is  for  this  reason  that 
the  United  States  Government  sponsored  the  development  of  Ada. 
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Concurrent  programs  are  normally  more  difficult  to  write,  debug,  and  prove  correct 
than  sequential  programs.  But  in  many  situations  they  are  actually  easier  to  develop  be¬ 
cause  they  can  more  naturally  express  the  relationships  inherent  in  the  highly  parallel 
systems  being  modeled. 

With  uniprocessor  computers,  there  isn't  much  motivation  to  develop  and  use  con¬ 
current  languages  for  performance  improvement.  But  with  multiprocessors,  concurrent 
programs  can  be  executed  much  more  efficiently.  So  it  is  reasonable  to  expect  a  tremendous 
surge  in  interest  in  concurrent  programming  languages  in  the  near  future  as  multiprocessing 
systems  and  distributed  systems  become  prevalent. 


5.6.2  Correctness  of  Concurrent  Programs 

A  program  is  said  to  be  correct  if  it  meets  its  specification,  i.e.,  if  it  does  what  it  is  supposed 
to  do.  Previously,  implementors  established  the  correctness  of  their  programs  by  exhaustive 
testing.  But  correctness  has  assumed  a  new  dimension  in  recent  years,  namely,  the  notion  of 
a  program  being  correct  in  a  mathematical  sense.  Researchers  in  the  field  of  software 
engineering  have  focused  their  attention  on  this  issue:  how  does  one  demonstrate  (prior  to 
even  attempting  to  execute  or  test  a  program)  that  a  program  is  correct?  Establishing  the 
correctness  of  concurrent  programs  is  generally  much  more  difficult  than  establishing  the 
correctness  of  sequential  programs  (La77,  La79,  Ow76,  Pn8 1 ).  The  designers  of  Ada  were 
concerned  with  developing  a  language  that  would  facilitate  demonstrating  the  correctness 
of  concurrent  programs. 


5.6.3  The  Ada  Rendezvous* 

The  designers  of  Ada  chose  to  incorporate  a  technique  called  the  rendezvous ,  as  proposed 
by  Hoare  in  his  concurrent  language  “Communicating  Sequential  Processes”  (Ho78).  The 
rendezvous  effectively  combines  mutual  exclusion,  task  synchronization,  and  interprocess 
communication.  Ada  is  the  first  concurrent  programming  language  intended  for  wide  use 
that  employs  the  rendezvous.  Exactly  two  tasks  may  rendezvous  at  once  in  Ada — a  caller 
and  a  server.  The  caller  calls  an  entry  in  the  server  (by  prefixing  the  entry  name  with  the 


*  The  concurrency  features  of  Ada  are  presented  here  in  a  manner  that  a  reader  familiar  with  Pascal 
should  be  able  to  comprehend.  For  the  reader  interested  in  studying  Ada  in  depth,  an  abundance 
of  literature  is  listed  at  the  end  of  this  chapter.  The  Ada  examples  in  this  chapter  are  based  on  those 
presented  in  certain  Ada  documents  issued  by  the  United  States  Government  (Ad79a,  Ad79b). 
Material  in  these  documents  may  be  used  freely  without  permission  to  encourage  the  evaluation 
and  use  of  the  Ada  language.  The  Ada  concurrent  program  segments  in  this  chapter  have  not  been 
compiled,  therefore  they  should  be  viewed  as  academic  examples  that  may  need  further  refinement 
when  implemented;  the  material  may  not  follow  Ada  syntax  precisely.  The  reader  who  requires 
precise  Ada  syntax,  and  who  wishes  to  study  Ada  concurrent  programming  in  depth,  should 
consult  the  texts  by  Gehani  (Ge83.  Ge84a). 
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task  name  followed  by  a  period,  and  by  supplying  a  list  of  entry  parameters).  The  server, 
when  it  is  ready  to  do  so,  issues  an  accept  statement  to  receive  the  call.  If  the  caller  calls  an 
entry  for  which  the  server  has  not  as  yet  issued  an  accept,  then  the  caller  waits  until  the 
accept  is  issued.  If  the  server  issues  an  accept  for  an  entry  that  the  caller  has  not  as  yet 
called,  then  the  server  waits  (at  the  accept)  for  the  caller  to  call  the  entry. 

When  a  call  has  been  accepted,  the  rendezvous  occurs.  The  caller  passes  data  to  the 
server  through  parameters  in  the  entry  call.  The  data  are  processed  by  the  statements  within 
the  accept  statement  body.  Results,  if  any,  are  passed  back  to  the  caller  through  the  entry 
parameters. 

The  caller  waits  while  the  server  executes  within  the  accept  statement.  When  this 
processing  is  complete,  parameters  are  passed  back  to  the  caller,  the  rendezvous  ends,  and 
the  caller  and  server  tasks  resume  independent  operation. 

One  interesting  aspect  of  the  Ada  rendezvous  is  that  the  caller  must  know  of  the  ex¬ 
istence  of  the  server  and  the  various  server  entries,  but  the  server  accepts  calls  from  any 
caller.  Many  callers  may  attempt  to  call  one  server.  In  this  sense,  the  rendezvous  is  said  to 
be  asymmetric.  This  is  desirable  in  distributed  processing  environments  in  which  various 
servers  (such  as  print  servers  and  fde  servers)  are  available  to  the  community  of  callers,  but 
unfortunately  it  prevents  a  task  from  limiting  access  to  its  entries  to  designated  tasks. 

Mutual  exclusion  is  guaranteed  by  underlying  system  mechanisms;  only  one  caller  at  a 
time  may  rendezvous  with  the  server.  Other  callers  attempting  a  simultaneous  rendezvous 
are  kept  waiting.  Synchronization  of  the  tasks  is  implicit  during  the  rendezvous.  After  a 
rendezvous,  any  waiting  callers  are  processed  first-come-first-served, 

5.6.4  The  Ada  Accept  Statement 

Figure  5.4  shows  an  Ada  task,  RESOURCECONTROLLER.  designed  to  control  access  to 
a  single  shared  resource.  An  Ada  task  consists  of  the  task  specification  and  the  task  body. 
The  task  body  is  the  set  of  actions  the  task  itself  performs.  The  task  specification  lists  the 
interaction  that  this  task  has  with  other  tasks;  in  particular  each  entry  point  of  the  task  is 
listed,  as  are  the  data  types  of  the  task.  The  task  loops  indefinitely,  alternately  accepting 
calls  to  entries  GETCONTROL  and  RELINQUISHCONTROL.  The  double  dash  (-)  in 
Ada  indicates  a  comment;  comments  terminate  with  the  end  of  the  line. 

Tasks  voluntarily  cooperate  in  their  use  of  RESOURCECONTROLLER  to  ensure 
mutual  exclusion.  If  several  tasks  call  GETCONTROL  simultaneously,  only  one  call  will 
be  accepted  and  the  other  calls  will  wait  in  a  first-come-first-served  queue. 

This  is  essentially  the  same  as  the  binary  semaphore  mechanism  discussed  in  Chapter 
4.  If  one  task  ignores  the  cooperative  protocol  or  misuses  it,  then  mutual  exclusion  cannot 
be  guaranteed.  For  example,  a  malicious  task  that  wants  to  grab  control  of  the  resource  can 
do  so  by  issuing 

RESOURCECONTROLLER . RELINQUISHCONTROL 
RESOURCECONTROLLER . GETCONTROL 

and  the  task  will  be  able  to  access  the  resource  (as  long  as  no  other  task  was  previously 
waiting  on  GETCONTROL). 
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task  RESOURCECONTROLLER  is 
entry  GETCONTROL; 
entry  RELINQUISHCONTROL; 
end  RESOURCECONTROLLER; 
task  body  RESOURCECONTROLLER  is 
begin 
loop 

accept  GETCONTROL; 
accept  RELINQUISHCONTROL; 

end  loop; 

end  RESOURCECONTROLLER; 


RESOURCECONTROLLER . GETCONTROL; 

--  use  the  resource 
RESOURCECONTROLLER. RELINQUISHCONTROL; 
--  release  the  resource 


Fig.  5.4  Controlling  access  to  a  single  resource  with  the  Ada  rendezvous. 


5.6.5  Ada  Example:  Producer-Consumer  Relationship 

As  one  simple  example  of  a  producer-consumer  relationship,  consider  a  producer  task  that 
deposits  an  80-character  card  image  in  a  buffer,  and  a  consumer  task  that  removes  the 
characters  from  the  buffer  one  at  a  time  until  the  buffer  is  empty.  The  producer  may  not 
deposit  the  next  line  in  the  buffer  until  the  consumer  has  completely  processed  all  80 
characters  in  the  line;  the  consumer  may  not  begin  removing  characters  from  the  buffer 
until  a  line  has  been  deposited.  Also,  after  the  consumer  processes  all  the  characters  in  one 
line,  it  must  wait  for  the  producer  to  deposit  the  next  line.  Otherwise  the  consumer  would 
process  the  same  line  more  than  once.  Figure  5.5(a)  shows  a  task  for  synchronizing  the 
producer  and  consumer  tasks  that  are  shown  in  Fig.  5.5(b). 


5-6.6  The  Ada  Select  Statement 

Entry  calls  need  not  necessarily  be  accepted  in  some  prespecified  and  rigid  fashion.  Ada 
provides  the  select  statement  to  enable  tasks  to  accept  entry  calls  in  a  more  flexible  manner. 
A  common  form  of  the  select  statement  is 
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select 

when  CONDI T ION 1  =>  accept  ENTRY 1 
sequence  of  statements; 
or  when  C0NDITI0N2  =>  accept  ENTRY2 
sequence  of  statements; 

or  ... 

else 

sequence  of  statements; 

end  select; 

The  select  statement  is  executed  as  follows. 

•  Each  of  the  conditions  (also  called  guards  (see  Di75))  is  evaluated  to  be  true  or  false. 
Each  condition  that  evaluates  to  true  causes  the  following  accept  sequence  of  state¬ 
ments  to  be  considered  open.  If  a  condition  is  not  written  before  an  accept,  then  the 
accept  is  always  open. 

■  There  may  be  several  open  accept  statements.  Of  these,  in  turn,  several  may  be  ready 
for  a  rendezvous;  i.e.,  the  appropriate  entries  have  been  called  by  other  tasks.  One  of 
these  is  selected  arbitrarily,  i.e.,  Ada  does  not  specify  which  one,  and  the  associated 
rendezvous  occurs. 

■  If  there  is  an  else  part  and  no  entry  calls  to  open  accept  statements,  the  else  is  executed. 
If  there  is  no  else  part,  the  task  waits  for  an  entry  call. 

■  If  there  are  no  open  accepts,  the  else  part  is  executed.  If  there  is  also  no  else,  then  a 
SELECT-ERROR  occurs. 

Let  us  mention  some  other  important  Ada  statements  here.  The  statement 

abort  taskl,  task2,  ...,  taskn 

causes  the  named  tasks  to  become  “abnormal"  and  then  terminate  when  they  reach  ap¬ 
propriate  points  in  their  execution.  Tasks  can  abort  themselves  or  any  other  tasks.  Misusing 
abort  can  cause  serious  problems. 

All  tasks  are  automatically  given  the  same  default  priority.  A  task  may  be  assigned  a 
static  priority  (which  cannot  be  changed  at  execution  time)  by  including  the  statement 

pragma  PRIORITY (P); 

in  the  task  specification.  Ada  pragmas  are  instructions  to  the  Ada  compiler;  they  are  not 
executable. 

The  statement 


delay  AMOUNTOF SECONDS; 

suspends  the  task  for  AMOUNTOFSECONDS.  The  delay  statement  can  be  used  as  an 
alternative  in  a  select  statement  to  give  a  task  the  opportunity  to  time-out  when  a  ren¬ 
dezvous  attempt  takes  too  much  time. 


task  CONVERTCARD IMAGE  is 


type  CARDIMAGE  is  array  (1  . .  80)  of  CHARACTER; 

entry  DEPOSITCARD  (CARD:  in  CARDIMAGE); 
entry  READCHARACTER  (NEXTCHARACTER :  out 

CHARACTER) ; 


end; 


task  body  CONVERTCARD IMAGE  is 
CARDBUFFER:  CARDIMAGE; 

begin 

loop 

accept  DEPOSITCARD  (CARD:  in  CARDIMAGE)  do 
CARDBUFFER  :=  CARD; 
end  DEPOSITCARD; 
for  POSITION  in  1  . .  80  loop 

accept  READCHARACTER (NEXTCHARACTER : out 
CHARACTER)  do 

NEXTCHARACTER  :=  CARDBUFFER (POSITION) ; 
end  READCHARACTER; 

end  loop; 
end  loop; 
end; 


(a) 


task  PRODUCER; 
task  body  PRODUCER  is 
use  CONVERTCARDIMAGE; 

NEWCARD:  CARDIMAGE; 

begin 

loop 

--  create  NEWCARD 
DEPOSITCARD  (NEWCARD); 

end  loop ; 
end; 

task  CONSUMER; 
task  body  CONSUMER  is 
use  CONVERTCARDIMAGE; 
NEWCHARACTER :  CHARACTER; 

begin 

loop 

READCHARACTER  (NEWCHARACTER) ; 
—  process  NEWCHARACTER 

end  loop; 


Fig  5.5  (a)  Task  for  synchronizing  a  producer  task  and  a  consumer  task,  (b)  Producer 

and  consumer  tasks. 
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5.6.7  Simulating  Path  Expressions  in  Ada 

Path  expressions  are  straightforward  to  simulate  in  Ada  (Ge84a).  If  we  use  entries  A  and  B, 
then  specifying  that  B  must  follow  A  is  accomplished  with 

accept  A; 
accept  B; 

Specifying  that  either  A  or  B  (but  not  both)  can  be  executed  next  is  accomplished  with 

select 

accept  A; 
or 

accept  B; 
end  select; 

Specifying  any  number  (including  zero)  of  calls  to  A  is  accomplished  with 

loop 

select 

accept  A; 
else 

exit; 

end  select; 
end  loop; 


5.6.8  Ada  Example:  The  Ring  Buffer 

Figure  5.6  shows  an  Ada  implementation  of  a  ring  buffer.  The  select  statement  allows  the 
task  to  service  appropriate  entry  calls.  The  guard  BUFFERSINUSE  <  BUFFERS  allows  a 
call  to  WRITEPACKET  to  be  accepted  whenever  space  is  available.  The  guard 
BUFFERSINUSE  >  0  allows  a  call  to  READPACKET  to  be  accepted  whenever  the  buffer 
contains  data. 


5.6.9  Ada  Example:  Readers  and  Writers 

In  this  section,  Ada  solutions  to  the  Readers  and  Writers  problem  are  presented. 

In  this  first  solution  (Fig.  5.7),  a  WRITER  must  write  to  SFIAREDVARI  ABLE  before 
any  READER  can  access  it.  This  ensures  that  the  value  of  SHAREDVARI  ABLE  is  defined 
before  the  first  read.  Note  that  READER  is  a  procedure  rather  than  an  entry.  This  allows 
many  tasks  to  be  reading  at  once. 

After  the  first  WRITER  finishes,  the  task  will  loop  indefinitely.  If  no  WRITER  is 
active,  then  any  number  of  additional  READERS  can  be  initiated.  This  of  course  could 
result  in  indefinite  postponement  of  WRITERS.  The  next  WRITER  can  be  initiated  only 
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task  RINGBUFFER  is 

type  DATAPACKET  is  array  (1  ..  80)  of  CHARACTER; 
entry  READPACKET  (PACKET:  out  DATAPACKET); 
entry  WRITEPACKET  (PACKET:  in  DATAPACKET); 

end; 

task  body  RINGBUFFER  is 

BUFFERS:  constant  INTEGER  :=  20; 

RING:  array  (1  ..  BUFFERS)  of  DATAPACKET; 
BUFFERSINUSE:  INTEGER  range  0  ..  BUFFERS  :=  0; 

NEXTIN, NEXTOUT:  INTEGER  range  1  ..  BUFFERS  :=  1; 
begin 
loop 

select 

when  BUFFERSINUSE  <  BUFFERS  => 

accept  WRITEPACKET (PACKET:  in  DATAPACKET)  do 
RING (NEXTIN)  :=  PACKET; 

end; 

BUFFERSINUSE  :=  BUFFERSINUSE  +  1; 

NEXTIN  :=  NEXTIN  mod  BUFFERS  +  1; 
or  when  BUFFERSINUSE  >  0  => 

accept  READPACKET (PACKET:  out  DATAPACKET)  do 
PACKET  :=  RING (NEXTOUT)  ; 
end; 

BUFFERSINUSE  :=  BUFFERSINUSE  -  1; 

NEXTOUT  :=  NEXTOUT  mod  BUFFERS  +  1; 

end  select; 
end  loop ; 

end  RINGBUFFER; 

Fig.  5.6  Ada  implementation  of  a  ring  buffer. 


when  there  are  no  active  READERS,  but  even  if  a  WRITER  is  waiting,  the  random  choice 
inherent  in  the  SELECT  might  allow  a  waiting  READER  to  proceed  first.  This  solution 
does  enforce  mutual  exclusion,  but  processes  may  be  indefinitely  postponed. 

Version  two  (Fig.  5.8)  also  forces  a  WRITER  to  write  once  before  any  READERs  can 
proceed.  Now  let  us  consider  the  main  loop  that  loops  indefinitely. 

The  first  guard  tests  WRITER’COUNT  to  determine  if  there  are  any  waiting  WRIT¬ 
ERS  (suffixing  ’COUNT  to  an  entry  name  in  Ada  creates  a  variable  whose  value  is  the 
number  of  callers  waiting  on  that  entry).  If  not,  then  a  new  READER  will  be  initiated.  In 
tact,  as  long  as  there  are  no  waiting  WRITERS,  more  READERS  may  continue  to  be 
initiated. 

The  second  accept  in  the  main  loop,  accept  FINISHEDREADING,  has  no  guard  so  it  is 
always  open.  Thus  a  finishing  READER  will  always  be  accepted;  this,  of  course,  facilitates 
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task  READERSANDWRITERS  is 

procedure  READER  (READVALUE:  out  INTEGER); 
entry  WRITER  (WRITEVALUE:  in  INTEGER); 

end; 

task  body  READERSANDWRITERS  is 
SHAREDVARI ABLE :  INTEGER; 

READERS:  INTEGER  :=  0; 
entry  BEG INREADING; 
entry  FINISHEDREADING; 

procedure  READER  (READVALUE:  out  INTEGER)  is 

begin 

BEG INREADING; 

READVALUE  :=  SHAREDVARI ABLE; 

FINISHEDREADING; 

end; 

begin 

accept  WRITER  (WRITEVALUE:  in  INTEGER)  do 
SHAREDVARI ABLE  :=  WRITEVALUE; 

end; 

loop 

select 

accept  BEGINREADING; 

READERS  :=  READERS  +  1; 

or 

accept  FINISHEDREADING; 

READERS  :=  READERS  -  1; 

or 

when  READERS  =  0  => 

accept  WRITER  (WRITEVALUE:  in  INTEGER)  do 
SHAREDVARI ABLE  :=  WRITEVALUE; 

end; 

end  select; 
end  loop; 

end  READERSANDWRITERS; 

Fig.  5.7  Ada  solution  to  Readers  and  Writers:  version  one. 


reducing  the  number  of  READERS  to  zero  so  that  another  WRITER  may  eventually  be 
initiated. 

When  the  number  of  READERS  is  finally  reduced  to  zero  and  there  is  a  waiting 
WRITER,  then  a  waiting  WRITER  is  initiated.  Immediately  after  this  WRITER  terminates, 
all  READERS  trying  to  proceed  are  allowed  to  do  so;  the  inner  loop  is  exited  when  there  are 
no  more  waiting  readers. 

The  rendezvous  is  always  in  effect  when  a  WRITER  is  active  so  mutual  exclusion  is 
guaranteed.  The  real  key  is  how  version  two  handles  the  READERS. 
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task  READERSANDWRITERS  is 

procedure  READER  (READVALUE:  out  INTEGER); 
entry  WRITER  (WRITEVALUE:  in  INTEGER); 

end; 

task  body  READERSANDWRITERS  is 

SHAREDVARIABLE :  INTEGER; 

READERS:  INTEGER  :=  0; 
entry  BEGINREADING; 
entry  FINI SHEDREADING; 

procedure  READER  (READVALUE:  out  INTEGER)  is 

begin 

BEGINREADING; 

READVALUE  :=  SHAREDVARIABLE; 

FINISHEDREADING; 

end; 

begin 

accept  WRITER  (WRITEVALUE:  in  INTEGER)  do 
SHAREDVARIABLE  :=  WRITEVALUE; 

end; 

loop 

select 

when  WRITER' COUNT  =  0  => 
accept  BEGINREADING; 

READERS  :=  READERS  +  1; 

or 

accept  FINISHEDREADING; 

READERS  :=  READERS  -  1; 

or 

when  READERS  =  0  => 

accept  WRITER  (WRITEVALUE:  in  INTEGER)  do 
SHAREDVARIABLE  :=  WRITEVALUE; 

end; 

loop 

select 

accept  BEGINREADING; 

READERS  :=  READERS  +  1; 

else 

exit; 

end  select; 
end  loop ; 
end  select; 
end  loop; 

end  READERSANDWRITERS; 

Fig.  5.8  Ada  solution  to  Readers  and  Writers:  version  two. 
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No  READER  can  be  active  when  a  WRITER  is  active  because  the  rendezvous  guar¬ 
antees  mutual  exclusion.  So  let  us  consider  what  happens  when  no  WRITER  is  active. 

If  no  WRITER  is  waiting,  then  READERS  will  continue  to  be  initiated.  As  soon  as  a 
WRITER  starts  waiting,  then  no  more  READERS  will  be  initiated.  All  calls  to  FIN1SHE- 
DREADING  will  be  accepted  until  READERS  is  reduced  to  zero.  At  this  point,  the  guard 
READERS  -  0  becomes  true  and  the  first  waiting  WRITER  is  accepted.  When  this 
WRITER  completes,  all  READERS  that  have  arrived  since  the  WRITER  began  are  initiated 
in  the  inner  loop.  This  mass  initiation  of  READERS  will  stop  as  soon  as  one  iteration  of  the 
loop  executes  accept  BEGINREAD1NG  and  no  READER  is  ready  to  go.  This  causes  the 
else  clause  to  be  executed  and  the  loop  to  be  exited. 

There  is  still  a  weakness  in  version  two.  In  the  inner  loop,  it  is  possible  for  waiting 
WRITERS  to  be  indefinitely  postponed  by  a  rapid  influx  of  READERS.  As  long  as  the 
READERS  arrive  faster  than  the  loop  can  accept  them.  WRITERS  are  delayed.  It  is  possible 
to  develop  a  better  solution  to  READERSANDWRITERS  with  Ada;  this  is  left  to  the 
exercises. 


5.6.10  Ada;  Issues  and  Concerns 

Several  considerations  related  to  task  priorities  in  Ada  are  discussed  by  Roubine  and 
Heliard  (Ru80).  Programmers  may  specify  priorities  for  their  tasks;  Ada  executes  the 
highest  priority  task  first.  Ada  does  not  specify  which  of  several  tasks  with  the  same  priority 
will  execute  first.  Programmers  may  use  task  synchronization  methods  to  impose  a  priority 
scheme  of  their  own.  When  two  tasks  rendezvous,  Ada  executes  the  rendezvous  with  a 
priority  as  high  as  (or  higher  than)  that  of  the  higher  priority  task. 

As  Ada  is  used  to  develop  actual  systems,  it  becomes  increasingly  clear  that  there  is  a 
polling  bias ,  i.e.,  Ada  programmers  have  a  definite  tendency  to  implement  programs  that 
use  polling  (Ge84).  This  can  be  wasteful  compared  to  designs  in  which  a  task  remains 
blocked  or  performs  various  actions  until  an  event  occurs.  Gehani  and  Cargill  (Ge84) 
indicate  when  polling  is  desirable,  and  they  propose  a  number  of  language  extensions  to 
Ada  to  help  alleviate  the  polling  bias. 

Ada  concurrency  is  expressed  at  the  task  level.  It  is  clear,  however,  that  much  of  the 
need  for  concurrency  occurs  at  finer  levels  where  the  overhead  of  creating  and  managing 
tasks  often  negates  the  potential  performance  gains  from  a  concurrent  approach.  In  par¬ 
ticular,  Ada  is  not  ideal  for  the  kinds  of  parallel  numerical  calculations  most  effectively 
performed  on  array  processors  and  vector  processors.  Roberts,  Evans,  and  Morgan  (Rb81) 
point  out  a  number  of  weaknesses  in  Ada  with  regard  to  achieving  high  performance  on 
multiprocessor  architectures  (see  Chapter  1 1 ).  Clapp  et  al  (CI86)  discuss  real-time  perform¬ 
ance  benchmarking  in  Ada  systems. 

Hoare  (Ho8 1 )  cautions  that  Ada  may  be  too  large  and  complex  to  be  used  in  the  imple¬ 
mentation  of  critical  military  systems.  Klumpp  (KI85)  discusses  the  appropriateness  of  Ada 
for  implementing  space  flight  software.  Ledgard  and  Singer  (Ld82)  have  proposed  an  Ada 
subset  language.  Wichmann  (Wh84)  defends  various  Ada  design  decisions  that  made  the 
language  large.  Mudge  (Mu85)  discusses  object-based  computing  in  Ada.  Myers  (My87) 
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discusses  the  reactions  of  early  Ada  users,  and  indicates  why  potential  Ada  users  are 
hesitant  to  make  major  commitments  to  the  language.  Several  authors  discuss  software 
engineering  with  Ada  (Le82)  (Bo83)  (Bu84)  (Rj85). 

Ada  does  not  provide  good  facilities  for  enabling  users  to  specify  control  of  task 
scheduling  (Rb81).  In  particular,  users  can  not  limit  the  run  time  of  a  task,  nor  can  they 
specify  that  a  currently  executing  task  should  yield  the  processor  in  favor  of  a  task  waiting 
to  be  dispatched.  Limitations  like  these  and  others  are  being  uncovered  as  Ada  continues  to 
be  used  as  the  concurrent  language  of  choice  for  implementing  mission-critical  systems. 
The  language  is  certain  to  evolve  in  response  to  the  ever  increasing  demands  being  placed 
on  it  by  users  developing  state-of-the-art  concurrent  applications. 

SUMMARY 

The  notion  of  the  conditional  critical  region  allows  us  to  specify  synchronization  as  well  as 
mutual  exclusion.  For  example, 

region  shareddata  do  begin  await  condition;  action  end 

enables  us  to  perform  action  under  exclusive  access  to  shareddata  when  condition  is  true. 

A  monitor  is  a  concurrency  construct  that  contains  both  the  data  and  the  procedures 
needed  to  perform  allocation  of  a  shared  resource  or  group  of  shared  resources. 

The  monitor  enforces  information  hiding — processes  calling  the  monitor  have  no 
knowledge  of,  nor  access  to,  data  inside  the  monitor. 

Mutual  exclusion  is  rigidly  enforced  at  the  monitor  boundary — only  one  process  at  a 
time  is  allowed  to  enter. 

If  a  process  inside  the  monitor  cannot  proceed  until  a  certain  condition  becomes  true, 
the  process  calls  wait(conditionvariablename)  and  waits  outside  the  monitor  on  a  queue  for 
conditionvariablename  to  be  signaled  by  another  process. 

To  ensure  that  a  process  already  waiting  for  a  resource  eventually  does  get  it,  the 
monitor  gives  priority  to  the  waiting  process  over  a  new  requesting  process  attempting  to 
enter  the  monitor. 

A  separate  condition  variable  is  associated  with  each  distinct  reason  that  a  process 
might  need  to  wait.  When  a  condition  variable  is  defined,  a  queue  is  established.  A  process 
calling  wait  is  threaded  into  the  queue;  a  process  calling  signal  causes  a  waiting  process  to 
be  removed  from  the  queue  and  to  enter  the  monitor. 

The  ring  buffer  is  a  data  structure  commonly  used  in  operating  systems  for  buffering 
communications  between  producer  and  consumer  processes.  In  the  monitor  implementa¬ 
tion  of  the  ring  buffer,  a  producer  finding  the  buffer  full  calls  wait(ringbufferhasspace);  a 
consumer  finding  the  buffer  empty  calls  wait  (ringbufferhasdata).  A  producer  depositing 
data  calls  signal(ringbufferhasdata);  a  consumer  removing  data  calls 
signal(ringbufferhasspace). 

The  Readers  and  Writers  problem  was  discussed  and  a  solution  with  a  monitor  was 
presented.  A  writer  must  be  given  exclusive  access  to  the  database;  any  number  of  readers 
may  be  active  at  once.  A  reader  wishing  to  begin  reading  may  do  so  only  if  there  is  no  active 
writer  and  there  are  no  waiting  writers  (the  latter  condition  presents  indefinite  postpone- 
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ment  of  writers  by  an  influx  of  readers).  A  finishing  reader  reduces  the  number  of  active 
readers  by  one;  when  no  more  active  readers  remain,  the  finishing  reader  signals  a  waiting 
writer  (if  there  is  one)  to  proceed.  A  writer  wishing  to  write  waits  if  there  are  active  readers 
of  if  there  is  an  active  writer;  otherwise  it  proceeds.  A  finishing  writer  gives  preference  to 
waiting  readers  over  waiting  writers;  this  prevents  indefinite  postponement  of  readers  by  an 
influx  of  writers. 

Path  expressions  enable  the  specification  of  the  order  in  which  procedures  are  to  be 
executed,  while  separating  the  procedures  from  this  specification. 

The  two  approaches  to  interprocess  communication  are  using  shared  memory  and 
message-based  communications.  Processes  generally  send  and  receive  messages  by  using 
calls  such  as 


send (receiverprocess,  message); 
receive ( senderprocess,  message) ; 

The  send  and  receive  calls  are  normally  implemented  as  operating  system  calls  ac¬ 
cessible  from  many  programming  language  environments.  A  blocking  send  must  wait  for 
the  receiver  to  receive  the  message.  A  nonblocking  send  enables  the  sender  to  continue  with 
other  processing  even  if  the  receiver  has  not  yet  received  the  message:  this  requires  a 
message  buffering  mechanism  to  hold  the  message  until  the  receiver  receives  it.  A  blocking 
send  is  an  example  of  synchronous  communication:  a  nonblocking  send  is  an  example  of 
asynchronous  communication.  If  no  message  has  been  sent,  then  a  blocking  receive  call 
forces  the  receiver  to  wait;  a  nonblocking  receive  call  enables  the  receiver  to  continue  with 
other  processing  before  it  next  attempts  a  receive.  A  receive  call  may  specify  that  a  message 
is  to  be  received  from  a  particular  sender,  or  the  receive  may  receive  a  message  from  any 
sender  (or  from  any  member  of  a  group  of  senders.). 

A  mailbox  is  a  message  queue  that  may  be  used  by  multiple  senders  and  receivers.  A 
port  is  a  mailbox  used  by  multiple  senders  and  a  single  receiver.  In  distributed  systems, 
each  server  ordinarily  has  a  port  at  which  it  receives  requests  from  many  clients.  A  pipe  is 
essentially  a  mailbox  which  allows  any  number  of  characters  to  be  removed  at  once. 

A  remote  procedure  call  allows  a  process  on  one  system  to  call  a  procedure  in  a  process 
on  another  system.  The  calling  process  blocks,  pending  the  return  from  the  called  procedure 
on  the  remote  system;  then  the  calling  process  resumes  execution  from  the  point  immedi¬ 
ately  following  the  call. 

The  emerging  language  Ada  was  specifically  designed  to  facilitate  concurrent  pro¬ 
gramming.  Ada  allows  an  individual  user  to  establish  many  separate  threads  of  control;  this 
is  called  multitasking.  Each  thread  of  control  in  Ada  is  called  a  task. 

The  trends  toward  multiprocessing  and  computer  networking  point  to  the  need  for 
concurrent  programming  languages  like  Ada.  A  program  is  said  to  be  correct  if  it  meets  its 
specification;  Ada  was  designed  to  facilitate  proving  program  correctness. 

In  Ada,  mutual  exclusion  and  task  synchronization  are  enforced  by  a  technique  called 
rendezvous.  A  caller  task  may  call  an  entry  of  another  task;  a  server  task  issues  an  accept 
statement  to  accept  a  call  to  one  of  its  entries.  When  a  call  is  accepted,  the  rendezvous 
occurs.  The  caller  passes  data  to  the  server  through  parameters  in  the  entry  call;  results  are 
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also  passed  back  through  call  parameters.  The  caller  waits  while  the  server  does  its 
processing. 

Ada  provides  the  select  statement  to  enable  tasks  to  accept  entry  calls  in  a  flexible 
manner.  A  common  form  of  the  select  statement  is 

select 

when  CONDITION1  =>  accept  ENTRY 1 
sequence  of  statements; 

or  when  CONDITION2  =>  accept  ENTRY2 
sequence  of  statements; 

or  ... 

else 

sequence  of  statements; 

end  select; 

Each  of  the  conditions  (or  guards)  is  evaluated.  A  true  condition  causes  the  following 
accept  sequence  of  statements  to  be  considered  open.  If  a  condition  is  not  written  before  an 
accept  statement,  then  the  accept  is  always  open.  Of  the  open  accepts  whose  entries  have 
been  called,  one  is  selected  at  random  and  the  associated  rendezvous  occurs.  If  no  open 
accepts  are  ready  for  a  rendezvous,  the  else  part  is  executed.  If  there  is  no  else  part,  the  task 
waits  for  an  entry  call. 
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EXERCISES 

5.1  Compare  and  contrast  the  use  of  monitors  and  semaphore  operations. 

5.2  When  a  resource  is  returned  by  a  process  calling  a  monitor,  the  monitor  gives  priority  to  a 
waiting  process  over  a  new  requesting  process.  Why? 

5.3  How  do  condition  variables  differ  from  conventional  variables?  Does  it  make  sense  to  initialize 
condition  variables? 

5.4  In  the  text  it  has  been  stated  repeatedly  that  no  assumptions  should  be  made  about  the  relative 
speeds  of  asynchronous  concurrent  processes.  Why? 

5.5  What  factors,  do  you  suppose,  would  affect  a  designer’s  choice  of  the  number  of  slots  a  ring 
buffer  should  have? 

5.6  Compare  and  contrast  multitasking  and  multiprogramming. 

5.7  Why  is  it  considerably  more  difficult  to  test,  debug,  and  prove  program  correctness  for 
concurrent  programs  than  for  sequential  programs? 

5.8  Explain  the  rendezvous  technique  used  in  Ada  for  task  synchronization,  intertask  communica¬ 
tion,  and  mutual  exclusion. 

5.9  In  what  sense  is  the  Ada  rendezvous  symmetric?  In  what  sense  is  it  asymmetric? 

5.10  Referring  to  the  producer-consumer  relationship  shown  in  Section  5.1 1,  explain  why  a  third 
task  is  used  to  synchronize  the  producer  and  consumer  tasks. 

5.11  Show  the  general  form  of  the  Ada  select  statement.  Explain  how  select  statements  are  exe¬ 
cuted. 

5.12  Consult  the  literature  on  Ada  and  develop  a  better  Ada  solution  to  the  Readers  and  Writers 
problem  than  that  presented  in  the  text. 

5.13  The  Dining  Philosophers.  One  of  Dijkstra’s  more  delightful  contributions  is  his  problem  of  the 
Dining  Philosophers  (Di65)  (Di71).  It  illustrates  many  of  the  subtle  problems  inherent  in  concurrent 
programming.  The  problem  is  this. 

Five  philosophers  sit  around  a  circular  table.  Each  of  the  five  philosophers  leads  a  simple  life 
alternating  between  thinking  and  eating  spaghetti.  In  front  of  each  philosopher  is  a  dish  of  spaghetti 
that  is  constantly  replenished  by  a  dedicated  server.  There  are  exactly  five  forks  on  the  table,  one 
between  each  adjacent  pair  of  philosophers.  Eating  spaghetti  (in  the  most  proper  manner)  requires 
that  a  philosopher  use  both  forks  (simultaneously)  which  are  adjacent  to  his  plate. 
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Your  goal  is  to  devise  a  concurrent  program  (with  a  monitor)  that  simulates  the  behavior  of 
the  philosophers.  Your  program  should  be  free  of  deadlock  and  indefinite  postponement — otherwise 
one  or  more  philosophers  would  soon  starve.  Your  program  must,  of  course,  enforce  mutual 
exclusion — two  philosophers  cannot  use  the  same  fork  at  once. 

A  typical  philosopher  behaves  as  follows. 

procedure  typicalphilosopher; 

begin 

while  true  do 
begin 

think; 

eat 

end 

end; 


Comment  on  each  of  the  following  implementations  of  a  typical  philosopher. 

a)  procedure  typicalphilosopher; 

begin 

while  true  do 
begin 

thinkfora while; 
pickupleft fork; 
pickuprightfork; 
eatforawhile; 
put downleft  fork; 
put down right  fork 

end 

end; 

b)  procedure  typicalphilosopher; 

begin 

while  true  do 
begin 

thinkfora while; 
pickupbothf or k sat once ; 
eatforawhile; 
putdownbothf orksatonce; 

end 


end; 
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c)  procedure  typicalphilosopher; 

begin 

while  true  do 
begin 

thinkf or a while; 

repeat 

pickupleftfork; 
if  rightf orknotavailable 
then  putdownlef tf ork 
else  pickupright f ork 
until  holdingbothf orks ; 
eatforawhile; 
putdownleft  fork; 
put down right  fork 

end 

end; 

d)  procedure  typicalphilosopher; 

begin 

while  true  do 

if  philosopher  mod  2=0  then 

begin 

thinkforawhile; 
pickupleftfork; 
pickupright fork; 
eatforawhile; 
putdownleftfork; 
put down r ight  f ork 

end 

else 

begin 

thinkforawhile; 

pickupright fork ; 

pickupleftfork; 

eatforawhile; 

putdownrightfork; 

putdownleftfork 

end 

end; 

5.14  Use  a  monitor  to  implement  a  solution  to  the  Dining  Philosophers  problem  that  allows  at  most 
four  philosophers  to  be  eating  or  attempting  to  eat  at  once.  Comment  on  the  effectiveness  of  this 
solution. 
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5. 15  The  text  states  that  information  hiding  is  a  system  structuring  technique  that  contributes  to  the 
development  of  more  reliable  software  systems.  Why,  do  you  suppose,  is  this  so? 

5. 16  Refer  to  the  monitor,  ringbuffermonitor,  presented  in  the  text  and  answer  each  of  the  following 
questions. 

a)  Which  procedure  places  data  into  the  ring  buffer? 

b)  Which  procedure  removes  data  from  the  ring  buffer? 

c)  Which  queueing  discipline  best  describes  the  operation  of  the  ring  buffer? 

d)  Is  this  true:  nextslottofill  >=  nextslottoempty? 

e)  Which  statements  perform  monitor  initialization? 

f)  Which  statement(s)  can  “wake  up”  a  process  waiting  on  a  condition  variable? 

g)  Which  statement(s)  can  put  a  process  “to  sleep"? 

h)  Which  statement(s)  ensure  that  the  buffer  “wraps  around"? 

i)  Which  statement(s)  modify  a  shared  critical  variable  to  indicate  that  another  slot  in 
the  buffer  is  available? 

5.17  In  the  readers  and  writers  monitor  presented  in  the  text  why  does  it  make  sense  to  chain  in  all 
waiting  readers?  Could  this  cause  indefinite  postponement  of  waiting  writers?  Under  what  circum¬ 
stances  might  you  choose  to  limit  the  number  of  waiting  readers  you  would  initiate  when  reading  is 
allowed? 

5.18  (The  Sleeping  Barber  Problem)  (Di65).  A  barbershop  has  a  cutting  room  with  one  chair  and  a 
waiting  room  with  n  chairs.  Customers  enter  the  waiting  room  one  at  a  time  if  space  is  available, 
otherwise  they  go  to  another  shop.  Each  time  the  barber  finishes  a  haircut  the  customer  leaves  to  go  to 
another  store,  and  a  waiting  customer,  if  there  is  one,  enters  the  cutting  room  and  has  a  haircut. 
Customers  may  enter  the  waiting  room  one  at  a  time,  or  waiting  customers  may  enter  the  (empty) 
cutting  room  one  at  a  time,  but  these  events  are  mutually  exclusive.  If  the  barber  discovers  that  the 
waiting  room  is  empty,  the  barber  falls  asleep  in  the  waiting  room.  An  arriving  customer  finding  the 
barber  asleep  wakes  the  barber  and  has  a  haircut:  otherwise  the  arriving  customer  waits.  Use  a 
monitor  to  coordinate  the  operation  of  the  barber  and  the  clients. 

5.19  (The  Cigarette  Smoker's  Problem)  (Patil  1971 ;  N.  B.  The  author  worked  with  S.  Patil  and  Jack 
Dennis  in  the  Computer  Structures  Group  at  M.I.T.’s  Project  Mac).  This  has  become  one  of  the 
classic  problems  in  concurrency  control.  Three  smokers  are  represented  by  processes  SI ,  S2,  and  S3. 
Three  vendors  are  represented  by  processes  VI,  V2,  and  V3.  Each  smoker  requires  tobacco,  a 
wrapper,  and  a  match  to  smoke;  when  these  resources  are  available,  the  smoker  smokes  the  cigarette 
to  completion  and  then  becomes  eligible  to  smoke  again.  S I  has  tobacco,  S2  has  wrappers,  and  S3  has 
matches.  VI  supplies  tobacco  and  wrappers,  V2  supplies  wrappers  and  matches,  and  V3  supplies 
matches  and  tobacco.  VI,  V2,  and  V3  operate  in  mutual  exclusion;  only  one  of  these  processes  can 
operate  at  a  time  and  the  next  vendor  cannot  operate  until  resources  supplied  by  the  previous  vendor 
have  been  consumed  by  a  smoker.  Use  a  monitor  to  coordinate  the  operation  of  the  smoker  and 
vendor  processes. 

5.20  In  Ada,  after  a  rendezvous  in  what  order  are  waiting  callers  processed?  Can  indefinite 
postponement  occur? 

5.21  In  the  case  of  several  open  accept  statemehts  that  are  ready  for  a  rendezvous,  Ada  selects  one 
of  these  arbitrarily.  Argue  both  for  and  against  this  approach  chosen  by  the  designers  of  Ada. 
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5.22  Compare  and  contrast  the  monitor  and  Ada  implementations  of  the  ring  buffer  producer- 
consumer  relationship.  Which  is  more  efficient?  Which  is  more  flexible?  In  the  Ada  example  why  are 
the  adjustments  to  variables  BUFFERSINUSE,  NEXTIN,  and  NEXTOUT  performed  outside  the 
scope  of  the  accept  statements? 

5.23  In  the  text,  we  consider  how  to  simulate  path  expressions  in  Ada  using  select,  accept,  loop,  and 
exit.  Show  how  to  simulate  path  expressions  using  semaphores  and  the  P  and  V  operations. 

5.24  Semaphores  are  at  least  as  powerful  as  monitors.  Show  how  to  implement  a  monitor  by  using 
semaphores. 

5.25  Use  semaphores  to  solve  the  readers  and  writers  problem. 

5.26  Use  the  Ada  rendezvous  to  implement  a  counting  semaphore. 

5.27  Suppose  a  system  implements  interprocess  communications  with  blocking  send  and  receive 
calls.  Show  several  ways  in  which  such  a  system  could  deadlock.  Can  such  deadlocks  occur  with 
nonblocking  calls?  Propose  a  modification  to  blocking  calls  that  avoids  such  deadlocks. 

5.28  Write  an  Ada  task  that  simulates  the  operation  of  a  one  product  vending  machine  (Ge84).  One 
entry  should  receive  the  amount  of  money  deposited;  another  should  return  a  product  and  the 
appropriate  change  when  the  customer  pushes  the  button  on  the  machine.  If  the  customer  has  not 
deposited  a  sufficient  amount  of  money,  or  if  no  products  remain  in  the  machine,  the  task  should 
return  no  product  and  should  return  the  full  amount  deposited.  Be  sure  to  handle  the  possibility  that 
the  customer  inserts  money  and  presses  the  product  button  simultaneously.  Compare  your  Ada-based 
vending  machine  to  the  semaphore-based  machine  you  developed  in  the  Chapter  4  exercises. 

5.29  Use  send  and  receive  to  implement  a  simple  producer-consumer  relationship  that  uses  a  single 
buffer. 

5.30  Use  send  and  receive  to  implement  a  producer-consumer  relationship  that  uses  a  ring  buffer. 

5.31  In  our  discussion  of  message  passing  in  distributed  systems  we  mentioned  that  messages  can 
be  flawed  or  even  lost.  Reflect  on  how  current  programming  languages  and  techniques  for 
transmission  between  procedures  within  a  process,  and  between  processes  on  the  same  computer 
system,  might  be  different  if  we  could  not  assume  flawless  transmission. 

5.32  Suppose  a  receiver  in  a  message  passing  system  receives  two  (or  more)  consecutive  messages 
with  the  same  message  sequence  number.  What  does  this  mean?  What  action  should  the  receiver 
take?  Should  the  receiver  bother  to  compare  two  messages  with  the  same  sequence  number?  Suppose 
it  does,  and  suppose  the  messages  are  different.  What  does  this  mean?  What  action  should  the  receiver 
take? 

5.33  As  was  mentioned  in  the  text,  systems  that  use  a  nonblocking  send  primitive  must  provide  an 
intermediate  buffering  mechanism  to  hold  messages  the  receiver  may  not  be  ready  to  receive.  This 
system-administered  buffer  space  can  be  used  instead  of  providing  an  explicitly  defined  ring  buffer 
between  a  producer  and  a  consumer  process.  Show  how  message  passing  with  a  nonblocking  send 
primitive  can  be  used  to  implement  a  producer-consumer  realtionship  capable  of  buffering  5 
messages.  You  may  not  use  shared  memory  to  create  the  buffers.  Rather  you  should  take  advantage  of 
the  fact  that  the  system  will  automatically  buffer  messages  sent  by  a  nonblocking  send  primitive. 

5.34  Consider  the  RESOURCECONTROLLER  task  shown  in  the  text,  and  the  discussion  about 
how  a  malicious  task  could  seize  control  of  a  resource  from  a  task  that  needs  to  continue  using  the 
resource.  Comment  on  the  fact  that  these  kinds  of  task  interactions  can  occur  in  Ada,  a  language 
designed  for  mission  critical  systems.  Is  it  possible  to  ensure  automatically  that  tasks  like  this  are 
excluded  from  Ada  systems?  What  safeguards  might  you  include  in  Ada-like  languages  to  deal  with 
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this  issue?  Is  it  feasible  to  design  a  concurrent  programming  language  for  writing  absolutely  non- 
corruptible  systems? 

5.35  In  the  text,  we  observed  that  in  Ada  the  caller  must  know  the  existence  of  the  server  and  the 
various  server  entries,  but  the  server  accepts  calls  from  any  caller.  This  is  desirable  in  distributed 
processing  environments  in  which  various  servers  are  available  to  the  community  of  callers,  but 
unfortunately  it  prevents  a  task  from  limiting  access  to  its  entries  to  designated  tasks.  How  might  this 
asymmetry  of  the  Ada  rendezvous  result  in  the  deterioration  of  the  performance  of  servers  and 
ultimately  the  entire  system,  given  certain  malicious  or  even  accidental  behavior  by  various  callers? 
What  kinds  of  safeguards  might  you  incorporate  in  an  Ada-like  concurrent  programming  language  to 
prevent  such  corruption  of  the  system?  These  are  important  issues  for  designers  of  languages  intended 
to  be  used  in  "mission  critical  systems.” 

5.36  Suppose  an  Ada  server  task  services  two  kinds  of  calling  tasks,  A  and  B.  If  each  task  calls  an 
appropriate  entry  in  the  server,  either  ENTRY  A  or  ENTRYB,  and  if  the  server  executes 

loop 

select 

accept  ENTRYA  ( parameters )  do 
somestuf f A; 
end  ENTRYA; 

or 

accept  ENTRYB  ( parameters )  do 
somestuf fB; 
end  ENTRYB; 

end  select; 
end  loop 

then  explain  how  indefinite  postponement  of  waiting  tasks  could  occur.  Redesign  this  single  server  so 
that  it  ensures  regular  and  predictable  service  to  all  arriving  A  tasks  and  B  tasks. 

5.37  Develop  Ada-based  and  monitor-based  solutions  to  each  of  the  following  variations  of  the 
readers  and  writers  problem. 

a)  Allow  only  one  reader  or  one  writer  to  be  active  at  once.  This  is  overly  restrictive  and 
minimizes  the  degree  of  concurrency,  but  it  is  easy  to  implement.  Could  this  method 
lead  to  indefinite  postponement? 

b)  Allow  only  one  writer  or  many  readers  to  be  active  at  once.  This  allows  all  readers  to 
be  active  at  once  because  they  do  not  interfere  with  one  another.  Could  it  indefinitely 
postpone  waiting  writers? 

c)  Allow  only  one  writer  or  many  readers,  but  give  writers  higher  priority.  This  solves 
the  problem  of  indefinitely  postponing  waiting  writers,  but  a  steady  stream  of  writers 
could  now  indefinitely  postpone  waiting  readers.  Under  what  circumstances,  how¬ 
ever,  would  indefinite  postponement  not  be  a  serious  concern? 

d)  Allow  only  one  writer  or  many  readers,  give  writers  priority  over  readers,  but  after 
each  writer  finishes,  chain  in  all  waiting  readers.  This  prevents  indefinite  postpone¬ 
ment  of  any  waiting  readers  and  writers.  Under  what  circumstances,  however,  would 
even  this  fine-tuned  solution  cause  response  problems? 
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5.38  Comment  on  the  operation  of  the  following  pair  of  Ada  tasks. 

task  body  FIRST  is 

begin 

loop 

SECOND . DOSECONDSTUFF ; 
accept  DOFIRSTSTUFF; 

end  loop; 

end  FIRST; 

task  bo4y  SECOND  is 

begin 

loop 

FIRST. DOFIRSTSTUFF ; 
accept  DOSECONDSTUFF; 

end  loop; 

end  SECOND; 

5.39  What  are  nested  monitor  calls?  Under  what  circumstances  might  a  process  need  to  make 
nested  monitor  calls?  Comment  on  each  of  the  following  approaches  used  by  operating  systems 
designers  to  deal  with  nested  monitor  calls  (An83). 

a)  Disallow  nested  monitor  calls. 

b)  When  a  process  making  nested  monitor  calls  blocks,  mutual  exclusion  must  be  yielded 
on  every  monitor  in  the  chain  of  nested  calls  so  that  other  processes  will  be  able  to  use 
those  monitors.  This  mutual  exclusion  must  then  be  reacquired  by  the  process  when  it 
unblocks. 

5.40  Use  path  expressions  to  implement  each  of  the  following. 

a)  A  producer-consumer  relationship  with  one  shared  variable. 

b)  A  solution  to  the  readers  and  writers  problem  in  which  either  one  writer  or  many 
readers  may  be  active  at  once. 

5.41  Compare  and  contrast  path  expressions  and  monitors  considering  each  of  the  following. 

a)  Which  uses  a  centralized  specification  of  synchronization?  Which  tends  to  have 
synchronization  distributed  throughout  the  procedures  to  be  performed? 

b)  Which  uses  rigid  mutual  exclusion  so  that  only  one  process  at  a  time  is  active  when 
synchronization  decisions  are  made? 

c)  Which  enables  a  greater  degree  of  concurrency  among  processes  requiring  synchro¬ 
nization? 

d)  Which  is  conceptually  easier  to  implement,  easier  to  use,  and  better  in  situations  in 
which  program  correctness  must  be  demonstrated? 
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5.42  Should  a  waiting  signaler  receive  priority  over  a  process  first  attempting  to  enter  a  monitor? 
What  priority  scheme,  if  any,  should  be  imposed  on  waiting  signalers? 
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6.1  INTRODUCTION 

A  process  in  a  multiprogramming  system  is  said  to  be  in  a  state  of  deadlock  (or  deadlocked) 
if  it  is  waiting  for  a  particular  event  that  will  not  occur.  In  a  system  deadlock,  one  or  more 
processes  are  deadlocked  (Is80)  (Zo83). 

In  multiprogrammed  computing  systems,  resource  sharing  is  one  of  the  primary  goals 
of  the  operating  system.  When  resources  are  shared  among  a  population  of  users,  each  of 
whom  maintains  exclusive  control  over  particular  resources  allocated  to  that  user,  it  is 
possible  for  deadlocks  to  develop  in  which  the  processes  of  some  users  will  never  be  able  to 
finish. 

This  chapter  discusses  the  problem  of  deadlock  and  summarizes  the  major  research 
results  in  the  areas  of  deadlock  prevention ,  avoidance ,  detection ,  and  recovery.  Also  con¬ 
sidered  is  the  closely  related  problem  of  indefinite  postponement  or  starvation  in  which  a 
process,  even  though  not  deadlocked,  could  wait  for  an  event  that  may  never  occur  because 
of  biases  in  the  resource  scheduling  policies  of  a  system. 

The  trade-offs  between  the  overhead  of  deadlock  correction  mechanisms  and  the  an¬ 
ticipated  benefits  are  considered.  In  some  cases,  the  price  that  must  be  paid  to  make  a 
system  free  of  deadlock  is  high.  In  other  cases,  such  as  in  real-time  process  control,  there  is 
no  choice  but  to  pay  the  price  because  allowing  a  deadlock  to  develop  could  be  catas¬ 
trophic. 

Interest  in  deadlock  is  evidenced  by  abundant  discussions  in  both  the  research  litera¬ 
ture  and  the  documentation  of  operating  systems.  In  discussing  AT&T's  UNIX  System  V 
operating  system,  Bach  (Ba86)  indicates  how  deadlocks  may  develop  in  the  areas  of 
process  swapping,  file  locking,  linking,  and  interrupt  handling.  Kenah.  et  al  (Ke88)  discuss 
the  detection  and  handling  of  deadlocks  in  Digital  Equipment  Corporation's  VAX/VMS 
operating  system.  The  reader  interested  in  investigating  deadlock  further  will  find  a  list  of 
46  books  and  papers  in  the  literature  section  at  the  end  of  this  chapter. 

6.2  EXAMPLES  OF  DEADLOCK 

Deadlocks  can  develop  in  many  ways.  If  a  process  is  given  the  task  of  waiting  for  an  event 
to  occur,  and  if  the  system  includes  no  provision  for  signaling  that  event,  then  we  have  a 
one-process  deadlock  (Ho72).  Deadlocks  of  this  nature  are  extremely  difficult  to  detect. 
Most  deadlocks  in  real  systems  generally  involve  multiple  processes  competing  for 
multiple  resources.  Let  us  consider  several  common  examples  of  deadlocks. 


6.2.1  A  Traffic  Deadlock 

Figure  6. 1  illustrates  a  kind  of  deadlock  that  occasionally  develops  in  cities.  A  number  of 
automobiles  are  attempting  to  drive  through  a  busy  section  of  the  city,  but  the  traffic  has 
become  completely  snarled.  Traffic  comes  to  a  halt,  and  it  is  necessary  for  the  police  to 
unwind  the  jam  by  slowly  and  carefully  backing  cars  out  of  the  congested  area.  Eventually 
the  traffic  begins  to  flow  normally,  but  not  without  much  annoyance,  effort,  and  the  loss  of 
considerable  time. 
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Fig.  6.1  A  traffic  deadlock. 


6.2.2  A  Simple  Resource  Deadlock 

Most  deadlocks  in  operating  systems  develop  because  of  the  normal  contention  for  dedi¬ 
cated  resources  (i.e.,  resources  that  may  be  used  by  only  one  user  at  a  time,  sometimes 
called  serially  reusable  resources).  A  simple  example  of  a  resource  deadlock  is  illustrated 
in  Fig.  6.2.  This  resource  allocation  graph  shows  two  processes  as  rectangles  and  two 
resources  as  circles.  An  arrow  from  a  resource  to  a  process  indicates  that  the  resource  be¬ 
longs  to,  or  has  been  allocated  to,  the  process.  An  arrow  from  a  process  to  a  resource 
indicates  that  the  process  is  requesting,  but  has  not  as  yet  been  allocated,  the  resource.  The 
diagram  illustrates  a  deadlocked  system:  Process  A  holds  Resource  I  and  needs  Resource  2 
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Fig.  6.2  A  simple  deadlock.  This  system  is  deadlocked  because  each  process  holds 
a  resource  being  requested  by  the  other  process  and  neither  process  is  wil  ling  to  release 
the  resource  it  holds. 


to  continue.  Process  B  holds  Resource  2  and  needs  Resource  I  to  continue.  Each  process  is 
waiting  for  the  other  to  free  a  resource  that  it  will  not  free  until  the  other  frees  its  resource 
that  it  will  not  do  until  the  other  frees  its  resource,  etc.  This  circular  wait  is  characteristic  of 
deadlocked  systems.  Because  holding  resources  tenaciously  can  cause  deadlock,  a  dead¬ 
lock  (like  the  one  illustrated  in  Fig.  6.2)  is  sometimes  referred  to  as  a  deadly  embrace. 


6.2.3  Deadlock  in  Spooling  Systems 

Spooling  systems  are  often  prone  to  deadlock.  A  spooling  system  is  used  to  improve  system 
throughput  by  disassociating  a  program  from  the  slow  operating  speeds  of  devices  such  as 
printers.  For  example,  if  a  program  sending  lines  to  the  printer  must  wait  for  each  line  to  be 
printed  before  it  can  transmit  the  next  line,  then  the  program  will  execute  slowly.  To  speed 
the  program’s  execution,  output  lines  are  routed  to  a  much  faster  device  such  as  a  disk  drive 
where  they  are  temporarily  stored  until  they  may  be  printed.  In  some  spooling  systems,  the 
complete  output  from  a  program  must  be  available  before  actual  printing  can  begin.  Thus 
several  partially  completed  jobs  generating  print  lines  to  a  spool  file  could  become 
deadlocked  if  the  available  space  fills  before  any  job  completes.  Unwinding,  or  recovering, 
from  such  a  deadlock  might  involve  restarting  the  system  with  a  loss  of  all  work  performed 
so  far.  If  the  system  deadlocks  in  a  manner  that  leaves  the  operator  in  control,  then  a  less 
drastic  approach  to  recovery  might  be  to  kill  one  or  more  jobs  until  sufficient  spooling 
space  becomes  available  for  the  remaining  jobs  to  complete. 

When  an  operating  system  is  generated  by  the  systems  programmer,  the  amount  of 
space  for  spooling  files  is  specified.  One  way  to  make  spooling  deadlocks  less  likely  is  to 
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provide  considerably  more  space  for  spooling  files  than  is  anticipated  will  be  needed.  This 
solution  is  not  always  feasible  if  space  is  at  a  premium.  A  more  common  solution  is  to  collar 
the  input  spoolers  so  that  they  will  not  read  in  more  jobs  when  the  spooling  files  begin  to 
reach  some  saturation  threshold  such  as  75  percent  full.  This  may  reduce  system 
throughput,  but  it  is  the  price  paid  to  reduce  the  likelihood  of  deadlocks. 

Today’s  systems  are  more  sophisticated  than  this.  They  might  allow  printing  to  begin 
before  the  job  is  completed  so  that  a  full,  or  nearly  full,  spooling  file  can  be  emptied  or 
partially  cleared  even  while  a  job  is  still  executing.  In  many  systems,  allocation  of  spooling 
space  has  been  made  more  dynamic  so  that  if  existing  space  starts  to  fill,  then  more  space 
may  be  made  available.  The  benefits  of  spooling  generally  outweigh  the  problems 
presented  here,  but  the  reader  should  be  aware  of  potential  difficulties  in  operating  systems 
design. 

6.3  A  RELATED  PROBLEM:  INDEFINITE  POSTPONEMENT 

In  any  system  that  keeps  processes  waiting  while  it  makes  resource  allocation  and  process 
scheduling  decisions,  it  is  possible  to  delay  indefinitely  the  scheduling  of  a  process  while 
other  processes  receive  the  system’s  attention.  This  situation,  called  by  various  names 
including  indefinite  postponement ,  indefinite  blocking,  or  starvation,  can  often  be  as 
devastating  as  deadlock. 

Indefinite  postponement  may  occur  because  of  biases  in  a  system’s  resource  schedul¬ 
ing  policies.  When  resources  are  scheduled  on  a  priority  basis,  it  is  possible  for  a  given 
process  to  wait  for  a  resource  indefinitely  as  processes  with  higher  priorities  continue 
arriving.  Waiting  is  a  fact  of  life  and  is  certainly  an  important  aspect  of  what  goes  on  inside 
computer  systems.  Systems  should  be  designed  to  manage  waiting  processes  fairly  as  well 
as  efficiently.  In  some  systems,  indefinite  postponement  is  prevented  by  allowing  a 
process’s  priority  to  increase  as  it  waits  for  a  resource.  This  is  called  aging.  Eventually,  that 
process’s  priority  will  exceed  the  priorities  of  all  incoming  processes,  and  the  waiting 
process  will  be  serviced. 

Mathematical  queueing  theory  provides  the  formal  treatment  of  systems  that  manage 
waiting  entities.  Queueing  theory  is  introduced  in  this  text  in  Chapter  15,  “Analytic 
Modeling.” 


6.4  RESOURCE  CONCEPTS 

An  operating  system  is  primarily  a  resource  manager.  It  is  responsible  for  the  allocation  of 
a  vast  array  of  resources  of  various  types.  The  richness  of  resource  types  is  part  of  what 
makes  operating  systems  such  an  interesting  topic.  We  consider  resources  that  are 
preemptible  such  as  the  CPU  and  main  memory;  a  user  program  currently  occupying  a 
particular  range  of  locations  in  main  memory  may  be  removed  or  preempted  by  another 
program.  A  user  program  that  has  requested  input/output  may  not  be  able  to  make  effective 
use  of  the  main  memory  during  the  long  delay  until  the  input/output  is  complete.  The  CPU 
is  perhaps  the  most  preemptible  resource  on  a  computer  system.  The  CPU  must  be  rapidly 
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switched  (multiplexed)  among  a  large  number  of  processes  competing  for  system  service  to 
keep  all  those  processes  progressing  at  a  reasonable  pace.  Whenever  a  particular  process 
reaches  a  point  at  which  the  CPU  cannot  be  effectively  used  (such  as  during  a  long  wait  for 
input/output  completion),  control  of  the  CPU  is  removed  from  that  process  and  given  to 
another  process.  Preemption  is  thus  extremely  critical  to  the  success  of  multiprogrammed 
computer  systems. 

Certain  resources  are  nonpreemptible  and  cannot  be  removed  from  the  processes  to 
which  they  are  assigned.  For  example,  tape  drives  are  normally  assigned  to  a  particular 
process  for  periods  of  several  minutes  or  hours.  While  a  tape  drive  belongs  to  one  process, 
it  may  not  be  taken  from  that  process  and  given  to  another. 

Some  resources  may  be  shared  among  several  processes  while  others  are  dedicated  to 
single  processes.  Disk  drives  are  sometimes  dedicated  to  single  processes,  but  often  contain 
files  belonging  to  many  processes.  Main  memory  and  the  CPU  are  shared  among  many 
processes;  although  a  single  CPU  can  normally  only  belong  to  one  process  at  a  time,  the 
multiplexing  of  the  CPU  among  many  processes  creates  the  illusion  of  simultaneous 
sharing. 

Data  and  programs  are  certainly  resources  that  need  to  be  controlled  and  allocated.  On 
multiprogramming  systems,  many  users  may  simultaneously  want  to  use  an  editor  pro¬ 
gram.  It  would  waste  main  memory  to  have  a  separate  copy  of  the  editor  for  each  program. 
Instead,  one  copy  of  the  code  is  brought  in  and  several  copies  of  the  data  are  made,  one  for 
each  user.  Since  the  code  may  be  in  use  by  many  people  at  once,  it  cannot  change.  Code  that 
cannot  be  changed  while  in  use  is  said  to  be  reentrant.  Code  that  may  be  changed  but  is 
reinitialized  each  time  it  is  used  is  said  to  be  serially  reusable.  Reentrant  code  may  be 
shared  by  several  processes  simultaneously  whereas  serially  reusable  code  may  be  used  by 
only  one  process  at  a  time. 

When  we  call  particular  resources  shared,  we  must  be  careful  to  state  whether  they  may 
be  used  by  several  processes  simultaneously,  or  whether  they  may  be  used  by  several 
processes,  but  only  by  one  at  a  time.  The  latter  are  the  resources  that  tend  to  become 
involved  in  deadlocks. 

6.5  FOUR  NECESSARY  CONDITIONS  FOR  DEADLOCK 

Coffman.  Elphick,  and  Shoshani  (Co71 )  stated  the  following  four  necessary  conditions 
that  must  be  in  effect  for  a  deadlock  to  exist. 

•  Processes  claim  exclusive  control  of  the  resources  they  require  ( mutual  exclusion 
condition). 

■  Processes  hold  resources  already  allocated  to  them  while  waiting  for  additional  re¬ 
sources  (wait for  condition). 

■  Resources  cannot  be  removed  from  the  processes  holding  them  until  the  resources  are 
used  to  completion  (no  preemption  condition). 

■  A  circular  chain  of  processes  exists  in  which  each  process  holds  one  or  more  resources 
that  are  requested  by  the  next  process  in  the  chain  (circular  wait  condition). 


160  Deadlock  and  Indefinite  Postponement 


Because  these  conditions  are  necessary  for  a  deadlock  to  exist,  the  existence  of  a 
deadlock  implies  that  each  of  these  conditions  must  be  in  effect.  As  we  will  see  later,  this 
observation  helps  us  develop  schemes  to  prevent  deadlocks. 

An  interesting  question  is  whether  these  conditions,  as  a  group,  are  also  sufficient  for  a 
deadlock  to  exist  (i.e.,  if  these  conditions  are  in  place,  is  a  system  necessarily  deadlocked)? 
This  is  left  to  the  exercises. 

6.6  MAJOR  AREAS  OF  DEADLOCK  RESEARCH 

Deadlock  has  been  one  of  the  more  productive  research  areas  in  computer  science  and 
operating  systems.  The  results  of  deadlock  research  have  been  “nice”  in  that  clean-cut 
methods  have  been  found  to  handle  many  of  the  common  problems.  Primarily,  there  are 
four  areas  of  interest  in  deadlock  research.  These  are  deadlock  prevention,  deadlock  avoid¬ 
ance,  deadlock  detection,  and  deadlock  recovery. 

In  deadlock  prevention  our  concern  is  to  condition  a  system  to  remove  any  possibility 
of  deadlocks  occurring.  Prevention  is  a  clean  solution  as  far  as  deadlock  itself  is  concerned, 
but  prevention  methods  can  often  result  in  poor  resource  utilization.  Nevertheless,  deadlock 
prevention  methods  are  widely  practiced. 

In  deadlock  avoidance  the  goal  is  to  impose  less  stringent  conditions  than  in  deadlock 
prevention  in  an  attempt  to  get  better  resource  utilization.  Avoidance  does  not  precondition 
the  system  to  remove  all  possibility  of  deadlock.  Instead,  avoidance  methods  allow  the 
possibility  of  deadlock  to  loom,  but  whenever  a  deadlock  is  approached,  it  is  carefully 
sidestepped.  (See  the  discussion  of  Dijkstra’s  Banker's  Algorithm  later  in  this  chapter.) 

Deadlock  detection  methods  are  used  in  systems  that  allow  deadlocks  to  occur,  either 
willingly  or  unwillingly.  The  goal  of  deadlock  detection  is  to  determine  if  a  deadlock  has 
occurred,  and  to  determine  precisely  those  processes  and  resources  involved  in  the  dead¬ 
lock.  Once  this  is  determined,  the  deadlock  can  be  cleared  from  the  system. 

Deadlock  recovery  methods  are  used  to  clear  deadlocks  from  a  system  so  that  it  may 
proceed  to  operate  free  of  the  deadlock,  and  so  that  the  deadlocked  processes  may  complete 
their  execution  and  free  their  resources.  Recovery  is  a  messy  problem  at  best  and  most 
systems  recover  from  deadlock  by  flushing  one  or  more  of  the  deadlocked  processes 
completely.  Then,  the  flushed  processes  are  normally  restarted  from  the  beginning,  with 
much  or  all  previous  work  done  by  these  processes  being  lost. 

6.7  DEADLOCK  PREVENTION 

By  far,  the  most  frequent  approach  used  by  designers  in  dealing  with  the  problem  of 
deadlock  is  deadlock  prevention  (Ha69)  (Ho7l)  (Ho7la)  (Pa72)  (Nw79)  (Ge81).  In  this 
section,  the  various  methods  of  deadlock  prevention  are  considered,  and  the  effects  on  both 
users  and  systems,  especially  from  the  standpoint  of  performance,  are  examined. 

Havender  (Hv68),  in  his  pioneering  work,  concluded  that  if  any  of  the  four  necessary 
conditions  is  denied,  a  deadlock  cannot  occur.  Havender  suggested  the  following  strategies 
for  denying  various  necessary  conditions. 
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■  Each  process  must  request  all  its  required  resources  at  once  and  cannot  proceed  until 
all  have  been  granted. 

■  If  a  process  holding  certain  resources  is  denied  a  further  request,  that  process  must 
release  its  original  resources  and,  if  necessary,  request  them  again  together  with  the 
additional  resources. 

■  Impose  a  linear  ordering  of  resource  types  on  all  processes;  i.e.,  if  a  process  has  been 
allocated  resources  of  a  given  type,  it  may  subsequently  request  only  those  resources  of 
types  later  in  the  ordering. 

Note  that  Havender  presents  three  strategies,  and  not  four.  Each  of  the  above,  as  we 
will  see  in  the  following  sections,  is  designed  to  deny  one  particular  necessary  condition. 
The  first  necessary  condition,  namely  that  processes  claim  exclusive  use  of  the  resources 
they  require,  is  not  one  that  we  want  to  break  because  we  specifically  want  to  allow  ded¬ 
icated  resources. 


6.7.1  Denying  the  "Wait  for"  Condition 

Havender’s  first  strategy  requires  that  all  of  the  resources  a  process  will  need  must  be  re¬ 
quested  at  once.  The  system  must  grant  them  on  an  “all  or  none”  basis.  If  the  set  of  re¬ 
sources  needed  by  a  process  is  available,  then  the  system  may  grant  all  of  those  resources  to 
the  process  at  one  time  and  the  process  will  be  allowed  to  proceed.  If  the  complete  set  of 
resources  needed  by  a  process  is  not  currently  available,  then  the  process  must  wait  until  the 
complete  set  is  available.  While  the  process  waits,  however,  it  may  not  hold  any  resources. 
Thus  the  “wait  for’’  condition  is  denied  and  deadlocks  simply  cannot  occur. 

This  sounds  good  but  it  can  lead  to  serious  waste  of  resources.  For  example,  a  program 
requiring  ten  tape  drives  at  one  point  in  its  execution  must  request,  and  receive,  all  ten  tape 
drives  before  it  begins  executing.  If  all  ten  drives  are  needed  throughout  the  execution  of 
the  program,  then  there  is  no  serious  waste.  But,  consider  the  case  in  which  the  program 
needs  only  one  tape  drive  to  begin  execution  (or  worse  yet,  none  at  all)  and  then  does  not 
need  the  remaining  tape  drives  for  several  hours.  The  requirement  that  the  program  must 
request,  and  receive,  all  of  these  tape  drives  before  execution  begins  means  that  substantial 
computer  resources  will  sit  idle  for  several  hours. 

One  approach  frequently  used  by  systems  implementors  to  get  better  resource  uti¬ 
lization  in  these  circumstances  is  to  divide  a  program  into  several  program  steps  that  run 
relatively  independently  of  one  another.  Then  resource  allocation  can  be  controlled  by  step 
rather  than  for  the  entire  process.  This  can  reduce  waste,  but  it  involves  a  greater  overhead 
in  the  design  of  applications  systems,  as  well  as  in  their  execution. 

This  strategy  can  cause  indefinite  postponement  since  not  all  the  required  resources 
may  become  available  at  once.  The  computer  system  must  allow  a  sufficient  number  of  jobs 
to  complete  and  free  their  resources  before  the  waiting  job  can  proceed.  While  the  required 
resources  are  being  accumulated  they  cannot  be  allocated  to  other  jobs,  and  the  resources 
are  wasted.  There  is  some  controversy  over  whom  to  charge  for  these  unused  resources. 
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Because  the  resources  are  being  accumulated  for  a  specific  user,  some  designers  feel  this 
user  should  pay  for  them,  even  during  the  period  the  resources  sit  idle.  Other  designers  say 
this  would  destroy  the  predictability  of  resource  charges',  if  the  user  tried  to  run  the  job  on 
a  busy  day,  the  charges  would  be  much  higher  than  when  the  machine  was  lightly  loaded. 


6.7.2  Denying  the  "No-Preemption"  Condition 

Havender’s  second  strategy,  considered  here  independently  of  the  others,  denies  the  “no¬ 
preemption”  condition.  Suppose  a  system  does  allow  processes  to  hold  resources  while 
requesting  additional  resources.  As  long  as  sufficient  resources  remain  available  to  satisfy 
all  requests,  the  system  cannot  deadlock.  But  consider  what  happens  when  a  request  cannot 
be  satisfied.  Now  a  process  holds  resources  a  second  process  may  need  in  order  to  proceed 
while  the  second  process  may  hold  the  resources  needed  by  the  first  process.  This  is 
deadlock. 

Havender’s  second  strategy  requires  that  when  a  process  holding  resources  is  denied  a 
request  for  additional  resources,  that  process  must  release  its  held  resources  and,  if  neces¬ 
sary,  request  them  again  together  with  the  additional  resources.  Implementation  of  this 
strategy  effectively  denies  the  “no-preemption”  condition.  Resources  can  be  removed  from 
the  processes  holding  them  prior  to  the  completion  of  those  processes. 

Here,  too,  the  means  for  preventing  deadlock  is  not  without  cost.  When  a  process 
releases  resources  the  process  may  lose  all  its  work  to  that  point.  This  may  seem  to  be  a  high 
price  to  pay,  but  the  real  question  is  “How  often  does  this  price  have  to  be  paid?”  If  this 
occurs  infrequently,  then  a  relatively  low-cost  means  of  preventing  deadlocks  is  provided. 
If,  on  the  other  hand,  this  occurs  frequently,  then  the  cost  is  substantial  and  the  effects  are 
disruptive,  particularly  when  high-priority  or  deadline  processes  cannot  be  completed  on 
time. 

One  serious  consequence  of  this  strategy  is  the  possibility  of  indefinite  postponement. 
A  process  might  be  held  off  indefinitely  as  it  repeatedly  requests  and  releases  the  same 
resources.  If  this  occurs,  the  system  might  need  to  remove  the  process  so  that  other 
processes  can  proceed.  The  possibility  that  the  process  being  indefinitely  postponed  might 
not  be  very  “visible”  to  the  system  operator  cannot  be  ignored.  In  this  case,  the  process 
might  consume  substantial  computer  resources  and  degrade  the  system’s  performance. 


6.7.3  Denying  the  "Circular  Wait"  Condition 

Havender’s  third  strategy  denies  the  possibility  of  a  circular  wait.  Because  all  resources  are 
uniquely  numbered,  and  because  processes  must  request  resources  in  linear  ascending 
order,  a  circular  wait  cannot  develop  (Fig.  6.3).  This  strategy  has  been  implemented  in  a 
number  of  operating  systems  (Br73)  (Sc73)  (Au8l)  (Ke88),  but  not  without  difficulties. 
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Process  PI  has  resources  R3,  R4,  R6  and 
R7,  and  is  requesting  resource  R8  (as 
indicated  by  the  dotted  line).  No  circular 
wait  can  develop  because  all  arrows  must 
point  upward. 


Fig.  6.3  Havender's  linear  ordering  for  preventing  deadlock. 
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■  Resources  must  be  requested  in  ascending  order  by  resource  number.  Resource  num¬ 
bers  are  assigned  for  the  installation  and  must  be  “lived  with”  for  long  periods  (i.e., 
months  or  even  years).  If  new  resource  types  are  added  at  an  installation,  existing 
programs  and  systems  may  have  to  be  rewritten. 

■  Clearly,  when  the  resource  numbers  are  assigned,  they  should  reflect  the  normal  or¬ 
dering  in  which  most  jobs  actually  use  resources.  For  jobs  matching  this  ordering, 
efficient  operation  may  be  expected.  But  for  jobs  that  need  the  resources  in  a  different 
order  than  that  assumed  at  the  installation,  resources  must  be  acquired  and  held, 
possibly  long  before  they  are  actually  used.  This  can  result  in  considerable  waste. 

■  One  of  the  most  important  goals  in  today’s  operating  systems  is  to  create  user-friendly 
environments.  Users  should  be  able  to  develop  their  applications  with  a  minimal 
pollution  of  their  environments  by  awkward  hardware  and  software  restrictions.  Hav- 
ender’s  linear  ordering  truly  eliminates  the  possibility  of  a  circular  wait,  yet  it 
detrimentally  affects  a  user’s  ability  to  freely  and  easily  write  applications  code. 

6.8  DEADLOCK  AVOIDANCE  AND  THE  BANKER'S  ALGORITHM 

If  the  necessary  conditions  for  a  deadlock  to  occur  are  in  place,  it  is  still  possible  to  avoid 
deadlock  by  being  careful  when  resources  are  allocated.  Perhaps  the  most  famous 
deadlock-avoidance  algorithm  is  Dijkstra’s  Banker’s  Algorithm  (Br73)  (Di65)  (Di65a) 
(Ha69)  (Ma84),  called  by  this  interesting  name  because  it  involves  a  banker  who  makes 
loans  and  receives  payments  from  a  given  source  of  capital.  We  paraphrase  the  algorithm 
here  in  the  context  of  operating  systems  resource  allocation.  Subsequently,  much  work  has 
been  done  in  deadlock  avoidance  (Hv68)  (Fo7l)  (Fr73)  (De77)  (L08O)  (Ma80)  (Me80) 
(Mi82). 

6.8.1  Dijkstra's  Banker's  Algorithm 

When  we  refer  to  resources  in  the  following  discussion,  we  mean  resources  of  the  same 
type.  The  Banker’s  Algorithm  is  easily  extendable  to  pools  of  resources  of  several  different 
types;  this  is  left  to  the  exercises  at  the  end  of  this  chapter.  For  example,  consider  the 
allocation  of  a  quantity,  t,  of  identical  tape  drives. 

An  operating  system  shares  a  fixed  number  of  equivalent  tape  drives,  t,  among  a  fixed 
number  of  users,  u.  Each  user  specifies  in  advance  the  maximum  number  of  tape  drives 
he  or  she  will  need  during  the  execution  of  his  or  her  job  on  the  system. 

The  operating  system  will  accept  a  user’s  request  if  that  user’s  maximum  need  for  tape 
drives  does  not  exceed  t. 

A  user  may  obtain  or  release  tape  drives  one  by  one.  Sometimes,  a  user  may  have  to 
wait  to  obtain  an  additional  tape  drive,  but  the  operating  system  guarantees  a  finite 
wait.  The  current  number  of  tape  drives  allocated  to  a  user  will  never  exceed  that  user’s 
stated  maximum  need. 
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If  the  operating  system  is  able  to  satisfy  a  user’s  maximum  need  for  tape  drives,  then 
the  user  guarantees  that  the  tape  drives  will  be  used  and  released  to  the  operating 
system  within  a  finite  time. 

The  current  state  of  the  system  is  called  safe  if  it  is  possible  for  the  operating  system  to 
allow  all  current  users  to  complete  their  jobs  within  a  finite  time.  (Again,  it  is  assumed 
that  tape  drives  are  the  only  resources  requested  by  users).  If  not,  then  the  current 
system  state  is  called  unsafe. 

Now  suppose  there  are  n  users. 

Let  loan(i)  represent  user  /’ s  current  loan  of  tape  drives;  if  user  5,  for  example,  has 
been  allocated  four  tape  drives,  then  loan(5)  =  4.  Let  max(i)  be  the  maximum  need  of 
user  i  so  that  if  user  3  has  a  maximum  need  of  two  tape  drives  then  max(3)  =  2.  Let 
claim(i)  be  the  current  claim  of  a  user  where  a  user’s  claim  is  equal  to  his  maximum 
need  minus  the  user’s  current  loan.  If,  for  example,  user  7  has  a  maximum  need  of  six 
tape  drives  and  a  current  loan  of  four  tape  drives,  then  we  have 

claim(7)  =  max  (7)  -  loan  (7)  =6-4=2 

The  operating  system  controls  t  tape  drives.  Let  a  be  the  number  of  tape  drives  still 
available  for  allocation.  Then  a  is  equal  to  t  minus  the  sum  of  the  loans  to  the  various 
users. 

Dijkstra’s  Banker’s  Algorithm  says  to  allocate  tape  drives  to  users  only  when  the 
allocations  result  in  safe  states  rather  than  in  unsafe  states.  A  safe  state  is  one  in  which  the 
total  resource  situation  is  such  that  all  users  would  eventually  be  able  to  finish.  An  unsafe 
state  is  one  that  might  eventually  lead  to  deadlock. 


6.8.2  Example  of  a  Safe  State 

Suppose  a  system  has  twelve  equivalent  tape  drives,  and  three  users  sharing  the  drives  as  in 
State  I. 


State  I 


Current 

loan 

Maximum 

need 

User(l) 

1 

4 

User(2) 

4 

6 

User(3) 

5 

8 

Available 

2 
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This  state  is  “safe”  because  it  is  still  possible  for  all  three  users  to  finish.  Note  that 
User(2)  currently  has  a  loan  of  four  tape  drives  and  will  eventually  need  a  maximum  of  six, 
or  two  additional  drives.  The  system  has  twelve  drives  of  which  ten  are  currently  in  use  and 
two  are  available.  If  these  two  available  drives  are  given  to  User(2),  fulfilling  User(2)’s 
maximum  need,  then  User(2)  may  run  to  completion.  User(2)  upon  finishing  will  release  all 
six  tape  drives  that  the  system  may  then  assign  to  User(l)  and  User(3).  User(l)  has  one  tape 
drive  and  will  need  three  more  eventually.  User(3)  has  five  and  will  need  three  more 
eventually.  If  User(2)  returns  six,  then  three  may  be  given  to  User(  1),  who  may  then  finish 
and  return  four  tape  drives  to  the  system.  The  system  may  then  give  three  drives  to  User(3), 
who  may  now  also  finish.  Thus  the  key  to  a  state  being  safe  is  that  there  is  at  least  one  way 
for  all  users  to  finish. 


6.8.3  Example  of  an  Unsafe  State 

Assume  a  system’s  twelve  tape  drives  are  allocated  as  in  State  II. 

State  II 


Current  Maximum 

loan  need 


User(l)  8 

User(2)  2 

User(3)  I 

Available 


10 

5 

3 


I 


Here  eleven  of  the  system’s  twelve  tape  drives  are  currently  in  use  and  only  one  drive  is 
available  for  allocation.  At  this  point,  no  matter  which  user  requests  the  available  drive,  we 
cannot  guarantee  that  all  three  users  will  finish.  In  fact,  suppose  User(l)  requests  and  is 
granted  the  last  available  drive.  A  three-way  deadlock  could  occur  if  indeed  each  process 
needs  to  request  at  least  one  more  drive  before  releasing  any  drives  to  the  pool. 

It  is  important  to  note  here  that  an  unsafe  state  does  not  imply  the  existence,  or  even  the 
eventual  existence,  of  deadlock.  What  an  unsafe  state  does  imply  is  simply  that  some 
unfortunate  sequence  of  events  might  lead  to  a  deadlock. 


6.8.4  Example  of  Safe  State  to  Unsafe  State  Transition 

That  a  state  is  known  to  be  safe  does  not  imply  that  all  future  states  will  be  safe.  Our 
resource  allocation  policy  must  carefully  consider  all  resource  requests  before  granting 
them.  For  example,  suppose  the  current  state  of  a  system  is  safe  as  shown  in  State  III. 
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State 


User(l) 

User(2) 

User(3) 

Available 


Current 

loan 


Maximum 

need 


4 

6 

8 


Now  suppose  that  User(3)  requests  an  additional  resource.  If  the  system  were  to  grant 
this  request,  then  the  new  state  would  be  State  IV. 


State  IV 


Current  Maximum 

loan  need 

User(l)  I  4 

User(2)  4  6 

User(3)  6  8 


Available  I 

Certainly,  State  IV  is  not  necessarily  deadlocked.  But  the  state  has  gone  from  a  safe 
one  to  an  unsafe  one.  State  IV  characterizes  a  system  in  which  completion  of  all  user 
processes  cannot  be  guaranteed.  One  resource  is  available.  A  minimum  of  two  resources 
must  be  available  to  ensure  that  either  User(2)  or  User(3)  could  complete,  return  its 
resources  to  the  system,  and  ultimately  allow  the  other  users  to  finish. 


6.8.5  Banker's  Algorithm  Resource  Allocation 

Now  it  should  be  clear  how  resource  allocation  operates  under  Dijkstra’s  Banker’s  Algo¬ 
rithm.  The  “mutual-exclusion,"  “wait-for,”  and  “no-preemption”  conditions  are  allowed, 
but  processes  do  claim  exclusive  use  of  the  resources  they  require.  Processes  are  indeed 
allowed  to  hold  resources  while  requesting  and  waiting  for  additional  resources,  and  re¬ 
sources  may  not  be  preempted  from  a  process  holding  those  resources.  Users  ease  on  to  the 
system  by  requesting  one  resource  at  a  time.  The  system  may  either  grant  or  deny  each 
request.  If  a  request  is  denied,  that  user  holds  any  allocated  resources  and  waits  for  a  finite 
time  until  that  request  is  eventually  granted.  The  system  grants  requests  that  result  in  safe 
states  only.  A  user’s  request  that  would  result  in  an  unsafe  state  is  repeatedly  denied  until 
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that  request  can  eventually  be  satisfied.  Of  course,  because  the  system  is  always  maintained 
in  a  safe  state,  sooner  or  later  (i.e.,  in  a  finite  time)  all  requests  can  be  satisfied  and  all  users 
can  finish. 


6.8.6  Weaknesses  in  the  Banker's  Algorithm 

The  Banker’s  Algorithm  is  of  interest  to  us  because  it  provides  a  way  of  allocating  re¬ 
sources  to  avoid  deadlock.  It  allows  jobs  to  proceed  that  under  a  deadlock  prevention  sit¬ 
uation  would  have  had  to  wait.  But  the  algorithm  contains  a  number  of  serious  weaknesses 
that  might  cause  a  designer  to  choose  another  approach  to  the  deadlock  problem. 

■  The  algorithm  requires  that  there  be  a  fixed  number  of  resources  to  allocate.  Since 
resources  frequently  require  service,  either  because  of  breakdowns  or  preventive 
maintenance,  we  cannot  count  on  the  number  of  resources  constantly  remaining  fixed. 

■  The  algorithm  requires  that  the  population  of  users  remain  fixed.  This,  too,  is  un¬ 
reasonable.  In  today’s  multiprogrammed  systems,  the  user  population  is  constantly 
changing.  On  a  large  timesharing  system,  for  example,  it  is  not  unusual  to  service  100 
or  more  users  simultaneously.  But  the  population  of  users  changes  constantly,  perhaps 
as  often  as  every  few  seconds. 

■  The  algorithm  requires  that  the  Banker  grant  all  requests  within  a  finite  time.  Clearly, 
much  better  guarantees  than  this  are  needed  in  real  systems. 

■  Similarly,  the  algorithm  requires  that  clients  (i.e.,  jobs)  repay  all  loans  (i.e.,  return  all 
resources)  within  a  finite  time.  Again,  much  better  guarantees  than  this  are  needed  in 
real  systems. 

■  The  algorithm  requires  that  users  state  their  maximum  needs  in  advance.  With  resource 
allocation  becoming  increasingly  dynamic,  it  is  becoming  more  difficult  to  know  a 
user’s  maximum  need.  In  fact,  as  systems  provide  more  user-friendly  interfaces,  it  is 
becoming  common  to  have  users  who  don’t  have  the  slightest  idea  what  their  resource 
needs  are. 


6.9  DEADLOCK  DETECTION 

Deadlock  detection  is  the  process  of  actually  determining  that  a  deadlock  exists,  and  of 
identifying  the  processes  and  resources  involved  in  the  deadlock  (Mu68)  (Nw79)  (G180) 
(Hg82)  (Ob82)  (Ca83)  (Ja83)  (Ke88).  Deadlock  detection  algorithms  generally  determine 
if  a  circular  wait  exists. 

The  use  of  deadlock  detection  algorithms  involves  certain  run-time  overhead.  Thus  we 
again  face  the  trade-off  considerations  so  prevalent  in  operating  systems.  Is  the  overhead 
involved  in  deadlock  detection  algorithms  justified  by  the  potential  savings  from  locating 
and  breaking  up  deadlocks?  For  the  moment,  we  shall  ignore  this  issue  and  concentrate 
instead  on  the  development  of  algorithms  capable  of  detecting  deadlocks. 
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(a) 


(b) 


PI 


R1 


PI  is  requesting  a  resource  of  type  R1. 


A  resource  of  type  R2  has  been 
allocated  to  process  P2. 


(0 


(d) 


P3  R3  P4 


Process  P3  is  requesting  resource  R3, 
which  has  been  allocated  to 
process  P4. 


Process  P5  has  been  allocated 
resource  R5  that  is  being 
requested  by  process  P6 
that  has  been  allocated 
resource  R4  that  is  being 
requested  by  process  P5 
(the  "circular  wait"). 


Fig.  6.4  Resource  allocation  and  request  graph. 


6.9.1  Resource  Allocation  Graphs 

To  facilitate  the  detection  of  deadlocks,  a  popular  notation  is  used  in  which  a  directed  graph 
indicates  resource  allocations  and  requests  (Ho72).  Squares  represent  processes  and  large 
circles  represent  classes  of  identical  devices.  Small  circles  drawn  inside  large  circles 
indicate  the  number  of  identical  devices  of  each  class.  For  example,  a  large  circle  labeled 
“Rl”  containing  three  small  circles  indicates  that  there  are  three  equivalent  resources  of 
lype  R I  available  for  allocation  in  this  system. 

Figure  6.4  indicates  the  relationships  that  may  be  indicated  in  a  resource  allocation  and 
request  graph.  In  Fig.  6.4(a),  process  PI  is  requesting  a  resource  of  type  Rl.  The  arrow  from 
PI  touches  only  the  extremity  of  the  large  circle,  indicating  that  the  resource  request  is 
currently  under  consideration. 

In  Fig.  6.4(b),  process  P2  has  been  allocated  a  resource  of  type  R2  (of  which  there  are 
two).  The  arrow  is  drawn  from  the  small  circle  within  the  large  circle  R2  to  the  square  P2. 

Figure  6.4(c)  indicates  a  situation  somewhat  closer  to  a  potential  deadlock.  Resource 
R3  is  being  requested  by  process  P3,  but  R3  has  been  allocated  to  process  P4. 
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Figure  6.4(d)  indicates  a  deadlocked  system  in  which  resource  R4  is  being  requested 
by  process  P5  that  has  been  allocated  resource  R5  that  is  being  requested  by  process  P6  that 
has  been  allocated  resource  R4  that  is  being  requested  by  process  P5;  an  example  of  the 
“circular  wait”  typical  of  a  deadlocked  system. 

Resource  allocation  and  request  graphs  change  as  processes  request  resources,  acquire 
them,  and  eventually  release  them  to  the  operating  system. 


6.9.2  Reduction  of  Resource  Allocation  Graphs 

One  technique  useful  for  detecting  deadlocks  involves  graph  reductions  in  which  the  pro¬ 
cesses  that  may  complete  their  execution  and  the  processes  that  will  remain  deadlocked  are 
determined. 

If  a  process’s  resource  requests  may  be  granted,  then  we  say  that  a  graph  may  be  re¬ 
duced  by  that  process.  This  reduction  is  equivalent  to  showing  the  graph  if  this  process  is 
allowed  to  complete  its  execution  and  return  its  resources  to  the  system.  The  reduction  of  a 
graph  by  a  process  is  shown  by  removing  the  arrows  to  that  process  from  resources  (i.e., 
resources  allocated  to  that  process),  and  by  removing  arrows  from  that  process  to  resources 
(i.e.,  current  resource  requests  of  that  process).  If  a  graph  can  he  reduced  by  all  its 
processes,  then  there  is  no  deadlock.  If  a  graph  cannot  he  reduced  hy  all  its  processes,  then 
the  irreducible  processes  constitute  the  set  of  deadlocked  processes  in  the  graph. 

Figure  6.5  shows  a  series  of  graph  reductions  that  eventually  demonstrates  a  particular 
set  of  processes  is  not  deadlocked.  Figure  6.4(d)  shows  a  set  of  processes  that  is  irreducible 
and  thus  constitutes  a  deadlocked  system. 

It  is  important  to  note  here  that  the  order  in  which  the  graph  reductions  are  performed 
does  not  matter:  the  final  result  will  always  be  the  same.  Proving  this  result  is  left  to  the 
exercises. 


6.10  DEADLOCK  RECOVERY 

Once  a  system  has  become  deadlocked,  the  deadlock  must  be  broken  by  removing  one  or 
more  of  the  necessary  conditions.  Usually,  several  processes  will  lose  some  or  all  of  the 
work  they  have  accomplished.  This  may  be  a  small  price  to  pay  compared  with  leaving  the 
deadlock  in  place.  Recovery  from  deadlock  is  complicated  by  several  factors. 

■  It  may  not  be  clear  that  the  system  has  become  deadlocked  in  the  first  place. 

■  Most  systems  have  poor  facilities  for  suspending  a  process  indefinitely,  removing  it 
from  the  system,  and  resuming  it  at  a  later  time.  In  fact,  some  processes  such  as  real¬ 
time  processes  that  must  function  continuously  are  simply  not  amenable  to  being 
suspended  and  resumed. 

■  Even  if  effective  suspend! resume  capabilities  existed,  they  would  most  certainly  in¬ 
volve  considerable  overhead  and  might  require  the  attention  of  a  highly  skilled  oper¬ 
ator.  Such  an  operator  is  not  always  available. 
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■  Recovering  from  a  deadlock  of  modest  proportions  might  involve  a  reasonable  amount 
of  work;  a  deadlock  on  a  grand  scale  (i.e.,  tens  or  even  hundreds  of  processes)  could 
require  an  enormous  amount  of  work. 

In  current  systems,  recovery  is  ordinarily  performed  by  forcibly  removing  a  process 
from  the  system  and  reclaiming  its  resources  (Ke88).  The  removed  process  is  ordinarily 
lost,  but  the  remaining  processes  may  now  be  able  to  complete.  Sometimes  it  is  necessary  to 
remove  several  processes  until  sufficient  resources  have  been  reclaimed  to  allow  the 
remaining  processes  to  finish.  Recovery  somehow  seems  like  an  inappropriate  term  here, 
because  some  processes  are  in  fact  killed  “for  the  benefit"  of  the  others. 

Processes  may  be  removed  according  to  some  priority  order.  Here,  too,  we  face  several 
difficulties. 

■  The  priorities  of  the  deadlocked  processes  may  not  exist  so  the  operator  may  need  to 
make  an  arbitrary  decision. 

■  The  priorities  may  be  incorrect  or  somewhat  muddled  by  special  considerations,  such 
as  deadline  scheduling ,  in  which  a  relatively  low-priority  process  has  a  temporarily 
high  priority  because  of  an  impending  deadline. 

■  The  optimum  choice  of  processes  to  remove  may  require  considerable  effort  to  de¬ 
termine. 

It  would  seem  that  the  most  desirable  approach  to  deadlock  recovery  would  be  an  ef¬ 
fective  suspend/resume  mechanism.  This  would  allow  us  to  put  temporary  holds  on 
processes,  and  then  to  resume  the  held  processes  without  loss  of  productive  work.  Research 
in  this  area  is  important  for  reasons  other  than  deadlock  recovery.  For  example,  it  may 
become  necessary  to  shut  down  a  system  temporarily  and  start  up  the  system  again  from 
that  point  without  loss  of  productive  work.  Suspend/resume  would  be  useful  here.  The 
checkpoint!  re  start  features  available  on  many  systems  facilitate  suspend/resume  with  a  loss 
of  the  work  only  since  the  last  checkpoint  (i.e.,  a  save  of  the  state  of  the  system)  was  taken. 
But  many  applications  systems  are  designed  without  taking  advantage  of  checkpoint/restart 
capabilities.  It  normally  requires  conscious  effort  on  the  part  of  applications  systems 
developers  to  incorporate  checkpoint/restart,  and  unless  the  jobs  to  be  run  require  many 
hours  of  operation,  its  use  is  rare. 

Deadlocks  could  have  horrendous  consequences  in  certain  real-time  systems.  A  real¬ 
time  process  control  system  monitoring  a  gasoline  refinery  must  function  without  interrup¬ 
tion  for  the  safety  and  proper  operation  of  the  refinery.  A  computerized  heart  pacemaker 
must  literally  not  “miss  a  beat.”  Deadlocks  can  not  be  risked  in  such  environments.  What 
would  happen  if  a  deadlock  did  develop?  Clearly,  it  would  have  to  be  detected  and  removed 
instantaneously.  But  is  this  always  possible?  These  are  some  of  the  considerations  that  keep 
operating  systems  designers  from  restful  sleep. 

6. 1 1  DEADLOCK  CONSIDERATIONS  IN  FUTURE  SYSTEMS 

In  recent  computer  systems,  deadlock  has  generally  been  viewed  as  a  limited  annoyance. 
Most  systems  implement  the  basic  deadlock  prevention  methods  suggested  by  Havender, 
and  these  methods  seem  to  be  satisfactory. 
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[n  future  systems,  however,  deadlock  will  be  a  far  more  critical  consideration  for 
several  reasons. 

■  Future  systems  will  be  oriented  more  toward  asynchronous  parallel  operations  than 
toward  the  serial  systems  of  the  past.  Multiprocessing  will  be  common  and  parallel 
computation  will  be  prevalent.  Networks  and  distributed  systems  will  proliferate. 
There  will,  quite  simply,  be  more  operations  going  on  concurrently,  more  conflict  over 
resources,  and  hence  more  chance  of  deadlock. 

■  In  future  systems,  resource  allocation  will  tend  to  be  more  dynamic.  Processes  will  be 
able  to  acquire  and  release  resources  freely  as  needed.  Users  will  not  have  to  know 
much  about  their  resource  needs  in  advance  of  program  execution.  In  fact,  with  the 
anticipated  user-friendly  interfaces  of  the  future,  most  users  will  not  be  terribly  con¬ 
cerned  with  the  resource  consumption  of  their  processes. 

■  With  the  increasing  tendency  of  operating  systems  designers  to  view  data  as  a  re¬ 
source,  the  number  of  resources  operating  systems  must  manage  will  increase  dra¬ 
matically. 

Thus  the  burden  of  deadlock-free  resource  allocation  in  future  computer  systems 
should  be  on  the  operating  system.  With  computing  resources  becoming  cheaper  and  more 
powerful,  it  is  reasonable  for  the  computer  and  the  operating  system  to  assume  such  an 
expanded  role. 

SUMMARY 

Deadlock  and  the  related  problem  of  indefinite  postponement  are  important  considerations 
in  operating  systems.  One  process  may  deadlock  by  waiting  for  an  event  that  will  never 
occur.  Two  or  more  processes  may  become  involved  in  a  resource  deadlock  in  which  each 
process  holds  resources  requested  by  the  others  while  it  in  turn  requests  resources  held  by 
the  others.  Spooling  systems  are  prone  to  deadlock  if  spool  file  space  fills  before  processes 
finish. 

Preemptible  resources  may  be  removed  from  a  process;  nonpreemptible  resources  may 
not.  Dedicated  resources  are  allocated  to  one  process  at  a  time.  Reentrant  code  does  not 
change  while  it  is  in  execution;  it  may  be  shared  simultaneously  by  several  executing 
processes  to  conserve  main  storage  space.  Serially  reusable  code  may  be  used  by  only  one 
process  at  a  time  start-to-finish;  the  code  may  change  while  in  execution,  but  it  reinitializes 
ilself  for  each  new  process. 

The  four  necessary  conditions  for  a  deadlock  to  exist  are  “mutual  exclusion,”  “wait 
for,”  “no-preemption,”  and  “circular  wait.”  “Mutual  exclusion"  means  that  processes  claim 
exclusive  control  of  their  resources;  “wait  for”  means  that  processes  may  hold  resources 
while  waiting  for  additional  requested  resources  to  be  allocated;  “no-preemption"  means 
that  resources  may  not  be  forcibly  removed  from  processes;  and  “circular  wait"  means  that 
;i  chain  of  processes  exists  in  which  each  process  holds  a  resource  being  requested  by 
another  process  that  holds  a  resource  being  requested  by  another  process,  etc. 

The  major  areas  of  deadlock  research  are  prevention,  in  which  by  denying  one  or  more 
of  the  necessary  conditions,  any  possibility  of  deadlock  occurring  is  completely  removed 
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from  the  system;  avoidance,  in  which  deadlock  is  allowed  to  loom  but  is  carefully 
sidestepped  (hoping  to  get  better  resource  utilization);  detection,  in  which  existing 
deadlocks  are  isolated  for  the  attention  of  operators  and  the  system;  and  recovery,  in  which 
deadlocks  are  removed  (almost  always  with  the  loss  of  work). 

Deadlocks  may  be  prevented  by  denying  one  or  more  of  the  necessary  conditions  for 
deadlock.  Only  the  “mutual  exclusion”  condition  cannot  be  denied  since  we  must  allow 
mutually  exclusive  use  of  many  types  of  system  resources.  The  “wait  for"  condition  may  be 
denied  by  requiring  that  users  request  all  resources  they  will  need  in  advance;  the  system 
either  grants  the  request  as  a  group  or  denies  the  request  and  makes  the  user  wait  until  the 
entire  group  of  resources  becomes  available.  The  “no-preemption"  condition  may  be 
denied  by  requiring  that  a  user  who  holds  some  resources  and  is  denied  a  request  for 
additional  resources  must  release  all  held  resources  and  again  request  all  required  re¬ 
sources;  this  is  unpleasant  at  best.  The  circular-wait  condition  may  be  denied  by  requiring 
that  users  request  resources  in  a  prearranged  installation-defined  order;  it  is  easily  shown 
that  this  prevents  circuits  from  developing  in  the  resource  allocation  graph. 

Dijkstra’s  Banker’s  Algorithm  provides  a  basis  for  implementing  deadlock-avoidance 
algorithms.  The  state  of  a  system  in  the  Banker's  Algorithm  is  said  to  be  safe  if  it  is  possible 
for  all  users  to  finish  and  return  their  resources  to  the  system;  a  state  is  unsafe  if  it  is  not 
possible  to  guarantee  completion  of  all  users.  An  unsafe  state  does  not  necessarily  lead  to 
deadlock;  a  system  in  an  unsafe  state  could  finish  if  events  occur  in  an  appropriate 
sequence.  The  Banker’s  Algorithm  contains  several  serious  weaknesses  that  preclude  its 
use  in  today's  operating  systems,  but  it  is  of  theoretical  interest,  possibly  as  the  basis  of 
more  workable  deadlock-avoidance  algorithms  for  future  operating  systems. 

Resource  allocation  graphs  are  useful  for  showing  the  “resource  state”  of  a  system.  The 
technique  of  graph  reductions  is  useful  for  detecting  deadlock. 

Deadlock  recovery  is  generally  accomplished  by  flushing  one  or  more  of  the  dead¬ 
locked  processes  from  the  system,  freeing  their  resources  so  that  they  may  be  given  to  other 
processes.  Recovery  in  today's  systems  is  messy.  Improved  suspend/resume  capabilities 
would  greatly  improve  the  deadlock  recovery  process. 

Deadlock  in  today’s  systems  is  generally  viewed  as  an  infrequent  annoyance.  In  future 
systems,  deadlock  could  become  a  far  more  important  consideration  because  these  systems 
will  operate  with  much  more  dynamic  resource  allocation  and  more  processes  will  run 
concurrently. 
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EXERCISES 

6.1  Define  deadlock. 

6.2  Give  an  example  of  a  deadlock  involving  only  a  single  process. 

6.3  Give  an  example  of  a  simple  resource  deadlock  involving  three  processes  and  three  resources. 
Draw  the  appropriate  resource  allocation  graph. 

6.4  Discuss  the  motivation  for  spooling  systems.  How  might  a  spooling  system  deadlock? 

6.5  Suppose  a  spooling  system  is  susceptible  to  deadlock.  As  an  operating  systems  designer,  what 
features  might  you  provide  in  this  operating  system  to  help  an  operator  unwind  spooling  deadlocks 
without  loss  of  work  done  so  far  by  any  of  the  deadlocked  user  processes? 

6.6  Today’s  spooling  systems  often  allow  printing  to  begin  even  before  a  process  has  finished 
execution.  Suppose  a  process  has  generated  1000  lines  of  printing  and  that  these  lines  were  accepted 
by  the  spooling  mechanisms  and  placed  on  disk.  Suppose  the  process  will  continue  to  execute  and 
will  eventually  generate  19,000  remaining  lines  of  a  printed  report.  After  the  first  1000  lines  have 
been  generated,  a  printer  becomes  available,  and  the  printing  of  the  first  1000  lines  is  initiated.  What 
do  you  suppose  happens  when  the  printing  of  these  lines  has  completed  in  each  of  the  following 
cases? 

a)  The  process  has  completed  spooling  the  remaining  19,000  lines  to  disk. 

b)  The  process  is  still  executing. 

Be  careful  to  consider  that  the  printed  report  must  not  show  any  interruptions;  it  must  appear  as  if  all 
20,000  lines  had  been  printed  continuously. 

6.7  Many  early  spooling  systems  operated  with  a  fixed  amount  of  spooling  space.  Today’s  systems 
are  more  dynamic  in  that  more  spooling  space  may  be  obtained  by  the  operating  system  while  the 
system  is  executing.  How  does  this  help  decrease  the  chance  of  deadlock?  Such  a  system  could  still 
deadlock.  How? 

6.8  What  is  indefinite  postponement?  How  does  it  differ  from  deadlock?  How  is  it  similar? 

6.9  Suppose  a  given  system  allows  for  indefinite  postponement  of  certain  entities.  How  would  you 
as  a  systems  designer  provide  a  means  for  preventing  indefinite  postponement? 
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6.10  Discuss  the  consequences  of  indefinite  postponement  in  each  of  the  following  types  of 
systems. 

a)  batch  processing 

b)  timesharing 

c)  real-time 

6.11  A  system  requires  that  arriving  processes  must  wait  for  service  if  the  needed  resource  is  busy. 
The  system  does  not  use  aging  to  elevate  the  priorities  of  waiting  processes  to  prevent  indefinite 
postponement.  What  other  means  might  the  system  use  to  prevent  indefinite  postponement? 

6.12  In  a  system  of  n  processes,  a  subset  of  m  of  these  processes  is  currently  suffering  indefinite 
postponement.  Is  it  possible  for  the  system  to  determine  which  processes  are  being  indefinitely 
postponed?  If  yes,  state  how.  If  no,  state  what  reasonable  safeguards  should  be  included  in  the 
operating  system  to  deal  with  indefinite  postponement  situations. 

6.13  Why  is  preemption  critical  to  the  success  of  multiprogrammed  computer  systems? 

6.14  Discuss  each  of  the  following  resource  concepts. 

a)  preemptible  resource 

b)  nonpreemptible  resource 

c)  shared  resource 

d)  dedicated  resource 

e)  reentrant  code 

f)  serially  reusable  code 

g)  dynamic  resource  allocation 

h)  predictability  of  resource  changes 

6.15  State  the  four  necessary  conditions  for  a  deadlock  to  exist.  Give  a  brief  intuitive  argument  for 
the  reason  each  individual  condition  is  necessary. 

6.16  Consider  the  traffic  deadlock  illustrated  in  Fig.  6. 1 .  Discuss  each  of  the  necessary  conditions 
for  deadlock  in  the  context  of  the  traffic  deadlock. 

6.17  Given  that  the  first  three  necessary  conditions  for  a  deadlock  to  occur  are  in  place,  comment  on 
the  feasibility  of  the  following  strategy:  All  processes  are  given  unique  priorities.  When  more  than 
one  process  is  waiting  for  a  resource  and  the  resource  becomes  available,  allocate  the  resource  to  the 
waiting  process  with  the  highest  priority. 

6.18  Demonstrate  the  truth  or  falsity  of  each  of  the  following  statements. 

a)  The  four  necessary  conditions  for  a  deadlock  to  exist  are  also  sufficient  if  there  is 
only  one  resource  of  each  resource  type  involved  in  the  circular  wait. 

b)  The  four  necessary  conditions  for  a  deadlock  to  exist  are  also  sufficent  if  there  are 
multiple  resources  of  each  resource  type  involved  in  the  circular  wait. 

6.19  What  are  the  four  areas  of  deadlock  research  mentioned  in  the  text?  Discuss  each  briefly. 

6.20  Havender’s  method  for  denying  the  “wait  for"  condition  requires  that  processes  must  request 
all  of  the  resources  they  will  need  before  the  system  may  let  them  proceed.  The  system  grants 
resources  on  an  “all  or  none”  basis.  This  is  one  of  the  most  widely  implemented  methods  for  pre¬ 
venting  deadlock.  Discuss  its  pros  and  cons. 
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6.21  Havender's  method  for  denying  the  "no-preemption"  condition  is  not  a  popular  means  lor 
preventing  deadlock.  Why  is  this  true? 

6.22  Havender's  method  for  denying  the  "circular  wait”  condition  has  been  implemented  in  many 
systems.  Discuss  its  pros  and  cons. 

6.23  Prove  mathematically  that  Havender’s  linear  ordering  for  denying  the  "circular  wait”  condi¬ 
tion  actually  prevents  circuits  from  developing  in  resource  allocation  graphs. 

6.24  A  process  repeatedly  requests  and  releases  resources  of  types  R 1  and  R2,  one  at  a  time  and  in 
that  order.  There  is  exactly  one  resource  of  type  R1  and  one  resource  of  type  R2.  A  second  process 
also  requests  and  releases  these  resources  one  at  a  time  repeatedly.  Under  what  circumstances  could 
these  processes  deadlock?  If  so,  what  could  be  done  to  prevent  deadlock? 

6.25  Explain  the  intuitive  appeal  of  deadlock  avoidance  over  deadlock  prevention. 

6.26  In  the  context  of  Dijkstra’s  Banker's  Algorithm  discuss  whether  each  of  the  following  states  is 
safe  or  unsafe.  If  a  state  is  safe,  show  how  it  is  possible  for  all  processes  to  complete.  If  a  state  is 
unsafe,  show  how  it  is  possible  for  deadlock  to  occur. 


State  A 


Current 

loan 


User(l)  I 

User(2)  4 

User(3)  5 

User(4)  0 


Available 


Maximum 

need 

4 

6 

8 

2 


State  B 


Current 

Maximum 

loan 

need 

User(l) 

4 

8 

User(2) 

3 

8 

U  serf  3) 

5 

8 

Available 

2 

6.27  Just  because  a  state  is  unsafe  does  not  necessarily  imply  that  the  system  will  deadlock.  Explain 
why  this  is  true.  Give  an  example  of  an  unsafe  state  and  show  how  all  of  the  processes  could  complete 
without  a  deadlock  occurring. 

6.28  Dijkstra's  Banker's  Algorithm  has  a  number  of  weaknesses  that  preclude  its  effective  use  in 
real  systems.  Comment  on  why  each  of  the  following  restrictions  may  be  considered  a  weakness  in 
the  Banker’s  Algorithm. 
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a)  The  number  of  resources  to  be  allocated  remains  fixed. 

b)  The  population  of  users  remains  fixed. 

c)  The  operating  system  guarantees  that  resource  requests  will  be  serviced  in  a  finite 
time. 

d)  Users  guarantee  that  they  will  return  held  resources  within  a  finite  time. 

e)  Users  must  state  maximum  resource  needs  in  advance. 

6.29  Suppose  a  system  with  n  processes  and  m  identical  resources  uses  Banker’s  Algorithm 
deadlock  avoidance.  Write  a  boolean  function  SAFEST ATE1  that  examines  a  resource  request  from 
a  user  and  determines  if  satisfying  that  request  will  result  in  a  safe  state. 

6.30  ( Banker’s  Algorithm  for  multiple  resource  types )  Consider  Dijkstra’s  Banker’s  Algorithm  as 
discussed  in  Section  6.8.  Suppose  that  a  system  using  this  deadlock  avoidance  scheme  has  n  processes 
and  m  different  resource  types;  assume  that  multiple  resources  of  each  type  may  exist  and  that  the 
numbers  of  resources  of  each  type  is  known.  Develop  a  version  of  the  Banker’s  Algorithm  that  will 
enable  such  a  system  to  avoid  deadlock.  HINT:  Under  what  circumstances  could  a  particular  process 
be  guaranteed  to  complete  its  execution,  and  thus  return  its  resources  to  the  pool? 

6.31  Suppose  a  system  uses  the  Banker's  Algorithm  with  n  processes,  m  resource  types,  and 
multiple  resources  of  each  type.  Write  a  boolean  function  SAFEST ATE2  that  examines  a  resource 
request  from  a  user  and  determines  if  satisfying  that  request  will  leave  the  system  in  a  safe  state. 

6.32  Modify  the  Banker's  Algorithm  to  deal  with  the  creation  and  deletion  of  processes,  and  the 
addition  and  removal  of  resources.  Could  previously  safe  states  become  unsafe  (and  vice  versa)  in 
such  a  dynamic  environment?  What  features  would  you  include  in  such  a  system  to  aid  the  system 
administrator  in  monitoring  and  controlling  the  system? 

6.33  The  Banker’s  Algorithm  as  discussed  in  Section  6.8.1  requires  that  resources  be  obtained  one 
at  a  time.  Is  this  requirement  too  strict?  Could  the  Banker’s  Algorithm  still  function  properly  if 
resources  could  be  requested  in  groups?  Explain  your  answer  carefully. 

6.34  A  system  that  uses  Banker’s  Algorithm  deadlock  avoidance  has  five  processes  (1,  2,  3,  4,  and 
5)  and  uses  resources  of  four  different  types  (A,  B,  C,  and  D).  There  are  multiple  resources  of  each 
type.  Is  the  state  of  the  system  shown  below  safe?  Explain  your  answer.  If  the  system  is  safe,  show 
how  all  the  processes  could  complete  their  execution  successfully.  If  the  system  is  unsafe,  show  how 
deadlock  might  occur. 


Current 

Process  loan 


Maximum 

need 


Current 

claim 


A  B  C  D 


ABCD  ABCD 


1  10  2 

2  0  3  1 

3  2  4  5 

4  3  0  0 


0  3  2  4 
2  3  5  1 
1  2  7  7 
6  5  5  0 


2  2  2  2  2 

2  3  2  0  0 

5  0  3  2  4 

8  2  5  0  2 

4  2  0  0  1 

Resources 

Available 


5  4213  621 

Total 

Resources 


ABCD  ABCD 

13  13  9  13  3401 
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6.35  In  a  system  in  which  it  is  possible  for  a  deadlock  to  occur,  under  what  circumstances  would 
you  use  a  deadlock  detection  algorithm? 

6.36  In  the  deadlock  detection  algorithm  employing  the  technique  of  graph  reductions,  show  that 
the  order  in  which  the  graph  reductions  are  performed  is  immaterial;  the  same  final  result  will  be 
achieved. 

6.37  (Deadlock  detection  algorithm  for  multiple  resource  types)  Consider  the  deadlock  detection 
algorithm  presented  in  Section  6.9.  Extend  this  algorithm  to  detect  deadlock  in  systems  with  multiple 
resource  types  and  multiple  resources  of  each  type. 

6.38  Can  a  resource  allocation  graph  have  cycles  without  a  deadlock  existing?  If  so,  state  why  and 
draw  a  sample  graph;  if  no,  state  why  not. 

6.39  Why  is  deadlock  recovery  such  a  difficult  problem ? 

6.40  Why  is  it  difficult  to  choose  which  processes  to  “flush”  in  deadlock  recovery? 

6.41  In  this  chapter,  we  state  that  an  effective  suspend/resume  capability  is  useful  in  deadlock 
recovery.  The  “suspend/resume”  problem  is  of  great  interest  to  operating  systems  designers,  and  it 
has  not  yet  been  solved  satisfactorily. 

a)  Discuss  why  suspend/resume  is  such  an  important  feature  to  provide. 

b)  Discuss  why  suspend/resume  is  so  difficult  to  implement. 

6.42  One  method  of  recovering  from  deadlock  is  to  kill  that  process  (or  those  processes)  with  the 
lowest  cost(s)  of  deletion.  This  (these)  process(es)  could  then  be  restarted  and  once  again  allowed  to 
compete  for  resources.  What  potential  problem  might  develop  in  a  system  using  such  an  algorithm? 
How  would  you  solve  this  problem? 

6.43  Why  will  deadlock  probably  be  a  more  critical  problem  in  future  operating  systems  than  it  is 
today? 

6.44  Do  resource  malfunctions  that  render  a  resource  unusable  generally  increase  or  decrease  the 
likelihood  of  deadlocks  and  starvation?  Explain  your  answer.  In  the  context  of  your  answer,  indicate 
how  hardware,  software,  and  operating  systems  designers  should  bias  future  designs. 

6.45  The  vast  majority  of  computer  systems  in  use  today  do  allow  at  least  some  kinds  of  deadlock 
and  starvation  situations  to  develop,  and  many  of  these  systems  provide  no  automatic  means  of 
detecting  and  recovering  from  these  problems.  In  fact,  many  designers  believe  that  it  is  virtually 
impossible  to  certify  a  system  as  absolutely  free  of  the  possibilities  of  deadlock  and  starvation. 
Indicate  how  these  observations  should  affect  the  designs  of  “mission-critical  systems.” 

6.46  Given  that  all  resources  are  identical,  they  can  be  acquired  and  released  strictly  one  at  a  time, 
and  no  process  ever  needs  more  than  the  total  resources  on  the  system,  state  whether  deadlock  can 
occur  in  each  of  the  following  systems. 


Number  of  Number  of 

processes  resources 


a)  1  1 

b)  I  2 

c)  2  1 

d)  2  2 

e)  2  3 
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Now  suppose  that  no  process  ever  needs  more  than  two  resources.  State 
whether  deadlock  can  occur  in  each  of  the  following  systems. 


Number  of  Number  of 

processes  resources 


f)  1  2 

g)  2  2 

h)  2  3 

i)  3  3 

j)  3  4 


6.47  Sometimes  enough  information  about  the  maximum  resource  needs  of  processes  is  available  to 
enable  deadlock  avoidance  without  considerable  run-time  overhead.  For  example,  consider  the 
following  situation  (R.  C.  Holt):  A  set  of  m  processes  shares  n  identical  resources.  Resources  may 
be  acquired  and  released  strictly  one  at  a  time.  No  process  ever  needs  more  than  n  resources.  The  sum 
of  the  maximum  needs  for  all  the  processes  is  less  than  m  +  n.  Show  that  no  deadlocks  can  develop 
in  this  system. 

6.48  (Deadlock  Prevention  Simulation  Project)  Write  a  simulation  program  to  compare  various 
deadlock  prevention  schemes  discussed  in  Section  6.7.  In  particular,  compare  deadlock  prevention  by 
denying  the  “wait  for”  condition  (Section  6.7.1),  with  deadlock  prevention  by  denying  the  “no¬ 
preemption”  condition  (Section  6.7.2).  Your  program  should  generate  a  sample  user  population,  user 
arrival  times,  user  resource  needs  (assume  the  system  has  n  identical  resources)  both  in  maximum 
needs  and  when  the  resources  are  actually  required,  and  so  on.  Each  simulation  should  accumulate 
statistics  on  job  turnaround  times,  resource  utilization,  number  of  jobs  progressing  at  once  (assume 
that  jobs  may  progress  when  they  have  the  portion  of  the  n  resources  they  currently  need),  and  the 
like.  Observe  the  results  of  your  simulations  and  draw  conclusions  about  the  relative  effectiveness  of 
these  deadlock  prevention  schemes. 

6.49  (Deadlock  Avoidance  Simulation  Project)  Write  a  simulation  program  to  examine  the  per¬ 
formance  of  a  system  of  n  identical  resources  and  m  processes  operating  under  Banker’s  Algorithm 
resource  allocation.  Model  your  program  after  the  one  you  developed  in  exercise  6.48.  Run  your 
simulation  and  compare  the  results  with  those  observed  in  your  deadlock  prevention  simulations. 
Draw  conclusions  about  the  relative  effectiveness  of  deadlock  avoidance  vs.  the  deadlock  prevention 
schemes  studied. 
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Nothing  ever  becomes  real  till  it  is  experienced — even  a  proverb 
is  no  proverb  to  you  rill  your  life  has  illustrated  it. 

John  Keats 


Let  him  whose  ears  the  low -voiced  Best  is  killed  by 
the  clash  of  the  First. 

Who  holds  that  if  way  to  the  Better  there  be.  it  exacts 
a  full  look  at  the  worst.  ... 

Thomas  Hardy 


Remove  not  the  landmark  on  the  boundary  of  the  fields. 
Amenemope 


Protection  is  not  a  principle,  but  an  expedient. 

Benjamin  Disraeli 


A  great  memory  does  not  make  a  philosopher, 
any  more  than  a  dictionary  can  be  called  a  grammar. 

John  Henry.  Cardinal  Newman 


185 


Outline 


7.1  Introduction 

7.2  Storage  Organization 

7.3  Storage  Management 

7.4  Storage  Hierarchy 

7.5  Storage  Management  Strategies 

7.6  Contiguous  vs.  Noncontiguous  Storage  Allocation 

7.7  Single  User  Contiguous  Storage  Allocation 

7.7.1  Protection  in  Single  User  Systems 

7.7.2  Single  Stream  Batch  Processing 

7.8  Fixed  Partition  Multiprogramming 

7.8.1  Fixed  Partition  Multiprogramming:  Absolute  Translation  and 
Loading 

7.8.2  Fixed  Partition  Multiprogramming:  Relocatable  Translation  and 
Loading 

7.8.3  Protection  in  Multiprogramming  Systems 

7.8.4  Fragmentation  in  Fixed  Partition  Multiprogramming 

7.9  Variable  Partition  Multiprogramming 

7.9.1  Coalescing  Holes 

7.9.2  Storage  Compaction 

7.9.3  Storage  Placement  Strategies 

7.10  Multiprogramming  with  Storage  Swapping 


186 


7.3 


Storage  Management  187 


7.1  INTRODUCTION 

The  organization  and  management  of  the  main  memory  or  primary  memory  or  real  memory 
of  a  computer  system  has  been  one  of  the  most  important  factors  influencing  operating 
systems  design  (Be8l ).  The  terms  memory  and  storage  have  been  used  interchangeably  in 
the  literature.  Of  the  two,  storage  is  more  fashionable  today.  Programs  and  data  must  be  in 
main  storage  in  order  to  be  run  or  referenced  directly.  Secondary  storage — most  commonly 
disk,  drum,  and  tape — provides  massive,  inexpensive  capacity  for  the  abundance  of  pro¬ 
grams  and  data  that  must  be  kept  readily  available  for  processing. 

In  this  and  subsequent  chapters,  many  popular  schemes  for  organizing  and  managing  a 
computer’s  storage  are  discussed.  This  chapter  deals  with  real  storage.  Chapter  8  and 
Chapter  9  discuss  virtual  storage.  The  schemes  are  presented  approximately  as  they 
evolved  historically.  Most  of  today’s  systems  are  virtual  storage  systems,  so  this  chapter  is 
primarily  of  historical  value;  it  also  lays  the  groundwork  for  Chapter  8  and  Chapter  9. 

7.2  STORAGE  ORGANIZATION 

Historically,  main  storage  has  been  viewed  as  a  relatively  expensive  resource.  As  such,  it 
has  demanded  the  attention  of  systems  designers  who  attempted  to  optimize  main  storage 
use.  Although  the  cost  of  main  storage  has  declined  phenomenally  in  recent  years,  it  is  still 
relatively  expensive  compared  to  secondary  storage.  Also,  today’s  applications  demand 
ever  more  substantial  quantities  of  main  storage. 

By  storage  organization  we  mean  the  manner  in  which  the  main  storage  is  viewed.  Do 
we  place  only  a  single  user  in  the  main  storage,  or  do  we  place  several  users  in  it  at  the  same 
time?  If  several  user  programs  are  in  main  storage  at  the  same  time,  do  we  give  each  of  them 
the  same  amount  of  space,  or  do  we  divide  main  storage  into  portions,  called  partitions,  of 
different  sizes?  Do  we  partition  the  main  storage  in  a  rigid  manner  with  partitions  defined 
for  extended  periods  of  time,  or  do  we  provide  for  a  more  dynamic  partitioning,  allowing 
the  computer  system  to  adapt  quickly  to  changes  in  the  needs  of  user  jobs?  Do  we  require 
that  user  jobs  be  designed  to  run  in  a  specific  partition,  or  do  we  allow  jobs  to  run  anywhere 
they  will  fit?  Do  we  require  that  each  job  be  placed  in  one  contiguous  block  of  storage 
locations,  or  do  we  allow  jobs  to  be  parcelled  up  into  separate  blocks  and  placed  in  any 
available  slots  in  main  storage? 

Systems  have  been  built  implementing  each  of  these  schemes.  This  chapter  discusses 
how  each  of  these  schemes  is  implemented. 

7.3  STORAGE  MANAGEMENT 

Regardless  of  what  storage  organization  scheme  we  adopt  for  a  particular  system,  we  must 
decide  what  strategies  to  use  to  obtain  optimal  performance  (Be81 ).  Storage  management 
strategies  determine  how  a  particular  storage  organization  performs  under  various  policies: 
When  do  we  get  a  new  program  to  place  in  the  memory?  Do  we  get  it  when  the  system 
specifically  asks  for  it,  or  do  we  attempt  to  anticipate  the  system’s  requests?  Where  in  main 
storage  do  we  place  the  next  program  to  be  run?  Do  we  place  programs  as  tightly  as 
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possible  into  available  memory  slots  to  minimize  wasted  space,  or  do  we  place  programs  as 
quickly  as  possible  to  minimize  execution  time? 

If  a  new  program  needs  to  be  placed  in  main  storage  and  if  main  storage  is  currently 
full,  which  of  the  other  programs  do  we  displace?  Should  we  replace  the  oldest  programs, 
or  should  we  replace  those  that  are  least  frequently  used,  or  those  that  are  least  recently 
used?  Systems  have  been  implemented  using  each  of  these  storage  management  strategies. 


7.4  STORAGE  HIERARCHY 

In  the  1950s  and  1960s,  main  storage,  usually  magnetic  core  memory,  was  very  expensive. 
A  decision  about  how  much  main  storage  to  place  on  a  computer  system  was  made 
carefully.  An  installation  couldn’t  buy  more  than  it  could  afford,  but  it  had  to  buy  enough  to 
support  the  operating  system  and  a  given  number  of  users.  The  goal  was  to  buy  the 
minimum  amount  that  could  adequately  support  the  anticipated  user  loads  within  the 
economic  constraints  of  the  installation. 

Programs  and  data  need  to  be  in  main  storage  in  order  to  be  executed  or  referenced. 
Programs  or  data  not  needed  immediately  may  be  kept  on  secondary  storage  until  needed 
and  then  brought  into  the  main  storage  for  execution  or  reference.  Secondary  storage  media 
such  as  tape  or  disk  are  generally  less  costly  than  main  storage  and  have  much  greater 
capacity.  Main  storage  may  generally  be  accessed  much  faster  than  secondary  storage. 

In  systems  with  several  levels  of  storage,  a  great  deal  of  shuttling  goes  on  in  which 
programs  and  data  are  moved  back  and  forth  between  the  various  levels  (Bk70)  (Li72).  This 
shuttling  consumes  system  resources  such  as  CPU  time  that  could  otherwise  be  put  to 
productive  use. 

In  the  1960s  it  became  clear  that  the  storage  hierarchy  (Mi74)  (Po8l)  could  be  ex¬ 
tended  by  one  more  level  with  dramatic  improvements  in  performance  and  utilization.  This 
additional  level,  the  cache  (Po8  I )  (Sm82),  is  a  high-speed  storage  that  is  much  faster  than 
main  storage.  Cache  storage  is  extremely  expensive  compared  with  main  storage  and 
therefore  only  relatively  small  caches  are  used.  Figure  7. 1  shows  the  relationship  between 
cache,  primary  storage,  and  secondary  storage. 

Cache  storage  imposes  one  more  level  of  shuttling  on  the  system.  Programs  in  the  main 
storage  are  shuttled  to  the  cache  before  being  executed.  In  the  cache,  they  may  be  executed 
much  faster  than  in  main  storage.  The  hope  of  designers  using  the  cache  concept  is  that  the 
overhead  involved  in  shuttling  programs  back  and  forth  will  be  much  smaller  than  the 
performance  increase  obtained  by  the  faster  execution  possible  in  the  cache. 


7.5  STORAGE  MANAGEMENT  STRATEGIES 

Expensive  resources  are  managed  intensively  to  achieve  better  use.  Storage  management 
strategies  are  geared  to  obtaining  the  best  possible  use  of  the  main  storage  resource.  Storage 
management  strategies  are  divided  into  the  following  categories. 
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Fig.  7.1  Hierarchical  storage  organization. 


1 .  Fetch  strategies 

a)  Demand  fetch  strategies 

b)  Anticipatory  fetch  strategies 

2.  Placement  strategies 

3.  Replacement  strategies 

Fetch  strategies  are  concerned  with  when  to  obtain  the  next  piece  of  program  or  data 
lor  transfer  to  main  storage  from  secondary  storage.  For  many  years,  the  conventional 
wisdom  has  been  demand  fetch,  in  which  the  next  piece  of  program  or  data  is  brought  in  to 
the  main  storage  when  it  is  referenced  by  a  running  program.  It  was  believed  that  since  we 
cannot  generally  predict  where  program  control  will  go  next,  the  overhead  involved  in 
making  guesses  and  anticipating  the  future  would  far  exceed  expected  benefits.  Today 
many  researchers  feel  that  anticipatory  fetching  will  yield  improved  system  performance. 

Placement  strategies  are  concerned  with  determining  where  in  main  storage  to  place 
an  incoming  program  (By77)  (St83).  In  this  chapter,  we  shall  consider  th e  first-fit,  best-fit, 
and  worst-fit  storage  placement  strategies. 

Replacement  strategies  are  concerned  with  determining  which  piece  of  program  or 
data  to  displace  to  make  room  for  incoming  programs. 
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7.6  CONTIGUOUS  VS.  NONCONTIGUOUS  STORAGE  ALLOCATION 

The  earliest  computing  systems  required  contiguous  storage  allocation — each  program 
had  to  occupy  a  single  contiguous  block  of  storage  locations.  It  wasn’t  until  variable 
partition  multiprogramming  was  attempted  that  it  became  clear  noncontiguous  storage 
allocation  might  be  useful  (Be81). 

In  noncontiguous  storage  allocation ,  a  program  is  divided  into  several  blocks  or 
segments  that  may  be  placed  throughout  main  storage  in  pieces  not  necessarily  adjacent  to 
one  another.  It  is  more  difficult  for  an  operating  system  to  control  noncontiguous  storage 
allocation.  The  benefit  is  that  if  main  storage  has  many  small  holes  available  instead  of  a 
single  large  hole,  then  the  operating  system  can  often  load  and  execute  a  program  that 
would  otherwise  need  to  wait. 

In  the  next  several  chapters  the  virtual  storage  systems  so  popular  today  are  studied. 
They  all  involve  noncontiguous  storage  allocation. 


7.7  SINGLE  USER  CONTIGUOUS  STORAGE  ALLOCATION 

The  earliest  computer  systems  allowed  only  a  single  person  at  a  time  to  use  the  machine. 
All  of  the  machine’s  resources  were  at  the  user’s  disposal.  Billing  for  the  use  of  the 
computer  was  straightforward — because  the  user  had  the  entire  machine,  the  user  was 
charged  for  all  of  the  resources  whether  or  not  the  job  used  those  resources.  In  fact,  the 
normal  billing  mechanisms  were  based  upon  wall  clock  time.  A  user  was  given  the  machine 
for  some  time  interval  and  was  charged  a  flat  hourly  rate.  Some  of  today’s  shared  systems 
have  far  more  complex  billing  algorithms. 

Originally  each  user  wrote  all  of  the  code  necessary  to  implement  a  particular  appli¬ 
cation,  including  the  highly  detailed  machine  level  input/output  instructions.  Very  quickly, 
the  input/output  coding  needed  to  implement  basic  functions  was  consolidated  into  an 
input/output  control  system  (IOCS).  Users  wishing  to  do  input/output  no  longer  had  to  code 
the  instructions  directly.  Instead,  they  called  IOCS  routines  to  do  the  real  work.  This  greatly 
simplified  and  speeded  the  coding  process.  The  implementation  of  input/output  control 
systems  may  have  been  the  beginning  of  today’s  concept  of  operating  systems.  Figure  7.2 
illustrates  the  storage  organization  for  a  typical  single  user  contiguous  storage  allocation 
system. 

Programs  are  limited  in  size  to  the  amount  of  main  storage,  but  it  is  possible  to  run 
programs  larger  than  the  main  storage  by  using  overlays.  Figure  7.3  illustrates  this  concept. 
If  a  particular  program  section  is  not  needed  for  the  duration  of  the  program's  execution, 
then  another  section  of  program  may  be  brought  in  from  secondary  storage  to  occupy  the 
storage  used  by  the  program  section  that  is  no  longer  needed. 

Overlay  gives  the  programmer  a  way  to  extend  limited  main  storage.  But  manual 
overlay  requires  careful  and  time-consuming  planning.  A  program  with  a  sophisticated 
overlay  structure  can  be  difficult  to  modify.  As  we  will  see  in  subsequent  chapters,  virtual 
storage  systems  have  obviated  the  need  for  programmer-controlled  overlays. 
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Fig.  7.2  Single  user  contiguous  storage  allocation. 


Fig.  7.3  Atypical  overlay  structure. 
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7.7.1  Protection  in  Single  User  Systems 

In  single  user  contiguous  storage  allocation  systems,  the  user  has  complete  control  over  all 
of  main  storage.  Storage  is  divided  into  a  portion  holding  operating  system  routines,  a 
portion  holding  the  user’s  program,  and  an  unused  portion.  The  question  of  protection  is 
simple.  How  should  the  operating  system  be  protected  from  destruction  by  the  user’s 
program? 

If  the  user’s  program  goes  astray,  it  can  destroy  the  operating  system.  If  this  is  fatal  and 
the  user  cannot  proceed,  then  the  user  will  know  something  is  wrong,  terminate  execution, 
fix  the  problem,  and  retry  the  job.  In  these  circumstances,  the  need  for  protecting  the 
operating  system  is  not  apparent. 

But  suppose  the  user  destroys  the  operating  system  more  “gently.”  For  example, 
suppose  certain  input/output  routines  are  accidentally  changed.  Then  all  output  records 
might  be  truncated.  The  job  could  still  run.  If  the  results  are  not  examined  until  it  completes, 
then  the  machine  resource  will  be  wasted.  Worse  yet,  the  damage  to  the  operating  system 
might  cause  outputs  to  be  produced  that  can  not  easily  be  determined  to  be  inaccurate. 

It  surely  is  clear  that  the  operating  system  should  be  protected  from  the  user.  Protection 
is  implemented  by  the  use  of  a  single  boundary  register  built  into  the  CPU,  as  in  Fig.  7.4. 
Each  time  a  user  program  refers  to  a  storage  address,  the  boundary  register  is  checked  to  be 
certain  that  the  user  is  not  about  to  destroy  the  operating  system.  The  boundary  register 
contains  the  highest  address  used  by  the  operating  system.  If  the  user  tries  to  enter  the 
operating  system,  the  instruction  is  intercepted  and  the  job  terminates  with  an  appropriate 
error  message. 


All  addresses  developed  by 
the  user  program  are  checked 
to  be  sure  they  are  not 
less  than  a. 


Fig.  7.4  Storage  protection  with  single  user  contiguous  storage  allocation. 
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Of  course,  the  user  needs  to  enter  the  operating  system  from  time  to  time  to  obtain 
services  such  as  input/output.  This  problem  is  solved  by  giving  the  user  a  specific  in¬ 
struction  with  which  to  request  services  from  the  operating  system  (i.e.,  a  supervisor  call 
instruction).  The  user  wanting  to  read  from  tape  will  issue  an  instruction  asking  the 
operating  system  to  do  so  in  the  user’s  behalf.  The  operating  system  will  perform  the 
desired  function,  and  then  return  control  to  the  user  program. 

As  operating  systems  have  become  more  complex,  it  has  been  necessary  to  implement 
far  more  sophisticated  mechanisms  to  protect  the  operating  system  from  the  users  and  to 
protect  the  users  from  one  another.  We  shall  discuss  these  mechanisms  in  detail  later. 


7.7.2  Single  Stream  Batch  Processing 

Early  single-user  real  storage  systems  were  dedicated  to  one  job  for  more  than  the  job's 
execution  time.  Jobs  generally  required  considerable  setup  time  during  which  the  operating 
system  was  loaded,  tapes  and  disk  packs  were  mounted,  appropriate  forms  were  placed  in 
the  printer,  time  cards  were  "punched  in.”  etc.  When  jobs  completed,  they  required 
considerable  teardown  time  as  tapes  and  disk  packs  were  removed,  forms  were  removed, 
time  cards  were  “punched  out,”  etc.  During  job  setup  and  job  teardown  the  computer  sat 
idle. 

Designers  realized  that  if  they  could  automate  joh-to-job  transition,  then  they  could 
reduce  considerably  the  amount  of  time  wasted  between  jobs.  This  led  to  the  development 
ol  hatch  processing  systems.  In  single  stream  hatch  processing,  jobs  are  grouped  in  hatches 
by  loading  them  consecutively  onto  tape  or  disk.  A  job  stream  processor  reads  the  job 
control  language  statements,  and  facilitates  the  setup  of  the  next  job.  It  issues  directives  to 
the  system  operator,  and  performs  many  functions  automatically  that  were  previously 
performed  manually.  When  the  current  job  terminates,  the  job  stream  reader  automatically 
reads  in  the  control  language  statements  for  the  next  job,  and  performs  appropriate 
housekeeping  chores  to  facilitate  the  transition  to  the  next  job.  Batch  processing  systems 
greatly  improved  the  use  of  computer  systems  and  helped  demonstrate  the  real  value  of 
operating  systems  and  intensive  resource  management.  Single  stream  batch  processing 
systems  were  the  state  of  the  art  in  the  early  1960s. 

7.8  FIXED  PARTITION  MULTIPROGRAMMING 

Even  with  batch  processing  operating  systems,  single  user  systems  still  waste  a  consid¬ 
erable  amount  of  the  computing  resource.  Figure  7.5  illustrates  this  situation.  The  program 
consumes  the  CPU  resource  until  an  input  or  output  is  needed.  When  the  I/O  request  is 
issued,  the  job  often  cannot  continue  until  the  requested  data  is  either  sent  or  received.  Input 
and  output  speeds  are  extremely  slow  compared  with  CPU  speeds. 

Designers  saw  that  they  could  once  again  considerably  increase  the  utilization  of  the 
CPU  by  intensive  management.  This  time,  they  chose  to  implement  multiprogramming 
systems,  in  which  several  users  simultaneously  compete  for  system  resources.  The  job 
currently  waiting  for  I/O  will  yield  the  CPU  to  another  job  ready  to  do  calculations  if, 
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For  a  user  doing  intensive  calculation: 


Shaded  area 
indicates  "CPU  in  use." 


For  a  user  doing  regular  input/output: 


Use 

CPU 


Wait  for 
completion  of 
input/output. 


Qpy  Wait  for  CPU  Wait  for  CPU 

completion  of  completion  of 

input/output.  input/output. 


Fig.  7.5  CPU  utilization  on  a  single  user  system.  Note:  In  many  single  user  jobs,  the 
length  of  the  input/output  waits  is  much  larger  relative  to  the  length  of  periods  of  CPU 
utilization  than  is  indicated  in  this  diagram. 


indeed,  another  job  is  waiting.  Thus  both  input/output  and  CPU  calculations  can  occur  si¬ 
multaneously.  This  greatly  increases  CPU  utilization  and  system  throughput. 

To  take  maximum  advantage  of  multiprogramming,  it  is  necessary  for  several  jobs  to 
reside  in  the  computer’s  main  storage  at  once.  Thus  when  one  job  requests  input/output,  the 
CPU  may  be  immediately  switched  to  another,  and  may  do  calculations  without  delay. 
When  this  new  job  yields  the  CPU,  another  may  be  ready  to  use  it. 

Multiprogramming  normally  requires  considerably  more  storage  than  a  single  user 
system.  However,  the  improved  resource  use  for  the  CPU  and  the  peripheral  devices  more 
than  justifies  the  expense  of  additional  storage.  Many  multiprogramming  schemes  have 
been  implemented.  We  discuss  these  in  the  next  several  sections. 


7.8.1  Fixed  Partition  Multiprogramming:  Absolute  Translation  and 
Loading 

The  earliest  multiprogramming  systems  used  fixed  partition  multiprogramming  (Be81)  in 
which  main  storage  was  divided  into  a  number  of  fixed-size  partitions.  Each  partition  could 
hold  a  single  job.  The  CPU  was  switched  rapidly  between  users  to  create  the  illusion  of 
simultaneity  (Kn68). 

Jobs  were  translated  with  absolute  assemblers  and  compilers  to  run  only  in  a  specific 
partition  (Fig.  7.6).  If  a  job  was  ready  to  run  and  its  partition  was  occupied,  then  that  job  had 
to  wait,  even  if  other  partitions  were  available  (Fig.  7.7).  This  resulted  in  waste  of  the 
storage  resource,  but  the  operating  system  was  relatively  straightforward  to  implement. 
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These  jobs  may 
be  run  only  in 
partition  1 . 

These  jobs  may 
be  run  only  in 
partition  2. 

These  jobs  may 
be  run  only  in 
partition  3. 


Job  queue  for  partition  1 


... 

Job  queue  for  partition  2 

... 

Job  queue  for  partition  3 

... 

Fig.  7.6  Fixed  partition  multiprogramming  with  absolute  translation  and  loading. 
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Job  queue  for  partition  3 
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Fig.  7.7  An  extreme  example  of  poor  storage  utilization  in  fixed  partition  multi¬ 
programming  with  absolute  translation  and  loading.  Jobs  waiting  for  partition  3  are 
small  and  could  "fit"  in  the  other  partitions.  But  with  absolute  translation  and  loading, 
these  jobs  may  run  only  in  partition  3.  The  other  two  partitions  remain  empty. 
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7.8.2  Fixed  Partition  Multiprogramming:  Relocatable  Translation  and 
Loading 

Relocating  compilers,  assemblers,  and  loaders  are  used  to  produce  relocatable  programs 
that  can  run  in  any  available  partition  that  is  large  enough  to  hold  them.  (Fig.  7.8).  This 
scheme  eliminates  some  of  the  storage  waste  inherent  in  multiprogramming  with  absolute 
translation  and  loading.  Relocatable  translators  and  loaders  are  more  complex  than  their 
absolute  counterparts. 

7.8.3  Protection  in  Multiprogramming  Systems 

In  contiguous  allocation  multiprogramming  systems,  protection  is  often  implemented  with 
several  boundary  registers.  With  two  registers  the  low  and  high  boundaries  of  a  user 
partition  can  be  delineated  (Fig.  7.9),  or  the  low  boundary  (high  boundary)  and  the  length  of 
the  region  can  be  indicated.  The  user  needing  to  call  upon  the  operating  system  uses  a 
supervisor  call  instruction  to  do  so.  This  allows  the  user  to  cross  the  boundary  of  the 
operating  system  and  request  its  services  without  compromising  operating  system  security. 

7.8.4  Fragmentation  in  Fixed  Partition  Multiprogramming 

Storage  fragmentation  (Ra69)  ( Sh75)  occurs  in  every  computer  system  regardless  of  its 
storage  organization.  In  fixed  partition  multiprogramming  systems,  fragmentation  occurs 
either  because  user  jobs  do  not  completely  fill  their  designated  partitions  or  because  a 
partition  remains  unused  if  it  is  too  small  to  hold  a  waiting  job. 


Job  queue 


Jobs  may  be  placed  in  any  available 
partition  in  which  they  will  fit. 

Fig.  7.8  Fixed  partition  multiprogramming  with  relocatable  translation  and  loading. 
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Fig.  7.9  Storage  protection  in  contiguous  allocation  multiprogramming  systems. 
While  the  user  in  partition  2  is  active,  all  storage  addresses  developed  by  the  running 
program  are  checked  to  be  sure  they  fall  between  b  and  c. 


7.9  VARIABLE  PARTITION  MULTIPROGRAMMING 

Operating  systems  designers  observing  the  problems  with  fixed  partition  multipro¬ 
gramming  decided  that  an  obvious  improvement  would  be  to  allow  jobs  to  occupy  as  much 
space  (short  of  the  full  real  storage)  as  they  needed.  No  fixed  boundaries  would  be 
observed.  Instead,  jobs  would  be  given  as  much  storage  as  they  required.  This  scheme  is 
called  variable  partition  multiprogramming  (Kn68)  (Co72)  (Be8 1 ).  Initial  partition  as¬ 
signment  in  variable  partition  multiprogramming  is  illustrated  in  Fig.  7.10. 

We  continue  to  discuss  only  contiguous  allocation  schemes  here:  a  job  must  occupy 
adjacent  storage  locations.  In  variable  partition  multiprogramming,  we  make  no  assump¬ 
tions  about  how  large  jobs  will  be  (except  that  they  must  be  no  greater  than  the  size  of  the 
computer's  available  main  storage).  As  jobs  arrive,  if  the  scheduling  mechanisms  decide 
that  they  should  proceed,  they  are  given  as  much  storage  as  they  need.  There  is  no  waste — 
a  job's  partition  is  exactly  the  size  of  the  job. 

But  every  storage  organization  scheme  involves  some  degree  of  waste.  In  variable 
partition  multiprogramming,  the  waste  does  not  become  obvious  until  jobs  start  to  finish 
and  leave  holes  in  the  main  storage  as  shown  in  Fig.  7.11.  These  holes  can  be  used  for  other 
jobs,  but  even  as  this  happens,  the  remaining  holes  get  smaller  eventually  becoming  too 
small  to  hold  new  jobs.  So  in  variable  partition  multiprogramming  waste  does  occur. 

7.9.1  Coalescing  Holes 

When  a  job  finishes  in  a  variable  partition  multiprogramming  system,  we  can  check 
whether  the  storage  being  freed  borders  on  other  free  storage  areas  (holes).  If  it  does,  then 
we  may  record  in  the  free  storage  list  (Mr71)  (Bo84)  either  (1)  an  additional  hole  or  (2)  a 
single  hole  reflecting  the  merger  of  the  existing  hole  and  the  new  adjacent  hole. 
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Fig.  7.10  Initial  partition  assignments  in  variable  partition  programming. 

The  process  of  merging  adjacent  holes  to  form  a  single  larger  hole  is  called  coalescing 
and  is  illustrated  in  Fig.  7.12.  By  coalescing  holes,  we  reclaim  the  largest  possible 
contiguous  blocks  of  storage. 


7.9.2  Storage  Compaction 

Even  as  holes  are  coalesced,  it  is  often  the  case  that  the  separate  holes  distributed 
throughout  the  main  storage  constitute  a  significant  amount  of  storage.  Sometimes  when  a 
job  requests  a  certain  amount  of  main  storage  no  individual  hole  is  large  enough  to  hold  the 
job,  even  though  the  sum  of  all  the  holes  is  larger  than  the  storage  needed  by  the  new  job. 
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Fig.  7.11  Storage  "holes"  in  variable  partition  multiprogramming. 
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The  technique  of  storage  compaction  (Fig.  7.13)  involves  moving  all  occupied  areas  of 
storage  to  one  end  or  the  other  of  main  storage  (Bk70).  This  leaves  a  single  large  free 
storage  hole  instead  of  the  numerous  small  holes  common  in  variable  partition  multi¬ 
programming.  Now  all  of  the  available  free  storage  is  contiguous  so  that  a  waiting  job  can 
run  if  its  memory  requirement  is  met  by  the  single  hole  that  results  from  compaction. 
Sometimes,  storage  compaction  is  colorfully  referred  to  as  burping  the  storage.  More 
conventionally,  it  is  called  garbage  collection  (Da84). 

Compaction  is  not  without  drawbacks. 

■  It  consumes  system  resources  that  could  otherwise  be  used  productively. 

■  The  system  must  stop  everything  while  it  performs  the  compaction.  This  can  result  in 
erratic  response  times  for  interactive  users  and  could  be  devastating  in  real-time 
systems. 

■  Compaction  involves  relocating  the  jobs  that  are  in  storage.  This  means  that  relocation 
information,  ordinarily  lost  when  a  program  is  loaded,  must  now  be  maintained  in 
readily  accessible  form. 

■  With  a  normal,  rapidly  changing  job  mix,  it  is  necessary  to  compact  frequently.  The 
consumed  system  resources  might  not  justify  the  benefits  from  compacting. 


Operating  system  places 
all  "in  use"  blocks  together 
leaving  free  storage  as  a 
single,  large  hole. 


Fig.  7  .13  Storage  compaction  in  variable  partition  multiprogramming. 
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7.9.3  Storage  Placement  Strategies 

Storage  placement  strategies  are  used  to  determine  where  in  the  main  storage  to  place 
incoming  programs  and  data  (Kh73)  (St83)  (0185).  Three  strategies  frequently  discussed  in 
the  literature  are  illustrated  in  Fig.  7. 14. 

■  Best-fit  strategy — An  incoming  job  is  placed  in  the  hole  in  main  storage  in  which  it  fits 
most  tightly  and  leaves  the  smallest  amount  of  unused  space.  To  many  people,  best  fit 
seems  to  be  the  most  intuitively  appealing  strategy. 

■  First-fit  strategy — An  incoming  job  is  placed  in  the  main  storage  in  the  first  available 
hole  large  enough  to  hold  it.  First  fit  also  has  intuitive  appeal  in  that  it  allows  the 
placement  decision  to  be  made  quickly. 

■  Worst-fit  strategy — At  first,  this  appears  to  be  a  whimsical  choice.  After  closer  ex¬ 
amination,  worst  fit  also  has  strong  intuitive  appeal.  Worst  fit  says  to  place  a  program 
in  main  storage  in  the  hole  in  which  it  fits  worst,  i.e..  the  largest  possible  hole.  The 
intuitive  appeal  is  simple:  after  placing  the  program  in  this  large  hole,  the  remaining 
hole  often  is  also  large  and  is  thus  able  to  hold  a  relatively  large  new  program. 

A  variation  of  first-fit,  called  the  next-fit  strategy  (By77),  begins  each  search  for  an 
available  hole  at  the  point  where  the  previous  search  ended.  An  exercise  at  the  end  of  this 
chapter  examines  the  next-fit  strategy  in  detail. 


7.10  MULTIPROGRAMMING  WITH  STORAGE  SWAPPING 

In  each  of  the  multiprogramming  schemes  discussed  so  far,  user  programs  remain  in  main 
memory  until  completion.  Another  scheme,  called  swapping,  does  not  have  this  require¬ 
ment. 

In  some  swapping  systems  (Fig.  7.15),  one  job  occupies  the  main  storage  at  once.  That 
job  runs  until  it  can  no  longer  continue  and  then  it  relinquishes  both  the  storage  and  the 
CPU  to  the  next  job.  Thus  the  entire  storage  is  dedicated  to  one  job  fora  brief  period,  that 
job  is  then  removed  (i.e.,  swapped  out  or  rolled  out)  and  the  next  job  is  brought  in  (i.e., 
swapped  in  or  rolled  in).  A  job  will  normally  be  swapped  in  and  out  many  times  before  it  is 
completed. 

Many  early  timesharing  systems  were  implemented  with  this  swapping  technique.  It 
was  possible  to  guarantee  reasonable  response  times  for  a  few  users  but  designers  knew  that 
better  techniques  would  be  needed  to  handle  large  numbers  of  users.  The  swapping  systems 
of  the  early  1960s  led  to  the  paging  systems  in  common  use  today.  Paging  is  considered  in 
detail  in  the  next  several  chapters  on  virtual  storage  systems. 

More  sophisticated  swapping  systems  have  been  developed  that  allow  several  user 
images  to  remain  in  main  storage  at  once  (Ri74)  (Be81).  In  these  systems,  a  user  image  is 
swapped  out  only  when  its  storage  is  needed  for  an  incoming  user  image.  With  a  sufficient 
amount  of  storage,  these  systems  greatly  reduce  the  time  spent  swapping. 


Fig.  7.14  First-fit,  best-fit,  and  worst-fit  storage  placement  strategies. 


202 


Summary  203 


1 .  Only  one  user  at  a  time  is  in  main  storage. 

2.  That  user  runs  until 

a)  I/O  is  issued, 

b)  timer  runout, 

c)  voluntary  termination. 

3.  Swapping  area  (main  storage  image)  for  that  user  is  then 
copied  to  secondary  storage  (i.e.,  "swapped  out"). 

4.  Main  storage  image  for  next  user  is  read  into  the 
swapping  area  (i.e.,  "swapped  in")  and  that  user  runs 
until  it  is  eventually  swapped  out  and  the  next  user 
is  swapped  in,  etc. 

5.  This  scheme  was  common  in  early  timesharing  systems. 

Fig.  7.15  Multiprogramming  in  a  swapping  system  in  which  only  a  single  user  at  a  time 
is  in  main  storage. 


SUMMARY 

Historically,  the  organization  and  management  of  the  computer’s  main  storage  has  greatly 
affected  operating  systems  evolution.  Storage  organization  is  the  manner  in  which  the  main 
storage  is  viewed;  in  this  chapter  several  popular  storage  organizations  for  real  storage 
systems  were  discussed. 

■  single  user  systems 

■  fixed  partition  multiprogramming  with  absolute  translation  and  loading 

•  fixed  partition  multiprogramming  with  relocatable  translation  and  loading 

■  variable  partition  multiprogramming 

•  storage  swapping  systems 

Storage  management  strategies  seek  to  achieve  the  best  possible  use  of  and  perfor¬ 
mance  from  the  expensive  main  storage  resource.  Three  types  of  storage  management 
strategies  were  discussed. 
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■  fetch  strategies 

■  placement  strategies 

■  replacement  strategies 

Fetch  strategies  are  concerned  with  when  the  next  piece  of  program  or  data  is  to  be 
brought  into  the  main  storage.  In  demand  fetch  strategies,  program  and  data  pieces  are 
brought  in  specifically  when  they  are  requested.  In  anticipatory  fetch  strategies,  the  system 
predicts  a  program’s  needs  and  attempts  to  load  the  appropriate  program  and  data  pieces 
into  main  storage  before  they  are  actually  needed;  when  they  are  requested  they  will  be 
available  and  the  program  may  continue  without  delay. 

Placement  strategies  are  concerned  with  where  in  the  main  storage  to  place  an  in¬ 
coming  program.  Three  placement  strategies  were  discussed. 

■  first  fit 

■  best  fit 

■  worst  fit 

First  fit  places  the  program  in  the  first  storage  hole  which  is  large  enough  to  hold  it. 
Best  fit  places  the  program  in  the  "tightest”  fitting  hole,  i.e.,  the  smallest  of  the  available 
storage  holes  large  enough  hold  it.  Worst  fit  places  the  program  or  data  piece  in  the  largest 
available  hole  that  will  hold  it.  First  fit  is  a  low  overhead  strategy.  Best  fit  is  intuitively 
appealing  to  most  people.  Worst  fit  is  appealing  because  it  avoids  creating  small  storage 
holes. 

Computer  storage  systems  have  become  hierarchical  consisting  of  several  levels  of 
storage.  Secondary  storage  is  relatively  inexpensive,  but  large.  Primary  storage  is  expen¬ 
sive  but  less  abundant  than  secondary  storage.  Programs  and  data  must  be  in  primary 
storage  to  be  used  by  the  CPU.  Programs  and  data  not  needed  immediately  may  be  kept  on 
secondary  storage,  generally  disk  or  drum.  Cache  storage  is  extremely  expensive  but  offers 
high-speed  execution  of  program  instructions  and  referencing  of  data  items. 

Contiguous  allocation  systems  require  that  an  entire  program  occupy  one  block  of 
adjacent  storage  locations  in  order  to  execute.  Noncontiguous  allocation  systems  allow 
programs  and  data  to  be  separated  into  several  smaller  blocks  that  may  be  placed  in  any 
available  free  storage  holes,  even  if  these  holes  are  not  adjacent  to  one  another.  Virtual 
storage  systems  generally  involve  noncontiguous  allocation  and  will  be  considered  in  the 
next  several  chapters. 

The  first  computer  systems  were  dedicated  to  one  user  at  a  time.  These  single  user 
systems  contained  the  earliest  operating  systems,  generally  input/output  control  systems  to 
facilitate  machine-level  input/output  programming.  Protection  was  accomplished  by  a 
single  boundary  register  that  separated  the  user  from  the  operating  system.  Single  stream 
batch  processing  systems  were  developed  to  facilitate  job-to-job  transition  and  thus  in¬ 
crease  throughput. 

Eventually,  it  became  clear  that  several  users  could  share  a  machine  at  once,  but  they 
had  to  be  protected  from  one  another.  In  fixed  partition  multiprogramming  with  absolute 
translation  and  loading,  user  programs  are  prepared  to  run  in  specific  partitions.  If  the 
partition  for  a  particular  user  program  is  unavailable,  then  that  user  has  to  wait,  even  if 
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anolher  sufficiently  large  partition  goes  unused.  In  fixed  partition  multiprogramming  with 
relocatable  translation  and  loading,  a  program  can  be  loaded  into  any  available  partition 
that  is  large  enough  to  hold  it. 

Protection  is  accomplished  in  contiguous  allocation  multiprogramming  systems  with 
two  boundary  registers  that  are  part  of  the  CPU.  Every  storage  reference  by  a  given 
program  is  checked  to  be  sure  that  it  is  within  the  range  of  main  storage  addresses  that 
program  is  allowed  to  access.  The  user  wishing  to  enter  the  operating  system  to  have  input/ 
output  or  other  functions  performed  does  so  with  the  use  of  a  supervisor  call  instruction. 
This  instruction  allows  the  user  program  to  cross  the  operating  system  boundary  to  obtain 
certain  services.  After  the  operating  system  performs  these  services,  it  returns  control  to  the 
user  program. 

Fixed  partition  multiprogramming  systems  waste  a  considerable  amount  of  main 
storage  when  the  user  programs  are  much  smaller  than  their  designated  partitions.  In 
variable  partition  multiprogramming,  a  user  program  is  assigned  exactly  as  much  storage  as 
it  needs  (short  of  the  main  storage  size).  But  as  user  programs  finish  in  this  scheme,  many 
storage  holes  are  left  scattered  throughout  main  storage. 

Adjacent  holes  are  coalesced  to  reclaim  the  largest  possible  contiguous  blocks  of  main 
storage.  Occasionally,  a  job  arrives  with  a  storage  requirement  larger  than  any  available 
hole  but  smaller  than  the  total  of  all  free  storage  holes.  In  this  case,  storage  may  be 
compacted  to  create  a  hole  sufficiently  large  to  hold  the  program.  In  compaction,  all  user 
programs  are  relocated  adjacent  to  one  another  at  one  end  of  storage  so  that  a  single  large 
storage  hole  remains. 

Once  the  fetch  strategy  determines  that  a  new  program  should  be  brought  into  main 
storage,  the  placement  strategy  must  decide  where  to  put  it.  Sometimes,  no  storage  hole  is 
available  and  a  program  in  main  storage  must  be  removed  to  make  room.  Storage  re¬ 
placement  strategies  decide  which  program(s)  to  remove. 

Multiprogramming  may  also  be  implemented  via  swapping  with  only  a  single  user  in 
main  storage  at  once.  The  user  program  runs  until  it  cannot  continue.  It  is  then  swapped  out 
of  main  storage,  the  next  user  is  swapped  in  and  this  user  runs  until  it  cannot  continue.  The 
storage  swapping  technique  is  useful  when  main  storage  is  limited.  It  was  used  in  many 
early  timesharing  systems  that  supported  relatively  few  users.  More  sophisticated  storage 
swapping  systems  allow  several  programs  to  remain  in  storage  at  once. 
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holes 
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job-to-job  transition 

main  storage 
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overlay 
partition 

placement  strategy 
primary  storage 
protection 
real  storage 

real  storage  multiprogramming 
replacement  strategy 
satellite  computers 


secondary  storage 
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storage  fragmentation 
storage  hierarchy 
storage  hole 
storage  management 
storage  management  strategies 
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storage  protection 
supervisor  call  instruction 
swapping 
teardown  time 

variable  partition  multiprogramming 
virtual  storage 
wall  clock  time 

worst-fit  storage  placement  strategy 


EXERCISES 

7.1  In  hierarchical  storage  systems,  a  certain  amount  of  overhead  is  involved  in  moving  programs 
and  data  between  the  various  levels  of  the  hierarchy.  Discuss  why  the  benefits  derived  from  such 
systems  justify  the  overhead  involved. 

7.2  A  certain  computer  system  may  execute  programs  in  either  its  main  storage  or  its  cache. 
Programs  may  be  moved  between  the  main  storage  and  the  cache  in  fixed  sized  blocks  only.  The 
overhead  of  such  a  move  is  a  constant.  The  cache  runs  programs  faster  than  the  main  storage. 

a)  In  what  circumstances  should  programs  be  executed  in  the  cache  storage? 

b)  In  what  circumstances  should  programs  be  executed  in  the  main  storage? 

c)  Suppose  you  have  been  given  the  responsibility  of  determining  how  large  a  cache 
storage  to  purchase  for  your  installation.  You  know  that  the  cache  is  expensive  but 
that  it  runs  programs  much  faster  than  the  main  storage.  What  considerations  would 
affect  your  decision? 

7.3  Why  has  demand  fetch  endured  as  the  conventional  wisdom  for  so  long?  Why  are  anticipatory 
fetch  strategies  receiving  so  much  more  attention  today  than  they  did  ten  years  ago? 

7.4  Discuss  how  storage  fragmentation  occurs  in  each  of  the  storage  organization  schemes 
presented  in  this  chapter. 

7.5  In  what  circumstances  is  overlay  useful?  When  may  a  section  of  main  storage  be  overlayed? 
How  does  overlay  affect  program  development  time?  How  does  overlay  affect  program  modi¬ 
fiability? 
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7.6  Discuss  the  motivations  for  multiprogramming.  What  characteristics  of  programs  and  machines 
make  multiprogramming  desirable?  In  what  circumstances  is  multiprogramming  undesirable? 

7.7  You  are  given  a  hierarchical  storage  system  consisting  of  four  levels — cache,  primary  storage, 
secondary  storage,  and  tertiary  storage.  Assume  that  programs  may  be  executed  in  any  of  the  storage 
levels.  Assume  that  each  level  consists  of  an  identical  amount  of  real  storage,  and  that  the  range  of 
storage  addresses  in  each  level  is  identical.  Tertiary  storage  runs  programs  the  slowest,  cache  runs 
programs  the  fastest,  primary  storage  is  ten  times  slower  than  the  cache,  secondary  storage  is  ten 
times  slower  than  primary  storage,  and  tertiary  storage  is  ten  times  slower  than  secondary  storage. 
There  is  only  one  CPU  and  it  may  execute  only  one  program  at  a  time. 

a)  Assume  that  programs  and  data  may  be  shuttled  from  any  level  to  any  other  level 
under  the  operating  system’s  control.  The  time  it  takes  to  transfer  items  between  two 
particular  levels  is  dependent  upon  the  speed  of  the  lowest  (and  slowest)  level 
involved  in  the  transfer.  Why  might  the  operating  system  choose  to  shuttle  a  program 
from  cache  directly  to  secondary  storage,  thus  bypassing  primary  storage?  Why  would 
items  be  shuttled  to  slower  levels  of  the  hierarchy?  Why  would  items  be  shuttled  to 
faster  levels  of  the  hierarchy? 

b)  The  scheme  above  is  somewhat  unconventional.  It  is  more  common  for  programs  and 
data  to  be  moved  only  between  adjacent  levels  of  the  hierarchy.  Give  several  ar¬ 
guments  against  allowing  transfers  directly  from  the  cache  to  any  level  other  than 
primary  storage. 

7.8  As  a  systems  programmer  in  a  large  computer  installation  using  a  fixed  partition  multi¬ 
programming  system,  you  have  been  given  the  task  of  determining  if  the  current  partitioning  of  the 
system  should  be  altered. 

a)  What  information  would  you  need  to  help  you  make  your  decision? 

b)  If  you  had  this  information  readily  available,  how  would  you  determine  the  ideal 
partitioning? 

c)  What  are  the  consequences  of  repartitioning  such  a  system? 

7.9  One  simple  scheme  for  relocating  programs  in  multiprogramming  environments  involves  the 
use  of  a  single  relocation  register.  All  programs  are  translated  to  locations  beginning  at  zero,  but  every 
address  developed  as  the  program  executes  is  modified  by  adding  to  it  the  contents  of  the  CPU’s 
relocation  register.  Discuss  the  use  and  control  of  the  relocation  register  in  variable  partition 
multiprogramming.  How  might  the  relocation  register  be  used  in  a  protection  scheme? 

7.10  Placement  strategies  determine  where  in  the  main  storage  incoming  programs  and  data  should 
be  loaded.  Suppose  a  job  waiting  to  begin  execution  has  a  storage  requirement  that  can  be  fulfilled 
immediately.  Should  the  job  be  loaded  and  begin  execution  immediately? 

7.11  Charging  for  resources  in  multiprogramming  systems  can  be  complex. 

a)  In  a  dedicated  system,  the  user  is  normally  charged  for  the  entire  system.  Suppose  in  a 
multiprogramming  system  only  one  user  is  currently  on  the  system.  Should  that  user 
be  charged  for  the  entire  system? 

b)  Multiprogramming  operating  systems  generally  consume  substantial  system  re¬ 
sources  as  they  manage  multiple  user  environments.  Should  users  pay  for  this 
overhead,  or  should  it  be  “absorbed”  by  the  operating  system? 

c)  Most  people  agree  that  charges  for  computer  system  usage  should  be  fair,  but  few  of  us 
can  define  precisely  what  "fairness”  is.  Another  attribute  of  charging  schemes,  but  one 
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which  is  easier  to  define,  is  predictability.  We  want  to  know  that  if  a  job  costs  a  certain 
amount  to  run  once,  it  will  cost  approximately  the  same  amount  to  run  the  job  again  in 
similar  circumstances.  Suppose  that  in  a  multiprogramming  environment  we  charge 
by  wall  clock  time,  i.e.,  the  total  real  time  involved  in  running  the  job  from  start  to 
completion.  Would  such  a  scheme  yield  predictable  charges?  Why? 

7.12  Discuss  the  advantages  and  disadvantages  of  noncontiguous  storage  allocation. 

7.13  Many  designers  believe  that  the  operating  system  should  always  be  given  a  "most  trusted"' 
status.  Some  designers  feel  that  even  the  operating  system  should  be  curtailed,  particularly  in  its 
ability  to  reference  particular  areas  of  memory.  Discuss  the  pros  and  cons  of  allowing  the  operating 
system  to  access  the  full  range  of  real  addresses  in  a  computer  system  at  all  times. 

7.14  Developments  in  operating  systems  have  generally  occurred  in  an  evolutionary  rather  than 
revolutionary  fashion.  For  each  of  the  following  transitions,  describe  the  primary  motivations  of 
operating  systems  designers  that  led  them  to  produce  the  new  type  of  system  from  the  old. 

a)  single  user  dedicated  systems  to  multiprogramming 

b)  fixed  partition  multiprogramming  systems  with  absolute  translation  and  loading  to 
fixed  partition  multiprogramming  systems  with  relocatable  translation  and  loading 

cj  fixed  partition  multiprogramming  to  variable  partition  multiprogramming 

d)  contiguous  storage  allocation  systems  to  noncontiguous  storage  allocation  systems 

e)  single  user  dedicated  systems  with  manual  job-to-job  transition  to  single  user  dedi¬ 
cated  systems  with  single  stream  batch  processing  systems 

7.15  Consider  the  problem  of  jobs  waiting  in  a  queue  until  sufficient  memory  becomes  available  for 
them  to  be  loaded  and  executed.  If  the  queue  is  a. simple  first-in-first-out  structure,  then  only  the  job  at 
the  head  of  the  queue  may  be  considered  for  placement  in  storage.  On  the  other  hand,  with  a  more 
complex  queueing  mechanism,  it  might  be  possible  to  examine  the  entire  queue  to  choose  the  next  job 
to  be  loaded  and  executed.  Show  how  the  latter  discipline,  even  though  more  complex,  might  yield 
better  throughput  than  the  simple  first-in-first-out  strategy. 

7.16  One  pessimistic  operating  systems  designer  says  it  really  doesn’t  matter  what  storage 
placement  strategy  is  used.  Sooner  or  later  a  system  achieves  steady  state  and  all  of  the  strategies 
perform  similarly.  Do  you  agree?  Explain. 

7.17  Another  pessimistic  designer  asks  why  we  go  to  the  trouble  of  defining  a  strategy  with  an 
offical-sounding  name  like  first  fit.  This  designer  claims  that  a  first-fit  strategy  is  equivalent  to 
nothing  more  than  random  storage  placement.  Do  you  agree?  Explain. 

7.18  Consider  a  swapping  sysfem  with  several  partitions.  The  absolute  version  of  such  a  system 
would  require  that  programs  be  repeatedly  swapped  in  and  out  of  the  same  partition.  The  relocatable 
version  of  such  a  system  would  allow  programs  to  be  swapped  in  and  out  of  any  available  partitions 
large  enough  to  hold  them,  possibly  different  partitions  on  successive  swaps.  Assuming  that  real 
storage  is  many  times  the  size  of  the  average  job,  discuss  the  advantages  of  this  multiple  user 
swapping  scheme  over  the  single  user  swapping  scheme  described  in  the  text. 

7.19  Sharing  of  procedures  and  data  can  reduce  the  main  storage  demands  of  jobs,  thus  enabling  a 
higher  level  pf  multiprogramming.  Indicate  how  a  sharing  mechanism  might  be  implemented  for  each 
of  the  following  schemes.  If  you  feel  that  sharing  is  inappropriate  for  certain  schemes,  say  so  and 
explain  why. 
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a)  fixed  partition  multiprogramming  with  absolute  translation  and  loading 

b)  fixed  partition  multiprogramming  with  relocatable  translation  and  loading 

c)  variable  partition  multiprogramming 

d)  multiprogramming  in  a  swapping  system  that  enables  two  jobs  to  reside  in  main 
storage  at  once,  but  which  multiprograms  more  than  two  jobs. 

7.20  Much  of  the  discussion  in  this  chapter  assumes  that  primary  storage  is  a  relatively  expensive 
resource  that  should  therefore  be  managed  intensively.  There  is  reason  to  believe  that  primary  storage 
may  eventually  become  so  abundant  and  so  inexpensive,  that  users  could  essentially  have  all  they 
want.  Discuss  the  ramifications  of  such  a  development  on 

a)  operating  system  design 

b)  storage  management  strategies 

e)  user  applications  design. 

7.21  In  this  exercise,  you  will  examine  the  next-fit  strategy  and  compare  it  to  first-fit. 

a)  How  would  the  data  structure  used  for  implementing  next-fit  differ  from  that  used  for 
first -fit? 

b)  What  happens  in  first-fit  if  the  search  reaches  the  highest-addressed  block  of  storage 
and  discovers  it  is  not  large  enough? 

c)  What  happens  in  next-fit  when  the  highest-addressed  storage  block  is  not  large 
enough? 

d)  Which  strategy  uses  free  storage  more  uniformly? 

e)  Which  strategy  tends  to  cause  small  blocks  to  collect  at  low  storage  addresses? 

f)  Which  strategy  does  a  better  job  keeping  large  blocks  available? 

7.22  ( Fifty-percent  Rule)  The  more  mathematically  inclined  student  may  want  to  attempt  to  prove 
the  “fifty-percent  rule”  developed  by  Knuth  (Kh73)  (Sh77).  The  rule  states  that  at  steady  state  a 
variable  partition  multiprogramming  system  will  tend  to  have  approximately  half  as  many  holes  as 
there  are  occupied  storage  blocks.  The  rule  assumes  that  the  vast  majority  of  “fits”  are  not  exact  (so 
that  fits  tend  not  to  reduce  the  number  of  holes). 

7.23  (Simulation  Project)  Develop  a  simulation  program  to  investigate  the  relative  effectiveness  of 
the  first-fit.  best-fit,  and  worst-fit  storage  placement  strategies.  Your  program  should  measure  storage 
utilization,  and  average  job  turnaround  time  for  the  various  storage  placement  strategies.  Assume  a 
real  memory  system  with  1  M-byte  capacity  of  which  300K  is  reserved  for  the  operating  system,  New 
lobs  arrive  at  random  intervals  between  1  and  10  minutes  (in  multiples  of  1  minute),  the  size  of  the 
lobs  are  random  between  50K  and  300K  in  multiples  of  10K,  and  the  durations  range  from  5  to  60 
minutes  in  multiples  of  S  minutes  in  units  of  one  minute.  Your  program  should  simulate  each  of  the 
strategies  over  a  long  enough  interval  to  acheivc  steady  state  operation. 

a)  Discuss  the  relative  difficulties  of  implementing  each  of  these  strategies. 

b)  Indicate  any  significant  performance  differences  you  observed. 

c)  Vary  the  job  arrival  rates  and  job  size  distributions  and  observe  the  results  for  each  of 
the  strategies. 

d)  Based  on  your  observations,  state  which  strategy  you  would  choose  if  you  were 
actually  implementing  a  real  storage  management  system. 
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e)  Based  on  your  observations,  suggest  some  other  storage  placement  strategy  that  you 
think  would  be  more  effective  than  the  ones  you  have  investigated  here.  Simulate  its 
behavior.  What  results  do  you  observe? 

For  each  of  your  simulations,  assume  that  the  time  it  takes  to  make  the  storage  placement  decision  is 
negligible. 
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8.1  INTRODUCTION 

The  term  virtual  storage  is  normally  associated  with  the  ability  to  address  a  storage  space 
much  larger  than  that  available  in  the  primary  storage  of  a  particular  computer  system 
(Sh86)  (Le87)  (Ke88).  Virtual  storage  is  not  a  new  concept.  It  first  appeared  in  the  Atlas 
computer  system  constructed  at  the  University  of  Manchester  in  England  in  I960  (Ft6l) 
( Ki6 1 )  (Ki6 1  a)  (La78).  The  widespread  use  of  virtual  storage  systems  is,  however,  rela¬ 
tively  recent.  Microprocessors  now  support  virtual  storage  (Mc83)  (Sc83)  (Su87). 

The  two  most  common  methods  of  implementing  virtual  storage  are  paging  and 
segmentation,  both  of  which  are  discussed  in  detail  in  this  chapter.  Some  virtual  storage 
systems  use  one  technique  or  the  other.  Some  systems  use  both  (Pa72). 

All  virtual  storage  systems  have  the  attribute  that  the  addresses  developed  by  running 
programs  are  not  necessarily  those  addresses  available  in  primary  storage.  In  fact,  virtual 
addresses  are  normally  selected  from  a  much  larger  set  of  addresses  than  is  available  in 
primary  storage. 


8.2  EVOLUTION  OF  STORAGE  ORGANIZATIONS 

F'igure  8.1  shows  how  storage  organizations  have  evolved  from  real  storage  systems 
dedicated  to  a  single  user,  to  virtual  storage  systems  combining  the  techniques  of  paging 
and  segmentation.  Real  storage  organizations  were  discussed  in  the  previous  chapter. 
Because  virtual  storage  is  far  more  complex,  the  discussion  has  been  split  into  two  chapters. 
In  this  chapter,  the  various  virtual  storage  organizations  are  examined.  In  Chapter  9,  the 
techniques  and  strategies  for  managing  virtual  storage  are  discussed. 

8.3  VIRTUAL  STORAGE:  BASIC  CONCEPTS 

The  key  to  the  virtual  storage  concept  is  disassociating  the  addresses  referenced  in  a  run¬ 
ning  process  from  the  addresses  available  in  primary  storage. 
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Fig.  8.1  Evolution  of  storage  organizations. 
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The  addresses  referenced  by  a  running  process  are  called  virtual  addresses.  The  ad¬ 
dresses  available  in  primary  storage  are  called  reed  addresses.  The  range  of  virtual  ad¬ 
dresses  a  running  process  may  reference  is  called  that  process’s  virtual  address  space,  V. 
The  range  of  real  addresses  available  on  a  particular  computer  system  is  called  that  com¬ 
puter’s  real  address  space,  R.  The  number  of  addresses  in  V  is  denoted  I VI,  and  the  number 
of  addresses  in  R  is  denoted  IRI.  In  actual  implemented  virtual  storage  systems  it  is 
normally  the  case  that  IVI»IRI,  although  systems  have  been  built  in  which  IVkIRI. 

Even  though  processes  reference  only  virtual  addresses,  they  must  actually  run  in  real 
storage.  Thus  virtual  addresses  must  he  mapped  into  real  addresses  as  a  process  executes. 
This  must  be  done  quickly,  or  else  the  performance  of  the  computer  system  would  degrade 
to  intolerable  levels,  thus  eliminating  many  gains  from  using  the  virtual  storage  concept  in 
the  first  place  (Fig.  8.2). 

Various  means  have  been  developed  for  associating  virtual  addresses  with  real  ad¬ 
dresses.  Dynamic  address  translation  (DAT)  mechanisms  convert  virtual  addresses  to  real 
addresses  as  a  process  executes.  All  these  systems  exhibit  the  property  that  the  addresses 
contiguous  in  a  process’s  virtual  address  space  need  not  be  contiguous  in  real  storage— this 
is  called  artificial  contiguity  (Fig.  8.3).  Thus  the  user  is  freed  from  concern  about  where 
procedures  and  data  are  positioned  in  real  storage.  The  user  is  able  to  write  programs  in  the 
most  natural  manner,  considering  details  of  algorithm  efficiency  and  program  structure,  but 
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Fig.  8.2  Item  mapping  from  virtual  address  space  to  real  address  space. 
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Fig.  8.3  Artificial  contiguity.  Items  that  are  contiguous  in  virtual  storage  are  mapped 
to  items  in  real  storage  that  are  not  necessarily  contiguous. 


ignoring  details  of  the  underlying  hardware  structure.  The  computer  is  (or  can  be)  viewed  in 
a  logical  sense  as  an  implementor  of  algorithms  rather  than  in  a  physical  sense  as  a  device 
with  unique  characteristics,  some  of  which  may  impede  the  program  development  process. 

8.4  MULTILEVEL  STORAGE  ORGANIZATION 

If  we  are  to  permit  a  user's  virtual  address  space  to  be  larger  than  the  real  address  space,  and 
certainly  if  we  are  to  multiprogram  a  system  effectively  with  many  users  sharing  the  real 
storage  resource,  we  must  provide  a  means  for  retaining  programs  and  data  in  a  large 
auxiliary  storage.  This  is  normally  accomplished  by  using  a  two-level  storage  scheme  (Fig. 
K.4).  The  first  level  is  the  real  storage  in  which  processes  execute  and  in  which  data  must 
reside  in  order  to  be  referenced  by  a  running  process.  The  second  level  consists  of  large 
capacity  storage  media  such  as  disks  or  drums  capable  of  holding  the  programs  and  data 
that  cannot  all  fit  into  the  limited  real  storage  at  once.  This  second  level  of  storage  is 
generally  called  auxiliary ,  secondary,  or  backing  storage.  When  a  process  is  to  be  run,  its 
code  and  data  are  brought  to  the  main  storage.  The  details  of  how  this  is  done  will  be 
explained  thoroughly  in  this  and  the  next  chapter. 
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Fig.  8.4  Two-level  storage. 


Because  the  real  storage  is  shared  among  many  processes,  and  because  each  process 
may  have  a  virtual  address  space  much  larger  than  real  storage,  only  a  small  portion  of  each 
process’s  programs  and  data  may  be  maintained  in  real  storage  at  a  time.  Figure  8.5 
illustrates  a  two-level  storage  system  in  which  items  from  various  users’  virtual  storages 
have  been  placed  in  the  real  storage. 

8.5  BLOCK  MAPPING 

The  dynamic  address  translation  mechanism  must  maintain  address  translation  maps  il¬ 
lustrating  which  virtual  storage  locations  are  currently  in  real  storage,  and  where  they  are.  If 
this  mapping  were  performed  on  a  word-by-word  or  byte-by-byte  basis,  i.e.,  if  a  mapping 
entry  were  provided  for  every  entry  in  V,  then  the  mapping  information  would  be  so 
voluminous  that  it  would  require  as  much  or  more  real  storage  than  the  processes 
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Fig.  8.5  A  small  portion  of  each  user's  programs  and  data  may  normally  be  maintained 
in  primary  storage  at  once. 
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themselves  need.  A  method  is  needed  to  reduce  the  amount  of  mapping  information  in 
order  to  make  implementation  of  virtual  storage  worthwhile. 

We  simply  cannot  afford  to  map  addresses  individually.  Therefore,  information  is 
grouped  into  blocks ,  and  the  system  keeps  track  of  where  in  real  storage  the  various  virtual 
storage  blocks  have  been  placed.  The  larger  the  block  size,  the  smaller  the  fraction  of  real 
storage  that  must  be  devoted  to  storing  mapping  information. 

Making  blocks  large  lowers  the  storage  overhead  of  the  mapping  mechanism.  But 
large  blocks  take  longer  to  transfer  between  secondary  and  primary  storage,  and  consume 
more  real  storage,  possibly  limiting  the  number  of  processes  that  can  share  the  real  storage. 

There  is  some  question  as  to  whether  the  blocks  should  all  be  the  same  size,  or  of 
different  sizes.  When  blocks  are  the  same  size,  they  are  called  pages  and  the  associated 
virtual  storage  organization  is  called  paging.  When  the  blocks  may  be  of  different  sizes, 
they  are  called  segments ,  and  the  associated  virtual  storage  organization  is  called  segmenta¬ 
tion.  Some  systems  combine  the  two  techniques,  implementing  segments  as  variable-sized 
entities  composed  of  fixed-sized  pages. 

Addresses  in  a  block  mapping  system  are  two-dimensional.  To  refer  to  a  particular 
item,  a  program  specifies  the  block  in  which  the  item  resides,  and  the  displacement  of  the 
item  from  the  start  of  the  block  (Fig.  8.6).  A  virtual  address,  v,  is  denoted  by  an  ordered  pair 
(bxl)  where  b  is  the  block  number  in  which  the  referenced  item  resides,  and  d  is  the 
displacement  from  the  start  of  the  block. 

The  translation  from  a  virtual  storage  address  v  =  (b.d)  to  a  real  storage  address,  r, 
proceeds  as  follows  (Fig.  8.7).  Each  process  has  its  own  block  map  table  maintained  by  the 
system  in  real  storage.  A  special  register  in  the  processing  unit,  called  the  block  map  table 
origin  register ,  is  loaded  at  context  switching  time  with  the  real  address,  a.  of  the  process’s 
block  map  table.  The  block  map  table  contains  one  entry  for  each  block  of  the  process,  and 
the  entries  are  kept  in  sequential  order  for  block  0,  block  I ,  etc.  Now  the  block  number,  b.  is 
added  to  the  base  address,  a,  of  the  block  table  to  form  the  real  address  of  the  entry  in  the 
block  map  table  for  block  b.  This  entry  contains  the  real  address,  b\  for  the  start  of  block  h. 
The  displacement,  d ,  is  added  to  the  block  start  address,  l>\  to  form  the  desired  real  address, 
r  =  b'  +  d. 

The  block  mapping  techniques  employed  in  segmentation,  paging,  and  combined 
paging/segmentation  systems  are  all  similar  to  the  mapping  shown  in  Fig.  8.7. 

It  is  important  to  note  that  block  mapping  is  performed  dynamically  as  a  process  runs. 
If  not  implemented  efficiently,  its  overhead  could  cause  perfonnance  degradation  that 
would  negate  much  of  the  benefit  of  using  virtual  storage.  For  example,  the  two  additions 
indicated  in  Fig.  8.7  must  be  much  faster  than  conventional  machine  language  add 
instructions.  These  additions  are  performed  automatically  within  the  execution  of  each 
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Fig.  8.6  Virtual  address  format  in  a  block  mapping  system. 
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Fig.  8.7  Virtual  address  translation  with  block  mapping. 


machine  language  instruction  for  each  virtual  address  referenced;  if  the  additions  took  as 
long  as  machine  language  adds,  then  the  computer  might  run  at  only  a  small  fraction  of  the 
speed  at  which  a  real  storage  computer  would  execute.  Also,  the  block  mapping  table  is 
normally  placed  in  special  high-speed  storage  to  dramatically  decrease  the  time  it  takes  to 
retrieve  block-mapping  entries. 

8.6  PAGING:  BASIC  CONCEPTS 

Recalling  the  complexity  of  managing  variable-sized  blocks  under  variable  partition  multi¬ 
programming,  let  us  begin  by  considering  fixed-size  block  mapping,  i.e.,  paging.  In  this 
section  we  consider  pure  paging  as  distinguished  from  paging  in  a  system  with  combined 
segmentation  and  paging. 

A  virtual  address  in  a  paging  system  is  an  ordered  pair  (p,d)  where  p  is  the  page  number 
in  virtual  storage  on  which  the  referenced  item  resides,  and  d  is  the  displacement  within 
page  p  at  which  the  referenced  item  is  located  (Fig.  8.8).  A  process  may  run  if  its  current 
page  is  in  primary  storage.  Pages  are  transferred  from  secondary  to  primary  storage  and 
placed  in  primary  storage  in  blocks  called  page  frames  that  are  the  same  size  as  the 
incoming  pages.  Page  frames  begin  at  real  storage  addresses  that  are  integral  multiples  of 
the  fixed  page  size  (Fig.  8.9).  An  incoming  page  may  be  placed  in  any  available  page  frame. 
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Fig.  8.8  Virtual  address  format  in  a  pure  paging  system. 
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Fig.  8.9  Real  storage  divided  into  page  frames. 
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Dynamic  address  translation  under  paging  proceeds  as  follows.  A  running  process 
references  a  virtual  storage  address  v  =  (p,d).  A  page  mapping  mechanism.  Fig.  8. 10,  looks 
up  page  p  in  a  page  map  table,  and  determines  that  page  p  is  in  page  frame  p.  The  real 
storage  address  is  then  formed  by  concatenating  p  and  d. 

Now  consider  this  process  in  more  detail.  In  particular,  because  not  every  page  of  the 
process  is  ordinarily  in  primary  storage  at  the  same  time,  the  page  map  table  must  indicate 
whether  or  not  the  referenced  page  is  in  primary  storage;  if  it  is,  where  it  is;  and  if  it  isn’t, 
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Fig.  8.10  Correspondence  between  virtual  storage  addresses  and  real  storage  ad¬ 
dresses  in  a  paging  system. 
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where  it  may  be  found  in  secondary  storage.  Figure  8.1  I  shows  a  typical  page  map  table 
entry.  A  page  residence  bit,  r,  is  set  to  0  if  the  page  is  not  in  primary  storage  and  set  to  I  if 
the  page  is  in  primary  storage.  If  the  page  is  not  in  primary  storage,  then  ,v  is  its  secondary 
storage  address.  If  the  page  is  in  primary  storage,  then  p  is  its  page  frame  number.  Note  that 
p  is  not  an  actual  primary  storage  address;  the  primary  storage  address  at  which  page  frame 
p  begins  is  the  product  of  p  and  the  fixed  page  size  (assuming  page  frames  are  numbered  0, 
1 , 2,  etc.). 

8.6.1  Paging  Address  Translation  by  Direct  Mapping 

In  this  and  the  next  several  sections,  we  consider  several  techniques  for  performing  page 
mapping.  First  we  consider  direct  mapping  as  illustrated  in  Fig.  8. 1 2. 

A  running  process  references  virtual  address  v  =  (p.d).  Before  a  process  begins  run¬ 
ning,  the  operating  system  loads  (at  context  switching  time)  the  primary  storage  address  of 
the  page  map  table  into  the  page  map  table  origin  register.  The  base  address,  b.  of  the  page 
map  table  is  added  to  the  page  number,  p,  to  form  the  address  in  primary  storage,  b  +  p ,  of 
the  entry  in  the  page  map  table  for  page  p.  This  entry  indicates  that  page  frame  p 
corresponds  to  virtual  page  p.  Then  p'  is  concatenated  with  the  displacement,  d.  to  form  real 
address,  r.  This  is  said  to  be  an  example  of  direct  mapping  because  the  page  map  table 
contains  an  entry  for  every  page  in  this  process’s  virtual  storage.  If  the  process  has  n  pages 
in  its  virtual  storage,  then  the  direct  mapped  page  map  table  for  the  process  contains  entries 
successively  for  page  0,  page  I,  page  2,  .  .  .,  page  n  -  I.  Direct  mapping  is  much  like 
accessing  an  array  location  via  subscripting;  any  entry  in  the  table  can  be  directly  located 
with  a  single  access  to  the  table. 

The  virtual  address  being  translated  and  the  base  address  of  the  page  map  table  are  both 
kept  in  high-speed  registers  in  the  control  processor,  so  the  operations  involving  them  can 
be  performed  quickly  within  a  single  instruction  execution  cycle.  But  the  direct  mapped 
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Fig.  8.11  A  page  map  table  entry. 
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Fig.  8.12  Paging  address  translation  by  direct  mapping. 


page  map  table,  which  can  be  quite  large,  is  ordinarily  kept  in  primary  storage.  Conse¬ 
quently,  the  reference  to  the  page  map  table  requires  one  complete  primary  storage  cycle. 
Because  the  primary  storage  cycle  time  ordinarily  represents  the  largest  part  of  an 
instruction  execution  cycle,  and  because  we  require  an  additional  primary  storage  execu¬ 
tion  cycle  for  page  mapping,  then  the  use  of  direct  mapping  page  address  translation  can 
cause  the  computer  system  to  run  programs  at  about  half  speed!  This  is  intolerable. 
Therefore,  to  achieve  faster  translation,  many  of  today’s  systems  implement  the  complete 
direct  mapped  page  map  table  in  very  high-speed  cache  storage.  This  has  been  made  more 
feasible  because  of  the  steady  decline  in  the  cost  of  cache  memory  due  to  advances  in 
memory  technology  (Sm82). 


8.6.2  Paging  Address  Translation  by  Associative  Mapping 

One  way  of  speeding  dynamic  address  translation  is  to  place  the  entire  page  map  table  into 
a  content-addressed  (rather  than  location-addressed)  associative  storage  (Ha66)  (Ln66), 
which  has  a  cycle  time  perhaps  an  order  of  magnitude  faster  than  primary  storage.  Figure 
8. 13  illustrates  how  dynamic  address  translation  proceeds  with  pure  associative  mapping. 
A  running  program  refers  to  virtual  address  v  =  (p.cl).  Every  entry  in  the  associative  storage 
is  searched  simultaneously  for  page  p.  It  returns p  as  the  page  frame  corresponding  to  page 
/?,  and  p  is  concatenated  with  cl,  forming  the  real  address,  r.  Note  that  the  arrows  into  the 
associative  map  actually  enter  every  cell  of  the  map.  This  indicates  that  every  cell  of  the 
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Fig.  8.13  Paging  address  translation  with  pure  associative  mapping. 


associative  storage  is  searched  simultaneously  for  a  match  on  p.  This  is  what  makes 
associative  storage  prohibitively  expensive  even  compared  to  cache,  so  pure  associative 
mapping  is  not  used:  we  show  it  here  in  case  the  economics  of  associative  mapping  become 
more  favorable. 

Again,  the  dilemma  faced  is  that  dynamic  address  translation  must  proceed  quickly  to 
make  the  concept  of  virtual  storage  feasible.  If  using  a  cache  storage  to  implement  pure 
direct  mapping  or  if  using  an  associative  storage  to  implement  pure  associative  mapping  is 
too  costly,  designers  may  choose  a  compromise  scheme  that  offers  many  of  the  advantages 
of  the  cache  or  associative  storage  approach  but  at  a  more  modest  cost.  This  scheme  is 
considered  in  the  next  section. 


8.6.3  Paging  Address  Translation  with  Combined  Associative/Direct 
Mapping 

Much  of  the  discussion  to  this  point  has  dealt  with  the  computer  hardware  it  takes  to 
implement  virtual  storage  efficiently.  The  hardware  view  presented  has  been  a  logical  one 
rather  a  than  physical  one.  We  are  concerned  not  with  the  precise  structure  of  the  devices 
but  with  their  functional  organization  and  relative  speeds.  This  view  of  hardware  is  typical 
of  that  which  the  operating  systems  designer  must  have,  especially  in  development 
environments  in  which  hardware  designs  may  be  modified. 

Improvements  in  hardware  over  the  last  three  decades  have  come  at  a  much  more 
dramatic  pace  than  improvements  in  software.  It  has  actually  come  to  the  point  that  de¬ 
signers  are  often  reluctant  to  commit  themselves  to  a  particular  hardware  technology  be¬ 
cause  they  expect  a  better  technology  will  soon  be  available.  Operating  systems  designers 
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generally  have  little  choice  in  these  matters  because  they  must  implement  operating 
systems  with  existing  technologies.  They  must  also  deal  with  the  realities  and  economics  of 
today’s  hardware.  Currently,  cache  and  associative  storage  are  far  more  expensive  than 
direct  access  primary  storage.  This  leads  some  designers  to  a  compromise  page  mapping 
mechanism. 

An  associative  storage  capable  of  holding  only  a  small  percentage  of  the  complete  page 
map  table  for  a  process  (Fig.  8. 14)  is  used  (this  is  sometimes  called  a  translation  lookaside 


Page 

table  origin 
register 


Fig.  8.14  Paging  address  translation  with  combined  associative/direct  mapping. 
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buffer).  The  page  entries  maintained  in  this  map  correspond  to  the  most  recently  referenced 
pages  only,  using  the  heuristic  that  a  page  referenced  recently  in  the  past  is  likely  to  be 
referenced  again  in  the  near  future.  (This  is  an  example  of  locality,  a  phenomenon  discussed 
in  detail  in  Chapter  9.) 

Dynamic  address  translation  proceeds  as  follows.  A  running  program  references  vir¬ 
tual  address  v  =  (/;//).  The  address  translation  mechanism  first  tries  to  find  page  p  in  the 
partial  associative  page  map.  If  p  is  there,  then  the  associative  map  returns  p  as  the  frame 
number  corresponding  to  virtual  page  p,  and  p'  is  concatenated  with  the  displacement  d  to 
form  the  real  address  r  that  corresponds  to  virtual  address  v  =  (p,d). 

If  there  is  no  match  for  page  p  in  the  partial  associative  page  map,  a  conventional  direct 
map  in  primary  storage  is  referenced.  The  address,  b,  in  the  page  table  origin  register  is 
added  to p  to  locate  the  appropriate  entry  for  page p  in  the  direct-mapped  page  map  table  in 
primary  storage.  The  table  indicates  that  p'  is  the  page  frame  corresponding  to  virtual  page 
p,  and  p'  is  concatenated  with  the  displacement,  d,  to  form  the  real  address  r  corresponding 
to  virtual  address  v  =  ( p,d ).  Now  that  p  has  been  located  in  frame  /?',  the  partial  associative 
map  is  updated  to  contain  this  information;  the  hardware  replaces  the  entry  for  the  least- 
recently-used  page.  Now,  references  (in  the  near  future)  to  page/?  will  be  translated  quickly 
through  the  partial  associative  page  map. 

The  partial  associative  page  map  does  not  need  to  be  large  to  achieve  good  perfor¬ 
mance.  In  fact,  systems  using  this  technique  with  only  eight  or  sixteen  associative  storage 
registers  often  achieve  90  percent  or  more  of  the  performance  possible  with  a  complete 
associative  map,  which  on  today’s  systems  might  require  hundreds,  or  even  thousands,  of 
times  as  many  entries.  This  also  occurs  because  of  the  phenomenon  of  locality. 

Using  a  combined  associative/direct  mapping  mechanism  is  an  engineering  decision 
based  on  the  relative  economics  and  capabilities  of  existing  hardware  technologies.  There¬ 
fore,  it  is  important  for  operating  systems  students  and  developers  to  be  aware  of  emerging 
hardware  technologies.  Books  on  computer  architecture,  such  as  (Ba80)  (Fo85)  (Hr85) 
(Mo86)  (Le87)  (Su87)  (Tu88),  are  a  good  source  for  this  material. 


8.6.4  Sharing  in  a  Paging  System 

In  multiprogrammed  computer  systems,  especially  in  timesharing  systems,  it  is  common 
for  many  users  to  be  executing  the  same  programs.  If  individual  copies  of  these  programs 
were  given  to  each  user,  much  of  primary  storage  would  be  wasted.  The  obvious  solution  is 
to  share  those  pages  that  can  be  shared. 

Sharing  must  be  carefully  controlled  to  prevent  one  process  from  modifying  data  that 
another  process  is  accessing  (see  the  discussion  of  concurrency  control  in  Chapter  4).  In 
most  of  today's  systems  that  implement  sharing,  programs  are  divided  into  separate 
procedure  and  data  areas.  Nonmodifiable  procedures  are  called  pure  procedures  or 
reentrant  procedures.  Modifiable  data  clearly  cannot  be  shared  without  careful  concur¬ 
rency  control.  Nonmodifiable  data  (such  as  fixed  tabular  information,  for  example)  can  be 
shared.  Modifiable  procedures  cannot  be  shared  (although  someone  might  envision  an 
esoteric  example  where  doing  this  with  some  form  of  concurrency  control  would  make 
sense). 
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All  this  discussion  points  to  the  need  to  identify  each  page  as  either  sharable  or 
nonsharable.  Once  each  process’s  pages  have  been  categorized  in  this  fashion,  then  sharing 
in  pure  paging  systems  is  implemented  as  in  Fig.  8. 1 5.  By  having  page  map  table  entries  of 
different  processes  point  to  the  same  page  frame,  that  page  frame  is  shared  among  those 
processes.  Sharing  reduces  the  amount  of  primary  storage  needed  for  a  group  of  processes 
to  run  efficiently,  and  can  make  it  possible  for  a  given  system  to  support  more  users.  In  the 
next  chapter,  the  issues  of  how  sharing  affects  virtual  storage  management  will  be 
considered. 

Note  in  Fig.  8. 15  that  we  have  placed  the  entries  for  the  pages  of  shared  procedures  in 
the  same  positions  in  each  page  map  (relative  to  the  start  of  the  page  map).  Is  this 
mandatory?  This  question  is  left  to  the  exercises. 
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Fig.  8.15  Sharing  a  pure  paging  system. 
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Fig.  8.16  Noncontiguous  storage  allocation  in  a  real  storage  segmentation  system. 


8.7  SEGMENTATION 

From  the  chapter  on  real  storage,  we  recall  that  in  variable  partition  multiprogramming, 
placing  programs  in  storage  is  often  performed  on  a  first-fit,  best-fit,  or  worst-fit  basis.  But 
we  are  still  restricted  to  running  programs  in  one  block  of  contiguous  locations  of  real 
storage. 

In  real  storage  segmentation  systems,  this  restriction  is  removed  and  a  program  (and  its 
data)  are  allowed  to  occupy  many  separate  blocks  of  real  storage  (Fig.  8.16).  The  blocks 
themselves  need  not  be  the  same  size  and  must  still  consist  of  contiguous  locations,  but  the 
separate  blocks  need  not  be  adjacent  to  one  another. 

This  introduces  several  interesting  problems.  For  example,  the  problem  of  protecting 
each  user  from  destruction  by  other  users  now  becomes  more  complex.  A  pair  of  bounds 
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Storage  protection  keys 
for  individual  storage 
blocks 


Fig.  8.17  Storage  protection  with  keys  in  noncontiguous  storage  allocation  multipro¬ 
gramming  systems.  While  the  storage  protection  key  in  CPU  is  2,  corresponding  to  User 
B,  User  B's  program  may  refer  only  to  other  blocks  of  storage  with  the  same  storage 
protection  key  of  2.  These  keys  are  strictly  under  the  control  of  the  operating  system  and 
can  be  manipulated  only  by  priviledged  instructions. 


registers  no  longer  suffices.  Similarly,  it  becomes  more  difficult  to  limit  the  range  of  access 
of  any  given  program.  One  scheme  for  implementing  storage  protection  in  segmentation 
systems  is  the  use  of  storage  protection  keys  as  shown  in  Fig.  8.17. 

In  a  virtual  storage  segmentation  system  (Ds65),  a  virtual  address  is  an  ordered  pair  v  = 
(s.il)  where  ,v  is  the  segment  number  in  virtual  storage  in  which  the  referenced  item  resides, 
and  d  is  the  displacement  within  segment  at  which  the  referenced  item  is  located  (Fig. 
8.18).  A  process  may  run  only  if  its  current  segment  (as  a  minimum)  is  in  primary  storage. 
Segments  are  transferred  from  secondary  to  primary  storage  as  complete  units.  All  the 
locations  within  a  segment  are  placed  in  contiguous  locations  in  primary  storage.  An 
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Fig.  8.18  Virtual  address  format  in  a  pure  segmentation  system. 


incoming  segment  may  be  placed  in  any  available  area  in  primary  storage  large  enough  to 
hold  the  segmerit.  The  placement  strategies  for  segmentation  are  identical  to  those  used  in 
variable  partition  multiprogramming  with  first  fit  and  best  fit  being  most  common. 

Dynamic  address  translation  under  segmentation  proceeds  as  follows.  A  running 
process  references  a  virtual  storage  address  v  =  (s,d)  (Fig.  8.19).  A  segment  mapping 
mechanism  looks  up  segment  s  in  the  segment  map  table  and  determines  that  segment  s  is  in 
real  storage  beginning  at  location  .v'.  The  real  storage  address  corresponding  to  virtual 
storage  address  v  =  (s,d)  is  then  formed  by  adding  s'  to  d.  We  will  examine  this  process  in 
more  detail  in  the  next  several  sections. 


Segment  map 
table  origin 
register 


Fig.  8.19  Virtual  address  translation  in  a  pure  segmentation  system. 
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R 

This  segment  may  be  read. 

Write 

W 

This  segment  may  be  modified. 

Execute 

E 

.. 

This  segment  may  be  executed. 

Append 

A 

This  segment  may  have 
information  added  to 
it  at  its  end. 

Fig.  8.20  Access  control  types. 


8.7.1  Access  Control  in  Segmentation  Systems 

It  is  unwise  to  give  each  process  unlimited  access  to  every  segment  in  the  system.  In  fact, 
one  of  the  attractions  of  segmentation  systems  is  the  careful  access  control  that  is  possible. 
This  is  provided  by  giving  each  process  certain  access  rights  to  each  segment  and  by,  in 
fact,  completely  denying  access  to  many  segments. 

Figure  8.20  lists  the  most  common  access  control  types  in  use  in  today’s  systems.  If  a 
process  has  read  access  to  a  segment,  then  the  process  may  obtain  any  item  of  information 
contained  in  that  segment.  The  process  may  make  a  complete  copy  of  the  segment  if  it  so 
desires. 

If  a  process  is  given  write  access  to  a  segment,  then  the  process  may  modify  any  of  the 
contents  of  the  segment,  and  may  place  additional  information  in  the  segment.  The  process 
may  destroy  all  the  information  in  the  segment  if  it  so  desires. 

A  process  given  execute  access  to  a  segment  may  run  that  segment  as  a  program. 
Execute  access  to  a  data  segment  is  normally  denied. 

A  process  given  append  access  to  a  segment  may  write  additional  information  at  the 
end  of  the  segment,  but  may  not  modify  existing  information. 

In  a  system  with  these  four  access  control  types,  by  either  allowing  or  denying  each 
type  it  is  possible  to  create  sixteen  different  access  control  modes.  Some  of  these  are  in¬ 
teresting,  while  others  do  not  make  sense.  For  simplicity,  consider  the  eight  different 
combinations  of  read,  write,  and  execute  access  shown  in  Fig.  8.21. 

In  mode  0,  no  access  is  permitted  to  the  segment.  This  is  useful  in  security  schemes  in 
which  the  segment  is  not  to  be  accessed  by  a  particular  process. 
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Fig.  8.21  Combining  read,  write,  and  execute  access  to  yield  useful  protection  modes. 


In  mode  1 ,  a  process  is  given  execute  only  access  to  the  segment.  This  mode  is  useful 
when  a  process  is  to  be  allowed  to  use  a  program  contained  in  the  segment,  but  may  not 
copy  or  modify  it. 

Modes  2  and  3  are  not  useful — it  does  not  make  sense  to  give  a  process  the  right  to 
modify  a  segment  without  also  giving  it  the  right  to  read  the  segment. 

Mode  4  allows  a  process  read  only  access  to  a  segment.  This  is  useful  in  information 
retrieval  applications  in  which  a  process  is  to  have  access  to  information,  but  may  not 
modify  it. 

Mode  5  allows  a  process  read/execute  access  to  a  segment.  This  is  useful  in  situations 
in  which  a  process  is  allowed  to  use  the  program  contained  in  the  segment,  but  may  not 
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modify  the  original  copy.  The  process  may,  however,  make  its  own  copy  of  the  segment 
which  it  may  then  modify. 

Mode  6  allows  a  process  readlwrite  access  to  a  segment.  This  is  useful  when  the 
segment  is  data  that  may  be  read  or  written  by  the  process  but  that  must  be  protected  from 
accidental  execution  (since  the  segment  is  not  a  program), 

Mode  7  allows  a  process  unrestricted  access  to  a  segment.  This  is  useful  for  allowing  a 
process  complete  access  to  its  own  segments,  and  forgiving  it  most-trusted  status  to  access 
other  users’  segments. 

The  simple  access  control  mechanism  described  in  this  section  is  the  basis  of  segment 
protection  in  many  implemented  systems. 


8.7.2  Segmented  Address  Translation  by  Direct  Mapping 

Just  as  in  paged  systems,  there  are  many  strategies  for  implementing  segmented  address 
translation.  It  can  be  done  by  direct  mapping,  by  associative  mapping,  or  by  combined 
direct/associative  mapping.  It  can  be  done  with  cache  storages  large  enough  to  hold  the 
entire  segment  map  table,  or  it  can  be  done  with  partial  associative  storages  large  enough  to 
hold  entries  for  the  most  recently  referenced  segments.  In  this  section,  we  consider 
segmented  address  translation  using  direct  mapping  with  the  complete  segment  map  table 
maintained  in  a  fast  access  cache  storage.  A  typical  segment  map  table  entry  is  shown  in 
detail  in  Fig.  8.22. 

First,  we  consider  the  case  in  which  the  address  translation  proceeds  normally,  and 
Ihen  we  consider  several  problems  that  may  arise.  A  running  process  references  virtual 
address  v  =  (s,d).  The  segment  number,  s,  is  added  to  the  base  address,  b,  in  the  segment 
map  table  origin  register  to  form  the  real  storage  address,  b  +  s,  of  the  entry  for  segment  s  in 
the  segment  map  table.  The  segment  map  table  contains  the  primary  storage  address,  s',  at 
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Fig.  8.22  Segment  map  table  entry. 
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which  the  segment  begins.  The  displacement,  d.  is  added  to  ,v’  forming  the  real  address,  r  = 
s'  +  d,  corresponding  to  virtual  address  v  =  (s,d). 

Figure  8.22  shows  a  typical  segment  map  table  entry  in  detail.  A  residence  bit ,  r, 
indicates  whether  or  not  that  segment  is  currently  in  primary  storage.  If  the  segment  is  in 
primary  storage,  then  s'  is  the  primary  storage  address  at  which  the  segment  begins.  If  the 
segment  is  not  in  primary  storage,  then  a  is  the  secondary  storage  address  from  which  the 
segment  must  be  retrieved  before  the  process  may  proceed.  All  references  to  the  segment 
are  checked  against  the  segment  length,  /,  to  be  sure  that  they  fall  within  the  range  of  the 
segment.  Each  reference  to  the  segment  is  also  checked  against  the  protection  bits  to 
determine  if  the  operation  being  attempted  is  allowed.  Now,  during  dynamic  address 
translation,  once  the  segment  map  table  entry  for  segment  s  has  been  located,  first  r  is 
examined  to  be  sure  the  segment  is  in  primary  storage.  If  the  segment  is  not  in  primary 
storage,  then  a  missing  segment  fault  is  generated,  causing  the  operating  system  to  gain 
control  and  load  the  referenced  segment  from  secondary  storage  address  a.  Once  the 
segment  is  loaded,  address  translation  proceeds  with  checking  that  the  displacement,  d ,  is 
less  than  or  equal  to  the  segment  length,  I.  If  it  is  not,  then  a  segment  overflow  exception  is 
generated,  causing  the  operating  system  to  get  control  and  terminate  execution  of  this 
process.  If  the  displacement  is  within  the  range  of  the  segment,  then  the  protection  bits  are 
checked  to  be  sure  that  the  operation  being  attempted  is  allowed.  If  it  is.  then  finally  the 
base  address,  ,v',  of  the  segment  in  primary  storage  is  added  to  the  displacement,  d,  to  form 
the  real  storage  address  r  =  s'  +  d  corresponding  to  virtual  storage  address  v  =  (sxl).  If  the 
operation  being  attempted  is  not  allowed,  then  a  segment  protection  exception  is  generated, 
causing  the  operating  system  to  get  control  and  terminate  execution  of  this  process. 


8.7.3  Sharing  in  a  Segmentation  System 

One  of  the  advantages  of  segmentation  over  paging  is  that  segmentation  is  a  logical  rather 
than  a  physical  concept.  In  their  most  general  form,  segments  are  not  arbitrarily  constrained 
to  a  certain  size.  Instead,  they  are  allowed  to  be  (within  reasonable  limits)  as  large  (or  as 
small)  as  they  need  to  be.  A  segment  corresponding  to  an  array  is  as  large  as  the  array.  A 
segment  corresponding  to  a  dynamic  data  structure  may  grow  and  shrink  as  the  data 
structure  itself  grows  and  shrinks.  A  segment  corresponding  to  procedural  code  generated 
by  a  compiler  is  as  large  as  it  needs  to  be  to  hold  the  code. 

Sharing  segments  is  quite  straightforward  when  compared  to  sharing  in  a  pure  paging 
system.  If  an  array  in  a  pure  paging  system  is  three  and  one-half  pages  long,  then  instead  of 
having  simple  entries  that  indicate  “share  this  array,’"  we  must  now  have  separate  entries  for 
each  of  the  pages  on  which  the  array  resides.  Handling  the  partial  page  can  be  awkward. 
The  situation  is  even  worse  with  a  dynamic  data  structure.  When  a  dynamic  data  structure 
grows  into  a  new  page,  the  sharing  indications  must  be  adjusted  at  execution  time.  In  a 
segmentation  system,  once  the  segment  is  declared  as  shared,  data  structures  may  grow  and 
shrink  without  changing  the  logical  fact  that  they  reside  on  shared  segments. 

Figure  8.23  illustrates  how  sharing  is  accomplished  in  a  pure  segmentation  system. 
Two  processes  may  share  a  segment  by  simply  having  entries  in  their  segment  tables  that 
point  to  the  same  segment  in  primary  storage. 
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Fig.  8.23  Sharing  in  a  pure  segmentation  system. 


8,8  PAGING/SEGMENTATION  SYSTEMS 

Both  segmentation  and  paging  offer  significant  advantages  as  virtual  storage  organizations. 
Beginning  with  systems  constructed  in  the  mid-1960s,  in  particular  Multics  and  IBM's 
TSS,  many  computer  systems  have  been  built  that  combine  paging  and  segmentation 
(Da68)  (De71)  (Be72)  (Or72)  (Do76)  (BI81).  These  systems  offer  the  advantages  of  both 
virtual  storage  organization  techniques.  Segments  are  usually  multiples  of  pages  in  size,  all 
the  pages  of  a  segment  need  not  be  in  primary  storage  at  once,  and  virtual  storage  pages  that 
are  contiguous  in  virtual  storage  need  not  be  contiguous  in  real  storage.  Addressing  is  three- 
dimensional  with  a  virtual  storage  address,  v,  being  an  ordered  triple  v  -  ( s,p,d )  where  s  is 
the  segment  number,  p  is  the  page  number  within  the  segment,  and  d  is  the  displacement 
within  the  page  at  which  the  desired  item  is  located  (Fig.  8.24). 
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Virtual  address 
v  =  (s,  p,  d) 


Fig.  8.24  Virtual  address  format  in  a  paged  and  segmented  system. 
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Fig.  8.25  Virtual  address  translation  with  combined  associative/direct  mapping  in  a 
paged  and  segmented  system. 


8.8.1  Dynamic  Address  Translation  in  Paging/Segmentation  Systems 

Now  consider  the  dynamic  address  translation  of  virtual  addresses  to  real  addresses  in  a 
paging/segmentation  system  using  combined  associative/direct  mapping  as  illustrated  in 
Fig.  8.25. 
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A  running  process  references  virtual  address  v  =  ( s.p.d ).  The  most  recently  referenced 
pages  have  entries  in  partial  associative  storage.  An  associative  search  is  performed  to 
attempt  to  locate  (s,p)  in  the  associative  storage.  If  (s,p)  is  found,  then  the  page  frame.  /?',  at 
which  page  p  of  segment  s  resides  in  primary  storage,  is  concatenated  to  the  displacement, 
d.  to  form  the  real  storage  address,  r,  corresponding  to  virtual  address  v  =  ( s.p.d ).  and  the 
address  translation  is  complete. 

Normally,  most  address  translation  requests  are  satisfied  by  this  associative  storage 
search.  When  a  request  is  not  satisfied  by  searching  the  associative  storage,  a  complete 
direct  mapping  occurs  as  follows.  The  base  address,  b,  of  the  segment  map  table  (in  primary 
slorage)  is  added  to  the  segment  number,  s,  to  form  the  address,  b  +  s,  of  the  entry  in  the 
segment  map  table  for  segment  s  in  primary  storage.  The  segment  map  table  entry  indicates 
the  base  address,  s',  of  the  page  table  (in  primary  storage)  for  segment  s.  The  page  number, 
p,  is  added  to  s'  to  form  the  address,  p  +  s',  of  the  entry  in  the  page  table  for  page  p  of 
segment  s.  This  table  yields  the  fact  that  p’  is  the  page  frame  number  corresponding  to 
virtual  page p.  The  frame  number,/?',  is  concatenated  with  the  displacement,  d,  to  form  the 
real  address,  r,  corresponding  to  virtual  address  v  =  ( s,p.cl ). 

This  translation  process  has,  of  course,  assumed  that  every  piece  of  information  is 
exactly  where  it’s  supposed  to  be.  But  there  are  many  steps  along  the  way  where  the 
translation  process  may  fail.  The  segment  map  table  search  may  indicate  that  segment  s  is 
not  in  primary  storage,  thus  generating  a  missing  segment  fault  and  causing  the  operating 
system  to  locate  the  segment  on  secondary  storage,  create  a  page  table  for  the  segment,  and 
load  the  appropriate  page  into  primary  storage,  possibly  replacing  an  existing  page  of  this 
or  some  other  process.  If  the  segment  is  in  primary  storage,  then  the  reference  to  the  page 
map  table  may  indicate  that  the  desired  page  is  not  in  primary  storage.  This  would  generate 
a  missing  page  fault,  causing  the  operating  system  to  gain  control,  locate  the  page  on 
secondary  storage,  and  load  the  page  (again,  possibly  replacing  another  page).  Just  as  in 
pure  segmentation,  a  virtual  storage  address  may  be  past  the  end  of  a  segment,  thus 
generating  a  segment  overflow  exception.  Or  the  protection  bits  may  indicate  that  the 
operation  to  be  performed  on  the  referenced  virtual  address  is  not  allowed,  thus  generating 
a  segment  protection  exception.  The  operating  system  must  handle  all  these  eventualities. 

The  associative  storage  (or  similarly,  a  high-speed  cache  storage)  is  critical  to  the 
efficient  operation  of  this  dynamic  address  translation  mechanism.  If  a  purely  direct 
mapping  mechanism  were  used  with  the  complete  map  maintained  in  primary  storage,  the 
average  virtual  storage  reference  would  require  a  storage  cycle  to  access  the  segment  map 
table,  a  second  storage  cycle  to  reference  the  page  map  table,  and  a  third  storage  cycle  to 
reference  the  desired  item  in  real  storage.  Thus  every  reference  to  an  item  would  involve 
three  storage  cycles,  and  the  computer  system  would  run  only  at  approximately  one-third 
its  normal  speed,  with  two-thirds  of  its  time  being  spent  in  address  translation!  It  is  in¬ 
teresting  that  with  only  eight  or  sixteen  associative  registers,  many  systems  achieve 
operating  speeds  of  90  percent  and  higher  of  the  full  processing  speed  of  their  control 
processors. 

Figure  8.26  indicates  the  detailed  table  structure  required  by  paged/segmented  sys¬ 
tems.  At  the  top  level  is  a  process  table  containing  an  entry  for  every  process  known  to  the 
system.  The  process  table  entry  for  a  given  process  points  to  that  process’s  segment  map 
table.  Each  entry  of  a  process’s  segment  map  table  points  to  the  page  map  table  for  the 
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associated  segment,  and  each  entry  in  a  page  map  table  points  either  to  the  page  frame  in 
which  that  page  resides  or  to  the  secondary  storage  address  at  which  the  page  may  be  found. 
In  a  system  with  a  large  number  of  processes,  segments,  and  pages,  this  table  structure  can 
consume  a  significant  portion  of  primary  storage.  The  trade-off  here  is  that  address 
translation  proceeds  more  quickly  at  execution  time  if  all  the  tables  are  in  primary  storage, 
but  with  more  tables  in  primary  storage,  the  system  supports  fewer  processes,  and  thus 
productivity  declines.  Operating  systems  designers  must  evaluate  many  such  trade-offs  to 
achieve  the  delicate  balance  needed  for  a  system  to  run  efficiently  and  to  provide 
responsible  service  to  its  users. 


8.8.2  Sharing  in  a  Paging/Segmentation  System 

In  a  paging/segmentation  system  the  advantages  of  segment  sharing  become  important. 
Sharing  is  implemented  by  having  entries  in  segment  map  tables  for  different  processes 
point  to  the  same  page  map  table,  as  is  indicated  in  Fig.  8.27. 

Sharing,  whether  it  be  in  paged  systems,  segmented  systems,  or  paged/segmented 
systems,  requires  careful  management  by  the  operating  system.  In  particular,  the  reader 
should  consider  what  would  happen  if  an  incoming  page  were  to  replace  a  page  shared  by 
many  processes. 

SUMMARY 

The  two  most  common  methods  of  implementing  virtual  storage  are  paging  and  seg¬ 
mentation.  Virtual  addresses  are  normally  selected  from  a  much  larger  set  of  addresses  than 
is  available  in  primary  storage. 

The  key  to  the  virtual  storage  concept  is  disassociating  the  virtual  addresses  referenced 
in  a  running  process  from  the  addresses  available  in  primary  storage,  real  addresses.  The 
range  of  virtual  addresses  a  running  process  may  reference  is  called  that  process's  virtual 
address  space,  V.  The  range  of  real  addresses  available  on  a  particular  computer  system  is 
called  that  computer’s  real  address  space,  R. 

Converting  virtual  addresses  to  real  addresses  is  called  dynamic  address  translation.  It 
is  performed  by  the  system  and  is  transparent  to  the  user.  Artificial  contiguity  means  that 
addresses  contiguous  in  V  need  not  be  contiguous  in  R. 

Only  a  small  portion  of  each  process's  procedures  and  data  is  normally  in  real  storage 
at  once.  The  remainder  is  kept  on  fast  access  secondary  storage  devices. 

Virtual  storage  systems  require  maps  from  virtual  addresses  to  real  addresses.  A  key 
issue  in  virtual  storage  systems  is  minimizing  the  amount  of  mapping  information  that  must 
be  maintained  in  primary  storage,  while  at  the  same  time  guaranteeing  satisfactory  per- 
lorinance.  Block  mapping  helps  accomplish  this  goal. 

Fixed-size  blocks  are  called  pages;  variable-size  blocks  are  called  segments.  Some 
systems  combine  the  two  techniques  using  segments  that  are  integral  multiples  in  length  of 
tixed-size  pages.  In  block  mapping  schemes,  addresses  may  be  thought  of  as  ordered  pairs 
r  =  (b,d)  where  h  is  the  block  in  which  virtual  address  v  is  contained,  and  d  is  vs 
displacement  from  the  start  of  block  h. 
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Fig.  8.27  Two  processes  sharing  a  segment  in  a  paged  and  segmented  system. 
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In  a  block  mapping  system,  virtual  addresses  are  translated  to  real  addresses  by  the  use 
of  a  block  mapping  table.  For  speed,  this  table  is  often  implemented  in  a  fast  access  cache  or 
associative  storage. 

A  virtual  address  in  a  paging  system  is  an  ordered  pair  v  =  ( p,d )  where  p  is  the  page 
containing  v,  and  d  is  the  displacement  of  v  from  the  start  of  p.  Primary  storage  is  divided 
into  page  frames  the  same  size  as  virtual  pages.  A  page  may  be  placed  in  any  available  page 
frame. 

Dynamic  address  translation  under  paging  involves  mapping  the  page  number  p  to  a 
page  frame  p' .  The  mapping  may  be  direct,  in  which  case  a  complete  page  map  table  is 
maintained  in  either  primary  storage  or  fast  access  cache  storage.  The  mapping  may  be  pure 
associative,  in  which  case  a  complete  page  map  table  is  maintained  in  a  fast  access 
associative  storage.  Because  of  the  high  costs  of  associative  and  cache  storages,  the 
mapping  may  be  combined  associative/direct  with  only  the  most  recent  pages  maintained  in 
the  high  speed  associative  storage,  and  direct  mapping  in  primary  storage  used  when  an 
associative  search  fails.  This  last  technique  is  often  implemented  with  a  cache  storage 
rather  than  the  associative  storage. 

Sharing  in  a  paging  system  is  accomplished  by  having  page  map  table  entries  of 
different  processes  point  to  the  same  page  frame.  Sharing  in  this  manner  is  awkward  be¬ 
cause  processes  really  share  logical  entities  like  procedures  and  data,  which  can  often  oc¬ 
cupy  several  pages  and  grow  and  shrink  as  a  process  executes. 

Segmentation  uses  variable-size  blocks.  Each  block,  within  reasonable  limits,  is  as 
large  as  it  needs  to  be  to  hold  a  logical  entity  such  as  a  procedure  or  a  data  structure.  A 
process’s  segments  need  not  all  be  in  primary  storage  at  once,  nor  must  they  be  contiguous 
in  primary  storage.  A  process  may  run  if  its  current  segment  (as  a  minimum)  is  in  primary 
storage. 

A  virtual  address  in  a  segmentation  system  is  an  ordered  pair  v  =  (s,d),  where  s  is  the 
segment  in  which  v  resides  and  d  is  v’s  displacement  within  s.  Dynamic  address  translation 
can  be  performed  with  essentially  the  same  types  of  direct,  associative,  and  combined 
direct/associative  mapping  performed  in  paging  systems.  Because  segments  vary  in  length, 
the  displacement  d  must  be  checked  to  see  that  it  is  within  the  range  of  the  segment. 

Protection  in  segmentation  systems  is  more  natural  than  in  paging  systems  because 
logical  rather  than  physical  entities  are  being  protected.  Processes  are  given  various 
combinations  of  read,  write,  execute,  and  append  access  to  various  segments.  Sharing  is 
also  more  natural  in  a  segmentation  system.  The  segment  table  entries  of  different  pro¬ 
cesses  are  made  to  point  to  the  shared  segment. 

Many  systems  employ  both  paging  and  segmentation.  A  virtual  address  in  a  paging/ 
segmentation  system  is  an  ordered  triple  v  =  ( s,p,d )  with  s  the  segment  in  which  v  resides,  p 
the  page  within  s  that  contains  v,  and  d  the  displacement  of  v  within  p.  Dynamic  address 
translation  is  complex  in  such  systems  with  segment  map  table  entries  pointing  to  page  map 
tables,  and  page  map  table  entries  pointing  to  page  frames.  A  fast  access  associative  storage 
or  cache  storage  is  almost  always  used  in  such  systems  to  prevent  the  dynamic  address 
translation  from  causing  serious  performance  degradation. 

Sharing  in  a  paging/segmentation  system  is  accomplished  by  having  entries  in  dif¬ 
ferent  segment  map  tables  point  to  the  page  map  table  of  the  shared  segment. 
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EXERCISES 

8.1  Give  several  reasons  why  it  is  useful  to  separate  a  process’s  virtual  storage  space  from  its  real 
storage  space. 

8.2  Some  systems  in  use  today  actually  implement  virtual  storage  constrained  to  be  smaller  than  the 
underlying  real  storage.  Discuss  the  advantages  and  disadvantages  of  such  a  scheme. 

8.3  One  of  the  attractions  of  virtual  storage  is  that  users  no  longer  have  to  restrict  the  size  of  their 
programs  to  make  them  fit  into  limited  real  storage.  Programming  style  becomes  a  freer  form  of 
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expression.  Discuss  the  effects  of  such  a  free  programming  style  on  performance  in  a  multipro¬ 
gramming  virtual  storage  environment.  List  both  positive  and  negative  effects. 

8.4  Explain  the  various  techniques  used  for  mapping  virtual  addresses  to  real  addresses  under 
paging. 

8.5  Discuss  the  relative  merits  of  each  of  the  following  virtual  storage  mapping  techniques. 

a)  direct  mapping 

b)  associative  mapping 

c)  combined  direct/associative  mapping 

8.6  Explain  the  mapping  of  virtual  addresses  to  real  addresses  under  segmentation. 

8.7  Explain  how  storage  protection  is  implemented  in  virtual  storage  systems  with  segmentation. 

8.8  Discuss  the  various  hardware  features  useful  for  implementing  virtual  storage  systems. 

8.9  Discuss  how  fragmentation  manifests  itself  in  each  of  the  following  types  of  virtual  storage 
systems. 

a)  segmentation 

b)  paging 

c)  combined  segmentation/paging 

8.10  In  any  computer  system,  regardless  of  whether  it  is  a  real  storage  system  or  a  virtual  storage 
system,  the  computer  will  rarely  reference  all  the  instructions  or  data  brought  into  real  storage.  Let  us 
call  this  chunk  fragmentation  because  it  is  the  result  of  handling  storage  items  in  blocks  or  chunks 
rather  than  individually.  Chunk  fragmentation  might  actually  account  for  more  waste  of  real  storage 
than  all  other  types  of  fragmentation  combined. 

a)  Why,  then,  has  chunk  fragmentation  not  been  given  the  same  coverage  in  the  literature 
as  other  forms  of  fragmentation? 

b)  How  do  virtual  storage  systems  with  dynamic  storage  allocation  greatly  reduce  the 
amount  of  chunk  fragmentation  over  that  experienced  in  real  storage  systems? 

c)  What  effect  would  smaller  page  sizes  have  on  chunk  fragmentation? 

d)  What  considerations,  both  practical  and  theoretical,  prevent  the  complete  elimination 
of  chunk  fragmentation? 

e)  What  can  each  of  the  following  do  to  minimize  chunk  fragmentation? 

i)  the  programmer 

ii)  the  hardware  designer 

iii)  the  operating  system  designer 

8.11  Explain  the  mapping  of  virtual  addresses  to  real  addresses  under  combined  segmentation/ 
paging. 

8.12  In  multiprogramming  environments,  sharing  of  code  and  data  can  greatly  reduce  the  real 
storage  needed  by  a  group  of  processes  to  run  efficiently.  For  each  of  the  following  types  of  systems, 
outline  briefly  how  sharing  can  be  implemented. 

a)  fixed  partition  multiprogramming 

b)  variable  partition  multiprogramming 

c)  paging 

d)  segmentation 

e)  combined  segmentation/paging 
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8.13  Why  is  sharing  of  code  and  data  so  much  more  natural  in  virtual  storage  systems  than  in  real 
storage  systems? 

8.14  Discuss  the  similarities  and  differences  between  paging  and  segmentation. 

8.15  Compare  and  contrast  pure  segmentation  with  segmentation/paging  combined. 

8.16  Suppose  you  are  asked  to  implement  segmentation  on  a  machine  that  has  paging  hardware  but 
no  segmentation  hardware.  You  may  use  only  software  techniques.  Is  this  possible?  Explain  your 
answer. 

8.17  Suppose  you  are  asked  to  implement  paging  on  a  machine  that  has  segmentation  hardware  but 
no  paging  hardware.  You  may  use  only  software  techniques.  Is  this  possible?  Explain  your  answer. 

8.18  As  the  chief  designer  of  a  new  virtual  storage  system  you  have  been  given  the  choice  of 
implementing  either  paging  or  segmentation,  but  not  both.  Which  would  you  choose?  Why? 

8.19  Suppose  that  economical  associative  storage  were  to  become  available.  How  might  such 
associative  storage  be  incorporated  into  future  computer  architectures  to  improve  the  performance  of 
the  hardware,  the  operating  system,  and  user  programs? 

8.20  Some  paged  virtual  storage  systems  do  I/O  with  systemwide  buffers.  Other  systems  do  I/O 
directly  with  user  buffer  areas  in  each  user’s  paged  virtual  storage.  Discuss  the  relative  merits  of  each 
approach. 

8.21  Give  as  many  ways  as  you  can  in  which  executing  a  program  on  a  virtual  storage  system  differs 
from  executing  the  same  program  on  a  real  storage  system.  Do  these  observations  lead  you  to  favor 
real  storage  approaches  or  virtual  storage  approaches? 

8.22  Give  as  many  reasons  as  you  can  why  locality  is  a  reasonable  phenomenon.  Give  as  many 
examples  as  you  can  of  situations  in  which  locality  simply  does  not  apply. 

8.23  In  the  mid-1960s,  the  phrase  dynamic  address  translation  (DAT)  became  associated  with 
virtual-to-real  address  translation.  The  systems  produced,  then  and  now,  have  been  hardware- 
oriented  with  some  software  support.  Consider  a  real  storage  system  that  lacks  dynamic  address 
translation  hardware.  Suppose  that  you  have  been  asked  to  implement  a  virtual  storage  mechanism  on 
such  a  system.  What  approach  would  you  take?  What  are  the  advantages  (disadvantages)  of  your 
software-oriented  approach  over  the  more  conventional  hardware-oriented  approaches? 

8.24  One  popular  operating  system  provides  separate  virtual  address  spaces  to  each  of  its  processes 
while  another  has  all  processes  share  a  single  very  large  address  space.  Compare  and  contrast  these 
two  different  approaches. 

8.25  Virtual  address  translation  mechanisms  are  not  without  their  costs.  List  as  many  factors  as  you 
can  that  contribute  to  the  overhead  of  operating  a  virtual-address-to-real-address  translation  mecha¬ 
nism.  How  do  these  factors  tend  to  “shape”  the  hardware  and  software  of  systems  that  support  such 
address  translation  mechanisms? 

8.26  The  Multics  system,  as  originally  designed,  provided  for  two  page  sizes.  It  was  believed  that 
the  large  number  of  small  data  structures  could  occupy  small  pages,  and  that  most  other  procedures 
and  data  structures  would  best  occupy  one  or  more  large  pages.  How  does  a  storage  organization 
scheme  that  supports  multiple  page  sizes  differ  from  one  that  supports  a  single  page  size?  Suppose  a 
system  were  designed  to  support  n  page  sizes.  How  would  it  differ  from  the  Multics  approach?  Is  a 
system  that  supports  a  large  number  of  page  sizes  essentially  equivalent  to  a  segmentation  system? 
Explain. 

8.27  Why  did  virtual  storage  emerge  as  an  important  scheme?  Why  did  real  storage  schemes  prove 
inadequate?  What  current  trends  could  conceivably  negate  the  usefulness  of  virtual  memory? 


Literature  247 


8.28  What  aspect  of  paging  makes  page  replacement  algorithms  so  much  simpler  than  segment 
replacement  algorithms?  What  hardware  or  software  features  might  be  used  in  support  of  segment 
replacement  that  could  make  it  almost  as  straightforward  as  page  replacement? 

8.29  What  aspect  of  content-addressed  associative  storage  will  probably  ensure  that  this  form  of 
slorage  will  remain  far  more  costly  than  location-addressed  cache  storage? 

8.30  Suppose  you  are  designing  a  portion  of  an  operating  system  that  requires  high-speed 
information  retrieval  (such  as  a  virtual  address  translation  mechanism).  Suppose  that  you  have  been 
given  the  option  of  implementing  your  search  and  retrieval  mechanism  with  either  pure  direct 
mapping  using  a  high-speed  cache,  or  pure  associative  mapping.  What  factors  would  influence  your 
choice?  What  interesting  kind(s)  of  question(s)  could  conceivably  be  answered  by  an  associative 
search  (in  one  access)  that  cannot  be  answered  in  a  single  direct-mapped  search? 

8.31  Deciding  what  entries  to  keep  in  a  partial  associative  map  is  crucial  to  the  efficient  operation  of 
a  virtual  storage  system.  The  percentage  of  references  that  get  “resolved"  via  the  associative  map  is 
called  the  associate  map  hit  ratio.  Compare  and  contrast  the  performance  of  virtual  address  translation 
systems  that  achieve  a  very  high  (near  100%)  hit  ratio  versus  those  that  achieve  a  very  low  (near  0%) 
hit  ratio.  List  several  heuristics  other  than  that  mentioned  in  the  text  that  you  believe  would  achieve 
very  high  hit  ratios.  For  each  of  these,  indicate  examples  of  how  they  might  fail,  i.  c.,  under  what 
circumstances  would  these  heuristics  place  the  “wrong"  entries  into  the  partial  associate  map. 

8.32  Figure  8. IS  shows  how  sharing  is  accomplished  in  a  pure  paging  system.  In  the  figure,  the 
entries  for  pages  of  shared  procedures  have  been  placed  in  identical  positions  relative  to  the  start  of 
each  page  table.  Is  this  mandatory?  If  so.  state  why.  If  not,  explain  why  not.  Consider  this  same  issue 
with  regard  to  data  pages.  Must  map  table  entries  for  data  pages  reside  in  the  same  relative  positions 
in  the  various  page  maps?  If  so,  state  why.  If  not,  state  why  not.  [Hint;  For  data  page  entries,  consider 
lhe  possibility  that  the  data  pages  contain  addresses.  Also  consider  the  possibility  of  indirect 
addressing.] 

8.33  ( Simulation  Project )  Modify  the  ITSIAC  simulator  (that  you  developed  in  the  exercises  at  the 
end  of  Chapter  2)  to  simulate  the  operation  of  a  pure  paging  system.  Assume  a  very  small  page  size 
and  a  small  number  of  page  frames  in  real  storage.  Your  simulator  should  execute  a  machine  language 
program  by  loading  in  only  that  program’s  first  page  and  letting  the  program  execute.  As  the  program 
runs  and  references  pages  not  in  real  storage,  your  simulator  should  report  the  page  faults,  bring  pages 
from  simulated  secondary  storage  to  simulated  primary  storage,  make  appropriate  entries  in  the  page 
table,  replace  pages  if  necessary  to  make  room  for  incoming  pages,  and  so  on.  The  really  ambitious 
student  may  want  to  extend  this  simulation  to  support  multiprogramming  and  multiple  virtual  address 
spaces. 
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What  we  anticipate  seldom  occurs: 
what  we  least  expect  generally  happens. 

Benjamin  Disraeli 


Time  will  run  hack  and  fetch  the  Age  of  Gold. 

John  Milton 

Faultless  to  a  fault. 

Robert  Browning 

Condemn  the  fault  and  not  the  actor  of  it? 

William  Shakespeare 

Gather  up  the  fragments  that  remain,  that  nothing  he  lost. 
John  6: 1 2 

I  think  no  virtue  goes  with  size. 

Ralph  Waldo  Emerson 
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9.1  INTRODUCTION 

In  the  last  chapter,  the  various  virtual  storage  organizations  that  have  been  implemented 
were  discussed,  namely 

■  paging, 

■  segmentation,  and 

■  segmentation  and  paging  combined. 

We  discussed  the  hardware  and  software  mechanisms  for  implementing  virtual  storage.  In 
this  chapter,  we  consider  strategies  for  managing  virtual  storage  systems,  and  we  examine 
the  behavior  of  virtual  storage  systems  operating  under  these  strategies  (De70). 

The  reader  will  find  additional  material  on  virtual  storage  organization  and  manage¬ 
ment  in  most  of  the  case  studies  at  the  end  of  the  text.  The  UNIX  systems  case  study 
discusses  paging  over  a  network. 


9.2  VIRTUAL  STORAGE  MANAGEMENT  STRATEGIES 

The  chapter  on  real  storage  discussed  fetch,  placement,  and  replacement  storage  manage¬ 
ment  strategies.  These  are  reconsidered  here  in  the  context  of  virtual  storage  systems. 

■  Fetch  strategies — These  are  concerned  with  when  a  page  or  segment  should  be  brought 
from  secondary  to  primary  storage.  Demand  fetch  strategies  wait  for  a  page  or  segment 
to  be  referenced  by  a  running  process  before  bringing  the  page  or  segment  to  primary 
storage.  Anticipatory  fetch  schemes  attempt  to  determine  in  advance  what  pages  or 
segments  will  be  referenced  by  a  process.  If  the  likelihood  of  reference  is  high  and  if 
space  is  available,  then  the  page  or  segment  will  be  brought  to  primary  storage  before 
it  is  explicitly  referenced. 

■  Placement  strategies — These  are  concerned  with  where  in  primary  storage  to  place  an 
incoming  page  or  segment.  Paging  systems  trivialize  the  placement  decision  because 
an  incoming  page  may  be  placed  in  any  available  page  frame.  Segmentation  systems 
require  placement  strategies  like  those  we  discussed  in  the  context  of  variable  partition 
multiprogramming  systems. 

■  Replacement  strategies — These  are  concerned  with  deciding  which  page  or  segment  to 
displace  to  make  room  for  an  incoming  page  or  segment  when  primary  storage  is 
already  fully  committed. 

9.3  PAGE  REPLACEMENT  STRATEGIES 

It  is  common  in  paging  systems  for  all  page  frames  to  be  in  use.  In  this  case  operating 
system  storage  management  routines  must  decide  which  page  in  primary  storage  to  dis¬ 
place  to  make  room  for  an  incoming  page  ( Ah7 1 ).  We  consider  each  of  the  following  page 
replacement  strategies. 
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■  The  Principle  of  Optimality 

■  Random  page  replacement 

■  First-in-first-out 

■  Least-recently-used 

■  Least-frequently-used 

■  Not-used-recently 

■  Second  chance 

■  Clock 

■  Working  set 

■  Page  fault  frequency 


9.3.1  The  Principle  of  Optimality 

The  Principle  of  Optimality  (Be66)  (De70)  (Ma70)  (Pr76)  (BuSla)  states  that  to  obtain 
optimum  performance  the  page  to  replace  is  the  one  that  will  not  be  used  again  for  the 
furthest  time  into  the  future.  It  is  possible  to  demonstrate  the  optimality  of  this  strategy,  but 
of  course  the  strategy  is  not  realizable  since  we  cannot  predict  the  future.  This  optimal 
replacement  strategy  is  called  OPT  or  MIN. 

Thus  to  achieve  good  performance  we  attempt  to  approach  the  Principle  of  Optimality 
by  using  page  replacement  techniques  that  approximate  optimal  page  replacement. 


9.3.2  Random  Page  Replacement 

If  we  seek  a  low  overhead  page  replacement  strategy  that  does  not  discriminate  against 
particular  users,  one  simple  technique  to  choose  is  random  page  replacement.  All  pages  in 
main  storage  thus  have  an  equal  likelihood  of  being  selected  for  replacement.  This  strategy 
could  select  any  page  for  replacement,  including  the  next  page  to  be  referenced  (which  is, 
of  course,  the  worst  page  to  replace).  Random  page  replacement  decisions  can  be  made 
quickly,  and  with  any  significant  number  of  page  frames  to  choose  from  would  actually 
have  only  a  small  probability  of  replacing  a  page  likely  to  be  referenced  again  almost 
immediately.  Because  of  its  hit-or-miss  approach,  however,  this  scheme  is  rarely  used. 


9.3.3  First-In-First-Out  (FIFO)  Page  Replacement 

In  first-in-first-out  (FIFO)  page  replacement,  we  time-stamp  each  page  as  it  enters  primary 
storage.  When  a  page  needs  to  be  replaced,  we  choose  the  one  that  has  been  in  storage  the 
longest.  The  intuitive  appeal  of  this  strategy  seems  reasonable:  namely  that  this  page  has 
had  its  chance  and  it's  time  to  give  another  page  a  chance.  Unfortunately,  first-in-first-out  is 
likely  to  replace  heavily  used  pages  because  the  reason  a  page  has  been  in  primary  storage 
for  a  long  time  may  be  that  it  is  in  constant  use.  For  example,  on  large  timesharing  systems 
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il  is  common  for  many  users  to  share  a  copy  of  a  text  editor  as  they  enter  and  correct 
programs.  First-in-first-out  page  replacement  on  such  a  system  might  choose  a  heavily  used 
editor  page  to  replace.  This  would  certainly  be  a  poor  choice.  This  page  would  be  recalled 
to  main  storage  almost  immediately.  First-in-first-out  page  replacement  can  also  be 
implemented  with  a  simple  FIFO  queue;  as  each  page  arrives,  it  is  placed  at  the  tail  of  the 
queue  and  pages  are  replaced  from  the  head  of  the  queue. 


93.3.1  FIFO  Anomaly 

It  would  seem  reasonable  that  the  more  page  frames  allocated  to  a  process,  the  fewer  page 
faults  the  process  would  experience.  Belady,  Nelson,  and  Shedler  (Be69b)  discovered  that 
under  FIFO  page  replacement,  certain  page  reference  patterns  actually  cause  more  page 
faults  when  the  number  of  page  frames  allocated  to  a  process  is  increased.  This  phenome¬ 
non  is  called  the  FIFO  Anomaly  or  Belady’ s  Anomaly . 

Consider  Fig.  9.1.  The  leftmost  column  indicates  the  page  reference  pattern  of  a 
process.  The  first  table  shows  how  this  page  reference  pattern  causes  pages  to  be  loaded 
into  storage  and  replaced  under  FIFO  when  three  page  frames  are  allocated  to  the  process. 
The  second  table  shows  how  this  process  behaves  in  these  same  circumstances,  but  instead 
with  four  page  frames  allocated  to  it.  To  the  left  of  each  table  we  indicate  whether  the  new 
page  reference  causes  a  page  fault  or  not.  When  the  process  runs  in  four  pages,  it  actually 
experiences  one  more  page  fault  than  when  it  runs  in  three  pages,  an  observation  certainly 
contrary  to  intuition. 

The  FIFO  Anomaly  is  considered  to  be  more  of  a  curiosity  than  an  important  result. 
Perhaps  its  real  significance  to  the  operating  systems  student  is  to  serve  as  a  warning  that 
operating  systems  are  complex  entities  that  sometimes  defy  intuition. 


9.3.4  Least-Recently-Used  (LRU)  Page  Replacement 

'This  strategy  selects  that  page  for  replacement  that  has  not  been  used  for  the  longest  time. 
Here  we  rely  on  the  locality  heuristic  that  the  recent  past  is  a  good  indicator  of  the  near 
future.  LRU  requires  that  each  page  be  time -stamped  whenever  it  is  referenced.  This  could 
require  substantial  overhead,  and  thus  the  LRU  strategy,  although  appealing,  is  not  often 
implemented  in  current  systems.  Instead,  lower  overhead  strategies  that  approximate  LRU 
are  used. 

LRU  can  be  implemented  with  a  list  structure  containing  one  entry  for  each  occupied 
page  frame.  Each  time  a  page  frame  is  referenced,  the  entry  for  that  page  is  placed  at  the 
head  of  the  list.  Older  entries  migrate  toward  the  tail  of  the  list.  When  a  page  must  be 
replaced  to  make  room  for  an  incoming  page,  the  entry  at  the  tail  of  the  list  is  selected,  the 
corresponding  page  frame  is  freed  (possibly  requiring  a  modified  page  to  be  written  to 
secondary  storage),  the  incoming  page  is  placed  in  that  page  frame,  and  the  entry  for  that 
page  frame  is  placed  at  the  head  of  the  list  because  that  page  is  now  the  one  that  has  been 
most  recently  used.  This  scheme  would  faithfully  implement  LRU,  but  it,  too.  incurs 
substantial  overhead. 
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Fig.  9.1  The  FIFO  Anomaly. 
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We  must  always  be  careful  when  applying  heuristic  reasoning  in  operating  systems. 
For  example,  in  the  LRU  strategy,  the  page  least  recently  used  could  in  fact  be  the  next  to  be 
used  as  a  program  cycles  its  way  around  a  large  loop  involving  several  pages.  By  replacing 
the  LRU  page,  this  system  would  find  itself  paging  that  page  right  back  into  main  storage 
almost  immediately.  This  phenomenon  could  also  occur  in  a  system  with  a  series  of  deeply 
nested  procedure  calls;  as  the  called  procedures  return  to  the  page  which  contained  the 
original  call,  that  page  could  easily  be  replaced  as  the  LRU  page  just  before  the  final  return. 


9.3.5  Least-Frequently-Used  (LFU)  Page  Replacement 

One  approximation  to  LRU  is  the  least-frequently-used  (LFU)  strategy.  Here  we  are 
concerned  with  how  intensive  the  use  of  each  page  has  been.  The  page  to  replace  is  that 
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page  that  is  least  frequently  used  or  least  intensively  referenced.  Here  again  the  intuitive 
appeal  is  real.  However,  the  wrong  page  could  quite  easily  be  selected  for  replacement.  For 
example,  the  least  frequently  used  page  could  he  the  page  brought  into  main  storage  most 
recently.  The  page  has  been  used  once  whereas  all  other  pages  in  main  storage  could  have 
been  used  more  than  once.  Now  the  page  replacement  mechanism  replaces  this  page  when 
in  fact  it  would  be  highly  likely  to  be  used  immediately. 

It  certainly  seems  as  though  every  page  replacement  scheme  runs  some  danger  of 
making  bad  decisions.  This  is  true  simply  because  we  cannot  accurately  predict  the  future. 
Thus  a  page  replacement  strategy  that  makes  reasonable  decisions  most  of  the  lime  and  has 
low  overhead  is  desired. 


9.3.6  Not-Used-Recently  (NUR)  Page  Replacement 


One  popular  scheme  for  approximating  LRU  with  little  overhead  is  not-used-recently 
(NUR).  Pages  not  used  recently  are  not  likely  to  be  used  in  the  near  future  and  they  may  be 
replaced  with  incoming  pages. 

Because  it  is  desirable  to  replace  a  page  that  has  not  been  changed  while  in  primary 
siorage,  the  NUR  strategy  is  implemented  with  the  addition  of  two  hardware  bits  per  page. 
These  are 


a  l  referenced  hit 


0  if  the  page  has  not  been  referenced 
1  if  the  page  has  been  referenced 


b)  modified  bit 


=  0  if  the  page  has  not  been  modified 
=  I  if  the  page  has  been  modified 


The  modified  bit  is  often  called  the  dirty  bit.  The  NUR  strategy  works  as  follows. 
Initially,  the  referenced  bits  of  all  pages  are  set  to  0.  As  a  reference  to  a  particular  page 
occurs,  the  referenced  bit  of  that  page  is  set  to  1 .  Initially,  the  modified  bits  on  all  pages  are 
0.  Whenever  a  page  is  modified,  its  modified  bit  is  set  to  1.  When  a  page  is  to  be  replaced, 
we  first  try  to  find  a  page  which  has  not  been  referenced  (because  we're  approximating 
1  ,RU).  Otherwise  we  have  no  choice  but  to  replace  a  referenced  page.  If  a  page  has  not  been 
referenced,  we  check  to  see  whether  or  not  it  has  been  modified.  If  it  has  not  been  modified, 
we  replace  it  on  the  basis  that  there  is  less  overhead  involved  than  in  replacing  a  modified 
page  that  must  be  written  back  to  secondary  storage.  Otherwise  we  must  replace  a  modified 
page. 

Of  course,  main  storage  will  be  actively  referenced  in  a  multiple  user  system,  and 
sooner  or  later  most  or  all  the  referenced  bits  will  be  set  on.  We  then  lose  our  ability  to 
distinguish  the  most  desirable  pages  to  replace.  One  technique  that  has  been  widely  im¬ 
plemented  to  avoid  this  problem  is  to  periodically  set  all  the  referenced  bits  to  0  to  get  a 
Iresh  start,  and  then  to  allow  referenced  bits  to  be  set  to  1  again  under  normal  referencing 
patterns.  Unfortunately,  this  makes  even  active  pages  vulnerable  to  replacement,  but  only 
lor  a  brief  moment  after  the  bits  are  reset.  Active  pages  will  have  their  referenced  bits  set  to 
1  again  almost  immediately. 
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The  NUR  scheme  as  described  above  results  in  the  existence  of  four  groups  of  pages. 


Group  1 
Group  2 
Group  3 
Group  4 


unreferenced 

unreferenced 

referenced 

referenced 


unmodified 

modified 

unmodified 

modified 


The  pages  in  the  lowest  numbered  groups  should  be  replaced  first,  and  those  in  the  highest 
numbered  groups  should  be  replaced  last.  Pages  within  a  group  are  selected  randomly  for 
replacement.  Note  that  Group  2  seems  to  describe  an  unrealistic  situation,  namely  pages 
that  have  been  modified  but  not  referenced.  Actually,  this  is  a  simple  consequence  of  the 
periodic  resetting  of  the  referenced  bits  (but  not  of  the  modified  bits),  and  is'  perfectly 
reasonable. 

Schemes  like  NUR  can  be  implemented  on  machines  like  the  VAX  that  lack  a 
hardware  referenced  bit  (Bb81),  and  even  on  machines  that  lack  a  hardware  modified  bit. 
The  referenced  and  modified  bits  are  normally  implemented  in  hardware  and  set  auto¬ 
matically  as  part  of  the  execution  of  each  machine  instruction.  Each  of  these  bits  can  be 
simulated  by  “tapping  into”  an  operating  system’s  fault  handlers  and  exception  handlers  as 
follows:  The  referenced  bit  can  be  simulated  by  a  corresponding  software  bit  and  by  setting 
each  entry  in  the  page  table  to  indicate  that  the  page  is  not  present;  referencing  a  page 
causes  a  page  fault  and  gives  control  to  the  page  fault  handler  which  then  sets  the  referenced 
bit  on,  and  resumes  normal  processing.  The  modified  bit  is  simulated  simply  by  marking 
each  page  as  readonly;  when  an  attempt  is  made  to  modify  the  page,  an  accessing  exception 
occurs,  and  the  exception  handler  gains  control,  sets  the  (software-controlled)  modified  bit 
on,  and  changes  the  access  control  on  that  page  to  read/write.  Of  course,  the  mechanism  that 
implements  the  modified  bit  must  still  protect  genuine  readonly  pages  from  being  modified, 
so  the  operating  system  must  keep  track  of  which  pages  are  truly  readonly  and  which  are 
truly  read/write. 


9.3.7  Modifications  to  FIFO;  Clock  Page  Replacement  and  Second  Chance 
Page  Replacement 

The  clear  weakness  of  the  FIFO  strategy  is  that  it  may  choose  to  replace  a  heavily  used  page 
that  has  been  in  memory  for  a  long  time.  This  possibility  can  be  avoided  by  replacing  only 
those  pages  whose  referenced  bits  are  off. 

The  second  chance  variation  of  FIFO  examines  the  referenced  bit  of  the  oldest  page;  if 
this  bit  is  off,  the  page  is  immediately  selected  for  replacement.  If  the  referenced  bit  is  on,  it 
is  set  off  and  the  page  is  moved  to  the  tail  of  the  FIFO  list  and  treated  essentially  as  a  new 
arrival;  this  page  gradually  moves  to  the  head  of  the  list  from  which  it  will  be  selected  for 
replacement  only  if  its  referenced  bit  is  still  off.  This  essentially  gives  the  page  a  second 
chance  to  remain  in  primary  storage  if  indeed  its  referenced  bit  is  turned  on  before  the  page 
reaches  the  head  of  the  list.  Active  pages  will  repeatedly  have  their  referenced  bits  set  on, 
move  to  the  head  of  the  list,  have  their  referenced  bits  set  off,  and  move  to  the  tail  of  the  list, 
thus  remaining  in  primary  storage.  Obviously,  a  modified  page  must  be  copied  to  secondary 
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storage  (pushed)  before  it  can  be  replaced;  so  when  its  referenced  bit  is  set  off,  the  page 
remains  “temporarily  unreplaceable”  until  the  push  is  completed.  If  this  page  is  referenced 
before  it  is  replaced,  then  it  is  recaptured,  thus  saving  an  expensive  page-in  operation  from 
secondary  storage. 

The  clock  variation  of  the  second  chance  algorithm  arranges  the  pages  in  a  circular  list 
instead  of  a  linear  list.  A  list  pointer  moves  around  the  circular  list  much  as  the  hand  of  a 
clock  rotates.  When  a  page’s  referenced  bit  is  turned  off,  the  pointer  is  moved  to  the  next 
element  of  the  list  (in  fact  simulating  the  movement  of  this  page  to  the  rear  of  a  FIFO  list). 

9.4  LOCALITY 

Central  to  most  storage  management  strategies  is  the  concept  of  locality — that  processes 
tend  to  reference  storage  in  nonuniform,  highly  localized  patterns  (Be66)  (Ba76). 

Locality  manifests  itself  in  both  time  and  space.  Temporal  locality  is  locality  over 
time.  For  example,  if  the  weather  is  sunny  at  3  p.m.,  then  there  is  a  good  chance  (but 
certainly  no  guarantee)  that  the  weather  was  sunny  at  2:30  p.m.,  and  will  be  sunny  at  3:30 
p.m.  Spatial  locality  means  that  nearby  items  tend  to  be  similar.  Again,  considering  the 
weather,  if  it’s  sunny  in  one  town,  then  it's  likely  (but  not  guaranteed)  to  be  sunny  in  nearby 
towns. 

Locality  is  also  observed  in  operating  systems  environments,  particularly  in  the  area  of 
storage  management.  It  is  an  empirical  (observed)  property  rather  than  a  theoretical  one.  It 
is  never  guaranteed  but  is  often  highly  likely.  For  example,  in  paging  systems,  we  observe 
that  processes  tend  to  favor  certain  subsets  of  their  pages,  and  that  these  pages  often  tend  to 
be  adjacent  to  one  another  in  a  process’s  virtual  address  space.  This  doesn’t  mean  that  a 
process  won’t  make  a  reference  to  a  new  page — if  this  were  the  case,  then  processes  could 
not  start  running  in  the  first  place.  It  does  mean  that  a  process  will  tend  to  concentrate  its 
references  in  a  time  interval  to  a  particular  subset  of  its  pages. 

Actually,  locality  is  quite  reasonable  in  computer  systems,  when  one  considers  the  way 
programs  are  written  and  data  is  organized.  In  particular, 

1.  Temporal  locality — means  that  storage  locations  referenced  recently  are  likely  to  be 
referenced  in  the  near  future.  Supporting  this  observation  are 

a)  looping, 

b)  subroutines, 

c)  stacks,  and 

d)  variables  used  for  counting  and  totaling. 

2.  Spatial  locality — means  that  storage  references  tend  to  be  clustered  so  that  once  a 
location  is  referenced,  it  is  highly  likely  that  nearby  locations  will  be  referenced. 
Supporting  this  observation  are 

a)  array  traversals, 

b)  sequential  code  execution,  and 

c)  the  tendency  of  programmers  to  place  related  variable  definitions  near 
one  another. 
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Perhaps  the  most  significant  consequence  of  storage  reference  locality  is  that  a  pro¬ 
gram  can  run  efficiently  as  long  as  its  favored  subset  of  pages  is  in  primary  storage. 
Denning  formulated  the  working  set  theory  of  program  behavior  (De68)  (De68a)  based 
upon  observations  of  locality.  We  discuss  Denning’s  working  set  theory  in  the  next  section. 

Many  studies  have  been  performed  that  illustrate  the  phenomenon  of  locality.  Figure 
9.2  shows  a  graph  of  a  process’s  storage  reference  pattern  across  its  pages  (Ha72).  The 
darkened  areas  show  which  storage  areas  were  referenced  during  consecutive  time 
intervals.  The  figure  vividly  illustrates  how  this  process  tends  to  favor  a  subset  of  its  pages 
during  certain  execution  intervals. 

Figure  9.3  also  supports  the  existence  of  the  phenomenon  of  locality.  It  shows  how  a 
process’s  page  fault  rate  depends  on  the  amount  of  primary  storage  available  for  its  pages. 
The  straight  line  shows  how  this  relationship  would  appear  if  processes  exhibited  random 
reference  patterns  uniformly  distributed  over  their  various  pages.  The  curved  line  shows 
how  most  processes  actually  behave  when  observed  in  operation.  As  the  number  of  page 


Execution  time 


Fig.  9.2  Storage  reference  pattern  exhibiting  locality.  (Reprint  by  permission  from 
IBM  Systems  Journal.  ©  1971  by  International  Business  Machines  Corporation.) 
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Fig.  9.3  Dependency  of  page  fault  rate  on  amount  of  storage  for  a  process's  pages. 


frames  available  to  a  process  is  reduced,  there  is  some  interval  over  which  it  does  not 
dramatically  affect  the  page  fault  rate.  But  at  a  certain  point  when  the  number  of  page 
frames  is  further  reduced,  the  number  of  page  faults  experienced  by  the  running  process 
rises  dramatically.  What  is  being  observed  here  is  that  as  long  as  the  favored  subset  of  the 
process's  pages  remains  in  primary  storage,  the  page  fault  rate  does  not  change  much.  But 
as  soon  as  pages  in  the  favored  subset  are  removed  from  storage,  the  process’s  paging 
activity  greatly  increases  as  it  constantly  references  and  recalls  these  pages  to  primary 
storage.  All  of  this  supports  Denning’s  working  set  concept,  which  is  considered  in  the  next 
section.  (Note  that  this  discussion  also  applies  to  the  establishment  of  working  sets  in  cache 
memories  as  well.) 

9.5  WORKING  SETS 

Denning  (De68)  (De80)  developed  a  view  of  program  paging  activity  called  the  working  set 
theory  of  program  behavior.  Informally,  a  working  set  is  a  collection  of  pages  a  process  is 
actively  referencing.  Denning  maintained  that  for  a  program  to  run  efficiently,  its  working 
set  of  pages  must  be  maintained  in  primary  storage.  Otherwise,  excessive  paging  activity 
called  thrashing  (De68b)  might  occur  as  the  program  repeatedly  requests  pages  from 
secondary  storage.  One  popular  rule  of  thumb  is  that  thrashing  may  be  avoided  by  giving 
processes  enough  page  frames  to  hold  half  their  virtual  space.  Unfortunately,  rules  like  this 
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often  result  in  excessively  conservative  virtual  storage  management,  ultimately  limiting  the 
number  of  processes  that  may  effectively  share  primary  storage. 

A  working  set  storage  management  policy  seeks  to  maintain  the  working  sets  of  active 
programs  in  primary  storage  (Ro73a)  (Fo74)  (Le82)  (Kh88).  The  decision  to  add  a  new 
process  to  the  active  set  of  processes  (i.e.,  to  increase  the  level  of  multiprogramming)  is 
based  on  whether  sufficient  space  is  available  in  primary  storage  to  accommodate  the 
working  set  of  pages  of  the  new  process.  This  decision,  especially  in  the  case  of  freshly 
initiated  processes,  is  often  made  by  the  use  of  heuristics  because  it  is  impossible  for  the 
system  to  know  in  advance  how  large  a  given  process’s  set  will  be. 

The  working  set  of  pages  of  a  process,  W(t,w)  at  time  f,  is  the  set  of  pages  referenced  by 
the  process  during  the  process  time  interval  t  -  w  to  t.  (See  Fig,  9.4.)  Process  time  is  the 
time  during  which  a  process  has  the  CPU.  The  variable  w  is  called  the  working  set  window 
size ,  and  the  determination  of  just  how  large  w  should  be  is  critical  to  the  effective  operation 
of  a  working  set  storage  management  strategy.  Figure  9.5  illustrates  how  working  set  size 
increases  as  w  increases.  This  is  a  consequence  of  the  mathematical  definition  of  working 
set,  and  is  not  an  indication  of  empirically  observable  working  set  sizes.  The  real  working 
set  of  a  process  is  the  set  of  pages  that  must  he  in  primary  storage  for  a  process  to  execute 
efficiently. 

Working  sets  change  as  a  process  executes  (Br75).  Sometimes  pages  are  added  or 
deleted.  Sometimes  dramatic  changes  occur  when  the  process  enters  a  phase  of  execution 
requiring  a  completely  different  working  set.  Thus  any  assumptions  about  the  size  and 
content  of  a  process's  initial  working  set  do  not  necessarily  apply  to  the  subsequent 
working  sets  the  process  will  accumulate.  This  complicates  precise  storage  management 
under  a  working  set  strategy. 
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Fig.  9.4  One  definition  of  a  process's  working  set  of  pages. 
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Fig.  9.5  Working  set  size  as  a  function  of  window  size. 


Figure  9.6  shows  how  a  process  running  under  a  working  set  storage  management 
strategy  might  use  primary  storage.  First,  as  the  process  demand  pages  in  its  working  set 
one  page  at  a  time,  the  process  gradually  receives  enough  storage  to  hold  its  working  set.  At 
this  point,  its  storage  use  stabilizes  as  it  actively  references  the  pages  in  its  first  working  set. 
Fventually,  the  process  will  make  a  transition  to  the  next  working  set,  as  indicated  by  the 
curved  line  from  first  working  set  to  second  working  set.  Initally,  the  curved  line  rises 
above  the  number  of  pages  in  the  First  working  set  because  the  process  is  rapidly  demand 
paging  in  its  new  working  set.  The  system  has  no  way  of  knowing  whether  this  process  is 
expanding  its  working  set  or  changing  working  sets.  Once  the  process  stabilizes  in  its  next 
working  set,  the  system  sees  fewer  page  references  in  the  window  and  reduces  the  primary 
storage  allocation  of  the  process  to  the  number  of  pages  in  its  second  working  set.  Each 


Fig.  9.6  Primary  storage  allocation  under  working  set  storage  management. 
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time  a  transition  between  working  sets  occurs,  this  rising  and  then  falling  curved  line  shows 
how  the  system  adapts  to  the  transition. 

The  figure  illustrates  one  of  the  difficulties  with  a  working  set  storage  management 
strategy,  namely  that  working  sets  are  transient,  and  a  process’s  next  working  set  may 
differ  substantially  from  its  current  working  set.  A  storage  management  strategy  must 
carefully  consider  this  fact  in  order  to  prevent  overcommitment  of  primary  storage,  and 
consequent  thrashing. 

Implementing  a  true  working  set  storage  management  policy  can  incur  substantial 
overhead,  especially  because  the  composition  of  working  sets  can  and  does  change  quickly. 
Morris  (Mo72)  discusses  the  use  of  custom  hardware  to  make  working  set  storage  manage¬ 
ment  more  efficient. 


9.6  PAGE  FAULT  FREQUENCY  PAGE  REPLACEMENT 

One  measure  of  how  well  a  process  executes  in  a  paging  environment  is  its  page  fault  rate. 
Processes  that  fault  constantly  may  be  thrashing  because  they  have  too  few  page  frames  and 
cannot  maintain  their  working  sets  in  primary  storage.  Processes  that  almost  never  fault, 
may  in  fact  have  too  many  page  frames  and  thus  they  may  be  impeding  the  progress  of  other 
processes  on  the  system.  Ideally,  processes  should  operate  at  some  point  intermediate  to 
these  extremes.  The  page  fault  frequency  (PFF)  algorithm  (Ch72)  (Op74)  (Sa75)  (Ch76) 
(Gu78)  adjusts  a  process’s  resident  page  set,  i.e.,  those  of  its  pages  which  are  currently  in 
memory,  based  on  the  frequency  at  which  the  process  is  faulting  (or  alternatively,  based  on 
the  time  between  page  faults,  called  the  interfault  time). 

PFF  observes  the  time  between  the  last  and  the  current  page  faults.  If  that  time  is  larger 
than  an  upper  threshold  value,  then  all  pages  unreferenced  in  that  interval  are  released.  If 
the  time  is  less  than  a  lower  threshold  value,  the  incoming  page  becomes  a  member  of  the 
process's  resident  page  set. 

The  beauty  of  PFF  is  that  it  adjusts  a  process’s  resident  page  set  dynamically  in  re¬ 
sponse  to  the  changing  behavior  of  the  process.  If  a  process  is  switching  to  a  larger  working 
set,  then  it  will  fault  frequently  and  PFF  will  give  it  more  page  frames.  Once  the  new 
working  set  is  accumulated,  the  page  fault  rate  will  settle  down  and  PFF  will  either  maintain 
the  resident  page  set  or  even  reduce  it. 

Clearly,  the  key  to  the  proper  and  efficient  operation  of  PFF  is  maintaining  the 
thresholds  at  appropriate  values. 

An  advantage  of  PFF  over  working  set  page  replacement  is  that  it  adjusts  the  resident 
page  set  only  after  each  page  fault,  whereas  a  working  set  mechanism  must  operate  after 
each  storage  reference. 

9.7  DEMAND  PAGING 

It  is  the  conventional  wisdom  that  a  process’s  pages  should  be  loaded  on  demand.  No  page 
should  be  brought  from  secondary  to  primary  storage  until  it  is  explicitly  referenced  by  a 
running  process.  There  are  several  reasons  for  the  appeal  of  this  strategy. 
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■  Computability  results,  specifically  the  halting  problem  (Mi67)  (He77),  tell  us  that  the 
path  of  execution  a  program  will  take  cannot  be  accurately  predicted.  Therefore,  any 
attempt  to  preload  pages  in  anticipation  of  their  use  might  result  in  the  wrong  pages 
being  loaded. 

•  Demand  paging  guarantees  that  the  only  pages  brought  to  main  storage  are  those 
actually  needed  by  processes. 

•  The  overhead  involved  in  deciding  which  pages  to  bring  to  main  storage  is  minimal. 
Anticipatory  page  fetch  strategies  might  require  substantial  execution  time  overhead. 

Demand  paging  is  not  without  its  problems,  as  indicated  in  Fig.  9.7.  A  process  must 
accumulate  its  pages  one  at  a  time.  As  each  new  page  is  referenced,  the  process  must  wait 
while  the  new  page  is  transferred  to  primary  storage.  Depending  on  how  many  pages  of  this 
process  are  already  in  primary  storage,  these  waits  become  increasingly  costly  as  greater 
amounts  of  storage  are  occupied  by  waiting  processes.  The  figure  illustrates  the  concept  of 
a  space-time  product  often  used  in  operating  systems  to  assess  a  process's  storage  usage. 
The  space-time  product  corresponds  to  the  area  under  the  “curve"  in  the  figure,  ft  reflects 
both  the  amount  of  storage  a  process  uses,  and  how  long  it  is  used.  Reducing  the  space-time 
product  of  a  process’s  page  waits  is  an  important  goal  of  storage  management  strategies. 


F  is  average  time  for  a  page  fetch. 


Fig.  9.7  Space-time  product  under  demand  paging. 
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9.8  ANTICIPATORY  PAGING 

A  central  theme  in  resource  management  is  that  the  relative  value  of  a  resource  influences 
just  how  intensively  the  resource  should  he  managed  (Lo81).  Hardware  costs  have  been 
decreasing  dramatically.  The  relative  value  of  machine  time  to  people  time  has  been 
considerably  reduced.  Now  operating  systems  designers  are  concerned  with  methods  of 
reducing  the  amount  of  time  people  must  wait  for  results  from  a  computer.  Anticipators 
paging  is  one  technique  that  holds  promise  (Sm78).  Anticipatory  paging  is  sometimes 
called  prepaging  (Tr76). 

In  anticipatory  paging,  the  operating  system  attempts  to  predict  the  pages  a  process 
will  need,  and  then  preloads  these  pages  when  space  is  available.  If  correct  decisions  are 
made,  the  total  run  time  of  the  process  can  be  reduced  considerably.  While  the  process  runs 
with  its  current  pages,  the  system  loads  new  pages  that  will  be  available  when  the  process 
requests  them. 

Some  operating  systems,  such  as  VAX/VMS  (Le82),  take  advantage  of  spatial  locality 
by  paging  in  clusters  of  contiguous  pages;  the  page  being  directly  referenced  is  demand 
paged  while  the  other  pages  in  the  cluster  are  essentially  being  prepaged. 

Anticipatory  paging  offers  the  following  advantages. 

■  If  correct  decisions  can  be  made  in  a  large  majority  of  the  cases,  the  running  time  of  a 
process  will  be  reduced  considerably.  Therefore,  it  is  worth  trying  to  develop  antic¬ 
ipatory  paging  mechanisms  even  though  they  cannot  be  100  precent  accurate. 

■  Accurate  decisions  can  be  made  in  many  cases.  If  this  decision  making  can  be  im¬ 
plemented  with  relatively  low  overhead,  then  the  execution  of  a  given  process  can  be 
considerably  speeded  without  adversely  affecting  other  active  processes. 

■  With  computer  hardware  becoming  more  economical,  the  consequences  of  a  bad  de¬ 
cision  are  less  serious.  We  can  buy  extra  main  storage  to  support  the  accumulation  of 
the  excess  pages  an  anticipatory  mechanism  would  bring  to  main  storage. 

9.9  PAGE  RELEASE 

Under  working  set  storage  management,  programs  tell  us  what  pages  they  want  to  use  by 
explicit  reference.  Programs  that  no  longer  require  specific  pages  should  have  those  pages 
passed  from  their  working  sets.  There  is  usually  a  period  of  time  during  which  the  pages  no 
longer  needed  remain  in  main  storage. 

When  it  becomes  clear  that  a  page  will  no  longer  be  needed,  a  user  could  issue  a 
voluntary  page  release  command  to  free  the  page  frame.  This  would  eliminate  the  delay 
period  caused  by  letting  the  process  gradually  pass  the  page  from  its  working  set. 

Voluntary  page  release  could  eliminate  waste  and  speed  program  execution.  But  most 
users  of  today's  computer  systems  don't  even  know  what  a  page  is,  and  these  users  should 
not  be  asked  to  make  system-level  decisions.  The  incoiporation  of  page  release  commands 
into  user  programs  might  considerably  slow  applications  development. 

The  real  hope  in  this  area  is  for  compilers  and  operating  systems  to  detect  page  release 
situations  automatically,  and  much  sooner  than  is  possible  under  working  set  strategies. 
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9.10  PAGE  SIZE 

In  paging  systems,  real  storage  is  normally  divided  into  fixed-size  page  frames.  How  large 
should  these  page  frames  be?  How  large  should  a  page  be?  Should  all  the  pages  in  a  system 
be  the  same  size,  or  should  several  different  page  sizes  be  used?  If  several  sizes  are  used, 
.should  the  larger  page  sizes  be  integral  multiples  of  the  smaller  page  sizes? 

These  questions  require  judgment  and  a  careful  understanding  of  the  hardware,  soft¬ 
ware,  and  intended  applications  for  a  particular  system.  There  are  no  universal  answers. 
There  is  no  pressing  need  for  all  computer  systems  to  have  the  same  page  size,  or  a  single 
page  size  for  that  matter. 

What  considerations  determine  whether  a  page  should  be  large  or  small?  Several  are 
summarized  here. 

■  The  smaller  the  page  size,  the  more  pages  and  page  frames  there  are  and  the  larger  the 
page  tables  need  to  be.  On  systems  in  which  page  tables  occupy  primary  storage,  this 
points  to  the  need  for  larger  pages.  The  waste  of  storage  due  to  excessively  large  tables 
is  called  table  fragmentation.  We  note  here  that  this  argument  is  less  valid  today  with 
the  availability  of  very  large  and  economical  memories. 

■  With  large  page  sizes,  large  amounts  of  information  that  ultimately  may  not  be  ref¬ 
erenced  are  paged  into  primary  storage.  This  points  to  the  need  for  smaller  pages. 

■  Because  I/O  transfers  from  disk  are  relatively  time-consuming,  we  wish  to  minimize 
the  number  of  transfers  a  program  will  experience  as  it  runs.  This  seems  to  point  to  the 
need  for  large  page  sizes. 

•  Programs  tend  to  exhibit  the  property  of  locality  of  reference,  and  these  localities  tend 
to  be  small.  Thus  a  smaller  page  size  would  help  a  program  establish  a  tighter  working 
set,  i.e.,  the  working  set  pages  maintained  in  real  storage  would  contain  more 
intensively  referenced  items. 

•  Because  procedure  and  data  units  rarely  comprise  an  integral  number  of  pages,  paging 
systems  experience  internal  fragmentation,  as  illustrated  in  Fig.  9.8.  A  segment  of 
length  5  is  just  as  likely  to  have  its  last  page  nearly  full  as  nearly  empty,  and  thus,  on  the 
average,  there  is  one-half  page  of  internal  fragmentation  (with  the  restriction  that  a 
page  may  not  contain  portions  of  more  than  one  segment).  The  smaller  the  page  size, 
the  less  the  internal  fragmentation. 

Many  results  in  the  literature  (Ba70)  (Ch74)  (De80),  both  theoretical  and  empirical, 
point  to  the  need  for  small  pages.  Figure  9.9  shows  the  page  sizes  used  in  several 
historically  popular  and  important  computers.  Note  the  relatively  small  page  size  chosen 
for  the  VAX  8800.  Also,  note  the  popularity  of  approximately  4K-character  page  sizes.  As 
computer  memories  continue  to  increase  in  size  and  decrease  in  cost,  and  as  applications 
that  use  more  memory  proliferate,  it  is  likely  that  the  meaning  of  “small  page  size”  may  be 
recast  in  the  context  of  more  powerful  machines.  Indeed,  page  sizes  of  32K  and  even  1Mb 
could  eventually  be  considered  “small.” 
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Fig.  9.8  Internal  fragmentation  in  a  paged  system. 


Manufacturer 

Model 

Page 

size 

Unit 

Honeywell 

Multics 

1024 

36-bit  word 

IBM 

370/168 

1024  or  512 

32-bit  word 

DEC 

PDP-10 

PDP-20 

512 

36-bit  word 

DEC 

VAX  8800 

512 

8-bit  byte 

Intel 

80386 

4096 

8-bit  byte 

Fig.  9.9  Some  common  page  sizes. 


9.11  PROGRAM  BEHAVIOR  UNDER  PAGING 

Paging  is  a  valuable  concept,  and  it  will  probably  continue  to  be  integrated  into  computer 
systems  for  the  next  several  decades.  Many  studies  have  been  performed  examining  the 
behavior  of  processes  in  paging  environments  (Be66)  (Fi66)  (Co68)  (Fr68)  (Fla72)  (Sp72) 
(Mr73)  (Ro73a)  (Ch74)  (0174)  (Op74)  (Sa75)  (Ba76)  (Po77)  (Fr78)  (Gu78)  (De80).  In  this 
section,  some  qualitative  results  of  these  studies  are  shown. 


9.1 1 


Program  Behavior  under  Paging 
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Fig.  9.10  Percentage  of  a  process's  pages  referenced  with  time. 


Figure  9. 10  shows  the  percentage  of  a  typical  process’s  pages  referenced  from  the  time 
the  process  begins  execution.  The  initial  sharp  upward  slope  indicates  that  a  process  tends 
to  reference  a  significant  portion  of  its  pages  immediately  after  it  begins  execution.  With 
time,  the  slope  diminishes,  and  the  graph  asymptotically  approaches  100  percent.  Certainly 
some  processes  reference  100  percent  of  their  pages,  but  the  graph  is  drawn  to  reflect  that 
many  processes  may  execute  for  a  long  time  without  referencing  1 00  percent  of  their  pages. 
This  is  often  the  case  when  certain  error  processing  routines  are  rarely  invoked. 

Figure  9. 1 1  indicates  the  effects  of  varying  the  page  size  when  the  amount  of  primary 
storage  is  held  constant.  The  graph  shows  that  the  number  of  page  faults  experienced  by  a 


Fig.  9.11  Dependency  of  page  faults  on  page  size  when  primary  storage  is  held 
constant. 
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running  process  tends  to  increase  as  the  page  size  increases.  This  occurs  because  as  page 
size  increases  more  procedures  and  data  that  will  not  be  referenced  are  brought  into  a  fixed- 
size  primary  storage.  Thus  there  is  a  decrease  in  the  percentage  of  a  process’s  limited 
primary  storage  occupied  by  procedures  and  data  that  will  be  referenced.  Because  the 
referencing  pattern  of  the  process  is  essentially  independent  of  the  amount  of  primary 
storage  allocated,  more  page  faults  are  generated  to  bring  the  required  procedures  and  data 
into  primary  storage  throughout  the  process’s  execution.  The  dotted  portion  of  the  graph 
indicates  that  as  the  page  size  approaches  the  size  of  the  entire  process,  the  number  of  page 
faults  rapidly  falls  to  zero. 

Figure  9.12  shows  how  the  average  interfault  time  (i.e.,  the  time  between  page  faults) 
varies  as  the  number  of  page  frames  allocated  to  a  process  increases.  The  graph  is 
monotonically  increasing — the  more  page  frames  a  process  has,  the  longer  the  time  be¬ 
tween  page  faults  (subject,  of  course,  to  eccentric  behavior  such  as  that  observed  in  the 
FIFO  Anomaly).  But  the  graph  bends  at  one  point,  and  its  slope  declines  sharply.  This  is  the 
point  at  which  the  process  has  its  entire  working  set  in  primary  storage.  Initially,  the 
interfault  time  grows  very  quickly  as  more  of  the  working  set  may  be  kept  in  primary 
storage.  Once  the  primary  storage  allotment  is  sufficient  to  hold  the  working  set,  the  curve 
bends  sharply  indicating  that  the  effect  of  allocating  additional  page  frames  on  increasing 
the  interfault  time  is  not  as  great.  The  key  is  to  get  the  working  set  into  primary  storage. 
Franklin,  Graham,  and  Gupta  (Fr78)  have  observed  anomalous  situations  in  which 
increasing  the  size  of  the  working  set  window,  and  hence  the  size  of  the  working  set. 


process 

Number  of  page  frames 
allocated  to  this  process 


Fig.  9.12  Dependency  of  interfault  time  on  the  number  of  page  frames  allocated  to 
a  process. 
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actually  decreases  the  interfault  time.  But  this  kind  of  behavior  is  rare. 

Many  other  experiments  have  been  performed  that  seem  to  point  to  the  need  for  small 
pages.  In  one  of  these,  researchers  measured  the  number  of  instructions  executed  per  page 
before  transfer  to  another  page.  With  a  page  size  of  1 024  words,  fewer  than  one  fifth  of  the 
instructions  were  executed  on  a  page  most  of  the  time. 

The  qualitative  discussions  of  this  section  generally  point  to  the  validity  of  the  working 
set  concept,  and  the  need  for  smaller  page  sizes.  As  computer  architecture  evolves,  these 
results  will  need  to  be  reevaluated. 

SUMMARY 

Virtual  storage  management  strategies  are  divided  into  three  categories.  Fetch  strategies  are 
concerned  with  when  to  bring  the  next  page  or  segment  to  primary  storage.  Demand  fetch 
does  so  upon  explicit  reference;  anticipatory  fetch  does  so  in  advance  when  it  is  likely  that 
a  page  or  segment  will  soon  be  referenced.  Placement  strategies  are  concerned  with  where 
in  primary  storage  to  place  the  incoming  page  or  segment.  Replacement  strategies  are 
concerned  with  which  page  or  segment  to  replace  to  make  room  for  an  incoming  page  or 
segment  when  primary  storage  is  fully  committed. 

Some  of  the  page  replacement  strategies  discussed  in  this  chapter  are 

•  Principle  of  Optimality — replaces  the  page  which  will  not  be  used  until  the  furthest 
time  into  the  future. 

•  Random — pages  are  selected  at  random. 

■  FIFO — the  page  in  primary  storage  the  longest  is  selected  (we  also  discussed  the 
second  chance  and  the  clock  variations  of  FIFO). 

■  LRU — the  least-recently-used  page  is  selected. 

■  LFU — the  least-frequently-used  page  is  selected. 

■  NUR — an  inexpensive  and  efficient  approximation  of  LRU  that  replaces  a  page  not- 
used-recently. 

•  Working  set — replaces  a  page  if  it  is  not  in  the  favored  subset  of  a  process’s  pages. 

■  Page  fault  frequency — adjusts  the  size  of  a  process’s  resident  set  of  pages  in  response 
to  changes  in  the  process’s  page  fault  rate. 

The  FIFO  Anomaly  occurs  when  increasing  the  number  of  page  frames  available  to  a 
process  increases  the  page  fault  rate  of  the  process. 

Locality  is  a  property  exhibited  by  running  processes,  namely  that  processes  tend  to 
favor  a  subset  of  their  pages  during  an  execution  interval.  Temporal  locality  means  that  if  a 
process  references  a  page,  it  will  probably  reference  that  page  again  soon.  Spatial  locality 
means  that  if  a  process  references  a  page,  it  will  probably  reference  adjacent  pages  in  its 
virtual  address  space.  Locality  is  expected  because  of  the  way  programs  are  written  using 
loops,  subroutines,  stacks,  counting  and  totaling  variables,  array  traversals,  and  sequential 
code  execution,  and  also  because  of  the  tendency  of  programmers  to  place  related  variables 
near  one  another. 
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Denning  developed  the  concept  of  working  sets  to  explain  program  behavior  in  terms 
of  locality.  Working  set  storage  management  strategies  attempt  to  keep  a  process’s  working 
set  of  pages,  i.e.,  the  most  recently  referenced  pages,  in  primary  storage  so  that  the  process 
will  run  quickly.  New  processes  may  be  initiated  only  if  there  is  room  in  primary  storage  for 
their  working  sets.  Denning  defined  the  working  set  W(t,w)  at  time  t  as  the  set  of  pages 
referenced  by  a  process  in  the  process  time  interval  from  t  -  w  to  t.  Processes  attempting  to 
execute  without  sufficient  space  for  their  working  sets  often  experience  thrashing,  a 
phenomenon  in  which  they  continually  replace  pages  and  then  immediately  recall  the 
replaced  pages  back  to  primary  storage. 

Demand  paging  has  been  the  conventional  wisdom  for  some  time  because 

■  computability  results  tell  us  that  we  cannot  implement  completely  accurate  antici¬ 
patory  paging  schemes  because  we  can’t  predict  the  future, 

■  only  the  pages  actually  needed  by  a  process  are  brought  to  primary  storage,  and 

■  the  fetch  overhead  is  nominal. 

But  demand  paging  is  wasteful  of  primary  storage  because  processes  must  wait  while 
each  referenced  page  is  brought  in. 

Proponents  of  anticipatory  paging  argue  that  good  decisions  can  be  made  a  large 
portion  of  the  time,  and  that  processes  will  execute  more  quickly  when  their  pages  are 
already  in  primary  storage  when  referenced. 

Some  systems  provide  a  page  release  capability  which  allows  a  running  process  to 
inform  the  system  explicitly  that  a  particular  page  is  no  longer  needed.  Page  release  helps 
rid  primary  storage  of  pages  that  are  no  longer  needed. 

A  number  of  issues  affect  the  determination  of  optimum  page  size  for  a  given  system. 

■  A  small  page  size  causes  larger  page  tables,  and  consequent  table  fragmentation. 

■  A  large  page  size  causes  instructions  and  data  that  will  not  be  referenced  to  be  brought 
into  primary  storage. 

■  I/O  transfers  are  more  efficient  with  large  pages. 

■  Localities  tend  to  be  small. 

■  Internal  fragmentation  is  reduced  with  small  pages. 

In  the  balance,  most  designers  feel  that  these  factors  point  to  the  need  for  small  pages. 
Many  experiments  have  examined  the  behavior  of  paged  computer  systems,  and  the 
results  have  been  interesting. 

■  When  a  process  begins  executing,  it  normally  references  a  large  percentage  of  its  pages 
quickly. 

■  The  number  of  page  faults  experienced  by  a  running  process  tends  to  increase  as  page 
size  is  increased,  assuming  that  the  primary  storage  allocated  to  the  process  remains 
constant. 

■  The  interfault  time  (time  between  page  faults)  experienced  by  a  running  process  in¬ 
creases  as  the  amount  of  page  frames  allocated  to  the  process  increases.  Once  a  suf- 
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ficient  number  of  page  frames  has  been  allocated  to  the  process  to  hold  its  working  set, 
the  rate  of  increase  diminishes. 

The  number  of  instructions  executed  on  a  page  before  control  leaves  the  page  tends  to 
be  small. 


TERMINOLOGY 

anticipatory  paging 
Belady’s  Anomaly 
clock  page  replacement 
demand  paging 
dirty  bit 
letch  strategy 
FIFO  Anomaly 

l  irst-in-first-out  (FIFO)  page  replacement 
interfault  time 
internal  fragmentation 
least-frequently-used  (LFU)  page  replace¬ 
ment 

least-recently-used  (LFU)  page  replace¬ 
ment 
locality 

MIN  page  replacement 
modified  bit 

not-used-recently  (NUR)  page  replacement 
OPT  page  replacement 
optimal  page  replacement 

EXERCISES 

9.1  Discuss  the  goals  of  each  of  the  following  storage  management  strategies  in  the  context  of 
virtual  storage  systems  with  paging. 

a)  fetch  strategy 

b)  placement  strategy 

c)  replacement  strategy 

9.2  Explain  why  storage  management  in  pure  segmentation  systems  is  quite  similar  to  storage 
management  in  variable  partition  multiprogramming  systems. 

9.3  Give  several  reasons  why  demand  paging  is  the  conventional  wisdom  in  page  fetch  strategies. 

9.4  One  particular  virtual  storage  computer  system  with  combined  segmentation  and  paging 
supports  a  level  of  multiprogramming  of  10.  Instruction  pages  (reentrant  code)  are  maintained  sepa¬ 
rately  from  data  pages  (modifiable).  You  have  studied  the  system  in  operation  and  have  made  the 
following  observations.  (I)  Most  procedure  segments  are  many  pages  long  and  (2)  most  data 
segments  use  only  a  small  fraction  of  a  page. 


page  fault  frequency  (PFF)  page  replace¬ 
ment 

page  replacement  strategy 
pre  paging 

Principle  of  Optimality 
random  page  replacement 
referenced  bit 
resident  page  set 
second-chance  page  replacement 
space-time  product 
spatial  locality 
table  fragmentation 
temporal  locality 
thrashing 

voluntary  page  release 
working  set  of  pages 
working  set  page  replacement 
working  set  storage  management  policy 
working  set  theory  of  program  behavior 
working  set  window  size 
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Your  associate  has  proposed  that  one  way  to  get  better  utilization  out  of  storage  is  to  pack  several  of 
each  user’s  data  segments  onto  an  individual  page.  Comment  on  this  proposal  considering  issues  of 

a)  storage  use 

b)  execution  efficiency 

c)  indefinite  postponement 

d)  protection 

e)  sharing 

9.5  Today  there  is  much  interest  in  anticipatory  paging  and  in  anticipatory  resource  allocation  in 
general.  What  useful  information  might  each  of  the  following  supply  to  an  anticipatory  paging 
mechanism? 

a)  the  programmer 

b)  the  language  translator 

c)  the  operating  system 

d )  a  log  of  past  executions  of  the  program 

9.6  It  is  known  that  in  the  general  case  we  cannot  predict  the  path  of  execution  of  an  arbitrary 
program.  If  we  could,  then  we  would  be  able  to  solve  the  halting  problem — which  is  known  to  be 
unsolvable.  Explain  the  ramifications  of  this  upon  the  effectiveness  of  anticipatory  resource  alloca¬ 
tion  mechanisms. 

9.7  Suppose  a  storage  manager  has  narrowed  its  page  replacement  decision  to  one  of  two  pages. 
Suppose  that  one  of  the  pages  is  shared  by  several  processes,  and  the  other  page  is  in  use  only  by  a 
single  process.  Should  the  storage  manager  automatically  replace  the  nonshared  page?  Explain. 

9.8  Discuss  each  of  the  following  unconventional  page  replacement  schemes  in  the  context  of  a 
virtual  storage  multiprogramming  system  servicing  both  batch  and  interactive  users. 

a)  "Global  LIFO” — The  page  brought  into  real  storage  most  recently  is  replaced. 

b)  “Local  LIFO" — The  page  brought  in  most  recently  by  the  process  which  requested  the 
incoming  page  is  replaced. 

c)  "Tired  Page” — The  most  heavily  referenced  page  in  the  system  is  replaced.  (Consider 
both  the  global  and  local  variants  of  this  scheme.) 

d)  "Battered  Page” — The  most  heavily  modified  page  in  the  system  is  replaced.  (Con¬ 
sider  both  the  global  and  local  variants  of  this  scheme.) 

9.9  Some  types  of  processes  perform  well  under  certain  page  replacement  strategies  and  poorly 
under  others.  Discuss  the  possibility  of  implementing  a  storage  manager  that  would  dynamically 
determine  the  type  of  a  process,  and  then  select  and  use  the  appropriate  page  replacement  strategy  for 
that  process. 

9.10  Suppose  a  storage  manager  decides  which  page  to  replace  solely  on  the  basis  of  examining  the 
referenced  and  modified  bits  for  each  page  frame.  List  several  incorrect  decisions  the  storage 
manager  might  make. 

9.1 1  List  several  reasons  why  it  is  necessary  to  prevent  certain  pages  from  being  paged  out  of  real 
storage. 

9.12  Why  is  it  generally  more  desirable  to  replace  an  unmodified  page  rather  than  a  modified  one? 
In  what  circumstances  might  it  be  more  desirable  to  replace  a  modified  page? 
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‘>.13  For  each  of  the  following  pairs  of  replacement  strategies  show  a  page  reference  string  that 
would  result  in  both  strategies  choosing  ( 1 )  the  same  page  for  replacement  and  (2)  a  different  page  for 
replacement. 

a)  LRU,  NUR 

b)  LRU,  LFU 

c)  LRU,  FIFO 

d)  NUR,  LFU 

e)  LFU,  FIFO 

0  NUR,  FIFO. 

9.14  The  Optimal  (MIN)  Page  Replacement  strategy  is  unrealizable  because  it  is  impossible  to 
predict  the  future.  There  are  circumstances,  however,  in  which  MIN  can  be  implemented.  What  are 
I  hey? 

9.15  The  overhead  of  moving  a  modified  page  to  secondary  storage  so  that  a  new  page  may  be 
brought  into  primary  memory  is  large  and  should  be  avoided  whenever  possible.  Suppose  a  storage 
manager  has  chosen  a  modified  page  for  replacement.  This  page  must  be  pushed  to  secondary  storage 
before  the  new  page  may  be  placed  in  its  page  frame.  Therefore,  the  storage  manager  schedules  this 
page  for  a  push.  An  entry  is  made  in  a  list  of  pages  waiting  to  be  pushed.  Thus  the  page  will  remain  in 
real  storage  for  some  time  before  being  pushed.  Now  suppose  that  while  the  page  is  waiting  a  running 
process  requests  it.  How  should  the  storage  manager  react?  Be  sure  to  consider  the  possibility  of  in¬ 
definite  postponement,  and  the  need  to  guarantee  good  response  times  for  interactive  users. 

9.16  FIFO  page  replacement  is  relatively  easy  to  implement,  and  has  low  overhead.  But  FIFO  can 
easily  replace  a  heavily  used  page.  Design  a  simple  modification  to  FIFO  that  is  also  easy  to 
implement,  has  low  overhead,  and  prevents  a  heavily  used  page  from  being  replaced. 

9.17  Show  an  example  of  the  FIFO  Anomaly  different  from  that  in  the  text. 

9.18  Design  an  experiment  for  a  paged  system  to  demonstrate  the  phenomenon  of  locality. 

9.19  A  programmer  who  writes  programs  specifically  to  exhibit  good  locality  can  expect  marked 
improvement  in  the  execution  efficiency  of  the  programs.  List  several  strategies  a  programmer  can 
use  to  improve  locality.  In  particular,  what  high-level  language  features  should  be  emphasized?  What 
features  should  be  avoided? 

9.20  Suppose  you  put  a  tap  on  an  I/O  channel  and  observe  heavy  page  traffic.  Does  this  imply 
(finishing?  Explain. 

9.21  Why  might  a  global  page  replacement  policy  (in  which  an  incoming  page  may  replace  a  page 
of  any  process)  be  more  susceptible  to  thrashing  than  a  local  page  replacement  policy  (in  which  an 
incoming  page  may  replace  only  a  page  belonging  to  the  same  process)? 

9.22  Discuss  the  trade-offs  between  giving  each  process  more  page  frames  than  it  needs  (to  prevent 
Ihrashing),  and  the  resulting  fragmentation  of  real  storage. 

9.23  Design  several  heuristics  that  a  storage  manager  might  use  to  determine  if  main  storage  has 
become  overcommitted. 

9.24  The  working  set  of  a  process  may  be  defined  in  several  ways.  Discuss  the  merits  of  each  of  the 
following  schemes  for  deciding  which  pages  constitute  a  process’s  working  set. 
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a)  those  pages  that  the  process  has  referenced  in  the  last  w  seconds  of  wall  clock  time 

b)  those  pages  that  the  process  has  referenced  in  the  last  w  seconds  of  virtual  time  (i,e„ 
time  during  which  the  process  was  actually  running  on  a  CPU) 

c)  the  last  k  different  pages  referenced  by  the  process 

d)  those  pages  on  which  a  process  made  its  last  r  instruction  or  data  references 

e)  those  pages'  that  the  process  has  referenced  in  the  last  w  seconds  of  virtual  time  with  a 
frequency  greater  than  f  times  per  virtual  second. 

9.25  Give  an  example  in  which  a  working  set  page  replacement  strategy  would  replace 

a)  the  best  possible  page 

b)  the  worst  possible  page 

9.26  One  difficulty  in  implementating  a  working  set  storage  management  strategy  is  that  when  a 
process  requests  a  new  page,  it  is  difficult  to  determine  whether  that  process  is  changing  to  a  new 
working  set,  or  is  expanding  its  current  working  set.  In  the  first  case  it  is  better  for  the  storage  manager 
to  replace  one  of  the  process’s  pages;  in  the  latter  case  it  is  better  for  the  storage  manager  to  add  a  page 
to  the  process’s  page  allocation.  How  might  a  storage  manager  decide  which  case  is  appropriate? 

9.27  Just  because  a  page  is  a  member  of  a  process’s  working  set  does  not  necessarily  imply  that  it  is 
being  referenced  frequently.  Similarly,  the  pages  in  a  process's  working  set  are  not  necessarily  being 
referenced  at  the  same  frequency.  Propose  a  modification  to  the  working  set  page  replacement 
strategy  that,  when  a  working  set  page  is  to  be  replaced,  chooses  the  page  for  replacement  via  one  of 
the  other  schemes  such  as  FIFO,  LRU,  LFU,  NUR,  etc.  Compare  this  new  page  replacement  strategy 
with  the  pure  working  set  strategy. 

9.28  Suppose  all  the  processes  included  in  the  level  of  multiprogramming  have  established  their 
working  sets  in  main  storage.  As  localities  change,  working  sets  could  grow  and  main  storage  could 
become  overcommitted,  causing  thrashing.  Discuss  the  relative  merits  of  each  of  the  following 
strategies  for  preventing  this. 

a)  Never  initiate  a  new  process  if  real  storage  is  already  80  percent  or  more  committed. 

b)  Never  initiate  a  new  process  if  real  storage  is  already  97  percent  or  more  committed. 

c)  When  a  new  process  is  initiated,  assign  it  a  maximum  working  set  size  beyond  which 
it  will  not  be  allowed  to  grow. 

9.29  The  interaction  between  the  various  components  of  an  operating  system  is  critical  to  achieving 
good  performance.  Discuss  the  interaction  between  the  storage  manager  and  the  job  initiator  in  a 
virtual  storage  multiprogramming  system.  In  particular,  suppose  the  storage  manager  uses  a  working 
set  storage  management  approach. 

9.30  Consider  the  following  experiment  and  explain  the  observations. 

A  program  is  run  by  itself  on  a  paged  machine.  The  program  begins  execution  with  its  first  procedure 
page.  As  it  runs,  the  pages  it  needs  are  demand  paged  into  available  page  frames.  The  number  of 
available  page  frames  is  much  larger  than  the  number  of  pages  in  the  program.  But  there  is  a  dial 
external  to  the  computer  that  allows  a  person  to  set  the  maximum  number  of  page  frames  the  program 
may  use. 

Initially,  the  dial  is  set  at  two  frames  and  the  program  is  run  to  completion.  The  dial  is  then  set  at  three 
frames  and  again  the  program  is  run  to  completion.  This  process  is  continued  until  the  dial  is 
eventually  set  to  the  number  of  available  page  frames  in  real  storage,  and  the  program  is  run  for  the 
last  time.  For  each  run,  the  run  time  of  the  program  is  recorded. 
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( Observations: 

As  the  dial  is  changed  from  two  to  three  to  four,  the  run  times  improved  dramatically.  From  four  to 
five  to  six,  the  run  times  still  improved  each  time,  but  less  dramatically.  With  the  dial  settings  of  seven 
and  higher,  the  run  time  remained  essentially  constant. 

‘>.31  An  operating  systems  designer  has  proposed  the  PD  storage  management  strategy  that 
operates  as  follows.  Exactly  two  page  frames  arc  allocated  to  each  active  process.  These  frames  hold 
the  most  recently  referenced  procedure  page,  called  the  P-page,  and  the  most  recently  referenced  data 
page,  called  the  D-page.  When  a  page  fault  occurs,  if  the  referenced  page  is  a  procedure  page,  it 
replaces  P-page,  and  if  the  referenced  page  is  a  data  page,  it  replaces  D-page. 

The  designer  says  that  the  chief  virtue  of  the  scheme  is  that  it  trivializes  all  aspects  of  storage 
management,  and  thus  has  very  low  overhead. 

a)  How  arc  each  of  the  following  storage  management  strategies  handled  under  the  PD 
scheme? 

i )  fetch 

ii)  placement 

iii)  replacement 

b)  In  what  circumstances  would  PD  actually  yield  better  results  than  working  set  storage 
management? 

c)  In  what  circumstances  would  PD  yield  poor  results? 

9.32  Describe  how  the  sharing  of  code  and  data  affects  each  of  the  following. 

a)  fetch  strategy 

b)  placement  strategy 

c)  replacement  strategy 

d)  “local  locality"  (i.e.,  within  a  process) 

e)  "global  locality”  (i.e.,  over  all  processes) 

f)  thrashing 

g)  charging  for  resources 

h)  fragmentation 

i)  internal 

ii)  external 

iii)  chunk 

9.33  Summarize  the  arguments  for  and  against  ( 1 )  small  page  sizes  and  (2)  large  page  sizes. 

9.34  The  Multics  system  was  originally  designed  to  manage  64-word  pages  and  1024-word  pages 
(the  dual-page-size  scheme  was  eventually  abandoned). 

a)  What  factors  do  you  suppose  motivated  this  design  decision? 

b)  What  effect  does  this  dual-page-size  approach  have  on  storage  management  strate¬ 
gies? 

9.35  Discuss  the  use  of  each  of  the  following  hardware  features  in  virtual  storage  systems. 

a)  dynamic  address  mapping  mechanisms 

b)  associative  storage 
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c )  cache  storage 

d)  “page  referenced”  bit 

e)  “page  modified”  bit 

0  “page  in  transit”  bit  (signifying  that  a  page  is  currently  being  input  to  a  particular  page 
frame) 

9.36  Discuss  the  issue  of  how  programming  style  affects  performance  in  a  paging  system.  Consider 
each  of  the  following. 

a)  top-down  approach 

b)  minimal  use  of  GOTOs 

c)  modularity 

d)  recursion 

e)  iteration 

9.37  If  programs  are  carefully  organized  in  a  paged  system  so  that  references  are  highly  localized  to 
small  groups  of  pages,  the  resulting  performance  improvements  can  be  impressive.  But  because  most 
programs  today  are  being  written  in  high-level  languages,  the  programmer  does  not  generally  have 
access  to  information  sufficiently  rich  to  aid  in  producing  programs  with  good  organization.  Because 
the  path  of  execution  a  program  will  take  cannot  be  predicted,  it  is  difficult  to  know  precisely  which 
sections  of  code  will  be  used  intensively. 

One  hope  for  improving  program  organization  is  called  dynamic  program  restructuring.  Here,  the 
operating  system  monitors  the  execution  characteristics  of  a  program,  and  rearranges  the  code  and 
data  so  that  more  active  items  are  placed  together  on  pages. 

a)  What  execution  characteristics  of  a  large  program  should  be  monitored  to  facilitate 
dynamic  program  restructuring? 

b)  How  would  a  dynamic  program  restructuring  mechanism  use  this  information  to  make 
effective  restructuring  decisions? 

9.38  Charging  for  resource  use  is  a  complex  problem.  Consider  each  of  the  following  in  the  context 
of  a  virtual  storage  multiprogramming  system  with  paging. 

a)  Should  a  process  be  charged  more  for  generating  excessive  page  faults? 

b)  Should  a  process  be  charged  more  for  having  a  large  working  set? 

c)  Should  a  process  receive  credits  for  experiencing  service  degradation  caused  by 
thrashing? 

d)  Should  a  process  be  charged  for  operating  system  overhead  involved  in  managing 
virtual  storage? 

9.39  The  key  to  the  proper  and  efficient  operation  of  the  page  fault  frequency  (PFF)  page 
replacement  algorithm  is  the  selection  of  the  threshold  values.  Answer  each  of  the  following 
questions. 

a)  What  are  the  consequences  of  selecting  too  large  an  upper  value? 

b)  What  are  the  consequences  of  selecting  too  small  a  lower  value? 

c)  Should  the  values  remain  fixed,  or  should  they  be  adjusted  dynamically? 

d)  What  criteria  would  you  use  to  adjust  the  values  dynamically? 

9.40  Compare  and  contrast  the  page  fault  frequency  (PFF)  page  replacement  strategy  with  the 
working  set  (WS)  page  replacement  strategy.  Be  sure  to  consider  each  of  the  following. 
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a)  execution  time  overhead 

b)  storage  overhead  for  holding  the  information  necessary  to  support  the  strategy 

c)  likelihood  of  running  processes  efficiently 

d)  likelihood  of  keeping  the  right  (and  the  wrong)  pages  resident  in  primary  storage. 

9.41  Because  of  the  high  overhead  involved  in  replacing  a  modified  page,  some  replacement 
algorithms  replace  unmodified  pages  before  they  replace  modified  pages.  Does  this  introduce  any 
htas  into  the  system  that  might  be  detrimental  to  the  proper  and  efficient  operation  of  programs  that 
exhibit  natural  locality?  Explain  your  answer. 

9.42  It  would  seem  that  a  weakness  of  the  second  chance  page  replacement  strategy  is  that  if  the  list 
of  pages  is  short,  then  an  active  page  that  has  just  moved  to  the  back  of  the  list  after  having  had  its 
referenced  bit  set  off  could  quickly  move  to  the  front  of  the  list  and  be  selected  for  replacement  before 
its  referenced  bit  is  set  on.  Comment  on  this  phenomenon.  Is  it  an  anomaly  in  second  chance  page 
replacement?  Defend  your  answer  carefully. 

9.43  Suppose  a  system  is  nol  currently  thrashing.  List  as  many  factors  as  you  can  that  might  cause 
the  system  to  begin  thrashing.  What  measures  should  the  operating  system  take  once  thrashing  is 
detected?  Can  thrashing  be  absolutely  prevented  ?  If  so.  at  what  cost?  If  not,  explain  why  not. 

9.44  Suppose  you  are  aware  of  the  page  replacement  strategy  used  by  the  multiuser  timesharing 
system  on  which  you  are  running.  For  each  of  the  page  replacement  strategies  discussed  in  this 
chapter,  what  countermeasures  might  you  take  to  force  the  operating  system  to  give  your  process(es) 
favored  treatment  when  in  fact  the  operating  system  might  normally  do  otherwise?  What  measures 
might  an  operating  system  take  to  detect  such  processes  and  prevent  them  from  obtaining  such 
preferred  treatment? 

9.45  (Simulation  Project)  Develop  a  simulator  program  that  will  enable  you  to  compare  and 
contrast  the  operation  of  each  of  the  page  replacement  strategies  discussed  in  this  chapter.  Your 
simulator  needs  to  be  concerned  with  transitions  between  pages  in  virtual  space,  but  not  with  the 
iitsiruetion-by-instruciion  execution  of  programs.  Assign  a  random  but  high  probability  to  remaining 
on  the  same  page  on  which  the  previous  instruction  was  executed.  When  page  transitions  occur,  the 
probability  of  transferring  to  the  next  page  (or  the  previous  page)  in  virtual  space  should  be  higher 
than  the  probability  of  transferring  to  some  remote  page.  Assume  a  moderately  loaded  system  so  that 
page  replacement  decisions  are  common.  Assume  that  the  same  replacement  strategy  applies  to  all 
processes  on  the  system  for  a  given  run  of  the  simulation.  Your  simulator  should  maintain  statistics  on 
the  performance  of  each  of  the  replacement  strategies.  Include  features  to  enable  you  to  fine  tune  the 
simulator,  i.  e.,  you  should  be  able  to  adjust  the  working  set  window  size,  the  page  fault  frequency 
threshold  values,  and  so  on. 
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Job  and 
Processor 
Scheduling 


The  heavens  themselves,  the  planets  and  this  center 
Observe  degree,  priority,  and  place,  ... 

William  Shakespeare 


Nothing  in  progression  can  rest  on  its  original  plan. 
We  may  as  well  think  of  rocking  a  grown  man  in  the 
cradle  of  an  infant. 

Edmund  Burke 


For  every  problem  there  is  one  solution  which  is 
simple,  neat,  and  wrong. 

H.  L,  Mencken 


There  is  nothing  more  requisite  in  business  than  dis¬ 
patch. 

Joseph  Addison 
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10.1  INTRODUCTION 

The  assignment  of  physical  processors  to  processes  allows  processes  to  accomplish  work. 
That  assignment  is  a  complex  problem  handled  by  the  operating  system.  In  this  chapter  we 
discuss  the  problems  of  determining  when  processors  should  be  assigned,  and  to  which 
processes.  This  is  called  processor  scheduling.  We  also  consider  admitting  new  jobs  to  the 
system,  and  suspending  and  reactivating  processes  to  adjust  the  system  load. 

10.2  SCHEDULING  LEVELS 

Three  important  levels  of  scheduling  are  considered  (Fig.  10.1). 

■  High-level  scheduling — Sometimes  called  job  scheduling,  this  determines  which  jobs 
shall  be  allowed  to  compete  actively  for  the  resources  of  the  system.  This  is  sometimes 
called  admission  scheduling  because  it  determines  which  jobs  gain  admission  to  the 
system.  Once  admitted,  jobs  become  processes  or  groups  of  processes. 

■  Intermediate-level  scheduling — This  determines  which  processes  shall  be  allowed  to 
compete  for  the  CPU.  The  intermediate-level  scheduler  responds  to  short-term  fluc¬ 
tuations  in  system  load  by  temporarily  suspending  and  activating  (or  resuming) 
processes  to  achieve  smooth  system  operation  and  to  help  realize  certain  systemwide 
performance  goals.  Thus  the  intermediate-level  scheduler  acts  as  a  buffer  between  the 
admission  of  jobs  to  the  system,  and  the  assigning  of  the  CPU  to  these  jobs. 

•  Low-level  scheduling — This  determines  which  ready  process  will  be  assigned  the  CPU 
when  it  next  becomes  available,  and  actually  assigns  the  CPU  to  this  process  (i.e.,  it 
dispatches  the  CPU  to  the  process).  Low-level  scheduling  is  performed  by  the  dis¬ 
patcher,  which  operates  many  times  per  second.  The  dispatcher  must  therefore  reside 
at  all  times  in  primary  storage. 

In  this  chapter  we  discuss  many  of  the  scheduling  policies  that  have  been  used  in 
operating  systems  and  the  scheduling  mechanisms  that  implement  them.  Some  of  these 
policies  are  useful  for  both  job  and  process  scheduling.  Coffman  and  Kleinrock  (Co68) 
discuss  popular  scheduling  methods  and  indicate  how  users  who  know  what  scheduling 
policy  is  in  force  can  actually  achieve  better  performance  by  taking  appropriate  counter¬ 
measures.  Ruschitzka  and  Fabry  (Ru77)  give  a  classification  of  scheduling  algorithms,  and 
they  present  a  formalization  of  the  concept  of  priority. 

10.3  SCHEDULING  OBJECTIVES 

Many  objectives  must  be  considered  in  the  design  of  a  scheduling  discipline.  In  particular, 
a  scheduling  discipline  should 

•  Be  fair — A  scheduling  discipline  is  fair  if  all  processes  are  treated  the  same,  and  no 
process  can  suffer  indefinite  postponement. 

•  Maximize  throughput — A  scheduling  discipline  should  attempt  to  service  the  largest 
possible  number  of  processes  per  unit  time. 
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^  Job  entry 


^  Job  initiation  High-level  scheduling 


Activate 


1 


^  Suspend  Intermediate-level  scheduling 


Low-level  scheduling 


Fig.  10.1  Scheduling  levels. 


Maximize  the  number  of  interactive  users  receiving  acceptable  response  times  (i.e.,  at 
most  a  few  seconds). 

Be  predictable — A  given  job  should  run  in  about  the  same  amount  of  time  and  at  about 
the  same  cost  regardless  of  the  load  on  the  system. 

Minimize  overhead — Interestingly,  this  is  not  generally  considered  to  be  one  of  the 
most  important  objectives.  Overhead  is  commonly  viewed  as  wasted  resources.  But  a 
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certain  portion  of  system  resources  invested  as  overhead  can  greatly  improve  overall 
system  performance. 

■  Balance  resource  use — The  scheduling  mechanisms  should  keep  the  resources  of  the 
system  busy.  Processes  that  will  use  underutilized  resources  should  be  favored. 

■  Achieve  a  balance  between  response  and  utilization — The  best  way  to  guarantee  good 
response  times  is  to  have  sufficient  resources  available  whenever  they  are  needed.  The 
price  to  be  paid  for  this  strategy  is  that  overall  resource  utilization  will  be  poor.  In  real¬ 
time  systems,  fast  responses  are  essential,  and  resource  utilization  is  less  important.  In 
other  types  of  systems,  the  economics  often  makes  effective  resource  utilization 
imperative. 

■  Avoid  indefinite  postponement — In  many  cases,  indefinite  postponement  can  be  as 
bad  as  deadlock.  Avoiding  indefinite  postponement  is  best  accomplished  by  aging,  i.e., 
as  a  process  waits  for  a  resource,  its  priority  should  grow.  Eventually,  the  priority  will 
become  so  high  that  the  process  will  be  given  the  resource. 

*  Enforce  priorities — In  environments  in  which  processes  are  given  priorities,  the  sched¬ 

uling  mechanism  should  favor  the  higher-priority  processes. 

■  Give  preference  to  processes  holding  key  resources — Even  though  a  low-priority 
process  may  be  holding  a  key  resource,  the  resource  may  be  in  demand  by  high-priority 
processes.  If  the  resource  is  nonpreemptible,  then  the  scheduling  mechanism  should 
give  the  process  better  treatment  than  it  would  ordinarily  receive  so  that  the  process 
will  release  the  key  resource  sooner. 

■  Give  better  service  to  processes  exhibiting  desirable  behavior  (low  paging  rates,  for 
example). 

■  Degrade  gracefully  under  heavy  loads — A  scheduling  mechanism  should  not  collapse 
under  the  weight  of  a  heavy  system  load.  Either  it  should  prevent  excessive  loading  by 
not  allowing  new  processes  to  be  created  when  the  load  is  heavy,  or  it  should  service 
the  heavier  load  by  providing  a  moderately  reduced  level  of  service  to  all  processes. 

Many  of  these  goals  are  in  conflict  with  one  another,  thus  making  scheduling  a 

complex  problem. 


10.4  SCHEDULING  CRITERIA 

To  realize  the  scheduling  objectives  a  scheduling  mechanism  should  consider 

■  The  HO-boundedness  of  a  process — When  a  process  gets  the  CPU,  does  it  use  the  CPU 
only  briefly  before  generating  an  I/O  request? 

■  The  CPU -boundedness  of  a  process — When  a  process  gets  the  CPU,  does  it  tend  to  use 
the  CPU  until  its  time  quantum  expires? 

•  Whether  a  process  is  batch  or  interactive — Interactive  users  generally  submit  “trivial” 
requests  that  should  receive  immediate  service  to  guarantee  good  response  times. 
Batch  users  can  generally  suffer  reasonable  delays. 
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How  urgent  a  fast  response  is — An  overnight  batch  process  will  not  need  immediate 
response.  A  real-time  process  control  system  monitoring  a  gasoline  refinery  requires 
fast  response,  possibly  to  prevent  an  explosion. 

Process  priority — High-priority  processes  should  receive  better  treatment  than  those  of 
lower  priority. 

How  frequently  a  process  is  generating  page  faults — Presumably,  processes  generat¬ 
ing  few  page  faults  have  accumulated  their  working  sets  in  main  storage.  Processes 
experiencing  large  numbers  of  page  faults  have  not  yet  established  their  working  sets. 
The  conventional  wisdom  is  to  favor  processes  that  have  established  their  working 
sets.  Another  viewpoint  is  that  processes  with  high  page  fault  rates  should  receive 
priority  because  they  use  the  CPU  only  briefly  before  generating  an  I/O  request. 

How  frequently  a  process  has  been  preempted  by  a  higher  priority  process — Fre¬ 
quently  preempted  processes  should  receive  less  favored  treatment.  The  point  is  that 
every  time  the  operating  system  invests  the  overhead  to  get  this  process  running,  the 
short  run-time  before  preemption  does  not  justify  the  overhead  of  getting  the  process 
running  in  the  first  place. 

How  much  real  execution  time  the  process  has  received — Some  designers  feel  that  a 
process  that  has  received  little  execution  time  should  be  favored.  Others  believe  a 
process  that  has  received  much  execution  time  should  be  near  completion  and  should 
be  favored  to  help  it  reach  completion  and  leave  the  system  as  soon  as  possible. 

How  much  more  time  the  process  needs  to  complete — Average  waiting  times  can  be 
minimized  by  running  those  processes  first  that  require  the  minimum  run-time  until 
completion.  Unfortunately,  it  is  rarely  known  exactly  how  much  more  time  each 
process  needs  to  complete. 


10.5  PREEMPTIVE  VS.  NONPREEMPTIVE  SCHEDULING 

A  scheduling  discipline  is  nonpreemptive  if.  once  a  process  has  been  given  the  CPU,  the 
CPU  cannot  be  taken  away  from  that  process.  A  scheduling  discipline  is  preemptive  if  the 
CPU  can  be  taken  away. 

Preemptive  scheduling  is  useful  in  systems  in  which  high-priority  processes  require 
rapid  attention.  In  real-time  systems  ( At84)  (Ra84)  (Vo87),  for  example,  the  consequences 
of  missing  an  interrupt  could  be  devastating.  In  interactive  timesharing  systems,  preemp¬ 
tive  scheduling  is  important  in  guaranteeing  acceptable  response  times. 

Preemption  is  not  without  cost.  Context  switching  involves  overhead.  To  make 
preemption  effective,  many  processes  must  be  kept  in  main  storage  so  that  the  next  process 
is  normally  ready  for  the  CPU  when  it  becomes  available.  Keeping  nonrunning  programs  in 
main  storage  also  involves  overhead. 

In  nonpreemptive  systems,  short  jobs  are  made  to  wait  by  longer  jobs,  but  the  treatment 
of  all  processes  is  fairer.  Response  times  are  more  predictable  because  incoming  high- 
priority  jobs  can  not  displace  waiting  jobs. 

In  designing  a  preemptive  scheduling  mechanism,  one  must  carefully  consider  the 
arbitrariness  of  virtually  any  priority  scheme.  We  may  build  a  sophisticated  mechanism  to 
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faithfully  implement  a  priority  preemption  scheme  when,  in  fact,  the  priorities  themselves 
are  not  meaningfully  assigned.  It  is  not  uncommon  in  operating  systems  to  have  fancy 
mechanisms  supporting  somewhat  arbitrary  schemes.  The  designer  would  be  wise  to 
evaluate  every  proposed  mechanism  carefully  before  implementing  it.  “Keep  it  simple"  has 
great  appeal,  but  if  you  can’t  keep  it  simple,  you  should  at  least  insist  on  making  it  effective 
and  meaningful. 


10.6  THE  INTERVAL  TIMER  OR  INTERRUPTING  CLOCK 

The  process  to  which  the  CPU  is  currently  assigned  is  said  to  be  running.  If  it  is  an  operating 
system  process,  then  the  operating  system  is  running,  and  it  can  make  decisions  influencing 
the  operation  of  the  system.  To  prevent  users  from  monopolizing  the  system  (either 
maliciously  or  accidentally),  the  operating  system  has  mechanisms  for  taking  the  CPU 
away  from  the  user. 

The  operating  system  sets  an  interrupting  clock  or  interval  timer  to  generate  an  in¬ 
terrupt  at  some  specific  future  time  (or  at  some  elapsed  time  into  the  future).  The  CPU  is 
then  dispatched  to  the  process.  The  process  retains  control  of  the  CPU  until  it  voluntarily 
releases  the  CPU,  or  the  clock  interrupts,  or  some  other  interrupt  diverts  the  attention  of  the 
CPU.  If  the  user  is  running  and  the  clock  interrupts,  the  interrupt  causes  the  operating 
system  to  run.  The  operating  system  then  decides  which  process  should  get  the  CPU  next. 

The  interrupting  clock  helps  guarantee  reasonable  response  times  to  interactive  users, 
prevents  the  system  from  getting  hung  up  on  a  user  in  an  infinite  loop,  and  allows  processes 
to  respond  to  time-dependent  events.  Processes  that  need  to  run  periodically  depend  on  the 
interrupting  clock. 


10.7  PRIORITIES 

Priorities  may  be  assigned  automatically  by  the  system  or  they  may  be  assigned  externally. 
They  may  be  earned  or  they  may  be  bought.  They  may  be  static  or  they  may  be  dynamic. 
They  may  be  rationally  assigned,  or  they  may  be  arbitrarily  assigned  in  situations  in  which 
a  system  mechanism  needs  to  distinguish  between  processes  but  doesn’t  really  care  which 
one  is  truly  more  important. 


10.7.1  Static  vs.  Dynamic  Priorities 

Static  priorities  do  not  change.  Static  priority  mechanisms  are  easy  to  implement  and  have 
relatively  low  overhead.  They  are  not,  however,  responsive  to  changes  in  environment, 
changes  that  might  make  it  desirable  to  adjust  a  priority. 

Dynamic  priority  mechanisms  are  responsive  to  change.  The  initial  priority  assigned  to 
a  process  may  have  only  a  short  duration  after  which  it  is  adjusted  to  a  more  appropriate 
value.  Dynamic  priority  schemes  are  more  complex  to  implement  and  have  greater 
overhead  than  static  schemes.  The  overhead  is  hopefully  justified  by  the  increased 
responsiveness  of  the  system. 
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10.7.2  Purchased  Priorities 

An  operating  system  must  provide  competent  and  reasonable  service  to  a  large  community 
of  users  but  must  also  provide  for  those  situations  in  which  a  member  of  the  user 
community  needs  special  treatment. 

A  user  with  a  rush  job  may  be  willing  to  pay  a  premium,  i.e.,  purchase  priority ,  for  a 
higher  level  of  service.  This  extra  charge  is  merited  because  resources  may  need  to  be 
withdrawn  from  other  paying  customers.  If  there  were  no  extra  charge,  then  all  users  would 
request  the  higher  level  of  service. 

10.8  DEADLINE  SCHEDULING 

In  deadline  scheduling  certain  jobs  are  scheduled  to  be  completed  by  a  specific  time  or 
deadline.  These  jobs  may  have  very  high  value  if  delivered  on  time  and  may  be  worthless  if 
delivered  later  than  the  deadline.  The  user  is  often  willing  to  pay  a  premium  to  have  the 
system  ensure  on-time  completion  (Ni70)  (Mc79)  (Kj83).  Deadline  scheduling  is  complex 
for  many  reasons. 

■  The  user  must  supply  the  precise  resource  requirements  of  the  job  in  advance.  Such 
information  is  rarely  available. 

■  The  system  must  run  the  deadline  job  without  severely  degrading  service  to  other 
users. 

■  The  system  must  carefully  plan  its  resource  requirements  through  to  the  deadline.  This 
may  be  difficult  because  new  jobs  may  arrive  and  place  unpredictable  demands  on  the 
system. 

■  If  many  deadline  jobs  are  to  be  active  at  once,  scheduling  could  become  so  complex 
that  sophisticated  optimization  methods  might  be  needed  to  ensure  that  the  deadlines 
are  met. 

■  The  intensive  resource  management  required  by  deadline  scheduling  may  generate 
substantial  overhead.  Even  if  deadline  users  are  willing  to  pay  a  sufficiently  high  fee 
for  the  services  received,  the  net  consumption  of  system  resources  may  be  so  high  that 
the  rest  of  the  user  community  could  suffer  degraded  service.  Such  conflicts  must  be 
considered  carefully  by  operating  systems  designers. 


10.9  FIRST-IN-FIRST-OUT  (FIFO)  SCHEDULING 

Perhaps  the  simplest  scheduling  discipline  is  first-in-first-out  (FIFO)  (Fig.  10.2).  Processes 
are  dispatched  according  to  their  arrival  time  on  the  ready  queue.  Once  a  process  has  the 
CPU.  it  runs  to  completion.  FIFO  is  a  nonpreemptive  discipline.  It  is  fair  in  the  formal  sense 
but  somewhat  unfair  in  that  long  jobs  make  short  jobs  wait,  and  unimportant  jobs  make 
important  jobs  wait.  FIFO  offers  a  relatively  small  variance  in  response  times  and  is 
therefore  more  predictable  than  most  other  schemes.  It  is  not  useful  in  scheduling 
interactive  users  because  it  cannot  guarantee  good  response  times. 
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Ready  list 


CPU 

Completion 

Fig.  10.2  First-in-first-out  scheduling. 


FIFO  is  rarely  used  as  a  master  scheme  in  today’s  systems,  but  it  is  often  embedded 
within  other  schemes.  For  example,  many  scheduling  schemes  dispatch  processes  ac¬ 
cording  to  priority,  but  processes  with  the  same  priority  are  dispatched  FIFO. 

10.10  ROUND  ROBIN  (RR)  SCHEDULING 

In  round  robin  (RR)  scheduling  (Fig.  10.3),  processes  are  dispatched  FIFO  but  are  given  a 
limited  amount  of  CPU  time  called  a  time-slice  or  a  quantum  (K170).  If  a  process  does  not 
complete  before  its  CPU  time  expires,  the  CPU  is  preempted  and  given  to  the  next  waiting 
process.  The  preempted  process  is  then  placed  at  the  back  of  the  ready  list. 

Round  robin  is  effective  in  timesharing  environments  in  which  the  system  needs  to 
guarantee  reasonable  response  times  for  interactive  users.  The  preemption  overhead  is  kept 
low  by  efficient  context  switching  mechanisms  and  by  providing  adequate  memory  for  the 
processes  to  reside  in  main  storage  at  the  same  time. 

Kleinrock  (K170)  discusses  a  variant  of  round  robin  called  selfish  round  robin.  In  this 
scheme,  as  processes  enter  the  system,  they  first  reside  in  a  holding  queue  until  their 
priorities  reach  the  levels  of  processes  in  an  active  queue.  While  in  the  holding  queue,  a 
process's  priority  increases  at  a  rate  a  until  it  is  high  enough  to  enter  the  active  queue  at 
which  point  the  process's  priority  increases  at  a  rate  b.  An  exercise  at  the  end  of  this  chapter 
investigates  some  properties  of  the  SRR  scheme. 


Ready  list 


Fig.  10.3  Round  robin  scheduling. 
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10.11  QUANTUM  SIZE 

Determination  of  quantum  size  is  critical  to  the  effective  operation  of  a  computer  system 
(Po76).  Should  the  quantum  be  large  or  small?  Should  it  be  fixed  or  variable?  Should  it  be 
the  same  for  all  users,  or  should  it  be  determined  separately  for  each  user? 

First,  let’s  consider  the  behavior  of  the  system  as  the  quantum  gets  either  very  large  or 
very  small.  As  the  quantum  gets  very  large,  each  process  is  given  as  much  time  as  it  needs 
to  complete,  so  the  round  robin  scheme  degenerates  to  first-in-first-out.  As  the  quantum 
gets  very  small,  context  switching  overhead  becomes  a  dominant  factor  and  the  perform¬ 
ance  of  the  system  eventually  degrades  to  the  point  that  most  of  the  time  is  spent  switching 
the  processor,  with  little,  if  any,  time  spent  performing  users'  computations. 

Just  where  between  zero  and  infinity  should  the  quantum  be  set?  Consider  the  fol¬ 
lowing  experiment.  Suppose  there  is  a  circular  dial  marked  in  readings  from  q  -  0  to  q  = 
infinity.  We  begin  with  the  knob  positioned  at  zero.  As  the  knob  is  turned,  the  quantum  for 
the  system  changes.  Assume  the  system  is  operational  and  that  there  are  many  interactive 
users.  As  the  knob  is  initially  rotated,  the  readings  are  near  zero  and  the  context  switching 
overhead  consumes  most  of  the  CPU  resource.  The  interactive  users  experience  a  sluggish 
system  with  poor  response  times.  As  the  knob  is  turned  further  thus  increasing  the  quantum, 
the  response  times  improve.  At  least  the  point  has  been  reached  at  which  the  percentage  of 
CPU  consumed  by  overhead  is  small  enough  that  the  users  receive  some  CPU  service.  But 
response  times  are  still  not  very  good. 

As  the  knob  is  turned  more,  response  times  continue  to  improve.  At  one  point,  the  users 
are  getting  prompt  responses  from  the  system.  But  it  is  still  not  clear  if  the  quantum  setting 
is  optimal.  The  knob  is  turned  a  bit  further,  and  response  times  become  slightly  better.  But 
then,  as  the  knob  is  turned  more,  the  response  times  become  sluggish  again.  As  the  quantum 
gets  larger,  it  is  becoming  sufficiently  large  for  each  user  to  run  to  completion  upon 
receiving  the  CPU.  The  scheduling  is  degenerating  to  FIFO  in  which  longer  processes 
make  shorter  ones  wait,  and  the  average  waiting  time  increases  as  the  longer  processes  run 
to  completion  before  yielding  the  CPU. 

Consider  the  supposedly  optimal  value  of  the  quantum  that  yielded  good  response 
times.  It  is  a  small  fraction  of  a  second.  Just  what  does  this  quantum  represent  ?  It  is  large 
enough  so  that  the  vast  majority  of  interactive  requests  require  less  time  than  the  duration  of 
the  quantum.  When  an  interactive  process  begins  executing,  it  normally  uses  the  CPU  long 
enough  to  generate  an  I/O  request.  Once  the  I/O  is  generated,  that  process  yields  the  CPU  to 
the  next  process.  Because  the  quantum  is  larger  than  this  compute-until-I/O  time,  the  user 
processes  are  kept  working  at  top  speed.  Each  time  a  user  process  gets  the  CPU,  there  is 
great  likelihood  that  it  will  run  until  it  generates  an  I/O.  This  minimizes  preemption 
overhead,  maximizes  I/O  utilization,  and  provides  relatively  rapid  response  times. 

Just  what  is  this  optimal  quantum?  Clearly,  it  varies  from  system  to  system,  and  it 
varies  under  different  loads.  It  also  varies  from  process  to  process,  but  our  experiment  isn’t 
geared  to  measuring  differences  in  processes. 

When  most  processes  are  CPU-bound,  it  makes  little  sense  to  preempt  processes.  The 
point  is  that  the  additional  overhead  involved  in  preemption  only  detracts  from  system 
performance.  As  long  as  any  interactive  users  are  in  the  multiprogramming  mix,  however, 
the  CPU  must  still  be  preempted  periodically  to  guarantee  interactive  response  times. 
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10.12  SHORTEST-JOB-FIRST  (SJF)  SCHEDULING 

Shortest-job-first  (SJF)  is  a  nonpreemptive  scheduling  discipline  in  which  the  waiting  job 
(or  process)  with  the  smallest  estimated  run-time-to-completion  is  run  next.  SJF  reduces 
average  waiting  time  over  FIFO  (Br74).  The  waiting  times,  however,  have  a  larger  variance 
(i.e.,  are  more  unpredictable)  than  FIFO,  especially  for  large  jobs. 

SJF  favors  short  jobs  (or  processes)  at  the  expense  of  longer  ones.  Many  designers 
advocate  that  the  shorter  the  job,  the  better  service  it  should  receive.  There  is  not  universal 
agreement  on  this,  especially  when  job  priorities  must  be  considered. 

SJF  selects  jobs  for  service  in  a  manner  that  ensures  the  next  job  will  complete  and 
leave  the  system  as  soon  as  possible.  This  tends  to  reduce  the  number  of  waiting  jobs,  and 
also  reduces  the  number  of  jobs  waiting  behind  large  jobs.  As  a  result,  SJF  can  minimize  the 
average  waiting  time  of  jobs  as  they  pass  through  the  system. 

The  obvious  problem  with  SJF  is  that  it  requires  precise  knowledge  of  how  long  a  job 
or  process  will  run,  and  this  information  is  not  usually  available.  The  best  SJF  can  do  is  to 
rely  on  user  estimates  of  run  times.  In  production  environments  where  the  same  jobs  run 
regularly,  it  may  be  possible  to  provide  reasonable  estimates.  But  in  development  environ¬ 
ments  users  rarely  know  how  long  their  programs  will  execute. 

Relying  on  user  estimates  has  an  interesting  ramification.  If  users  know  that  the  system 
is  designed  to  favor  jobs  with  small  estimated  run-times,  they  may  give  small  estimates. 
The  scheduler  can  be  designed,  however,  to  remove  this  temptation.  The  user  can  be 
forewarned  that  if  the  job  runs  longer  than  estimated,  it  will  be  terminated  and  the  user  will 
be  charged  for  the  work.  A  second  option  is  to  run  the  job  for  the  estimated  time  plus  a  small 
percentage  extra,  and  then  to  shelve  it  (De68),  i.e.,  preserve  it  in  its  current  form  so  that  it 
may  be  restarted  at  a  later  time.  The  user,  of  course,  would  pay  for  the  shelving  and 
unshelving  (i.e.,  restarting)  overhead,  and  would  suffer  a  delay  in  the  completion  of  the  job. 
Another  solution  is  to  run  the  job  for  the  estimated  time  at  normal  billing  rates,  and  then  to 
charge  a  premium  rate,  well  above  the  normal  charges,  for  additional  execution  time.  Under 
this  arrangement,  the  user  providing  unrealistically  low  run-time  estimates  to  get  better 
service  will  ultimately  pay  a  sharp  premium. 

SJF,  like  FIFO,  is  nonpreemptive  and  thus  not  useful  in  timesharing  environments  in 
which  reasonable  response  times  must  be  guaranteed. 

10.13  SHORTEST-REMAINING-TIME  (SRT)  SCHEDULING 

Shortest-remaining-time-scheduling  (SRT),  is  the  preemptive  counterpart  of  SJF  and  is 
useful  in  timesharing.  In  SRT,  the  process  with  the  smallest  estimated  run-time  to 
completion  is  run  next,  including  new  arrivals.  In  SJF,  once  a  job  begins  executing,  it  runs 
to  completion.  In  SRT  a  running  process  may  be  preempted  by  a  new  process  with  a  shorter 
estimated  run-time.  Again,  SRT  requires  estimates  of  the  future  to  be  effective,  and  the 
designer  must  provide  for  potential  user  abuse  of  system  scheduling  strategies. 

SRT  has  higher  overhead  than  SJF.  It  must  keep  track  of  the  elapsed  service  time  of  the 
running  job,  and  must  handle  occasional  preemptions.  Arriving  small  processes  will  run 
almost  immediately.  Longer  jobs,  however,  have  an  even  longer  mean  waiting  time  and 
variance  of  waiting  times  than  in  SJF. 
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SRT  requires  that  elapsed  service  times  be  recorded,  and  this  contributes  to  the 
scheme’s  overhead.  Theoretically,  SRT  offers  minimum  waiting  times.  But  because  of 
preemption  overhead  it  is  possible  that  SJF  might  actually  perform  better  in  certain  sit¬ 
uations. 

Suppose  a  running  job  is  almost  complete,  and  a  new  job  with  a  small  estimated  service 
time  arrives.  Should  the  running  job  be  preempted?  The  pure  SRT  discipline  would 
perform  the  preemption,  but  is  it  really  worth  it?  This  situation  may  be  handled  by  building 
in  a  threshhold  value  so  that  once  a  running  job  needs  less  than  this  amount  of  time  to 
complete,  the  system  guarantees  it  will  run  to  completion  uninterrupted. 

Suppose  a  job  arrives  whose  estimated  service  time  is  only  slightly  less  than  that 
remaining  for  a  running  job  with  much  processing  remaining.  Here,  too,  pure  SRT  would 
perform  the  preemption.  But  if  the  preemption  overhead  is  greater  than  the  difference  in 
service  times  of  the  two  jobs,  preempting  the  running  job  actually  results  in  poorer 
performance.  The  point  of  all  this  is  that  the  operating  systems  designer  must  carefully 
weigh  the  overhead  of  resource  management  mechanisms  against  the  anticipated  benefits. 

10.14  HIGHEST-RESPONSE-RATIO-NEXT  (HRN)  SCHEDULING 

Brinch  Hansen  (Br71)  developed  the  highest-response-ratio-next  (HRN)  strategy  that  cor¬ 
rects  some  of  the  weaknesses  in  SJF,  particularly  the  excessive  bias  against  longer  jobs  and 
the  excessive  favoritism  toward  short  new  jobs.  HRN  is  a  nonpreemptive  scheduling 
discipline  in  which  the  priority  of  each  job  is  a  function  not  only  of  the  job’s  service  time 
but  also  of  the  amount  of  time  the  job  has  been  waiting  for  service.  Once  a  job  gets  the  CPU, 
it  runs  to  completion.  Dynamic  priorities  in  HRN  are  calculated  according  to  the  formula 

time  waiting  +  service  time 

priority  =  - 

service  time 

Because  the  service  time  appears  in  the  denominator,  shorter  jobs  will  get  preference. 
But  because  time  waiting  appears  in  the  numerator,  longer  jobs  that  have  been  waiting  will 
also  be  given  favorable  treatment.  Note  that  the  sum 

time  waiting  +  service  time 

is  the  system’s  response  time  to  the  job  if  the  job  were  to  be  initiated  immediately. 


10.15  MULTILEVEL  FEEDBACK  QUEUES 

When  a  process  gets  the  CPU,  especially  when  it  has  not  as  yet  had  a  chance  to  establish  a 
behavior  pattern,  the  scheduler  has  no  idea  of  the  precise  amount  of  CPU  time  the  process 
will  need.  I/O-bound  processes  normally  use  the  CPU  only  briefly  before  generating  an  I/O 
request.  CPU-bound  processes  might  use  the  CPU  for  hours  at  a  time  if  it  is  made  available 
on  a  nonpreemptible  basis. 
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A  scheduling  mechanism  should 

■  favor  short  jobs, 

■  favor  I/O-bound  jobs  to  get  good  I/O  device  utilization,  and 

■  determine  the  nature  of  a  job  as  quickly  as  possible  and  schedule  the  job  accordingly. 

Multilevel  feedback  queues  (Fig.  10.4)  provide  a  structure  that  accomplishes  these 
goals  (K170).  A  new  process  enters  the  queueing  network  at  the  back  of  the  top  queue.  It 
moves  through  that  queue  FIFO  until  it  gets  the  CPU.  If  the  job  completes  or  relinquishes 


Level  1  n  n  ••• 
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Completion 


► 
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Fig.  10.4  Multilevel  feedback  queues. 
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the  CPU  to  wait  for  I/O  completion  or  completion  of  some  event,  the  job  leaves  the 
queueing  network.  If  the  quantum  expires  before  the  process  voluntarily  relinquishes  the 
CPU,  the  process  is  placed  at  the  back  of  the  next  lower-level  queue.  The  process  is  next 
serviced  when  it  reaches  the  head  of  that  queue  if  the  first  queue  is  empty.  As  long  as  the 
process  uses  the  full  quantum  provided  at  each  level,  it  continues  to  move  to  the  back  of  the 
next  lower  queue.  Usually  there  is  some  bottom-level  queue  through  which  the  process 
circulates  round  robin  until  it  completes. 

In  many  multilevel  feedback  schemes,  the  quantum  given  to  the  process  as  it  moves  to 
each  lower-level  queue  becomes  larger.  Thus  the  longer  a  process  has  been  in  the  queueing 
network,  the  larger  quantum  it  is  assigned  each  time  it  gets  the  CPU.  But  it  may  not  get  the 
CPU  very  often  because  processes  in  the  higher  queues  are  given  higher  priority.  A  process 
in  a  given  queue  cannot  run  unless  all  higher-level  queues  are  empty.  A  running  process  is 
preempted  by  a  process  arriving  in  a  higher  queue. 

Consider  how  such  a  mechanism  responds  to  different  types  of  processes.  The  mecha¬ 
nism  should  favor  I/O-bound  processes  to  achieve  good  device  utilization  and  re¬ 
sponsiveness  to  interactive  users.  Indeed  it  will  because  the  I/O-bound  process  will  enter 
the  network  with  high  priority  and  will  be  given  the  CPU  quickly.  The  quantum  in  the  first 
queue  is  chosen  to  be  large  enough  so  that  the  vast  majority  of  I/O-bound  jobs  will  issue  an 
I/O  request  before  the  first  quantum  expires.  When  the  process  requests  I/O,  it  leaves  the 
network,  and  it  has  truly  received  favored  treatment  as  desired. 

Now  consider  a  CPU-bound  job  that  needs  a  large  amount  of  CPU  time.  It  enters  the 
network  at  the  highest  queue  with  high  priority.  It  does  receive  its  first  shot  at  the  CPU 
quickly,  but  its  quantum  expires,  and  the  process  is  moved  to  the  next  lower  queue.  Now  the 
process  gets  a  lower  priority  as  incoming  processes,  particularly  the  I/O-bound  ones,  get  the 
CPU  first.  Eventually,  the  CPU-bound  process  does  get  the  CPU,  is  given  a  larger  quantum 
than  in  the  highest  queue,  and  again  uses  its  full  quantum.  It  is  then  placed  at  the  back  of  the 
next  lower  queue.  The  process  continues  moving  to  lower  queues,  waits  longer  between 
time  slices,  and  uses  its  full  quantum  each  time  it  gets  the  CPU  (unless  preempted  by  an 
arriving  process).  Eventually,  the  CPU-bound  process  gets  to  the  lowest-level  queue  where 
it  circulates  round  robin  until  it  completes. 

Multilevel  feedback  queues  are  ideal  for  separating  processes  into  categories  based  on 
their  need  for  the  CPU.  In  a  timesharing  system,  each  time  a  process  leaves  the  queueing 
network,  it  can  be  “stamped”  with  the  identity  of  the  lowest-level  queue  in  which  it  resided. 
When  the  process  reenters  the  queueing  network,  it  can  be  sent  directly  to  the  queue  in 
which  it  last  completed  operation.  Here  the  scheduler  is  using  the  heuristic  that  a  process’s 
recent  past  behavior  is  a  good  indicator  of  its  near  future  behavior.  So  a  CPU-bound  process 
returning  to  the  queueing  network  is  not  put  into  the  higher-level  queues  where  it  would 
interfere  with  service  to  high-priority  short  processes  or  I/O-bound  processes. 

If  processes  are  always  put  back  in  the  network  at  the  lowest  queue  they  occupied  the 
last  time  through,  it  will  be  impossible  for  the  system  to  respond  to  changes  in  a  process,  for 
example,  from  being  CPU-bound  to  being  I/O-bound.  This  problem  can  be  solved  by  also 
stamping  the  process  with  its  duration  through  the  network  last  time.  When  it  reenters  the 
network,  it  can  then  be  placed  in  the  correct  queue.  Then  if  the  process  is  entering  a  new 
phase  in  which  it  will  change  from  being  CPU-bound  to  I/O-bound,  initially  the  process 
will  experience  some  sluggish  treatment  as  the  system  determines  that  the  nature  of  the 
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process  is  changing.  But  the  scheduling  mechanism  will  respond  to  this  change  quickly. 
Another  way  to  make  the  system  responsive  to  changes  in  a  process's  behavior  is  to  allow 
the  process  to  move  up  one  level  in  the  feedback  queueing  network  each  time  it  voluntarily 
gives  up  the  CPU  before  its  quantum  expires. 

The  multilevel  feedback  queueing  mechanism  is  a  good  example  of  an  adaptive 
mechanism ,  one  that  responds  to  the  changing  behavior  of  the  system  it  controls  (B176) 
(Po76).  Adaptive  mechanisms  generally  require  more  overhead  than  nonadaptive  ones,  but 
the  resulting  sensitivity  to  changes  in  the  system  makes  the  system  more  responsive  and 
helps  justify  the  increased  overhead. 

One  common  variation  of  the  multilevel  feedback  queueing  mechanism  is  to  have  a 
process  circulate  round  robin  several  times  through  each  queue  before  it  moves  to  the  next 
lower  queue.  Usually  the  number  of  cycles  through  each  queue  is  increased  as  the  process 
moves  to  the  next  lower  queue. 


10.16  FAIR  SHARE  SCHEDULING 

Systems  generally  support  various  sets  of  related  processes  (such  as  the  set  of  processes 
belonging  to  an  individual  user);  fair  share  scheduling  (FSS)  supports  process  scheduling 
across  such  sets  of  processes  (Ne82)  (He  84)  (Wo86)  (Ka88).  In  the  UNIX  environment, 
FSS  was  developed  to  “give  a  prespecified  rate  of  system  resources  at  a  fixed  cost  to  a 
related  set  of  users”  (He  84,  p.  1846). 

Normally,  UNIX  considers  resource  consumption  rates  across  all  processes  (Fig. 
10.5),  but  with  FSS,  resources  are  apportioned  to  various  fair  share  groups  (Fig.  10.6). 


Fig.  10.5  Standard  process  scheduler.  The  scheduler  grants  the  processor  to  users, 
each  of  which  may  have  many  processes.  (Permission  source:  AT&T  Bell  Laboratories 
Technical  Journal,  Oct.  1984,  p.  1847.  Reprinted  with  permission.  Copyright  ©  1984 
AT&T.) 
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Fig.  10.6  Fair  share  scheduler.  The  fair  share  scheduler  divides  system  resource 
capacity  into  portions,  which  are  then  allocated  by  process  schedulers  assigned  to 
various  fair  share  groups.  (Permission  source:  AT&T  Bell  Laboratories  Technical 
Journal,  Oct.  1984,  p.  1848.  Reprinted  with  permission.  Copyright  ©  1984  AT&T.) 


Resources  not  used  by  a  fair  share  group  are  distributed  to  other  fair  share  groups  in  pro¬ 
portion  to  their  relative  needs. 

UNIX  commands  establish  fair  share  groups,  and  associate  specific  users  with  these 
groups.  UNIX  uses  a  priority  round-robin  process  scheduler  (He84).  Each  process  has  a 
priority,  and  processes  of  a  given  priority  are  associated  with  a  priority  queue  for  that  value. 
The  process  scheduler  selects  the  ready  process  at  the  head  of  the  highest  priority  queue. 
Processes  within  a  given  priority  are  allocated  round-robin.  A  process  requiring  further 
service  after  yielding  the  CPU  gets  a  lower  priority.  Kernel  priorities  are  high  and  apply  to 
processes  executing  in  the  kernel.  Disk  events  receive  higher  priority  than  terminal  events. 
User  priorities  are  lower  than  kernel  priorities.  The  user  priority  is  the  ratio  of  recent  CPU 
usage  to  elapsed  real  time;  the  lower  this  value,  the  higher  the  priority. 

The  fair  share  groups  are  prioritized  by  how  close  they  are  to  achieving  their  specified 
resource  utilization  goals.  Groups  doing  poorly  receive  higher  priority;  groups  doing  well 
receive  lower  priority.  This  type  of  dynamic  load  balancing  scheme  was  investigated  on  the 
Multics  Project  at  M.I.T.’s  Project  MAC  (De68). 
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10.17  SUN  UNIX  PROCESS  SCHEDULING 

Sun’s  UNIX  system  (Cu85)  performs  process  scheduling  by  assigning  base  priorities  (a 
high  of  -20  to  a  low  of  +20  with  a  median  of  0),  and  making  priority  adjustments.  Priority 
adjustments  are  computed  in  response  to  changing  system  conditions.  These  are  added  to 
base  priorities  to  compute  current  priorities',  the  process  with  the  highest  current  priority  is 
dispatched  first. 

The  priority  adjustment  is  strongly  biased  in  favor  of  processes  that  have  recently  used 
relatively  little  CPU  time.  The  scheduling  algorithm  “forgets”  CPU  usage  quickly  to  give 
the  benefit  of  the  doubt  to  processes  with  changing  behavior.  The  algorithm  “forgets”  90% 
of  recent  CPU  usage  in  5  *  n  seconds;  n  is  the  average  number  of  runnable  processes  in  the 
last  minute  (Cu85).  An  exercise  at  the  end  of  this  chapter  investigates  the  properties  of  this 
interesting  scheduling  algorithm. 

10.18  VAX/VMS  PROCESS  SCHEDULING 

In  VAX/VMS  (Ke88),  process  priorities  range  from  0-31,  with  31  the  highest  priority 
assigned  to  critical  real-time  processes.  Normal  processes  receive  priorities  in  the  range 
0-15;  real-time  processes  receive  priorities  in  the  range  16-31. 

The  priorities  of  real-time  processes  normally  remain  constant;  no  priority  adjustments 
are  applied.  Real-time  processes  continue  executing  (without  suffering  quantum  expira¬ 
tions)  until  they  are  preempted  by  processes  with  higher  or  equal  priorities,  or  until  they 
enter  various  wait  states. 

Other  processes  are  scheduled  as  normal  processes  with  priorities  0-15.  These  pro¬ 
cesses  include  interactive  processes  and  batch  processes,  among  others.  Normal  process 
priorities  do  vary.  Their  base  priorities  normally  remain  fixed,  but  they  receive  dynamic 
priority  adjustments  to  give  preference  to  I/O-bound  processes  over  CPU-bound  processes. 
A  normal  process  retains  the  CPU  until  it  is  preempted  by  a  more  important  process,  until  it 
enters  a  special  state  such  as  an  event  wait,  or  until  its  quantum  expires.  Processes  with  the 
same  current  priorities  are  scheduled  round  robin. 

Normal  processes  receive  priority  adjustments  of  0  to  6  above  their  base  priorities. 
Such  positive  increments  occur,  for  example,  when  requested  resources  are  made  available, 
or  when  a  condition  on  which  a  process  is  waiting  is  signaled.  I/O-bound  processes  tend  to 
get  positive  adjustments  in  priority  while  compute-bound  processes  tend  to  have  current 
priorities  near  their  base  priorities. 

SUMMARY 

Processor  scheduling  determines  when  processors  should  be  assigned  to  which  processes. 
High-level  scheduling  or  job  scheduling  determines  which  jobs  to  admit  to  the  system. 
Upon  admission,  these  jobs  become  processes  or  groups  of  processes.  Low-level  schedul¬ 
ing  or  dispatching  determines  which  ready  process  gets  the  CPU  next.  Intermediate-level 
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scheduling  determines  which  processes  shall  be  allowed  to  compete  for  the  CPU  and  which 
shall  be  temporarily  suspended  in  response  to  short-term  fluctuations  in  system  load. 

A  scheduling  discipline  should  be  fair,  maximize  throughput,  maximize  the  number  of 
interactive  users  receiving  acceptable  response  times,  be  predictable,  minimize  overhead, 
balance  resource  use,  achieve  a  balance  between  response  vs.  utilization,  avoid  indefinite 
postponement,  enforce  priorities,  give  preference  to  processes  holding  key  resources,  give 
better  service  to  processes  exhibiting  desirable  behavior,  and  degrade  gracefully  under 
heavy  loads.  Many  of  these  goals  conflict  with  one  another,  thus  making  scheduling  a 
complex  problem. 

To  realize  its  goals  a  scheduling  mechanism  should  consider  the  I/O-boundedness  of  a 
process,  the  CPU-boundedness  of  a  process,  whether  a  process  is  batch  or  interactive,  the 
urgency  of  a  fast  response,  the  priority  of  each  process,  the  rate  at  which  each  process 
generates  page  faults,  the  frequency  of  preemption  of  lower  priority  processes  by  higher- 
priority  processes,  the  priorities  of  processes  waiting  for  already  assigned  resources,  the 
length  of  time  each  process  has  been  waiting,  the  accumulated  execution  time  of  each 
process,  and  the  estimated  amount  of  time  each  process  needs  to  complete. 

A  scheduling  discipline  is  nonpreemptive  if  the  CPU  cannot  be  taken  away  from  a 
process;  it  is  preemptive  if  the  CPU  can  be  taken  away.  Preemptive  scheduling  is  important 
in  multiprogramming  systems  in  which  some  processes  must  receive  fast  responses,  and  is 
especially  important  in  real-time  systems  and  timesharing  systems. 

The  interval  timer  or  interrupting  clock  is  useful  in  preemptive  systems.  Upon  the 
expiration  of  a  designated  time  interval,  the  clock  generates  an  interrupt  that  causes  the 
CPU  to  be  switched  from  the  current  process  to  the  operating  system.  The  operating  system 
may  then  dispatch  the  next  process. 

Static  priorities  remain  the  same  throughout  the  duration  of  a  process;  dynamic  pri¬ 
orities  change  in  response  to  changing  system  conditions.  Some  systems  give  the  user  the 
option  of  purchasing  high  priorities. 

In  deadline  scheduling,  certain  processes  are  scheduled  to  be  completed  by  a  certain 
time.  Deadline  scheduling  is  a  complex  problem,  particularly  in  environments  in  which 
additional  work  may  arrive  in  the  interim  between  the  time  the  process  begins  execution 
and  its  intended  completion  deadline. 

First-in-first-out  (FIFO)  is  a  nonpreemptive  scheduling  discipline  with  processes 
dispatched  according  to  their  arrival  time  on  the  ready  list.  It  is  a  common  job  scheduling 
discipline  in  batch  processing  systems,  but  it  cannot  guarantee  good  response  times  to 
interactive  users. 

Round  robin  (RR)  scheduling  is  essentially  the  preemptive  version  of  FIFO.  Processes 
are  dispatched  FIFO,  but  they  are  given  the  CPU  only  for  a  limited  amount  of  time  called  a 
time-slice  or  quantum.  If  a  process’s  quantum  expires  before  it  voluntarily  relinquishes  the 
CPU,  the  CPU  is  preempted  and  then  dispatched  to  the  next  ready  process.  Round  robin  is 
commonly  used  to  guarantee  reasonable  response  times  to  interactive  users. 

Determining  quantum  size  is  a  complex  problem.  It  is  critical  to  achieving  good  system 
utilization  and  reasonable  response  times.  A  very  large  quantum  size  causes  any  preemp¬ 
tive  scheduling  discipline  to  approximate  its  nonpreemptive  counterpart.  A  very  small 
quantum  can  waste  CPU  time  by  performing  excessive  context  switching  among  processes. 
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Generally  the  quantum  is  chosen  to  be  just  large  enough  for  the  vast  majority  of  trivial 
requests  to  complete  within  one  quantum.  On  an  I/O-bound  system,  for  example,  the 
quantum  is  just  large  enough  for  most  processes  to  be  able  to  issue  their  next  I/O  request 
within  one  quantum. 

Shortest-job-first  (SJF)  scheduling  is  a  nonpreemptive  discipline  used  primarily  for 
scheduling  batch  jobs.  It  minimizes  the  average  waiting  times  for  jobs,  but  long  jobs  can 
experience  lengthy  waits. 

Shortest-remaining-time  (SRT)  is  the  preemptive  counterpart  of  SJF.  In  SRT  a  running 
process  may  be  preempted  by  a  new  process  with  a  shorter  estimated  run  time.  SRT  has  a 
higher  overhead  than  SJF,  but  it  gives  better  service  to  arriving  short  jobs.  It  further  reduces 
average  waiting  times  for  all  jobs,  but  long  jobs  can  suffer  even  greater  delays  than  under 
SJF. 

Brinch  Hansen’s  highest-response-ratio-next  (HRN)  is  a  nonpreemptive  discipline  that 
corrects  some  of  the  weaknesses  in  SJF,  particularly  the  excessive  bias  against  longer  jobs 
and  the  excessive  favoritism  toward  short  new  jobs. 

One  of  the  most  sophisticated  scheduling  mechanisms  in  use  today  is  the  multilevel 
feedback  queueing  network.  It  is  a  preemptive  process  scheduling  discipline  that  is  par¬ 
ticularly  useful  in  systems  with  diversified  job  mixes.  New  processes  enter  the  network 
with  very  high  priority  and  get  fast  service  if  they  are  either  interactive  or  I/O-bound. 
Processes  that  are  CPU-bound  consume  their  full  quantum  and  then  are  placed  at  the  back 
of  the  next  lower-priority  queue.  The  longer  a  process  uses  the  CPU,  the  lower  its  priority 
becomes,  until  it  reaches  the  lowest-priority  queue  in  the  network  where  it  circulates  round 
robin  until  it  completes.  Normally,  the  quantum  increases  as  the  process  moves  to  each 
lower  priority  queue. 

A  multilevel  feedback  queueing  network  is  an  example  of  an  adaptive  mechanism  that 
responds  to  the  changing  behavior  of  the  system  it  controls. 
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static  priorities 
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EXERCISES 

10.1  Distinguish  among  the  following  three  levels  of  schedulers. 

a)  job  scheduler 

b)  intermediate-level  scheduler 

c)  dispatcher 

10.2  Which  level  of  scheduler  should  make  a  decision  on  each  of  the  following  questions? 

a)  Which  ready  process  should  be  assigned  the  CPU  when  it  next  becomes  available? 

b)  Which  of  a  series  of  waiting  batch  jobs  that  have  been  spooled  to  disk  should  next  be 
initiated? 

c)  Which  processes  should  be  temporarily  suspended  to  relieve  a  short-term  burden  on 
the  CPU? 

d)  Which  temporarily  suspended  process  is  known  to  be  I/O-bound  and  should  be 
activated  to  balance  the  multiprogramming  mix? 

10.3  Distinguish  between  a  scheduling  policy  and  a  scheduling  mechanism. 

10.4  The  following  are  common  scheduling  objectives. 

a)  to  be  fair 

b)  to  maximize  throughput 

c)  to  maximize  the  number  of  interactive  users  receiving  acceptable  response  times 

d)  to  be  predictable 

e)  to  minimize  overhead 

f)  to  balance  resource  utilization 

g)  to  achieve  a  balance  between  response  and  utilization 

h)  to  avoid  indefinite  postponement 

i)  to  obey  priorities 

j)  to  give  preference  to  processes  that  hold  key  resources 
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k)  to  give  a  lower  grade  of  service  to  high  overhead  processes 

l)  to  degrade  gracefully  under  heavy  loads 

Which  of  the  preceding  objectives  most  directly  applies  to  each  of  the  following? 

i)  If  a  user  has  been  waiting  for  an  excessive  amount  of  time,  favor  that  user. 

ii)  The  user  who  runs  a  payroll  job  for  a  1 000-employee  company  expects  the  job  to  take 
about  the  same  amount  of  time  each  week. 

iii)  The  system  should  admit  jobs  to  create  a  mix  that  will  keep  most  devices  busy. 

iv)  The  system  should  favor  important  jobs. 

v)  An  important  process  arrives  but  cannot  proceed  because  an  unimportant  process  is 
holding  the  resources  the  important  process  needs. 

vi)  During  peak  periods,  the  system  should  not  collapse  from  the  overhead  it  takes  to 
manage  a  large  number  of  processes. 

10.5  The  following  are  common  scheduling  criteria. 

a)  I/O-boundedness  of  a  process 

b)  CPU-boundedness  of  a  process 

c)  is  the  process  batch  or  interactive? 

d)  urgency  of  a  fast  response 

e)  process  priority 

f)  page  fault  frequency 

g)  frequency  of  a  process  being  preempted  by  higher  priority  processes 

h)  priorities  of  processes  waiting  for  resources  held  by  other  processes 

i)  accumulated  waiting  time 

j)  accumulated  execution  time 

k)  estimated  run-time  to  completion. 

For  each  of  the  following,  indicate  which  of  the  preceding  scheduling  criteria  is  most  appropriate. 

i)  In  a  real-time  spacecraft  monitoring  system,  the  computer  must  respond  immediately 
to  signals  received  from  the  spacecraft. 

ii)  Even  though  a  process  has  been  receiving  occasional  service,  it  is  making  only 
nominal  progress. 

iii)  How  often  does  the  process  voluntarily  give  up  the  CPU  for  I/O  before  its  quantum 
expires? 

iv)  Is  the  user  present  and  expecting  fast  interactive  response  times,  or  is  the  user  absent? 

v)  One  goal  of  processor  scheduling  is  to  minimize  average  waiting  times. 

10.6  A  process  is  known  to  be  generating  a  large  number  of  page  faults.  Argue  both  for  and  against 
giving  the  process  high  priority  for  the  CPU. 

10.7  State  which  of  the  following  are  true  and  which  are  false.  Justify  your  answers. 

a)  A  process  scheduling  discipline  is  preemptive  if  the  CPU  cannot  be  forcibly  removed 
from  a  process. 

b)  Real-time  systems  generally  use  preemptive  CPU  scheduling. 
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c)  Timesharing  systems  generally  use  nonpreemptive  CPU  scheduling. 

d)  Response  times  are  more  predictable  in  preemptive  systems  than  in  nonpreemptive 
systems. 

e)  One  weakness  of  priority  schemes  is  that  the  system  will  faithfully  honor  the 
priorities,  but  the  priorities  themselves  may  not  be  meaningful. 

10.8  Why  shouldn’t  users  be  allowed  to  set  the  interrupting  clock? 

10.9  State  which  of  the  following  refer  to  “static  priorities”  and  which  refer  to  “dynamic  priorities.” 

a)  are  easier  to  implement 

b)  require  less  run-time  overhead 

c)  are  more  responsive  to  changes  in  a  process’s  environment 

d)  require  more  careful  deliberation  over  the  initial  priority  value  chosen 

10.10  Purchased  priorities  do  not  necessarily  cost  the  user  more  than  normal  service.  In  fact,  some 
systems  allow  users  to  purchase  a  very  low  priority  (i.e.,  the  “economy  queue”)  for  jobs  that  don’t 
need  to  be  run  quickly.  In  what  circumstances  might  a  user  actually  request  low  priority  at  a  cheaper 
rate? 

10.11  Give  several  reasons  why  deadline  scheduling  is  complex. 

10.12  Give  an  example  showing  why  FIFO  is  not  an  appropriate  CPU  scheduling  scheme  for 
interactive  users. 

10.13  Using  the  example  from  the  previous  problem,  show  why  round  robin  is  a  better  scheme  for 
interactive  users. 

10.14  Determining  the  quantum  is  a  complex  and  critical  task.  Assume  that  the  average  context 
switching  time  between  processes  is  s,  and  the  average  amount  of  time  an  1/O-bound  process  uses 
before  generating  an  I/O  request  is  t  (t»s).  Discuss  the  effect  of  each  of  the  following  quantum 


settings. 

a) 

q  =  infinity 

b) 

q  is  slightly  greater  than  zero 

c) 

q=s 

d) 

s  <  q  <  t 

e) 

q  =  t 

f) 

q>t 

10.15  Discuss  the  effect  of  each  of  the  following  methods  of  assigning  q. 

1.  q  fixed  and  identical  for  all  users  2.  q  fixed  and  unique  to  each  user 

3.  q  variable  and  identical  for  all  users  4.  q  variable  and  unique  to  each  user 

a)  Arrange  the  schemes  above  in  order  from  lowest  to  highest  run-time  overhead. 

b)  Arrange  the  schemes  in  order  from  least  to  most  responsive  to  variations  in  individual 
processes  and  system  load. 

c)  Relate  your  answers  in  (a)  and  (b)  to  one  another. 

10.16  State  why  each  of  the  following  is  incorrect. 

a)  SRT  always  has  a  lower  average  response  time  than  SJF. 

b)  SJF  is  fair. 

c)  The  shorter  the  job,  the  better  the  service  it  should  receive. 

d)  Because  SJF  gives  preference  to  short  jobs,  it  is  useful  in  timesharing. 
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10.17  State  some  weaknesses  in  SRT.  How  would  you  modify  the  scheme  to  get  better  perform¬ 
ance? 

10.18  Answer  each  of  the  following  questions  about  Brinch  Hansen’s  HRN  strategy. 

a)  How  does  HRN  prevent  indefinite  postponement? 

b)  How  does  HRN  decrease  the  favoritism  shown  by  other  strategies  to  short  new  jobs? 

c)  Suppose  two  jobs  have  been  waiting  for  about  the  same  time.  Are  their  priorities  about 
the  same?  Explain  your  answer. 

10.19  Show  how  multilevel  feedback  queues  accomplish  each  of  the  following  scheduling  goals. 

a)  favor  short  jobs. 

b)  favor  I/O-bound  jobs  to  get  good  I/O  device  utilization. 

c)  determine  the  nature  of  a  job  as  quickly  as  possible  and  schedule  the  job  accordingly. 

10.20  One  heuristic  often  used  by  CPU  schedulers  is  that  a  process’s  past  behavior  is  a  good 
indicator  of  its  future  behavior.  Give  several  examples  of  situations  in  which  CPU  schedulers 
following  this  heuristic  would  make  bad  decisions. 

10.21  An  operating  systems  designer  has  proposed  a  multilevel  feedback  queueing  network  in 
which  there  are  five  levels.  The  quantum  in  the  first  level  is  1/2  second.  Each  lower  level  has  a 
quantum  twice  the  size  of  the  quantum  at  the  previous  level.  A  process  cannot  be  preempted  until  its 
quantum  expires.  The  system  runs  both  batch  and  interactive  jobs,  and  these,  in  turn,  consist  of  both 
CPU-bound  and  I/O-bound  jobs. 

a)  Why  is  this  scheme  deficient? 

b)  What  minimal  changes  would  you  propose  to  make  the  scheme  more  acceptable  for  its 
intended  job  mix? 

10.22  In  the  text,  we  mentioned  that  the  SJF  strategy  can  be  proven  to  be  optimal.  In  this  problem, 
you  will  demonstrate  this  result  empirically  fora  given  set  of  jobs  by  examining  all  possible  orderings 
of  five  jobs.  In  the  next  problem,  you  will  actually  prove  the  result.  Suppose  five  different  jobs  are 
waiting  to  be  processed,  and  that  these  jobs  require  1, 2,  3,  4,  and  5  time  units,  respectively.  Write  a 
program  that  produces  all  possible  permutations  of  the  five  jobs  (5!  =  120).  and  calculates  the  average 
waiting  time  for  each  permutation.  Sort  these  into  lowest  to  highest  average  waiting  time  order  and 
display  each  average  time  side-by-side  with  the  permutation  of  the  jobs.  Comment  on  the  results. 

10.23  Prove  that  the  SJF  strategy  is  optimal.  HINT:  Consider  a  list  of  jobs  each  with  an  indicated 
duration.  Pick  any  two  jobs  arbitrarily.  Assuming  that  one  is  larger  than  the  other,  show  the  effect  that 
placing  the  smaller  job  ahead  of  the  longer  one  has  on  the  waiting  time  of  each  job.-  Draw  an 
appropriate  conclusion. 

10.24  One  solution  to  the  problem  of  avoiding  indefinite  postponement  of  processes  is  aging,  in 
which  the  priorities  of  waiting  processes  increase  the  longer  they  wait.  Develop  several  aging 
algorithms  and  write  simulation  programs  to  examine  their  relative  performance.  For  example,  a 
process’s  priority  may  be  made  to  increase  linearly  with  time,  proportionally  to  the  square  of  the  time, 
or  even  more  dramatically.  For  each  of  the  aging  algorithms  you  choose,  determine  how  well  waiting 
processes  are  treated  realtive  to  high  priority  arriving  processes. 

10.25  One  problem  with  preemptive  scheduling  is  that  the  process  switching  overhead  may  tend  to 
dominate  if  the  system  is  not  carefully  tuned.  Write  a  simulation  program  that  determines  the  effects 
on  system  performance  of  the  ratio  of  process  switching  overhead  to  typical  quantum  time.  Discuss 
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the  factors  that  determine  the  typical  process  switching  overhead,  and  the  factors  that  determine  the 
typical  quantum  time.  Indicate  how  achieving  a  proper  balance  between  these  (i.e.,  tuning  the  system) 
can  dramatically  affect  system  performance. 

10.26  Two  common  goals  of  scheduling  policies  are  to  minimize  response  times  to  users  and  to 
maximize  resource  utilization.  Indicate  how  these  goals  are  “at  odds”  with  one  another.  Analyze  each 
of  the  scheduling  policies  presented  in  this  chapter  from  these  two  perspectives.  Which  are  biased 
toward  minimizing  user  response  times?  Which  are  biased  toward  maximizing  resource  utilization? 
Develop  a  new  scheduling  policy  that  enables  a  system  to  be  tuned  to  achieve  a  good  balance  between 
these  conflicting  objectives. 

10.27  In  the  selfish  round  robin  scheme,  the  priority  of  a  process  residing  in  the  holding  queue 
increases  at  a  rate  a  until  the  priority  is  as  high  as  that  of  processes  in  the  active  queue  at  which  point 
the  process  enters  the  active  queue  and  its  priority  continues  to  increase,  but  now  at  the  rate  b.  Discuss 
the  relative  behavior  of  SRR  systems  in  which 

a)  a  =  b 

b)  a  >  b 

c)  a  <  b 

10.28  How  does  a  fair  share  scheduler  differ  in  operation  from  a  conventional  process  scheduler? 

10.29  Consider  the  Sun  UNIX  process  scheduling  algorithm  (Cu85)  discussed  in  the  text  and 
answer  each  of  the  following  questions. 

a)  Are  CPU-intensive  processes  favored  more  when  the  system  is  heavily  loaded  or 
when  it  is  lightly  loaded? 

b)  How  will  an  I/O-bound  process  perform  immediately  after  an  I/O  completion? 

c)  Can  CPU-bound  processes  suffer  indefinite  postponement? 

d)  As  the  system  load  increases,  what  effect  will  CPU-bound  processes  have  on 
interactive  response  times? 

e)  How  does  this  algorithm  respond  to  changes  in  a  process’s  behavior  from  CPU-bound 
to  I/O-bound  or  vice  versa? 

10.30  Answer  each  of  the  following  questions  with  regard  to  the  VAX/VMS  process  scheduling 
mechanisms  discussed  in  the  text. 

a)  Why  are  the  priorities  of  real-time  processes  normally  kept  constant? 

b)  Why  are  real-time  processes  not  susceptible  to  quantum  expirations? 

c)  Which  normal  process,  I/O-bound  or  CPU-bound,  generally  receive  preference? 

d)  Under  what  circumstances  can  a  real-time  process  lose  the  CPU? 

e)  Under  what  circumstances  can  a  normal  process  lose  the  CPU? 

f)  How  are  normal  processes  with  the  same  priorities  scheduled? 

g)  Under  what  circumstances  do  normal  processes  receive  priority  adjustments? 
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figure  out  how  to  make  parallelism  work. 

David  Kuck 
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master — that’s  all.” 
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“If  seven  maids  with  seven  mops 
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Do  you  suppose,”  the  Walrus  said, 
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Samuel  Taylor  Coleridge 
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11.1  INTRODUCTION 

In  this  chapter  we  investigate  the  parallel  processing  techniques  that  are  being  used  to  push 
computing  power  to  its  limits.  These  techniques  are  frequently  employed  in  the  class  of 
machines  called  supercomputers. 

The  1980s  saw  the  introduction  of  highly  parallel  architectures.  The  1990s  will  see  the 
development  of  concurrent  programming  languages  and  operating  systems  to  control  and 
make  effective  use  of  parallel  hardware  structures. 

Multiprocessing  is  the  use  of  multiple  processors  to  execute  separate  portions  of  a 
computation  truly  simultaneously.  Several  classes  of  machines  are  generally  referred  to  as 
multiprocessors,  but  the  most  popular  are  machines  that  have  similar  or  identical  processors 
and  that  share  a  common  memory. 

The  small  size  of  microprocessors  makes  it  reasonable  to  consider  packaging  many  of 
them  in  a  single  system.  It  is  not  unreasonable  today  to  envision  a  system  built  with 
hundreds  of  thousands  or  even  millions  of  microprocessors.  Within  a  few  decades,  it  may 
be  reasonable  to  construct  systems  with  billions  or  even  trillions  of  microprocessors. 

1 1 .2  THE  FIFTH  GENERATION  PROJECT  AND  THE  STRATEGIC 
COMPUTING  INITIATIVE 

The  Fifth-Generation  Computer  Systems  Project  announced  by  the  Japanese  (Mo84) 
(Mu85)  is  developing  highly  parallel  supercomputers  that,  it  is  believed,  are  needed  to 
develop  truly  intelligent  machines  (Fa87).  These  machines  are  geared  to  running  Prolog,  a 
language  of  great  interest  today  in  the  fields  of  artificial  intelligence  and  expert  systems. 
The  performance  of  these  machines  will  be  measured  in  lips  (for  logical  inferences  per 
second),  with  agoal  of  developing  gigalips  machines  by  the  mid-1990s.  Equating  1  LIPS  to 
as  many  as  1000  instructions  per  second  could  mean  that  fifth  generation  computers  would 
have  to  run  in  the  range  of  a  trillion  instructions  per  second. 

The  United  States  government  is  heavily  funding  parallel  computing  research  (Sc85). 
Specifically,  DARPA  (the  Defense  Advanced  Research  Projects  Agency)  has  launched  the 
Strategic  Computing  Initiative  (SCI)  with  funding  in  excess  of  $  1 00  million  per  year.  Some 
of  the  projects  DARPA  has  funded  include  the  NYU  Ultracomputer  (Go83)  (Se86),  the 
Caltech  Cosmic  Cube  (Fo85)  (Sz85),  the  University  of  Illinois  Cedar  multiprocessor 
(Em85)  (Ku86),  and  MIT’s  static  data  flow  architectures  project,  which  developed  the  data 
flow  language  VAL  (Mc82). 

1 1 .3  SUPERCOMPUTER  PROJECTS 

The  goal  of  supercomputers  is  to  push  the  state  of  the  art  in  computing  to  its  practical  limits. 
Thus,  a  supercomputer  is  simply  one  of  the  most  powerful  computing  machines  available 
today;  such  machines  number  only  in  the  hundreds  today. 

Today’s  supercomputers  operate  in  the  gigaflops  (for  billion  floating  point  operations 
per  second)  range.  Within  a  decade,  teraflops  (for  trillion  floating  point  operations  per 


11.4 


Classification  of  Sequential  and  Parallel  Architectures  317 


second)  machines  are  likely  to  be  available.  To  put  that  in  perspective,  that  would  be  the 
equivalent  of  a  million  of  today’s  better  personal  computers. 

One  of  the  pioneers  in  the  field  of  supercomputing  is  Seymour  Cray,  a  cofounder  of 
Control  Data  Corporation  and  of  his  own  firm,  Cray  Research.  The  most  popular  super¬ 
computer  at  the  time  this  book  went  to  press  was  the  Cray  X-MP,  which  first  appeared  in 
1982.  The  Cray  X-MP  (La84)  (Hw85)  (Ri85)  has  two  or  four  identical  processors  that  share 
I/O  and  memory.  Main  memory  uses  64-bit  words,  an  indication  of  the  machine’s  design  to 
f  avor  high-precision  scientific  computation.  The  memory  is  32-way  interleaved.  The  CPUs 
communicate  through  clusters  of  shared  registers. 

The  Cedar  System  (Em85)  (Ku86)  (St88)  was  developed  at  the  Center  for  Supercom¬ 
puting  Research  and  Development  at  the  University  of  Illinois.  It  connects  eight  Alliant 
FX/8  superminicomputers  with  a  multistage  network  to  64  global  memory  modules.  The 
designers  hope  to  double  the  number  of  processors  every  year. 

The  Cosmic  Cube  (Sz85)  is  a  “hypercube”  multiprocessor  developed  at  the  California 
Institute  of  Technology.  IBM  is  working  on  a  machine  dubbed  the  TF-1,  a  supercomputer 
with  a  goal  of  executing  3  trillion  double-precision  floating  point  operations  per  second 
(Se88).  This  is  about  1000  times  faster  than  today’s  most  powerful  supercomputers. 

1 1 .4  CLASSIFICATION  OF  SEQUENTIAL  AND  PARALLEL  ARCHITECTURES 

An  early  scheme  for  classifying  computers  into  increasingly  parallel  configurations  was 
developed  by  Flynn  (F166)  and  is  shown  in  Fig.  1 1 . 1 .  In  the  context  of  this  scheme,  there  are 
data  streams  and  instruction  streams. 

The  most  common  architecture  available  today  is  the  SISD  ( single  instruction  stream, 
single  data  stream)  machine,  essentially  the  von  Neumann  architecture.  These  are  uni¬ 
processor  computers  that  process  one  instruction  at  a  time.  SISD  machines  process  data 
from  a  single  data  stream. 


Instruction  Data 


Acronym 

Meaning 

Streams 

Streams 

Examples 

SISD 

Single  instruction  stream, 
single  data  stream 

1 

1 

IBM  370,  DEC, 

VAX,  Macintosh 

SIMD 

Single  instruction  stream, 
multiple  data  stream 

1 

>1 

ILLIAC  IV, 
Connection  Machine, 
NASA’s  MPP 

MISD 

Multiple  instruction  stream, 
single  data  stream 

>1 

1 

Not  used 

MIMD 

Multiple  instruction 
stream,  multiple  data  stream 

>1 

>1 

Cray  X/MP, 

Cedar,  Butterfly 

Fig.  11.1  Classification  scheme  for  computer  architectures. 
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The  SIMD  (single  instruction  stream,  multiple  data  stream )  machine  is  commonly 
referred  to  as  an  array  processor ,  a  device  that  essentially  performs  the  same  operation 
simultaneously  on  every  element  of  an  array  (Mu88).  Vector  processors  and  pipeline 
processors  are  sometimes  included  in  this  category. 

The  MISD  (multiple  instruction  stream,  single  data  stream )  machine  has  not  found 
application  in  industry. 

The  MIMD  (multiple  instruction  stream,  multiple  data  stream )  machine  is  a  true 
parallel  processor ;  machines  in  this  class  are  commonly  called  multiprocessors. 

Flynn’s  scheme  has  been  extended  by  Skillicorn  (Sk88)  to  28  different  classes,  in¬ 
cluding  four  for  array  processors  and  16  for  multiprocessors. 


11.5  PIPELINING 

Pipelining  is  a  performance  enhancement  technique  that  enables  several  machine  language 
instructions  to  be  in  various  stages  of  execution  at  once  (Dr85)  (CI87)  (Li88)  (Sk88) 
(Be89).  Multi-stage  pipelines  are  much  like  assembly  lines  in  automobile  factories.  Each 
station  in  the  instruction  pipeline  performs  a  different  operation  on  an  instruction,  then  the 
instruction  moves  on  to  the  next  station;  all  stations  operate  in  parallel.  Pipelines  enable 
many  instructions,  each  in  different  phases  of  execution,  to  be  in  progress  at  once.  These 
phases  typically  include  instruction  fetch,  operand  fetch,  instruction  decode,  and  instruc¬ 
tion  execution.  Early  computers  executed  a  single  machine  language  instruction  at  a  time, 
start  to  finish.  Today’s  pipelined  systems  begin  working  on  the  next  instruction,  and  often 
the  next  several,  while  the  current  instruction  is  executing. 

1 1 .6  VECTOR  PROCESSING 

There  is  much  confusion  in  the  literature  between  the  terms  pipelining  and  vector  pro¬ 
cessing  (No84).  Vector  processing  (Hc86)  (Li88a)  specifically  requires  vector  instructions 
in  the  machine  language.  Vector  processing  requires  pipelined  hardware,  but  not  vice  versa 
(No84).  A  vector  instruction  indicates  the  operation  to  be  performed,  and  specifies  the  list 
of  operands  (called  a  vector)  on  which  it  is  to  operate.  When  a  vector  instruction  is 
executed,  the  elements  of  the  vector  are  fed  into  the  appropriate  pipeline  one  at  a  time, 
delayed  by  the  time  it  takes  to  complete  one  stage  of  the  pipeline.  Compilers  “vectorize” 
programs  to  run  efficiently  on  vector  processors  (Pa86). 

The  Cray-1  vector  processor  has  13  piplines  that  can  operate  in  parallel;  these  are 
dedicated  to  operations  such  as  floating  addition,  floating  multiplication,  reciprocal  ap¬ 
proximation,  fixed  addition,  and  so  on  (No84). 

11.7  ARRAY  PROCESSORS 

Array  processors  are  SIMD  machines;  they  perform  the  same  instruction  simultaneously 
on  all  elements  of  an  array  (We80)  (Pe81)  (Pe87)  (Sk88).  The  reader  familiar  with  elec¬ 
tronic  spreadsheets  undoubtedly  sees  an  immediate  application  for  array  processors.  Array 
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processors  are  not  useful  for  general-purpose  computing  environments  characterized  by  the 
need  to  perform  independent  tasks  in  parallel.  One  of  the  earliest  array  processors  was  the 
ILLIAC  IV,  developed  at  the  University  of  Illinois  (Ba68)  (Mi73).  The  MPP  (Massive 
Parallel  Processor)  is  an  SIMD  machine  that  has  16,384  processors  (Po85).  It  can  perform 
a  total  of  more  than  6  billion  8-bit  operations  per  second.  It  was  designed  for  NASA  by 
(loodyear  Aerospace  to  perform  image  processing  tasks.  This  level  of  parallelism  has  been 
surpassed  by  the  65,536-processor  Connection  Machine  (CM),  an  array  processor  built  by 
Thinking  Machines  Corp.  A  detailed  case  study  on  the  CM  appears  at  the  end  of  this 
chapter. 


1 1 .8  DATA  FLOW  COMPUTERS 

In  sequential  processors,  control  of  what  to  do  next  resides  in  the  program  counter  which, 
after  the  completion  of  one  instruction,  normally  points  to  the  next  instruction  to  be 
performed. 

Data  flow  computers  (De80)  (Ac82)  (Ba84)  (Tr84)  (CI85)  (Gu85)  (0185)  (Ri85) 
( Ha86)  (Sr86)  (Sk88)  can  perform  many  operations  in  parallel.  These  machines  are  said  to 
be  data  driven  (Tr82)  because  they  perform  each  instruction  (potentially  simultaneously  if 
enough  processors  are  available)  for  which  the  needed  data  is  available.  Data  flow 
machines  have  not  been  implemented  commercially,  but  as  we  will  see  in  Chapter  14,  data 
flow  techniques  are  already  being  incorporated  in  compilers  that  prepare  programs  for 
optimal  execution  on  various  kinds  of  parallel  architectures. 

An  example  of  how  a  data  flow  computer  might  outperform  a  sequential  computer  is 
shown  in  Fig.  1 1 .2,  in  which  a  series  of  assignment  statements  is  evaluated  for  both  a 
parallel  data  flow  architecture  and  a  sequential  architecture. 

On  a  sequential  processor,  seven  separate  evaluation  steps  must  be  executed  sequen¬ 
tially;  three  of  these  involve  the  slower  operations  of  multiplication  and  division.  On  a 
parallel  data  flow  processor,  only  four  evaluation  steps  need  to  be  performed;  only  two  of 
these  involve  multiplication  and  division. 


11.9  MULTIPROCESSORS 

One  appeal  of  multiprocessing  systems  is  that  if  a  processor  fails,  the  remaining  processors 
can  normally  continue  operating.  A  failing  processor  must  somehow  inform  the  other 
processors  to  take  over;  functioning  processors  must  be  able  to  detect  a  processor  that  has 
failed.  The  operating  system  must  note  that  a  particular  processor  has  failed  and  is  no  longer 
available  for  allocation. 

Instead  of  talking  about  multiprocessing  in  today’s  sense,  i.e.,  two  (or  perhaps  a  few 
more)  processors,  we  now  commonly  talk  about  massive  parallelism.  The  theoretical 
question  of  interest  is:  “Given  the  availability  of  massive  parallelism,  what  is  the  minimum 
time  required  to  execute  a  particular  algorithm?” 

By  utilizing  many  CPUs,  systems  may  realize  many  goals.  Increased  computing  power 
is  made  possible  by  combining  the  processing  power  of  several  processors.  With  decreas¬ 
ing  hardware  costs,  it  has  become  common  to  connect  a  large  number  of  microprocessors  to 
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Assignments:  x  :  =  a  —  c  *  d  +  e: 

y  '■=  b  +  d  /  a  : 
z  :  =  x  +  e  *  y 

a  e  c  d  e  b  d  a 


Evaluation  on  a 
sequential  processor 


1  c  *  d 

2  a  —  (c  *  d) 

3  (a  —  c  *  d)  +  e 

4  d/a  j  parens  indicate  "already  evaluated"  | 

5  b  +  (d  /  a) 

6  e  *  y 

1  x  +  (e  *  y) 


Fig.  1 1 .2  Evaluation  of  assignment  statements  on  a  data  flow  computer. 


form  a  multiprocessor  (Fa83)  (Bi84)  (De86)  (Th88);  in  this  way,  large-scale  computer 
power  can  be  achieved  without  the  use  of  costly  ultrahigh-speed  processors. 

11.10  FAULT  TOLERANCE 

One  of  the  most  important  capabilities  of  multiprocessor  operating  systems  is  their  ability 
to  withstand  equipment  failures  in  individual  processors  and  to  continue  operation;  this 
ability  is  referred  to  as  fault  tolerance  (K186)  (Bo87). 

Fault  tolerant  systems  can  continue  operating  even  when  portions  of  the  system  fail. 
This  kind  of  operation  is  especially  important  in  so-called  mission  critical  systems  such  as 
those  for  which  Ada  has  become  the  language  of  choice  (see  Chapter  5).  Ethical  systems 
design  considerations  are  increasing  the  interest  in  building  highly-reliable  systems.  Fault- 
tolerant  designs  are  especially  important  in  systems  in  which  it  may  not  be  possible  for 
humans  to  intervene  and  repair  the  problem,  such  as  in  deep-space  probes,  aircraft,  and  the 
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like.  It  is  also  appropriate  for  systems  in  which  the  consequences  of  failure  are  so  huge,  and 
in  which  these  consequences  could  happen  so  quickly  that  humans  could  not  intervene 
quickly  enough. 

Many  techniques  are  commonly  used  to  facilitate  fault  tolerance.  These  include 

■  Critical  data  for  the  system  and  the  various  processes  should  be  maintained  in  multiple 
copies.  These  should  reside  in  separate  storage  banks  so  that  failures  in  individual 
components  will  not  completely  destroy  the  data. 

■  The  operating  system  must  be  designed  so  that  it  can  run  the  maximal  configuration  of 
hardware  effectively,  but  it  must  also  be  able  to  run  subsets  of  the  hardware  effectively 
in  case  of  failures. 

■  Hardware  error  detection  and  correction  capabilities  should  be  implemented  so  that 
extensive  validation  is  performed  without  interfering  with  the  efficient  operation  of  the 
system. 

■  Idle  processor  capacity  should  be  utilized  to  attempt  to  detect  potential  failures  before 
they  occur. 


11.11  COMPUTATIONAL  COMPLEXITY  ISSUES 

Researchers  in  the  field  of  computational  complexity  have  been  showing  intense  interest  in 
the  study  of  parallel  algorithms  (Ro83)  (Wa85)  (Ka86).  Parallel  architectures  can  only 
speed  the  solution  of  problems  if  effective  parallel  algorithms  can  be  found  to  replace 
existing  sequential  algorithms. 

The  availability  of  parallel  processors  has  no  effect  on  whether  or  not  a  problem  is 
solvable  in  the  theoretical  sense;  it  merely  enables  the  result  of  a  solvable  problem  to  be 
computed  in  less  time.  This  benefit  is  certainly  not  to  be  ignored,  however,  because  it  still 
enables  us  to  attack  larger  classes  of  solvable  problems  more  efficiently.  It  is  not  unusual 
for  researchers  in  the  field  of  parallel  supercomputing  to  say  that  they  want  to  perform 
computations  in  an  hour  that  currently  take  a  month. 

There  are  very  large  classes  of  interesting  problems  which  to  be  solved  effectively  on  a 
parallel  processor  would  require  such  massive  parallelism  that  it  would  never  be  feasible  to 
build  an  appropriate  computer  system  to  handle  these  problems.  If,  for  example,  the 
computational  complexity  of  a  problem  demands  2"  processor  cycles  to  solve  a  problem  of 
“size  n,”  then  a  problem  of  only  size  100  would  require  more  computing  time  than  the 
suspected  age  of  the  universe!  No  matter  what  degree  of  massive  parallelism  we  might 
eventually  be  able  to  realize,  we  can  trivially  extend  the  size  of  such  problems  to  demand 
vast  increases  in  computing  power. 

NP-complete  problems  (“nondeterministic  polynomial”)  are  characterized  by  having  a 
best-known  algorithm  whose  computation  time  is  an  exponential  function  of  the  “size”  of 
the  problem  (Ka86).  Parallel  processors  are  of  little  use  in  solving  such  problems  efficiently 
in  the  general  case;  these  problems  are  said  to  be  intractable.  The  class  of  algorithms  whose 
computation  time  is  a  polynomial  function  of  the  problem  size  (and  for  which  parallel 
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algorithms  can  be  found)  can  benefit  more  directly  by  the  application  of  massive 
parallelism:  these  problems  are  said  to  be  tractable. 

Garey  and  Johnson  (Ga79)  discuss  many  important  problems  known  to  be  NP- 
complete.  Rosenkrantz  and  Steams  (Ro83 )  offer  a  number  of  suggestions  for  attacking  such 
problems:  choose  problems  of  small  size,  solve  only  special  cases,  solve  for  the  limited 
cases  that  occur  in  practice,  and  in  the  case  of  optimization  problems — seek  fast  running 
solutions  that  may  be  only  “near  optimal.”  Their  final  suggestion  is  to  “work  on  some  other 
problem.” 

11.12  DETECTING  PARALLELISM 

The  detection  of  parallelism — by  the  programmer,  the  language  translator  (Ku77)  (Ba80) 
(Pa86)  (Bu88),  the  hardware,  or  the  operating  system,  is  a  complex  problem  of  intense 
interest  to  researchers  today.  Regardless  of  how  parallelism  is  detected,  multiprocessors 
may  exploit  it  by  executing  the  parallel  portions  of  computations  simultaneously. 

Explicit  parallelism  is  indicated  by  a  programmer  using  a  concurrency  construct  such 
as  cobegin/coend  as  follows. 

cobegin 

statement-1 ; 

statement-2 ; 

statement-n 

coend 

In  a  multiprocessing  system  designed  to  exploit  this  concurrency,  separate  processors 
might  be  used  to  execute  each  of  the  statements. 

Explicit  indication  of  parallelism  is  time  consuming,  and  the  programmer  may  er¬ 
roneously  indicate  that  certain  operations  can  be  performed  in  parallel  when  they  cannot. 
The  programmer  is  likely  to  code  explicit  parallelism  only  for  the  more  obvious  situations. 
Modifying  a  program  with  explicit  parallelism  could  introduce  subtle  bugs. 

The  real  hope  is  the  automatic  detection  of  implicit  parallelism,  i.e.,  parallelism 
intrinsic  to  the  algorithm.  Detection  mechanisms  may  be  included  in  compilers,  operating 
systems,  and  computer  hardware  to  exploit  implicit  parallelism.  Two  common  techniques 
used  by  compilers  for  exploiting  implicit  parallelism  are  loop  distribution  and  tree  height 
reduction. 


11.12.1  Loop  Distribution 

The  statements  within  a  loop  body  are  such  that  parallel  execution  may  be  possible. 
Consider  the  following 

for  i  =  1  to  4  do 

a  (i)  =  b  (i)  +  c  (i) 
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which  adds  the  corresponding  elements  of  arrays  b  and  c  and  places  the  sums  in  array  a. 
This  loop  causes  a  sequential  processor  to  perform  the  four  iterations  of  the  loop  in  se¬ 
quence.  These  iterations  are  independent  of  one  another  and  may  be  performed  concur¬ 
rently  by  four  processors  in  a  multiprocessor  system.  A  compiler  could  convert  the  pre¬ 
ceding  for  loop  into  the  parallel  execution  structure 


cobegin 

a  (1 ) 

=  b  (1) 

+ 

c  ( 1 ) 

a  (2) 

=  b  (2) 

+ 

c  (2) 

a  (3) 

=  b  (3) 

+ 

c  (3) 

a  (4 ) 

=  b  (4  > 

+ 

c  (4) 

coend 


which  is  a  technique  called  loop  distribution. 


11.12.2  Tree  Height  Reduction 

Compilers  may  detect  implicit  parallelism  in  algebraic  expressions  and  produce  object  code 
for  multiprocessors,  indicating  that  certain  operations  may  be  performed  simultaneously.  A 
compiler  uses  rules  of  operator  precedence  to  assign  a  unique  sequential  ordering  to  the 
operations  in  an  algebraic  expression.  The  compiler  may  then  proceed  to  generate  the 
appropriate  machine  code . 

Often,  the  uniqueness  and  the  sequential  ordering  is  not  necessary.  For  example,  since 
addition  and  multiplication  are  both  commutative  operations,  a  compiler  generating  code  to 
multiply  p  by  q  may  generate  either  p  *  q  or  q  *  p\  the  results  of  the  computations  will  be 
identical.  Similarly,  adding  p  to  q  may  be  accomplished  by  either  p  +  q  or  q  +  p.  Taking 
advantage  of  commutativity,  associativity,  and  distributivity,  compilers  may  rearrange 
expressions  so  that  they  are  more  amenable  to  parallel  computation. 

Figure  1 1.3  illustrates  how  an  algebraic  expression  would  be  translated  by  a  conven¬ 
tional  compiler  and  how  it  might  be  manipulated  by  a  compiler  designed  to  locate  implicit 
parallelism.  The  diagram  at  the  left  of  the  figure  shows  a  tree  structure  indicating  how  a 
conventional  compiler  might  generate  code  to  perform  the  indicated  operations.  The 
numbers  1, 2,  and  3  are  used  to  indicate  the  order  in  which  the  various  operations  would  be 
performed.  By  taking  advantage  of  the  associative  property  of  addition,  it  is  possible  to 
manipulate  the  expression 

{(p  +  q)  +  r)  +  s 

to  yield  the  expression 

{p  +  q)  +  (r  +  s) 

which  is  more  amenable  to  parallel  execution.  The  first  expression  requires  three  levels  in 
the  tree  structure.  The  second  expression  only  requires  two,  so  it  may  be  executed  faster  on 
a  multiprocessor. 
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P  q  r  s 

Fig.  11.3  Tree  height  reduction  by  associativity. 


Figure  11.4  illustrates  how  the  commutative  property  of  addition  may  be  used  to 
convert  a  sequential  computation  involving  three  levels  in  the  tree  structure  to  a  parallel 
computation  involving  only  two  levels.  Figure  1 1.5  shows  how  the  distributive  property  of 
multiplication  across  addition  may  be  used  to  reduce  the  depth  of  the  associated  tree 
structure  from  four  to  three. 

11.13  THE  "NEVER  WAIT"  RULE 

The  never  wait  rule  states  that  it  is  better  to  give  a  processor  a  task  that  may  or  may  not  be 
used  eventually  than  it  is  to  let  the  processor  sit  idle.  The  point  is  that  if  the  task  is 


p  s  q  r 


p  q  r  s 


Fig.  11.4  Tree  height  reduction  by  commutativity. 
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Fig.  11.5  Tree  height  reduction  by  distributivity. 


eventually  needed,  it  will  be  possible  to  perform  computations  faster.  Consider  the  fol¬ 
lowing  example 

a  :  =  c  *  c ; 

if  a  =  9  then  d  :=  10; 

e  :  =  d  *  f 

Based  on  the  result  of  the  first  statement,  the  second  statement  may  alter  the  value  of  d,  or 
ii  may  leave  d  as  is.  If  d  is  left  as  is,  then  the  third  statement  could  have  been  performed  in 
parallel  with  the  first  statement.  If  d  is  altered,  then  the  third  statement  needs  to  use  this  new 
value.  The  strategy  of  “never  wait”  is  to  perform  the  third  statement  in  parallel  with  the  first 
statement.  If  d  changes,  then  the  third  statement  will  have  to  be  reexecuted.  If  d  does  not 
change,  then  the  third  statement  has  already  been  performed,  so  the  computation  may 
complete  faster. 


11.14  PROCESSOR  INTERCONNECTION  SCHEMES 

One  of  the  key  problems  in  the  design  of  multiprocessor  systems  is  determining  the  means 
of  connecting  the  multiple  processors  and  input/output  processors  to  the  storage  units. 
Several  popular  schemes  have  evolved  (En77)  (Md87)  (Re87)  (Bh89).  We  are  concerned  in 
the  next  several  sections  only  with  true  multiprocessors,  which  have  two  or  more 
processors  of  comparable  capabilities,  share  access  to  common  storage,  share  access  to 
input/output  channels,  control  units,  and  devices,  and  are  controlled  by  one  operating 
system. 
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Fig.  11.6  Shared  bus  multiprocessor  organization. 


11.14.1  Shared  Bus 

The  shared  bus  multiprocessor  organization,  shown  in  Fig.  1 1 .6,  uses  a  single  commu¬ 
nication  path  between  all  the  processors,  the  storage  units,  and  the  I/O  processors  (En77) 
(Re86)  (Bh89).  In  this  simple  scheme,  the  bus  is  essentially  a  passive  unit,  i.e.,  transfer 
operations  between  the  functional  units  are  controlled  by  the  bus  interfaces  of  the  units 
themselves.  The  Ethernet  local  area  networking  scheme  (see  Chapter  16)  uses  a  shared  bus. 

The  processor  or  I/O  processor  wishing  to  transfer  data  must  check  the  availability  of 
the  bus  and  the  availability  of  the  destination  unit,  and  initiate  the  actual  data  transfer.  The 
receiving  units  must  be  able  to  recognize  which  messages  on  the  bus  are  addressed  to  them, 
and  they  must  interpret  and  acknowledge  the  control  signals  received  from  the  sending  unit. 

The  shared  bus  organization  makes  it  easy  to  add  new  units  by  simply  attaching  them 
directly  to  the  bus.  For  communication  to  occur,  each  unit  must  know  what  other  units  are 
on  the  bus;  this  is  generally  handled  in  software. 

The  most  serious  disadvantages  of  this  organizational  scheme  come  from  the  single 
communications  path.  The  bus  can  handle  only  one  transmission  at  a  time.  The  entire 
system  fails  if  the  bus  fails  (i.e.,  a  catastrophic  failure).  The  transmission  rate  of  the  system 
is  constrained  by  the  transmission  rate  of  the  bus.  Contention  for  the  use  of  the  bus  in  a  busy 
system  can  cause  serious  performance  degradation. 

These  limitations  constrain  the  use  of  the  shared  bus  to  smaller  multiprocessing 
systems.  Some  designers  have  used  multiple-bus  schemes  to  improve  throughput  and 
reliability  (Md87). 


11.14.2  Crossbar-Switch  Matrix 

Increasing  the  number  of  buses  in  a  shared  bus-system  to  the  number  of  storage  units 
creates  a  multiprocessor  organization  called  the  crossbar-switch  matrix  (En77)  (Re86) 
(Bh89),  in  which  there  is  a  separate  path  to  every  storage  unit  (Fig.  1 1 .7).  With  this  scheme, 
references  to  two  different  storage  units  may  occur  simultaneously — one  reference  cannot 
block  the  other.  A  crossbar-switch  matrix  system  can  support  simultaneous  transmissions 
for  all  storage  units;  thus  the  crossbar  switch  is  the  best  performing  interconnection  scheme 
(St88). 
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Fig.  11.7  Crossbar-switch  matrix  multiprocessor  organization. 


The  hardware  required  to  build  a  crossbar  switch  can  become  complex.  For  example, 
the  switch  must  be  capable  of  resolving  conflicts  for  the  same  storage  unit.  Although  the 
switch  is  complex,  the  interfaces  at  the  functional  units  are  simpler  than  with  the  shared  bus 
organization.  The  cost  of  the  switch  increases  as  the  product  of  the  number  of  functional 
units  and  the  number  of  memory  units,  so  it  is  not  a  viable  structure  for  massive  parallel 
processors. 


1 1 .1 4.3  The  Hypercube 

The  hypercube  interconnection  network  (see  Fig.  1 1.8)  provides  a  means  of  connecting 
very  large  numbers  of  processors  in  a  relatively  economical  manner  (Fo85)  (Sz85)  (De86) 
(Hy86)  (Se87)  (Rn88).  A  two-dimensional  hypercube  is  simply  a  square;  a  three-dimen¬ 
sional  hypercube  is  formed  by  connecting  the  corresponding  elements  of  two,  two- 
dimensional  hypercubes.  A  four-dimensional  hypercube  is  formed  by  connecting  the 
corresponding  elements  of  two,  three-dimensional  hypercubes,  and  so  on.  The  Connection 
Machine  (see  the  case  study  in  Section  1 1 .20)  uses  a  16-dimensional  hypercube  connection 
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(a)  A  two  dimensional  hypercube 


<b)  Connecting  two  two-dimensional 
hypercubes  to  form  a 
three-dimensional  hypercube. 


(c)  Connecting  two  three-dimensional 
hypercubes  to  form  a  four-dimensional 
hypercube. 

Fig.  11.8  Hypercube  interconnection  networks. 


scheme  to  interconnect  65,536  processors.  Another  hypercube  machine  that  has  been 
offered  as  a  commercial  product  is  Intel’s  iPSC  system  (Fa88). 


11.14.4  Multistage  Networks 

The  primary  disadvantage  of  the  crossbar-switch  matrix  scheme  is  its  exceptionally  high 
cost  when  a  large  numbef  of  nodes  need  to  be  interconnected.  Consider  the  problem  of 
flying  between  small  cities.  Instead  of  having  flights  between  every  possible  pair  of  air¬ 
ports,  airlines  tend  to  use  “hubs.”  The  major  traffic  between  large  cities  involves  only  a 
single  “leg”  of  travel.  The  traffic  between  remote  locations  may  require  many  legs;  mul¬ 
tistage  networks  use  this  kind  of  connection  scheme  (Bh89).  The  case  study  on  the  BBN 
Butterfly  multiprocessor  in  Section  11.19  presents  a  detailed  explanation  of  the  operation 
of  the  Butterfly  switch,  a  multistage  interconnection  scheme. 

The  multistage  network  is  a  “compromise”  scheme.  It  enables  any  unit  to  connect  with 
any  other  unit,  but  greatly  reduces  the  complexity  of  the  interconnection  scheme  to  make  it 
feasible  to  connect  large  numbers  of  processors.  The  term  multistage  comes  from  the  fact 
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that  each  message  must  pass  through  multiple  switching  elements  to  reach  its  destination. 
The  delays  encountered  as  a  message  transverses  multiple  legs  make  this  a  slower  scheme 
than  crossbar  switching,  but  the  number  of  switching  elements  is  much  smaller,  especially 
when  connecting  large  numbers  of  processors.  The  scheme  provides  a  unique  path  through 
the  network,  but  contention  may  develop  at  the  various  switching  elements  involved  in 
multiple  paths.  Some  multistage  networks  buffer  colliding  messages  at  the  switching 
elements  until  the  elements  clear  and  the  messages  can  proceed;  this  increases  the  cost  of 
the  switching  network.  Other  systems  accept  and  process  only  one  message  at  the  switch 
and  back  out  all  other  colliding  messages  to  be  retransmitted  after  a  random  delay. 

11.15  LOOSELY-COUPLED  VS.  TIGHTLY-COUPLED  SYSTEMS 

Loosely-coupled  multiprocessing  (Sk88)  involves  connecting  two  or  more  independent 
computer  systems  via  a  communication  link  (Fig.  1 1.9).  Each  system  has  its  own  operating 
system  and  storage.  The  systems  can  function  independently  and  can  communicate  when 
necessary.  The  separate  systems  can  access  each  other’s  files  across  the  communication 
link,  and  in  some  cases,  the  systems  can  switch  tasks  to  lightly-loaded  processors  to  achieve 
load  balancing.  Communication  between  processors  is  by  message  passing  or  remote 
procedure  calls  (as  discussed  in  Chapter  5). 

Tightly-coupled  multiprocessing  (Fig.  11.10)  uses  a  single  storage  shared  by  the 
various  processors  and  a  single  operating  system  that  controls  all  the  processors  and  system 
hardware.  Communication  is  by  shared  memory.  The  BBN  Butterfly  and  the  IBM  3090  are 
examples  of  tightly-coupled  systems. 


Fig.  11.9  Loosely-coupled  multiprocessing. 
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Fig.  11.10  Tightly-coupled  multiprocessing. 

A  key  concern  in  tightly-coupled  systems  is  contention  over  shared  memory.  Various 
studies  (Re86)  indicate  that  balancing  the  architecture  and  distributing  the  load  across  the 
system  minimizes  contention.  A  hardware  approach  called  a  combining  switch  (Go83) 
handles  multiple  references  to  a  single  location  in  a  manner  requiring  only  a  single  access  to 
the  memory  location;  this  technique  is  discussed  in  the  next  section. 

11.16  FETCH- AND- ADD 

In  Chapter  4,  we  discussed  the  testandset  instruction  and  showed  how  it  can  be  used  to 
implement  mutual  exclusion  primitives.  In  a  uniprocessor  system,  clearly  only  one 
processor  can  be  attempting  testandset  at  a  time.  If  a  lock  variable  is  available  to  be 
captured,  then  the  next  process  to  run  (and  execute  testandset)  will  ordinarily  capture  the 
lock.  In  multiprocessing  systems  the  problem  is  more  complex,  because  many  processors 
could  be  executing  testandset  simultaneously,  so  the  system  needs  to  be  able  to  arbitrate 
these  requests. 

Testandset  has  another  weakness,  namely  that  each  of  the  pending  operations  requires 
a  separate  memory  access;  these  are  performed  sequentially  because  only  one  access  to  a 
memory  location  may  normally  occur  at  a  time.  Worse  yet,  only  one  processor  actually 
captures  the  lock  and  all  the  others  fail;  this  can  result  in  the  considerable  waste  associated 
with  busy  waiting. 

Memory  contention  can  certainly  occur  in  uniprocessor  systems  as  I/O  and  processing 
occur  in  parallel.  But  this  is  minor  compared  to  the  potential  for  collisions  in  mul¬ 
tiprocessors,  and  especially  in  massive  parallel  processors.  Such  collisions  can  quickly 
saturate  various  kinds  of  interconnection  networks,  causing  serious  performance  problems. 

To  deal  with  this  problem,  the  designers  of  NYU’s  Ultracomputer  developed  th  efetch- 
and-add  instruction  (Go83)  (Se86,  II)  (Du88).  The  indivisible  (or  “atomic”)  instruction 

f etchandadd ( s ,  i ) 

increments  shared  variable  s  by  i  and  returns  the  original  value  of  s.  When  several  pro¬ 
cessors  simultaneously  execute  this  instruction  on  .y.  the  switching  element  in  the  inter- 
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connection  network  performs  an  operation  called  combining-,  it  adds  the  increment  values 
of  all  the  colliding  fetchandadd  instructions  to  form  a  sum,  /,  and  then  performs  only  the 
single  instruction 

fetchandadd ( s ,  I ) 

on  shared  variable  s.  This  memory  location  is  thus  accessed  only  once  to  get  the  value  of  s. 

The  switching  network  then  returns  the  unique  values  s,  s  +  s  +  / . to  the  various 

processes  referencing  s.  This  is  a  way  of  serializing  the  requests. 

Suppose  a  multiprocessing  system  assigns  any  available  processor  from  its  pool  of 
identical  processors  to  the  ready  process  at  the  head  of  the  ready  list.  (In  Chapter  1 5,  we  will 
see  that  such  a  scheme  gets  better  utilization  than  if  processes  wait  to  run  on  specific 
processors.)  Maintaining  such  a  ready  list  as  a  shared  queue  structure  is  made  more 
efficient  by  fetchandadd  (than  with  testandset);  several  processors  attempting  to  place 
processes  in  the  list  collide  and  the  fetchandadd  sequentializes  the  accesses. 

A  particularly  elegant  use  of  fetchandadd  occurs  when  assigning  separate  iterations  of 
a  loop  to  different  processors  to  be  executed  in  parallel  (Pa80)  (Du88). 

In  sequential  Pascal,  we  might  write  a  statement  such  as 

for  i  :=  1  to  50  do 

a  ( i )  :  =  b  ( i )  +  c(i) 

All  50  iterations  of  the  loop  can  be  executed  in  parallel  because  the  assignments  are  in¬ 
dependent  of  one  another.  So,  the  above  loop  can  be  replaced  by  a  parallel  version  such  as 

forall  i  :=  1  to  50  do 

a  (  i  )  :  =  b  (  i  )  +c(i) 

which  assigns  the  separate  iterations  to  available  processors.  The  shared  variable,  /',  is 
initially  set  to  1 .  Each  processor  executes  code  such  as 

j  :=  f etchandadd ( i , 1 ) 

while  (j  <=  50)  do 
begin 

a  ( j )  :  =  b  (  j )  +c(j) 

j  :=  fetchandadd  (i,l) 

end 

The  beauty  of  this  code  is  that  it  is  not  sensitive  to  the  number  of  available  processors. 
Available  processors  get  as  much  work  as  they  can  handle.  If  50  processors  can  work  on  the 
expression  at  once,  then  as  each  does  the  fetchandadd  (i.  I )  it  will  receive  a  unique  number 
from  1  to  50.  designating  the  array  element  it  is  supposed  to  work  with.  If  fewer  than  50 
processors  are  available,  the  while/do  loops  running  on  the  available  processors  will 
keep  requesting  more  work  until  all  50  elements  of  array  a  have  been  calculated. 

Clearly,  the  fetchandadd  combining  mechanism  is  expensive  to  build.  The  point  is  that 
it  delivers  high-performance  parallel  computing.  Eventually,  technology  may  make  it 
economical  to  incoiporate  combining  switches  into  machines  for  commercial  use. 
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11.17  MULTIPROCESSOR  OPERATING  SYSTEM  ORGANIZATIONS 

The  ability  to  exploit  parallelism  in  the  hardware  and  in  the  programs  is  central  to  mul¬ 
tiprocessing  systems.  Adding  more  processors,  as  well  as  the  complex  connections  to 
storage  and  I/O  processors,  adds  considerably  to  the  cost  of  the  hardware. 

A  major  difference  between  multiprocessor  and  uniprocessor  operating  systems  is 
certainly  the  organization  and  structure  of  the  operating  system  with  regard  to  the  multiple 
processors.  The  basic  operating  systems  organizations  for  multiprocessors  are  master/ 
slave,  separate  executive  for  each  processor,  and  symmetric  (or  anonymous)  treatment  of 
all  processors. 


11.17.1  Master/Slave 

In  master/slave  multiprocessor  organization  (En77),  one  processor  is  designated  as  the 
master  and  the  others  are  the  slaves  (Fig.  11.11).  The  master  performs  input/output  and 
computation.  The  slaves  can  run  compute-bound  jobs  effectively,  but  I/O-bound  jobs 
running  on  the  slaves  cause  frequent  calls  for  services  only  the  master  can  perform.  From  a 
reliability  standpoint,  if  a  slave  fails,  some  computing  capability  is  lost,  but  the  system  can 
still  function.  If  the  master  fails,  the  system  cannot  perform  I/O. 

Thus  the  largest  problem  with  master/slave  multiprocessing  is  the  asymmetry  of  the 
hardware. 

Only  the  master  may  execute  the  operating  system.  A  slave  processor  can  execute  only 
user  programs.  When  a  process  executing  on  a  slave  requires  the  attention  of  the  operating 
system,  it  generates  an  interrupt  and  waits  for  the  master  to  handle  the  interrupt. 
Interestingly,  the  operating  system  does  not  have  to  be  reentrant,  since  it  can  be  used  by 
only  one  processor  at  a  time,  and  in  behalf  of  only  one  user  at  a  time. 


11.17.2  Separate  Executives 

In  the  separate  executives  organization,  each  processor  has  its  own  operating  system,  and 
responds  to  interrupts  from  users  running  on  that  processor  (En77).  A  process  assigned  to 
run  on  a  particular  processor  runs  to  completion  on  that  processor.  Some  tables  contain 
information  global  to  the  entire  system  (for  example,  the  list  of  processors  known  to  the 
system);  access  to  these  tables  must  be  controlled  with  mutual  exclusion  techniques. 


Fig.  11.11  Master/slave  multiprocessing. 
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The  separate  executives  organization  is  more  reliable  than  the  master/slave  organ¬ 
ization;  the  failure  of  a  single  processor  is  unlikely  to  cause  catastrophic  system  failure. 

Each  processor  controls  its  own  dedicated  resources,  such  as  files  and  I/O  devices.  I/O 
interrupts  return  directly  to  the  processors  that  initiate  them.  Reconfiguring  the  I/O  devices 
on  the  system  may  involve  switching  the  devices  to  different  processors  with  different 
operating  systems. 

There  is  minimal  contention  over  operating  system  data  because  the  data  are  dis¬ 
tributed  among  the  individual  operating  systems  for  their  own  use.  The  processors  do  not 
cooperate  on  the  execution  of  an  individual  process.  Some  of  the  processors  may  remain 
idle  while  one  processor  executes  a  lengthy  process. 


11.17.3  Symmetrical  Organization 

Symmetrical  multiprocessing  is  the  most  complex  organization  to  implement,  and  the  most 
powerful  (En77)  (Wi80).  All  processors  are  identical.  The  operating  system  manages  a 
pool  of  identical  processors,  any  one  of  which  may  be  used  to  control  any  I/O  device  or  to 
reference  any  storage  unit. 

Because  many  processors  may  be  executing  the  operating  system  at  once,  reentrant 
code  and  mutual  exclusion  are  necessary.  Because  of  the  symmetry,  it  is  possible  to  balance 
the  work  load  more  precisely  than  with  the  other  organizations. 

Conflict  resolution  hardware  and  software  are  important.  Conflicts  between  processors 
attempting  to  access  the  same  storage  at  the  same  time  are  ordinarily  resolved  by  hardware. 
Conflicts  in  accessing  system-wide  data  are  ordinarily  resolved  by  software. 

Symmetrical  multiprocessing  systems  are  generally  the  most  reliable — a  failure  in  one 
processor  causes  the  operating  system  to  remove  that  processor  from  its  pool  of  available 
processors  and  to  note  the  difficulty.  The  system  may  continue  to  function  at  reduced  levels 
(i.e.,  graceful  degradation)  while  repairs  are  made. 

A  process  running  on  a  symmetric  multiprocessor  may  be  run  at  different  times  by  any 
of  the  equivalent  processors.  The  operating  system  floats  from  one  processor  to  the  next. 
The  processor  currently  responsible  for  system  data  and  system  functions  is  called  the 
executive  processor.  Only  one  processor  at  a  time  may  be  the  executive — this  prevents 
conflicts  over  global  system  information. 

Contention  problems  can  become  severe,  especially  because  several  processors  may 
be  in  the  supervisor  state  at  once.  Careful  design  of  system  data  structures  is  essential  to 
prevent  excessive  lockouts.  A  technique  that  minimizes  contention  is  to  divide  the  system 
data  structures  into  separate  and  independent  entities  that  may  be  locked  individually. 

Even  in  completely  symmetrical  multiprocessing  systems,  the  addition  of  new  pro¬ 
cessors  does  not  cause  system  throughput  to  increase  by  the  rated  capacity  of  the  new 
processors.  There  are  many  reasons  for  this,  including  additional  operating  system  over¬ 
head,  increased  contention  for  system  resources,  and  hardware  delays  in  switching  and 
routing  transmissions  between  an  increased  number  of  components.  A  number  of  per¬ 
formance  studies  have  been  attempted.  In  one  experiment,  an  early  Butterfly  system  with 
256  processors  operated  230  times  faster  than  a  single  processor  system  (Re86).  A  case 
study  on  the  Butterfly  appears  later  in  this  chapter. 
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11.18  CASE  STUDY:  C.MMP  AND  CM* 

Researchers  at  Carnegie-Mellon  University  have  developed  several  significant  multipro¬ 
cessor  systems.  These  include  C.mmp  and  Cm*.  C.mmp  (Sa80a)  (Wu80)  (Ha82)  (St88) 
was  a  16-processor,  tightly-coupled  system  consisting  of  PDP-1 1/40  minicomputers.  The 
processors  shared  16  storage  modules  through  a  crossbar-switch  matrix.  Accesses  from  any 
processor  to  any  storage  module  had  the  same  cost  because  of  the  symmetry  of  the 
connection  scheme.  Sixteen  storage  references  could  occur  concurrently. 

Cm*  (Ge82)  (Ha82)  (Sc86)  (St88)  is  a  loosely-coupled  system  consisting  of  50  LSI- 1 1 
microprocessors.  It  is  constructed  from  processor-storage  pairs  called  computer  modules. 
Each  of  these  is  referred  to  as  a  Cm.  Cm’s  are  grouped  into  five  clusters.  Clusters  are 
connected  by  intercluster  buses',  communication  between  clusters  is  by  message  passing. 
The  cost  of  a  storage  reference  depends  on  whether  it  is  directed  to  a  module’s  local 
storage,  to  the  storage  of  another  module  in  the  same  cluster,  or  to  the  storage  of  a  module 
in  another  cluster.  These  three  different  types  of  storage  references  have  a  cost  ratio  of 
1:3:12  (Ge82).  Thus,  optimal  performance  depends  on  ensuring  that  most  storage  refer¬ 
ences  in  an  application  are  directed  to  the  local  storages  of  the  modules  making  those 
references.  These  kinds  of  performance  issues  are  important  in  loosely-coupled  systems. 
Two  operating  systems  developed  for  the  Cm*  system  are  StarOS  (Jo79)  and  Medusa 
(Ou80). 

Schwan  and  Jones  (Sc86)  describe  processor  and  memory  scheduling  heuristics  for 
Cm*,  and  they  introduce  the  notion  of  high-level  language  constructs  called  resource  di¬ 
rectives  that  enable  programmers  to  supply  useful  information  to  the  resource  allocation 
mechanisms.  For  example,  resource  directives  may  specify  proximity  values  for  objects  to 
ensure  that  they  are  optimally  placed  in  the  same  Cm,  in  the  same  cluster,  or  in  different 
clusters  (the  default  action  leaves  the  placement  decision  to  the  operating  system).  Some 
people  would  argue  that  requiring  users  to  issue  such  machine-dependent  directives  is 
contrary  to  conventional  wisdom,  which  has  the  operating  system  performing  dynamic 
resource  allocation.  But  in  supercomputing  environments  the  single  most  important  goal  is 
processing  performance;  users  of  such  sophisticated  systems  are  often  willing  to  assume 
much  greater  responsibilities  to  realize  this  goal. 

Both  C.mmp  and  Cm*  have  been  used  to  solve  a  large  number  of  problems  exhib-iting 
a  high  degree  of  inherent  parallelism.  In  many  cases,  nearly  linear  improvements  in 
performance  (over  the  uniprocessor  approach)  have  been  achieved.  A  linear  improvement 
means  that  with  n  processors  the  job  will  execute  n  times  faster.  The  results  of  these  efforts 
have  demonstrated  the  importance  of  large-scale  multiprocessing  as  a  means  of  greatly 
reducing  the  execution  times  of  highly-parallel  algorithms. 

11.19  CASE  STUDY:  THE  BUTTERFLY 

Permission  credit:  This  case  study  was  condensed  and  adapted  with  permission  from  documentation 
supplied  to  the  author  by  BBN  Advanced  Computers  Inc.  of  Cambridge,  Massachusetts.  The  author  is 
grateful  to  Deborah  Fanton  of  BBN  Advanced  Computers  Inc.  for  facilitating  the  preparation  and 
review  of  these  materials. 
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The  Butterfly  is  a  multiprocessor  system  developed  by  BBN  Advanced  Computers  Inc.  of 
Cambridge,  Massachusetts  (BN88).  The  multistage  processor  interconnection  mechanism, 
called  the  Butterfly  switch ,  enables  up  to  128  processors  to  be  connected  and  to  execute  a 
total  of  over  300  MIPS. 

Groups  of  processors  called  clusters  may  be  dedicated  to  specific  applications;  this  is 

especially  significant  in  real-time  applications.  A  cluster  may  run  one  of  two  operating 
systems — the  pSOS  real-time  operating  system  developed  by  Software  Concepts,  Inc.,  or 
the  Mach  1000  system  developed  at  Carnegie  Mellon  University  and  extended  by  BBN; 
Mach  1000  is  based  on  UNIX  operating  systems. 

The  Butterfly  is  an  MIMD  multiprocessor  in  which  each  processor  may  execute  in¬ 
dependently  on  private  data  or  shared  data;  processors  can  access  one  another’s  data  using 
symmetric  shared  global  memory.  Applications  programmers  need  not  specify  which  tasks 
are  to  execute  on  which  processors,  although  they  may  do  so  if  they  wish. 

Each  identical  processor  card  contains  a  complete  computer  system,  including  a 
Motorola  68020  microprocessor,  a  68882  floating  point  coprocessor,  a  68851  paged- 
inemory  management  unit,  a  Butterfly  switch  interface,  and  on-board  memory. 

Users  may  add  processor  cards  to  add  computing  power.  The  Butterfly  uses  the  X 
Window  System  developed  at  MIT.  It  communicates  over  distributed  computing  networks 
using  Ethernet  with  TCP/IP  protocols  (see  Chapter  16).  The  virtual  address  space  can  be  as 
large  as  four  gigabytes. 

The  Mach  1000  operating  system  extends  Berkeley’s  UNIX  4.3BSD  operating  system 
(see  Chapter  18)  to  a  multiprocessing,  shared-memory  environment.  Mach  1000  performs 
dynamic  load  balancing  among  processors  so  that  available  processor  capacity  is  utilized. 

Jobs  may  run  independently  of  one  another,  or  they  may  communicate  asyn¬ 
chronously.  Processors  may  share  some  or  all  of  the  system  memory.  Primary  memory  can 
be  as  large  as  512  megabytes.  Access  to  a  remote  memory  on  another  processor  is 
performed  almost  as  fast  as  access  to  a  processor’s  local  memory. 

The  Butterfly  is  a  homogeneous  multiprocessor — all  processor  cards  are  identical  and 
any  processor  may  perform  any  task.  This  simplifies  programming  because  the  pro¬ 
grammer  need  not  be  concerned  with  assigning  tasks  to  specific  processors,  nor  with  how 
many  processors  there  are.  This  also  facilitates  scaling  and  fault  tolerance ;  programs  need 
not  be  recoded  to  run  on  larger  or  smaller  configurations,  and  programs  can  run  on  available 
processors  even  in  the  presence  of  failed  processors. 

Each  processor  card  delivers  2.5  MIPS.  The  processor  node  controller  (PNC)  on  each 
card  provides  multiprocessing  capabilities  not  available  in  the  68020.  The  PNC  sends 
messages  to  other  processors  over  the  Butterfly  switch  and  receives  messages  from  the 
switch.  The  PNC  provides  various  indivisible  atomic  operations  to  application  programs. 
P’or  example,  atomicadd  enables  one  processor  to  read  and  increment  a  memory  location 
while  preventing  other  processors  from  accessing  the  location  simultaneously.  Atomic 
operations  are  used  to  implement  mutual  exclusion  constructs  in  the  operating  system. 
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11.19.1  The  Butterfly  Switch 

The  Butterfly  switch  uses  packet  switching  techniques  like  those  used  in  computer  net¬ 
works  (see  Chapter  16)  to  effect  interprocessor  communication,  handle  remote  memory 
access,  and  interface  with  the  PNCs. 

Data  operations  on  the  MC68020  trigger  the  switch.  A  data  request  issued  by  a  pro¬ 
cessor  causes  the  local  MMU  (memory  management  unit)  to  convert  the  virtual  address  of 
the  data  to  a  physical  address.  References  to  local  memory  may  occur  directly.  References 
to  remote  memory  cause  the  local  PNC  to  form  a  message  packet  consisting  of  the 
destination  address  and  the  data  request ;  the  message  is  then  passed  between  switching 
elements  in  the  Butterfly  switch  to  the  destination  where  it  is  processed. 

Figure  11.12  shows  a  16-input/ 16-output  Butterfly  switch  module.  Each  of  the  eight 
boxes  in  the  figure  is  a  custom  VLSI  chip  containing  a  4-input/4-output  crossbar  switch.  By 
combining  eight  of  these  chips  in  two  banks  of  four  switches  each,  we  implement  a 
multistage  network  with  only  16  internal  paths.  Each  switching  phase  has  a  125-nanos- 
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Fig.  11.12  First  step  through  the  Butterfly  switch.  (Courtesy  BBN  Advanced  Com¬ 
puters  Inc.) 
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econd  delay,  so  messages  arrive  more  slowly  than  if  traveling  over  point-to-point  connec¬ 
tions,  but  this  is  acceptable  considering  the  greatly  reduced  cost  of  the  switching  network. 

To  see  how  the  Butterfly  switch  works,  let  us  follow  a  message  from  the  processor  at 
switch  input  node  5  to  the  processor  at  switch  output  node  14  (=  1110  binary).  The  PNC 
creates  a  message  packet  with  the  destination  switch  output  node  address  and  the  data  to  be 
transmitted  (Fig.  1 1.12),  and  passes  this  to  the  first  switching  chip.  This  chip  strips  off  the 
two  low-order  bits  ( 1 0)  of  the  destination  switch  output  node  address,  and  uses  these  bits  to 
direct  the  message  to  the  switch’s  output  port  2  (Fig.  I  1.13).  The  appropriate  switch  chip  in 
the  second  column  now  receives  the  message  packet  and  strips  off  the  remaining  two 
address  bits  to  select  this  chip’s  output  port  3  (Fig.  I  1.14).  At  this  point  the  proper  circuit 
path  has  been  established  and  the  data  transmission  proceeds  until  an  end-of-data  indication 
is  reached. 

The  switch  makes  all  references  to  memory  appear  to  be  logically  equivalent;  the 
programmer  does  not  differentiate  between  local  references  and  remote  references.  A  read 
from  a  remote  memory  location  causes  the  PNC  to  send  a  request  for  the  data  to  the 


Fig.  11.13  Second  step  through  the  Butterfly  switch.  (Courtesy  BBN  Advanced 
Computers  Inc.) 
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Fig.  11.14  Third  step  through  the  Butterfly  switch.  (Courtesy  BBN  Advanced 
Computers  Inc.) 

appropriate  processor  card.  The  remote  PNC  receives  the  message,  reads  the  contents  from 
the  specified  location,  and  returns  a  reply  message  to  the  source  processor  card. 

All  the  switching  is  in  the  hardware  and  is  completely  transparent  to  the  application 
programmer.  The  Butterfly  switch  is  tightly  coupled:  this  eliminates  the  need  for  buffering 
messages  within  the  switch  as  is  often  necessary  in  loosely-coupled  designs.  Data  can  be 
transferred  between  pairs  of  processors  at  a  net  rate  of  approximately  24  Mbits/second. 
Many  such  transfers  may  be  in  progress  at  once,  yielding  a  maximum  4-gigabits-per- 
second  transfer  rate. 

Contention  can  become  a  problem  in  shared-memory  systems,  especially  as  separate 
processors  attempt  to  access  the  same  memory  locations  (St88).  The  Butterfly  has  several 
features  that  reduce  contention.  Each  of  the  switching  elements  in  the  Butterfly  switch  has 
four  independent  output  ports,  so  arriving  messages  are  likely  to  exit  simultaneously  at 
different  ports.  The  Butterfly  switch  is  nonblocking',  all  but  one  of  the  messages  that  collide 
at  the  same  output  port  are  returned  to  their  sources  to  free  the  switch  paths.  The  PNC  waits 
for  a  short  random  period  and  transmits  again  over  an  alternate  path  (we  will  see  this  kind  of 
logic  again  in  the  discussion  of  Ethernet  in  Chapter  16).  A  blocking  system  would  allow 
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waiting  messages  to  back  up  in  the  switch  until  they  could  be  serviced;  this  could  cause 
congestion  in  the  switch  and  consequent  performance  degradation. 

To  maximize  parallelism  and  minimize  contention,  the  Butterfly  can  distribute  data 
across  its  various  local  memories  (Pa86).  A  scattering  routine  is  provided  in  the  Butterfly’s 
library  of  operating  system  routines. 

The  Butterfly  may  be  expanded  by  adding  more  processor  cards  and  switching  ele¬ 
ments;  this  does  not  require  additional  programming.  This  kind  of  modular  expansion 
differs  from  that  on  bus-based  multiprocessors  where  the  bus  may  become  saturated  and 
require  the  addition  of  other  buses  and  appropriate  software  for  coordinating  the  separate 
buses  (T086)  (Md87). 

Most  Butterfly  systems  incorporate  extra  switching  nodes  to  allow  two  separate  paths 
between  every  pair  of  processor  cards.  This  allows  messages  “backed  off'  from  the  switch 
to  be  retransmitted  almost  instantaneously. 


11.19.2  The  Mach  1000  Operating  System 

Mach  provides  various  means  for  accessing  specific  processors  and  for  interprocessor 
communication  (BN88)  (Fi89).  Mach  uses  its  own  virtual  memory  subsystem.  Memory 
regions  have  inheritance  and  protection  attributes.  Inheritance  provides  shared  memory 
between  related  processes. 

The  Mach  kernel  uses  various  objects.  Per  process  address  maps  are  objects  that  de¬ 
fine  a  process’s  virtual  address  space.  Virtual  memory  objects  define  the  backing  store  for  a 
group  of  pages,  keep  track  of  where  the  pages  are,  and  identify  the  paging  routines.  Shared 
memory  maps  are  objects  that  enable  separate  per-process  address  maps  to  share  the  same 
virtual  memory  object.  Resident  page  tables  are  objects  that  maintain  the  status  of  physical 
pages  (free,  active,  or  inactive). 

Pages  to  be  swapped  are  placed  in  the  disk  buffer  cache  where  they  remain  until  they 
must  be  written.  Thus,  page-outs  generally  only  result  in  high-speed  processor-card-to- 
processor-card  copying;  Mach  spreads  the  disk  buffer  cache  across  the  memories  in  all  the 
processor  cards.  With  a  large  buffer  cache,  it  is  likely  that  a  needed  page  will  be  in  the 
buffer  cache  and  will  be  accessible  at  very  high  speed  compared  with  the  time  required  for 
to  a  disk  access. 

A  user  may  create  a  new  process  on  a  specific  processor  with  the  fork-and-bind  () 
system  call.  Portions  of  virtual  memory  may  be  allocated  to  a  specific  processor  with  the 
vm-allocate-and-bind  ()  call;  this  call  is  helpful  in  establishing  shared  memory  to  support 
interprocess  communication.  Mach  1000  currently  executes  single-threaded  tasks. 

Mach  1000  enables  processors  to  be  grouped  in  clusters.  The  public  cluster  contains 
processors  that  any  user  can  access.  The  free  cluster  contains  idle  processors.  Private 
clusters  are  owned  by  their  creators. 

Mach’s  virtual  memory  scheme  has  a  copy-on-write  capability  (Fi89).  Normally,  only 
a  single  copy  of  data  being  read  by  several  tasks  exists.  Only  when  a  process  attempts  to 
modify  that  data  does  the  process  get  its  own  copy.  This  simple  scheme  saves  considerable 
time  and  memory. 


340  Distributed  Computing:  The  Parallel  Computation  View 


To  simplify  shared-memory  parallel  programming,  Mach  1000  supports  the  Uniform 
System  run-time  applications  library.  This  optional  set  of  system  calls  frees  the  program¬ 
mer  from  explicitly  managing  memory  resources  and  processor  resources. 

The  memory  management  system  tries  to  keep  all  memory  modules  busy;  in  doing  so, 
it  spreads  the  work  around  to  avoid  contention  over  one  or  a  few  memory  modules. 
Processor  management  tries  to  keep  all  the  processors  busy.  Each  processor  can  be  given  its 
own  set  of  frequently-referenced  data.  Variables  can  be  shared  among  processors  so 
changes  are  immediately  apparent  to  all  processors. 

Processors  may  also  be  scheduled  just  once  at  the  beginning  of  the  run  time.  Static 
processor  scheduling  assigns  specific  tasks  to  specific  processors;  dynamic  load  balancing 
distributes  the  work  to  keep  all  the  processors  busy  and  achieve  maximum  processing 
throughput.  Both  methods  have  their  uses  for  specific  applications. 


11.19.3  The  pSOS  Real-Time  Operating  System 

The  pSOS  operating  system  is  a  fast,  predictable-response  operating  system  for  supporting 
real-time  applications  (BN88).  Processes  may  be  scheduled  with  255  priority  levels  (see 
Chapter  10).  Processes  may  be  designated  as  nonpreemptible.  Processes  may  be  either 
running,  ready,  blocked,  or  suspended.  Processes  with  the  same  priority  execute  round 
robin. 

Memory  management  is  performed  either  with  fixed-size  buffers  or  with  variable-size 
segments;  the  segment  search  is  done  with  the  first-fit  algorithm.  To  ensure  the  rapid 
responses  required  in  real-time  systems,  pSOS  memory  structures  are  not  pageable;  they 
remain  in  primary  storage. 

Interprocess  communication  is  either  by  shared  memory  or  by  named  message  ex¬ 
changes.  Each  exchange  maintains  a  message  queue.  Messages  are  written  to  or  from  the 
message  queue.  Objects  are  either  user-defined  objects,  processes,  message  exchanges,  or 
memory  buffers. 

Process  synchronization  is  by  an  event  mechanism.  Each  process  may  define  up  to  15 
events.  A  process  may  wait  on  events;  other  processes  signal  those  events. 

Remote  calls  may  be  used  to  perform  various  functions  on  remote  processors  instead  of 
the  local  processor.  Those  calls  enable  a  process  running  on  one  processor  to  resume  a 
suspended  process,  get  a  process  ID,  or  signal  an  event  on  a  remote  processor.  Programs  are 
implemented  as  sets  of  tasks  that  may  run  on  any  of  the  identical  processors. 


1 1 .20  CASE  STUDY:  THE  CONNECTION  MACHINE 

Permission  credit:  This  case  study  was  condensed  and  adapted  with  permission  from  various 
publications  supplied  to  the  author  by  Thinking  Machines  Corporation  of  Cambridge,  Massachusetts. 

One  of  the  most  highly-parallel  supercomputers  currently  available  is  the  Connection 
Machine  (CM)  built  by  Thinking  Machines  Corp.  of  Cambridge,  Massachusetts  (Hi85) 
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(Er86)  (St87)  (Th87)  (Wa87)  (Ka88)  (Th88).  The  CM  is  an  SIMD  array  processor,  it  has  up 
to  64K  (65,536)  processors  and  can  execute  several  billion  instructions  per  second.  No 
other  machine  today  has  attempted  such  massive  parallelism.  The  CM  was  designed  by 
Daniel  Hillis  and  is  based  on  work  he  did  while  a  graduate  student  at  MIT  working  with 
Marvin  Minsky,  one  of  the  founders  of  the  field  of  artificial  intelligence. 

It  is  simply  too  tedious  to  program  each  of  tens  of  thousands  of  processors  separately. 
Therefore,  programmers  attempt  to  take  advantage  of  data-level parallelism  (Hi86)  (Th86), 
i.e.,  applications  in  which  it  is  possible  to  perform  the  same  operations  simultaneously  on 
perhaps  thousands  of  separate  data  items.  Such  applications  include  database  retrieval,  text 
searching  (St86),  and  image  processing  (Sb86)  (Wa87).  The  parallelism  is  achieved 
automatically  by  cooperation  between  the  CM  and  its  compilers. 

The  CM  processors  are  controlled  by  as  many  as  four  front-end  computers.  Each  of  the 
processors  has  a  relatively  small  local  memory.  Interprocessor  communication  uses  a 
packet  switching  approach. 

The  CM  is  programmed  in  parallel  extensions  of  Fortran,  C,  and  Lisp.  A  10-gigabyte 
mass  storage  is  connected  via  a  high-bandwidth  I/O  channel.  The  high-resolution  (1280  X 
1024)  color  display  can  be  refreshed  at  1  -gigabit  per  second;  this  is  sufficiently  fast  for  real¬ 
time  animation. 

Each  processor  has  an  arithmetic-logic  unit  (ALU),  64K  bits  of  bit-addressable 
memory,  four  1-bit  flag  registers,  an  optional  floating  point  accelerator,  a  router  interface,  a 
connection  grid  interface,  and  an  I/O  interface.  The  processors  communicate  by  data 
parallel  message  passing;  every  processor  can  send  or  fetch  data  to  or  from  the  local 
memory  of  another  processor  simultaneously.  The  largest  CM-2  can  have  512  megabytes 
of  memory. 

The  Connection  Machine  has  two  built-in  processor  interconnection  schemes  (De86), 
namely  a  broadcast  neps’ork,  which  ties  every  processor  to  a  central  computer,  and  a  16- 
dimensional  hypercube,  which  connects  all  the  processors  together  so  that  no  message  from 
one  processor  need  pass  through  more  than  16  connections  to  reach  any  destination 
processor. 

11.20.1  Data  Parallel  Computation 

A  front-end  system  such  as  a  VAX,  a  Sun,  or  a  Symbolics  system  controls  interaction  with 
the  CM.  Users  work  on  the  front-end  system;  the  front  end  passes  appropriate  work  to  the 
CM  and  receives  responses. 

With  data  parallel  computing  the  CM  assigns  a  separate  processor  to  every  data  el¬ 
ement.  Processors  process  information  in  their  own  local  memories  and  they  can  com¬ 
municate  with  one  another. 

The  front-end  machine  stores  and  executes  the  program.  The  CM  stores  the  data  ob¬ 
jects.  The  front  end  issues  commands  to  the  CM  to  operate  in  parallel  on  data  objects.  The 
front  end  can  also  operate  on  data  in  the  CM  memory.  Instructions  are  broadcast  to  the  CM 
processors  by  the  front  end;  these  instructions  are  then  executed  simultaneously  by  all  the 
processors. 
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The  CM  uses  ANSI  Fortran  8x  which  includes  various  array-processing  extensions. 
The  CM  assembly  language  is  called  Paris;  the  various  high-level  language  compilers 
translate  source  code  to  Paris. 

The  processors  can  communicate  with  memory  at  a  total  rate  of  300  gigabytes  per 
second.  At  capacity,  the  CM-2  can  perform  32-bit  additions  at  2500  MIPS;  with  its  floating 
point  accelerator  option  it  can  perform  3500  megaflops  using  single  precision,  or  2500 
megaflops  using  double  precision. 

The  router  allows  any  processor  to  reference  any  memory  location  in  any  of  the  local 
memories,  thus  providing  the  view  of  a  very  large  shared  memory.  The  router  typically 
performs  32-bit  data  accesses  at  80  million  to  250  million  per  second. 

Instead  of  simply  using  a  two-dimensional  grid,  CM-2  enables  grids  such  as  256  X  256, 
1024  x  64,  8  x  8192,  64  x  32  x  32,  16  x  16  x  16  x  16,  and  8  x  8  x  4  x  8  x  8  x  4  to  be  formed 
dynamically.  This  makes  it  convenient  to  configure  the  Connection  Machine  to  the  parallel 
structures  appropriate  for  different  kinds  of  problems. 

The  front  end  sends  Paris  instructions  to  the  CM-2.  The  CM-2  appears  as  an  extension 
to  the  front  end.  Paris  includes  options  such  as  integer  arithmetic,  floating  point  arithmetic, 
interprocessor  communication,  vector  summation,  matrix  multiplication,  and  sorting.  Paris 
instructions  are  processed  by  a  sequencer,  which  breaks  down  the  instructions  into  more 
fundamental  operations.  The  sequencer  then  broadcasts  these  operations  to  the  processors. 

The  CM  routes  the  separate  elements  of  each  data  structure  to  separate  processors  so 
that  each  element  of  a  data  structure  can  be  processed  simultaneously.  A  scalar  involved  in 
an  operation  that  yields  a  parallel  data  structure  (such  as  multiplying  every  element  of  an 
array  by  a  constant)  is  broadcast  to  all  the  processors. 

Parallel  data  can  be  involved  in  an  operation  that  yields  a  scalar  result  such  as  summing 
the  elements  of  an  array.  Such  an  operation  would  be  performed  on  the  CM  by  organizing 
the  elements  into  a  balanced  binary  tree  (Fig.  11.15). 


11.20.2  Connection  Machine  Fortran 

The  Connection  Machine  uses  ANSI  standard  Fortran  77  extended  to  include  A NSI  Fortran 
8x.  The  8x  features  treat  arrays  as  parallel  data  structures ,  thus  enabling  the  separate 
processors  of  the  Connection  Machine  to  operate  on  each  element  of  an  array  simultane¬ 
ously.  Fortran  8x  is  an  evolving  standard  so  some  of  the  features  described  here  may 
change.  Some  Fortran  8x  features  implemented  on  the  CM  include 

■  vector-valued  subscripts 

■  the  FORALL  statement  (which  can  assign  values  to  all  the  elements  of  an  array  si¬ 
multaneously) 

■  various  intrinsic  functions  such  as  DIAGONAL ,  REPLICATE,  RANK,  PROJECT, 
FIRSTLOC.  and  LASTLOC. 

The  current  version  of  Fortran  runs  under  the  Ultrix  operating  system  on  a  DEC  VAX 
front  end  with  a  VAXBI  bus  connected  to  a  Connection  Machine. 
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A  ( 1 )  A  ( 2)  A(3)  A(4)  A(5)  A(6)  A(7)  A(8) 


First  addition  + 


Second  edition 


Third  addition 


Fig.  11.15  Summing  the  elements  of  an  array  in  parallel  with  the  Connection 
Machine. 


Let  us  consider  some  of  the  array  processing  features  of  Fortran  8x.  The  statement 

A  =  B  +  C 

works  equally  well  for  scalars,  vectors,  matrices,  and  /7-dimensional  arrays;  it  adds  all  the 
elements  of  C  to  the  corresponding  elements  of  B  and  stores  the  results  in  the  corresponding 
elements  of  A. 

Array  elements  are  placed  in  the  CM,  one  per  processor.  The  communications  grid  of 
Ihe  CM  is  a  natural  environment  for  array  processing;  the  grid  can  mirror  the  structures  of 
various  types  of  arrays.  Context  flags  are  set  to  highlight  all  the  elements  of  an  array  to  be 
processed;  the  CM  then  processes  only  those  elements  simultaneously. 

Fortran  8x  includes  the  array  reduction  operations  of  SUM,  PRODUCT,  MAXVAL, 
M1NVAL,  ANY,  and  ALL.  It  also  provides  operations  such  as  vector  dot  product  (DOT PRO¬ 
DUCT)  and  matrix  multiplication  (MATMUL). 

Given  matrix  M  with  30  rows  and  56  columns,  the  call 

SUM  (M,  DIM  =  1) 

produces  a  56-element  vector  of  the  column  sums:  the  call 

MAXVAL  (M,  DIM  =  2) 

produces  a  30-element  vector  of  the  maximum  values  stored  in  each  of  the  rows. 
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Reduction  operations  may  be  modified  by  a  mask  argument.  The  mask  is  simply  a 
boolean  vector  specifying  which  subset  of  the  elements  of  an  array  is  to  be  processed;  the 
CM  processes  only  those  elements. 

Fortran  8x  includes  various  operations  that  treat  entire  arrays  as  individual  objects. 
These  include  MERGE,  which  merges  two  arrays  under  the  control  of  a  mask,  SPREAD 
which  replicates  an  array  along  a  new  dimension,  TRANSPOSE  which  transposes  a  two- 
dimensional  matrix,  CSHIFT  which  circular  shifts  an  array,  and  EOSH1FT  which  does  an 
end-off  array  shift. 

The  WHERE  statement  uses  a  boolean  mask  array  to  select  the  elements  of  an  array  to 
be  processed.  The  statement 

WHERE  (A  . GE.  0)  A  =  SQRT  (A) 

causes  each  element  of  A  that  is  greater  than  or  equal  to  zero  to  be  replaced  by  its  square 
root;  negative  elements  remain  as  is.  All  selected  elements  of  the  array  are  processed  si¬ 
multaneously. 

The  statement 


WHERE  (B  .NE.  0) 

C  =  A  /  B 
ELSEWHERE 

C  =  INFINITY 
END  WHERE 

divides  only  the  nonzero  elements  of  B  into  the  corresponding  elements  of  A  and  stores  the 
results  in  the  corresponding  elements  of  C;  for  those  elements  of  B  that  are  equal  to  zero,  the 
corresponding  elements  of  C  are  set  to  INFINITY.  Again,  all  appropriate  elements  of  the 
arrays  are  processed  simultaneously. 

The  FORALL  statement  enables  the  use  of  indicies  (and  additionally  a  mask,  if  desired) 
to  specify  the  array  elements  to  be  processed.  The  statement 

FORALL  (I  =  1:N,  J  =  1:N)  H(I,J)  =  1.0  /  REAL ( I  +  J  -  1) 

sets  all  elements  of  rows  I  to  N  and  columns  1  to  N  to  the  indicated  expression;  the  value 
of  the  expression  in  this  statement  is  sensitive  to  both  the  row  subscript  and  the  column 
subscript  of  each  particular  element. 

The  statement 

FORALL  (I  =  1 : N,  J  =  1:N,  I  . GT .  J)  H(I,J)  =  0.0 
uses  a  mask  expression  to  zero  every  element  of  the  array  below  the  diagonal. 


11.20.3  Interprocessor  Communication  in  Fortran  8x 

Fortran  8x  enables  the  specification  of  array  sections.  These  are  portions  of  arrays  that  may 
be  used  anywhere  entire  arrays  are  used.  If  A  is  a  10  X  10  matrix,  then  the  upper  left 
quadrant  of  A  is  specified  by  A(  1 :5, 1:5),  which  is  a  5  X  5  array.  The  upper-right  quadrant  of 
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A  is  specified  by  A(1 :5,  6:10),  also  a  5  X  5  array.  The  statement 
A  (1  :  5, 1 : 5)  =  A(l:5,6:10) 

copies  the  array  section  consisting  of  the  upper-right  quadrant  of  A  to  the  array  section 
consisting  of  the  upper-left  quadrant  of  A.  The  statement 

A ( 1 : 3 , 1 : 4 )  =  A ( 1 : 1 0 : 4 , 1:10:3) 

replaces  the  3x4  array  section  at  the  top  left  portion  of  A  with  the  3x4  array  section 
consisting  of  these  selected  elements 

A  ( 1 ,  1 )  A  ( 1 , 4  )  A(l, 7)  A  ( 1 ,  1  0  ) 

A  (  5,  1 )  A  (  5 ,  4  )  A  ( 5 , 7  )  A(5,10) 

A  (  9, 1 )  A ( 9 , 4 )  A (9, 7)  A(9,10) 

Fortran  8x  enables  the  use  of  vector-valued  subscripts  to  effect  interprocessor  com¬ 
munication.  A  subscript  vector  is  used  to  select  elements  from  a  source  vector ;  these  el¬ 
ements  may  then  be  assigned  to  a  destination  vector.  Remembering  that  individual  ele¬ 
ments  are  stored  at  different  processors,  this  provides  a  straightforward  means  of  inter¬ 
processor  communication.  For  example,  to  transmit  values  from  the  processors  storing 
array  V  to  the  processors  storing  array  B,  we  might  use  a  series  of  statements  such  as 

S  =  [1,2,2,3,3,3,2,2,1,7,1,1,3,3,3,21 
V  =  [15,20,25,30,35,40,45] 

B  -  V(S) 

After  these  statements  are  executed  on  the  Connection  Machine,  the  elements  of  B  will  be 

[15,20,20,25,25,25,20,20,15,45,15,15,25,25,25,20] 

Fortran  77  certainly  has  the  ability  to  perform  the  types  of  operations  we  have  dis¬ 
cussed  in  this  section,  but  these  operations  are  performed  on  individual  scalars  sequentially; 
Fortran  8x  running  on  the  Connection  Machine  operates  on  every  element  of  an  array 
simultaneously,  offering  a  huge  increase  in  performance. 


11.20.4  Data  Parallel  Programming:  The  Sieve  of  Eratosthenes 

The  sample  Fortran  8x  program  in  Fig.  11.16  finds  all  prime  numbers  less  than  1 00,000  by 
the  method  of  the  Sieve  of  Eratosthenes  (Bk87)  (Th87).  The  PRIME  array  is  a  99999- 
element  boolean  array,  each  element  of  which  is  initally  set  to  .FALSE.  Elements  are  set  to 
TRUE,  as  their  subscripts  are  determined  to  be  prime.  CANDIDATE  is  a  99999-element 
boolean  array  with  each  element  initally  set  to  .TRUE,  with  the  exception  of  CANDI¬ 
DATE)  1).  Elements  are  set  to  .FALSE,  as  it  is  determined  that  their  subscripts  are  not  prime. 
Statement  20  returns  the  subscript  of  the  first  TRUE,  element  in  CANDIDATE,  initially  2, 
so  this  element  of  the  PRIME  array  is  set  to  .TRUE.  The  FORALL  statement  now  sets  every 
element  whose  subscript  is  a  multiple  of  2  to  .FALSE,  because  these  subscripts  cannot  be 
primes.  The  IF  statement  tests  if  there  are  any  remaining  candidates  to  be  checked.  If  not. 
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SUBROUTINE  FINDPRIMES (PRIME) 

PARAMETER  (N  =  99999) 

LOGICAL  PRIME (N) , CANDIDATE (N) 

PRIME  =  .FALSE. 

CANDIDATE  =  .TRUE. 

CANDIDATE (1)  =  .FALSE. 

20  NEXTPRIME  =  MINLOC ( [1 , N] , CANDIDATE) 

PRIME (NEXTPRIME)  =  .TRUE. 

FORALL  (I  =  1 :N,  MOD (I, NEXTPRIME)  . EQ .  0) 

CANDIDATE (I)  =  .FALSE. 

IF  (ANY (CANDIDATE) )  GO  TO  20 

RETURN 

END 

Fig.  11.16  Finding  prime  numbers  using  the  Sieve  of  Eratosthenes  with  parallel 
Fortran  8x  on  the  Connection  Machine.  (Courtesy  Thinking  Machines  Corporation.) 


the  subroutine  returns  the  PRIME  array.  If  candidates  remain,  the  program  proceeds  to 
statement  20.  where  it  gets  the  subscript  of  the  next  candidate,  identifies  this  number  as  a 
prime,  removes  all  multiples  of  this  number  from  candidacy,  and  so  on. 

Let  us  consider  how  the  massive  parallelism  of  the  Connection  Machine  speeds  the 
execution  of  this  algorithm.  Each  of  the  parallel  operations  requires  two  “cycles”  of  the 
machine  (because  the  arrays  are  larger  than  the  number  of  processors  in  the  machine).  Each 
array  is  initialized  in  parallel,  the  smallest  candidate  is  located  with  a  parallel  search,  the 
multiples  of  NEXTPRIME  are  eliminated  in  parallel,  and  the  test  if  any  candidates  remain  is 
performed  in  parallel.  Each  of  these  operations  on  a  sequential  machine  requires  execution 
time  proportional  to  the  size  of  the  array.  On  the  Connection  Machine  the  execution  time 
flattens  to  a  single  “cycle"  for  arrays  smaller  than  64K:  for  arrays  larger  than  64K, 
execution  time  is  proportional  to  the  number  of  elements  divided  by  64K  (and  rounded  up 
to  the  next  higher  integer). 

SUMMARY 

A  multiprocessing  system  employs  several  processors.  Few  programs  written  today  exploit 
concurrency.  The  real  hope  in  this  area  is  for  hardware,  compilers,  and  operating  systems  to 
detect  parallelism  automatically. 

Two  common  techniques  used  to  exploit  implicit  parallelism  are  loop  distribution  and 
tree  height  reduction.  In  loop  distribution,  iterations  that  may  be  performed  independently 
of  one  another  are  separated  into  concurrently  executable  units.  Tree  height  reduction 
applies  the  commutative,  associative,  and  distributive  properties  of  arithmetic  to  rearrange 
algebraic  expressions  to  make  them  amenable  to  concurrent  execution.  The  never  wait  rule 
states  that  it  is  better  to  give  a  processor  a  task  that  may  or  may  not  be  used  eventually  than 
to  let  the  processor  sit  idle. 
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The  most  common  processor  interconnection  schemes  are  the  shared  bus,  the  crossbar- 
switch  matrix,  the  hypercube,  and  the  general  multistage  network.  The  shared  bus  uses  a 
single  communication  path  between  all  the  functional  units.  Its  disadvantages  are  that  the 
entire  system  fails  if  the  bus  fails,  the  transmission  rate  of  the  system  is  constrained  by  the 
transmission  rate  of  the  bus,  and  contention  for  the  bus  can  cause  performance  degradation. 

In  the  crossbar-switch  matrix  there  is  a  separate  path  to  every  storage  unit.  This  allows 
transmissions  to  and  from  all  possible  pairs  of  storage  units  simultaneously.  The  main 
disadvantage  of  this  organization  is  the  complexity  of  the  crossbar  switch. 

Loosely-coupled  multiprocessing  involves  connecting  two  or  more  independent  com¬ 
puter  systems  via  a  communication  link.  Tightly-coupled  multiprocessing  uses  a  single 
storage  shared  by  all  the  processors. 

The  basic  operating  system  organizations  for  multiprocessors  are  master/slave,  sepa¬ 
rate  executives,  and  symmetric  treatment  of  all  processors.  Master/slave  is  the  easiest  to 
implement.  Only  the  master  may  execute  the  operating  system.  The  operating  system  does 
not  have  to  be  reentrant,  and  mutual  exclusion  for  system  data  is  greatly  simplified.  A 
failure  of  the  master  causes  catastrophic  system  failure. 

In  the  separate  executives  organization  each  processor  has  its  own  operating  system 
and  controls  its  own  resources.  A  process  runs  to  completion  on  the  processor  to  which  it  is 
assigned. 

Symmetrical  multiprocessing  is  the  most  complex  organization  to  implement  and  the 
most  powerful.  The  operating  system  manages  a  pool  of  identical  processors.  A  failure  of  a 
single  processor  causes  the  operating  system  to  remove  the  processor  from  the  pool  of 
processors,  but  the  system  continues  to  function.  A  process  may  be  run  at  different  times  by 
different  processors.  Contention  can  become  a  problem  because  several  processors  may  be 
in  the  supervisor  state  at  once. 

Several  multiprocessor  systems  were  discussed,  including  C.mmp,  Cm*,  the  Butterfly, 
and  the  Connection  Machine. 

Parallel  computation  is  growing  in  importance  and  is  certain  to  be  a  major  influence  on 
the  evolution  of  operating  systems. 
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array  processor 

asymmetric  multiprocessing 

Butterfly 

Butterfly  switch 

catastrophic  failure 

Cedar 

C.mmp 

Cm* 

combining 
Connection  Machine 
contention 


copy-on-write 
Cosmic  Cube 
CRAY  X-MP 
crossbar-switch  matrix 
data  flow  computer 
data  parallel  computing 
data  stream 

detection  of  parallelism 
disk  buffer  cache 
dynamic  load  balancing 
explicit  parallelism 
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fault  tolerance 
fetch-and-add  instruction 
fifth  generation  project 
FORALL  statement 
Fortran  8x 
gigaflops 

graceful  degradation 
homogeneous  multiprocessor 
hypercube 
implicit  parallelism 
instruction  stream 
interprocessor  communication 
loop  distribution 
loosely-coupled  multiprocessing 
Mach 

massive  parallelism 
master/slave 

message-based  multiprocessing 
MIMD  (multiple  instruction  stream, 
multiple  data  stream) 

MISD(multiple  instruction  stream,  single 
data  stream) 


multiprocessing 

multistage  interconnection  network 

named  message  exchange 

never  wait  rule 

nonblocking  switch 

NYU  Ultracomputer 

objects  in  Mach 

pipeline 

processor  node  controller 
scaling 

scattering  routine 
shared  bus 

shared  memory  multiprocessing 
SIMD  (single  instruction  stream,  multiple 
data  stream) 

SISD  (single  instruction  stream,  single  data 
stream) 

symmetric  multiprocessing 
tightly-coupled  multiprocessing 
timeshared  bus 
tree-height  reduction 
vector  processor 


EXERCISES 

11.1  Discuss  loop  distribution,  tree-height  reduction,  and  the  never  wait  rule. 

11.2  Describe  the  shared  bus  multiprocessor  organization.  What  are  its  advantages  and  disadvan¬ 
tages? 

11.3  What  architectural  approaches  can  designers  use  to  minimize  the  chance  of  catastrophic 
failure? 

1 1.4  Describe  the  crossbar-switch  matrix  multiprocessor  organization.  What  are  its  advantages  and 
disadvantages? 

11.5  Distinguish  between  explicit  parallelism  and  implicit  parallelism. 

11.6  Distinguish  between  loosely-coupled  multiprocessing  and  tightly-coupled  multiprocessing. 

11.7  Compare  and  contrast  the  master/slave,  separate  executives,  and  symmetrical  multiprocessor 
operating  system  organizations. 

11.8  What  aspect  of  the  architecture  of  C.mmp  made  it  inappropriate  for  very  large-scale 
multiprocessing?  Why  is  Cm*  more  appropriate  for  this  purpose? 

11.9  As  a  computer  systems  designer  with  both  hardware  and  software  expertise,  you  have  been 
given  the  task  of  designing  an  ultra-high  reliability  multiprocessing  system.  Discuss  the  hardware  and 
software  techniques  you  would  employ. 
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11.10  Consider  the  following  program  segment  taken  from  a  Pascal  program 

for  i  :=  1  to  20  do 
if  x  =  0  then 

y (i)  =  3.5 

else  y(i)  =  5 

a)  Recode  the  program  segment  so  that  it  will  run  much  more  efficiently  on  a  uniproces¬ 
sor. 

b)  Assume  a  four-processor  symmetrical  multiprocessor  is  available.  Produce  the  most 
efficient  concurrent  program  you  can  to  accomplish  exactly  what  the  given  loop  does. 

c)  Assume  the  availability  of  a  symmetric  massive  parallel  processor.  Produce  the  most 
efficient  concurrent  program  you  can  to  accomplish  exactly  what  the  given  loop  does. 

d)  Compare  the  execution  speed  of  the  given  loop  with  the  execution  speeds  of  the 
programs  you  produced  in  answer  to  (a),  (b),  and  (c).  Assume  that  all  the  processors 
have  identical  capabilities. 

1  LI  l  Use  tree  height  reduction  techniques  to  produce  versions  of  the  following  expressions  more 
amenable  to  parallel  evaluation.  In  each  case  draw  evaluation  trees  for  the  original  expression  and  the 
new  expression. 

a)  (p  +  (q  +  (r  +  s)))  b)  ((a  +  b*  c*d)*  e) 

c)  (m  +  (n  *  p  *  q  *  r)  +  a  +  b  +  c)  d)  (a  *  (h  +  c  +  d  *  (e  +  f))) 

1 1.12  Refer  to  the  quadratic  formula  discussion  in  Section  4.3.  Show  how  the  quadratic  formula 
could  be  executed  on  a  data  flow  machine. 

1 1.13  Show  how  the  following  set  of  assignments  would  be  performed  on  a  sequential  processor; 
show  how  they  would  be  evaluated  on  a  data  flow  processor.  Compare  the  relative  performance  of 
these  two  approaches. 

p:=a*b-c*d+e; 
q  :=  f  +  b  /  (c+d); 
r  :  =  p  +  c  -  f  ; 
s  :=  g  *  (p  +  r)  /  q 

1 1.14  Discuss  various  cache  management  issues  that  you  have  learned  about  in  this  text.  In 
particular,  consider  the  effect  caches  have  on  context  switching. 

1 1.15  One  goal  of  designers  of  multiprocessors  and  massive  parallel  processors  is  linear  scaling,  i. 
e.,  ideally  an  ^-processor  system  should  be  able  to  do  n  times  the  processing  of  a  uniprocessor  system. 
In  practice  this  is  not  normally  achievable.  Why?  Give  an  analysis  of  the  various  issues  that  prevent 
the  realization  of  linear  scaling. 

11.16  Explain  the  structure  and  operation  of  the  Butterfly  switch.  Indicate  the  design  tradeoffs 
involved  in  the  Butterfly  switch,  i.e.,  emphasize  how  the  reduced  complexity  of  the  switching 
mechanism  involves  compromises  in  performance. 
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11.17  Compare  and  contrast  various  processor  interconnection  schemes  discussed  in  this  chapter. 
Consider  issues  of  complexity,  relative  cost,  performance,  and  reliability. 

11.18  Discuss  the  kinds  of  contention  problems  that  develop  in  parallel  processing  systems. 
Discuss  the  features  of  the  Butterfly  that  minimize  contention. 

11.19  Discuss  the  notion  of  the  disk  buffer  cache  in  the  Mach  operating  system.  How  does  this 
cache  improve  performance?  What  happens  if  records  not  written  to  the  disk  remain  in  the  cache 
when  the  system  is  shut  down? 

11.20  Draw  a  five-dimensional  hypercube.  Prepare  a  chart  for  hypercubes  of  dimensions  2  through 
16.  For  each  size,  indicate  the  number  of  nodes,  the  number  of  nodes  each  node  connects  with 
directly,  and  the  longest  path  of  communication  between  any  two  nodes  in  the  system.  Discuss  the 
appeal  of  hypercube  interconnection  networks  in  massive  parallelism.  How  does  this  complexity  of 
hypercube  interconnection  networks  increase  with  the  number  of  nodes  to  be  connected? 

11.21  Discuss  the  capabilities  a  combining  switch  needs  to  handle  multiple  references  to  a  memory 
location  in  a  single  access. 

11.22  Show  that  in  the  16-input/ 16-output  Butterfly  switch,  data  passing  to  aspecific  switch  output 
node  will  require  the  same  number  of  switching  steps  irrespective  of  the  processor  node  sending  that 
data. 

11.23  Show  how  a  256-input/256-output  Butterfly  switch  might  be  configured  with  1 6-input/l 6- 
output  Butterfly  switches. 

11.24  (For  the  reader  familiar  with  matrices)  Although  matrix  manipulations  involve  many 
computations  that  can  be  performed  in  parallel,  these  operations  are  performed  sequentially  on 
today's  SISD  machines.  Discuss  how  each  of  the  following  matrix  manipulations  may  be  facilitated 
by  parallel  computation  on  today's  massively  parallel  processors. 


a)  create  a  zero  matrix 
c)  copy  one  matrix  to  another 
e)  invert  a  matrix 
g)  multiply  a  matrix  by  a  vector 
i)  calculate  the  determinant  of  a 


b)  create  an  identity  matrix 
d)  transpose  a  matrix 
f)  multiply  a  matrix  by  a  scalar 
h)  multiply  two  matrices 


11.25  (Project)  List  each  of  the  high-performance  computing  techniques  mentioned  in  the  chapter. 
Give  a  brief  definition  of  each.  Investigate  the  architectures  of  several  popular  computing  systems 
from  microcomputers  to  supercomputers.  Indicate  which  techniques  are  used  in  which  systems. 
Discuss  how  computer  architectures  of  the  future  will  differ  from  current  architectures.  What  does 
this  imply  for  operating  systems  designers? 

11.26  (Project)  The  organizations  listed  in  the  appendix  produce  various  parallel  computing 
systems.  Write  to  several  of  these  companies  requesting  technical  overviews  of  their  parallel 
computing  systems.  Prepare  a  report  summarizing  these  systems  and  corn-paring  and  contrasting 
them. 

11.27  (Project)  Write  a  paper  on  the  history  of  supercomputing.  Indicate  the  current  state  of  the  art. 
Discuss  the  key  technologies  that  are  likely  to  advance  the  frontiers  of  supercomputing  over  the  next 
several  decades.  Speculate  on  the  kinds  of  applications  that  supercomputing  is  likely  to  support. 
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A  few  of  the  organizations  researching  and  developing  highly-parallel  computers: 


Alliant  Computer  Systems  Corporation 
1  Monarch  Drive 
Litteton,  MA  01460 


Cray  Research,  Inc. 

1440  Northland  Drive 
Mendora  Heights,  MN  55120 


Amdahl  Corp. 

1250  East  Arques  Ave. 
Sunnyvale,  CA  94088 


Digital  Equipment  Corp. 
1 10  Spit  Brook  Road 
Nashua,  NH  03054 


BBN  Advanced  Computer  Inc. 
70  Fawcett  Street 
Cambridge,  MA  02238 


ETA  Systems 

1450  Energy  Park  Drive 

St.  Paul,  MN  55108 


Center  for  Supercomputing  Research  and 
Development 

University  of  Illinois  at  Urbana-Champaign 
Urbana,  IL61801 

Concurrent  Computer 
197  Hance  Ave. 

Tinton  Falls,  NJ  07724 

Control  Data  Corp. 

8100  34th  Ave.,  S. 

Minneapolis,  MN  55440 


IBM  Corp. 

1 1400  Burnet  Road 
Austin,  TX  78758 

Intel  Corp. 

3065  Bowers  Ave. 

Santa  Clara,  CA  95052 

Sequent  Computer  Systems 
15450  S.  W.  Koll  Parkway 
Beaverton,  OR  97006 

Thinking  Machines 
245  First  Street 
Cambridge,  MA  02142 
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The  path  of  duty  lies  in  what  is  near,  and  man  seeks  for  it  in 
what  is  remote. 


Mencius 


A  fair  request  should  he  followed  by  the  deed  in  silence. 
Dante 


...  the  latter,  in  search  of  the  hard  latent  value  with  which  it 
alone  is  concerned,  sniffs  round  the  mass  as  instinctively 
and  unerringly  as  a  dog  suspicious  of  some  buried  bone. 

William  James 


Go  where  we  will  on  the  surface  of  things,  men  have  been 
there  before  us. 

Henry  David  Thoreau 


The  wheel  that  squeaks  the  loudest 
Is  the  one  that  gets  the  grease. 

Josh  Billings  (Henry  Wheeler  Shaw) 
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12.1  INTRODUCTION 

In  multiprogrammed  computing  systems,  inefficiency  is  often  caused  by  improper  use  of 
rotational  storage  devices  such  as  disks  and  drums  (Te72)  (Te72a)  (Wo80)  (Bo85).  In  this 
chapter,  the  literature  on  managing  rotational  storage  devices  is  surveyed.  The  more  than 
fifty  literature  references  provide  a  starting  point  for  the  reader  who  wishes  to  research  this 
area  in  depth. 

In  this  and  the  next  chapter,  we  consider  the  variety  of  disk  and  disk-like  devices  in¬ 
cluding  floppy  disks,  hard  disks  (using  magnetic  storage  technology),  disk  caches,  drums, 
RAM  disks,  and  laser  optical  disks.  We  discuss  the  causes  of  inefficiency,  consider  various 
schemes  for  improving  efficiency,  and  compare  and  contrast  the  schemes  in  the  context  of 
several  performance  criteria. 

We  discuss  various  systems  considerations  that  might  influence  a  designer’s  choice  on 
whether  or  not  to  include  rotational  storage  device  scheduling  in  a  particular  system,  and 
we  show  situations  in  which  scheduling  is  not  useful.  We  will  consider  more  about  the 
organization  of  information  on  various  kinds  of  disk  devices  in  Chapter  13,  which 
examines  file  systems  in  detail. 

12.2  OPERATION  OF  MOVING-HEAD  DISK  STORAGE 

figure  12.1  is  a  schematic  representation  of  the  side  view  of  a  moving-head  disk  (Go73) 
(Sm78)  (Pc83).  Data  is  recorded  on  a  series  of  magnetic  disks  ox  platters.  These  disks  are 


Platters  Spindle 


Boom 


Fig.  12.1  Schematic  of  a  moving-head  disk. 
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connected  by  a  common  spindle  that  spins  at  very  high  speed  (some  spindles  rotate  at 
speeds  of  3600  revolutions  per  minute). 

The  data  is  accessed  (i.e.,  either  read  or  written)  by  a  series  of  read-write  heads,  one 
head  per  disk  surface.  A  read-write  head  can  access  only  data  immediately  adjacent  to  it. 
Therefore,  before  data  can  be  accessed,  the  portion  of  the  disk  surface  from  which  the  data 
is  to  be  read  (or  the  portion  on  which  the  data  is  to  be  written)  must  rotate  until  it  is 
immediately  below  (or  above)  the  read-write  head.  The  time  it  takes  for  data  to  rotate  from 
its  current  position  to  a  position  adjacent  to  the  read-write  head  is  called  latency  time. 

Each  of  the  several  read-write  heads,  while  fixed  in  position,  sketches  out  a  circular 
track  of  data  on  a  disk  surface.  All  read-write  heads  are  attached  to  a  single  boom  or 
moving-arm  assembly.  The  boom  may  move  in  or  out.  When  the  boom  moves  the  read- 
write  heads  to  a  new  position,  a  different  set  of  tracks  becomes  accessible.  For  a  particular 
position  of  the  boom,  the  set  of  tracks  sketched  out  by  all  the  read-write  heads  forms  a 
vertical  cylinder.  The  process  of  moving  the  boom  to  a  new  cylinder  is  called  a  seek 
operation  (Wa73)  (Ko78). 

Thus,  in  order  to  access  a  particular  record  of  data  on  a  moving-head  disk,  several 
operations  are  usually  necessary  (Fig.  12.2).  First,  the  boom  must  be  moved  to  the  ap¬ 
propriate  cylinder.  Then  the  portion  of  the  disk  on  which  the  data  record  is  stored  must 
rotate  until  it  is  immediately  under  (or  over)  the  read-write  head  (i.e.,  latency  time).  Then 


Fig.  12.2  Components  of  a  disk  access. 
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the  record,  which  is  of  arbitrary  size  (up  to  a  full  circular  track),  must  be  made  to  spin  by  the 
read-write  head.  (This  is  called  transmission  time.)  Because  each  of  these  operations 
involves  mechanical  movement,  the  total  time  it  takes  to  access  a  particular  record  is  often 
an  appreciable  fraction  of  a  second  (0.01  to  0.1  second).  This  is  tediously  slow  compared 
with  the  high  processing  speeds  (millions  to  billions  of  instructions  per  second)  of  the 
central  computer  system. 

12.3  WHY  DISK  SCHEDULING  IS  NECESSARY 

In  multiprogrammed  computing  systems,  many  processes  may  be  generating  requests  for 
reading  and  writing  disk  records.  Because  these  processes  sometimes  make  requests  faster 
than  they  can  be  serviced  by  the  moving-head  disks,  waiting  lines  or  queues  build  up  for 
each  device.  Some  computing  systems  simply  service  these  requests  on  a  first-come-first- 
served  (FCFS)  basis  (Wi76).  Whichever  request  for  service  arrives  first  is  serviced  first. 
FCFS  is  a  fair  method  of  allocating  service,  but  when  the  request  rate  (i.e.,  the  load) 
becomes  heavy,  FCFS  can  result  in  very  long  waiting  times. 

FCFS  exhibits  a  random  seek  pattern  in  which  successive  requests  can  cause  time- 
consuming  seeks  from  the  innermost  to  the  outermost  cylinders  (Fig.  12.3).  To  minimize 


Fig.  12.3  FCFS  random  seek  pattern.  The  numbers  indicate  the  order  in  which  the 
requests  arrived. 
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time  spent  seeking  records  (W08O),  it  seems  reasonable  to  order  the  request  queue  in  some 
manner  other  than  FCFS.  This  process  is  called  disk  scheduling  (Fr69).  FCFS  is  sometimes 
viewed  as  the  simplest  disk  scheduling  scheme. 

Disk  scheduling  involves  a  careful  examination  of  pending  requests  to  determine  the 
most  efficient  way  to  service  the  requests.  A  disk  scheduler  examines  the  positional 
relationships  among  waiting  requests.  The  request  queue  is  then  reordered  so  that  the  re¬ 
quests  will  be  serviced  with  minimum  mechanical  motion. 

The  two  most  common  types  of  scheduling  discussed  in  the  literature  are  seek  op¬ 
timization  and  rotational  (or  latency)  optimization.  Since  seek  times  tend  to  be  about  an 
order  of  magnitude  greater  than  latency  times,  most  scheduling  algorithms  concentrate  on 
minimizing  seek  times  for  a  set  of  requests.  Minimizing  latency  usually  has  little  effect  on 
overall  system  performance,  except  under  heavy  loads. 

Under  light  loading  conditions  (i.e.,  a  small  average  request  queue  length),  FCFS  is  an 
acceptable  way  to  service  requests.  Under  medium  to  heavy  loading  conditions,  however, 
scheduling  normally  results  in  much  better  performance  than  FCFS. 

As  much  as  we  are  concerned  with  optimizing  disk  performance,  we  must  sometimes 
actually  slow  down  disk  processing.  Installing  a  hard  disk  can  result  in  disk  transfer  rates 
faster  than  many  personal  computers  can  handle,  so  the  “excess"  data  must  be  buffered  in 
the  disk  controller.  Interleaving  is  sometimes  used  to  help  here;  to  slow  the  effective 
transfer  rate,  the  consecutive  records  of  a  sequential  file  are  often  separated  by  «-l  disk 
blocks  to  give  the  processor  a  chance  to  “catch  up.”  This  results  in  what  is  called  n-way  disk 
interleaving.  But  disk  transfer  speeds  are  nevertheless  a  separate  issue  from  reducing  seeks 
and  minimizing  seek  distances;  the  latter  issues  still  dominate  disk  access  optimization 
considerations. 

12.4  DESIRABLE  CHARACTERISTICS  OF  DISK  SCHEDULING  POLICIES 

It  has  already  been  mentioned  that  FCFS  is  a  relatively  fair  method  of  servicing  requests. 
Several  other  criteria  for  categorizing  scheduling  policies  are 

■  throughput 

■  mean  response  time 

■  variance  of  response  times  (i.e.,  predictability ) 

Clearly,  a  scheduling  policy  should  attempt  to  maximize  throughput — the  number  of 
requests  serviced  per  unit  time.  Since  scheduling  policies  can  minimize  time  wasted  in 
performing  lengthy  seeks,  the  throughput  can  certainly  be  improved  over  FCFS  servicing. 
Also  a  scheduling  policy  should  attempt  to  minimize  the  mean  response  time  (or  average 
waiting  time  plus  average  service  time).  Again,  because  scheduling  reduces  the  time  spent 
waiting  on  seeks,  it  should  certainly  be  able  to  improve  upon  mean  response  time  over 
FCFS. 

The  criteria  above  attempt  to  improve  overall  performance,  possibly  at  the  expense  of 
individual  requests.  Scheduling  often  improves  the  total  picture  while  reducing  service 
levels  for  certain  requests. 

One  important  measure  of  this  phenomenon  is  the  variance  of  response  times. 
Variance  is  a  mathematical  measure  of  how  far  individual  items  tend  to  deviate  from  the 
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average  of  the  items.  As  such,  we  use  variance  to  indicate  predictability — the  smaller  the 
variance,  the  greater  the  predictability.  We  desire  a  scheduling  policy  that  minimizes 
variance.  Otherwise  certain  requests  may  experience  erratic  service  levels.  This  could  be 
intolerable,  for  example,  in  an  airline  reservation  system  where  prompt  service  can  help  sell 
a  ticket  or  ensure  that  a  passenger  arrives  on  time  for  a  flight.  If  a  scheduling  policy  merely 
attempts  to  maximize  throughput  without  simultaneously  minimizing  variance,  it  could 
process  the  easy-to-service  requests  and  ignore  the  harder-to-service  requests  completely. 
The  designer  must  be  wary  of  this  situation. 


12.5  SEEK  OPTIMIZATION 

Figure  12.4  (Te72)  summarizes  some  of  the  most  popular  seek  optimization  strategies.  The 
next  several  sections  discuss  these  strategies  in  detail. 


■  FCFS  (First-come-first-served):  There  is  no  reordering  of  the  queue. 


•  SSTF  (Shortest-seek-time-first):  Disk  arm  is  positioned  next  at  the  request  (inward  or 
outward)  that  minimizes  arm  movement. 


■  SCAN:  Disk  arm  sweeps  back  and  forth  across  the  disk  surface,  servicing  all  requests 
in  its  path.  It  changes  direction  only  when  there  are  no  more  requests  to  service  in  the 
current  direction. 


C-SCAN  (Circular  scan):  Disk  arm  moves  unidirectionally  across  the  disk  surface 
toward  the  inner  track.  When  there  are  no  more  requests  for  service  ahead  of  the  arm,  it 
jumps  back  to  service  the  request  nearest  the  outer  track  and  proceeds  inward  again. 


N-Step  scan:  Disk  arm  sweeps  back  and  forth  as  in  SCAN,  but  all  requests  that  arrive 
during  a  sweep  in  one  direction  are  batched  and  reordered  for  optimal  service  during 
the  return  sweep. 


Eschenbach  scheme:  Disk  arm  movement  is  circular  as  in  C-SCAN,  but  with  several 
important  exceptions.  Every  cylinder  is  serviced  for  exactly  one  full  track  of  in¬ 
formation  whether  or  not  there  is  a  request  for  that  cylinder.  Requests  are  reordered  for 
service  within  a  cylinder  to  take  advantage  of  rotational  position,  but  if  two  requests 
overlap  sector  positions  within  a  cylinder,  only  one  is  serviced  for  the  current  sweep  of 
the  disk  arm. 


Fig.  12.4  Basic  disk  scheduling  policies  (T.F.  Teorey,  "Properties  of  Disk  Scheduling 
Policies  in  Multiprogrammed  Computer  Systems,"  Proceedings,  1972,  FJCC,  Vol.  41, 
Part  1,  p.  2;  AFIPS  Press.) 
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12.5.1  FCFS  (First-Come-First-Served)  Scheduling 

In  FCFS  scheduling,  the  first  request  to  arrive  is  the  first  one  serviced  (Te72)  (Wi76) 
(H08O).  FCFS  is  fair  in  the  sense  that  once  a  request  has  arrived,  its  place  in  the  schedule  is 
fixed.  A  request  cannot  be  displaced  because  of  the  arrival  of  a  higher  priority  request. 
FCFS  will  actually  do  a  lengthy  seek  to  service  a  distant  waiting  request  even  though 
another  request  may  have  just  arrived  on  the  same  cylinder  to  which  the  read-write  head  is 
currently  positioned. 

When  requests  are  uniformly  distributed  over  the  disk  surfaces,  FCFS  scheduling 
results  in  a  random  seek  pattern.  It  ignores  positional  relationships  among  the  pending 
requests  in  the  queue.  It  makes  no  attempt  at  optimizing  the  seek  pattern. 

FCFS  is  acceptable  when  the  load  on  a  disk  is  light.  But  as  the  load  grows,  FCFS  tends 
to  saturate  the  device  and  response  times  become  large.  FCFS  does  offer  small  variance  but 
this  is  of  little  solace  to  the  request  sitting  at  the  back  of  the  disk  queue  while  the  boom 
rambles  around  in  a  torrid  “disk  dance.” 


12.5.2  SSTF  (Shortest-Seek-Time-First)  Scheduling 

In  SSTF  scheduling,  the  request  that  results  in  the  shortest  seek  distance  (and  thus  the 
shortest  seek  time)  is  serviced  next,  even  if  that  request  is  not  the  first  one  in  the  queue 
(De67)  (Te72)  (Wi76)  (Ho80).  SSTF  is  a  cylinder-oriented  scheme;  this  observation  will  be 
investigated  in  the  exercises. 

SSTF  tends  to  discriminate  sharply  against  certain  requests.  SSTF  seek  patterns  tend  to 
be  highly  localized  with  the  result  that  the  innermost  and  outermost  tracks  can  receive  poor 
service  compared  with  the  mid-range  tracks  (Fig.  12.5). 

SSTF  results  in  better  throughput  rates  than  FCFS,  and  mean  response  times  tend  to  be 
lower  for  moderate  loads.  One  significant  drawback  is  that  higher  variances  occur  on 
response  times  because  of  the  discrimination  against  the  outermost  and  innermost  tracks;  in 
the  extreme,  starvation  (see  Chapter  6)  of  requests  far  from  the  read-write  heads  could 
occur.  When  the  significant  improvements  in  throughput  and  mean  response  times  are 
considered,  this  increased  variance  may  be  tolerable.  SSTF  is  useful  in  batch  processing 
systems  where  throughput  is  the  major  consideration.  But  its  high  variance  of  response 
times  (i.e.,  its  lack  of  predictability)  makes  it  unacceptable  in  interactive  systems. 


12.5.3  SCAN  Scheduling 

Denning  (De67)  developed  the  SCAN  scheduling  strategy  to  overcome  the  discrimination 
and  high  variance  in  response  times  of  SSTF. 

SCAN  operates  like  SSTF  except  that  it  chooses  the  request  that  results  in  the  shortest 
seek  distance  in  a  preferred  direction  (Fig.  12.6).  If  the  preferred  direction  is  currently 
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outward,  then  the  SCAN  strategy  chooses  the  shortest  seek  distance  in  the  outward 
direction.  SCAN  does  not  change  direction  until  it  reaches  the  outermost  cylinder  or  until 
there  are  no  further  requests  pending  in  the  preferred  direction.  In  this  sense,  it  is  sometimes 
called  the  elevator  algorithm  because  an  elevator  normally  continues  in  one  direction  until 
there  are  no  more  requests  pending  and  then  it  reverses  direction.  (The  similarities  and 
differences  between  SCAN  and  the  elevator  algorithm  are  examined  in  the  exercises.) 
SCAN  has  been  the  basis  of  most  disk  scheduling  strategies  actually  implemented. 

SCAN  behaves  very  much  like  SSTF  in  terms  of  improved  throughput  and  improved 
mean  response  times,  but  it  eliminates  much  of  the  discrimination  inherent  in  SSTF 
schemes  and  offers  much  lower  variance.  SCAN,  like  SSTF,  is  a  cylinder-oriented  strategy; 
this  notion  is  investigated  in  the  exercises. 

Because  of  the  oscillating  motion  of  the  read-write  heads  in  SCAN,  the  outer  tracks  are 
visited  less  often  than  the  paid-range  tracks,  but  this  is  not  as  serious  as  the  discrimination  of 
SSTF. 

12.5.4  N-Step  SCAN  Scheduling 

One  interesting  modification  to  the  basic  SCAN  strategy  is  called  N-Step  Scan  (Te72) 
(Te72a).  In  this  strategy,  the  disk  arm  moves  back  and  forth  as  in  SCAN  except  that  it 
services  only  those  requests  waiting  when  a  particular  sweep  begins.  Requests  arriving 
during  a  sweep  are  grouped  together  and  ordered  for  optimum  service  during  the  return 
sweep  (Fig.  12.7).  On  each  sweep,  the  first  N  requests  are  serviced  (in  optimal  sequence 
given  the  direction  of  the  read-write  head). 


x  Inward 
/  sweep 
\  Outward 
'  sweep 


Fig.  12.7  N-Step  SCAN  scheduling. 
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N-Step  SCAN  offers  good  performance  in  throughput  and  mean  response  time.  Its 
most  significant  characteristic  is  a  lower  variance  of  response  times  than  either  SSTF  or 
conventional  SCAN  scheduling.  N-Step  SCAN  avoids  the  possibility  of  indefinite  post¬ 
ponement  occurring  if  a  large  number  of  requests  arrive  for  the  current  cylinder.  It  saves 
these  requests  for  servicing  on  the  return  sweep. 


12.5.5  C-SCAN  Scheduling 

Another  interesting  modification  to  the  basic  SCAN  strategy  is  called  C-SCAN  (for 
Circular  SCAN).  C-SCAN  eliminates  the  discrimination  of  earlier  strategies  against  the 
innermost  and  outermost  cylinders  (Te72)  (Go73). 

In  the  C-SCAN  strategy,  the  arm  moves  from  the  outer  cylinder  to  the  inner  cylinder, 
servicing  requests  on  a  shortest-seek  basis.  When  the  arm  has  completed  its  inward  sweep, 
it  jumps  (without  servicing  requests)  to  the  request  nearest  the  outermost  cylinder,  and  then 
resumes  its  inward  sweep  processing  requests.  C-SCAN  may  be  implemented  so  that 
requests  arriving  on  the  current  sweep  are  serviced  on  the  next  sweep  (Fig.  12.8).  Thus  C- 
SCAN  completely  eliminates  the  discrimination  against  requests  for  the  innermost  or 
outermost  cylinders.  It  has  a  very  small  variance  in  response  times. 

Simulation  results  in  the  literature  (Te72a)  indicate  that  the  best  disk  scheduling  policy 
might  operate  in  two  stages.  At  low  loading,  the  SCAN  policy  is  best.  At  medium  to  heavy 
loading,  C-SCAN  yields  the  best  results.  C-SCAN  with  rotational  optimization  handles 
heavy  loading  conditions  effectively. 


y 

(-* 

K 


I  nward 
sweep 
Jump  to 
outermost 
request 

Next 

inward 

sweep 


Fig.  12.8  C-SCAN  scheduling. 
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12.5.6  Eschenbach  Scheme 

This  strategy,  described  in  Fig.  12.4,  was  originally  developed  for  an  airline  reservation 
system  designed  for  handling  extremely  heavy  loads.  The  scheme  was  one  of  the  first  to 
attempt  to  optimize  not  only  seek  time  but  rotational  delay  as  well  (We66).  The  C-SCAN 
strategy  with  rotational  optimization  has  proven  to  be  better  than  the  Eschenbach  scheme 
under  all  loading  conditions  (Te72a). 

12.6  ROTATIONAL  OPTIMIZATION 

Under  heavy  loading  conditions,  the  likelihood  of  several  references  to  a  particular  cylinder 
increases,  and  it  becomes  useful  to  consider  rotational  optimization  as  well  as  seek 
optimization.  Rotational  optimization  has  been  used  with  fixed-head  devices  such  as  drums 
for  many  years  (Ab69)  (Co69)  (Fu72)  (St73)  (Fu74). 

Paralleling  the  SSTF  strategy  of  seek  optimization  is  the  SLTF  (shortest-latency-time- 
first)  strategy  for  rotational  optimization.  Once  the  disk  arm  arrives  at  a  particular  cylinder, 
there  may  be  many  requests  pending  on  the  various  tracks  of  that  cylinder.  The  SLTF 
strategy  examines  all  these  requests  and  services  the  one  with  the  shortest  rotational  delay 
first  (Fig.  12.9).  This  strategy  has  been  shown  to  be  close  to  the  theoretical  optimum  (St73) 
and  is  relatively  easy  to  implement.  Rotational  optimization  is  sometimes  referred  to  as 
sector  queueing',  requests  are  queued  by  sector  position  around  the  disk  and  the  nearest 
sectors  are  serviced  first. 

12.7  SYSTEMS  CONSIDERATIONS 

When  is  disk  scheduling  useful?  When  might  it  degrade  performance?  These  questions 
have  to  be  answered  in  the  context  of  the  overall  system  into  which  disk  usage  has  been 
incorporated  (Te72).  The  following  sections  discuss  several  considerations  that  might 
influence  the  designer’s  decisions. 

12.7.1  Disk  Storage  as  Limiting  Resource 

When  disk  storage  proves  to  be  a  bottleneck,  some  designers  recommend  adding  more 
disks  to  the  system.  This  doesn’t  always  solve  the  problem  because  the  bottleneck  could  be 
caused  by  a  large  request  load  on  a  relatively  small  number  of  disks.  When  this  situation  is 
detected,  disk  scheduling  may  be  used  as  a  means  of  improving  performance  and 
eliminating  the  bottleneck. 


12.7.2  Level  of  Multiprogramming 

The  load  on  disks  and  the  randomness  of  requests  tend  to  increase  with  a  greater  degree  of 
multiprogramming.  Disk  scheduling  might  not  be  useful  in  a  batch  processing  system  with 
a  relatively  low  level  of  multiprogramming.  Scheduling  is  often  effective  in  a  timesharing 
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Fig.  12.9  SLTF  scheduling.  The  requests  will  be  serviced  in  the  indicated  order 
regardless  of  the  order  in  which  they  arrived. 


system  with  a  moderate  level  of  multiprogramming.  Scheduling  might  yield  particularly 
significant  improvements  in  a  message  switching  system  which  handles  thousands  of 
requests  per  minute.  File  servers  in  local  area  networks  can  receive  requests  from  hundreds 
of  users;  this  normally  results  in  the  kind  of  random  reference  patterns  that  encourage  the 
use  of  disk  scheduling  (Ca84). 


12.7.3  Multiple  Disk  Subsystems 

For  economy  and  modularity,  disk  hardware  has  often  been  built  so  that  several  physical 
disk  units  are  managed  by  a  single  disk  controller  device.  The  controller,  in  turn,  is  con¬ 
nected  to  an  input/output  channel  that  ultimately  transmits  information  from  the  disk  unit  to 
the  central  computer.  One  channel  might  support  several  disk  controllers  (Sm73)  each  of 
which  might,  in  turn,  support  several  disk  drives  (Fig.  12.10). 

In  this  scheme,  input/ouput  channels  are  not  connected  directly  to  the  disk  units  they 
service.  This  fact  causes  the  designer  to  investigate  a  bottleneck  further  before  deciding  to 
incorporate  disk  scheduling.  The  bottleneck  could  be  due  to  saturation  of  the  controller  or  it 
could  be  caused  by  channel  congestion.  These  situations  can  often  be  detected  by  perform¬ 
ance  monitoring  software  and  hardware  designed  to  measure  channel  and  controller 
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activity  (see  Chapter  14).  If  a  controller  becomes  saturated,  the  designer  may  wish  to 
rearrange  the  system  configuration  by  reducing  the  number  of  disks  on  that  controller.  If  the 
channel  becomes  congested,  some  of  the  devices  and  controllers  on  that  channel  might  be 
moved  to  another  channel,  or  an  additional  channel  might  be  purchased.  Thus  hardware 
reconfiguration  may  be  needed  to  eliminate  certain  bottlenecks. 

To  help  reduce  channel  congestion,  a  technique  called  rotational  position  sensing 
(RPS)  has  been  incoiporated  into  many  disk  systems  (Ib74)  (Ra83).  It  reduces  the  time  a 
channel  is  busy  while  searching  for  a  record.  When  a  record  is  requested,  RPS  allows  the 
channel  to  be  free  until  just  before  the  record  comes  under  the  appropriate  read-write  head. 
RPS  permits  several  requests  to  be  active  on  a  single  channel  at  the  same  time,  thereby 
increasing  device  utilization. 


12.7.4  Nonuniform  Request  Distributions 

Most  of  the  analytical  work  in  the  literature  assumes  that  request  distributions  are  uniform. 
Conclusions  drawn  from  this  assumption  may  be  invalid  on  many  systems  whose  request 
distributions  are  not  uniformly  distributed  over  the  disk  surfaces.  Nonuniform  request 
distributions  are  common  in  certain  situations  and  their  consequences  have  been  investi- 
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gated  (Wi76)  (Ly72).  In  one  study,  Lynch  (Ly72)  determined  that  the  vast  majority  of  disk 
references  are  to  the  same  cylinder  as  the  immediately  preceding  reference. 

One  common  cause  of  highly  localized  nonuniform  request  distributions  is  the  use  of 
large  sequential  files  on  dedicated  disks.  When  an  operating  system  allocates  space  for  the 
adjacent  records  of  a  user’s  sequential  file,  it  usually  places  adjacent  records  on  the  same 
track  (although  many  personal  computeroperating  systems  do  use  disk  interleaving).  When 
a  track  is  full,  additional  records  are  placed  on  adjacent  tracks  within  the  same  cylinder  and, 
when  a  cylinder  is  full,  additional  records  are  placed  on  adjacent  cylinders.  Thus  requests 
for  successive  records  in  a  sequential  file  often  cause  no  seeking  at  all.  When  needed,  seeks 
are  short  because  they  are  usually  to  immediately  adjacent  cylinders.  Obviously,  disk 
scheduling  would  be  of  little  benefit  in  this  situation.  In  fact,  overhead  incurred  in  disk 
scheduling  might  actually  result  in  degraded  performance  here. 

On  some  systems,  when  bad  tracks  are  detected,  alternate  tracks  are  assigned.  These 
alternates  may  be  widely  dispersed  over  the  disk  surfaces,  causing  seeks  where  none  might 
actually  be  expected. 


12.7.5  File  Organization  Techniques 

Sophisticated  file  organization  techniques  such  as  ISAM  {index  sequential  access  method 
(Te72)  (Ib74)  (Ko78))  can  cause  a  proliferation  of  requests  with  large  seek  times.  ISAM 
accesses  can  involve  multiple  disk  references  in  servicing  requests.  In  some  cases,  an 
ISAM  record  retrieval  may  involve  reference  to  a  master  index,  reference  to  a  cylinder 
index,  and  then  location  of  the  actual  record,  a  process  that  could  encounter  several  seek 
delays.  Because  the  master  index  and  cylinder  index  are  normally  stored  on  disk  (but  away 
from  the  main  data  area),  these  seeks  can  be  costly.  ISAM  is  convenient  for  the 
applications  designer  but  can  be  a  real  headache  from  an  implementation  and  performance 
standpoint. 

12  8  DISK  CACHING 

When  a  write  occurs,  one  would  think  that  the  record  is  immediately  written  to  the  disk. 
T  his  is  true  in  some  systems,  but  in  others  with  disk  caching  (To80)  (Ca84)  (Mc85)  (Sm85) 
the  writing  merely  causes  the  record  to  be  written  to  a  buffer  in  primary  storage;  the  record 
remains  there  until  the  system  runs  out  of  buffer  space  needed  by  subsequent  writes,  at 
which  time  the  record  is  actually  written  to  the  disk.  If  a  recently  written  record  needs  to  be 
read,  it  can  be  recalled  from  the  disk  cache  buffer  in  primary  storage  much  faster  than  if  it 
had  to  be  read  from  disk. 

Because  writes  do  not  necessarily  occur  when  programs  think  they  do,  it  is  likely  that 
Ihe  contents  of  disk  files  at  any  time  differ  from  what  the  programs  think  they  contain.  This 
problem  is  particularly  crucial  if  the  system  crashes.  To  minimize  the  chance  that  disks  are 
"out  of  sync”  with  what  programs  think  the  disks  contain,  the  UNIX  operating  system  (see 
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the  case  study  in  Chapter  18)  periodically  executes  the  sync  system  call  to  flush  all  the 
buffers  to  disk. 

The  key  to  disk  caching  is  keeping  frequently  accessed  records  in  the  disk  cache  buffer 
in  primary  storage.  This  technique  works  well,  of  course,  only  when  it  is  possible  to  identify 
frequently  referenced  records.  The  locality  heuristic  is  often  used:  A  record  referenced  in 
the  recent  past  is  likely  to  be  referenced  in  the  near  future. 

Another  heuristic  often  used  in  disk  caching  systems  is  to  prefetch  records  adjacent  to 
recently  referenced  records;  this  is  an  example  of  spatial  locality  as  discussed  in  Chapter  9. 


1 2.9  OTHER  PERFORMANCE  ENHANCEMENT  TECHNIQUES 

Optimizing  the  performance  of  rotational  storage  devices  has  been  approached  through 
hardware  methods,  through  operating  systems  methods,  and  through  applications  systems 
methods.  In  this  section,  we  summarize  several  of  these  that  have  not  as  yet  been  discussed. 

Disks  tend  to  become  severely  fragmented  as  files  and  records  are  added  and  deleted. 
Even  sequential  fdes,  which  one  would  expect  to  cause  minimal  seeking,  become  severely 
fragmented.  Many  operating  systems  provide  disk  reorganization  programs  that  can  be 
used  periodically  to  reorganize  files  so  that  the  consecutive  records  of  sequential  files  are 
placed  contiguously  on  the  disk,  and  frequently  referenced  items  are  placed  together.  Such 
reorganization  can  require  a  great  deal  of  time  if  the  disk  has  become  severely  fragmented, 
so  it  is  normally  performed  during  off  hours. 

Some  operating  systems  allow  users  to  partition  a  disk  into  separate  areas.  Files  are 
then  restricted  to  these  areas,  so  fragmentation  is  reduced. 

Systems  that  need  to  access  information  quickly  can  benefit  by  placing  multiple  copies 
of  that  data  at  different  positions  on  the  disk.  This  can  substantially  reduce  seek  times,  but 
the  redundant  copies  can  consume  a  significant  portion  of  the  disk.  This  technique  is  more 
useful  for  read-only  data,  or  for  data  that  changes  nominally.  Frequent  changes  would 
degrade  the  performance  of  the  scheme  because  each  of  the  copies  would  have  to  be 
updated  regularly;  another  danger  is  that  a  system  crash  could  leave  the  multiple  copies  in 
an  inconsistent  state. 

In  a  multiple-disk  system  in  which  only  a  single  reference  to  each  disk  may  be  in 
progress  at  once,  performance  may  be  improved  by  replicating  frequently  referenced  stable 
data  on  separate  drives.  This  allows  a  greater  degree  of  concurrency. 

Systems  that  use  noncircular  SCAN-type  disk  scheduling  tend  to  visit  the  mid-range 
tracks  more  frequently  than  the  outermost  tracks.  For  these  systems,  frequently  referenced 
data  can  be  placed  on  the  mid-range  tracks  to  realize  better  performance. 

Users  accessing  a  common  disk  must  compete  for  the  right  to  have  a  reference  actually 
in  progress.  In  high-performance  applications,  it  may  be  appropriate  to  dedicate  a  disk  to  a 
single  application,  thus  guaranteeing  immediate  access  to  the  device  (although  contention 
may  still  occur  at  the  controller  or  channel  level). 

Blocking  of  records  can  yield  significant  performance  improvements.  When  con¬ 
tiguous  records  are  read  as  a  single  block,  only  a  single  seek  is  required;  if  these  records  are 
read  individually,  then  one  seek  per  record  could  be  required. 
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Systems  that  monitor  accessing  activity  can  try  to  keep  frequently  accessed  data  in  a 
favorable  position  in  the  storage  hierarchy  while  transferring  infrequently  referenced  data 
to  slower  storage.  This  yields  an  overall  performance  improvement,  but  it  runs  the  danger 
of  providing  poor  responses  to  users  of  infrequently  accessed  data  even  if  those  users  have 
a  critical  need  for  fast  access  to  that  data  (such  as  in  real-time  applications). 

Spatial  locality  implies  that  after  accessing  one  record,  it  is  likely  that  nearby  records 
will  be  accessed  immediately.  Some  systems  generally  read  an  entire  track  of  data  at  a  time 
as  a  means  of  taking  advantage  of  spatial  locality.  This  technique  can  severely  degrade 
performance  in  applications  with  random  reference  patterns. 

One  performance  enhancement  technique  that  seems  obvious  would  be  to  increase  the 
rotational  speed  of  the  disk,  but  there  have  been  no  significant  breakthroughs  in  the  state- 
of-the-practice  in  this  area  in  many  years.  The  problems  are  significant.  Faster  rotating 
disks  would  consume  much  greater  amounts  of  energy  (actually  varying  in  proportion  to 
the  square  of  the  velocity),  give  off  more  heat  and  noise,  require  more  costly  mechanical 
and  electrical  mechanisms  to  control  them,  and  so  on.  As  the  rotational  velocity  increases 
significantly,  the  metal  surface  and  the  magnetized  coating  can  become  distended,  causing 
the  size  of  the  recorded  data  and  the  spacing  between  data  items  to  vary.  Given  these  and 
other  problems,  designers  have  generally  avoided  attempts  to  increase  rotational  speeds. 

Some  systems  use  data  compression  techniques  to  reduce  the  amount  of  space  required 
by  information  on  disk.  This  can  ultimately  reduce  the  number  of  seeks,  reduce  latency 
times,  and  reduce  transmission  times.  But  it  can  require  substantial  processor  time  to 
compress  the  data  for  storage  on  the  disk,  and  to  decompress  the  data  to  make  it  available 
for  processing  by  applications  that  generally  do  not  recognize  compressed  format. 

12.10  RAM  DISKS 

A  RAM  disk  is  a  disk  device  simulated  in  conventional  random  access  memory  (Pr86).  It 
completely  eliminates  delays  suffered  in  conventional  disks  because  of  the  mechanical 
motions  inherent  in  seeks  and  in  spinning  a  disk.  RAM  disks  are  especially  useful  in  high- 
performance  applications. 

Caching  incurs  a  certain  amount  of  CPU  overhead  in  maintaining  the  contents  of  the 
cache  and  in  searching  for  data  in  the  cache  before  attempting  to  read  the  data  from  disk.  If 
the  record  reference  patterns  do  not  exhibit  strong  locality,  then  the  disk  cache  hit  ratio  will 
be  small  and  the  CPU's  efforts  in  managing  the  cache  will  be  wasted,  possibly  resulting  in 
poorer  performance. 

The  simple  fact  is  that  magnetic  disks  and  laser  disks  are  dependent  on  slow  me¬ 
chanical  motions.  Eliminating  mechanical  motion  has  been  a  key  goal  of  peripheral 
systems  designers  for  many  years. 

RAM  disks  are  much  faster  than  conventional  disks  because  they  involve  no  me¬ 
chanical  motion.  They  are  separate  from  main  memory  so  they  do  not  occupy  space  needed 
by  the  operating  system  or  applications.  Reference  times  to  individual  data  items  are 
uniform  rather  than  widely  variable  as  with  conventional  disks. 

But  there  are  some  negatives.  RAM  disks  are  much  more  expensive  than  regular  disks. 
They  can,  however,  be  less  expensive  than  primary  storage  if  they  contain  slower  RAM. 
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Most  forms  of  RAM  in  use  today  are  volatile,  i.  e.,  they  lose  their  contents  when  power  is 
turned  off  or  when  the  power  supply  is  interrupted.  This  problem  is  solved  by  providing 
battery  backups,  although  a  lengthy  power  outage  could  still  drain  the  batteries.  Thus  RAM 
disk  users  should  perform  frequent  backups  to  conventional  disks.  The  proponents  of  RAM 
disks  are  quick  to  argue  that  conventional  disks  fail,  too,  so  this  issue  becomes  one  of 
evaluating  the  mean  time  between  failure  of  the  various  disk  technologies. 

As  memory  prices  continue  decreasing,  and  as  capacities  continue  increasing,  it  is 
anticipated  that  RAM  disks  will  become  increasingly  popular  to  the  point  that  they  could 
eventually  replace  moving-head  magnetic  disk  storage.  Laser  optical  disks  are  still  likely  to 
increase  in  popularity,  however,  because  of  their  huge  capacities. 

12.11  OPTICAL  DISKS 

One  of  the  constants  of  the  computer  industry  has  always  been  that  just  as  one  technology 
has  reached  its  limits  another  appears  that  has  even  more  impressive  capabilities.  This  is 
certainly  the  case  with  optical  disks  (Fm83)  (Ro83)  (Am85)  (La86)  (He88). 

Various  recording  techniques  are  used.  In  one  technique,  intense  laser  heat  is  used  to 
burn  microscopic  holes  in  a  metal  coating.  In  another  technique,  the  laser  heat  causes  raised 
blisters  on  the  surface.  In  a  third  technique,  the  reflectivity  of  the  surface  is  altered. 

The  first  optical  disks  were  write-once-read-many  (WORM)  devices.  These  are  ap¬ 
propriate  for  archival  applications,  but  are  not  especially  useful  for  applications  that  require 
regular  updating.  Actually,  the  massive  capacities  of  these  disks  (in  the  multi-gigabyte 
range — perhaps  100  times  as  great  as  hard  disks  generally  used  with  personal  computers) 
has  enabled  them  to  be  effective  in  some  updating  applications;  as  changes  need  to  be 
made,  they  are  made  to  previously  unrecorded  sections  of  the  disk.  Space  is  reserved  in 
each  sector  of  the  disk  for  a  code  that  indicates  whether  or  not  the  data  is  still  current;  if  a 
data  area  has  been  “disabled,”  a  pointer  is  provided  to  the  updated  data  area.  Unfortunately, 
this  can  not  go  on  indefinitely. 

Several  rewritable  optical  disk  products  have  appeared  on  the  market  recently,  thus 
challenging  the  dominance  of  magnetic  disk  storage. 

Optical  disk  technology  appears  to  have  stunning  upper  limits.  Some  estimates  of 
capacities  are  so  huge  (Ro83)  that  researchers  feel  it  will  be  possible  to  store  10-  bits  on  a 
single  optical  disk.  To  put  this  in  perspective,  this  would  be  sufficient  capacity  to  store 
every  document  that  has  been  written  since  the  dawn  of  civilization — along  with  every 
picture,  movie,  and  sound  recording  ever  produced  by  anyone  for  any  reason.  One  has  only 
to  imagine  the  possibilities.  Each  person  could  have  a  disk  with  the  sum  total  of  human 
knowledge — and  this  disk  could  be  updated  regularly.  Such  thoughts  are  no  longer 
incredible.  The  problems  of  dealing  with  such  capacious  disks  would  be  of  a  dramatically 
different  nature  than  those  discussed  in  this  chapter;  this  is  investigated  in  the  exercises. 


SUMMARY 

Making  effective  use  of  disk  storage  is  important  in  today’s  operating  systems  and  will 
probably  continue  to  be  important  throughout  the  next  several  decades.  This  chapter  dis- 
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cussed  the  operation  of  moving-head  magnetic  disk  storage,  and  considered  techniques  for 
optimizing  the  performance  of  disk  devices  in  operating  systems  environments. 

A  disk  access  (read  or  write)  consists  of  three  significant  actions,  namely  a  seek,  a 
rotational  delay  (latency),  and  record  transmission.  Of  these,  the  largest  by  far  is  normally 
seek  time.  Therefore,  optimization  techniques  generally  concentrate  on  minimizing  both 
the  number  and  the  length  of  seeks. 

Arranging  pending  disk  requests  to  minimize  seeks  is  called  disk  scheduling.  Requests 
may  be  serviced  first-come-first-served  (FCFS),  which  is  generally  not  considered  to  be  a 
scheduling  strategy,  or  they  may  be  serviced  according  to  a  strategy  designed  to  minimize 
seeks.  Some  common  strategies  are 

■  SSTF,  which  services  requests  according  to  their  proximity  to  the  last  request  serviced. 
The  next  request  serviced  is  the  one  closest  to  the  last  request  regardless  of  the 
direction  in  which  the  boom  must  move. 

■  SCAN,  which  functions  like  SSTF  except  that  it  continues  moving  in  a  preferred 
direction  until  all  requests  in  that  direction  have  been  serviced;  then  it  reverses 
direction. 

■  N-Step  SCAN,  which  avoids  delays  and  possibly  indefinite  postponement  by  forcing 
arriving  requests  to  wait  until  the  return  sweep  for  service. 

•  C-SCAN,  which  eliminates  SCAN’s  bias  toward  the  mid-range  tracks  by  scanning  in 
one  direction  only;  on  the  completion  of  a  sweep,  the  boom  jumps  to  the  opposite  end 
of  the  disk,  and  scanning  in  the  same  direction  resumes. 

■  The  Eschenbach  scheme,  which  was  designed  for  extremely  heavy  loads,  but  C-SCAN 
with  rotational  optimization  has  proven  more  effective  under  all  loading  conditions. 

All  the  preceding  strategies  are  concerned  with  the  following  scheduling  goals: 

•  maximizing  throughput 

•  minimizing  response  times 

■  minimizing  variance  of  response  times 

Rotational  optimization  is  useful  under  heavy  loading  conditions  when  it  is  likely  that 
several  requests  are  pending  for  the  same  cylinder  at  any  moment.  On  a  drum,  rotational 
optimization  is  used  to  schedule  requests. 

Disk  scheduling  isn’t  always  useful  because  performance  problems  could  be  caused  by 
other  portions  of  the  hardware  or  software.  The  bottlenecks  could  be  at  the  disks,  the 
controllers,  or  the  channels.  Or  they  could  be  caused  by  nonuniform  request  distributions 
such  as  those  common  in  sequential  file  processing.  Access  methods  like  ISAM  can  be 
convenient  for  the  applications  designer  but  can  require  a  large  number  of  lengthy  seeks  as 
they  function  at  run  time. 

A  disk  cache  is  an  area  in  primary  storage  in  which  frequently  accessed  records  are 
kept  to  help  avoid  the  need  for  actual  lengthy  seeks  to  the  disk. 

Other  performance  enhancement  techniques  include  reorganizing  the  disk  to  minimize 
fragmentation,  partitioning  the  disk,  thus  confining  files  to  narrow  areas  to  reduce 
fragmentation,  placing  multiple  copies  of  frequently  referenced  stable  data  throughout  the 
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disk  to  reduce  seek  distances,  replicating  frequently  referenced  stable  data  on  separately 
accessible  disk  drives  to  enable  increased  concurrency,  placing  data  at  the  mid-range  tracks 
on  devices  that  use  SCAN-type  scheduling,  dedicating  a  disk  to  high-performance  applica¬ 
tions,  blocking  records  to  reduce  the  number  of  seeks,  keeping  frequently  accessed  data  at 
faster  access  positions  in  the  storage  hierarchy,  reading  an  entire  track  at  a  time  to  take 
advantage  of  spatial  locality,  and  compressing  data  to  reduce  space  required  and  hence  to 
reduce  access  times.  Increasing  the  rotational  speeds  of  disks  has  generally  been  avoided 
because  of  physical  limitations. 

A  RAM  disk  is  a  disk  device  simulated  in  conventional  random  access  memory;  it  runs 
much  faster  than  disk,  but  costs  substantially  more. 

Laser  optical  disks  can  store  massive  amounts  of  data  in  write-once-read-many  man¬ 
ner.  Rewritable  laser  disks  could  eventually  replace  magnetic  moving-head  disks.  Laser 
disk  storage  capacities  are  so  huge  that  entire  new  classes  of  applications  will  become 
feasible. 
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EXERCISES 

12.1  What  are  the  essential  goals  of  disk  scheduling?  Why  is  each  important? 

12.2  Suppose  that  on  a  particular  model  of  disk  drive,  seek  times  approximate  latency  times.  How 
might  this  affect  a  designer’s  choice  to  include  disk  scheduling  on  a  computer  system  using  drives  of 
this  type? 

12.3  What  makes  a  given  disk  scheduling  discipline  fair?  Just  how  important  is  fairness  compared 
to  other  goals  of  disk  scheduling  disciplines? 

12.4  Disk  scheduling  disciplines  that  are  not  fair  generally  have  a  larger  variance  of  response  times 
than  FCFS.  Why  is  this  true? 

12.5  Under  very  light  loading  conditions,  virtually  all  the  disk  scheduling  disciplines  discussed  in 
this  chapter  degenerate  to  which  scheme?  Why? 

12.6  One  criterion  that  influences  the  desirability  of  implementing  disk  scheduling  is  the  run-time 
overhead  of  the  disk  scheduling  mechanism.  What  factors  contribute  to  this  overhead?  Suppose  t  is 
the  average  seek  time  on  a  system  with  FCFS  disk  scheduling.  Suppose  s  is  the  approximate  time  it 
would  take  to  schedule  an  average  disk  request  if  another  form  of  disk  scheduling  were  in  use. 
Assume  all  other  factors  are  favorable  to  incorporating  disk  scheduling  on  this  system.  For  each  of  the 
following  cases,  comment  on  the  potential  effectiveness  of  incorporating  disk  scheduling  on  the 
system. 

a)  s  =  0.0U  b)  j  =  0.1f 

c )  s  =  I  d)  s  =  10  t 

e)  s  =  100  t 

12.7  Latency  optimization  usually  has  little  effect  on  system  performance  except  under  extremely 
heavy  loads.  Why? 

12.8  On  interactive  systems  it  is  essential  to  ensure  reasonable  response  times  to  users.  Minimizing 
the  variance  of  response  times  is  still  an  important  goal,  but  it  is  not  sufficient  to  prevent  an  occasional 
user  from  suffering  indefinite  postponement.  What  additional  mechanism  would  you  incorporate  into 
a  disk  scheduling  discipline  on  an  interactive  system  to  help  ensure  reasonable  response  times  and  to 
avoid  the  possibility  of  indefinite  postponement? 

12.9  Argue  why  some  people  refuse  to  consider  FCFS  to  be  a  disk  scheduling  discipline.  Is  there  a 
.scheme  for  servicing  disk  requests  that  we  would  be  even  less  inclined  to  call  disk  scheduling  than 
FCFS? 
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12.10  In  what  sense  is  SCAN  fairer  than  SSTF?  In  what  sense  is  C-SCAN  fairer  than  SCAN? 

12.1 1  Give  a  statistical  argument  for  why  FCFS  offers  a  small  variance  of  response  times. 

12.12  Argue  why  SSTF  tends  to  favor  mid-range  tracks  at  the  expense  of  the  innermost  and 
outermost  tracks. 

12.13  SSTF  is  sometimes  referred  to  as  a  cylinder-oriented  disk  scheduling  scheme.  Explain  why. 

12.14  Chapter  6  suggests  a  scheme  for  avoiding  indefinite  postponement.  Suggest  an  appropriate 
modification  to  the  SSTF  scheme  to  create  a  “nonstarving  SSTF.”  Compare  this  new  version  with 
regular  SSTF  with  regard  to  throughput,  mean  response  times,  and  variance  of  response  times. 

12.15  It  is  possible  that  while  a  disk  request  for  a  particular  cylinder  is  being  serviced,  another 
request  for  that  cylinder  will  arrive.  Some  disk  scheduling  disciplines  would  service  this  new  request 
immediately  after  processing  the  current  request.  Other  disciplines  preclude  the  servicing  of  the  new 
request  until  the  return  sweep  of  the  disk  arm.  What  dangerous  situation  might  occur  in  a  disk 
scheduling  discipline  that  allows  immediate  servicing  of  a  new  request  for  the  same  cylinder  as  the 
previous  request? 

12.16  Why  does  SCAN  have  a  lower  variance  of  response  times  than  SSTF? 

12.17  Compare  the  throughput  of  N-Step  SCAN  with  that  of  SCAN. 

12.18  Compare  the  throughput  of  C-SCAN  with  that  of  SCAN. 

12.19  How  does  a  latency  optimization  scheme  operate? 

12.20  A  disk  storage  bottleneck  may  not  always  be  removed  by  adding  more  disk  drives.  Why? 

12.21  How  does  the  level  of  multiprogramming  affect  the  need  for  disk  scheduling? 

12.22  Suppose  controller  saturation  is  indicated.  Might  disk  scheduling  be  useful?  What  other 
actions  should  be  taken? 

12.23  What  actions  should  be  taken  to  improve  performance  when  channel  congestion  occurs? 

12.24  Why  is  it  desirable  to  assume  uniform  request  distributions  when  considering  disk  scheduling 
disciplines?  In  what  types  of  systems  might  you  expect  to  observe  relatively  uniform  request 
distributions?  Give  several  examples  of  systems  that  tend  to  have  nonuniform  request  distributions. 

12.25  Would  disk  scheduling  be  useful  for  a  single-user,  dedicated  disk  in  a  sequential  file 
processing  application?  Why? 

12.26  In  what  circumstances  might  disk  scheduling  actually  result  in  poorer  performance  than 
FCFS? 

12.27  Compare  the  essential  goals  of  disk  scheduling  with  those  of  CPU  scheduling.  What  are  the 
similarities?  What  are  the  differences? 

12.28  What  factors  contribute  to  the  need  for  seeking?  A  sequential  file  “properly”  stored  on  an 
empty  disk  can  be  retrieved  with  minimal  seeking.  But  disks  tend  to  become  heavily  fragmented  as 
files  are  added  and  deleted.  Thus,  successive  references  to  “adjacent”  records  in  a  disk  file  can  result 
in  substantial  seeking  throughout  the  disk.  Discuss  the  notion  of  file  reorganization  as  a  scheme  for 
minimizing  seeks.  Under  what  circumstances  should  a  file  be  reorganized?  For  what  kinds  of  files 
does  it  not  make  sense  to  reorganize?  Should  every  file  on  the  disk  be  reorganized  or  should  this 
operation  be  limited  to  certain  files  only? 

12.29  This  chapter  has  concentrated  on  software  solutions  to  the  problem  of  improving  perfor¬ 
mance  on  moving-head  disk  storage  devices.  Hardware  redesign  is  rarely  an  option  available  to  an 
operating  systems  designer,  but  suppose  you  have  been  given  the  opportunity  to  propose  certain 


Exercises  381 


hardware  changes  to  the  operation  of  moving-head  disk  systems  (for  the  benefit  of  future  operating 
systems  designers).  What  changes  would  you  suggest?  How  would  each  of  these  changes  affect  the 
need  for  disk  scheduling?  If  disk  scheduling  is  still  needed  on  your  new-style  disks,  would  the  disk 
scheduling  schemes  discussed  in  this  chapter  be  effective?  What  new  types  of  disk  scheduling 
schemes  might  be  appropriate? 

12.30  A  designer  has  proposed  the  use  of  multiple  arms  to  greatly  improve  the  response  times  of  a 
disk  subsystem.  Discuss  the  advantages  and  disadvantages  of  such  a  scheme.  Given  that  this  clever 
idea  has  generally  been  ignored  in  today’s  disk  systems,  indicate  why  designers  have  tended  to  stay 
with  the  single-arm  designs. 

1 2.3 1  The  availability  of  moving-head  disk  storage  has  contributed  greatly  to  the  success  of  modern 
computing  systems.  Disks  offer  relatively  fast  and  direct  access  to  enormous  amounts  of  information. 
Industry  prognosticators  see  a  solid  future  for  disk -based  secondary  storage  systems,  and  researchers 
continue  developing  new  and  improved  disk  scheduling  disciplines.  Propose  several  new  disk 
scheduling  schemes.  Compare  your  schemes  with  those  presented  in  this  chapter. 

12.32  We  mentioned  that  the  SCAN  algorithm  is  like  the  algorithm  followed  by  elevators.  In  what 
ways  is  this  an  appropriate  analogy?  In  what  key  ways,  however,  is  this  analogy  inappropriate? 

12.33  Suggest  other  techniques  besides  disk  scheduling  and  file  reorganization  for  minimizing 
seeks. 

1 2.34  In  the  text,  we  considered  the  enormous  capacities  of  current  optical  disks,  and  we  mentioned 
the  staggering  upper  limits  that  researchers  feel  are  possible.  Assuming  that  such  large  capacity  disks 
are  developed,  and  that  they  are  rewritable,  discuss  the  kinds  of  issues  that  operating  systems 
designers  will  need  to  deal  with  in  designing  systems  that  use  these  media.  Consider  each  of  the 
following. 

a)  What  if  primary  storage  speeds  and  capacities  improve  at  the  same  rate  as  optical  disk 
speeds  and  capacities.  What  if  primary  storage  evolves  more  rapidly?  more  slowly? 

b)  Would  future  systems  tend  to  be  real  storage  systems  or  virtual  storage  systems? 
Justify  your  answer. 

c)  What  new  kinds  of  applications  would  become  feasible?  What  would  operating 
systems  need  to  do  to  support  these  applications? 

d)  How  might  computer  hardware  designs  change  to  support  such  massive  secondary 
storage  devices? 

e)  What  are  the  implications  of  such  devices  on  the  field  of  data  communications  and 
computer  networks? 

12.35  What  is  a  RAM  disk?  Compare  and  contrast  RAM  disk  with  conventional  moving-head 
magnetic  disk  storage, 

12.36  In  the  earlier  chapters,  we  referred  to  a  memory  faster  than  primary  memory  as  cache 
memory.  RAM  disks  can  be  as  fast  as  primary  memory,  or  they  can  be  slower.  They  are  normally 
much  faster  than  conventional  moving-head  magnetic  disk  storage.  Discuss  the  issues  of  storage 
management  in  a  virtual  storage  system  that  has  all  four  kinds  of  storage  mentioned  here.  Consider 
the  size  and  complexity  of  the  operating  system,  overhead  incurred,  potential  for  failure,  conse¬ 
quences  of  failure,  and  performance  issues. 

12.37  Develop  monitors  (see  Chapter  5)  to  implement  each  of  the  following  disk  scheduling 
disciplines. 
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a. 

FCFS 

b. 

SSTF 

c. 

SCAN 

d. 

N-Step  SCAN 

e. 

C-SCAN 

f. 

Eschenbach  Scheme 

12.38  (Simulation  Project )  In  this  chapter,  we  have  investigated  several  disk  scheduling  strategies 
including  FCFS,  SSTF,  SCAN,  N-SCAN,  and  C-SCAN.  Write  a  simulation  program  to  compare  the 
performance  of  these  scheduling  methods  under  light,  medium,  and  heavy  loads.  Define  a  light  load 
as  one  in  which  there  is  usually  either  0  or  I  requests  waiting  for  the  entire  disk.  Define  a  medium  load 
as  one  in  which  each  cylinder  has  either  0  or  1  requests  waiting.  Define  a  heavy  load  as  one  in  which 
many  cylinders  are  likely  to  have  many  requests  pending.  Use  random  number  generation  to  simulate 
the  arrival  time  of  each  request  as  well  as  the  actual  cylinder  for  each  request. 
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’77s  in  my  memory  lock'd. 

And  you  yourself  shall  keep  the  key  of  it. 

William  Shakespeare 


E  pluribus  unus. 
(One  composed  of  many.) 

Virgil 


I  can  only  assume  that  a  “Do  Not  File”  document  is 
filed  in  a  “Do  Not  File"  file. 

Senator  Frank  Church 

Senate  Intelligence  Subcommittee  Hearing,  1975 


A  form  of  government  that  is  not  the  result  of  a  long 
sequence  of  shared  experiences,  efforts,  and  endeav¬ 
ors  can  never  take  root. 

Napoleon  Bonaparte 
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13.1  INTRODUCTION 

A  file  is  a  named  collection  of  data.  It  normally  resides  on  a  secondary  storage  device  such 
as  disk  or  tape.  It  may  be  manipulated  as  a  unit  by  operations  such  as 

■  open — Prepare  a  file  to  be  referenced. 

■  close — Prevent  further  reference  to  a  file  until  it  is  reopened. 

■  create — Build  a  new  file. 

■  destroy — Remove  a  file. 

■  copy — Create  another  version  of  the  file  with  a  new  name. 

■  rename — Change  the  name  of  a  file. 

■  list — Print  or  display  the  contents  of  a  file. 

Individual  data  items  within  the  file  may  be  manipulated  by  operations  like 

■  read — Input  a  data  item  to  a  process  from  a  file. 

•  write — Output  a  data  item  from  a  process  to  a  file. 

■  update — Modify  an  existing  data  item  in  a  file. 

■  insert — Add  a  new  data  item  to  a  file. 

■  delete — Remove  a  data  item  from  a  file. 

Files  may  be  characterized  by 

■  Volatility — This  refers  to  the  frequency  with  which  additions  and  deletions  are  made  to 
a  file. 

■  Activity — This  refers  to  the  percentage  of  a  file’s  records  accessed  during  a  given 
period  of  time. 

■  Size — This  refers  to  the  amount  of  information  stored  in  the  file. 


13.2  THE  FILE  SYSTEM 

An  important  component  of  an  operating  system  is  the  file  system  (Go86).  File  systems 

generally  contain 

■  Access  methods — These  are  concerned  with  the  manner  in  which  data  stored  in  files  is 
accessed. 

■  File  management — This  is  concerned  with  providing  the  mechanisms  for  files  to  be 
stored,  referenced,  shared,  and  secured. 

•  Auxiliary  storage  management — This  is  concerned  with  allocating  space  for  files  on 
secondary  storage  devices. 

■  File  integrity  mechanisms — These  are  concerned  with  guaranteeing  that  the  informa¬ 
tion  in  a  file  is  uncorrupted.  When  file  integrity  is  assured,  whatever  information  is 
supposed  to  be  in  a  file  is  there;  information  not  supposed  to  be  in  a  file  is  kept  out  of 
the  file. 
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The  file  system  is  primarily  concerned  with  managing  secondary  storage  space,  par¬ 
ticularly  disk  storage.  For  the  purposes  of  this  discussion,  let  us  assume  an  environment  of 
a  large-scale  timesharing  system  supporting  approximately  100  active  terminals  accessible 
to  a  user  community  of  several  thousand  users.  Each  of  these  users  may  have  several 
accounts  on  the  computer  which  they  use  to  distinguish  work  performed,  perhaps  for 
various  projects.  Each  of  these  accounts  may  have  many  files.  Some  files  might  be  small, 
such  as  a  letter  to  be  sent  in  an  electronic  mail  system.  Other  files  may  be  large,  such  as  a 
master  list  of  parts  in  an  inventory  control  application. 

On  large-scale  timesharing  systems  and  distributed  processing  systems,  it  is  common 
for  user  accounts  to  contain  between  10  and  100  files.  Thus  with  a  user  community  of 
several  thousand  users,  a  system’s  disks  might  easily  contain  50,000  to  100,000  or  more 
separate  files.  These  files  need  to  be  accessed  quickly  to  keep  response  times  small  (Mc84). 

A  file  system  for  this  type  of  environment  may  be  organized  as  follows  (Fig.  13.1).  A 
root  is  used  to  indicate  where  on  disk  the  root  directory  begins.  The  root  directory  points  to 
the  various  user  directories.  A  user  directory  contains  an  entry  for  each  of  a  user's  files; 
each  entry  points  to  where  the  corresponding  file  is  stored  on  disk. 

File  names  need  only  be  unique  within  a  given  user  directory.  The  system  name  of  a 
file,  however,  must  be  unique  within  the  file  system.  In  hierarchically  struc  tured  file 
systems,  the  system  name  of  a  file  is  usually  formed  as  the  pathname  from  the  root  directory 
to  the  file.  For  example,  in  a  two-level  file  system  with  users  SMITH,  JONES,  and  DOE, 


Fig.  13.1  Two-level  hierarchical  file  system. 
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and  in  which  JONES  has  files  PAYROLL  and  INVOICES,  the  pathname  for  file 

PAYROLL  might  be  formed  as  JONES:PAYROLL.  Specific  file  system  structures  are 

considered  in  depth  in  the  case  studies  (Chapters  18-24). 

13.3  FILE  SYSTEM  FUNCTIONS 

Some  of  the  functions  normally  attributed  to  file  systems  follow. 

( 1)  Users  should  be  able  to  create,  modify,  and  delete  files. 

(2)  Users  should  be  able  to  share  each  other’s  files  in  a  carefully  controlled  manner  in 
order  to  build  upon  each  other’s  work. 

(3)  The  mechanism  for  sharing  files  should  provide  various  types  of  controlled  access 
such  as  read  access ,  write  access ,  execute  access  or  various  combinations  of  these. 

(4)  Users  should  be  able  to  structure  their  files  in  a  manner  most  appropriate  for  each 
application. 

(5)  Users  should  be  able  to  order  the  transfer  of  information  between  files. 

(6)  Backup  and  recovery  capabilities  must  be  provided  to  prevent  either  accidental  loss  or 
malicious  destruction  of  information. 

(7)  Users  should  be  able  to  refer  to  their  files  by  symbolic  names  rather  than  having  to  use 
physical  device  names  (i.e.,  device  independence). 

(8)  In  sensitive  environments  in  which  information  must  be  kept  secure  and  private,  such 
as  in  electronic  funds  transfer  systems,  criminal  records  systems,  medical  records 
systems,  etc.,  the  file  system  may  also  provide  encryption  and  decryption  capabilities. 
This  makes  information  useful  only  to  its  intended  audience  (i.e.,  to  those  who  possess 
the  decryption  keys).  An  extensive  discussion  on  encryption  and  decryption  schemes 
appears  in  Chapter  17. 

(9)  Most  important,  the  file  system  should  provide  a  user-friendly  interface.  It  should  give 
users  a  logical  view  of  their  data  and  the  functions  to  be  performed  upon  it  rather  than 
a  physical  view.  The  user  should  not  have  to  be  concerned  with  the  particular  devices 
on  which  data  is  stored,  the  form  the  data  takes  on  those  devices,  or  the  physical  means 
of  transferring  data  to  and  from  those  devices. 


13.4  THE  DATA  HIERARCHY 

Bits  are  grouped  together  in  bit  patterns  to  represent  virtually  all  data  items  of  interest  in 
computer  systems.  There  are  2"  possible  bit  patterns  for  a  string  of  n  bits. 

The  next  level  up  in  the  data  hierarchy  is  comprised  of  bytes  or  characters,  which  are 
fixed  length  patterns  of  bits.  Most  computer  systems  today  use  8-bit  bytes,  and  thus  can 
have  28or  256  possible  characters  represented  in  their  character  sets. 

The  usefulness  of  the  eight-bit  byte  may  be  short-lived  because  there  is  tremendous 
pressure  to  expand  computer  character  sets  to  accommodate  international  character  sets. 
Also,  the  surge  in  computer  use  due  to  the  personal  computing  phenomenon  has  caused  a 
proliferation  of  special-purpose  applications  that  demand  a  broader  variety  of  characters. 


392  File  and  Database  Systems 


The  two  most  popular  character  sets  in  use  today  are  ASCII  ( American  Standard  Code 
for  Information  Interchange)  and  EBCDIC  (Extended  Binary  Coded  Decimal  Interchange 
Code).  ASCII  is  particularly  popular  in  personal  computers  and  in  data  communication 
systems.  EBCDIC  is  popular  for  representing  data  internally  in  mainframe  computer 
systems,  particularly  those  of  IBM.  Both  representations  are  so  widely  used  that  many 
systems  contain  mechanisms  to  use  both  codes  and  convert  between  them. 

A  field  is  a  group  of  characters.  A  record  is  a  group  of  fields.  A  student  record  may 
contain,  for  example,  separate  fields  for  identification  number,  name,  address,  telephone 
number,  cumulative  grade  point  average,  major  field  of  study,  expected  date  of  graduation, 
etc.  A  record  key  is  a  control  field  that  uniquely  identifies  the  record.  In  a  payroll 
application,  for  example,  the  record  key  might  be  the  employee’s  social  security  number. 

A  file  is  a  group  of  related  records.  For  example,  a  student  file  might  contain  one  record 
for  each  student  in  a  university.  The  highest  level  of  the  data  hierarchy  is  a  database.  A 
database  is  a  collection  of  files.  Database  systems  are  considered  later  in  this  chapter. 

13.5  BLOCKING  AND  BUFFERING 

A  physical  record  or  block  is  the  unit  of  information  actually  read  from  or  written  to  a 
device.  A  logical  record  is  a  collection  of  data  treated  as  a  unit  from  the  user’s  standpoint. 
When  each  physical  record  contains  exactly  one  logical  record,  the  file  is  said  to  consist  of 
unblocked  records.  When  each  physical  record  may  contain  several  logical  records,  the  file 
is  said  to  consist  of  blocked  records.  In  a  file  with  fixed-length  records,  all  records  are  the 
same  length;  the  blocksize  is  ordinarily  an  integral  multiple  of  the  record  size.  In  a  file  with 
variable-length  records,  records  may  vary  in  size  up  to  the  blocksize.  Figure  13.2  shows 
some  common  record  formats. 

Buffering  allows  computation  to  proceed  in  parallel  with  input/output.  Spaces  are 
provided  in  primary  storage  to  hold  several  physical  blocks  of  a  file  at  once — each  of  these 
spaces  is  called  a  buffer.  The  most  common  scheme  is  called  double  buffering  and  it 
operates  as  follows  (for  output).  There  are  two  buffers.  Initially,  records  generated  by  a 
running  process  are  deposited  in  the  first  buffer  until  it  is  full.  The  transfer  of  the  block  in 
the  first  buffer  to  secondary  storage  is  then  initiated.  While  this  transfer  is  in  progress,  the 
process  continues  generating  records  that  are  deposited  in  the  second  buffer.  When  the 
second  buffer  is  full,  and  when  the  transfer  from  the  first  buffer  is  complete,  transfer  from 
the  second  buffer  is  initiated.  The  process  continues  generating  records  that  are  now 
deposited  in  the  first  buffer.  This  alternation  between  the  buffers  allows  input/output  to 
occur  in  parallel  with  a  process’s  computations. 

13.6  FILE  ORGANIZATION 

File  organization  refers  to  the  manner  in  which  the  records  of  a  file  are  arranged  on  sec¬ 
ondary  storage  (La84).  The  most  popular  file  organization  schemes  in  use  today  follow. 

■  Sequential — Records  are  placed  in  physical  order.  The  “next”  record  is  the  one  that 

physically  follows  the  previous  record.  This  organization  is  natural  for  files  stored  on 
magnetic  tape,  an  inherently  sequential  medium.  Disk  files  may  also  be  sequentially 
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Fig.  13.2  Record  formats.  BL  is  block  length.  RL  is  record  length.  Count  contains 
various  control  information  sush  as  cylinder  number,  head  number,  record  number, 
length  of  data  position  record,  and  error  control  bytes.  (Courtesy  of  International 
Business  Machines  Corporation.) 


organized,  but  for  various  reasons,  records  in  a  sequential  disk  file  are  not  necessarily 
stored  continguously  (see  Chapter  1 2). 

■  Direct — Records  are  directly  (randomly)  accessed  by  their  physical  addresses  on  a  di¬ 
rect  access  storage  device  (DASD).  The  application  user  places  the  records  on  the 
DASD  in  any  order  appropriate  for  a  particular  application.  Direct  files  require  that  the 
application  user  be  familiar  with  the  detailed  physical  organization  of  the  DASDs  upon 
which  the  fdes  are  stored.  Hashing  techniques  (En88)  are  often  useful  in  locating  data 
in  direct  access  files. 

■  Indexed  sequential — Records  are  arranged  in  logical  sequence  according  to  a  key  con¬ 
tained  in  each  record.  The  system  maintains  an  index  containing  the  physical  addresses 
of  certain  principal  records.  Indexed  sequential  records  may  be  accessed  sequentially 
in  key  order,  or  they  may  be  accessed  directly,  by  a  search  through  the  system-created 
index.  Indexed  sequential  files  are  normally  stored  on  disk. 

•  Partitioned — This  is  essentially  a  file  of  sequential  subfiles  (Fig.  13.3).  Each  se¬ 

quential  subfile  is  called  a  member.  The  starting  address  of  each  member  is  stored  in 
the  file’s  directory.  Partitioned  files  are  often  used  to  store  program  libraries  or  macro 
libraries. 

The  term  volume  is  used  to  refer  to  the  recording  medium  for  each  particular  auxiliary 
storage  device.  The  volume  used  on  a  tape  drive  is  a  reel  of  magnetic  tape;  the  volume  used 
on  a  disk  drive  is  a  disk. 
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members 

Fig.  13.3  Partitioned  data  set  or  file.  (Courtesy  of  International  Business  Machines 
Corporation.) 


13.7  QUEUED  AND  BASIC  ACCESS  METHODS 

Large  operating  systems  generally  provide  many  access  methods.  These  are  sometimes 
grouped  into  two  categories,  namely  queued  access  methods  and  basic  access  methods.  The 
queued  methods  provide  more  powerful  capabilities  than  the  basic  methods. 

Queued  access  methods  are  used  when  the  sequence  in  which  records  are  to  be  pro¬ 
cessed  can  be  anticipated,  such  as  in  sequential  and  indexed  sequential  accessing.  The 
queued  methods  perform  anticipatory  buffering  and  scheduling  of  I/O  operations.  They  try 
to  have  the  next  record  available  for  processing  as  soon  as  the  previous  record  has  been 
processed.  More  than  one  record  at  a  time  is  maintained  in  primary  storage;  this  allows 
processing  and  I/O  operations  to  be  overlapped.  The  queued  access  methods  also  perform 
automatic  blocking  and  deblocking  so  the  user  need  not  be  concerned  with  these  chores. 

The  basic  access  methods  are  normally  used  when  the  sequence  in  which  records  are  to 
be  processed  cannot  be  anticipated,  particularly  with  direct  accessing.  Also  there  are  many 
situations  in  which  user  applications  want  to  control  record  accesses  without  incurring  the 
overhead  of  the  queued  methods.  In  the  basic  methods,  the  access  method  reads  and  writes 
physical  blocks;  blocking  and  deblocking  (if  appropriate  to  the  application)  is  performed  by 
the  user. 


13.8  ALLOCATING  AND  FREEING  SPACE 

The  problem  of  allocating  and  freeing  space  on  disks  is  somewhat  like  that  experienced  in 
primary  storage  allocation  under  variable  partition  multiprogramming.  If  it  is  desired  to 
keep  files  in  adjacent  areas  of  the  disk,  then  such  areas  need  to  be  collected.  But  as  files  are 
allocated  and  freed  it  is  common  for  the  space  on  disk  to  become  increasingly  fragmented. 
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Thus  any  further  allocation  causes  files  to  be  spread  throughout  widely  dispersed  blocks, 
and  this  can  cause  performance  problems  (Ko87). 

One  technique  for  alleviating  this  problem  is  to  perform  periodic  compaction  or 
garbage  collection.  Files  may  be  reorganized  to  occupy  adjacent  areas  of  the  disk,  and  free 
areas  may  be  collected  into  a  single  block  or  a  group  of  large  blocks.  This  garbage 
collection  is  often  done  during  the  off-hours  when  the  system  can  be  shut  down;  some 
systems  perform  compaction  dynamically  while  in  operation.  A  system  may  choose  to 
reorganize  the  files  of  users  not  currently  logged  in,  or  it  may  reorganize  files  that  have  not 
been  referenced  for  a  long  time. 

It  may  not  be  useful  to  perform  garbage  collection  on  certain  systems,  particularly 
those  in  which  a  single  disk  contains  the  files  of  hundreds  of  users.  Each  time  a  user  process 
issues  an  I/O  request,  that  process  loses  the  processor  to  another  process;  this  process  may 
in  turn  issue  an  I/O,  causing  a  seek  to  a  distant  track  on  that  disk.  So  even  if  successive 
references  to  data  on  a  file  are  to  adjacent  areas  on  the  disk,  long  seeks  may  still  be 
necessary  as  the  system  switches  between  processes. 

Designing  a  file  system  requires  knowledge  of  the  user  community,  including  the 
number  of  users,  the  average  number  and  size  of  fdes  per  user,  the  average  duration  of  user 
sessions,  the  nature  of  applications  to  be  run  on  the  system,  and  the  like.  These  factors  must 
be  carefully  considered  to  determine  the  most  appropriate  file  organizations  and  directory 
structures. 

The  same  locality  concept  we  considered  in  virtual  storage  systems  leads  us,  however, 
to  try  to  store  all  the  data  in  a  file  contiguously.  Users  searching  a  file  for  information  often 
use  file  scan  options  to  locate  the  next  record  or  the  previous  record.  These  scans  should 
result  in  minimal  seek  activity  when  possible. 

In  paged  systems,  the  smallest  amount  of  information  transferred  between  secondary 
and  primary  storage  is  a  page,  so  it  makes  sense  to  allocate  secondary  storage  in  blocks  of 
the  page  size  or  a  multiple  of  the  page  size.  Locality  tells  us  that  once  a  process  has  referred 
to  a  data  item  on  a  page  it  is  likely  to  reference  additional  data  items  on  that  page;  it  is  also 
likely  to  reference  data  items  on  pages  contiguous  to  that  page  in  the  user's  virtual  address 
space.  Therefore  it  is  desirable  to  store  the  logically  contiguous  pages  of  a  user’s  virtual 
storage  as  physically  contiguous  pages  on  secondary  storage,  especially  when  several 
pages  are  stored  per  physical  block. 


13.8.1  Contiguous  Allocation 

In  contiguous  allocation ,  files  are  assigned  to  contiguous  areas  of  secondary  storage.  A  user 
specifies  in  advance  the  size  of  the  area  needed  to  hold  a  file  to  be  created.  If  the  desired 
amount  of  contiguous  space  is  not  available,  the  file  cannot  be  created. 

One  advantage  of  contiguous  allocation  is  that  successive  logical  records  are  normally 
physically  adjacent  to  one  another.  This  speeds  access  compared  to  systems  in  which 
successive  logical  records  are  dispersed  throughout  the  disk. 

The  file  directories  in  contiguous  allocation  systems  are  relatively  straightforward  to 
implement.  For  each  file  it  is  necessary  merely  to  retain  the  address  of  the  start  of  the  file 
and  the  file’s  length. 
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Contiguous  allocation  does  have  certain  disadvantages.  As  files  are  deleted,  the  space 
they  occupied  on  secondary  storage  is  reclaimed.  This  space  becomes  available  for 
allocation  of  new  files,  but  these  new  files  must  fit  in  the  available  holes.  Thus  contiguous 
allocation  schemes  exhibit  the  same  types  of  fragmentation  problems  inherent  in  variable 
partition  multiprogramming  systems — adjacent  secondary  storage  holes  must  be  coa¬ 
lesced,  and  periodic  compaction  may  need  to  be  performed  to  reclaim  storage  areas  large 
enough  to  hold  new  files. 

In  environments  in  which  files  may  grow  and  shrink  over  time,  contiguous  allocation 
can  be  difficult.  To  provide  for  anticipated  expansion,  users  often  overestimate  their  space 
needs.  This  can  cause  considerable  waste.  When  a  file  grows  larger  than  its  allocated  slot, 
the  file  must  be  transferred  to  a  new  area  large  enough  to  hold  it. 


13.8.2  Noncontiguous  Allocation 

Because  files  do  tend  to  grow  or  shrink  over  time,  and  because  users  rarely  know  in  ad¬ 
vance  how  large  their  files  will  be,  contiguous  storage  allocation  systems  have  generally 
been  replaced  by  more  dynamic  noncontiguous  storage  allocation  systems.  Several  non¬ 
contiguous  storage  allocation  schemes  are  popular. 


13.8.2.1  Sector-Oriented  Linked  Allocation 

The  disk  is  viewed  as  consisting  of  individual  sectors.  Files  consist  of  many  sectors  which 
may  be  dispersed  throughout  the  disk.  Sectors  belonging  to  a  common  file  contain  pointers 
to  one  another,  forming  a  linked  list.  A  free  space  list  contains  entries  for  all  free  sectors  on 
the  disk.  When  a  file  needs  to  grow,  the  process  requests  more  sectors  from  the  free  space 
list.  Files  that  shrink  return  sectors  to  the  free  space  list.  There  is  no  need  for  compaction. 

Noncontiguous  allocation  solves  some  of  the  problems  inherent  in  contiguous  alloca¬ 
tion  schemes,  but  it  has  its  own  drawbacks.  Because  the  records  of  a  file  may  be  dispersed 
throughout  the  disk,  retrieval  of  logically  contiguous  records  can  involve  lengthy  seeks. 
There  is  execution  time  overhead  in  maintaining  the  linked  list  structure.  Pointers  in  the  list 
structure  reduce  the  amount  of  space  available  for  file  data. 


13.8.2.2  Block  Allocation 

One  scheme  used  to  manage  secondary  storage  more  efficiently  and  reduce  execution  time 
overhead  is  called  block  allocation.  This  is  a  mixture  of  both  contiguous  allocation  and 
noncontiguous  allocation  methods. 

In  this  scheme,  instead  of  allocating  individual  sectors,  blocks  of  contiguous  sectors 
(sometimes  called  extents)  are  allocated.  The  system  tries  to  allocate  new  blocks  to  a  file  by 
choosing  free  blocks  as  close  as  possible  to  existing  blocks  of  the  file.  Each  access  to  the 
file  involves  determining  the  appropriate  block  and  then  the  appropriate  sector  within  the 
block. 
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There  are  several  common  ways  of  implementing  block-allocation  systems.  These 
include  block  chaining,  index  block  chaining,  and  block-oriented  file  mapping. 

In  block  chaining  (Fig.  13.4),  entries  in  the  user  directory  point  to  the  first  block  of 
each  file.  The  fixed-length  blocks  comprising  a  fde  each  contain  two  portions:  a  data  block, 
and  a  pointer  to  the  next  block.  The  smallest  unit  of  allocation  is  a  fixed-sized  block  that 
ordinarily  consists  of  many  sectors.  It  is  common  to  make  the  block  size  one  full  track  on  a 
disk.  Locating  a  particular  record  requires  searching  the  block  chain  until  the  appropriate 
block  is  found,  and  then  searching  that  block  until  the  appropriate  record  is  found.  The 
chain  must  be  searched  from  the  beginning,  and  if  the  blocks  are  dispersed  throughout  the 
disk  (which  is  normal),  the  search  process  can  be  slow  as  block -to-block  seeks  occur. 
Insertion  and  deletion  are  straightforward,  however.  They  are  done  by  modifying  the 
pointer  in  the  previous  block.  Some  systems  use  doubly-linked  lists  to  facilitate  searching; 
ihe  blocks  are  threaded  both  forward  and  backward  so  that  a  search  may  proceed  in  either 
direction. 

With  index  block  chaining  (Fig.  13.5),  the  pointers  are  placed  into  separate  index 
blocks.  Each  index  block  contains  a  fixed  number  of  items.  Each  entry  contains  a  record 
identifier  and  a  pointer  to  that  record.  If  more  than  one  index  block  is  needed  to  describe  a 
file,  then  a  series  of  index  blocks  is  chained  together.  The  big  advantage  of  index  block 
chaining  over  simple  block  chaining  is  that  searching  may  take  place  in  the  index  blocks 
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Fig.  13.4  Block  chaining. 
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Fig.  13.5  Index  block  chaining. 

themselves.  The  index  blocks  may  be  kept  close  together  in  secondary  storage  to  minimize 
seeking.  On  some  systems  in  which  rapid  searching  is  needed,  the  index  blocks  can  be 
maintained  in  primary  storage.  Once  the  appropriate  record  is  located  via  the  index  blocks, 
the  data  block  containing  that  record  is  read  into  primary  storage.  The  disadvantage  of  this 
scheme  is  that  insertions  can  require  the  complete  reconstruction  of  the  index  blocks,  so 


13.8 


Allocating  and  Freeing  Space  399 


some  systems  leave  a  certain  portion  of  the  index  blocks  empty  to  provide  for  future 
insertions. 

In  block-oriented  file  mapping  (Fig.  13.6),  instead  of  using  pointers,  the  system  uses 
block  numbers.  Normally,  these  are  easily  converted  to  actual  block  addresses  because  of 
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Fig.  13.6  Block-oriented  file  mapping. 
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the  geometry  of  the  disk.  A  file  map  contains  one  entry  for  each  block  on  the  disk.  Entries 
in  the  user  directory  point  to  the  first  entry  in  the  file  map  for  each  file.  Each  entry  in  the  file 
map  contains  the  block  number  of  the  next  block  in  that  file.  Thus  all  the  blocks  in  a  file 
may  be  located  by  following  the  entries  in  the  file  map. 

The  entry  in  the  file  map  that  corresponds  to  the  last  entry  of  a  particular  file  is  set  to 
some  sentinel  value  like  “Nil”  to  indicate  that  the  last  block  of  a  file  has  been  reached.  Some 
of  the  entries  in  the  file  map  are  set  to  “Free”  to  indicate  that  the  block  is  available  for 
allocation.  The  system  may  either  search  the  file  map  linearly  to  locate  a  free  block,  or  a 
free  block  list  can  be  maintained.  The  file  map  can  be  modified  to  include  record  identifiers 
so  that  searching  can  be  confined  to  the  map  for  the  most  part.  An  advantage  of  this  scheme 
is  that  the  physical  adjacencies  on  the  disk  are  reflected  in  the  file  map.  When  a  new  block 
is  to  be  assigned,  it  is  relatively  easy  to  locate  a  free  storage  block  with  good  proximity  to 
the  other  blocks  of  the  file.  Insertions  and  deletions  are  straightforward  in  this  scheme. 

13.9  FILE  DESCRIPTOR 

A  file  descriptor  or  file  control  block  is  a  control  block  containing  information  the  system 
needs  to  manage  a  file.  It  is  a  highly  system-dependent  structure.  A  typical  file  descriptor 
might  include 

•  symbolic  file  name 

•  location  of  file  in  secondary  storage 

■  file  organization  (sequential,  indexed  sequential,  etc.) 

■  device  type 

■  access  control  data 

■  type  (data  file,  object  program,  C  source  program,  etc.) 

■  disposition  (permanent  vs.  temporary) 

■  creation  date  and  time 

■  destroy  date 

■  date  and  time  last  modified 

■  access  activity  counts  (number  of  reads,  for  example) 

Ordinarily,  file  descriptors  are  maintained  on  secondary  storage.  They  are  brought  to 
primary  storage  when  a  file  is  opened.  The  file  descriptor  is  controlled  by  the  operating 
system — the  user  may  not  reference  it  directly. 

13.10  ACCESS  CONTROL  MATRIX 

One  way  to  control  access  to  files  is  to  create  a  two-dimensional  access  control  matrix  (Fig. 
13.7)  listing  all  the  users  and  all  the  files  in  the  system.  The  entry  Aij  is  1  if  user  i  is  allowed 
access  to  file  j;  otherwise  Aij  =  0.  In  an  installation  with  a  large  number  of  users  and  a  large 
number  of  files,  this  matrix  would  be  very  large — and  very  sparse.  Allowing  one  user 
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Fig.  13.7  Access  control  matrix. 
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access  to  another  user’s  files  is  the  exception  rather  than  the  rule.  To  make  such  a  matrix 
concept  useful,  it  would  be  necessary  to  use  codes  to  indicate  various  kinds  of  access  such 
as  readonly,  writeonly,  executeonly,  readwrite,  etc. 

13.11  ACCESS  CONTROL  BY  USER  CLASSES 

An  access  control  matrix  can  become  so  large  as  to  be  impractical  to  maintain.  A  technique 
that  requires  considerably  less  space  is  to  control  access  to  various  user  classes.  A  common 
classification  scheme  is 

■  Owner — Normally,  this  is  the  user  who  created  the  file. 

■  Specified  user — The  owner  specifies  that  another  individual  may  use  the  file. 

■  Group  or  project — Users  are  often  members  of  a  group  working  on  a  particular  project. 
In  this  case  the  various  members  of  the  group  may  all  be  granted  access  to  each  other’s 
project-related  files. 

■  Public — Most  systems  allow  a  file  to  be  designated  as  public  so  that  it  may  be  accessed 
by  any  member  of  the  system’s  user  community.  Public  access  normally  allows  users 
to  read  or  execute  a  file,  but  not  to  write  it. 

Chapter  17  discusses  capabilities  and  object-oriented  systems.  These  notions  provide 
additional  solutions  to  the  access  control  problem. 
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13.12  BACKUP  AND  RECOVERY 

Disks  do  crash,  lightning  does  strike,  power  surges  do  occur,  fires  and  floods  happen,  theft 
is  more  common  than  most  companies  are  willing  to  admit,  and  vandalism  (even  terrorism) 
cannot  be  ignored.  The  point  is  that  destruction  of  information,  either  accidental  or 
intentional,  does  occur.  Operating  systems  in  general,  and  file  systems  in  particular,  must 
be  designed  with  this  in  mind  (At84)  (Dc85)  (Sr85)  (An86). 

Physical  safeguards  can  be  used  to  prevent  unauthorized  access  to  the  computer  room, 
to  filter  power  surges,  and  to  turn  on  sprinklers  in  case  of  fire.  But  a  simple  disk  head  crash, 
in  which  the  read-write  head  comes  in  contact  with  the  surface  of  the  disk  and  scratches  it, 
can  still  destroy  data. 

The  most  common  technique  used  to  ensure  the  continued  availability  of  data  is  to  do 
periodic  backups,  i.e.,  to  make  one  or  more  copies  of  the  system’s  files  regularly  and  put 
them  in  a  safe  place.  Even  periodic  backups  may  not  be  sufficient,  however,  because  all 
updates  to  a  file  since  the  last  backup  may  be  lost. 

Another  technique  is  to  log  all  transactions  to  a  file  by  copying  them  to  another  disk. 
This  redundancy  can  be  costly,  but  in  case  of  failure,  all  of  the  lost  work  may  be 
reconstructed  (assuming  of  course  that  the  logging  disk  is  not  also  destroyed). 

There  is  no  way  to  guarantee  absolute  security  of  files.  Designers  must  provide  rea¬ 
sonable  backup  facilities  that  do  not  degrade  the  performance  of  the  system,  and  whose 
costs  are  within  the  economics  of  the  installation.  In  situations  in  which  the  integrity  of  the 
data  must  be  guaranteed  with  high  reliability,  the  designers  may  have  no  choice  but  to  use 
an  expensive  and  time-consuming  backup  procedure.  In  the  worst  case,  users  would  have  to 
reconstruct  all  their  transactions  since  the  last  backup. 

The  periodic  backup  scheme  has  several  weaknesses. 

■  The  system  may  need  to  be  shut  down  during  the  backup  operation. 

■  File  systems  can  be  enormous;  complete  backups  could  require  a  great  deal  of  time. 

■  When  a  failure  occurs,  recovery  from  the  last  backup  can  be  time-consuming.  When 

recovery  is  complete,  the  data  is  only  current  through  the  time  of  the  backup.  Any 

transactions  since  that  time  are  lost. 

A  benefit  of  periodic  backups  is  that  the  file  system  can  be  reorganized  to  allow  the 
various  blocks  of  user  files  scattered  throughout  the  disks  to  be  placed  contiguously.  This 
usually  results  in  much  faster  access  to  user  files  when  the  system  is  restarted. 

Periodic  backup  of  the  entire  file  system  is  not  sufficient  in  systems  in  which  recovery 
needs  to  occur  quickly  and  be  up  to  the  minute.  A  more  appropriate  technique  is  called 
incremental  backup.  During  a  terminal  session,  all  updated  files  are  marked.  When  a  user 
logs  out,  a  list  of  these  files  can  be  passed  to  a  system  process  which  then  backs  up  all 
modified  files. 

Incremental  backup  is  not  of  much  use  to  the  user  in  the  midst  of  a  lengthy  terminal 
session  when  a  system  crash  occurs.  A  better  technique  is  to  search  the  file  directories  even 
while  a  user  is  logged  in  and  backup  modified  files  more  frequently. 

All  the  techniques  discussed  so  far  suffer  from  the  fact  that  there  may  be  significant 
activity  between  the  time  of  the  last  backup  and  the  time  at  which  a  failure  occurs.  In 
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systems  in  which  even  the  slightest  loss  of  activity  is  unacceptable,  a  transaction  logging 
approach  may  be  appropriate  (Sp85)  (Ha87).  Here,  every  transaction  is  immediately 
backed  up  as  it  is  occurs.  This  intense  level  of  backup  is  somewhat  easier  to  do  in  inter¬ 
active  systems  in  which  activity  is  limited  by  relatively  slow  human  response  times.  Even 
systems  supporting  hundreds  of  on-line  interactive  users  can  easily  log  every  line  typed  at 
the  terminals,  so  presumably  such  systems  could  be  backed  up  to  be  quite  current.  But 
interactive  commands  could  initiate  substantial  processing;  substantial  reconstruction  time 
might  still  be  required  to  perform  the  necessary  recovery  procedures. 

13.13  FILE  SERVERS 

One  approach  to  handling  nonlocal  file  references  in  a  computer  network  is  to  route  all  such 
requests  to  a.  file  server,  i.e.,  a  computer  system  dedicated  to  resolving  intercomputer  file 
references  (Bi80)  (Fr81)  (Mi8 1)  (Ch86)  (Me88).  This  approach  centralizes  control  of  these 
references,  but  the  file  server  could  easily  become  a  bottleneck ,  because  all  client 
computers  send  all  requests  to  the  server.  A  better  approach  is  to  let  the  separate  computers 
communicate  directly  with  one  another;  this  is  the  approach  taken  by  Sun's  Network  File 
System  (NFS)  discussed  in  Chapter  18.  In  an  NFS  network,  each  computer  can  act  as  a 
server  and/or  a  client. 

13.14  DISTRIBUTED  FILE  SYSTEMS 

Through  the  1970s,  file  systems  generally  stored  and  managed  the  files  of  a  single  com¬ 
puter  system.  On  multiuser  timesharing  systems  the  files  of  all  users  were  under  the  control 
of  a  centralized  file  system.  Today,  the  trend  is  toward  distributed  file  systems  in  computer 
networks  (Wh84)  (Mu85)  (Sa85a)  (Mo86)  (Ne88).  A  real  complication  is  that  such 
networks  are  increasingly  being  used  to  connect  a  wide  variety  of  computer  systems,  and 
these  often  have  different  operating  systems  and  file  systems. 

A  distributed  file  system  enables  users  to  perform  operations  on  remote  files  in  a 
computer  network  in  much  the  same  manner  as  on  local  files.  In  the  case  study  on  UNIX  in 
Chapter  18,  we  consider  Sun’s  Network  File  System  (NFS),  one  of  the  most  widely-used 
distributed  file  systems  (W185)  (Sa85)  (Sa87)  (La88)  (Sc88).  NFS  provides  distributed  file 
system  capabilities  for  networks  of  heterogeneous  computer  systems;  currently,  more  than 
100  different  computer  systems  from  micros  to  supercomputers  support  NFS. 

13.15  CD-ROMS,  WORMS,  AND  MAGNETO-LASER  DISKS 

The  emergence  of  CD-ROM  (for  “compact  disk  readonly  memory")  laser-optical  disk 
technology,  and  more  recently  read/write  optical  disks,  has  made  it  possible  to  store  the 
equivalent  of  thousands  of  floppy  disks  on  a  single  CD-ROM  disk  (Fu84)  (He88)  (0189). 
The  incorporation  of  this  technology  into  recent  computer  systems,  such  as  Steve  Jobs’ 
NeXT  machine  (E188),  indicates  that  optical  disk  technology  is  likely  to  become  widely 
used  over  the  next  several  years.  The  256-megabyte  capacity  of  its  rewritable  magneto¬ 
optical  disks  enables  NeXT  to  supply  vast  amounts  of  information  including  software. 
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system  documentation,  and  even  reference  books  (the  works  of  Shakespeare,  a  thesaurus,  a 
book  of  quotations,  and  a  dictionary)  on  a  single  disk  with  substantial  space  left  for  user 
programs  and  data  (E188). 

Managing  such  vast  amounts  of  data  requires  unique  file  system  techniques  (He88). 
CD-ROMs  are  based  on  the  designs  used  in  the  music  industry.  Seeking  takes  longer  than 
with  moving-head  magnetic  disk  technology.  But  once  reading  begins,  huge  volumes  of 
data  can  be  accessed  sequentially  without  noticeable  interruption;  this  is  similar  to  listening 
to  music  on  a  compact  disk. 

CD-ROMs  contain  fixed  information,  so  the  indexing  and  placement  of  this  infor¬ 
mation  can  be  optimized  for  fast,  smooth  access  when  the  disk  is  created. 

Data  is  stored  on  CD-ROM  by  sector  number  in  one  continuous  spiral,  rather  than  in 
concentric  tracks  as  with  magnetic  disks.  The  disk  constantly  adjusts  its  speed  to  read  the 
data  at  a  constant  linear  velocity.  Magnetic  disks  generally  locate  and  transfer  information 
faster,  but  CD-ROMs  have  much  greater  capacity  and  they  “play  back”  information  in  a 
smoother  fashion.  Helgerson  and  Martens  discuss  various  indexing  methods  and  retrieval 
schemes  for  accessing  CD-ROM  data  (He88). 

Gait  (Ga88)  discusses  the  development  of  a  file  system  for  write-once  optical  disks 
(these  are  sometimes  called  WORM  (Fi87)  disks  for  “write-once-read-many”).  WORM 
disks  differ  from  CD-ROMs  in  that  they  can  be  written  by  the  user’s  computer  system.  The 
file  system  for  a  WORM  disk  differs  from  that  for  rewritable  disks  in  several  ways.  Because 
information  cannot  be  deleted,  the  disk  always  contains  the  complete  file  history.  The  file 
system  must  provide  fast  access  to  the  most  recent  copy  of  a  file.  The  file  system  must  be 
able  to  locate  all  previous  copies  of  a  file  as  well,  but  this  is  considered  to  be  archival 
information,  so  access  can  be  slower.  Although  distant  seeks  on  an  optical  disk  can  be  much 
slower  than  on  magnetic  disks,  local  seeks  are  much  faster.  So  the  file  system  needs  to 
cluster  information  that  is  likely  to  be  referenced  together,  or  performance  could  be  poor. 


13.16  DATABASE  SYSTEMS 

The  availability  of  inexpensive  massive  direct  access  secondary  storage  has  caused  a 
tremendous  amount  of  research  and  development  activity  in  the  area  of  database  systems.  A 
database  is  an  integrated  collection  of  data  which  is  centrally  controlled;  a  database  system 
involves  the  data  itself,  the  hardware  on  which  the  data  resides,  the  software  (called  a 
database  management  system  or  DBMS)  that  controls  the  storing  and  retrieval  of  data,  and 
the  users  themselves. 


13.16.1  Advantages  of  Database  Systems 

Date  (Da81)  lists  several  important  advantages  of  database  systems. 

■  Redundancy  can  be  reduced. 

■  Inconsistency  can  be  avoided. 

■  The  data  can  be  shared. 
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■  Standards  can  be  enforced. 

■  Security  restrictions  can  be  applied. 

■  Integrity  can  be  maintained. 

■  Conflicting  requirements  can  be  balanced. 

In  conventional  nondatabase  systems,  each  distinct  application  maintains  its  own  files, 
often  with  considerable  redundancy  and  a  variety  of  physical  formats.  In  database  systems 
redundancy  is  reduced  by  integrating  separate  files. 

Sharing  is  one  of  the  most  important  benefits  of  database  systems.  Existing  appli¬ 
cations  can  reference  the  same  data;  new  applications  can  reference  existing  data. 

Centralized  control  makes  it  possible  to  enforce  standards  rigidly.  This  becomes 
particularly  important  in  computer  networks  (see  Chapter  16)  in  which  data  migration 
between  systems  occurs. 

Security  (see  Chapter  17)  is  an  intriguing  issue  in  database  systems.  The  data  may 
actually  be  more  at  risk  because  it  is  collected  and  retained  in  a  central  location  rather  than 
being  dispersed  throughout  physically  separate  files  in  many  locations.  To  counter  this, 
database  systems  must  be  designed  with  elaborate  controls. 


13.16.2  Data  Independence 

One  of  the  most  important  aspects  of  database  systems  is  data  independence,  i.e., 
applications  need  not  be  concerned  with  how  the  data  is  physically  stored  or  accessed.  An 
application  is  said  to  be  data-dependent  if  the  storage  structure  and  accessing  strategy 
cannot  be  changed  without  affecting  the  application  significantly. 

Data  independence  makes  it  convenient  for  various  applications  to  have  different 
views  of  the  same  data.  From  the  system’s  standpoint,  data  independence  makes  it  possible 
for  the  storage  structure  and  accessing  strategy  to  be  modified  in  response  to  the 
installation’s  changing  requirements,  but  without  the  need  to  modify  functioning  appli¬ 
cations. 


13.16.3  Database  Languages 

Users  access  a  database  via  statements  in  some  form  of  database  language.  Applications 
programs  may  use  a  conventional  procedure-oriented,  high-level  language  like  COBOL, 
PL/I,  or  Pascal;  a  terminal  user  may  use  a  specially  designed  query  language  that  makes  it 
convenient  to  express  requests  (usually  in  simple  English)  in  the  context  of  a  particular 
application. 

Such  languages  are  referred  to  as  host  languages.  Each  host  language  ordinarily  in¬ 
cludes  a  data  sublanguage  (DSL)  concerned  with  the  specifics  of  database  objects  and  op¬ 
erations.  Each  data  sublanguage  generally  is  a  combination  of  two  languages,  namely  a 
data  definition  language  (DDL)  that  provides  facilities  for  defining  database  objects,  and  a 
data  manipulation  language  (DML)  that  provides  features  for  specifying  the  processing  to 
be  performed  on  database  objects. 
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13.16.4  Distributed  Database 

A  distributed  database  (Wi88)  is  a  database  that  is  spread  throughout  the  computer  systems 
of  a  network.  Ordinarily  in  such  systems  each  data  item  is  stored  at  the  location  in  which  it 
is  most  frequently  used,  but  it  remains  accessible  to  other  network  users. 

Distributed  systems  provide  the  control  and  economies  of  local  processing  with  the 
advantages  of  information  accessibility  over  a  geographically  dispersed  organization.  They 
can  be  costly  to  implement  and  operate,  however,  and  they  can  suffer  from  increased 
vulnerability  to  security  violations.  Chapters  16  and  17  consider  these  issues  in  detail. 


13.17  DATABASE  MODELS 

Three  different  database  models  have  achieved  widespread  popularity:  (1)  hierarchical 
database,  (2)  network  database ,  and  (3)  relational  database. 


13.17.1  Hierarchical  Database 

Much  of  the  value  of  the  database  approach  comes  from  the  fact  that  relationships  between 
data  items  may  be  indicated  explicity.  In  the  hierarchical  model  (Fig.  13.8),  data  items  are 
related  in  a  parent/child  relationship;  each  parent  may  have  many  children  but  each  child 
may  have  only  one  parent.  Hierarchical  organization  makes  it  difficult  to  express  relation¬ 
ships  in  which  children  relate  to  more  than  one  parent.  This  inflexibility  has  led  many 
designers  to  choose  another  model.  But  when  the  data  relationships  are  indeed  hierarchical, 
the  database  is  easy  to  implement,  modify,  and  search. 


Fig.  13.8  Hierarchical  database  organization. 
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13.17.2  Network  Database 

The  network  model  (Fig.  13.9)  is  more  flexible  than  the  hierarchical  model.  It  allows 
children  to  relate  to  many  parents,  and  allows  very  general  interdependencies  to  be  ex¬ 
pressed.  A  disadvantage  to  the  network  approach  is  that  some  network  structures  begin  to 
take  on  a  “rat’s  nest”  appearance  with  pointers  going  off  in  all  directions.  Such  a  structure 
can  be  difficult  to  comprehend,  modify,  or  reconstruct  in  case  of  failure.  The  network 
structure  is  useful  in  stable  environments  in  which  the  complex  interdependencies  of  the 
data  need  to  be  expressed  to  make  the  database  useful.  In  more  dynamic  environments  in 
which  considerable  growth  in  the  database  is  expected,  or  in  which  new  features  and 
relationships  are  likely  to  be  added,  the  network  approach  is  best  avoided. 


13.17.3  Relational  Database 

The  relational  model  developed  by  Codd  (Co70)  (Co72)  (BI88)  (Co88)  (Re88)  offers  many 
advantages  over  the  hierarchical  and  network  models.  The  relational  model  is  a  logical 
structure  rather  than  a  physical  one;  the  principles  of  relational  database  management  can 


Fig.  13.9  A  possible  network  database  organization.  Note  that  some  people  do 
volunteer  work  for  more  than  one  charity. 
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Fig.  13.10  Relational  database  structure. 


be  considered  without  concerning  oneself  with  the  physical  implementation  of  the  data 
structures. 

A  relational  database  is  composed  of  relations.  Figure  13.10  illustrates  a  sample  re¬ 
lation  that  might  be  used  in  a  personnel  system.  The  name  of  the  relation  is  EMPLOYEE 
and  its  primary  purpose  is  to  demonstrate  the  relationships  of  various  attributes  of  each 
employee  with  that  employee.  Any  particular  row  of  the  relation  is  called  a  tuple.  This 
relation  consists  of  six  tuples.  The  first  field  in  each  tuple,  the  employee  number,  is  used  as 
the  primary  key  for  referencing  data  in  the  relation.  The  tuples  of  the  relation  are  ordered  by 
primary  key. 

Each  column  of  the  relation  represents  a  different  domain.  Tuples  must  be  unique  (by 
primary  key)  within  a  relation,  but  particular  domain  values  may  be  duplicated  between 
tuples.  For  example,  three  different  tuples  in  the  example  contain  department  number  413. 
The  number  of  domains  in  a  relation  indicates  the  degree  of  the  relation.  Relations  of 
degree  2  are  binary  relations,  relations  of  degree  three  are  ternary  relations,  and  relations 
of  degree  n  are  n-ary  relations. 

Different  users  of  a  database  will  be  interested  in  different  data  items  and  different 
relationships  between  the  data  items.  Some  users  will  want  only  certain  subsets  of  the  table 
columns.  Other  users  will  wish  to  combine  smaller  tables  into  larger  ones  to  produce  more 
complex  relations.  Codd  calls  the  subset  operation  projection,  and  the  combination 
operation  join. 

Using  the  relation  of  Fig.  13. 10  we  might,  for  example,  use  the  projection  operation  to 
create  a  new  relation  called  DEPARTMENT-LOCATOR  whose  purpose  is  to  show  where 
departments  are  located.  This  new  relation  is  shown  in  Fig.  13.1 1. 
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Relation:  DEPARTMENT-LOCATOR 


Department  Location 
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Fig.  13.11  A  relation  formed  by  projection. 


The  relational  database  organization  has  many  advantages  over  the  hierarchical  and 
network  schemes. 

1.  The  tabular  representation  used  in  the  relational  scheme  is  easy  for  users  to  compre¬ 
hend  and  easy  to  implement  in  the  physical  database  system. 

2.  It  is  relatively  easy  to  convert  virtually  any  other  type  of  database  structure  into  the 
relational  scheme.  Thus  the  scheme  may  be  viewed  as  a  universal  form  of  represen¬ 
tation. 

3.  The  projection  and  join  operations  are  easy  to  implement  and  make  the  creation  of  new 
relations  needed  for  particular  applications  easy  to  do. 

4.  Access  control  to  sensitive  data  is  straightforward  to  implement.  The  sensitive  data  is 
merely  placed  in  separate  relations,  and  access  to  these  relations  is  controlled  by  some 
sort  of  authority  or  access  scheme. 

5.  Searches  can  be  faster  than  in  schemes  requiring  following  a  string  of  pointers. 

6  Relational  structures  are  easier  to  modify  than  hierarchical  or  network  structures.  In 
environments  where  flexibility  is  important,  this  becomes  critical. 

7.  The  clarity  and  visibility  of  the  database  improves  with  the  relational  structure.  It  is 
much  easier  to  search  tabular  data  than  it  is  to  unwind  possibly  arbitrarily  complex 
interconnections  of  data  elements  in  a  pointer  mechanism. 

Stonebraker  (St81)  discusses  various  operating  system  services  that  support  database 
management  systems,  namely  buffer  pool  management,  the  file  system,  scheduling, 
process  management,  interprocess  communication,  consistency  control,  and  paged  virtual 
memory.  He  observes  that  because  most  of  these  features  are  not  specifically  optimized  to 
DBMS  environments,  DBMS  designers  have  tended  to  bypass  operating  system  services  in 
favor  of  supplying  their  own.  He  concludes  that  efficient,  minimal  operating  systems  are 
the  most  desirable  for  supporting  the  kinds  of  database  management  systems  that  do  supply 
their  own  optimized  services. 

Database  systems  are  being  routinely  incorporated  into  operating  systems  to  provide 
users  with  far  more  powerful  capabilities  than  are  available  in  conventional  file  systems. 
This  enables  a  more  synergistic  relationship  between  the  operating  system  and  the  database 
management  system  than  is  possible  when  the  DBMS  is  supplied  separately. 
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SUMMARY 

A  file  is  a  named  collection  of  data  that  normally  resides  on  secondary  storage.  Entire  files 
may  be  manipulated  by  operations  like  open,  close,  create,  destroy,  copy,  rename,  and  list. 
Individual  data  items  (normally  records)  may  be  manipulated  by  operations  like  read,  write, 
update,  insert,  and  delete. 

The  file  system  manages  files.  It  provides  sharing,  privacy,  accessing  of  information, 
backup,  recovery,  device  independence,  and  encryption/decryption  capabilities. 

Data  is  structured  in  increasingly  complex  entities  including  bits,  bytes,  fields,  records, 
files,  and  databases. 

Records  may  be  unblocked  (one  logical  record  per  physical  block)  or  blocked  (several 
logical  records  per  physical  block).  Blocking  minimizes  the  number  of  physical  transfers 
involving  auxiliary  storage  during  file  processing.  Buffering  allows  input/output  operations 
to  proceed  in  parallel  with  the  operation  of  the  processor. 

The  most  popular  file  organization  schemes  are  sequential,  indexed  sequential,  direct, 
and  partitioned.  Accessing  of  files  is  accomplished  by  operating  systems  functions  called 
access  methods.  Queued  access  methods  are  used  with  sequentially  organized  files;  they 
perform  anticipatory  buffering  and  scheduling  of  I/O,  and  they  provide  automatic  blocking 
and  deblocking.  The  basic  access  methods  provide  only  physical  block  reading  and  writing. 

In  contiguous  allocation,  a  file  is  allocated  to  a  single  area  of  secondary  storage;  in 
noncontiguous  allocation  the  file  may  be  dispersed  throughout  several  areas  of  secondary 
storage.  Contiguous  allocation  facilitates  rapid  access  but  suffers  from  serious  fragmen¬ 
tation  problems.  Noncontiguous  allocation  is  more  flexible,  but  accessing  can  involve 
frequent  seeks.  Block  allocation  offers  the  flexibility  of  noncontiguous  allocation  with  the 
fast  access  of  contiguous  allocation  (at  least  with  successive  access  to  records  in  the  same 
block).  Block-oriented  file  mapping  reflects  the  physical  adjacencies  on  disk  in  the  file 
map. 

The  fde  descriptor  contains  information  the  system  needs  to  manage  a  file.  The  user 
may  not  reference  file  descriptors  directly;  file  descriptors  are  controlled  by  the  file  system. 

Controlling  access  to  files  can  be  handled  by  an  access  control  matrix  indicating  which 
users  have  what  types  of  access  to  which  files.  Access  control  is  more  commonly  handled 
with  user  classes  where,  for  example,  access  may  be  granted  to  “owner,”  “specified  user,” 
“group  member,"  or  “member  of  the  general  public.” 

Backup  and  recovery  are  important  functions  of  any  file  system.  The  most  common 
technique  is  periodic  backups  of  the  entire  file  system.  With  incremental  dumping,  the  files 
modified  by  a  user  during  a  terminal  session  are  backed  up  when  that  user  logs  out. 
Transaction  logging  copies  every  line  typed  by  the  user  to  a  log  file;  recovery  would  in¬ 
volve  literally  reapplying  all  transactions  logged  since  the  last  major  periodic  backup. 

A  database  is  an  integrated  collection  of  data  which  is  centrally  controlled.  Many 
contemporary  computer  systems  now  provide  database  capabilities  in  both  their  hardware 
and  operating  systems.  This  gives  the  user  far  more  powerful  data  manipulation  capabilities 
than  those  ordinarily  provided  in  conventional  file  systems. 

Data  independence  allows  an  application  to  be  changed  and  new  applications  to  be 
developed  without  having  to  modify  the  data  storage  structure  and  accessing  strategy.  A 
distributed  database  is  one  that  is  spread  throughout  the  computer  systems  of  a  network. 
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The  most  popular  database  organizations  are  hierarchical,  network,  and  relational.  In 
the  hierarchical  approach,  data  is  organized  according  to  parent/child  relationships;  each 
child  has  only  one  parent  but  each  parent  may  have  many  children.  A  hierarchical  database 
is  easy  to  search  and  maintain,  but  it  limits  the  user’s  flexibility  in  defining  complex  data 
interdependencies. 

The  network  approach  allows  very  general  interdependencies  to  be  expressed  conve¬ 
niently.  But  the  resulting  structures  can  be  difficult  to  comprehend,  modify,  or  reconstruct 
in  case  of  failure. 

The  relational  database  approach  offers  many  advantages  over  the  hierarchical  and 
network  schemes.  The  tabular  representation  is  easier  to  comprehend  and  implement. 
Databases  organized  according  to  the  other  schemes  may  easily  be  converted  to  relational 
organization.  Convenient  operations  like  projection  and  join  make  it  easy  to  create  new 
relations.  Sensitive  data  may  be  secured  by  placing  it  in  separate  relations.  Searching  is 
generally  much  faster  than  it  is  within  the  other  schemes,  modification  is  more  straight¬ 
forward,  and  the  clarity  and  visibility  of  the  database  is  greatly  improved. 
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access  control  matrix 
access  method 
anticipatory  buffering 
auxiliary  storage  management 
backup 

basic  access  methods 
block 

block  allocation 

block  chaining 

block-oriented  file  mapping 

blocked  records 

buffering 

CD-ROM 

client 

close  a  file 

compaction 

contiguous  allocation 

database 

database  management  system  (DBMS) 

decryption 

decryption  key 

device  independence 

direct  file  organization 

distributed  database 

distributed  file  system 


double  buffering 

encryption 

extent 

file 

file  control  block 

file  descriptor 

file  directory 

file  integrity 

file  map 

file  server 

file  system 

fixed-length  records 

fragmentation  of  secondary  storage 

free  space  list 

garbage  collection 

hierarchical  database 

hierarchically  structured  file  system 

index  block  chaining 

indexed  sequential  file  organization 

linked  allocation 

logging  disk 

logical  record 

magneto-laser  disk 

mapped  allocation 

network  database 
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Network  File  System  (NFS) 
NeXT 

noncontiguous  allocation 
open  a  file 

partitioned  file  organization 

pathname 

periodic  backups 

physical  record 

primary  key 

queued  access  methods 

recovery 

redundancy 


relational  database 
root  directory 
sector 

sequential  file  organization 
server 

transaction  logging 
unblocked  records 
user  directory 
variable-length  records 
volatility  of  a  file 
volume 

WORM  (write-once-read-many) 


EXERCISES 

13.1  A  virtual  storage  system  has  page  size  p ,  block  size  b,  and  fixed-length  record  size  r.  Discuss 
the  various  relationships  among  p,  b,  and  r  that  make  sense.  Explain  why  each  of  these  possible 
relationships  is  reasonable. 

13.2  Give  a  comprehensive  enumeration  of  reasons  why  records  may  not  necessarily  be  stored 
contiguously  in  a  sequential  disk  file. 

13.3  Suppose  a  distributed  system  has  a  central  file  server  containing  large  numbers  of  sequential 
files  for  hundreds  of  users.  Give  several  reasons  why  such  a  system  may  not  be  organized  to  perform 
compaction  (dynamically  or  otherwise)  on  a  regular  basis. 

13.4  Give  several  reasons  why  it  may  not  be  useful  to  store  logically  contiguous  pages  from  a 
process’s  virtual  memory  space  in  physically  contiguous  areas  on  secondary  storage. 

13.5  A  certain  fde  system  uses  “systemwide”  names,  i.e.,  once  one  member  of  the  user  community 
uses  a  name,  that  name  may  not  be  assigned  to  new  files.  Most  large  file  systems,  however,  require 
only  that  names  be  unique  with  respect  to  a  given  user — two  different  users  may  choose  the  same  file 
name  without  conflict.  Discuss  the  relative  merits  of  these  two  schemes  considering  both  implemen¬ 
tation  and  application  issues. 

13.6  Some  systems  implement  file  sharing  by  allowing  several  users  to  read  a  single  copy  of  a  file 
simultaneously.  Others  provide  a  copy  of  the  shared  file  to  each  user.  Discuss  the  relative  merits  of 
each  approach. 

13.7  Index  sequential  files  are  popular  with  application  designers.  Experience  has  shown,  however, 
that  direct  access  to  index  sequential  files  can  be  very  slow.  Why  is  this  so?  In  what  circumstances  is 
it  better  to  access  such  files  sequentially?  In  what  circumstances  should  the  application  designer  use 
direct  files  rather  than  indexed  sequential  files? 

13.8  When  a  computer  system  failure  occurs,  it  is  important  to  be  able  to  reconstruct  the  file  system 
quickly  and  accurately.  Suppose  a  file  system  allows  complex  arrangements  of  pointers  and 
interdirectory  references.  What  measures  might  the  file  system  designer  take  to  ensure  the  reliability 
and  integrity  of  such  a  system? 
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1.1.9  Some  file  systems  support  a  very  large  number  of  access  classes  while  others  support  only  a 
few.  Discuss  the  relative  merits  of  each  approach.  Which  is  better  for  highly  secure  environments? 
Why? 

1.1.10  Compare  the  allocation  space  for  files  on  secondary  storage  to  real  storage  allocation  under 
variable  partition  multiprogramming. 

1 .1.1 1  In  what  circumstances  is  compaction  of  secondary  storage  useful?  What  dangers  are  inherent 
in  compaction?  How  can  these  be  avoided? 

1.1.12  What  are  the  motivations  for  structuring  file  systems  hierarchically? 

1.1.13  One  problem  with  index  sequential  file  organization  is  that  additions  to  a  file  may  need  to  be 
placed  in  overflow  areas.  How  might  this  affect  performance?  What  can  be  done  to  improve 
performance  in  these  circumstances? 

13.14  Pathnames  in  a  hierarchical  file  system  can  become  lengthy.  Given  that  the  vast  majority  of 
file  references  are  made  to  a  user’s  own  files,  what  convention  might  the  file  system  support  to 
minimize  the  need  for  using  lengthy  pathnames? 

13.15  Some  file  systems  store  information  in  exactly  the  format  created  by  the  user.  Others  attempt 
to  optimize  by  compressing  the  data.  Describe  how  you  would  implement  a  compression/decompres¬ 
sion  mechanism.  Such  a  mechanism  necessarily  trades  execution  time  overhead  against  the  reduced 
storage  requirements  for  files.  In  what  circumstances  is  this  trade-off  acceptable? 

13.16  Suppose  that  a  major  development  in  primary  storage  technology  made  it  possible  to  produce 
a  storage  so  large,  so  fast,  and  so  inexpensive  that  all  the  programs  and  data  at  an  installation  could  be 
.stored  in  a  single  '“chip.”  How  would  the  design  of  a  file  system  for  such  a  single-level  storage  differ 
from  that  for  today’s  conventional  hierarchical  storage  systems? 

13.17  You  have  been  asked  to  perform  a  security  audit  on  a  computer  system.  The  system 
administrator  suspects  that  the  pointer  structure  in  the  file  system  has  been  compromized,  thus 
allowing  certain  unauthorized  users  to  access  critical  system  information.  Describe  how  you  would 
attempt  to  determine  who  is  responsible  for  the  security  breach  and  how  it  was  possible  for  them  to 
modify  the  pointers. 

13.18  In  most  computer  installations,  only  a  small  portion  of  file  backups  are  ever  used  to 
reconstruct  a  file.  Thus  there  is  a  trade-off  to  be  considered  in  performing  backups.  Do  the 
consequences  of  not  having  a  file  backup  available  when  needed  justify  the  effort  of  performing  the 
backups?  What  factors  point  to  the  need  for  performing  backups  as  opposed  to  not  performing  them? 
What  factors  affect  the  frequency  with  which  backups  should  be  performed? 

13.19  Sequential  access  from  sequential  files  is  much  faster  than  sequential  access  from  indexed 
sequential  files.  Why  then  do  many  applications  designers  implement  systems  in  which  indexed 
sequential  files  are  to  be  accessed  sequentially? 

13.20  In  a  university  environment  how  might  the  user  access  classes  “owner,”  “group,”  “specified 
user,”  and  “public”  be  used  to  control  access  to  files?  Consider  the  use  of  the  computer  system  for 
administrative  as  well  as  academic  computing.  Consider  also  the  use  of  the  computer  system  in 
support  of  grant  research  as  well  as  in  academic  courses. 

13.21  File  systems  provide  access  to  permanently  mounted  files  as  well  as  to  demountable  files. 
Demountable  files  are  contained  on  volumes  such  as  disks  that  may  be  mounted  on  disk  drives  or 
stored  off-line  from  the  computer  system.  What  types  of  files  might  best  be  stored  as  permanent  files? 
as  demountable  files?  What  problems  are  unique  to  the  management  of  demountable  files? 
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13.22  What  type  and  frequency  of  backup  would  be  most  appropriate  in  each  of  the  following 
systems? 

a)  a  batch-processing  payroll  system  that  runs  weekly 

b)  an  automated  teller  machine  (ATM)  banking  system 

c)  a  hospital  patient  billing  system 

d)  an  airline  reservation  system  in  which  customers  make  reservations  for  flights  as 
much  as  one  year  in  advance 

e)  a  distributed  program  development  system  used  by  a  group  of  100  programmers 

13.23  Most  banks  today  use  on-line  teller  transaction  systems.  Each  transaction  is  immediately 
applied  to  customer  accounts  to  keep  balances  correct  and  current.  Errors  are  intolerable,  but  because 
of  computer  failures  and  power  failures,  these  systems  do  “go  down”  occasionally.  Describe  how  you 
would  implement  a  backup/recovery  capability  to  ensure  that  each  completed  transaction  applies  to 
the  appropriate  customer’s  account.  Also,  any  transactions  only  partially  completed  at  the  time  of  a 
system  failure  must  not  apply. 

13.24  Why  is  it  useful  to  reorganize  indexed  sequential  files  periodically?  What  criteria  might  a  file 
system  use  to  determine  when  reorganization  is  needed? 

13.25  Distinguish  between  queued  access  methods  and  basic  access  methods.  Draw  an  analogy 
with  the  pipelining  techniques  discussed  in  Chapter  1 1. 

13.26  How  might  redundancy  of  programs  and  data  be  useful  in  the  construction  of  highly  reliable 
systems?  Database  systems  can  greatly  reduce  the  amount  of  redundancy  involved  in  storing  data. 
Does  this  imply  that  database  systems  may  in  fact  be  less  reliable  than  nondatabase  systems?  Explain 
your  answer. 

13.27  Many  of  the  storage  schemes  we  discussed  for  placing  information  on  disk  include  the 
extensive  use  of  pointers.  If  a  pointer  is  destroyed,  either  accidentally  or  maliciously,  an  entire  data 
structure  may  be  lost.  Comment  on  the  use  of  such  data  structures  in  the  design  of  highly-reliable 
systems.  Indicate  how  pointer-based  schemes  can  be  made  less  susceptible  to  damage  by  the  loss  of  a 
pointer. 

13.28  Discuss  the  differences  in  the  file  system  organizations  and  functions  required  to  support  the 
following  kinds  of  laser  disk  storage  media. 

a)  CD-ROM  disk  b)  WORM  disk  c)  Magneto-laser  disk 

13.29  Discuss  the  problems  involved  in  enabling  a  distributed  file  system  of  homogeneous 
computers  to  treat  remote  file  accesses  the  same  as  local  file  accesses  (at  least  from  the  user's 
perspective). 

13.30  Discuss  the  notion  of  transparency  in  distributed  file  systems  of  heterogeneous  computers. 
How  does  a  distributed  file  system  resolve  differences  between  various  computer  architectures  and 
operating  systems  to  enable  all  systems  on  a  network  to  perform  remote  file  accesses  regardless  of 
system  differences? 
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Observe  due  measure ,  for  right  timing  is  in  all  things 
the  most  important  factor. 

Hesiod 


/  claim  not  to  have  controlled  events,  but  confess 
plainly  that  events  have  controlled  me. 

Abraham  Lincoln 


The  finest  edge  is  made  with  the  blunt  whetstone. 

John  Lyly 


It  is  not  permitted  to  the  most  equitable  of  men  to  be 
a  judge  in  his  own  cause. 

Blaise  Pascal 


All  words, 

And  no  performance! 
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14.1  INTRODUCTION 

Because  an  operating  system  is  primarily  a  resource  manager,  it  is  important  for  operating 
systems  designers,  managers,  and  users  to  be  able  to  determine  how  effectively  a  particular 
system  manages  its  resources.  In  this  chapter  many  complex  performance  issues  are 
discussed,  as  well  as  techniques  for  measuring,  monitoring,  and  evaluating  performance; 
the  use  of  these  techniques  can  help  designers,  managers,  and  users  realize  maximum 
performance  from  computing  systems.  The  related  mathematical  subject  of  analytic 
modeling  is  considered  in  depth  in  Chapter  15.  We  also  discuss  coprocessors,  RISC,  data 
flow,  and  pipelining — architectural  techniques  that  facilitate  high  levels  of  performance. 
We  conclude  with  a  detailed  case  study  on  the  use  of  data  flow  compiling  with  a  RISC- 
based,  multiple-pipeline  architecture  to  achieve  very  fast  parallel  execution  in  Apollo’s 
Series  10000  Personal  Supercomputer. 

14.2  IMPORTANT  TRENDS  AFFECTING  PERFORMANCE  ISSUES 

In  the  early  years  of  computer  systems  development,  hardware  was  the  dominant  cost,  so 
performance  studies  concentrated  primarily  on  hardware  issues.  Now  hardware  is  relatively 
inexpensive  and  becoming  even  more  so.  But  labor  costs  have  continued  to  climb  steadily. 
As  a  result  we  must  begin  to  measure  performance  in  ways  more  sensitive  to  human 
productivity.  For  example,  a  personal  computer  is  used  primarily  for  the  convenience  of 
one  individual,  so  processor  utilization  and  I/O  device  utilization  become  less  important 
than  whether  the  computer  is  ready  to  respond  quickly  the  moment  the  user  needs  it. 

Software  complexity  is  increasing  with  the  wide  use  of  multiprogramming/multiproc¬ 
essing  operating  systems,  distributed  systems,  database  management  systems,  graphics- 
oriented  user  interfaces,  and  various  application  support  systems.  The  software  often  hides 
the  hardware  from  the  user,  creating  a  virtual  machine  defined  by  the  operating  characteris¬ 
tics  of  the  software.  Cumbersome  software  often  causes  poor  performance,  even  on 
systems  with  powerful  hardware.  Therefore  it  is  important  to  consider  a  system’s  software 
performance  as  well  as  its  hardware  performance. 

14.3  WHY  PERFORMANCE  MONITORING  AND  EVALUATION  ARE  NEEDED 

In  his  classic  paper,  Lucas  (Lu71)  mentions  three  common  purposes  for  performance 
evaluation. 

■  Selection  evaluation — The  performance  evaluator  must  decide  if  obtaining  a  computer 
system  from  a  particular  vendor  is  appropriate. 

■  Performance  projection — The  goal  of  the  evaluator  here  is  to  estimate  the  perfor¬ 
mance  of  a  system  that  does  not  exist.  It  may  be  a  completely  new  computer  system,  or 
a  new  hardware  or  software  component. 

■  Performance  monitoring — The  evaluator  accumulates  performance  data  on  an  exist¬ 
ing  system  or  component  to  be  sure  that  it  is  meeting  its  performance  goals,  to  help 
estimate  the  impact  of  planned  changes,  and  to  provide  management  with  the  data  it 
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needs  to  make  strategic  decisions  such  as  whether  to  modify  an  existing  job  priority 
system. 

Performance  evaluation  and  prediction  are  needed  from  the  earliest  moments  in  the 
conception  of  a  new  system,  in  the  system’s  day-to-day  operation  after  installation,  and  in 
the  considerations  of  its  modification  or  eventual  replacement  with  a  better  system.  In  the 
early  phases  of  a  new  system’s  development,  the  vendor  attempts  to  predict  the  nature  of 
applications  that  will  run  on  the  system,  and  the  anticipated  work  loads  these  applications 
must  handle. 

Once  the  vendor  begins  development  and  implementation  of  the  new  system,  per¬ 
formance  evaluation  and  prediction  are  used  to  determine  the  best  hardware  organization, 
the  resource  management  strategies  that  should  be  implemented  in  the  operating  system, 
and  whether  or  not  the  evolving  system  meets  its  performance  objectives. 

Once  the  product  is  released  to  the  marketplace,  the  vendor  must  be  prepared  to  answer 
questions  from  potential  users  about  whether  the  system  can  handle  certain  applications 
with  certain  levels  of  performance.  Users  are  often  concerned  with  choosing  an  appropriate 
configuration  of  a  system  that  will  service  their  needs. 

When  the  system  is  installed  at  the  user’s  site,  both  the  vendor  and  the  user  are 
concerned  with  obtaining  optimal  performance.  Fine  adjustments  are  made  to  make  the 
system  run  at  its  best  within  the  user’s  operating  environment.  This  process,  called  system 
tuning ,  can  often  cause  dramatic  performance  improvements  once  the  system  is  adjusted  to 
the  idiosyncracies  of  the  user  installation. 


14.4  PERFORMANCE  MEASURES 

By  performance,  we  mean  the  manner  in  which,  or  the  efficiency  with  which,  a  computer 
system  meets  its  goals.  Thus  performance  is  a  relative  rather  than  an  absolute  quantity, 
although  we  will  often  talk  of  absolute  performance  measures  such  as  the  number  of  jobs 
per  hour  a  given  computer  system  can  service.  But  whenever  a  performance  measure  is 
taken,  it  is  normally  to  be  used  as  a  basis  of  comparison. 

Performance  is  often  in  the  eye  of  the  beholder.  For  example,  a  young  music  student 
may  find  a  performance  of  Beethoven’s  Fifth  Symphony  thoroughly  inspiring,  whereas  the 
conductor  might  be  sensitive  to  the  most  minor  flaws  in  the  way  a  second  violinist  plays  a 
certain  passage.  Similarly,  the  owner  of  a  large  distributed  computing  system  might  be 
pleased  with  the  high  utilization  of  the  system  reflected  by  large  billings  for  service, 
whereas  an  individual  user  might  be  experiencing  excessive  delays  on  such  a  busy  system. 

Some  performance  measures,  such  as  ease  of  use,  are  difficult  to  quantify.  Others,  such 
as  disk  accesses  per  minute,  are  easy  to  enumerate.  The  performance  evaluator  must  be 
careful  to  consider  both  types  of  measures,  even  though  it  may  be  possible  to  provide  neatly 
prepared  statistics  only  for  the  latter. 

Some  performance  measures,  such  as  response  time ,  are  said  to  be  user-oriented. 
Others,  such  as  processor  utilization,  are  said  to  be  system-oriented. 
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Some  of  the  common  performance  measures  are 

•  Turnaround  time — In  a  batch  processing  system,  this  is  defined  as  the  time  from  which 
a  job  is  submitted  until  the  job  is  returned  to  the  user. 

•  Response  time — This  is  the  interactive  system’s  turnaround  time,  and  is  often  defined 
as  the  time  from  which  a  user  presses  an  Enter  key  or  clicks  a  mouse  until  the  system 
begins  typing  or  displaying  a  response. 

•  System  reaction  time — In  an  interactive  system,  this  is  often  defined  as  the  time  from 
which  the  user  presses  Enter  or  clicks  a  mouse  until  the  first  time  slice  of  service  is 
given  to  that  user’s  request. 

These  are  probabilistic  quantities,  and  in  simulation  and  modeling  studies  of  systems 
they  are  considered  to  be  random  variables.  We  discuss  the  distribution  of  response  times, 
for  example,  because  a  wide  range  of  response  times  is  experienced  by  users  on  a  particular 
interactive  system  over  some  interval  of  operation,  and  this  range  can  be  characterized  quite 
accurately  by  a  probability  distribution. 

When  we  talk  of  the  expected  value  of  a  random  variable,  we  are  referring  to  its  mean 
or  average  value.  But  means  can  often  be  deceiving  because  a  certain  mean  value  can  be 
produced  by  averaging  a  series  of  identical  or  nearly  identical  values,  or  it  can  be  produced 
by  averaging  a  wide  variety  of  values,  some  much  larger  and  some  much  smaller  than  the 
calculated  mean.  So  other  performance  measures  often  employed  are 

•  Variance  in  response  times  (or  of  any  of  the  random  variables  we  discuss) — The 
variance  of  response  times  is  a  measure  of  dispersion.  A  small  variance  indicates  that 
the  response  times  experienced  by  users  are  generally  close  to  the  mean.  A  large 
variance  indicates  that  some  users  may  be  experiencing  response  times  that  differ 
widely  from  the  mean.  Some  users  could  be  receiving  relatively  fast  service,  while 
others  could  be  experiencing  protracted  delays.  Thus  the  variance  of  response  times  is 
a  measure  of  their  predictability;  from  a  human  factors  standpoint,  this  can  be  a  very 
important  performance  measure  in  an  interactive  system. 

■  Throughput — This  is  the  work-per-unit-time  performance  measurement. 

•  Work  load — This  is  the  measure  of  the  amount  of  work  that  has  been  submitted  to  the 
system,  and  which  the  system  normally  must  process  in  order  to  be  functioning 
acceptably. 

■  Capacity— This  is  a  measure  of  the  maximum  throughput  a  system  may  have,  as¬ 
suming  that  whenever  the  system  is  ready  to  accept  more  jobs,  another  job  is 
immediately  available. 

■  Utilization — This  is  the  fraction  of  time  that  a  resource  is  in  use.  Utilization  can  be  a 
deceptive  measure.  Even  though  a  high  percentage  utilization  seems  desirable,  it  may 
be  the  result  of  inefficient  usage.  One  way  of  achieving  high  processor  utilization,  for 
example,  is  to  run  a  series  of  processes,  all  of  which  are  in  infinite  loops!  Another  view 
of  processor  utilization  also  yields  interesting  insights.  We  may  view  a  processor  at 
any  moment  as  being  idle,  in  program  state,  or  in  supervisor  state.  When  a  processor  is 
in  program  state,  it  is  accomplishing  work  on  behalf  of  a  user,  and  the  processor  is  most 
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likely  being  charged  to  that  user.  When  the  processor  is  in  the  supervisor  state, 
however,  it  is  inside  the  operating  system.  Some  of  this  time  may  be  charged  directly  to 
users,  but  some  of  it,  such  as  the  time  spent  in  multiprogramming  systems  switching 
between  various  processes,  is  pure  overhead.  This  overhead  component  can  become 
large  in  some  systems.  Thus  when  we  measure  processor  utilization,  we  must  be 
concerned  with  how  much  of  this  usage  is  productive  work  on  behalf  of  the  users,  and 
how  much  is  system  overhead. 


14.5  PERFORMANCE  EVALUATION  TECHNIQUES 

Several  of  the  most  important  performance  evaluation  techniques  (Lu7 1 )  (Fe83)  (An84)  are 
considered  in  the  next  several  sections. 


14.5.1  Timings 

Timings  provide  a  means  of  performing  quick  comparisons  of  computer  hardware.  Early 
computer  systems  were  often  evaluated  by  their  add  times,  or  by  their  memory  cycle  times. 
Timings  are  useful  for  indicating  the  “raw  horsepower”  of  a  particular  computer  system;  it 
has  become  common  to  categorize  a  particular  computer  by  the  number  of  MIPS  (millions 
of  instructions  per  second)  that  it  performs.  Computers  are  already  performing  in  the  BIPS 
(billions  of  instructions  per  second)  range;  computers  performing  in  the  TIPS  (trillions  of 
instructions  per  second)  range  may  appear  in  the  mid-to-late  1990s. 

With  the  advent  of  families  of  computers,  such  as  the  IBM  360  series,  first  introduced 
in  1964,  it  has  become  common  for  hardware  vendors  to  offer  computers  that  enable  a  user 
to  upgrade  to  faster  processors  as  the  user’s  needs  grow.  The  computers  in  a  family  are 
compatible  in  that  they  can  run  the  same  programs  but  at  greater  speeds  as  the  user  moves 
up  in  the  family.  Timings  provide  a  fast  means  for  comparing  the  members  of  a  family  of 
computers. 

Timings  are  used  mainly  for  quick  comparisons.  Other  techniques  should  be  used  to 
evaluate  more  meaningfully  today’s  complex  hardware  and  software  systems. 

Timing  comparisons  are  generally  made  for  a  few  basic  hardware  operations.  The  add 
operation  has  certainly  become  a  common  basis  of  comparison  with  computers  rated  as 
capable  of  performing  500,000  additions  per  second,  for  example.  But  computer  systems 
may  have  instruction  sets  with  hundreds  of  distinct  operations.  So  when  comparing  pro¬ 
cessors  for  a  particular  application,  timings  provide  too  little  information. 

Also,  the  controversy  over  RISC  versus  CISC  (see  Section  14.9)  indicates  that  timings 
must  be  carefully  interpreted  in  the  context  of  fundamental  architectural  differences. 


14.5.2  Instruction  Mixes 

The  technique  of  instruction  mixes  uses  a  weighted  average  of  various  instruction  timings 
more  suited  to  a  particular  application.  Even  though  a  particular  computer  system  can 
perform  a  double-precision  floating  point  multiply  instruction  very  quickly,  for  example. 
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that  same  system  may  still  perform  poorly  in  a  commercial  computing  environment  in 
which  data  movement,  editing,  and  input/output  operations  constitute  the  bulk  of  instruc¬ 
tions  performed. 

The  performance  evaluator  studies  the  job  mix  at  a  particular  installation  and  attempts 
to  form  a  weighted  average  of  timings  for  those  instructions  most  frequently  used  at  the 
installation.  Machines  may  then  be  compared  with  more  validity  than  timings  alone 
provide. 

Here,  too,  mixes  are  useful  mostly  for  quick  comparisons,  and  the  evaluator  is  cau¬ 
tioned  that  other  techniques  should  be  used  before  making  any  critical  acquisition  deci¬ 
sions.  The  weightings  used  in  this  technique  tend  to  be  highly  subjective,  and  the  nuances 
of  the  instruction  sets  of  different  computer  systems  must  be  carefully  considered.  Mixes 
provide  little  if  any  useful  information  for  evaluating  software. 

The  validity  of  instruction  mixes  is  becoming  more  and  more  difficult  to  establish  with 
today's  complex  hardware  designs.  With  the  use  of  cache  memories  and  pipelining,  the 
same  instruction  may  execute  for  different  amounts  of  time,  depending  on  its  context  in 
different  executions. 

Studies  that  determine  instruction  mixes  of  various  kinds  remain  popular,  especially  in 
the  evaluation  of  the  RISC  vs.  CISC  architectural  approaches  (C086). 

14.5.3  Kernel  Programs 

Timings  and  mixes  both  suffer  from  the  fact  that  they  emphasize  only  a  few  aspects  of  a 
computer’s  instruction  set.  A  kernel  program  is  a  typical  program  that  might  be  run  at  an 
installation.  Using  manufacturer’s  instruction  timing  estimates,  the  kernel  program  is  timed 
for  a  given  machine.  Comparisons  between  machines  are  then  made  on  the  basis  of 
differences  in  the  expected  execution  times  of  the  kernel  program  on  the  different  ma¬ 
chines.  So  a  kernel  is  actually  “executed  on  paper”  rather  than  being  run  on  a  particular 
computer.  (Note:  “Kernel”  here  is  not  meant  to  be  confused  with  the  kernel  of  the  operating 
system.) 

Kernels  give  better  results  than  either  timings  or  instruction  mixes,  but  they  require 
substantial  manual  effort  to  prepare  and  time.  One  key  advantage  is  that  kernels  are 
complete  programs,  and  ultimately  this  is  what  the  user  actually  runs  on  the  computer 
system  under  consideration. 

Kernels  can  be  helpful  in  evaluating  certain  software  components  of  a  system.  For 
example,  two  different  compilers  may  produce  dramatically  different  code,  and  kernels  can 
help  decide  which  compiler  generates  more  efficient  code. 


14.5.4  Analytic  Models 

Analytic  models  are  mathematical  representations  of  computer  systems  or  components  of 
computer  systems  (Lu71)  (Sv77)  (Ko78)  (La79)  (Sa81).  Many  types  of  models  are  used, 
but  those  of  queueing  theory  and  Markov  processes  seem  to  be  the  most  manageable  and 
useful.  In  the  next  chapter,  we  present  a  discussion  of  queueing  models  and  Markov  models 
for  computer  performance  evaluation. 
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For  evaluators  who  are  mathematically  inclined,  the  analytic  model  can  be  relatively 
easy  to  create  and  modify.  A  large  body  of  mathematical  results  exists  that  evaluators  can 
apply  to  help  estimate  the  performance  of  a  given  computer  system  or  component  quickly 
and  relatively  accurately. 

But  there  are  many  disadvantages.  Certainly,  evaluators  must  be  highly-skilled 
mathematicians;  these  people  are  rare  in  commercial  computing  environments.  Secondly, 
“neat”  solutions  are  available  only  for  the  simplest  models.  The  more  complex  a  model 
gets,  the  less  likely  the  evaluator  is  to  find  a  precise  mathematical  solution  describing  the 
model’s  behavior. 

Today’s  systems  are  often  so  complex  that  the  modeler  may  be  forced  to  make  many 
simplifying  assumptions.  These  can  invalidate  the  usefulness  and  applicability  of  the 
model. 

The  performance  evaluator  must  understand  many  different  techniques,  and  must  use 
these  techniques  in  concert  with  one  another.  The  results  of  an  evaluation  using  a  particular 
technique  may  sometimes  be  invalidated  by  studies  using  other  techniques.  But  it  often 
occurs  that  the  several  different  evaluations  tend  to  reinforce  one  another,  and  this  helps  to 
demonstrate  the  validity  of  the  evaluator’s  conclusions. 

14.5.5  Benchmarks 

A  benchmark  is  a  real  program  that  the  evaluator  executes  on  the  machine  being  evaluated. 
Commonly,  a  benchmark  is  a  production  program  (i.e..  one  that  is  run  regularly  at  an 
installation)  that  is  typical  of  many  jobs  at  the  installation.  The  evaluator  is  thoroughly 
familiar  with  the  performance  of  the  benchmark  on  existing  equipment,  so  when  the 
benchmark  is  run  on  new  equipment,  the  evaluator  may  draw  meaningful  conclusions 
(Lu7 1 )  (La77)  (We84)  (Lu85)  (C186)  (F186)  (Se86c)  (Si86)  (Hi88)  (Mc88)  (Wi88). 

Benchmarks  have  the  advantage  that  they  already  exist,  so  the  evaluator  merely  needs 
to  choose  them  from  known  production  programs.  No  manual  timings  are  taken  on 
individual  instructions.  Instead  the  full  program  is  run  on  real  data  on  the  actual  machine,  so 
the  computer  does  most  of  the  work.  The  chance  of  human  error  is  minimized  compared  to 
that  in  timing  a  mix  or  kernel  since  the  computer  runs  the  benchmark.  The  timing  can  be 
measured  by  the  computer  itself  or  by  a  stopwatch. 

Certainly,  a  thorough  evaluation  study  using  benchmark  programs  should  involve  the 
careful  selection  of  a  series  of  benchmarks  typical  of  the  job  characteristics  at  the  in¬ 
stallation.  This  is  a  subjective  process  and  is  a  weakness  in  the  technique. 

In  environments  with  multiprogramming,  timesharing,  multiprocessing,  database,  data 
communications,  and  real-time  systems,  benchmarks  can  be  particularly  valuable  because 
they  run  on  the  actual  machine  in  real  circumstances.  The  effects  of  such  complex  systems 
may  be  experienced  directly  instead  of  being  estimated. 

Benchmarks  are  useful  in  evaluating  hardware  as  well  as  software,  and  even  under 
complex  operating  environments.  They  are  also  particularly  useful  in  comparing  the  op¬ 
eration  of  a  system  before  and  after  certain  changes  are  made.  They  are  not  useful,  however, 
in  predicting  the  effects  of  proposed  changes,  unless  another  system  exists  with  the  changes 
incorporated  and  on  which  the  benchmarks  may  be  run.  Benchmarks  are  probably  the  most 
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widely  used  technique  among  established  concerns  considering  acquisition  of  equipment 
from  several  different  vendors.  A  vendor  will  often  make  computer  time  available  for 
running  benchmark  programs  to  help  a  buyer  decide  if  the  vendor’s  system  is  appropriate. 


14.5.6  Synthetic  Programs 

Synthetic  programs  combine  the  techniques  of  kernels  and  benchmarks.  They  are  real 
programs  that  have  been  custom-designed  to  exercise  specific  features  of  a  machine.  One 
strong  advantage  they  have  over  benchmarks  is  that  benchmark  programs  for  testing 
particular  features  of  a  new  machine  may  not  exist  (Bu69)  (Lu71 )  (We84)  (Dr85)  (Wi88). 

Synthetic  programs  are  useful  in  development  environments.  As  new  features  become 
available,  synthetic  programs  may  be  used  to  test  that  these  features  are  operational. 
Evaluators,  unfortunately,  do  not  always  have  sufficient  time  to  code  and  debug  synthetic 
programs,  so  the  evaluators  often  seek  existing  benchmark  programs  that  match  the  desired 
characteristics  of  a  synthetic  program  as  closely  as  possible.  Two  standard  synthetic 
programs  that  are  widely  used,  the  Whetstone  and  the  Dhrystone,  are  discussed  in  Section 
14.5.9. 


14.5.7  Simulation 

Simulation  is  a  technique  in  which  the  evaluator  develops  a  computerized  model  of  the 
system  being  evaluated  (Lu7 1 )  (B18 1 )  (Na8 1 )  (Ke84)  (Ov85)  (Je87).  The  model  is  then  run 
to  reflect  the  behavior  of  the  system  being  evaluated. 

With  simulation  it  is  possible  to  prepare  a  model  of  a  system  that  does  not  exist,  and 
then  run  the  model  to  see  how  the  system  might  behave  in  certain  circumstances.  Of  course, 
the  real  system  must  eventually  be  built  and  tested  to  prove  that  the  simulation  is  valid. 
Simulations  can  prevent  the  construction  of  poorly  designed  systems  by  highlighting 
problems  early  in  the  development  cycle.  Computerized  simulators  have  become  particu¬ 
larly  popular  in  the  space  and  transportation  industries,  because  of  the  severe  consequences 
of  building  a  system  that  would  fail. 

Simulators  are  generally  of  two  types: 

■  Event-driven  simulators — These  are  controlled  by  events  that  are  made  to  occur  in  the 
simulator  according  to  probability  distributions  (Ov85). 

■  Script-driven  simulators — These  are  controlled  by  empirically  derived  data  carefully 
manipulated  to  reflect  the  anticipated  behavior  of  the  simulated  system. 

Simulation  requires  considerable  expertise  on  the  part  of  the  evaluator,  and  can  con¬ 
sume  substantial  computer  time.  Simulators  generally  produce  huge  amounts  of  data  that 
must  be  analyzed  either  manually  or  by  computer.  Simulation  models  must  be  validated : 
developers  must  demonstrate  that  the  models  indeed  are  accurate  representations  of  the  real 
systems  being  simulated.  Once  simulators  are  developed,  their  repeated  use  can  be 
effective  and  economical. 
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14.5.8  Performance  Monitoring 

Performance  monitoring  is  the  collection  and  analysis  of  information  regarding  system 
performance  for  existing  systems  (Lu71)  (P181)  (lr86).  It  is  useful  in  determining  how  a 
system  is  performing  in  terms  of  throughput,  response  times,  predictability,  etc.  Per¬ 
formance  monitoring  can  locate  bottlenecks  quickly,  and  can  help  management  decide  how 
to  improve  performance. 

Performance  monitoring  can  be  accomplished  by  software  or  hardware  techniques. 
Software  monitors  may  distort  performance  readings  because  the  monitors  themselves 
consume  system  resources.  Hardware  monitors  are  generally  more  costly,  but  they  have  the 
advantage  that  they  influence  the  operation  of  the  system  minimally. 

Monitors  generally  produce  huge  volumes  of  data  that  must  be  analyzed,  possibly 
requiring  extensive  computer  resources.  But  they  do  indicate  precisely  how  the  system  is 
functioning,  and  this  information  can  be  extremely  valuable,  particularly  in  development 
environments  in  which  key  design  decisions  may  have  to  be  made  or  modified  based  on  the 
observed  operation  of  the  system. 

Instruction  execution  traces,  or  module  execution  traces ,  can  often  reveal  bottlenecks. 
A  module  execution  trace  might  show,  for  example,  that  a  small  subset  of  the  modules  is 
being  used  a  large  percentage  of  the  time.  Thus  if  the  designers  concentrate  their 
optimization  efforts  on  those  modules,  they  may  be  able  to  improve  system  performance 
considerably  without  expending  effort  and  resources  on  infrequently  used  portions  of  the 
system. 


14.5.9  Whetstone,  Dhrystone,  UNPACK,  and  Savage 

Users  can  implement  customized  synthetic  programs  and  benchmarks,  or  they  can  use 
certain  widely  accepted  standards.  The  kinds  of  thinking  in  these  benchmarks  are  founded 
in  Knuth’s  pioneering  paper  (Kn71)  in  which  he  examined  the  frequency  of  occurrence  of 
various  language  constructs  in  a  large  sample  of  FORTRAN  programs. 

The  Whetstone  (Cu76)  (We84)  (Se86)  (Hi88)  (Wi88)  is  one  of  the  earliest  of  the 
widely  published  standards;  it  is  a  synthetic  benchmark  program  designed  to  measure  a 
processor’s  number-crunching  effectiveness  with  floating  point  calculations.  Although  it  is 
aging,  it  remains  a  useful  means  of  comparing  how  effectively  processors  run  FORTRAN 
programs  for  scientific  computation. 

UNPACK  programs  (SLINPACK  for  single-precision  calculations,  and  DLINPACK 
for  double-precision  calculations),  developed  at  the  Argonne  National  Laboratory,  are  also 
widely  used  for  measuring  floating-point  performance  (Th87).  LINPACK  is  a  genuine 
benchmark  program;  it  is  not  synthetic  like  the  Whetstone. 

The  Savage  benchmark,  unlike  the  Whetstone  and  LINPACK  benchmarks,  measures 
the  accuracy  of  trigonometric  floating-point  operations  rather  than  their  performance 
(Wi88). 
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The  Dhrystone  is  a  synthetic  benchmark  developed  for  measuring  how  effectively  an 
architecture  runs  systems  programs  (We84)  (Se86)  (Hi88).  Ada,  C,  and  Pascal  versions  are 
commonly  used.  The  Ada  version  of  the  Dhrystone  (We84)  contains  100  statements.  The 
creators  of  the  Dhrystone  emphasize  that  variations  in  architectures,  especially  the  use  of 
cache  memory,  can  have  a  significant  effect  on  the  time  it  takes  to  execute  the  Dhrystone 
program.  Because  the  Dhrystone  is  small,  its  effectiveness  is  particularly  sensitive  to  the 
size  of  the  cache;  if  the  Dhrystone  can  fit  in  the  cache,  it  will  obviously  execute  much  faster 
lhan  if  it  needs  to  be  shuttled  between  the  cache  and  primary  storage.  Languages, 
compilers,  measurement  methods,  and  caching  all  need  to  be  factored  into  performance 
measurement  comparisons  to  make  them  meaningful  (We84)  (Wi88). 


1 4.6  BOTTLENECKS  AND  SATURATION 

An  operating  system  manages  a  collection  of  resources.  These  interface  and  interact  in 
complex  ways  to  effect  the  overall  operation  of  the  system.  Occasionally  one  or  more  of 
these  resources  become  bottlenecks,  limiting  the  overall  performance  of  the  system  because 
they  cannot  do  their  share  of  the  work.  While  other  system  resources  may  have  excess 
capacity,  the  bottlenecks  may  not  be  passing  jobs  or  processes  to  these  other  resources  fast 
enough  to  keep  them  busy  (Lu71)  (Fe83)  (Bo88). 

A  bottleneck  tends  to  develop  at  a  resource  when  the  traffic  of  jobs  or  processes  at  that 
resource  begins  to  approach  its  capacity.  At  this  point  we  say  that  the  resource  becomes 
saturated,  i.e.,  processes  competing  for  the  attention  of  the  resource  begin  to  interfere  with 
one  another  (Co75).  One  of  the  classic  examples  of  saturation  in  operating  systems  is  the 
thrashing  (see  Chapter  9)  that  occurs  in  paged  systems  when  main  storage  has  been 
overcommitted  and  the  working  sets  of  the  various  active  processes  cannot  be  maintained 
simultaneously  in  main  storage. 

How  can  bottlenecks  be  detected?  Quite  simply,  each  resource’s  request  queue  should 
be  monitored.  When  a  queue  begins  to  grow  quickly,  then  the  arrival  rate  of  requests  at  that 
resource  must  be  larger  than  its  service  rate,  so  the  resource  has  become  saturated. 

Isolation  of  bottlenecks  is  an  important  part  of  tuning  a  system.  The  bottlenecks  may  be 
removed  by  increasing  the  capacity  of  the  resources,  or  by  adding  more  resources  of  that 
type  at  that  point  in  the  system.  Removing  a  bottleneck  does  not  always  improve 
throughput,  however,  since  other  bottlenecks  may  also  exist  in  the  system.  Tuning  a  system 
may  involve  the  repeated  location  of  and  elimination  of  bottlenecks  until  system  perform¬ 
ance  reaches  satisfactory  levels. 


14.7  FEEDBACK  LOOPS 

A  feedback  loop  is  a  situation  in  which  information  about  the  current  state  of  the  system  can 
affect  arriving  requests.  These  requests  may  be  rerouted  if  the  feedback  indicates  they  may 
have  difficulty  being  serviced.  Feedback  may  be  negative,  in  which  case  arrival  rates  may 
decrease,  or  feedback  may  be  positive,  in  which  case  arrival  rates  may  increase. 
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14.7.1  Negative  Feedback 

In  negative  feedback  situations,  the  arrival  rate  of  new  requests  may  decrease  as  a  result  of 
information  being  fed  back.  For  example,  a  motorist  pulling  into  a  filling  station  and 
observing  that  several  cars  are  waiting  at  each  pump  may  decide  to  leave  the  station  in  favor 
of  driving  down  the  street  to  another  less  crowded  station. 

In  distributed  systems,  spooled  outputs  can  often  be  printed  by  any  of  several 
equivalent  print  servers.  If  the  queue  behind  one  server  is  too  long,  the  job  may  be  placed  in 
a  less  crowded  queue. 

Negative  feedback  contributes  to  stability  in  queueing  systems.  If  arriving  jobs  in¬ 
discriminately  get  in  line  behind  a  busy  device,  for  example,  then  the  queue  behind  that 
device  might  grow  indefinitely  (even  though  other  devices  may  be  underutilized). 


14.7.2  Positive  Feedback 

In  positive  feedback  situations,  the  arrival  rate  of  new  requests  may  increase  as  a  result  of 
information  being  fed  back. 

A  classic  example  of  the  problems  that  may  occur  with  positive  feedback  occurs  in 
paged  virtual  memory  multiprogramming  systems.  Suppose  the  operating  system  detects 
that  the  processor  is  underutilized.  It  may  inform  the  job  scheduler  to  admit  more  jobs  to  the 
multiprogramming  mix,  anticipating  that  this  would  place  a  greater  load  on  the  processor. 
As  more  jobs  are  admitted  the  amount  of  memory  that  can  be  allocated  to  each  job 
decreases  and  page  faults  may  increase  (because  working  sets  may  not  fit  in  memory). 
Processor  utilization  may  decrease  as  the  system  thrashes.  A  poorly  designed  operating 
system  might  then  decide  to  admit  even  more  jobs.  Of  course,  this  would  cause  further 
deterioration  in  processor  utilization. 

Operating  systems  designers  must  be  cautious  when  designing  mechanisms  with 
positive  feedback  to  prevent  such  unstable  operation  from  developing.  The  effects  of  each 
incremental  change  should  be  monitored  to  see  whether  it  results  in  an  anticipated 
improvement.  If  a  change  causes  performance  to  deteriorate,  this  signals  to  the  operating 
system  that  it  may  be  entering  an  unstable  range,  and  that  resource  allocation  strategies 
should  be  adjusted  to  resume  stable  operation. 


14.8  COPROCESSORS 

Coprocessors  are  special-purpose  processors  that  provide  functions  the  main  processor 
may  not  have,  or  may  have  and  not  do  well.  The  most  common  coprocessors  on  the  market 
today  are  floating  point  coprocessors  (Hu83)  (Th87)  (Bo88)  (By88)  (Ch88)  (Wi88),  which 
perform  standard  floating  point  operations  at  very  high  speeds  in  hardware;  without  these 
units,  floating  point  operations  are  normally  performed  (relatively  slowly)  in  software. 
Coprocessors  are  also  available  for  facilitating  high-speed  graphics  (Ni87).  speech  synthe¬ 
sis  and  recognition,  and  computer  vision. 
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Coprocessors  normally  operate  as  slave  processors  to  the  main  processor(s);  the  main 
processor  assigns  appropriate  computations  to  the  coprocessor  and  regains  control  immedi¬ 
ately  when  the  coprocessor  completes  its  calculations.  Special  purpose  coprocessors 
sometimes  operate  as  peer  processors  to  the  main  processors;  this  means  that  the 
coprocessors  can  operate  in  parallel  with  the  main  processors  and  with  one  another. 

Bandwidth  between  the  CPU  and  coprocessors  can  become  a  bottleneck.  Some 
floating-point  coprocessors  are  memory-mapped  to  help  alleviate  this  problem  (B088). 

14.9  REDUCED  INSTRUCTION  SET  COMPUTING  (RISC) 

Reduced  instruction  set  computing  (RISC)  has  emerged  as  a  popular  means  of  imple¬ 
menting  high-performance  uniprocessors  (He84)  (Pa85)  (Be86)  (Gi87)  (Su87).  RISC  ar¬ 
chitectures  take  a  dramatically  different  approach  from  that  of  systems  which  have  been 
using  even  larger  and  more  complex  machine  language  instruction  sets.  Through  the  early 
1980s,  the  clear  trend  was  to  incorporate  frequently-used  sections  of  code  into  single 
machine  language  instructions,  with  the  hope  of  making  these  functions  execute  faster.  The 
logic  was  appealing,  judging  by  the  number  of  computer  architectures  that  reflected  these 
greatly  enhanced  instruction  sets — an  approach  that  has  been  named  CISC  (complex 
instruction  set  computing)  somewhat  in  response  to  the  popularity  of  the  term  RISC. 

Using  more  complex  instructions  actually  has  its  roots  in  the  years  when  most  systems 
programming  was  done  in  assembly  language;  richer  machine  language  instructions 
enabled  assembly  language  programmers  to  write  their  programs  with  fewer  lines  of  code 
and  thus  helped  programmers  be  more  productive. 

As  high-level  languages  became  widely  used  for  writing  operating  systems  (such  as 
the  use  of  C  and  C++  in  writing  UNIX  systems),  the  trend  continued  with  special-purpose 
instructions  being  added  to  fit  well  with  the  needs  of  optimizing  compilers. 

These  complex  instruction  sets  tended  to  be  implemented  via  microprogramming;  the 
machine  language  instructions  were  interpreted,  so  that  complex  instructions  were  per¬ 
formed  as  a  series  of  simpler  microprogrammed  functions. 

Designers  of  high-performance  computers  have  generally  rejected  complex  instruc¬ 
tions.  Seymour  Cray  used  relatively  simple  instructions  in  the  supercomputers  he  designed 
(Pa85). 

Various  studies  were  performed  indicating  that  the  vast  majority  of  programs  gener¬ 
ated  by  popular  compilers  used  only  a  small  portion  of  the  instruction  sets.  The  enhanced 
instructions  that  had  been  thought  to  be  so  critical  to  improving  performance  were  being 
used  only  infrequently.  The  simplest  instructions  such  as  memory-to-register  transfers 
(loads  and  stores)  were  the  most  commonly  used.  The  interpretation  by  microcode  of  the 
complex  instructions  was  actually  slowing  the  execution  of  simple  instructions. 

An  IBM  study  observed  that  the  10  most  frequently  executed  instructions  in  the 
System/370  architecture  (Fig.  14.!)  account  for  2/3  of  the  instruction  executions  on  that 
machine  (Ho86,  p.  81).  This  study  provides  compelling  evidence  for  the  notion  of  RISC.  In 
fact,  it  emphasizes  that  computer  architectures  can  optimize  performance  by  concentrating 
their  efforts  on  making  branches,  loads,  and  stores  run  efficiently  (Se86). 
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Load  Half  Word 

1.8 

Fig.  14.1  The  10  most  frequently  executed  instructions  on  IBM's  System/370 
architecture  (Ho86,  p.  81 ).  (Courtesy  of  International  Business  Machines  Corporation) 


Coulter  and  Kelly  (Co86)  did  a  static  analysis  of  assembly  language  programs  written 
for  the  IBM  Series/1  computer,  a  machine  with  a  particularly  rich  machine  language.  The 
study  observed  that  programmers  tended  to  generate  “semantically  equivalent  instruction 
sequences”  when  working  with  such  a  rich  language.  The  authors  concluded  that  since  it  is 
difficult  to  detect  such  sequences  automatically,  either  instruction  sets  should  be  made 
sparser,  or  programmers  should  restrict  their  use  of  instructions. 

IBM  developed  its  RISC-based  801  (Ra83)  which  evolved  to  today’s  IBM  PC/RT 
(IB86)  (IB87)  machine.  Berkeley  and  Stanford  developed  pioneering  RISC  systems  as  well 
(Pa82)  (Pa82a)  (Pa85)  (Mi86).  Hewlett-Packard  has  taken  a  leadership  role  in  the 
development  of  RISC  architectures. 

Developments  in  VLSI  technology  also  pointed  to  the  need  for  simplifying  instruction 
sets.  Space  on  a  chip  is  always  at  a  premium.  The  simpler  RISC  microprocessors  were 
easier  to  implement  and  allowed  extra  space  to  be  put  to  good  use  for  other  purposes. 

RISC  architectures  tend  to  be  “register  rich;”  the  large  numbers  of  registers  are  used  in 
a  variety  of  ways  to  enhance  performance,  such  as  in  passing  parameters  quickly  during 
procedure  call/retum  sequences.  RISC  compilers  were  designed  to  optimize  code  for 
efficient  execution  with  pipelined  architectures. 

Many  machine  language  instructions  in  CISC  architectures  require  several  machine 
cycles;  RISC  architectures  generally  have  one-machine-cycle-per-instruction  (with  occa¬ 
sional  exceptions). 

Microprogramming  is  avoided  in  favor  of  “hard-wired”  control.  The  instruction  set  is 
sparse  and  simple.  Many  high-speed  registers  are  used  to  perform  calculations  quickly. 
Memory/register  traffic  is  handled  with  simple  loads  and  stores.  Optimizing  compilers  are 
designed  to  work  effectively  with  the  simpler  instructions  and  rich  collections  of  registers. 
The  number  of  addressing  modes  is  kept  to  a  minimum,  with  some  authors  arguing  that  a 
single  addressing  mode  is  sufficient  if  it  uses  a  pointer  with  an  offset  (Ch87). 
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By  providing  many  registers,  RISC  machines  enable  optimizing  compilers  to  generate 
code  that  leaves  intermediate  results  in  registers,  thus  avoiding  much  of  the  register/ 
memory,  memory/register  traffic  that  occurs  in  machines  with  relatively  few  registers. 

Pipelined  execution  in  CISC  architectures  can  be  slowed  by  the  longer  processing 
times  of  complex  instructions;  these  have  the  effect  of  idling  sections  of  the  pipeline 
handling  simpler  instructions. 

Although  RISC  architectures  help  minimize  register/memory,  memory/register  traffic, 
loads  and  stores  are  still  needed,  and  these  take  time.  So  optimizing  compilers  used  with 
RISC  often  rearrange  instruction  sequences  to  enable  other  operations  to  occur  while  the 
register/memory  traffic  is  in  progress. 

One  simple  and  clever  optimizing  technique  is  called  delayed  branching  (Pa85) 
(Li88).  When  a  conditional  branch  is  executed,  the  next  sequential  instruction  may  or  may 
not  be  executed  next,  depending  on  the  evaluation  of  the  condition.  Delayed  branching 
enables  this  next  sequential  instruction  to  enter  execution  anyway;  then,  if  the  branch  is  not 
taken,  this  next  instruction  can  be  well  along,  if  not  completely  finished.  RISC  optimizing 
compilers  often  rearrange  machine  instructions  so  that  a  useful  calculation  (one  that  must 
be  executed  regardless  of  whether  the  branch  is  taken)  is  placed  immediately  after  the 
branch.  Because  branching  occurs  more  frequently  than  most  people  realize  (as  often  as 
every  fourth  instruction  on  some  popular  architectures)  this  can  yield  considerable 
performance  gains.  Lilja  ( Li 8 8 )  provides  a  through  analysis  of  delayed  branching  and 
several  other  techniques  that  can  greatly  reduce  the  so-called  branch  penalty  in  pipelined 
architectures. 

The  simpler  RISC  instruction  sets  make  it  easier  for  optimizing  compilers  to  detect  and 
take  advantage  of  optimizing  opportunities.  RISC  architectures  also  tend  to  use  various 
cache  memories  to  facilitate  fast  execution. 

An  obvious  consequence  of  RISC  is  that  programs  written  for  RISC  machines  tend  to 
have  more  instructions  per  program  than  those  for  CISC  machines.  Various  studies  have 
discovered  that  RISC  programs  tend  to  be  about  20%  longer  than  corresponding  CISC 
programs.  Nevertheless,  these  simpler  instructions  execute  faster;  experiments  have  shown 
that  RISC  programs  generally  run  at  double  the  speed  (or  even  more)  of  their  CISC 
equivalents. 

Every  innovative  approach  we  have  discussed  in  the  text  certainly  has  both  pros  and 
cons.  In  the  case  of  RISC,  the  simplicity  of  the  instructions,  the  reduced  instruction  set,  and 
the  register-rich  hardware  approach  forced  a  great  increase  in  the  complexity  of  context 
switching  (Wi89).  Context  switching  must  be  fast.  But  RISC  machines  use  many  times  as 
many  registers  as  CISC  machines,  and  these  registers  must  be  preserved.  RISC  machines 
also  use  deep  pipelines  that  must  be  flushed  during  context  switching;  this  could  result  in 
losing  much  of  the  performance  gains  from  pipelining.  When  a  context  switch  is  per¬ 
formed,  the  operating  system  and  the  hardware  must  somehow  decide  which  of  the  several 
instructions  in  various  stages  of  completion  must  finish,  should  finish,  and  the  like.  An 
investigation  of  these  issues  is  left  to  the  exercises. 

One  advantage  of  RISC  designs  implemented  in  VLSI  chips  is  that  their  simplicity 
promotes  scalability,  i.e.,  RISC  designs  are  able  to  be  reimplemented  easily  to  execute 
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more  quickly  using  new  technologies  that  pack  increasing  numbers  of  circuit  elements  onto 
chips. 

Floating  point  operations  execute  faster  in  CISC  architectures,  so  RISC  users  who 
need  fast  floating  point  operations  often  add  floating  point  coprocessors  to  their  hardware. 
RISC  instructions  occupy  fixed-length  words  of  memory;  such  instructions  are  easier  and 
faster  to  execute  than  variable-length  instructions. 

RISC  instructions  generally  execute  in  four  phases  (Pa85),  including  instruction  fetch, 
register  read,  arithmetic/logic  operation,  and  register  write. 

One  interesting  phenomenon  is  that  it  is  possible  to  select  RISC  subsets  of  CISC 
machines,  so  it  should  be  possible  to  enhance  performance  even  on  CISC  machines  by 
using  various  RISC  techniques,  such  as  in  compiler  optimization  (Pa85).  Many  experi¬ 
ments  have  confirmed  the  value  of  this  approach. 

RISC  technology  has  had  another  interesting  impact  in  the  computer  architecture  and 
operating  systems  communities.  Simpler  architectures  can  be  implemented  faster  and  with 
fewer  resources.  The  lengthy  development  cycles  previously  required  for  introducing 
major  new  architectures  are  no  longer  acceptable  because  technology  is  moving  too  quickly 
today.  Underlying  assumptions  and  fundamentals  can  change  so  completely  during  a 
project  that  a  new  system  can  easily  be  obsolete  as  it  reaches  the  marketplace. 

Not  everyone  believes  in  the  virtues  of  RISC.  But  there  is  general  agreement  that  the 
“bet  the  company”  strategies  of  systems  development  efforts,  such  as  IBM’s  360  series  in 
the  1960s,  are  not  likely  to  be  repeated  again.  Those  readers  who  would  like  to  investigate 
the  pros  of  the  CISC-based  approach  should  consult  the  paper  by  Flynn,  Mitchell,  and 
Mulder  (F187).  The  entire  nature  of  the  computing  industry  is  changing.  The  appeal  of 
simplicity  continues  its  ascent. 

Davidson  and  Vaughan  (Da87)  used  the  technique  of  architectural  subsetting  (Pa85) 
to  do  an  interesting  study  on  instruction  complexity  effects  on  performance;  they  selected 
three  increasingly  complex  instruction  subsets  of  the  VAX.  The  authors  reached  several 
interesting  conclusions. 

1.  Programs  written  in  the  simplest  of  the  instruction  subsets  required  as  much  as  2  1/2 
times  the  memory  of  equivalent  complex  instruction  set  programs. 

2.  The  cache  miss  ratio  was  considerably  larger  for  programs  written  in  the  simplest 
subset. 

3.  The  bus  traffic  for  programs  written  in  the  simplest  subset  was  about  double  that  of 
programs  written  in  the  most  complex  subset. 

These  results  and  others  like  them  indicate  that  RISC  architectures  can  have  negative 
consequences  on  performance. 


14.10  CASE  STUDY;  DATA  FLOW,  RISC,  AND  PIPELINING 

Although  data  flow  architectures  (C185)  have  not  yet  been  introduced  in  commercial  ma¬ 
chines,  data  flow  techniques  are  proving  their  worth  in  compilers  and  multiprocessor/ 
pipelined  computers.  The  following  example  is  condensed  and  adapted  from  (Ap88);  it  is 
used  with  the  permission  of  Apollo  Computer  Inc.  of  Chelmsford,  Massachusetts. 


14.10 


Case  Study:  Data  Flow,  RISC,  and  Pipelining  435 


The  Apollo  Series  10000  can  perform  various  operations  in  separate  pipelines  in  the 
same  instruction  cycle.  Its  data  flow  compiler  detects  opportunities  to  take  advantage  of  the 
local  parallel  architecture  of  the  Series  10000. 

The  compiler  generates  a  data  flow  graph  and  searches  for  the  “critical  execution 
path,”  which  it  schedules  on  the  parallel  hardware.  Let  us  examine  an  example  Apollo  uses 
in  its  literature  to  emphasize  the  optimization  capabilities  of  its  data  flow  compiler. 
Consider  the  following  ninth-order  polynomial: 

4X9  +  92X7  +  5 8 OX5  +  824X3  +  336X 

This  can  be  programmed  with  three  assignment  statements  as  follows: 

Z  =  X  *  X 
ZSQ  =  Z  *  Z 

Result  =  (ZSQ+14 .  0*Z+12 .0) *4.0*X* (ZSQ+9 . 0*Z  +  7 . 0) 

First  the  data  flow  graph  (Fig.  14.2)  is  created.  The  data  flow  compiler  now  does  some 
rearranging  (Fig.  14.3)  to  prepare  this  code  for  optimal  pipelined  execution.  Finally,  the 


X 


Result 


Fig.  14.2  Data  flow  graph  for  ninth  degree  polynomial  example.  (Reprinted  with 
permission  of  Apollo  Computer,  Inc.) 
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Fig. 14.3  Data  flow  graph  of  Fig.  14.2  scheduled  onto  the  pipelined  hardware. 
(Reprinted  with  permission  of  Apollo  Computer,  Inc.) 


RISC-based  object  code  of  Fig.  14.4  is  produced  to  run  optimally  in  the  three  pipelines, 
considering  the  various  instructional  latencies. 

Notice  that  the  first  two  load  instructions  each  load  two  constants  into  two  registers. 
This  is  possible  because  with  the  machine’s  64-bit  data  paths,  it  may  perform  two  32-bit 
integer  loads  at  once. 

The  resulting  object  code  executes  multiple  instructions  at  once — in  most  cases  two 
instructions  simultaneously,  and  in  one  case  three  instructions  simultaneously.  Because  of 
the  overlapped  execution  of  the  14  object-code  instructions,  only  seven  instruction  cycles 
are  required.  Figure  14.5  shows  the  register  values  developed  after  each  of  the  seven 
instruction  cycles  of  Fig.  14.4. 
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Step  Integer  Multiplier  ALU 

Number  Pipeline  Pipeline  Pipeline 


(1) 

(2) 

(3) 

(4) 

(5) 

(6) 
(7) 


LOADS  C (12 . 0, 14 . 0) ,  (SO, SI)  MULS  X,X,Z 
LOADS  C (4 . 0, 7.0)  ,  (S8,S9)  MULS  Z,Z,ZSQ 
LOADS  C ( 9 . 0) , Sll  MULS  S1,Z,S1 

MULS  X, S8 , S5 
MULS  Sll, Z, S6 
MULS  S5,S1,S7 


ADDS  ZSQ, SO 
ADDS  S9 , ZSQ 
ADDS  SO, SI 
ADDS  ZSQ, S6 


MULS  S6,S7, RESULT 


Fig.  14.4  Object  code  generated  from  the  data  flow  graph  of  Fig.  14.3.  (Reprinted 
with  permission  of  Apollo  Computer,  Inc.) 


Register  Values  developed  (after  step  numbers  in  parentheses) 


(1) 

(3) 

SO 

12.0 

ZSQ+12 .0 

(1) 

(3)  (5) 

SI 

14 .0 

14 . 0*  Z  ZSQ+14 . 0*Z+12 . 0 

(1) 

z 

X*X 

(2) 

S8 

4.0 

(2) 

S9 

7.0 

(2) 

(4) 

ZSQ 

Z*Z 

ZSQ+7 . 0 

(3) 

Sll 

9.0 

(4) 

S5 

4 . 0*X 

(5) 

(6) 

S6 

9 . 0*  Z 

ZSQ+9 .  0*Z+7 . 0 

(6) 

S7 

(ZSQ+14 

.  0*Z  +  12 . 0 ) *4 . 0*X 

(7) 

RESULT 

( ZSQ+14 

.  0*Z+12 . 0) *4 . 0*X* (ZSQ+9 . 0*Z+7 . 0 ) 

Fig. 14.5  Values  developed  during  the  execution  of  the  object  code  of  Fig.  14.4. 
(Reprinted  with  permission  of  Apollo  Computer,  Inc.) 
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SUMMARY 

This  chapter  discusses  many  of  the  commonly  used  techniques  for  monitoring  and 
evaluating  the  performance  of  computer  systems.  Three  common  purposes  for  performance 
evaluation  are  selection  evaluation,  performance  projection,  and  performance  monitoring. 

Performance  is  the  efficiency  with  which  a  system  meets  its  goals.  Some  common 
performance  measures  are  turnaround  time,  response  time,  system  reaction  time,  variance 
in  response  times,  throughput,  capacity,  and  utilization. 

Timings  are  useful  for  performing  quick  comparisons  of  hardware.  A  computer’s  add 
time  or  number  of  additions  per  second  has  often  been  used  for  timing  comparisons. 

Instruction  mixes  use  a  weighted  average  of  various  instruction  timings  more  suited  to 
a  particular  application. 

A  kernel  program  is  a  typical  program  that  might  be  run  at  an  installation.  It  is  timed 
for  a  given  machine  by  using  manufacturer’s  instruction  timing  estimates,  and  comparisons 
may  then  be  made  between  different  machines  on  the  expected  execution  times  of  the 
kernel  program. 

Analytic  models  are  mathematical  representations  of  computer  systems  or  components 
of  computer  systems.  The  models  of  queueing  theory  and  Markov  processes  are  most 
useful,  and  are  discussed  in  the  next  chapter.  A  large  body  of  mathematical  results  exists 
that  the  evaluator  can  apply  to  help  estimate  the  performance  of  a  given  computer  system. 

A  benchmark  is  a  real  program  that  the  evaluator  submits  for  execution  on  the 
computer  system  being  evaluated.  The  evaluator  knows  the  performance  characteristics  of 
the  benchmark  on  existing  equipment,  so  when  it  runs  on  new  equipment,  the  eval-uator 
may  draw  meaningful  conclusions. 

Synthetic  programs  are  real  programs  that  have  been  custom-designed  to  exercise 
specific  features  of  a  computer  system.  They  are  particularly  useful  when  benchmarks 
exercising  those  features  do  not  exist. 

Simulation  is  a  technique  in  which  the  evaluator  develops  a  computerized  model  of  the 
system  being  evaluated.  The  model  is  then  run  on  a  computer  system,  thus  reflecting  the 
behavior  of  the  system  being  evaluated.  Event-driven  simulators  are  controlled  by  events 
that  are  made  to  occur  in  the  simulator  according  to  probability  distributions.  Script-driven 
simulators  are  controlled  by  empirically  derived  data  carefully  manipulated  to  reflect  the 
anticipated  behavior  of  the  simulated  system. 

Performance  monitoring  is  the  collection  and  analysis  of  information  regarding  system 
performance  for  existing  systems. 

A  resource  becomes  a  bottleneck  limiting  the  overall  performance  of  the  system  when 
it  can  not  handle  the  work  being  routed  to  it.  Resources  operating  near  their  capacity  tend  to 
become  saturated,  i.e.,  processes  competing  for  the  attention  of  the  resource  begin  to 
interfere  with  one  another.  Thrashing  in  a  paging  system  is  a  classic  example  of  saturation 
in  operating  systems. 

In  a  feedback  loop,  information  on  the  current  state  of  the  system  is  made  available  to 
entering  requests.  In  negative  feedback,  the  arrival  rate  of  new  requests  may  decrease  as  a 
result  of  the  information  being  fed  back.  Negative  feedback  contributes  to  stability  in 
queueing  systems. 
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In  positive  feedback  systems,  information  fed  back  causes  an  increase  in  some  pa¬ 
rameter.  Positive  feedback  can  cause  instability  in  queueing  systems.  Designers  should 
provide  controls  on  positive  feedback  mechanisms  to  prevent  unstable  operation. 

Coprocessors  are  special-purpose  processors  added  to  a  computer  system  to  facilitate 
operations  not  provided  in  the  original  processor(s). 

RISC  architectures  generally  have  sparse  machine  language  instruction  sets,  relatively 
simple  instmctions,  large  numbers  of  registers,  simple  load  and  store  operations  for  register 
memory  transfers,  deep  pipelines,  and  caches.  Although  RISC  programs  tend  to  be  longer 
than  their  CISC  “equivalents,”  the  RISC  programs  generally  run  much  faster. 

Although  data  flow  architectures  have  not  yet  been  introduced  in  commercial  ma¬ 
chines,  data  flow  techniques  may  be  used  effectively  in  compilers  that  prepare  object 
programs  for  execution  on  other  parallel  architectures,  such  as  pipelined  machines. 
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analytic  model 
aiTival  rate 
benchmark 

BIPS  (billions  of  instructions  per  second) 

bottleneck 

branch  penalty 

capacity 

CISC  (complex  instruction  set  computing) 

coprocessor 

data  flow  compiling 

delayed  branching 

Dhrystone 

disperson 

event-driven  simulator 
expected  value 
feedback  loop 

PLOPS  (floating  point  operations  per 
second) 
gigaFLOPS 
hardware  monitor 
IBM  801 
IBM  PC/RT 

instruction  execution  trace 
instruction  mix 
kernel  program 
inegaFLOPS 

MIPS  (millions  of  instructions  per  second) 
model  validation 


module  execution  trace 
negative  feedback 
predictability 
peer  processor 
performance  evaluation 
performance  measurement 
performance  monitoring 
performance  projection 
pipelining 
positive  feedback 
probability  distribution 
production  program 
random  variable 
response  time 

RISC  (reduced  instruction  set  computing) 

saturation 

Savage  benchmark 

script-driven  simulator 

selection  evaluation 

service  rate 

simulation 

slave  processor 

software  monitor 

synthetic  program 

system  reaction  time 

system  tuning 

thrashing 

throughput 
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timings 

TIPS  (trillions  of  instructions  per  second) 
tuning  a  system 
turnaround  time 
unstable  operation 


utilization 

validate  a  model 

variance  in  response  times 

Whetstone 

work  load 


EXERCISES 


14.1  Explain  why  it  is  important  to  monitor  and  evaluate  the  performance  of  a  system’s  software  as 
well  as  its  hardware. 

14.2  When  a  user  logs  in,  some  timesharing  systems  print  the  total  number  of  logged  in  users. 

a)  Why  is  this  useful  to  the  user? 

b)  In  what  circumstances  might  it  not  be  a  useful  indication  of  load? 

c)  What  factors  tend  to  make  this  a  highly  reliable  indication  of  system  load  on  a  time¬ 
sharing  system  that  supports  many  users? 

14.3  Briefly  discuss  each  of  the  following  purposes  for  perfonnance  evaluation. 

a)  selection  evaluation 

b)  performance  projection 

c)  performance  monitoring 

14.4  What  is  system  tuning?  Why  is  it  important? 

14.5  Distinguish  between  user-oriented  and  system-oriented  perfonnance  measures. 

14.6  What  is  system  reaction  time?  Is  it  more  critical  to  CPU-bound  or  I/O-bound  jobs?  Explain 
your  answer. 

14.7  In  discussing  random  variables,  why  can  mean  values  sometimes  be  deceiving?  What  other 
performance  measure  is  useful  in  describing  how  closely  the  values  of  a  random  variable  cluster 
about  its  mean? 

14.8  Why  is  predictability  such  an  important  attribute  of  computer  systems?  In  what  types  of 
systems  is  predictability  especially  critical? 

14.9  Some  commonly  used  perfonnance  measures  follow. 


turnaround  time 
response  time 
system  reaction  time 
variance  of  response  times 


throughput 
work  load 
capacity 
utilization 


For  each  of  the  following,  indicate  which  performance  measure(s)  is(are)  described. 

a)  the  predictability  of  a  system 

b)  the  current  demands  on  a  system 

c)  a  system’s  maximum  capabilities 

d)  the  percentage  of  a  resource  in  use 

e)  the  work  processed  per  unit  time 

f)  turnaround  time  in  interactive  systems 
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14.10  What  performance  measure(s)  is(are)  of  greatest  interest  to  each  of  the  following?  Explain 
your  answers. 

a)  an  interactive  user 

b)  a  batch  processing  user 

c)  a  designer  of  a  real-time  process  control  system 

d)  installation  managers  concerned  with  billing  users  for  resource  usage 

e)  installation  managers  concerned  with  projecting  system  loads  for  the  next  yearly 
budget  cycle 

0  installation  managers  concerned  with  predicting  the  performance  improvements  to  be 
gained  by  adding 

i)  memory  ii)  faster  processors 

iii)  disk  drives  iv)  channels 

14.11  If  users  are  to  be  billed  solely  for  useful  work  performed  in  their  behalf  by  a  computer  system, 
then  we  must  separate  resource  consumption  due  to  system  overhead  from  resource  consumption  due 
to  useful  work. 


a)  List  several  components  of  resource  consumption  due  to  system  overhead. 

b)  What  measurements  might  be  used  to  determine  each  of  the  overhead  components 
mentioned  in  your  answer  to  part  (a)? 

14.12  There  is  a  limit  to  how  many  measurements  should  be  taken  on  any  system.  What 
considerations  might  cause  you  to  avoid  taking  certain  measurements? 

14.13  According  to  Lucas  (Lu71),  simulation  is  by  far  the  most  widely  applicable  performance 
evaluation  technique. 

a)  Give  several  reasons  for  this. 

b)  Even  though  simulation  is  widely  applicable,  it  is  not  as  widely  used  as  one  might 
expect.  Give  several  reasons  why. 

14.14  Some  of  the  popular  performance  evaluation  and  monitoring  techniques  are 

timings  ■  synthetic  programs 

mixes  ■  simulations 

kernels  ■  hardware  monitors 

models  ■  software  monitors 

benchmarks 


Indicate  which  of  these  techniques  is  best  defined  by  each  of  the  following.  (Some  items  can 
htive  more  than  one  answer.) 


a)  their  validity  may  be  jeopardized  by  making  simplifying  assumptions 

b)  weighted  average  of  instruction  timings 

c)  the  purview  of  skilled  mathematicians 

d)  they  are  models  that  are  run  by  a  computer 

e)  useful  for  quick  comparisons  of  “raw  horsepower" 

f)  particularly  valuable  in  complex  software  environments 
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g)  a  real  program  executed  on  a  real  machine 

h)  custom-designed  programs  to  exercise  specific  features  of  a  machine 

i)  a  real  program  “executed  on  paper” 

j)  a  production  program 

k)  most  commonly  developed  by  using  the  techniques  of  queueing  theory  and  Markov 
processes 

l)  often  used  when  it  is  too  costly  or  time-consuming  to  develop  a  synthetic  program 

14.15  What  performance  evaluation  techniques  are  most  applicable  in  each  of  the  following 
situations?  Explain  your  answers. 

a)  An  insurance  company  has  a  stable  work  load  consisting  of  a  large  number  of  lengthy 
batch-processing  production  runs.  Because  of  a  merger,  the  company  must  increase  its 
capacity  by  50  percent.  The  company  wishes  to  replace  its  equipment  with  a  new 
computer  system. 

b)  The  insurance  company  described  in  (a)  wishes  to  increase  capacity  by  purchasing 
some  additional  memory  and  channels. 

c)  A  computer  company  is  designing  a  new,  ultrahigh-speed  computer  system  and 
wishes  to  evaluate  several  alternative  designs. 

d)  A  consulting  firm  that  specializes  in  commercial  data  processing  gets  a  large  military 
contract  requiring  extensive  mathematical  calculations.  The  company  wishes  to 
determine  if  its  existing  computer  equipment  will  process  the  anticipated  load  of 
mathematical  calculations. 

e)  Management  in  charge  of  a  multicomputer  network  needs  to  locate  bottlenecks  as 
soon  as  they  develop  and  to  reroute  traffic  accordingly. 

f)  A  systems  programmer  expects  that  one  of  the  software  modules  is  being  called  upon 
more  frequently  than  originally  anticipated.  The  programmer  wants  to  confirm  this 
before  devoting  substantial  effort  to  recoding  the  module  to  make  it  execute  more 
efficiently. 

14.16  On  one  computer  system,  the  CPU  contains  a  MIPS  meter  that  records  how  many  million 
instructions  per  second  the  CPU  is  performing  at  any  instant  in  time.  The  meter  is  calibrated  from  0  to 
4  MIPS  in  increments  of  0. 1  MIPS.  All  of  the  terminals  to  this  computer  are  currently  in  use.  Explain 
how  each  of  the  following  situations  might  occur. 

a)  The  meter  reads  3.8  MIPS  and  the  terminal  users  are  experiencing  good  response 
times. 

b)  The  meter  reads  0.5  MIPS  and  the  terminal  users  are  experiencing  good  response 
times. 

c)  The  meter  reads  3.8  MIPS  and  the  terminal  users  are  experiencing  poor  response 
times. 

d)  The  meter  reads  0.5  MIPS  and  the  terminal  users  are  experiencing  poor  response 
times. 

14.17  You  are  a  member  of  a  performance  evaluation  team  working  for  a  computer  manufacturer. 
You  have  been  given  the  task  of  developing  a  generalized  synthetic  program  to  facilitate  the  evalu¬ 
ation  of  a  completely  new  computer  system  with  an  innovative  instruction  set. 
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a)  Why  might  such  a  program  be  useful? 

b)  What  features  might  you  provide  to  make  your  program  a  truly  general  evaluation 
tool? 

14.18  You  have  been  charged  with  the  responsibility  of  tuning  a  particular  application  to  execute  as 
quickly  as  possible  at  your  installation.  You  have  decided  to  purchase  a  software  package  from  one  of 
several  reputable  vendors.  Your  hardware  is  already  in  place.  Describe  how  you  would  choose  the 
best  available  software  package  for  your  application. 

14.19  Distinguish  between  event-driven  and  script-driven  simulators. 

14.20  What  does  it  mean  to  validate  a  simulation  model?  How  might  you  validate  a  simulation 
model  of  a  small  timesharing  system  (which  already  exists)  with  disk  storage,  several  CRT  terminals, 
and  a  shared  laser  printer? 

14.21  In  what  circumstances  would  you  use  a  software  monitor?  a  hardware  monitor? 

14.22  What  information  might  a  performance  evaluator  get  from  an  instruction  execution  trace?  a 
module  execution  trace?  Which  of  these  is  more  useful  for  analyzing  the  operation  of  individual 
programs?  for  analyzing  the  operation  of  systems? 

14.23  How  can  bottlenecks  be  detected?  How  can  they  be  removed?  If  a  bottleneck  is  removed, 
should  we  expect  a  system’s  performance  to  improve?  Explain. 

14.24  What  is  a  feedback  loop?  Distinguish  between  negative  and  positive  feedback.  Which  of 
these  contributes  to  system  stability?  Which  could  cause  instability?  Why? 

14.25  Work-load  characterization  is  an  important  part  of  any  performance  study.  We  must  know 
what  a  computer  is  supposed  to  be  doing  before  we  can  say  much  about  how  well  it  is  doing  it.  What 
measurements  might  you  take  to  help  characterize  the  work  load  in  each  of  the  following  systems? 

a)  a  timesharing  system  designed  to  support  program  development 

b)  a  batch-processing  system  used  for  preparing  monthly  bills  for  an  electric  utility  with 
half  a  million  customers 

c)  an  advanced  workstation  used  solely  by  one  engineer 

d)  a  microprocessor  implanted  in  a  person's  chest  to  regulate  heartbeat 

e)  a  local  area  computer  network  that  supports  a  heavily  used  electronic  mail  system 
within  a  large  office  complex 

f)  an  air  traffic  control  system  for  collision  avoidance 

g)  a  weather  forecasting  computer  network  that  receives  temperature,  humidity,  baro¬ 
metric  pressure  and  other  readings  from  10,000  grid  points  throughout  the  country 
over  communications  lines 

h)  a  medical  database  management  system  that  provides  doctors  around  the  world  with 
answers  to  medical  questions 

i)  a  traffic  control  computer  network  for  monitoring  and  controlling  the  flow  of  traffic  in 
a  large  city 

1 4.26  A  computer  system  manufacturer  has  a  new  multiprocess  under  development.  The  system  is 
ntodularly  designed  so  that  users  may  add  new  processors  as  needed,  but  the  connections  are 
expensive.  The  manufacturer  must  provide  the  connections  with  the  original  machine  because  they 
are  too  costly  to  install  in  the  field.  The  manufacturer  wants  to  determine  the  optimal  number  of 
processor  connections  to  provide.  The  chief  designer  says  that  three  is  optimal.  The  designer  believes 


444  Performance,  Coprocessors,  RISC,  and  Data  Flow 


that  placing  more  than  three  processors  on  the  system  would  not  be  worthwhile  and  that  the 
contention  for  memory  would  be  too  great.  What  performance  evaluation  techniques  would  you 
recommend  to  help  determine  the  optimal  number  of  connections  during  the  design  stage  of  the 
project?  Explain  your  answer. 

14.27  At  an  installation  that  successfully  timeshared  100  user  terminals  simultaneously,  the 
management  decided  to  increase  the  number  of  terminals  to  130.  The  new  terminals  were  installed, 
and  immediately  users  began  complaining  of  poor  response  times.  You  have  been  called  in  to  do  a 
performance  evaluation  of  the  system,  and  to  determine  how  to  achieve  satisfactory  response  times. 

a)  List  hardware  problems  and  software  problems  that  might  be  causing  the  poor 
response  times. 

b)  For  each  of  the  problems  listed  in  (a)  what  performance  monitoring  and  evaluation 
techniques  would  you  use  to  isolate  the  problem? 

c)  For  each  of  the  problems  listed  in  (a),  if  indeed  that  problem  is  confirmed,  how  would 
you  solve  the  problem  most  economically  to  improve  system  performance? 

14.28  At  one  large  batch-processing  multiprogramming  installation,  jobs  are  billed  solely  by  wall 
clock  time.  As  each  batch  job  is  initiated,  the  operator  “punches  in”  the  job  using  a  conventional  time 
clock.  When  the  job  completes,  it  is  “punched  out." 

One  customer  has  been  running  a  certain  job  regularly  for  several  months  and  the  charges  for  each  run 
have  been  about  the  same.  On  one  particular  afternoon,  there  was  an  excessively  heavy  load  on  the 
system  when  this  customer's  job  ran,  and  the  charges  were  double  what  the  customer  expected.  The 
customer  complained  about  the  charges  to  the  manager  of  the  installation  and  asked  that  the  charges 
be  reduced  by  half. 

Should  the  customer  be  charged  the  higher  amount  even  though  it  is  known  that  the  system  was 
heavily  loaded  on  that  day?  Discuss  the  merits  of  each  of  the  following  arguments: 

a)  Yes.  The  customer  agreed  to  be  billed  by  elapsed  wall  clock  time  and  should  be 
charged  for  it. 

b)  No.  The  manager  should  not  upset  a  good  customer. 

c)  Yes.  The  customer  occasionally  runs  the  same  job  on  a  lightly  loaded  system  and  pays 
less  than  expected,  so  it  all  averages  out  anyway. 

d)  No.  The  customer  should  pay  only  for  the  useful  work  performed  by  the  computer. 
This  depends  only  on  the  job  performed  and  not  on  the  system  load. 

e)  Yes.  It  is  entirely  possible  that  it  was  not  the  load  on  the  system  that  determined  how 
long  the  job  ran,  but  rather  that  the  job,  in  fact,  was  longer  than  normal. 

14.29  Why  are  RISC  programs  generally  longer  than  their  CISC  equivalents?  Given  this,  why  then 
do  RISC  programs  tend  to  execute  much  faster  than  their  CISC  equivalents? 

14.30  In  the  notation  of  the  case  study  on  data  flow.  RISC,  and  pipelining  in  Section  14.10,  let 

Z  =  X  *  X 
ZSQ  =  Z  *  Z 
Z4  =  ZSQ  *  ZSQ 

Result  =  (Z4  +  ZSQ  +  Z  +  11.0)  *  8.0  *  X  *  (ZSQ  +  3.0) 

For  the  above  calculations,  perform  each  of  the  following  in  the  context  of  the  case  study. 
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a)  Draw  the  corresponding  data  flow  graph. 

b)  Redraw  the  data  flow  graph  to  schedule  it  onto  the  pipelined  hardware. 

c)  Show  the  object  code  generated  from  the  data  flow  graph  in  (b).  Be  sure  to  show 
precisely  what  code  is  prepared  for  each  of  the  pipelines. 

d)  Show  the  values  developed  during  each  step  of  the  object  code  execution  in  (c). 

14.31  (Project)  Obtain  versions  of  the  Whetstone  and  Dhrystone  synthetic  benchmark  programs 
discussed  in  the  text.  Run  these  on  several  computers  and  prepare  a  comparison  of  the  results.  Do 
your  results  agree  with  those  published  by  the  vendors?  What  factors  might  cause  differences? 

14.32  (The  ultimate  RISC  [D.  W.  Jones];  and  the  ultimate  ultimate  RISC  [G.  W.  Griffin])  The 
reader  who  has  access  to  the  June  1988  and  December  1988  issues  of  Computer  Architecture  News 
should  read  the  papers  by  Jones  (Jo88)  (Jo88a)  and  the  paper  by  Griffin  (Gr88a)  on  pushing  RISC  to 
the  extreme,  namely  a  machine  with  precisely  one  instruction!  Try  to  improve  upon  the  designs 
presented.  Do  a  study  of  more  realistic  RISC  machines  comparing  the  sizes  of  their  instruction  sets 
and  other  important  design  attributes. 

14.33  (Project)  In  this  problem,  you  will  undertake  a  reasonably  detailed  simulation  study.  You  will 
write  an  event-driven  simulation  program  using  random  number  generation  to  produce  events 
probabilistically. 

At  one  large  batch  processing  computer  installation  the  management  wants  to  decide  what  storage 
placement  strategy  will  yield  the  best  possible  performance.  The  installation  runs  a  large  real  storage 
computer  under  variable  partition  multiprogramming.  Each  user  program  runs  in  a  single  group  of 
contiguous  storage  locations.  Users  state  their  storage  requirement  in  advance,  and  the  operating 
system  allocates  each  user  the  requested  storage  when  the  user’s  job  is  initiated.  A  total  of  100K  bytes 
of  real  storage  is  available  for  user  programs. 

The  storage  requirement  of  jobs  at  this  installation  is  distributed  as  follows. 

10K — 30  percent  of  the  jobs 
20K — 20  percent  of  the  jobs 
30K — 25  percent  of  the  jobs 
40K — 1 5  percent  of  the  jobs 
50K — 10  percent  of  the  jobs 

Execution  times  of  jobs  at  this  installation  are  independent  of  the  jobs’  storage  requirements  and  are 
distributed  as  follows. 

1  minute  — 30  percent  of  the  jobs 

2  minutes — 20  percent  of  the  jobs 
5  minutes — 20  percent  of  the  jobs 

10  minutes — 10  percent  of  the  jobs 
30  minutes — 10  percent  of  the  jobs 
60  minutes — 10  percent  of  the  jobs 

The  load  on  the  system  is  such  that  there  is  always  at  least  one  job  waiting  to  be  initiated.  Jobs  are 
processed  strictly  first-come-first-served. 

Write  a  simulation  program  to  help  you  decide  which  storage  placement  strategy  should  be  used  at 
this  installation.  Your  program  should  use  random  number  generation  to  produce  the  storage 
requirement  and  execution  time  for  each  job  according  to  the  distributions  above.  Investigate  the 
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performance  of  the  installation  over  an  eight-hour  period  by  measuring  throughput,  storage  utiliza¬ 
tion,  and  other  items  of  interest  to  you  for  each  of  the  following  storage  placement  strategies, 
a)  first  fit  b)  best  fit  c)  worst  fit 

14.34  (Project)  At  the  installation  described  in  the  previous  problem,  management  suspects  that  the 
first-come-first-served  job  scheduling  may  not  be  optimal.  In  particular,  they  are  concerned  that 
longer  jobs  tend  to  keep  shorter  jobs  waiting.  A  study  of  waiting  jobs  indicates  that  there  are  always  at 
least  ten  jobs  waiting  to  be  initiated  (i.e.,  when  ten  jobs  are  waiting  and  one  is  initiated  another  arrives 
immediately).  Modify  your  simulation  program  from  the  previous  exercise  so  that  job  scheduling  is 
now  performed  on  a  shortest-job- first  basis.  How  does  this  affect  performance  for  each  of  the  storage 
placement  strategies? 

14.35  (Project)  The  debate  over  RISC  architectures  is  ongoing  and  intense.  Write  a  report  in  which 
you  investigate  several  of  the  key  RISC  studies  that  have  been  performed. 

14.36  (Project)  In  the  text,  it  was  indicated  that  one  weakness  of  the  RISC  approach  is  a  dramatic 
increase  in  context-switching  overhead.  Give  a  detailed  explanation  of  why  this  is  so.  Write  a  paper 
on  context-switching.  Discuss  the  various  approaches  that  have  been  used.  Suggest  how  context¬ 
switching  might  be  handled  efficiently  in  RISC-based  systems. 

14.37  (Project)  Write  a  paper  on  RISC  vs.  CISC  architectures.  Form  your  own  conclusions.  State 
both  the  pros  and  cons  of  each  approach.  Clearly,  we  are  heading  toward  a  period  of  increasing 
parallelism.  Which  of  these  architectural  approaches  makes  more  sense  in  highly-parallel  computing 
environments? 
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15.1  INTRODUCTION 

This  chapter  presents  some  of  the  popular  techniques  of  analytic  modeling  of  computer 
and  communications  systems,  namely  queueing  theory  and  Markov  processes.  Analytic 
models  were  introduced  briefly  in  the  previous  chapter.  They  are  mathematical  represen¬ 
tations  of  systems  (Bu78)  (Re79)  (Go85)  (Me85)  (Fr86)  (Wo86);  they  allow  the  perfor¬ 
mance  evaluator  to  draw  quick  and  accurate  conclusions  about  a  system’s  behavior.  A 
large  body  of  mathematical  results  has  been  developed  and  may  be  applied  by  the  knowl¬ 
edgeable  modeler. 

At  the  very  best,  we  have  greatly  oversimplified  the  mathematics.  In  many  cases,  we 
present  well-known  results  without  deriving  them.  Our  goal  is  merely  to  familiarize  the 
reader  with  the  types  of  thinking  involved  in  mathematical  modeling.  The  reader  interested 
in  further  study  in  this  area  should  consult  several  of  the  fine  texts  and  survey  papers 
available  (Mu75)  (K176)  (Pr76)  (Re76)  (An78)  (Ko78)  (An80)  (Sa81)  (Fe83)  (Gr85). 

This  chapter  may  be  omitted  without  loss  of  continuity,  but  the  reader  is  urged  to 
make  at  least  a  cursory  scan  of  the  material.  A  basic  understanding  of  probability  and 
exponential  functions  is  a  prerequisite  for  understanding  the  more  mathematical  sections 
of  the  chapter.  Several  analytic  models  are  presented.  Tables  of  the  mathematical  functions 
used  in  the  models  are  included  in  Appendices  15.1  and  15.2  at  the  end  of  the  chapter. 

15.2  QUEUEING  THEORY 

Hach  of  us  has  had  to  wait  in  line  for  something.  When  we  pay  a  toll  on  a  turnpike,  we 
wait  in  line.  When  we  need  gasoline,  we  wait  in  line.  When  we  go  to  the  bakery,  we  “take 
a  number”  and  we  wait  in  line.  The  mathematical  term  queue  means  a  waiting  line;  in 
this  chapter  we  introduce  queueing  theory,  or  the  theory  of  waiting  lines. 

Why  do  lines  develop?  If  there  were  no  waiting  lines,  then  we  would  receive  service 
immediately.  Of  course  we  would  prefer  this — or  would  we?  The  point  is  that  we  must 
consider  costs.  To  have  sufficient  service  capability  available  so  that  we  never  have  to  wait 
implies  great  cost.  This  is  the  reason  we  experience  many  of  the  waiting  lines  we  are  used 
to.  We  trade  time  for  money.  We  spend  a  certain  amount  of  time  in  lines  waiting  for 
service — but  the  costs  of  that  service  are  lower  because  of  the  better  utilization  of  the 
service  facility.  A  good  example  is  a  doctor’s  office  in  which  the  highly  skilled  doctor 
must  have  enough  of  a  waiting  line  to  ensure  that  a  patient  is  always  available  and  the 
doctor  is  kept  busy. 

Figure  15.1  shows  the  typical  arrangement  of  queueing  systems.  There  is  a  large 
population  of  customers  some  of  whom  may  eventually  enter  the  queueing  network  and 
request  service.  The  service  could  be  the  attention  of  a  clerk  at  a  bakery,  receiving  gasoline 
at  a  gas  station  or,  in  the  case  of  computers,  processing  of  a  request  for  input/output 
(Ar81),  etc.  We  consider  the  notion  of  a  service  facility  that  contains  a  number  of  identical 
servers,  each  of  which  is  capable  of  providing  the  desired  service  to  a  customer.  If  all  of 
the  servers  are  busy  when  a  new  customer  enters  the  queueing  network,  then  that  customer 
must  wait  until  a  server  becomes  available — and  the  waiting  occurs  in  a  queue.  Some 
queues  are  unbounded,  that  is,  they  can  grow  as  large  as  necessary  to  hold  all  waiting 
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Fig.  15.1  The  elements  of  a  typical  queueing  system.  (Adapted  with  permission  from  Fig. 
5.1.1,  An78.) 


customers.  Some  queues  are  bounded,  that  is,  they  can  hold  only  some  fixed  number  of 
waiting  customers,  possibly  none  at  all. 

When  dealing  with  queueing  problems,  we  must  consider  a  number  of  random  vari¬ 
ables.  Random  variables  can  be  described  by  probability  distributions.  Figure  15.2  shows 
several  of  the  random  variables  of  interest  in  queueing  models.  A  more  detailed  summary 
of  the  notation  used  in  our  discussions  of  queueing  models  is  given  in  Fig.  15.3. 

We  use  the  random  variable  q  to  represent  the  time  a  customer  spends  in  the  queue 
waiting  for  service.  The  random  variable  s  represents  the  amount  of  time  a  customer 
spends  in  service.  The  random  variable  w  represents  the  total  time  a  customer  spends  in 
the  queueing  system,  and  therefore 

w  =  q  +  s. 

In  typical  queueing  systems  there  are  many  items  of  concern  and  we  discuss  these  in  the 
next  several  sections. 


15.2.1  Source 

Customers  are  supplied  to  a  queueing  system  from  a  source  that  may  be  infinite  or  finite. 
With  an  infinite  source,  the  queue  for  service  can  become  arbitrarily  large.  For  a  finite 
source  system,  the  queue  for  service,  of  course,  is  finite. 

When  the  customer  source  is  finite  but  very  large,  it  is  customary  to  assume  an  infinite 
source.  This  turns  out  to  be  a  reasonable  approximation,  and  it  greatly  simplifies  the 
mathematics  involved.  Deciding  between  finite  and  infinite  models  is  discussed  by  Buzen 
and  Goldberg  (Bu74). 
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Fig.  15.2  Some  of  the  random  variables  of  interest  in  queueing  models.  (Adapted  with 
permission  from  Fig.  5.1.2,  An78.) 


15.2.2  Arrivals 

We  will  suppose  that  customers  arrive  at  a  queueing  system  randomly  at  times 


t0  <  h  <  t2  <  .  .  .  <  t„. 

They  arrive  one  at  a  time,  and  there  is  never  a  collision  in  which  two  customers  attempt 
to  enter  the  system  at  the  exact  same  time.  The  random  variables 

Tk  =  tk  -  tk  _  ,,  ( k  s:  1) 

measure  the  times  between  successive  arrivals  and  are  called  interarrival  times.  We  shall 
assume  that  these  random  variables  are  independent  and  identically  distributed.  The  sym¬ 
bol  r  designates  an  arbitrary  interarrival  time. 

15.2.3  Poisson  Arrivals 

Arrivals  may  occur  according  to  almost  any  arbitrary  pattern.  But  in  elementary  queueing 
theory  it  is  normally  assumed  that  arrivals  form  a  Poisson  arrival  process. 
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Symbol  Definition 

N  Number  of  customers  in  queueing  system  at  steady  state 

Nq  Number  of  customers  in  the  queue  at  steady  state 

Ns  Number  of  customers  receiving  service  at  steady  state 

q  The  time  a  customer  spends  in  the  queue 

s  The  time  a  customer  spends  in  service 

w  The  time  a  customer  spends  in  the  system,  w  =  q  +  s 

r  Interarrival  time — the  time  between  two  successive  customers  arriving  for  service 

A  Average  arrival  rate  of  customers  to  the  queueing  system,  A  =  1  IE(t) 

At  Average  throughput  of  a  computer  system  (  =  jobs/unit  of  time  or  interactions/unit  of 

time) 

E(s)  Expected  service  time  for  one  customer 

E(t)  Expected  interarrival  time  E(t)  =  1/A  (A  =  average  interarrival  rate) 
fj.  Average  service  rate  for  a  server  p,  =  l/E(s) 

L  L  =  E(N)  =  expected  number  of  customers  in  the  queueing  system  at  steady  state 

Lq  Lq  =  E(Nq)  -  expected  number  of  customers  in  the  queue  at  steady  state 
Trq(r)  The  queueing  time  that  is  not  exceeded  by  r  percent  of  the  customers 
irw(r)  The  waiting  time  that  is  not  exceeded  by  r  percent  of  the  customers 
P„  The  probability  that  there  are  n  customers  in  the  queueing  system  at  steady  state 

u  Traffic  intensity  =  E(s)/E(r)  =  kE(s)  =  A/p. 

p  Server  utilization  =  traffic  intensity/c  =  A E(s)/c  =  (A l/x)lc  =  probability  that  a  particular 

service  is  in  use 

Wq  Wq  =  E(q)  =  the  expected  time  a  customer  spends  in  the  queue  at  steady  state  (Wq  = 
W  -  E(s )) 

W  W  —  E(w)  =  the  expected  time  it  takes  a  customer  to  move  through  the  system  at  steady 
state  W  =  Wq  +  E(s) 

C(c,  u )  The  probability  that  all  c  of  the  servers  in  an  M/M /c  queueing  system  are  in  use.  (M/M/ 
c  systems  will  be  described  later  in  the  chapter.) 

Fig.  15.3  A  summary  of  important  variables  used  in  queueing  models.  (Adapted 
with  permission  from  Table  1,  Appendix  C,  An78.) 

A  Poisson  arrival  process  (Fo88)  is  characterized  by  the  fact  that  the  interarrival  times 
are  distributed  exponentially 

P(r  <  t)  =  1  -  e~x‘ 

and  the  probability  that  exactly  n  customers  will  arrive  in  any  time  interval  of  length  t  is 


(n  =  0,1,2,  .  .  .). 
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Here  X  is  a  constant  average  arrival  rate  expressed  in  “customers  per  unit  time”  and  the 
number  of  arrivals  per  unit  time  is  said  to  be  Poisson  distributed  with  mean  X. 

15.2.4  Service  Times 

Just  as  with  arrival  times,  it  is  common  in  queueing  theory  to  assume  that  service  times 
are  random  (Bu73).  Let  sk  denote  the  service  time  that  the  kth  arriving  customer  requires 
from  the  system.  An  arbitrary  service  time  is  referred  to  as  s,  and  the  distribution  of 
service  times  is 


Ws  (t)  =  P(s  ^  t). 

Specifically,  for  random  service  with  average  service  rate  p, 

Ws  (t)  =  P(j  <  f)  =  1  -  e~*‘,  ( t  >  0). 

There  are  many  other  common  service  time  distributions.  The  reader  interested  in  inves¬ 
tigating  these  should  consult  a  text  on  probability  such  as  (An78). 

15.2.5  Queue  Capacity 

Queues  may  have 

■  Infinite  capacity — so  that  every  arriving  customer  is  allowed  to  enter  the  queueing 
system  and  wait,  no  matter  how  many  waiting  customers  there  are. 

■  Zero  capacity — in  which  case  customers  arriving  when  the  service  facility  is  busy 
are  not  admitted  to  the  system.  (These  are  sometimes  called  loss  systems.) 

■  Positive  capacity — in  which  case  arriving  customers  wait  only  if  there  is  still  room 
in  the  queue. 

15.2.6  Number  of  Servers  in  the  System 

Based  upon  the  number  of  servers,  we  may  categorize  queueing  systems  as  either 

•  Single  server  systems — which  have  only  one  server  and  can  service  only  a  single 
customer  at  a  time,  or 

•  Multiple  server  systems — which  have  c  servers,  all  of  identical  capabilities,  and  can 
thus  service  c  customers  at  once. 

15.2.7  Queue  Disciplines 

A  queue  discipline  is  the  rule  used  for  choosing  the  next  customer  from  the  queue  to  be 
serviced.  Many  queue  disciplines  are  in  common  use  in  operating  systems,  but  certainly 
the  most  common  is  first-come-first-served  (FCFS). 

Figure  15.4  shows  the  popular  Kendall  notation  used  for  describing  the  characteristics 
of  certain  common  queueing  systems.  Figure  15.5  shows  a  shorthand  form  of  Kendall 
notation  (An78)  (An80)  (C181)  (Ke85). 
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A/B/c/K/m/Z 

A  is  the  interarrival  time  distribution. 

B  is  the  service  time  distribution. 
c  is  the  number  of  servers. 

K  is  the  system’s  queue  capacity. 
m  is  the  number  of  customers  in  the  source. 

Z  is  the  queue  discipline. 

Fig.  15.4  Kendall  notation.  (Adapted  with  permission  from  p.  157,  An 78.) 


A/B/c  is  used  when 

•  there  is  no  limit  on  the  length  of  the  queue 

•  the  source  is  infinite 

•  the  queue  discipline  is  FCFS 
A  and  B  may  be 

•  GI  for  general  independent  interarrival  time 

•  G  for  general  service  time 

•  E*  for  Erlang-/:  interarrival  or  service  time  distribution 

•  M  for  exponential  interarrival  or  service  time  distribution 

•  D  for  deterministic  interarrival  or  service  time  distribution 

•  H*  for  hyperexponential  (with  k  stages)  interarrival  or  service  time  distribution 

Fig.  15.5  Abbreviated  Kendall  notation.  (Adapted  with  permission  from  p.  157,  An78.) 


15.2.8  Traffic  Intensity 


The  traffic  intensity  in  a  queueing  system  is  a  measure  of  that  system’s  ability  to  service 
its  customers  effectively.  It  is  defined  as  the  ratio  of  the  mean  service  time  E(s)  and  the 
mean  interarrival  time  E(t).  Thus  traffic  intensity,  u,  is 


u  = 


E(s ) 
E(r) 


kE(s)  =  — 
V- 


where  X  is  the  arrival  rate  and  p,  is  the  service  rate.  The  traffic  intensity  is  useful  for 
determining  the  minimum  number  of  identical  servers  a  system  will  need  in  order  to 
service  its  customers  without  its  queues  becoming  indefinitely  large  or  having  to  turn 
customers  away.  For  example,  if  E(s )  is  17  seconds  and  E( t)  is  5  seconds,  then  u  = 
17/5  or  3.4,  and  thus  the  system  must  have  at  least  four  servers.  With  fewer  servers, 
customers  would  arrive  faster  than  the  system  could  service  them. 

One  must  be  careful  in  dealing  with  random  variables.  Consider,  for  example,  the 
fact  that  even  though  the  arrival  rate  of  customers  in  the  example  above  is  one  every  five 
seconds,  that  figure  is  an  average.  It  is  certainly  possible  that  no  customers  will  arrive  at 
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all  for  an  extended  period  of  time.  Worse  yet,  it  is  possible  for  customers  to  arrive  in  rapid 
succession  causing  the  fixed  capacity  of  the  queue  to  be  exceeded  and,  consequently, 
customers  to  be  turned  away.  Designers  using  fixed-size  queues  must  be  careful  to  provide 
enough  capacity  to  handle  occasional  peaks  in  the  arrival  rate.  Of  course,  this  excess 
capacity  will  rarely  be  used,  so  if  space  is  at  a  premium,  the  designer  must  best  use  a 
variable-length  queue  structure  implemented  with  a  threaded  list. 

15.2.9  Server  Utilization 

Traffic  intensity  is  a  parameter  of  an  entire  queueing  system.  A  related  parameter  is  the 
server  utilization,  p,  that  is  defined  as  the  traffic  intensity  per  server  or 

u  X 
P  ~  c  ~  pc' 

The  server  utilization  is  the  probability  that  a  particular  server  is  busy.  The  Law  of  Large 
Numbers  tells  us  that  this  is  approximately  the  fraction  of  time  that  each  server  is  in  use. 
Note  that  for  single-server  systems,  the  server  utilization  is  equal  to  the  traffic  intensity. 

15.2.10  Steady  State  vs.  Transient  Solutions 

We  are  most  concerned  with  the  operation  of  queueing  systems  that  have  “settled  down,” 
i.e.,  that  are  said  to  be  operating  in  steady  state.  When  any  System  is  first  started,  it  goes 
through  some  initial  period  of  operation  that  is  not  generally  indicative  of  its  recurring 
behavior.  For  example,  a  car  which  is  to  be  driven  several  hundred  miles  on  a  highway  at 
the  55  mph  speed  limit  must  first  accelerate  up  to  that  speed;  This  initial  period  of  operation 
is  not  indicative  of  how  the  car  runs  at  55  mph — gasoline  consumption  is  much  greater, 
and  more  of  the  driver’s  attention  is  required.  Once  the  car  reaches  cruising  speed  (i.e., 
steady  state),  the  driver  may  relax  a  bit,  and  the  gasoline  consumption  levels  off. 

Similarly,  queueing  systems  also  must  go  through  some  initial  period  of  operation 
before  they  are  operating  smoothly  and  predictably.  The  solution  and  study  of  a  queueing 
system  is  much  simpler  when  it  is  known  that  the  system  is  in  steady  state.  Here  a  number 
of  important  parameters  remain  fixed,  and  it  becomes  relatively  straightforward  to  cate¬ 
gorize  the  operation  of  the  system.  Time-dependent  or  transient  solutions  are  far  more 
complex,  and  are  beyond  the  scope  of  this  text.  Giffin  (Gi78)  discusses  transient  solutions 
for  several  simple  queueing  systems. 

15.2.11  Little's  Result 

One  of  the  simplest  and  yet  most  useful  measures  of  queueing  system  performance  is 
called  Little’s  result.  It  relates  the  following  quantities. 

■  Vkq  =  mean  time  a  customer  spends  in  the  queue. 

■  X  =  arrival  rate. 

■  Lq  =  number  of  customers  in  the  queue. 
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•  W  =  mean  time  a  customer  spends  in  the  system. 

■  L  =  number  of  customers  in  the  system. 

Little’s  result  may  be  expressed  concisely  as 

Lq  =  XWq 
and 


L  =  kW. 

It  says  that  the  number  of  customers  in  the  queue  is  equal  to  the  arrival  rate  multiplied  by 
the  mean  time  a  customer  spends  in  the  queue,  and  that  the  number  of  customers  in  the 
system  is  equal  to  the  arrival  rate  multiplied  by  the  mean  time  a  customer  spends  in  the 
system. 


15.2.12  Summary  of  the  Poisson  Process 


Suppose  we  are  concerned  with  arrivals  occurring  at  points  on  a  continuous  time  scale. 
Define  P(k,  t)  as  the  probability  of  exactly  k  arrivals  occurring  in  a  time  interval  of  length 
/.  A  process  is  Poisson  if  and  only  if 


1 .  for  appropriately  small  intervals  At 


P(k,  t)  = 


kAt, 

1  -  kAt, 

L  o. 


for  k  =  1  (X  is  thus  the  average  arrival  rate) , 
for&  =  0, 
for£>  1. 


2.  any  events  that  have  been  defined  to  occur  on  nonoverlapping  time  intervals  are 
mutually  independent. 


Alternatively,  a  process  is  Poisson  if  the  times  between  successive  arrivals,  i.e.,  the 
first-order  interarrival  times,  are  identically  distributed,  exponential  random  variables. 

Figure  15.6  summarizes  the  following  information.  Using  random  variable  k  to  indi¬ 
cate  the  number  of  arrivals,  the  probability  of  exactly  k  arrivals  in  an  interval  of  length 
t  is 


P(k,  t )  = 


(ktfe- 

k\ 


-  — 0, 


k=  0,1,2,  . 


The  expectation  ( mean  value )  of  k  is 


E(k )  =  kt, 


and  the  variance  of  k  is 

a*  =  kt. 

Figure  15.7  summarizes  the  following  information.  The  sum  of  two  independent 
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Fig.  15.6  Graphs  of  the  Poisson  distribution  for  various  values  of  Xt.  (H.  Kobayashi, 
Modeling  and  Analysis,  ©  1978.  Addison-Wesley,  Reading,  Mass.  Figure  3.4  is  reprinted 
with  permission.) 

Poisson  random  variables  x  and  y  with  expectations 

E(y)  =  (x2  =  k2t  and  E(x)  =  fj,i  =  \}t 

also  describes  a  Poisson  process.  In  this  process,  the  probability  of  k  arrivals  in  time  t  is 
(forr  >  0,  k  =  0,  1,  2,  .  .  .). 


where 


and 


K  ~  +  ^2- 

For  a  Poisson  process  with  arrival  rate  X,  we  may  form  a  new  Poisson  process  using 
independent  random  erasures  as  follows.  For  each  arrival  in  the  original  process,  accept 
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Poisson  process  that  is  the  sum  of  n  independent  Poisson  processes. 

I - 1 


I _ I 

Fig.  15.7  Sum  of  n  independent  Poisson  processes. 


that  arrival  into  the  new  process  with  probability  P  and  reject  that  arrival  with  probability 
(1  -  P).  The  new  process  derived  in  this  manner  is  Poisson  with  arrival  rate  XP.  Figure 
15.8  generalizes  this  result. 

In  a  Poisson  process,  the  probability  of  no  arrivals  in  an  interval  of  length  t  is 


P(0,  t) 


0!  “  6 


and  the  probability  of  one  or  more  arrivals  in  an  interval  of  length  t  is 

1  -  P{ 0,  f)=l-  e~K‘. 

The  probability  density  function  for  the  first-order  interarrival  time  (or  the  time  until 
the  first  arrival)  is 

f,(t)  =  \e-K‘,  for  (SO. 

The  expectation  of  t  is 


and  the  variance  is 


The  probability  density  function  for  the  rth-order  interarrival  time  (or  the  time  until 
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Probabilistic  routing  mechanism:  p  =  probability. 


I _ I 


2  Pj  =  1  and 

;-i 

2  A,  =  2  P,A  =  A  2  Pi  =  X. 

/  =  1  /'«1  /'*  1 

Fig.  15.8  Decomposition  of  a  Poisson  process  into  n  independent  processes. 


the  rth  arrival)  is 


/.(f)  = 


\rtr~  le~Xt 

(r  ~  1)!  ’ 


ISO,r  =  1,2,  .  .  . 


with  expectation 


and  standard  deviation 


\2’ 


Service  facilities  can  provide  exponential  service  times  in  which  case  the  probability 
that  the  service  time  will  be  less  than  or  equal  to  t  is 


P(S  ==  t)  =  1  -  e ~tu. 


t  SO 
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where  the  mean  service  rate  is  p,  and  the  mean  service  time  is  l/p.  The  probability  density 
function  for  the  service  time  t  is 

/,(/)  =  pe-^,  t>  0. 

The  mean  of  the  service  time  is  E(s )  =  1  //lx  and  its  variance  is  1  ip2 .  A  server  that  operates 
in  this  fashion  is  called  an  exponential  server. 


15.2.13  Problem  One:  Analyzing  an  M/M/1  Queueing  System 


At  one  computer  consulting  firm,  programmers  need  to  use  an  on-line  terminal  to  the 
firm’s  central  computer  system  in  order  to  debug  their  programs.  The  firm  operates  24 
hours  a  day,  and  48  programmers  (on  the  average)  need  to  use  the  terminal  once  a  day. 
The  programmers  arrive  at  the  terminal  at  random  (i.e.,  Poisson  arrivals).  The  time  each 
programmer  spends  at  the  terminal  is  exponential  and  averages  20  minutes. 

Each  day  the  firm  receives  several  complaints  from  the  programming  staff  that  the 
waits  experienced  at  the  terminal  are  too  long  and  that  productivity  is  being  lost.  The 
programmers  argue  that  more  terminals  are  needed.  Management  is  concerned  that  the 
terminal  is  being  utilized  only  two-thirds  of  the  time,  and  thus  argues  that  adding  terminals 
seems  wasteful. 

Use  queueing  theory  to  analyze  the  situation  at  this  firm,  and  determine  if  indeed 
additional  terminals  are  warranted. 

Solution.  We  use  an  M/M/1  queueing  system  to  model  the  use  of  the  terminal  at  this 
firm. 

The  equations  for  an  M/M/c  system  are  summarized  in  Fig.  15.9.  The  reader  inter¬ 
ested  in  their  derivation  should  consult  probability  texts  such  as  (An78)  (Ko78). 

Now  let  us  derive  the  equations  for  an  M/M/1  system  from  those  for  an  M/M/c 
system.  First  we  note 

X 

u  =  —  =  \E(s) 
and 


u  u 

p=-  =  -  =  u=  \E(s). 


Now 


C(c,  u)  = 


cl 


.  C—  1 

W  li 

+  (i  -  p)  2 


Cl 


n  =  0  nl 
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u  =  ~  =  A. E(s ). 


P  = 


C(c,  u)  = 


uc  rv‘  m" 

—  +  (1  -  p)  X  “7 
c!  n  =  o  n! 


W  _  C(c,  u)E(s) 
q  c(l-p) 

W=  Wq  4-  £(s). 

?rq(90)  =  ,f(j)-ln(10C(c, «)). 
c(l  -  p) 


Traffic  intensity 


Server  utilization 


The  probability  that  all  of  the  servers 
are  currently  in  use,  and  thus  an  arriving 
customer  must  wait 


Mean  queueing  time 
Mean  time  in  system 
The  90th  percentile  time  in  the  queue 


Fig.  15.9  Steady-state  formulas  for  M/M/c  queueing  system.  (Adapted  with  permis¬ 
sion  from  Table  5,  Appendix  C,  An78.) 


becomes 


C(l,«)  = 


u 

V. 


u1  *v‘  u"  “  +  d-p) 

77  +  (1  -  P)  2  -7 

1!  n= o  n\ 


C(l,  u )  =  C(l,  p)  =  u  =  p  =  kE(s) 


=  C(c,  u)E(s)  =  C(1,m)£(j) 
q  c(l  -  p)  1  -  p 


w 

q  1-P 


W  =  Wq  +  E{s)  = 


pE(s)  |  E(s)(  1  -  p) 
1  -  p  (1  -  p) 


W  = 


E(s) 

1  -  p 
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irq(90)  = -f (J'  -ln(10C(c,  «)) 

c(  1  -  p) 

E(s) 

Tiq(90)  =  j-^ln(lOp)  =  Win  (1  Op) 


These  results  are  summarized  in  Fig.  15.10. 
The  terminal  utilization  truly  is  2/3  since 


u  -  \E(s) 


48  1 

24  '  3 


2 

3 


so  p  =  2/3  and  E(s)  =  20  minutes.  The  average  time  a  programmer  must  wait  before 
using  a  terminal  is 


Wq  = 


pE(s) 

1  -  p 


(2/3)20 

(1/3) 


=  40  minutes 


The  total  time  a  programmer  spends  at  the  terminal  facility  is 

W  =  Wq  +  E(s)  =  40  +  20  =  60  minutes. 
The  90th  percentile  queueing  time  is 

irq(90)  =  Wln(lOp)  =  60  In  (6.667) 

=  113. 826  minutes. 


Thus  10  percent  of  the  programmers  (about  five  per  day)  are  indeed  experiencing  annoying 
waits.  These  programmers  are  waiting  almost  two  hours  at  the  terminal  before  being  able 
to  use  it. 

Little’s  result  gives  us  some  additional  information.  The  arrival  rate  of  programmers 
at  the  terminal  is 


48 

24(60) 


=  —  programmers  per  minute 


C(c,  u)  =  p  =  \E(s). 


Wq  = 


W  = 


pE(s) 
1  -  P 
E(s) 

1  -  P 


7rq  (90)  =  Win  (lOp). 


Fig.  15.10  Steady-state  formulas  for  M/M/1  queueing  system. 
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and  thus 


Lq  =  ^40  =  1 .33  programmers  waiting 


and 


1 

L  —  —  60  =  2  programmers  in  the  terminal  room. 

This  completes  our  analysis  of  Problem  One  and  confirms  that  the  single  terminal  is 
not  sufficient  for  handling  the  programmers’  needs  without  causing  excessive  waits. 

15.2.14  Problem  Two:  Analyzing  an  M/M/c  Queueing  System 

After  considering  the  preceding  analysis,  the  firm  has  decided  to  purchase  additional 
computer  terminals.  How  many  additional  terminals  should  be  purchased  to  keep  the  90th 
percentile  waiting  times  below  ten  minutes?  Should  these  terminals  be  kept  in  a  central 
location,  or  should  they  be  located  throughout  the  building?  (Note:  Ignore  the  time  it  takes 
programmers  to  walk  to  the  terminals.) 

Solution .  First  let  us  consider  locating  individual  terminals  at  separate  locations  through¬ 
out  the  firm.  Each  of  the  terminals  will  be  treated  as  an  M/M/1  queueing  system,  and  the 
work  load  will  be  split  evenly  between  the  terminals.  Figure  15.11  shows  the  effects  of 
placing  two,  three,  four,  or  five  terminals  at  separate  locations. 

Note  that  the  queueing  times  drop  off  rapidly  as  soon  as  we  add  the  second  M/M/1 
terminal.  But  the  90th  percentile  queueing  times  remain  above  ten  minutes  until  we  add 
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Fig.  15.11  Summary  of  using  M/M/1  queueing  systems  to  solve  Problem  Two. 
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the  fifth  terminal.  In  order  to  satisfy  the  requirement  of  waiting  times  less  than  ten  minutes 
long,  we  must  go  to  five  terminals  if  we  use  separate  M/M/1  systems. 

Now  let  us  try  grouping  all  of  the  terminals  at  a  central  location.  We  consider  a  single 
M/M/2  queueing  system  and  use  the  formulas  for  M/M/c  systems  shown  in  Fig.  15.9. 


u 

P 

C(2,  u) 


W 

TTq  (90) 


2 

3  ’ 


1 

6  ’ 


l 

C(c,  u)E(s)  _  6_ 
c(l  -  p) 


20 


2  '  5 


=  2.5  min, 


Wq  +  E(s)  =  2.5  +  20  =  22.5  min, 
E(s) 


c(l  -  p) 
20 


ln(10C(c, «)), 


2-I 


In  (1.667)  =  7.6omin. 


It  is  fascinating  that  the  90th  percentile  queueing  time  of  the  M/M/2  system  is  below 
the  ten  minute  criterion.  Thus  with  only  two  centrally  located  terminals  the  firm  may 
eliminate  the  serious  waiting  problems  of  the  single  terminal  system.  So  it  would  take  five 
M/M/1  distributed  terminals  or  two  terminals  in  a  central  M/M/2  configuration  to  ensure 
a  90th  percentile  queueing  time  of  less  than  ten  minutes.  Since  we  are  assuming  negligible 
travel  times,  the  firm  would  certainly  choose  the  M/M/2  system. 
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15.3  MARKOV  PROCESSES 

It  is  often  the  case  that  it  is  possible  to  describe  a  system  as  being  in  one  of  a  set  of 
mutually  exclusive  and  collectively  exhaustive  discrete  states  S0,  S\,  S2,  .  ■  .  ,  S„.  A 
Markov  process  (Ga73)  (K175)  (K176)  is  a  convenient  model  for  describing  the  behavior 
of  such  a  system. 

In  Markov  processes,  the  present  state  of  the  system,  and  the  transition  probabilities 
of  transitions  between  the  various  states,  characterize  the  future  behavior  of  the  system. 
Given  that  a  Markov  process  is  in  a  particular  state,  its  future  behavior  is  not  dependent 
on  its  past  history  prior  to  entering  that  state. 

Many  Markov  processes  exhibit  steady-state  behavior  in  which  the  probabilities  that 
the  process  is  in  each  particular  state  are  constant  in  time.  We  will  consider  only  those 
Markov  processes  with  this  nice  property. 

15.3.1  Some  Definitions 

In  a  Markov  process,  a  state  Sj  is  said  to  be  transient,  if  from  some  state  Sk  which  can  be 
reached  from  Sj  the  system  cannot  return  to  Sj. 

A  state  Sj  is  said  to  be  recurrent  if  from  every  Sk  reachable  from  Sj  the  system  can 
return  to  Sj. 

A  single  chain  is  a  set  of  recurrent  states  such  that  the  system  can  get  from  each  state 
in  the  chain  to  every  other  state  in  the  chain. 

In  a  continuous  transition  Markov  process  state  changes  may  occur  at  any  instant  on 
a  continuous  time  scale. 

15.3.2  Birth  and  Death  Processes 

An  important  case  of  Markov  processes,  namely  birth  and  death  processes,  is  particularly 
applicable  in  computer  systems  modeling.  Birth  and  death  processes  are  much  easier  to 
solve  than  are  general  Markov  processes. 

A  continuous  Markov  birth  and  death  process  has  the  property  that 

ky  =  0  if  (j  =£  i  +  1  and  j  +  i  —  1) 

where  k(j  is  the  rate  at  which  transitions  from  state  5,  to  state  S,  occur  (Fig.  15. 12). 

For  these  processes,  we  use  the  notation  (Fig.  15. 13) 

X,(,  +  o  =  bi  —  average  birth  rate  from  state  5, , 

\,(I  -  i)  =  di  —  average  death  rate  from  state  Sj. 

Let  P,  be  the  steady-state  probability  that  the  process  is  in  state  5,.  At  steady  state, 
in  any  randomly  chosen  time  interval  At,  the  process  is  just  as  likely  to  make  an  5,  — * 
Si+i  transition  (with  probability  P,b,)  as  it  is  to  make  an  Si  +  i  — »  5,  transition  (with 
probability  P,  +  it/,-  +  i)  and  therefore 
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Fig.  15.12  Birth  and  death  process. 


Fig.  15.13  Birth  and  death  notation. 


We  may  solve  a  continuous  birth  and  death  process,  i.e.,  determine  the  various  P-  s,  by 
using  the  relationships 

Pi+l=j^Pi 

and 

2>;=  I- 

i 

Now  let  us  consider  an  example  that  illustrates  the  use  of  birth  and  death  processes  in 
computer  systems  modeling. 

15.3.3  Problem  Three:  Analyzing  the  Performance 
of  a  Disk  Subsystem 

Suppose  that  disk  access  requests  arrive  as  a  Poisson  process  with  average  rate  X  requests 
per  minute.  If  the  disk  is  in  use,  the  request  is  placed  in  a  first-come-lirst-served  queue 
to  await  service.  When  the  disk  becomes  available,  the  first  request  on  the  queue  is 
serviced.  Service  time  is  an  exponentially  distributed  random  variable  with  an  expected 
value  of  l/>  minutes.  The  average  service  rate  is  fx  requests  per  minute. 

Determine,  for  each  of  the  following  cases,  the  expected  value  for  the  total  number 
of  disk  requests  pending  (i.e.,  in  the  queue  or  in  service),  and  the  limiting  state  probabilities. 

CASE  I:  The  disk  facility  contains  only  a  single  arm,  and  can  service  only  one  request 
at  a  time.  The  service  rate  is  fi. 
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CASE  II:  The  disk  facility  contains  a  very  large  number  of  moving  arms,  each  of  which 
can  service  a  disk  request  at  the  same  rate,  /x  (and  thus  we  shall  assume  an 
infinite  number  of  requests  may  be  serviced  in  parallel). 

Solution  (Case  I).  Let  S,  be  the  state  of  the  system  when  there  are  i  disk  requests  at  the 
disk  service  facility.  The  arrival  rate  of  requests  is  independent  of  the  state  of  the  system, 
and  so  the  probability  of  the  transition  S,  —*  Si+ 1  in  the  next  time  interval  A t  is  XA t. 

We  view  the  system  as  an  infinite  state  single  chain  continuous  birth  and  death  process 

with 


b,  =  X,  i  =  0,  1,  2,  .  .  . 
and 

since  only  one  request  may  be  serviced  at  a  time,  and  this  is  serviced  at  rate  fx. 

We  use  the  state  transition  diagram  in  Fig.  15.14. 

We  shall  assume  fx>  k  (otherwise  the  length  of  the  queue  of  waiting  requests  might 
grow  indefinitely).  We  use  the  relationships 

Pi+i  =  -~Pi;  t  =  0, 1,2,  ... 

«/+  i 

and 

Thus 

Pi  = 

P2  = 


XA  t  AAf  AAf  XA  f 


Fig.  15.14  Markov  birth  and  death  model  for  Case  I. 
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and  in  general 


and  thus  the  probability  that  the  system  is  idle  is 


and  the  probability  that  there  are  i  requests  pending  is 


i  =  0,  1,  2,  3,  .  .  . 


and  the  average  number  of  requests  pending  is 

oo 

E(i)  =  X  iP, 

1  =  0 


Figure  15.15  summarizes  the  results  for  Case  I. 

Solution  (Case  II).  With  i  requests  currently  being  serviced,  the  probability  that  a  par¬ 
ticular  request  will  finish  being  served  in  the  next  A t  is  /u,A t,  and  the  probability  that 
exactly  one  request  (any  one)  will  finish  is  i'/uAt  (this  is  a  good  first-order  approximation). 
This  relationship  holds  because  any  of  the  i  requests  may  finish  and  cause  a  state  change. 

Here,  too,  we  view  the  system  as  an  infinite  state  single  chain  continuous  birth  and 
death  process  with 


bi  =  k. 


i  =  0,  1,  2,  .  .  . 
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but  now 


d=l°’  i  =  ° 

'  1  *>,  *  =  1,2,3,... 


Because  we  have  an  infinite  number  of  parallel  servers,  no  customer  has  to  wait. 
We  use  the  state  transition  diagram  in  Fig.  15.16.  Now,  we  again  use 

b, 


Pi+l  =  ~Pi,  i  =  0,1,2, 

“i+  1 


and 


2Pi=  1 

i  =  0 


Thus 


and  in  general 


X 

P  i  =  -P0 

1  fJL  0 

3^2(5)  />° 


'-5(5) '• 


XAf  XAf  XAf  XAf 


Fig.  15.16  Markov  birth  and  death  model  for  Case  II. 
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Now  since 


we  have 


and  thus 


00  r” 

X  -  =  «*, 

n  =  0  nl 


CO 


1 

i  —  r 


Po  =  eklflP0 


and 


and 


and  thus 


,,,  V  .(k\‘e-»* 

E(l)=lAn: 


i'  =  0 


X  /X 


=  «-*"*  E  /(-)  -  =  e~^y 

'=0  \M/  i!  ;=o  P-  \PJ  ( i  -  1)! 
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Figure  15.17  sununarizes  the  results  for  Case  II.  The  reader  should  study  Figs.  15.15 
and  15.17  carefully  to  appreciate  the  differences  between  the  single  server  and  infinite 
server  systems. 

In  the  single  server  system,  if  an  arriving  request  finds  the  disk  facility  busy,  it  must 
wait.  In  the  infinite  server  system,  arriving  requests  always  enter  service  immediately. 

In  the  single  server  system,  as  X  approaches  fi,  the  chance  that  the  system  is  idle 
decreases  rapidly,  and  so  arriving  requests  wait.  The  average  number  of  requests  pending 
grows  rapidly.  In  the  infinite  server  system,  the  average  number  of  requests  pending 
approaches  1. 
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SUMMARY 

Analytic  models  are  mathematical  representations  of  systems  that  allow  the  performance 
evaluator  to  draw  quick  and  accurate  conclusions  about  a  system's  behavior.  Queueing 
models  are  useful  for  modeling  systems  in  which  requests  wait  in  lines,  or  queues,  until 
they  may  be  serviced. 

Queues  may  be  bounded  or  unbounded.  Customers  are  supplied  to  a  queueing  system 
from  a  source  which  may  be  finite  or  infinite.  We  assumed  random  arrivals  without  the 
possibility  of  collisions.  The  times  between  successive  arrivals  are  called  interarrival 
times.  A  Poisson  arrival  process  is  characterized  by  the  fact  that  the  interarrival  times  are 
distributed  exponentially.  We  assume  exponential  servers  to  process  arriving  requests. 

Queues  may  have  either  infinite  capacity,  zero  capacity,  or  positive  capacity.  Queues 
with  zero  capacity  are  characteristic  of  loss  systems. 

Systems  may  be  classified  as  single-server  systems  or  multiple-server  systems.  The 
traffic  intensity  is  the  ratio  of  the  mean  service  time  to  the  mean  interarrival  time.  It  is  a 
measure  of  a  system’s  ability  to  service  its  customers  effectively.  The  server  utilization  is 
the  traffic  intensity  per  server.  It  is  the  probability  that  a  particular  server  is  busy. 

Elementary  analytic  modeling  techniques  are  generally  concerned  with  the  steady- 
state  behavior  of  a  system.  Transient  behavior  is  a  great  deal  more  difficult  to  model. 

Little’s  result  is  that  the  number  of  customers  in  the  queue  is  equal  to  the  arrival  rate 
multiplied  by  the  mean  time  a  customer  spends  in  the  queue,  and  that  the  number  of 
customers  in  the  system  is  equal  to  the  arrival  rate  multiplied  by  the  mean  time  a  customer 
spends  in  the  system. 

A  process  is  Poisson  if  the  times  between  successive  arrivals,  i.e.,  the  first-order 
interarrival  times,  are  identically  distributed  exponential  random  variables.  The  sum  of 
two  independent  Poisson  random  variables  also  describes  a  Poisson  process.  If  independent 
random  erasures  are  applied  to  a  Poisson  process,  the  new  process  derived  in  this  manner 
is  also  Poisson. 

Markov  processes  are  useful  for  modeling  systems  that  may  be  in  one  of  a  set  of 
mutually  exclusive  and  collectively  exhaustive  discrete  states.  Given  that  a  Markov  process 
is  in  a  particular  state,  its  future  behavior  is  not  dependent  on  its  past  history  prior  to 
entering  that  state.  We  considered  only  Markov  processes  that  exhibit  steady-state  behavior. 

An  important  special  case  of  Markov  processes,  namely  birth  and  death  processes, 
is  particularly  applicable  in  computer  systems  modeling.  Birth  and  death  processes  are 
much  easier  to  solve  than  general  Markov  processes. 

TERMINOLOGY 

analytic  model  continuous  Markov  birth  and  death 

arrival  rate  process 

arrivals  continuous  transition  Markov 

birth  and  death  processes  process 

bounded  queue  customer  population 

collectively  exhaustive  discrete  Erlang  distribution 

states  expectation 
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exponential  distribution 
exponential  server 
finite  source 

first-order  interarrival  time 
identically  distributed  random 
variables 

independent  random  erasures 

independent  random  variables 

infinite  capacity  queue 

infinite  source 

interarrival  time 

Kendall  notation 

Law  of  Large  Numbers 

Little’s  result 

loss  system 

M/M/1  queueing  system 
M/M/c  queueing  system 
Markov  process 
mean  interarrival  time 
mean  service  time 
mean  value 
multiple-server  system 
mutually  exclusive  discrete  states 
parallel  servers 
Poisson  arrivals 
positive  capacity  queue 
probability  distribution 
queue 


queue  capacity 
queue  discipline 
queueing  network 
queueing  theory 
rth-order  interarrival  time 
random  variable 
recurrent  state 
server 

server  utilization 

service  facility 

service  rate 

service  time 

single  chain 

single-server  system 

source 

steady  state 

steady-state  solution 

time-dependent  solution 

traffic  intensity 

transient  solution 

transient  state 

transition  probabilities 

unbounded  queue 

utilization 

variance 

waiting  line 

zero  capacity  queue 


EXERCISES 

15.1  What  are  analytic  models?  Why  are  they  of  interest  in  computer  systems  performance  evaluation? 

15.2  Why  are  queueing  models  so  applicable  to  operating  systems?  Give  several  examples  of 
queueing  mechanisms  in  operating  systems. 

15.3  Real  queueing  mechanisms  must  have  bounded  rather  than  unbounded  queues.  List  several 
problems  that  might  occur  in  an  operating  system  when  bounded  queues  become  full. 

15.4  Much  of  elementary  queueing  theory  relies  on  the  assumption  that  arrivals  and  service  times 
are  random.  Give  several  examples  in  operating  systems  in  which  this  assumption  is  reasonable. 
Give  several  examples  in  which  the  assumption  is  unreasonable. 

15.5  Give  an  example  of  a  loss  system  that  develops  in  interrupt  processing,  particularly  in  real¬ 
time  systems . 

15.6  Give  several  examples  of  areas  within  operating  systems  that  can  be  modeled  by 

a)  single-server  systems  b)  multiple-server  systems 
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15.7  List  all  of  the  queue  disciplines  that  have  been  presented  in  the  text  so  far.  For  each,  give  an 
example  in  which  it  is  applicable. 

15.8  Why  must  one  be  careful  when  modeling  certain  quantities  with  random  variables? 

15.9  Give  several  examples  in  which  operating  systems  may  be  expected  to  exhibit 

a)  transient  behavior  b)  steady-state  behavior 

15.10  Give  an  intuitive  argument  supporting  Little’s  result. 

Note:  For  exercises  15.11  through  15.16  assume  Poisson  arrival  processes  and  exponential  servers. 

15.11  Suppose  disk  requests  arrive  at  a  rate  of  X  =  10  requests  per  second.  Use  a  calculator  or 
write  a  program  to  produce  the  values  for  Chart  15.1. 

15.12  Two  small  telecommunications  computers  each  receive  requests  for  service  at  the  rate  of 
X  =  15  requests  per  second.  These  two  systems  are  to  be  replaced  with  a  single,  higher-capacity 
system.  Characterize  the  arrival  process  for  the  new  system. 

15.13  Requests  arrive  at  a  computer  network  at  the  rate  of  X.  They  are  routed  probabilistically  to 
n  different  network  hosts  (i.e.,  computer  systems  that  can  perform  computation  for  network  users) 
with  probabilities  Pu  P2,  .  .  .  ,  Pn. 

a)  What  is  the  request  arrival  rate  at  each  host? 

b)  What  are  the  merits  of  using  such  a  probabilistic  routing  mechanism  rather  than  routing 
requests  in  a  simple  round-robin  fashion? 

c)  What  are  the  merits  of  using  such  a  probabilistic  routing  mechanism  rather  than  routing 
requests  to  the  first  available  host? 

d)  What  potential  problems  are  inherent  in  probabilistic  routing  mechanisms?  In  systems 
with  a  large  number  of  hosts  servicing  a  large  number  of  requests  would  these  problems 
be  serious?  Explain. 

15.14  Transactions  arrive  at  a  transaction  processing  system  at  the  rate  of  24  per  second.  From 
the  moment  the  computer  begins  operating 

a)  how  much  time  should  the  operator  expect  to  elapse  before  the  first  transaction  arrives? 

b)  how  much  time  should  the  operator  expect  to  elapse  before  r  transactions  arrive? 


t  =  number 
of  seconds 

k  =  number  of  arrivals 

0123456789  10 
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Probability  of  exactly  k 
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Chart  15.1 
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15. 15  A  batch  processing  computer  system  processes  similar  compile-and-run  jobs.  Service  times 
are  exponential  with  a  mean  of  15  minutes.  For  a  given  job  what  is  the  probability  it  will  take 

a)  5  minutes  or  less? 

b)  15  minutes  or  less? 

c)  one  hour  or  less? 

d)  more  than  two  hours? 

15.16  One  emerging  field  in  which  computer  expertise  is  in  demand  is  called  “the  factory  of  the 
future.”  Heavily  automated  factories  run  by  robots  and  computerized  machinery  with  minimal  human 
supervision  will  operate  24  hours  per  day.  Real-time  process  control  systems  will  monitor  and  control 
the  robots  and  machinery. 

A  designer  of  one  such  factory  is  considering  the  use  of  four  small  process  control  systems  vs. 
the  use  of  one  centralized  multiprocessor  system  with  several  processors  of  equivalent  capacity  to 
the  small  systems.  In  this  problem  you  will  use  queueing  theory  to  help  the  designer  choose  the 
best  alternative.  Arrivals  are  Poisson  at  the  rate  of  960  per  minute.  Assume  each  of  the  identical 
processors  has  exponential  service  times  with  a  mean  of  0.05  seconds. 

a)  First  consider  the  alternative  of  using  the  four  small  systems.  Consider  these  as  M/M/1 
queueing  systems  and  characterize  their  performance  as  thoroughly  as  you  can  using  the 
results  from  this  chapter.  Assume  each  experiences  a  Poisson  arrival  rate  of  240  requests 
per  minute. 

b)  Now  consider  using  a  single  symmetric  multiprocessor  system  with  two  processors  of 
equivalent  capacity  to  the  small  systems’  processors.  Analyze  this  M/M/2  system  as 
thoroughly  as  you  can  using  the  results  of  this  chapter. 

c)  Compare  the  preceding  analyses.  Which  approach  would  you  recommend  to  the  designer? 
What  additional  information  might  you  require  before  making  a  decision? 

15.17  Why  are  Markov  models  so  applicable  to  operating  systems?  Give  several  examples  of 
activities  in  operating  systems  that  Markov  models  might  be  useful  in  modeling. 

15.18  A  computer  designer  must  choose  between  an  architecture  with  a  single  powerful  processor 
and  an  architecture  employing  multiprocessing,  but  with  less  powerful  processors. 

The  computer  system  being  designed  must  process  requests  arriving  as  a  Poisson  process  with 
an  average  rate  of  X  requests  per  second.  If  the  single-processor  system  is  busy,  requests  are  placed 
in  a  first-come-first- served  queue  to  await  service.  In  the  multiprocessor  architecture  we  shall  assume 
massive  parallelism,  i.e.,  there  are  many  more  processors  than  processes,  so  no  arriving  process 
ever  waits. 

The  single-processor  system  has  a  processor  with  exponential  service  times  with  mean  rate 
requests  per  second.  The  processors  in  the  massive  parallelism  architecture  are  only  one-tenth  as 
powerful. 

a)  Determine  for  the  single-processor  system  and  for  the  massive  parallelism  system  the 
expected  value  for  the  total  number  of  requests  pending  (i.e. ,  either  waiting  or  in  service), 
and  the  limiting  state  probabilities  (where  states  correspond  to  the  number  of  requests 
pending). 

b)  From  your  preceding  analysis,  which  architecture  would  you  recommend  the  designer 
choose?  What  additional  information  might  you  require  before  making  a  decision?  Is  the 
correct  decision  sensitive  to  the  arrival  and  service  rates?  If  so,  then  how?  If  not,  then 
why  not? 
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n 

log,* 

n 

log,* 

n 

log,* 

0.0 

* 

4.5 

1.5041 

9.0 

2.1972 

0.1 

7.6974 

4.6 

1.5261 

9.1 

2.2083 

0.2 

8.3906 

4.7 

1.5476 

9.2 

2.2192 

0.3 

8.7960 

4.8 

1.5686 

9.3 

2.2300 

0.4 

9.0837 

4.9 

1.5892 

9.4 

2.2407 

0.5 

9.3069 

5.0 

1.6094 

9.5 

2.2513 

0.6 

9.4892 

5.1 

1.6292 

9.6 

2.2618 

0.7 

9.6433 

5.2 

1.6487 

9.7 

2.2721 

0.8 

9.7769 

5.3 

1.6677 

9.8 

2.2824 

0.9 

9.8946 

5.4 

1.6864 

9.9 

2.2925 

1.0 

0.0000 

5.5 

1.7047 

10 

2.3026 

1.1 

0.0953 

5.6 

1.7228 

11 

2.3979 

1.2 

0.1823 

5.7 

1.7405 

12 

2.4849 

1.3 

0.2624 

5.8 

1.7579 

13 

2.5649 

1.4 

0.3365 

5.9 

1.7750 

14 

2.6391 

1.5 

0.4055 

6.0 

1.7918 

15 

2.7081 

1.6 

0.4700 

6.1 

1.8083 

16 

2.7726 

1.7 

0.5306 

6.2 

1.8245 

17 

2.8332 

1.8 

0.5878 

6.3 

1.8405 

18 

2.8904 

1.9 

0.6419 

6.4 

1.8563 

19 

2.9444 

2.0 

0.6931 

6.5 

1.8718 

20 

2.9957 

2.1 

0.7419 

6.6 

1.8871 

25 

3.2189 

2.2 

0.7885 

6.7 

1.9021 

30 

3.4012 

2.3 

0.8329 

6.8 

1.9169 

35 

3.5553 

2.4 

0.8755 

6.9 

1.9315 

40 

3.6889 

2.5 

0.9163 

7.0 

1.9459 

45 

3.8067 

2.6 

0.9555 

7.1 

1.9601 

50 

3.9120 

2.7 

0.9933 

7.2 

1.9741 

55 

4.0073 

2.8 

1.0296 

7.3 

1.9879 

60 

4.0943 

2.9 

1.0647 

7.4 

2.0015 

65 

4.1744 

3.0 

1.0986 

7.5 

2.0149 

70 

4.2485 

3.1 

1.1314 

7.6 

2.0281 

75 

4.3175 

3.2 

1.1632 

7.7 

2.0412 

80 

4.3820 

3.3 

1.1939 

7.8 

2.0541 

85 

4.4427 

3.4 

1.2238 

7.9 

2.0669 

90 

4.4998 

3.5 

1.2528 

8.0 

2.0794 

95 

4.5539 

3.6 

1.2809 

8.1 

2.0919 

100 

4.6052 

3.7 

1.3083 

8.2 

2.1041 

3.8 

1.3350 

8.3 

2.1163 

3.9 

1.3610 

8.4 

2.1282 

4.0 

1.3863 

8.5 

2.1401 

4.1 

1.4110 

8.6 

2.1518 

4.2 

1.4351 

8.7 

2.1633 

4.3 

1.4586 

8.8 

2.1748 

4.4 

1.4816 

8.9 

2.1861 

♦Subtract  10  from  log,,  n  entries  for  n  <  1.0. 

Appendix  15.1  Table  of  natural  logarithms. 
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X 

e* 

X 

e* 

e~x 

0.00 

1.0000 

1.0000 

2.5 

12.182 

0.0821 

0.05 

1.0513 

0.9512 

2.6 

13.464 

0.0743 

0.10 

1.1052 

0.9048 

2.7 

14.880 

0.0672 

0.15 

1.1618 

0.8607 

2.8 

16.445 

0.0608 

0.20 

1.2214 

0.8187 

2.9 

18.174 

0.0550 

0.25 

1.2840 

0.7788 

3.0 

20.086 

0.0498 

0.30 

1.3499 

0.7408 

3.1 

22.198 

0.0450 

0.35 

1.4191 

0.7047 

3.2 

24.533 

0.0408 

0.40 

1.4918 

0.6703 

3.3 

27.113 

0.0369 

0.45 

1.5683 

0.6376 

3.4 

29.964 

0.0334 

0.50 

1.6487 

0.6065 

3.5 

33.115 

0.0302 

0.55 

1.7333 

0.5769 

3.6 

36.598 

0.0273 

0.60 

1.8221 

0.5488 

3.7 

40.447 

0.0247 

0.65 

1.9155 

0.5220 

3.8 

44.701 

0.0224 

0.70 

2.0138 

0.4966 

3.9 

49.402 

0.0202 

0.75 

2.1170 

0.4724 

4.0 

54.598 

0.0183 

0.80 

2.2255 

0.4493 

4.1 

60.340 

0.0166 

0.85 

2.3396 

0.4274 

4.2 

66.686 

0.0150 

0.90 

2.4596 

0.4066 

4.3 

73.700 

0.0136 

0.95 

2.5857 

0.3867 

4.4 

81.451 

0.0123 

1.0 

2.7183 

0.3679 

4.5 

90.017 

0.0111 

1.1 

3.0042 

0.3329 

4.6 

99.484 

0.0101 

1.2 

3.3201 

0.3012 

4.7 

109.95 

0.0091 

1.3 

3.6693 

0.2725 

4.8 

121.51 

0.0082 

1.4 

4.0552 

0.2466 

4.9 

134.29 

0.0074 

1.5 

4.4817 

0.2231 

5 

148.41 

0.0067 

1.6 

4.9530 

0.2019 

6 

403.43 

0.0025 

1.7 

5.4739 

0.1827 

7 

1096.6 

0.0009 

1.8 

6.0496 

0.1653 

8 

2981.0 

0.0003 

1.9 

6.6859 

0.1496 

9 

8103.1 

0.0001 

2.0 

7.3891 

0.1353 

10 

22026 

0.00005 

2.1 

8.1662 

0.1225 

2.2 

9.0250 

0.1108 

2.3 

9.9742 

0.1003 

2.4 

11.023 

0.0907 

Appendix  15.2  Table  of  exponential  functions. 
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16.1  INTRODUCTION 

This  chapter  discusses  computer  networking  and  its  relationship  to  operating  systems,  from 
the  perspective  of  an  internationally  standardized,  nonproprietary  networking  architecture: 
Open  Systems  Interconnection  (OSI).  A  long-range  goal  in  computer  communication  is  to 
provide  worldwide  connectivity  among  computers  and  users.  To  be  acceptable  to  the  wide 
range  of  interests  involved,  techniques  for  such  communication  must  be  decided  on  by 
consensus;  OSI  standards  have  been  developed  in  such  a  context.  OSI  encompasses  a 
fundamental  architecture,  services  and  protocols  which  realize  that  architecture,  and  a 
family  of  related  standards  for  implementing  and  testing  products  built  to  conform  to  OSI 
standards.  We  also  consider  other  networking  architectures  such  as  IBM’s  Systems 
Network  Architecture  (SNA),  Digital  Equipment  Corporation’s  Digital  Network 
Architecture  ( DNA-,  its  implementation  is  DECnet),  and  the  U.S.  Department  of  Defense 
(DoD)  military  standard  computer  communication  protocols  including  TCP/IP.  OSI  is  not 
necessarily  the  best  architecture  for  meeting  all  networking  requirements,  but  it  is  a 
generally  available  and  well  understood  model  for  discussion.  OSI  has  gained  special 
importance  because  it  is  an  accepted  worldwide  standard.  Given  the  importance  of 
distributed  computing,  operating  system  students,  developers,  and  researchers  must  under¬ 
stand  computer  networks  and  especially  those  implemented  using  OSI  protocols  (K185). 


16.1.1  Why  Network?  What  are  Networks? 

There  are  many  views  of  networks.  According  to  graph  theorists,  networks  are  mathe¬ 
matical  constructs  of  nodes  linked  by  arcs.  Business-oriented  users  and  managers  look  at 
networks  as  necessary  for  performing  business  missions,  the  cost  being  the  expense  of 
terminals,  computers,  cables,  telephone  lines,  multiplexors,  concentrators  and  other  arcane 
paraphernalia. 

Networks  exist  to  solve  problems  of  communication  among  computers  and  their 
human  users.  When  a  primitive  cavewoman  needed  a  decision  from  a  distant  primitive 
chieftain,  she  had  two  alternatives.  She  could  journey  to  that  chieftain,  wait  for  an  audience 
with  the  chieftain,  and  converse  to  have  her  question  answered;  or  she  could  send  a  message 
and  wait  for  a  response. 

Networks  intended  primarily  for  supporting  the  interaction  of  computer  terminal  users 
with  a  host  computer  are  called  remote  access  networks.  Remote  access  with  dumb 
terminals  (i.e.,  terminals  that  do  not  have  built-in  microprocessors  and  must  therefore 
depend  on  other  devices  that  do)  is  the  most  basic  networking  problem. 

The  problem  of  getting  the  chieftain’s  attention  is  a  problem  of  process  scheduling, 
dealt  with  in  Chapter  3  and  Chapter  10.  The  problem  of  being  sure  the  chieftain  hears  the 
message  correctly  is  one  of  error  control.  Difficulties  with  different  tribeswomen  speaking 
simultaneously  are  matters  of  dialogue  control,  while  problems  of  speaking  too  fast  for  the 
chieftain  to  understand  are  matters  of  flow  control  (Pu8 1 )  (Ge82)  (Gr83a). 

Alternatively,  the  cavewoman  could  use  primitive  tools  to  inscribe  her  question  on  a 
stone  tablet,  and  have  another  primitive  tribeswoman  take  the  tablet  to  the  distant  chieftain. 
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From  the  sender’s  perspective,  this  is  the  origin  of  electronic  mail ;  from  the  message 
carrier’s  standpoint,  this  is  the  origin  of  file  transfer  utilities. 

Since  multiple  cavewomen  could  send  messages  to  the  chieftain,  and  the  chieftain 
could  service  their  requests  in  a  manner  convenient  to  the  chieftain,  the  chieftain  was  a 
shared  resource.  Shared  resource  networks  usually  operate  more  on  a  file  transfer  or  in¬ 
terprocess  communications  model  than  on  one  of  interactive  communications. 

A  typical  computer  network  interconnects  many  hosts,  each  of  which  is  capable  of 
supplying  computing  services  to  network  users.  The  computers  in  a  network  are  connected 
by  various  types  of  communications  links  such  as  telephone  lines,  satellite  channels, 
coaxial  cables,  fiber  optic  cables,  and  microwave  links.  Operating  systems  that  control 
computer  networks  provide  many  functions  including  supporting  terminal  access  to  remote 
hosts,  handling  file  transfer  between  hosts,  supporting  remote  procedure  calls,  and  handling 
interuser  communications  (such  as  electronic  mail). 


16.1.2  Network  Types 

The  remote  access  concept  was  most  relevant  when  the  host  was  servicing  dumb  terminals; 
file  transfer  and  interprocess  communication  are  more  appropriate  for  personal  computers 
and  other  intelligent  nodes.  Network  designers  tend  to  consider  nodes  in  a  common 
manner,  regarding  networks  as  built  from  users,  hosts,  communication  processors ,  and 
communication  subnetworks  (also  called  subnets).  There  are  two  basic  ways  to  organize  the 
relationships  among  intelligent  devices  in  a  network;  peer-to-peer  and  hierarchical.  In  a 
peer-to-peer  relationship,  the  participants  conceptually  have  the  ability  to  negotiate  the 
characteristics  of  their  interaction;  two  entities  are  equal  partners  in  it  (Gr87).  Hierarchical 
models  have  advantages  in  network  management,  while  peer-to-peer  models  have  greater 
flexibility  in  resource  sharing.  Most  OSI  relationships  are  peer-to-peer. 

Hierarchical  relationships,  also  called  master-slave,  imply  that  one  participant  in  an 
interaction  must  seek  permission  from  the  other  before  the  interaction  can  begin.  Networks 
following  this  model,  such  as  most  of  IBM’s  SNA,  are  less  flexible  for  setting  up 
relationships  between  arbitrary  pairs  of  partners,  but  are  more  controllable  by  the  network 
manager. 

A  slightly  oversimplified  view  of  OSI  defines  it  as  specifying  the  interfaces  between 
the  computer  systems  serving  the  end  users,  but  not  the  interfaces  between  those  computer 
systems  and  their  human  users,  nor  the  internal  interfaces  within  the  communication 
subnetwork. 

OSI  is  primarily  intended  as  an  intermediate  or  transfer  mechanism  among  hetero¬ 
geneous  peer  hosts,  each  of  which  may  have  host-specific  remote  access  networks  (No87). 
OSI  can  be  used,  however,  for  original  network  design  as  well  as  for  facilitating 
communication  between  dissimilar  networks.  Network  designers  must  consider  the  trade¬ 
offs  between  the  generality  of  OSI  solutions  and  the  potential  optimization  possible  with 
nonstandard  solutions.  They  must  consider  issues  of  cost,  maintainability,  performance, 
and  possible  future  needs  to  interface  to  new  types  of  networks.  The  corporate  takeover 
craze  of  the  1980s,  for  example,  created  many  unforeseen  needs  to  merge  independently 
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designed  computer  networks;  these  efforts  have  been  costly  due  to  a  lack  of  standard 
interfaces. 

Networking  features  of  operating  systems  extend  and  manage  I/O  over  longer-range 
media;  in  this  sense,  networks  are  similar  to  loosely-coupled  multiprocessors  (see  Chapter 
11).  In  fact,  differences  between  loosely-coupled  multiprocessors  and  computer  networks 
are  becoming  increasingly  blurred.  In  the  terminology  of  Section  11.17,  “Multiprocessor 
Operating  System  Organizations,”  OSI  systems  generally  follow  the  separate  executive  for 
each  processor  organization,  SNA  systems  generally  use  the  master-slave  organization,  and 
DoD  systems  (with  some  widely  used  proprietary  protocols  such  as  Sun's  Network  File 
System  described  in  Chapter  18)  tend  to  follow  the  symmetric  (or  anonymous)  organiza¬ 
tion. 

Networks  may  be  categorized  by  user  type  and  by  communication  subnetwork  tech¬ 
nology.  Communications  subnetworks  vary  in  size  and  performance.  Interactive  terminal 
networks  are  designed  to  support  frequent  transfers  of  small  amounts  of  data,  and  to 
minimize  delay  from  a  terminal  to  a  host  and  back  (i.e.,  round-trip  network  delay).  Dumb 
terminals  need  to  be  connected  to  such  networks  either  through  specialized  computers 
called  terminal  servers ,  or  through  general-purpose  computers  connected  in  turn  to  the 
network.  It  is  common  to  see  large  specialized  terminal  networks  attached  to  a  regional 
host,  and  the  regional  host  connected  for  distributed  database  access  using  backbone 
network  technology:  backbone  networks  are  used  for  file  transfer  and  interprocess 
communication  among  major  shared  resources,  and  are  designed  to  maximize  throughput 
on  the  communication  facilities  connecting  the  devices.  A  typical  application  is  the 
connection  of  relatively  unintelligent  automatic  teller  machines  (ATMs)  to  a  local  bank;  the 
local  bank’s  host  connects  to  other  banks  to  service  the  needs  of  the  remote  bank's 
cardholders. 

Backbone  and  workgroup  networks  are  similar  in  that  they  are  intended  to  interconnect 
computers  rather  than  terminals,  but  thay  have  differing  needs  for  performance,  capacity, 
geographic  scope,  and  network  management.  Workgroup  networks  typically  connect 
intelligent  terminals  or  personal  computers  to  shared  resources,  such  as  file  servers  and 
print  servers.  A  frequent  objective  in  workgroup  network  design  is  providing  convenient 
cabling  and  reconfiguration,  even  at  the  sacrifice  of  capacity.  User-perceived  performance 
problems  on  workgroup  networks  are  more  often  due  to  limitations  of  the  shared  resources 
than  to  limitations  of  the  networks  themselves. 

A  special  class  of  workgroup  network  is  the  diskless  workstation  environment,  in 
which  individual  intelligent  workstations  have  no  local  disk,  but  access  a  system  disk  on  a 
file  server.  Essentially,  the  network  is  used  as  a  system  bus.  Here,  network  capacity  may  be 
a  significant  limitation. 

Categorizing  networks  as  terminal,  workgroup,  or  backbone  still  deals  with  the  or¬ 
ganization  or  use  of  the  network,  but  not  with  its  underlying  technology.  A  complementary 
categorization  which  deals  with  transmission  technology  defines  networks  as  local  area 
networks  (LANs),  wide  area  networks  (WANs),  or  hybrid  networks,  a  deliberate  combina¬ 
tion  of  WAN  and  LAN  technologies;  these  network  categories  are  discussed  in  Section 
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16.7.  LANs  interconnect  intelligent  nodes  using  high-speed  media  optimized  for  small 
geographic  areas  such  as  a  building  or  campus;  WANs  interconnect  using  essentially 
distance-independent  facilities  such  as  satellites  or  the  public  telephone  network. 


16.1.3  Networking  Standards 

Historically,  the  first  computer  networks  were  implemented  over  telephone  lines.  Implem¬ 
entation  using  lines  by  then-regulated  telephone  carriers  meant  that  a  telecommunication¬ 
using  computer  system  would  be  multi-vendor.  In  such  environments,  the  computer 
manufacturer  could  not  arbitrarily  specify  the  interfaces  between  computing  and  communi¬ 
cation  devices,  whereas  computer-to-tape-drive  interfaces,  for  example,  could  remain 
proprietary. 

In  all  but  the  smallest  areas,  telephone-based  computer  networks  also  involve  multiple 
telephone  companies  with  local,  national,  and  international  scope.  This  situation  has 
become  more  complex  since  telecommunication  deregulation  and  the  consequent  increase 
in  competition  (We88).  Telecommunication  carriers  have  long  accepted  the  idea  of 
developing  consensus  standards  for  communication  interfaces. 

The  process  by  which  communication  standards  are  developed  is  as  much  political  as  it 
is  technical.  For  standards  to  be  useful  on  a  worldwide  basis,  they  must  be  freely  available 
and  they  must  not  give  advantage  to  particular  organizations.  A  standards-based  solution 
often  is  not  the  optimal  technical  solution,  but  it  is  often  the  most  economical  and  viable 
one.  Its  economies  usually  lie  in  scale:  a  standards-based  solution  will  often  become 
sufficiently  common  to  justify  vendors  building  low-cost,  enhanced-performance  imple¬ 
mentations  (e.g.,  in  specialized  integrated  circuits).  Training  and  interface  costs  are  also 
reduced. 

Internationally,  the  main  standards  organizations  are  ISO  and  CCITT.  These  acronyms 
are  French,  and  translate  respectively  to  the  International  Organization  for  Standardization 
and  the  International  Telegraph  and  Telephone  Consultative  Committee.  National  stan¬ 
dards  bodies  create  national  standards  and  submit  them  to  ISO  and  CCITT.  In  the  United 
States,  the  main  standards  body  is  the  American  National  Standards  Institute  (ANSI),  which 
has  accredited  standards  committees  such  as  X3  for  computers  and  T I  for  telecommunica¬ 
tions.  Other  U.S.  organizations  involved  in  standards  work  include  the  Electronic  Indus¬ 
tries  Association  (El A),  the  Institute  for  Electrical  and  Electronics  Engineers  (IEEE),  and 
the  National  Institute  for  Standards  and  Technology  (NIST) — formerly  the  National 
Bureau  of  Standards  (NBS). 

There  are  several  main  types  of  networking  standards.  Architectural  standards,  such  as 
ISO  7498  (the  OSI  reference  model),  define  the  context  in  which  more  specific  standards 
are  written.  Base  standards  define  services  and  protocols  at  the  layers  defined  by  ar¬ 
chitectural  standards.  Functional  standards,  also  called  international  standardized  pro¬ 
files,  define  the  options  to  be  used  in  implementing  protocols  in  specific  contexts. 
Conformance  standards  define  tests  and  procedures  for  verifying  that  service  and  protocol 
implementations  match  the  relevant  standards  specifications  (ISO  9646). 
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16.2  NETWORK  ARCHITECTURE:  OSI  AND  OTHER  REFERENCE  MODELS 

The  OSI  reference  model  (Zi80)  (Dy83)  is  an  arbitrary,  hierarchical  decomposition  of 
computer  communications  functions  into  seven  levels  of  abstraction  called  layers.  Each 
layer  has  certain  conceptual  functions  associated  with  it,  which  may  be  implemented  in 
various  ways  by  different  services  and  protocols.  It  is  a  common  misconception  that  OSI 
has  only  one  protocol  per  layer;  there  are,  in  fact,  various  protocols  for  implementing  each 
of  the  layers.  The  physical  layer  (i.e.,  layer  1  of  the  OSI  reference  model),  for  example,  may 
currently  be  implemented  with  coaxial  cable  (Kc83),  twisted-pair  wires,  optical  fibers 
(Mk81)  (SC84),  and  eventually  with  new  technologies  not  yet  standardized  or  even 
developed. 

A  variety  of  widely-used  standards  have  not  achieved  international  acceptance.  Some 
of  these  are  IBM’s  Systems  Network  Architecture  (SNA),  Digital  Equipment  Corpora¬ 
tion’s  Digital  Network  Architecture  (and  its  implementation,  DECnet),  and  the  U.S. 
Department  of  Defense  protocol  suite  (a  subset  of  which  is  TCP/IP  described  in  Section 
16.16).  Many  industry  observers  feel  that  OSI  and  SNA  will  be  the  main  protocols  in 
general  use  as  networking  becomes  increasingly  widespread;  proprietary  protocols  will  be 
seen  more  in  special  applications,  such  as  those  with  unique  performance  requirements. 

DoD  protocols  are  widely  used  in  the  United  States,  especially  in  the  UNIX  systems 
community  (see  the  UNIX  case  study  in  Chapter  1 8),  and  are  popular  in  academic  insti¬ 
tutions.  They  have  not,  however,  been  accepted  as  international  standards,  and  the  U.S. 
Department  of  Defense  has  announced  a  policy  of  migration  to  OSI  in  its  new  networks. 

SNA  is  IBM’s  proprietary  architecture  for  networking  (Cy79)  (Gr83)  (Gr83a)  (Ho83) 
(Ja83)  (Ma83)  (We83)  (Sy87).  SNA,  like  OSI,  is  a  layered  architecture,  but  its  layers  have 
different  functions.  SNA  emphasizes  a  master-slave  approach ,  rather  than  the  peer-to-peer 
approach  of  OSI.  New  extensions  to  SNA  (in  particular,  LU6.2)  do  provide  greater  peer-to- 
peer  capability  (Gr87)  (Ma87)  (Lo88).  IBM’s  traditional  approach  to  the  terminal  user 
interface  is  to  use  a  hierarchy  of  dumb  display  terminals  connected  by  a  special-purpose 
mini-LAN  (coaxial  cable)  to  a  cluster  controller. ;  a  cluster  controller  is  a  special-purpose 
computer  which  interfaces  terminals  to  a  shared  communications  line  or  directly  to  the  I/O 
bus  of  a  host.  Long-term  coexistence  of  SNA  and  OSI  protocols  is  anticipated;  this  is 
entirely  practical,  as  long  as  addresses  are  not  duplicated  between  stations  of  different 
architecture  on  the  same  LAN.  A  given  physical  address  on  a  LAN,  for  example,  should 
adhere  to  SNA  or  OSI  protocols,  but  not  both. 

With  the  announcement  of  DECnet  Phase  V,  Digital  Equipment  Corporation  com¬ 
mitted  to  providing  an  OSI  base  to  DECnet  users  at  layers  1—4.  Upper-layer  DECnet 
functions  would  coexist  with  OSI  services. 


16.2.1  Layering 

The  individual  layers  of  a  network  architecture  are  realized  with  service  and  protocol 
definitions.  In  OSI  architectural  terms,  the  implementation  of  layer  n  is  an  n-entity  (Fig. 
16.1).  The  calling  layer  above  an  n-entity  is  an  («+ 1  )-entity  and  is  the  n-service  user.  The 
layer  below  layer  n,  from  which  the  n-entity  requests  services,  is  an  ( n-\)-entity .  An  n- 
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Fig.  16.1  OSI  service  flow  and  protocol  flow. 


service,  according  to  the  OSI  reference  model,  is  a  “capability  of  the  t?-layer  and  the  layers 
beneath  it,  which  is  provided  to  («+l)-entities  at  the  boundary  between  the  n-layer  and  the 
(»+l)-layer.” 

The  implementation  of  service  interfaces  (i,e„  the  rules  by  which  the  n-user  requests 
(u- 1  (-services  within  the  same  open  system),  is  not  standardized  by  OSI.  Service  interfaces 
are  typically  realized  as  operating  system  calls.  The  syntax  and  semantics  of  protocol 
interfaces,  however,  are  rigidly  standardized;  these  define  the  rules  used  in  communication 
among  n-entities. 

An  analogy  may  help  explain  the  reasons  protocol  syntax  must  be  standardized,  but 
services  need  not  be.  Consider  two  businesses,  whose  chief  executives  wish  to  make  a  joint 
marketing  agreement.  Jane  Jones,  the  President  of  ABC  Inc.,  speaks  English;  Horst 
Schmidt,  the  Managing  Director  of  XYZ  G.m.b.H.,  speaks  German. 

The  business  goals  of  the  agreement  must  be  clear  between  the  two  chief  executives; 
the  definition  of  these  goals  can  be  considered  an  application  layer  protocol  between  peer 
chief  executive  entities.  For  these  entities  to  communicate,  however,  their  correspondence 
must  be  translated  and  transmitted  by  “lower-layer"  services  within  their  own  organiza¬ 
tions,  and  eventually  to  their  counterpart  organizations. 

Ms.  Jones  will  begin  by  making  a  service  request  of  her  general  counsel.  Charles 
Picard,  who  conveniently  is  fluent  in  German,  to  review  the  draft  agreement  for  legal 
correctness,  and  then  to  translate  it  into  German,  Mr.  Picard  will  need  to  understand  the 
service  requested  of  him,  and  will  need  to  establish  a  common  set  of  rules  for  translation 
with  his  counterpart  in  XYZ  G.m.b.H.  The  procedure  for  establishing  these  rules  can  be 
considered  a  presentation  layer  protocol. 
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In  the  German  firm,  the  translator  (who  reviews  the  original  English  draft)  and  the 
legal  counsel  are  not  the  same  person.  This  organizational  structure  is  a  local  implemen¬ 
tation  decision;  as  long  as  the  chief  executive  can  communicate  with  the  presentation 
service,  and  the  presentation  entity  in  Germany  can  communicate  with  its  counterpart  in  the 
U.S.A.,  there  is  no  reason  to  standardize  the  internal  implementation. 

The  layering  analogy  can  continue  downward.  The  session  service  will  accept  the 
documents  produced  by  presentation  and  package  them;  the  session  entity  will  then  give 
them  to  the  transport  entity,  the  mail  room.  The  mail  room  will  pick  some  network  service 
(or  international  package  service),  the  details  of  which  need  not  be  known  by  the  document 
clerk. 


16.2.2  Protocol  Data  Units  and  Service  Data  Units 

Several  conceptual  data  types  are  involved  in  the  realization  of  OSI  services.  The  basic 
principle  of  data  movement  in  OSI  is  that  n-entities  communicate  with  each  other  using  an 
{n-\)-connection  between  (n-1  (-entities.  The  n-entities  exchange  n-protocol-control 
information  to  manage  their  cooperative  operations,  and  exchange  n-user-data.  The 
combination  of  protocol  control  information  and  user  data  is  a  protocol  data  unit  (PDU)\ 
PDU  syntax  and  semantics  are  thoroughly  specified  by  OSI  protocol  standards.  PDUs  may 
be  qualified  by  the  layer  name  (e.g.,  network  protocol  data  unit  or  NPDU). 

When  an  n-entity  sends  n-interface-data  to  an  (n-1  (-entity,  that  data  forms  an  (n-1 )- 
service-data-unit  (SDU).  SDUs  are  usually  qualified  by  the  service  being  used,  such  as 
transport  service  data  unit  (TSDU)  for  the  transport  service. 

Since  an  (n- 1  (-entity  is  used  to  send  n-SDUs  through  the  network,  an  (n-1  (-entity 
normally  builds  a  PDU  in  response  to  a  service  request  by  wrapping  its  own  protocol 
headers  and  trailers  around  a  representation  of  the  n-SDU.  The  (n-1  (-entity  then  sends  the 
encapsulated  n-SDU  as  an  (n-2)-SDU  to  the  (n— 2)-layer  below  the  (n- 1  (-entity.  Reception 
is  the  reverse:  each  layer  strips  its  own  protocol  control  information  from  data  units,  and 
passes  the  content  of  the  n-PDU  data  fields  to  the  (n+1  (-entity. 

There  need  not  be  a  one-to-one  correspondence  between  n-SDUs  and  the  (n-1  (-PDUs 
used  to  transfer  them,  or  between  n-connections  and  the  (n-1  (-connections  over  which 
PDUs  flow.  An  (n-1  (-connection  may  support  more  than  one  n-connection;  placing 
multiple  n-connections  onto  an  (n—1  (-connection  is  called  multiplexing,  and  its  reverse  is 
called  demultiplexing.  The  converse  of  multiplexing  is  splitting,  where  multiple  (n-l(- 
connections  support  a  single  n-connection;  the  reverse  of  splitting  is  recombining.  Blocking 
and  deblocking  refer  to  the  combination  of  multiple  n-SDUs  into  a  single  n-PDU,  and 
recovering  the  SDUs. 


16.2.3  The  OSI  Reference  Model 

The  OSI  reference  model  has  seven  layers  (Fig.  16.2).  Layers  1  and  2  are  called  the  lower 
layers,  layers  3  and  4  are  the  intermediate  layers,  and  layers  5  through  7  are  the  upper 
layers.  Outside  the  formal  scope  of  OSI  are  the  so-called  “layer  8,"  the  end-user  applica- 
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Fig. 16.2  The  seven  layers  of  the  OSI  reference  model;  included  are  the  so-called 
"layer  8"  and  "layer  0." 

lion ,  and  the  so-called  “layer  0,”  the  transmission  medium.  Systems  built  using  OSI 
protocols  are  formally  called  open  systems.  Open  systems  which  contain  implementations 
of  all  seven  layers,  and  which  provide  an  interface  at  the  top  of  layer  7  to  true  user 
application  programs,  are  called  end  systems.  Open  systems  which  contain  only  layers  1 
through  3,  and  are  used  to  interconnect  end  systems,  are  called  intermediate  systems. 

The  most  common  illustration  of  two  cooperating  open  systems  (Fig.  16.3)  shows  two 
end  systems,  apparently  connected  directly  at  the  physical  layer  (layer  1 ).  While  systems  do 
exist  that  are  built  following  such  a  structure,  most  real  implementations  are  more  complex, 
and  involve  both  end  systems  and  intermediate  systems. 


Physical  transmission  medium 

Fig.  16.3  The  classic  two-stack  model. 
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End  system  End  system 


Fig.  16.4  An  OSI  stack  model  with  end  systems  and  intermediate  systems. 


Intermediate  systems  normally  are  needed  in  complex  networks  that  interconnect 
widely  distributed  open  systems  (Fig.  16.4).  Intermediate  systems  may  have  more  than  two 
connectivity  interfaces,  including  connection  to  non-OSI  networks;  they  are  OSI-compliant 
as  long  as  they  present  OSI  interfaces  to  OSI  systems  connected  to  them. 

The  lower  layers,  i.e.,  physical  and  data  link,  tend  to  be  implemented  in  integrated 
circuits.  The  intermediate  layers,  i.e.,  network  and  transport,  tend  to  be  in  specialized 
processors,  either  as  standalone  intermediate  systems  or  as  separate  processors  within  host 
implementations  of  end  systems.  The  upper  layers,  i.e.,  session,  presentation,  and  applica¬ 
tion,  tend  to  be  in  hosts. 

Interfaces  to  non-OSI  systems  tend  to  be  implemented  above  layer  7  (these  are  called 
application  gateways ),  at  layer  4  (these  are  called  transport  relays)  or  at  layer  3  (these  are 
called  intermediate  systems  or  routers). 

Connection-oriented  sendees  are  modeled  after  the  telephone  system:  the  path  by 
which  information  flows  is  created  through  a  network  which  can  “lock”  connections;  the 
connection  is  held  until  the  need  for  information  transfer  ends  (e.g..  the  phone  is  hung  up). 
Connectionless  sendees  are  modeled  after  mail  services:  the  sender  does  not  know  the  path 
to  be  used  for  a  given  letter,  and,  indeed,  when  several  letters  are  sent,  the  sender  does  not 
know  the  order  in  which  they  will  be  delivered  (Cp83). 
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With  connectionless  services,  each  unit  of  data  must  contain  addresses  and  man¬ 
agement  information  necessary  to  deliver  the  data  unit  to  the  receiving  open  system.  With 
connection-oriented  services,  much  of  this  information  can  be  determined  during  the 
exchange  of  information  involved  in  establishing  a  connection,  and  kept  as  context 
information  in  the  cooperating  entities;  only  a  reference  to  the  context  need  be  carried  in 
each  data  unit. 

Connection-oriented  services  lend  themselves  more  to  capacity  planning  than  do 
connectionless  services,  and  can  incur  less  overhead  when  large  numbers  of  similar  data 
units  are  to  be  handled.  Connectionless  services  are  useful  for  anonymous  file  servers,  for 
system  management  functions  (such  as  status  updates),  for  telemetry  and  process  control, 
and  the  like. 

Originally,  the  OSI  reference  model  dealt  only  with  connection-oriented  services;  a 
connectionless  network  service  was  quickly  added.  Addendum  1  to  the  OSI  reference 
model  (ISO  7498  AD  1)  provides  a  context  for  connectionless  service  definitions.  Many 
connectionless  protocols  have  been  developed. 

A  typical  OSI-based  product  has  three  major  components:  a  user  interface,  local 
processing,  and  an  OSI  interface  (Fig.  16.5).  User  interfaces,  such  as  command  languages, 
are  outside  the  scope  of  OSI,  as  is  local  processing.  Local  processing  may  be  little  more 
than  the  bridge  between  the  human  and  OSI,  or  it  may  be  the  bulk  of  the  work  in  a 


Fig.  16.5  Components  of  an  OSI-based  product. 
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distributed  application  environment.  In  the  OSI  reference  model,  the  application  process 
contains  local  processing  and  a  user  interface. 

In  the  following  sections,  the  layers  of  the  OSI  reference  model  are  discussed  top- 
down  starting  with  the  upper  layers  ( application ,  presentation ,  and  session),  the  inter¬ 
mediate  layers  ( transport  and  network ),  and  the  lower  layers  (data  link  and  physical), 

16.3  THE  APPLICATION  LAYER  (LAYER  7) 

The  OSI  application  layer  does  not  include  applications  in  the  conventional  sense  such  as 
payroll,  inventory,  invoicing,  etc.  Rather,  the  application  layer  is  an  interface  to  distributed 
operating  system  functions,  such  as  the  ability  to  open  a  remote  file  or  to  call  a  remote 
procedure.  This  interface  is  described  abstractly;  the  specific  interface  between  a  real 
operating  system  and  a  real  application  layer  implementation  is  not  subject  to  OSI 
standardization,  although  these  interfaces  are  indeed  being  standardized  by  such  groups  as 
X/Open,  the  Open  Software  Foundation,  UNIX  International,  and  others  (see  Chapter  18), 

The  application  layer  has  components  that  provide  service  to  non-OSI  software 
specific  application  service  elements  (SASE),  and  other  services  which  provide  services 
within  the  application  layer  (i.e.,  to  SASE).  The  most  mature  SASEs  are  Message  Handling 
Systems  (MHS)  and  File  Transfer,  Access,  and  Management  (FT AM).  Other  SASEs  include 
Virtual  Terminal  Protocol  (VTP)  (Lo83),  Manufacturing  Message  Service  (MMS),  Direc¬ 
tory  Services  (DS),  and  Transaction  Processing  (TP).  Network  Management  is  a  special 
SASE  discussed  in  Section  16.8. 

MHS  provides  mechanisms  for  intercomputer  and  internetwork  transfer  of  electronic 
mail;  it  does  not  prescribe  the  human  interface  to  mail  systems.  FTAM,  discussed  in  detail 
below,  allows  file-  and  record-level  manipulation  of  heterogeneous  distributed  data  bases. 
VTP  supports  general  terminal  use  on  OSI  systems.  MMS  is  used  to  transfer  real-time 
process  control  information  in  factory  automation.  Directory  Services  provides  “white 
pages”  and  “yellow  pages”  services  in  large  networks,  and  Transaction  Processing  deals 
with  distributed  query/response.  Also  associated  with  the  application  layer  are  interchange 
formats,  which  standardize  representation  of  the  content  of  information  transferred  by  the 
SASEs.  For  example.  Electronic  Data  Interchange  (EDI)  specifies  the  structure  of 
common  business  documents  which  could  be  sent  via  MHS.  Office  Document  Interchange 
Format  (ODIF)  deals  with  word  processing  and  graphics  content  for  typical  office 
documents. 


16.3.1  A  Representative  SASE:  File  Transfer,  Access,  and  Management 
(FTAM) 

FTAM  (File  Transfer,  Access,  and  Management)  (ISO  8571)  allows  both  simple  file 
transfer  and  sophisticated  distributed  database  manipulation,  operating  on  dissimilar 
databases.  Much  of  its  power  comes  from  its  virtual  file  store  (VFS)  concept  (Li84).  The 
VFS  is  a  conceptual  hierarchical  data  structure  into  which  the  structures  of  local  databases 
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are  mapped.  Operations  are  performed  on  the  VFS’s  of  remote  systems,  not  directly  on 
remote  files;  remote  file  structure  is  hidden  from  local  systems. 

FTAM  to  some  extent  operates  master-slave  rather  than  true  peer-to-peer.  In  practice, 
one  FTAM  user,  the  initiator ,  begins  an  interaction  with  another  FTAM  entity,  the 
responder ;  the  responder  reacts  to  requests  from  the  initiator.  Only  information  about  the 
filestore  is  sent  to  the  responder.  For  example,  when  a  file  is  being  transferred  from  initiator 
to  responder,  the  responder  does  not  need  to  know  the  characteristics  of  the  initiator’s  local 
filestore,  only  about  the  file  data  to  be  placed  into  the  responder’s  filestore. 

Returning  to  our  tribal  analogy,  if  the  local  cavewoman’s  job  were  to  tell  the  chieftain 
of  the  new  births  recorded  in  the  cavewoman’s  hamlet,  the  chieftain  would  not  need  to 
know  that  the  cavewoman  stored  the  information  on  pink  stone  tablets  in  her  home  cave; 
the  chieftain  needs  only  to  know  the  content  of  those  tablets  (i.e,,  the  cavewoman’s  real 
local  filestore)  expressed  in  a  mutually  agreed-upon  syntax.  Further,  it  would  be  presump¬ 
tuous  of  the  cavewoman  to  expect  to  know  how  the  chieftain  records  the  information 
transferred  (i.e.,  into  the  chieftain’s  real  local  filestore). 

To  build  FTAM  software,  an  implementor  must  define  a  mapping  between  resources 
in  the  implementor’s  real  database  and  the  file  access  data  units  and  file  attributes  in  the 
VFS.  To  use  FTAM,  a  user  application  program  must  establish  a  series  of  FTAM  regimes 
with  another  FTAM  implementation;  a  regime  is  defined  by  the  FTAM  standards  document 
as  “the  time  for  which  some  part  of  the  common  state  held  by  the  service  users  is  valid...” 

Regimes  are  nested,  with  the  inner  regimes  becoming  established  as  increasingly  more 
common  state  information  is  exchanged  between  the  FTAM-entities.  There  are  four  basic 
regimes;  FTAM  association,  file  selection,  file  open,  and  data  transfer.  The  sequence  of 
steps  through  the  regimes,  in  the  dialogue  between  initiator  and  responder,  is  as  follows: 

■  Exchange  identities  and  establish  an  association. 

■  Identify  the  file  on  which  operations  are  to  be  done. 

■  Agree  on  the  file’s  attributes  and  those  of  the  mechanisms  to  be  used  in  bulk  data 
transfer  between  the  FTAM  entities. 

■  Locate  the  position  of  file  access  data  units ,  i.e.,  records  within  the  VFS,  and  transfer, 
replace,  or  delete  them. 

■  Close  out  the  regimes  in  reverse  order  of  their  initiation. 


16.3.2  Association  Control  Service  Elements 

Association  control  service  elements  establish  a  relationship  between  two  application 
entities  through  the  underlying  presentation  service.  This  relationship  involves  agreement 
on  the  application  context  to  be  used  in  the  interaction  between  application  entities;  the 
application  context  specifies  the  types  of  services  which  can  be  performed,  options  for 
these  services,  etc. 
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16.4  THE  PRESENTATION  LAYER  (LAYER  6) 

The  OSI  presentation  service  (ISO  8822)  is  used  to  select  the  syntax  in  which  application 
data  is  presented  between  end  systems.  It  is  concerned  with  the  exchange  of  application 
layer  data  through  sets  of  type  definitions  called  abstract  syntaxes.  A  connection  between 
presentation  entities  is  established,  and  a  presentation  context  is  established.  The  presenta¬ 
tion  context  defines  the  set  of  abstract  syntaxes  which  may  be  used  during  the  presentation 
connection,  and  which  abstract  syntax  is  to  be  the  default.  Certain  features  of  the 
presentation  and  session  services  that  deal  with  such  things  as  synchronization  and  error 
recovery  conventions  are  also  specified  by  the  presentation  context. 

During  the  lifetime  of  a  presentation  connection,  the  abstract  syntax  in  use  may  be 
changed  by  mutual  agreement  between  the  presentation  entities.  The  most  general  abstract 
syntax  used  by  the  OSI  presentation  layer  is  called  Abstract  Syntax  Notation  One  (ASN.I) 
(ISO  8824),  a  BNF-like  metalanguage.  Typical  abstract  syntaxes  are  for  character  sets  such 
as  ASCII,  for  binary  data  exchange  formats,  for  floating  point  number  formats,  etc. 

16.5  THE  SESSION  LAYER  (LAYER  5) 

The  session  layer  (EM83)  (FL87)  organizes  the  flow  of  data  in  a  manner  relevant  to  ap¬ 
plication  processing  rather  than  communications  processing.  It  is  concerned  with  mean¬ 
ingful  groupings  of  data  from  an  interaction  standpoint  rather  than  the  requirements  of  the 
hardware  or  the  network  medium.  According  to  the  OSI  reference  model,  it  provides  “the 
means  necessary  for  cooperating  presentation  entities  to  organize  and  synchronize  their 
dialogue  and  manage  their  data  exchange.” 

Returning  to  the  cavewomen  and  the  chieftain,  dialogue  control  is  used  to  determine  if 
one  or  both  parties  in  a  conversation  may  speak  simultaneously  (i.e.,  whether  they 
communicate  respectively  in  a  half-duplex  or  full-duplex  manner).  Interactive  applications 
are  inherently  half-duplex:  the  user  normally  needs  to  receive  a  response  before  entering 
the  next  command.  The  session  layer  provides  mechanisms  to  exchange  data,  to  establish 
synchronization  points  within  a  dialogue,  to  recover  from  errors  by  returning  to  a 
synchronization  point,  and  so  on. 

When  half-duplex  interaction  is  used  in  a  session  connection,  the  entity  permitted  to 
transmit  is  the  entity  which  currently  owns  the  data  token.  A  token  is  a  special  data  item 
which  circulates  between  the  nodes;  the  node  that  currently  possesses  the  token  may 
transmit.  Token  passing  is  discussed  in  depth  in  Section  16.8.3.2.  Three  service  primitives 
are  used  to  manage  tokens:  Give  tokens  (which  allows  a  session  user  to  surrender  a  token), 
please  tokens  (which  allows  a  user  without  a  token  to  request  it),  and  give  control  (which 
releases  all  available  tokens  to  the  other  user).  The  control  of  other  session  services  is  based 
on  the  ownership  of  additional  tokens  beyond  the  data  token,  such  as  synchronize  minor,  a 
token  used  in  grouping  meaningful  units  of  data  in  a  dialogue.  Session  layer  synchroniza¬ 
tion  is  distinct  from  commitment  and  checkpointing  (which  are  capabilities  of  ACSE 
services  in  the  application  layer). 

It  is  worth  noting  that  many  newcomers  to  OSI  assume,  incorrectly,  that  “establishing 
a  session”  is  the  process  of  logging  on  to  an  application.  It  is  not;  that  process  is  more 
closely  connected  with  the  association  control  service  element. 
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16.6  THE  TRANSPORT  LAYER  (LAYER  4) 

The  intermediate  layers  interface  the  application-oriented  or  operating-system-oriented 
upper  layers  with  the  physically-oriented  lower  layers.  Several  key  concepts  must  be 
understood  before  the  transport  layer  (layer  4)  and  network  layer  (layer  3),  can  be  studied. 
These  concepts  include  addressing,  routing ,  and  flow  control.  Error  control ,  also  used  in 
the  intermediate  layers,  is  discussed  later  in  this  chapter. 

Addressing  is  the  method  used  to  specify  an  endpoint  destination.  For  example,  a 
telephone  number  is  an  address  in  the  worldwide  telephone  numbering  plan.  Routing  is  the 
process  by  which  the  next  intelligent  node  (i.e.,  network  entity)  is  reached,  on  the  path  to  a 
final  destination  (Sc80). 

Flow  control  is  the  process  by  which  a  sender  can  adjust  its  transmission  rate  so  that  it 
will  not  exceed  the  capacity  of  the  receiver  (Pu81)  (Ge82)  (Gr83a);  the  receiver  actively 
cooperates  in  this  process  by  keeping  the  sender  informed  of  the  receiver’s  readiness  to 
accept  data.  At  the  intermediate  layers,  flow  control  is  usually  implemented  with  window¬ 
ing  mechanisms  (He88).  These  assume  that  only  a  certain  number  of  PDUs  can  be  sent  by 
the  transmitter  without  the  receiver  explicitly  authorizing  the  sender  to  send  more.  Each 
transmitter  has  a  window  size  parameter  that  defines  the  number  of  PDUs  that  can  be  sent. 

Terms  used  frequently  at  the  lower  layers  and  the  network  layer  are  data  terminal 
equipment  (DTE)  and  data  circuit-terminating  equipment  (DCE).  These  terms  define  the 
relationship  of  user  devices  to  communication  subnetworks.  A  DTE  is  a  user  device  such  as 
a  terminal  or  host,  while  a  DCE  is  an  interface  device  which  provides  access  to  a  network. 

The  OSI  connection-oriented  transport  service  is  used  to  establish  reliable  virtual 
connections  between  end  systems.  It  has  five  classes,  numbered  zero  through  four;  in¬ 
creasing  numbers  imply  greater  functionality.  In  North  America,  class  4  is  used  for  most 
applications  other  than  MHS  over  reliable  public  networks,  where  class  0  is  adequate 
because  the  reliable  transfer  service  (RTS)  of  MFIS  provides  end-to-end  integrity.  The 
functionality  of  class  4  is  essential  in  LAN  environments. 

Transport  services  are  analogous  to  the  postal  service,  where  the  person  mailing  a  letter 
need  not  know  the  method  the  service  will  use  to  carry  the  letter,  only  the  ultimate 
destination  and  the  quality  of  service  required  (e.g.,  overnight  delivery  vs.  first  class).  From 
a  topological  standpoint,  transport  addresses  are  connected  but  not  necessarily  adjacent. 


16.7  THE  NETWORK  LAYER  (LAYER  3) 

The  OSI  network  service  (ISO  8208)  provides  a  mechanism  for  interconnecting  intelligent 
subnetworks  to  form  end-to-end  transport  connections.  There  are  two  major  approaches  to 
implementing  the  network  service:  connection-oriented  (ISO  8878)  and  connectionless 
(DIS  8473). 

As  opposed  to  the  transport  service  user,  the  network  service  user  is  not  concerned  with 
the  destination  address,  but  merely  with  the  address  of  the  adjacent  node.  It  is  assumed  that 
the  next  node  will  know  how  to  route  the  transport  service  data  unit  contained  in  the 
network  protocol  data  unit  to  the  next  appropriate  network  entity.  Thus,  a  network  entity  is 
concerned  with  topological  adjacency  but  not  with  end-to-end  connectability. 
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Routers  may  connect  dissimilar  networks  at  the  network  layer.  Where  multiple- 
interface  repeaters  provide  one  media  interface,  routers  have  one  user  interface  but  may 
well  have  multiple  media  interfaces.  While  routers  link  networks  with  different  network 
protocols,  bridges  link  networks  with  physically  separate  media  or  occasionally  different 
media  access  control  (MAC)  protocols  (MAC  protocols  determine  which  node  next  gains 
access  to  the  physical  network  medium;  these  protocols  will  be  discussed  in  Section 
16.8.3).  Repeaters  link  relatively  close  media  that  have  identical  MAC  protocols. 

The  most  common  connection-oriented  realization  of  the  OSI  network  service  is  the 
ISO  version  of  CCITT  X.25  (De88).  It  is  possible  that  a  different  protocol  will  be  used  over 
the  emerging  Integrated  Services  Digital  Network  (ISDN),  a  family  of  standards  meant  to 
integrate  voice,  data,  and  other  services  in  an  advanced,  worldwide,  digital  telephone 
system  (R088)  (St89),  ISDN  is  discussed  in  more  detail  in  Section  16.13. 

16.8  THE  DATA  LINK  LAYER  (LAYER  2) 

The  data  link  layer  transfers  data  between  directly  connected  systems  and  detects  errors. 
Error  detection  and  control  mechanisms  give  upper  layers  the  impression  of  an  error-free 
medium,  because  the  lower  layers  correct  errors  before  they  reach  the  upper  layers.  This  is 
normally  implemented  by  the  receiver  detecting  PDUs  containing  errors  and  requesting 
that  these  PDUs  be  retransmitted  until  they  are  correctly  received  (or  until  the  receiver 
determines  that  a  permanent  failure  exists). 

Polling  is  a  process  for  controlling  access  to  a  shared  medium.  A  token  is  held  by  one 
station  at  a  time  (of  the  many  stations  connected  to  the  shared  medium).  The  token  may  be 
passed  from  peer  station  to  peer  station,  as  is  done  in  token  local  area  networks  (LANs),  or 
each  of  several  slave  stations  may  be  addressed  in  turn  by  a  master  station.  The  token 
approach  is  an  example  of  distributed  control  (K185);  master/slave  is  an  example  of 
centralized  control  (Be86). 

Using  the  metaphor  of  the  chieftain  and  the  cavewomen,  the  chieftain  would  be 
considered  a  master  station,  and  would  ask  the  cavewomen,  each  a  polled  slave  station, 
consecutively  or  by  some  priority  discipline,  if  they  had  anything  to  say.  Each  cavewoman 
either  would  say  “O  great  chief,  I  have  nothing  now  to  say  to  Your  Magnificence,”  or  would 
tell  the  chieftain  her  story.  In  practice,  there  may  be  limits  as  to  how  much  of  the  story  can 
be  told  in  each  poll  response,  in  order  to  ensure  that  no  one  cavewoman,  or  intelligent 
device,  monopolizes  the  communication  resource. 


16.8.1  Wide  Area  Networks:  High-Level  Data  Link  Control 

Wide  area  network  (WAN)  services  may  be  provided  by  permanent  physical  connections 
(i.e.,  dedicated  lines  or  private  lines),  by  circuit-switched  (Br83)  physical  connections 
(e.g.,  dialup  service),  and  by  demand  digital  service  (packet  switching).  Such  services 
usually  are  provided  by  common  carriers  such  as  telephone  companies,  although  organi¬ 
zations  may  build  their  own  wide-area  services  if  they  are  able  to  build  physical 
communications  facilities  (e.g.,  wires  and/or  fiber  optic  cables)  between  the  sites  to  be 
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connected,  or  link  them  with  alternative  physical  media  such  as  satellites  (Pr84)  or  surface 
radio  stations.  WANs  generally  operate  at  lower  speeds  than  LANs,  and  have  higher  error 
rates.  They  present  a  different  management  problem  because  the  introduction  of  telephone 
companies  makes  the  network  environment  inherently  multi-vendor.  Circuits  provided  by 
common  carriers  may  be  point-to-point,  which  provide  a  permanent  connection  between 
two  end  users  of  the  circuit,  or  multipoint,  a  party-line  arrangement  that  establishes  a 
permanent  connection  among  more  than  two  end  users. 

In  the  OSI  context.  WAN  data  link  control  (Cn83)  is  realized  with  the  high-level  data 
link  control  (HDLC)  protocol  (ISO  7776).  Subsets  of  HDLC  are  used  for  specific  WAN 
types;  the  subset  used  for  supporting  the  OSI  connection-oriented  service  using  ISO  8208 
protocol  is  the  link  access  control-balanced  (LAP-B)  procedure.  A  simplified  version  of 
LAP-B  is  presented  here;  it  omits  a  number  of  mechanisms  used  for  error  recovery. 

HDLC  PDUs,  or  frames,  are  of  three  basic  types;  supervisory!  S)  frames,  unnumbered 
(11)  frames,  and  information  (I)  frames.  They  share  a  basic  common  frame  structure  (Fig. 
16.6).  Flag  (F)  fields  are  special,  hardware-enforced  patterns  which  identify  the  start  and 
end  of  each  frame.  The  address  field  identifies  the  sender  of  the  frame,  and  the  control  field 
identifies  the  frame  type  and  may  contain  additional  control  information.  The  frame  check 
sequence  (FCS)  field  contains  a  32-bit  value  computed  from  the  A,  C,  and  I  fields.  On 
receipt  of  a  frame,  the  FCS  value  is  recomputed  on  the  received  A,  C,  and  I  fields,  and 
compared  with  the  received  value;  a  mismatch  implies  the  frame  was  received  incorrectly 
and  must  be  retransmitted.  The  I  field  is  present  only  in  information  frames.  Higher-layer 
PDUs  are  encapsulated  in  the  I  field. 

When  a  LAP-B  station  in  the  idle/disconnected  state  wishes  to  initialize  the  link,  it 
sends  a  U  frame  called  set  asynchronous  balanced  mode  (SABM).  If  the  receiving  station 
accepts  the  SABM  request,  it  sends  a  response  U  frame  called  an  unnumbered  acknow¬ 
ledgement  (UA).  Note  that  this  interchange  establishes  a  connection;  LAP-B  is  a  connec¬ 
tion-oriented  link  service.  Logical  link  control  type  1 ,  a  link  layer  protocol  used  on  LANs 
and  discussed  below,  is  connectionless. 

Once  a  successful  initialization  handshake  has  been  signaled  by  receipt  of  a  UA 
confirmation  frame,  the  participating  stations  initialize  sending  and  receiving  sequence 
counters,  N(S)  for  sending  and  N(R)  for  receiving.  During  data  transfer,  information  and 
control  frames  all  contain  (as  part  of  their  C  fields)  the  sending  station’s  current  N(S)  and 
N(R)  values;  the  receiver  can  compare  these  values  with  its  own  values  and  thus  detect 
missing  frames  when  a  disparity  exists  between  its  N(S)  and  its  partner’s  N(R),  and  vice 
versa. 

Receiver  ready  (RR)  frames  and  receiver  not  ready  (RNR)  frames  are  supervisory 
frames  for  flow  control  and  error  control.  By  sending  an  RNR  frame,  a  station  informs  its 
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Fig.  16.6  Frame  structure  for  HDLC  PDUs. 
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partner  that  it  cannot  accept  more  data  until  it  explicitly  notifies  other  stations  by  sending  an 
RR  frame.  RR  and  RNR  frames  also  participate  in  error  control  by  informing  stations  of  the 
number  of  the  last  information  frame  correctly  received. 

The  reject  (REJ)  frame  is  used  only  for  error  control;  it  is  sent  when  a  frame  is  received 
in  error.  The  REJ  frame  also  contains  the  number  of  the  last  correct  frame  received.  Receipt 
of  a  REJ  frame  is  a  command  to  the  sending  stations  to  retransmit  all  frames  starting  with 
the  first  frame  greater  than  the  N(R)  value  in  the  REJ  frame,  to  the  frame  with  the  current 
value  of  the  N(S)  in  the  local  station. 

Missing  frames  are  detected  using  these  counters.  Simplifying  the  actual  process, 
assume  station  1  is  currently  receiving  data  from  station  2,  and  that  station  1  earlier  sent 
some  data  frames  to  station  2.  Station  1,  on  receiving  a  frame  from  station  2,  extracts  the 
N(R)  value  from  the  received  frame  and  compares  that  extracted  value  to  the  value  of  the 
N(S)  counter  internal  to  the  receiving  station,  which  is  the  number  of  the  last  frame  sent  by 
station  2.  If  the  received  N(R)  is  equal  to  the  internal  N(S),  all  frames  sent  by  station  1  to 
station  2  are  assumed  to  have  been  received  correctly. 


16.8.2  Local  Area  Networks:  Logical  Link  Control 

Local  area  networks  interconnect  resources  using  high-speed  communication  paths  opti¬ 
mized  for  local  area  environments  such  as  office  buildings  or  college  campuses.  Some  of 
the  advantages  of  local  networks  are  error  rates  lower  than  those  of  the  telephone  network, 
greater  management  flexibility  (because  the  local  nets  are  generally  company  owned),  and 
independence  from  the  constraints  of  the  public  telephone  system  which  has  a  small 
capacity  and  which  simply  cannot  handle  the  high  data  transfer  rates  required  by  video  and 
high-speed  data  communications.  LAN  technologies  serve  relatively  low-performance 
work  group  environments,  or  higher-performance  real-time  or  process  control  environ¬ 
ments. 

The  most  trivial  LANs  are  point-to-point  connections  between  two  intelligent  devices. 
LANs  are  distinguished  technically  first  by  media  access  control  (MAC)  method  (the 
discipline  by  which  access  to  the  "party  line”  common  medium  is  controlled),  and  then  by 
transmission  method  (e.g.,  broadband,  baseband )  and  medium  (e.g.,  twisted-pair  wires, 
coaxial  cable ,  or  fiber  optic  cable).  Baseband  coaxial  distinguishes  itself  from  broadband 
coaxial  in  the  method  by  which  the  media  is  used.  A  baseband  coaxial  medium  permits  only 
a  single  signal  on  the  medium  at  a  time  without  interference.  A  broadband  coaxial  medium 
permits  multiple  simultaneous  signals. 

IEEE  standards  for  LANs  are  defined  as  layered  architectures,  similar  to,  compatible 
with,  but  not  identical  with  the  OSI  reference  model.  The  primary  difference  between  IEEE 
models  and  OSI  is  the  splitting  of  OSI  layer  2  (data  link)  into  two  sublayers:  the  media 
access  control  (MAC)  sublayer  and  the  logical  link  control  sublayer.  MAC  provides  a 
function  similar  to  that  of  polling  in  traditional  multipoint  networks:  it  ensures  that  not 
more  than  one  node  at  a  time  uses  the  shared  medium.  MAC  protocols  check  the  status  of 
the  shared  transmission  medium  before  a  station  attempts  to  transmit  on  it.  Token  MAC 
approaches  are  based  on  polling  principles  in  which  one  station  at  a  time  is  given  the  right 
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to  transmit.  Contention  approaches  allow  stations  to  decide  themselves  when  they  wish  to 
transmit;  if  collisions  occur,  contention  approaches  take  recovery  action,  and  retransmit 
until  transmission  occurs  successfully  (without  collisions). 

Different  MAC  protocols  are  optimized  for  different  applications.  Contention  (IEEE 
802.3)  (IE88)  and  token  ring  (IEEE  802.5)  (IE87)  technologies  are  most  common  in  the 
office  environment;  token  ring  is  especially  desirable  when  SNA  must  coexist  in  the  same 
L.AN  with  OSI,  because  token  ring  has  timing  properties  more  suited  to  SNA.  Token  bus 
(IE86)  technology  (IEEE  802.4)  is  intended  for  highly-reliable  process  control  applications 
such  as  in  the  factory  floor  automation  environments  in  which  OSI’s  MAP  (Manufacturing 
Automation  Protocol )  is  used.  Extremely  high  speed  LANs  tend  to  be  token  based. 

While  MAC  and  PHY  (physical)  protocols  are  theoretically  independent,  implemen¬ 
tations  tend  to  group  certain  MAC  protocols  with  certain  PHY  technologies.  For  example, 
token  bus  MAC  implementations  intended  for  the  factory  environment  do  not  use  twisted¬ 
pair  PHY  implementations,  because  twisted-pair  lacks  immunity  to  electrical  noise  com¬ 
mon  to  factories.  Instead,  token  bus  is  normally  implemented  on  coaxial  cable  or  optical 
fiber  (Mk81)  (SC84). 

Logical  link  control  ( LLC )  (IEEE  802.2 )  is  used  by  all  IEEE  802  MAC  network  types. 
It  has  two  classes;  Class  l  is  a  connectionless  link  protocol  which  has  no  facilities  for 
retransmitting  frames  in  error,  nor  for  flow  control;  Class  II,  a  connection-oriented 
protocol,  has  facilities  for  both  retransmission  and  flow  control.  The  less  powerful  Class  I  is 
more  generally  used.  If  the  designer  looks  at  a  LAN  from  an  OSI  7-layer  standpoint,  there 
will  be  types  of  errors  at  the  link  layer,  such  as  frames  arriving  out  of  sequence,  which 
cannot  easily  or  efficiently  be  handled  by  link-layer  retransmission. 


16.8.3  Local  Area  Networks;  Media  Access  Control 

IEEE  standards  802.3,  802.4,  and  802.5,  as  well  as  ANSI  X3.139,  are  all  standards  at  the 
PHY  and  MAC  layers.  All  use  802.2  as  their  LLC.  802.3 ’s  MAC  technology  is  carrier 
sense  multiple  access  with  collision  detection  (CSMA/CD),  802.4’s  MAC  technology  is 
token  bus,  and  both  X3.I39  and  802.5  are  token  ring. 


1 6.83.1  Carrier  Sense  Multiple  Access  with  Collision  Detection  ( CSMA/CD ) 

Carrier  sense  multiple  access  with  collision  detection  ( CSMA/CD )  was  the  first  LAN 
technology  standardized  by  the  IEEE  802  project  (IE88).  This  technology  evolved  from 
the  Alohanet  ( Ar70)  (Qu86)  experiment  in  the  early  1970s,  which  dealt  with  the  problem  of 
sharing  a  radio  frequency  among  many  transmitting  computers.  Virtually  all  LAN 
multiple-access  technologies  can  trace  their  origins  to  the  Aloha  system. 

IEEE  802.3  is  a  refinement  of  the  Ethernet  standard  issued  jointly  by  Digital 
Equipment  Corporation,  Intel,  and  Xerox  (Me76)  (Sh82).  Ethernet  and  IEEE  802.3  are 
similar,  but  not  identical.  802.3  has  several  variants  of  the  form  xyz,  where  x  is  the  data  rate 
in  megabits  per  second,  y  indicates  the  physical  medium  type,  and  z  indicates  the  maximum 
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medium  length  in  hundreds  of  meters.  For  example.  I0Base5  is  the  original  implementation 
of  10  megabit  baseband  802.3  on  thickwire  coaxial  cable;  10Base2  is  the  coaxial 
implementation  over  thinner,  more  flexible  office  coaxial  cable;  and  lBase5  is  the  1- 
megabit  implementation  over  twisted-pair  cabling.  lOBaseT  is  a  new  variant  allowing  10 
megabit  operation  over  twisted  pair. 

In  802.3-style  CSMA/CD,  intelligent  nodes  are  attached  to  the  medium  by  special 
hardware  devices  called  transceivers.  Transceivers  have  two  interfaces,  the  attachment  unit 
interface  (AUl)  for  connection  to  a  computer  interface,  and  a  medium-dependent  interface 
(MDl)  (e.g,  connectors  appropriate  for  thick  or  thin  coaxial  cable,  twisted  pair  wire,  etc.). 
When  the  station  connected  to  the  transceiver  wishes  to  transmit,  the  transceiver  sends  data 
into  the  shared  medium,  while  monitoring  that  medium  to  detect  a  simultaneous  transmis¬ 
sion  called  a  collision.  Due  to  delays  in  the  medium,  it  is  possible  that  multiple  transceivers 
may  decide  that  the  medium  is  clear,  and  begin  transmitting  simultaneously. 

If  transceivers  detect  a  collision  caused  by  simultaneous  transmissions,  the  trans¬ 
ceivers  jam  the  medium  with  a  special  signal  ensuring  all  transceivers  become  aware  of  the 
collision.  Timing  considerations  that  ensure  all  transceivers  become  aware  of  all  collisions 
are  the  reasons  for  most  802.3  configuration  rules,  especially  those  related  to  cable  lengths. 

When  collisions  take  place,  all  transceivers  wait  for  a  different  (but  short)  interval. 
How  this  interval  is  calculated  to  maximize  throughput  while  minimizing  new  collisions  is 
one  of  the  most  complex  issues  of  CSMA/CD  technology.  The  rule  used  in  802.3  involves 
the  transceiver  generating  a  random  number,  which  is  used  as  an  initial  time  delay.  If  the 
transceiver  detects  a  collision  on  the  next  transmission  attempt,  the  random  delay, 
generated  uniquely  for  each  transceiver,  is  doubled  and  the  transceiver  waits  for  the  newly 
calculated  interval  before  retransmitting.  Delay  doubling  and  retransmission  continue  until 
a  MAC  frame  is  transmitted  without  collision. 

While  this  method  may  seem  inefficient,  it  actually  works  quite  well  in  practice  due  to 
the  high  transmission  speeds  and  relatively  small  frames.  Multiple  successive  collisions 
usually  indicate  a  network  configuration  error  or  a  hardware  error.  Performance  is  sensitive 
to  the  length  of  the  cable,  the  number  of  stations,  the  data  rate  (10  MBPS  in  most  baseband 
systems),  and  the  transmitted  frame  length. 


16.8.3.2  Token  Passing 

Token  technology  (Di83)  is  an  outgrowth  of  traditional  polling.  In  token  systems,  a  special 
message  called  a  token  is  passed  from  station  to  station  on  the  LAN;  the  token  contains  an 
address  or  some  other  mechanism  that  allows  the  token  to  be  “captured”  by  only  one  station 
at  a  time.  Once  a  station  captures  the  token,  it  transmits  its  frames,  and  then  relinquishes 
control  by  transmitting  a  new  token  intended  for  another  station  to  capture.  Where  polling 
in  traditional  host  polling  systems  is  controlled  by  a  master  system,  token  passing  involves 
distributed  control.  Complex  mechanisms  exist  to  protect  the  LAN  from  a  station  failure, 
which  would  prevent  the  token  from  being  released  or  otherwise  becoming  lost. 
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Token  LANs  have  a  deterministic,  highly  predictable,  message  delay  property.  When 
the  token  is  being  passed  normally,  the  time  to  transmit  a  message  is  quite  predictable,  as  is 
the  time  to  recover  from  various  errors.  Such  predictability  is  especially  important  when 
using  IBM’s  SNA,  with  its  fairly  critical  timing  requirements,  or  in  process  control 
applications.  Collision  technologies  can  be  used  for  SNA  and  process  control  when  lightly 
loaded,  but  these  are  less  predictable  than  token  systems  under  heavy  loads.  Heavy  loads 
are  rarely  seen  in  office  environments. 

Using  a  token  ring  MAC  technology,  the  IEEE  802.5  standard  (1E87)  offers  easier 
installation  and  management  when  compared  with  thickwire  IEEE  802.3  bus  technology 
(i.e.,  10Base5),  and  is  a  more  supportive  environment  for  SNA  intermediate  and  upper 
layer  protocols.  Its  installation  is  comparable  to  that  of  802.3  lBase5,  lOBaseT,  and 
10Base2. 

The  fiber  distributed  data  interface  ( FDDI )  (ANSI  X3.1 39)  is  a  very-high-speed  (100 
million  bits  per  second  or  faster)  LAN  technology  (Mk8 1 )  (SC84).  FDDI  uses  a  token-ring 
MAC  sublayer.  In  FDDI,  a  token  circulates  around  the  optical  fiber  ring;  stations  cannot 
transmit  until  they  capture  the  token  by  receiving  it  from  a  preceding  station  and  then 
transmitting  data  rather  than  passing  the  token  to  the  succeeding  station.  While  the  station  is 
transmitting,  no  token  is  circulating,  thus  forcing  all  other  stations  to  wait  before  they  are 
allowed  to  transmit.  When  it  has  completed  transmission,  the  transmitting  station  generates 
a  new  token,  and  other  stations  may  attempt  to  capture  it  so  they  may  transmit  in  turn. 


16.9  THE  PHYSICAL  LAYER  (LAYER  1) 

The  bottom  OSI  layer  is  the  physical  layer  (layer  1 ),  designated  PHY  in  IEEE  standards. 
This  layer  is  concerned  with  the  interface  to  the  transmission  medium  rather  than  with  the 
transmission  medium  itself.  The  transmission  medium  is  sometimes  called  layer  0;  it  is 
outside  the  scope  of  the  OSI  model. 

Media  attachment  unit  (MAU)  is  an  IEEE  term  for  a  device  that  interfaces  a  stan¬ 
dardized  physical  interface  to  a  nonstandard  transmission  medium.  For  WANs,  media  at¬ 
tachment  units  are  modems  or  digital  interfaces,  that  connect  physical  interfaces  such  as 
EIA  RS-232C  to  telephone  lines  or  digital  circuits.  The  low-speed,  bit-serial  interface 
known  as  EIA  RS-232C  (Se84)  is  one  of  the  most  common  interfaces  in  computer  net¬ 
working.  The  CCITT  recommendations  defining  a  virtually  identical  interface  are  V.24  and 
X '.21  bis.  While  there  are  many  proprietary  adaptations,  these  standards  define  a  certain  set 
of  electrical  signals  on  a  connector  that  has  25  pins  arranged  in  two  rows.  RS-232C  defines 
separate  pins  for  carrying  transmitted  data  and  received  data.  If  the  data  transmitted  over 
these  pins  do  not  carry  their  own  bit  timing  information,  additional  pins  are  defined  to  carry 
a  clock  signal  for  transmitted  data  and  a  clock  signal  for  received  data.  RS-232C  is  a 
functional,  mechanical,  and  electrical  standard.  This  means  that  an  implementation  com¬ 
plying  with  this  standard  must  comply  with  its  functional  definitions  (i.e.,  the  meaning  of 
signals),  its  mechanical  definition  (i.e.,  which  of  the  25  pins  on  a  specific  connector  type  are 
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used  for  which  signal),  and  its  electrical  definition  (i.e.,  the  voltages  and  waveforms  used  to 
convey  information).  If  the  requirements  of  any  of  these  definitions  are  not  met,  the 
implementation  is  noncompliant. 

LAN  MAUs  may  be  integrated  into  a  host,  or  have  a  media-independent  interface 
between  a  host  port  and  the  transceiver.  In  802.3  terminology,  this  media-independent  LAN 
interface  is  called  the  AUI  interface,  and  a  drop  cable  (Mc88)  connects  the  LAN  interface  to 
the  transceiver. 

Repeaters  are  devices  that  regenerate  physical  layer  signals,  joining  segments  of 
physical  medium  into  one  logical  physical  cable.  They  have  two  media  interfaces  and  no 
interface  to  a  DTE. 

16.10  TRANSMISSION  MEDIA 

LANs  are  implemented  on  a  variety  of  media,  including  baseband  and  broadband  coaxial 
cable,  twisted  pair,  and  optical  fibers.  Optical  fiber  has  far  greater  bandwidth,  security,  and 
noise  immunity  than  other  media;  but  it  is  more  costly,  the  standards  are  less  mature,  and  it 
is  harder  to  install.  In  the  near  term,  optical  fiber  will  tend  to  be  restricted  to  applications 
with  unusual  performance,  noise  immunity,  and  security  requirements. 

Baseband  systems  are  generally  easier  to  implement  than  broadband  systems,  are 
usually  less  expensive,  have  shorter  range,  have  less  transmission  capacity  (bandwidth)  and 
possibly  lower  noise  immunity  (Kr8 1).  Configuration  of  broadband  systems  is  much  more 
critical;  they  must  be  implemented  either  as  predesigned  packages  or  with  specialized 
engineering  help.  If  video  signals  are  to  be  transmitted,  broadband  becomes  the  only  viable 
approach  pending  the  maturity  of  fiber  optic  distribution. 

Bringing  LANs  to  user  workstations  scattered  through  office  environments  is  a  sig¬ 
nificant  problem  in  many  buildings,  and  much  attention  has  been  paid  to  building  wiring. 
There  are  two  extremes  in  the  design  of  building  wiring  systems:  bus  cabling  in  which  a 
single  cable  is  snaked  to  all  locations  where  devices  attach  to  the  main  cable;  and  wire- 
closet  cabling,  in  which  relatively  short  cables  are  run  from  user  locations  to  wire  closets 
where  the  user  interfaces  are  concentrated  and  linked  to  a  backbone  cable  or  cables. 

Common  carriers  provide  basic  services  and  value-added  services.  Basic  services  are 
those  classically  provided  by  telephone  companies:  a  switched  (e.g.,  dialup)  or  dedicated 
connection  between  two  points,  or  some  type  of  party-line  (multipoint)  connection. 
Essentially,  common  carriers  provide  no  OSI  service  above  layer  2,  except  for  connection 
establishment  and  disconnection  (layer  3  or  layer  4  functions).  Sophisticated  error  control, 
although  a  part  of  some  layer  2  protocols,  is  not  allowed  as  part  of  basic  services.  When 
these  services  are  based  on  voice-oriented  analog  transmission  technology,  modems  are 
used  to  interface  computers  and  terminals  to  them;  if  the  transmission  technology  is  digital, 
appropriately  designed  terminals  can  connect  directly  to  them,  or  connect  via  interface 
devices  commonly  called  digital  service  units  (DSUs)  or  channel  service  units  (CSUs). 
DSUs  provide  an  industry-standard  interface  such  as  EIA  RS-232C;  CSUs  allow  access  to 
the  internal  transmission  format,  and  place  restrictions  on  the  data  streams  that  can  be  sent 
through  them.  Value-added  services  are  more  than  a  simple  “wire;”  these  provide  error 
control,  accounting,  and  the  like. 
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16.11  OSI  NETWORK  MANAGEMENT 

The  protocols  discussed  so  far  have  been  concerned  with  information  transfer  between  peer 
entities.  Network  management  (Ga83)  (Su83)  (Go86)  (Pe86)  functions  must  take  place 
before  protocol  activity  can  start;  network  management  is  also  concerned  with  correcting 
errors  and  monitoring  performance.  Recent  extensions  to  the  OSI  Reference  Model  provide 
a  framework  for  network  management  in  which  commands  are  sent  using  the  Common 
Management  Information  Protocol. 

Configuration  management  is  the  most  fundamental  network  management  operation; 
its  functions  include  naming,  activating,  and  deactivating  entities  at  each  layer. 

Fault  management  is  concerned  with  problem  detection  and  circumvention.  In  general, 
interface  failures  are  identified  by  diagnostics  on  the  computer  or  server  containing  the 
interface,  failures  of  the  overall  medium  are  detected  by  loss  of  service  or  by  changes  in 
error  statistics,  and  failures  in  higher-level  protocol  software  are  caught  by  traditional 
software  tools,  or  with  network  protocol  monitors. 

Performance  management  deals  both  with  collecting  information  about  performance, 
and  setting  various  timers,  counters,  etc.,  used  to  affect  performance. 

Security  management  and  accounting  management  are  less  developed  than  the  former 
three  functional  areas.  Security  management  is  concerned  with  controlling  the  mechanisms 
that  implement  security,  not  with  the  mechanisms  themselves.  For  example,  the  actual 
process  of  encryption  is  not  part  of  OSI  security  management,  but  the  management  of  keys 
for  encryption  is  part  of  OSI  management,  not  the  layer  in  which  the  keys  are  used. 


16.12  OSI  SECURITY 

Security  mechanisms  are  tools  for  protecting  against  security  threats.  Vendors  of  specific 
security  products  too  often  present  their  products  as  the  answer  to  all  security  problems. 
The  partisan  of  encryption  devices  says  that  security  is  an  encryption  problem,  the  data 
security  auditor  feels  that  security  is  an  audit  and  control  issue,  while  the  specialist  in 
compromising  emanations  feels  electronic  shielding  that  protects  equipment  from  “leak¬ 
ing"  information  is  the  answer. 

Selecting  solutions  to  real  security  problems  is  both  an  economic  and  technical  de¬ 
cision.  Economic  criteria  come  from  balancing  the  cost  of  potential  losses  versus  the  cost  of 
protective  tools  and  procedures;  this  process  is  sometimes  called  risk  assessment.  Federal 
Information  Processing  Standard  31  is  the  original  government  guideline  for  the  risk 
assessment  process.  More  specific  guidance  exists  for  agencies  dealing  with  national 
security  and  financial  information.  Not  all  levels  of  protection  are  appropriate  for  all  en¬ 
vironments. 

The  OSI  security  work  considers  threats  as  accidental  or  intentional,  and  as  active  or 
passive.  Passive  threats  are  limited  to  collecting  sensitive  information,  while  active  threats 
include  altering  data,  denying  service,  or  replaying  legitimate  traffic. 

Both  security  services  and  mechanisms  for  providing  them  are  identified  in  the  OSI 
security  architecture  (ISO  7498-2).  Services  provided  include  access  control,  peer  entity 
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authentication,  confidentiality  in  the  contexts  of  data,  connection-oriented  and  connec¬ 
tionless  data  transfer,  field-level  security,  traffic  flow  security,  and  data  integrity. 

Mechanisms  to  implement  these  include  encryption  (called  encipherment  in  ISO 
documents),  digital  signatures  (a  form  of  authentication),  passwords,  traffic  padding, 
routing  control,  and  notarization.  Security  management  services  support  these  mecha¬ 
nisms,  and  are  defined  by  the  OSI  management  framework. 

There  is  a  common  misconception  that  open  systems,  as  defined  by  OSI,  are  not 
secure;  this  has  caused  delays  in  OSI  implementation.  OSI  is  entirely  capable  of  supporting 
a  wide  range  of  security  mechanisms,  but  implementors  must  choose  to  install  them. 

Encryption  mechanisms  “scramble”  data  from  the  form  in  which  it  normally  is  used 
(e.g.,  text  or  file  internal  format)  into  a  transformed  format  (hopefully)  unintelligible  to 
unauthorized  users.  The  combination  of  a  set  of  keys  with  encryption  and  decryption  al¬ 
gorithms  (and  hardware  and  software  implementations  of  them)  is  termed  a  cryptosystem. 
In  OSI  systems,  encryption  may  be  done  at  one  or  more  layers,  with  encryption  serving 
different  purposes  in  different  layers.  Encryption  may  be  used  to  protect  against  wiretap¬ 
pers  intending  to  view  sensitive  data,  to  protect  against  inserting  or  changing  legitimate 
data,  or  to  protect  against  gaining  information  from  traffic  flow  statistics. 

In  some  applications,  such  as  tactical  military  systems,  it  can  be  important  to  protect 
against  traffic  analysis:  gaining  information  by  knowing  how  much  traffic  is  being  sent 
from  one  endpoint  to  another  at  various  times.  To  protect  against  traffic  analysis,  the 
network  and  link  level  must  be  encrypted  or  physically  protected  against  wiretapping  or 
other  forms  of  interception. 

16.13  INTEGRATED  SERVICES  DIGITAL  NETWORK  (ISDN) 

Since  the  1960s,  the  underlying  technology  of  the  world’s  telephone  systems  has  been 
increasingly  digital,  and  able  to  handle  voice,  computer  data,  digital  facsimile,  and  other 
services.  International  standards  bodies  have  moved  to  develop  a  worldwide  plan  for  pro¬ 
viding  such  services  to  end  users,  and  for  interconnecting  national  digital  networks  sup¬ 
porting  a  full  range  of  services.  This  plan  is  realized  as  the  Integrated  Services  Digital 
Network  (ISDN)  (Dc82)  (Dc82a)  (Wb82)  (Bu84)  (Rt83)  (Kt84)  (Ro88)  (St89).  It  is 
compatible  with  the  OSI  architecture,  and  developed  in  a  similar  international  context. 
ISDN  offers  the  potential  of  delivering  high  data  rates  to  users,  with  as  great  an  economy 
and  efficiency  as  the  telephone  network.  ISDN  offers  many  users  standardized  and 
convenient  networking  solutions;  many  organizations  are  considering  ISDN -based  net¬ 
works  instead  of  designing  customized  local  area  networks. 

16.14  MAP,  TOP,  AND  GOSIP 

Much  of  the  impetus  for  the  development  of  OSI  standards  has  come  from  large  user  or¬ 
ganizations.  General  Motors  pioneered  the  development  of  MAP  (Manufacturing  Automa¬ 
tion  Protocol)  for  controlling  factory  floor  automation.  Boeing  pioneered  the  development 
of  TOP  (Technical  and  Office  Protocol)  for  use  in  engineering  design  and  office  environ- 
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merits.  Today,  MAP  and  TOP  are  two  of  the  most  widely  used  sets  of  OSI  protocols.  The 
MAP/TOP  Users  Group  has  become  extremely  influential  in  shaping  the  continuing 
evolution  of  OSI  protocols. 

In  1988,  the  U.S.  government  issued  the  first  version  of  the  Government  OSI  Profile 
(GOSIP).  which  defines  a  set  of  functional  profiles  for  computer  communications.  The 
initial  version  establishes  profiles  for  MHS  (Sc87)  and  FTAM  over  wide-area  and  local- 
area  OSI  networks;  more  profiles  are  to  be  added.  Introduction  of  GOSIP  has  had  a  major 
effect  on  the  computer  industry  because  U.S.  government  agencies  and  contractors  are 
required  to  use  OSI/GOSIP  for  new  applications  within  two  years  of  GOSIP’s  issuance, 
unless  they  obtain  a  waiver. 

16.15  OSI  TESTING 

Several  types  of  testing  are  defined  within  the  OSI  context.  Conformance  testing  (Be88a)  is 
a  formal  procedure  by  which  known  stimuli  are  sent  to  protocol  implementations,  and  the 
responses  examined  to  see  if  they  are  correct  according  to  the  protocol  standard’s  definition 
of  expected  behavior.  The  stimuli  are  generated,  and  the  responses  examined,  by  a 
conformance  test  system.  Specifications  of  stimulus-response  scenarios  for  conformance 
testing  are  called  test  cases.  Abstract  test  cases  written  in  a  formal  specification  language, 
typically  Tree  and  Tabular  Combined  Notation  ( TTCN ),  are  defined  in  ISO  9646;  test  cases 
written  in  the  programming  language  of  a  conformance  test  system  are  called  executable 
test  cases.  Sets  of  test  cases  for  protocols  are  called  test  suites.  Abstract  test  suites  are 
developed  by  international  standards  bodies,  while  executable  test  suites  are  built  by  test 
system  implementors  such  as  the  Corporation  for  Open  Systems. 

Interoperability  testing  examines  the  interaction  between  two  or  more  real  imple¬ 
mentations,  as  opposed  to  conformance  testing,  which  is  concerned  with  highly-controlled 
testing  of  a  single  implementation. 

Performance  testing  measures  certain  aspects  of  protocol  exchanges;  a  widely  used 
model  for  performance  (ANSI  X3.102),  considers  speed  (the  time  needed  to  transfer  in¬ 
formation),  efficiency  (the  ratio  of  the  transfer  time  to  the  theoretical  minimum  time),  and 
accuracy  (the  probability  that  transfer  occurs  correctly). 

Regardless  of  the  success  of  the  forms  of  testing  above,  user  acceptance  testing  is  still 
necessary  to  ensure  that  a  specific  OSI  implementation  will  work  acceptably  in  a  given  user 
environment.  This  area  of  testing  is  user  specific;  it  deals  with  issues  including  perform¬ 
ance  at  the  human  interface,  convenience  of  operation,  etc. 

16.16  TRANSMISSION  CONTROL  PROTOCOL/INTERNET  PROTOCOL 
(TCP/IP) 

The  U.S.  Department  of  Defense  has  developed  a  widely  accepted  protocol  suite,  part  of 
which  is  the  Transmission  Control  Protocol  (TCP)  and  the  Internet  Protocol  (IP),  or 
simply  TCP/IP  (Co88).  Other  protocols  in  this  suite  include  Simple  Mail  Transfer  Protocol 
(SMTP)  and  File  Transfer  Protocol  (FTP).  In  the  DoD  protocol  suite,  “application” 
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protocols  such  as  SMTP  and  FTP  comprise  the  functionality  of  OSI  layers  5  through  7. 
SMTP  services  are  considered  a  subset  of  MHS,  and  FTP  services  are  considered  a  subset 
of  FTAM.  TCP  provides  services  generally  comparable  to  OSI  transport.  A  considerable 
amount  of  development  has  been  done  with  the  widely  distributed  ISO  development 
environment  (ISODE)  (Ro87),  which  provides  OSI  upper  layers  on  top  of  TCP/IP;  ISODE 
is  migrating  into  Berkeley’s  UNIX  systems  (see  Chapter  18). 

The  architectural  model  for  the  DoD  protocols  is  informally  described  by  Padlipsky 
(Pa85)  as  having  four  layers:  application/process,  host-host,  network,  and  communications 
subnetwork  processor  (CSNP)  to  CSNP,  The  application/process  layer  combines  the 
functionality  of  the  three  upper  layers  of  OSI  (i.e.,  application,  presentation,  and  session). 
Host-host  protocols  correspond  roughly  to  OSI  transport,  network  protocols  correspond  to 
OSI  network,  and  CSNP-CSNP  protocols  are  specific  to  individual  types  of  transmission 
networks. 

TCP/IP  is  important  to  operating  system  students  because  it  is  so  widely  used.  Its 
success  has  been  mostly  limited  to  the  United  States;  it  has  not  been  accepted  as  a  world¬ 
wide  standard.  Many  industry  observers  believe  that  TCP/IP-based  networks  will  be 
popular  through  the  1990s,  but  they  will  gradually  be  displaced  by  OSI-based  network 
solutions.  The  U.  S.  Department  of  Defense,  which  sponsors  TCP/IP  standards  develop¬ 
ment,  has  committed  to  OSI.  Migration  from  TCP/IP-based  networks  to  OSI-based 
networks  will  be  a  major  effort  during  the  1990s. 


16.17  THE  FUTURE  OF  OSI 

It  is  clear  that  OSI  will  become  the  primary  networking  protocols  of  the  next  decade  or  two. 
More  importantly,  it  is  clear  that  networks  will  use  standards  that  reflect  international 
consensus  rather  than  the  specification  of  an  individual  manufacturer  or  government.  As 
these  standards  evolve  and  mature,  computer  systems  and  operating  systems  will  increas¬ 
ingly  reflect  the  influence  of  these  standards. 

We  have  included  a  full  chapter  on  Open  Systems  Interconnection  in  an  operating 
systems  textbook  to  indicate  our  belief  in  the  importance  of  this  topic  to  operating  systems 
students,  designers,  and  researchers.  Computing  and  communications  used  to  be  dramati¬ 
cally  different  fields;  today  they  are  virtually  inseparable.  The  computer  systems  designers 
of  the  1990s  will  find  themselves  integrating  computing  components  and  communication 
components  to  form  distributed  systems.  The  communications  components  of  those 
systems  are  likely  to  be  OSI  conformant. 

OSI  is  one  of  the  most  crucial  components  of  the  increasingly  important  open  systems 
picture.  In  Chapter  18,  we  discuss  UNIX  systems  as  the  key  operating  systems  for  use  in  the 
development  of  open  systems. 

As  this  book  goes  to  press,  OSI  is  still  primarily  in  the  planning  stages,  with  scattered 
implementation  efforts  proceeding  worldwide.  Groups  like  the  Corporation  for  Open 
Systems  International  (in  the  United  States),  the  Standards  Promotion  and  Applications 
Group  (in  Europe),  and  the  Promoting  Conference  for  OSI  (in  Japan)  are  working  to 
encourage  and  facilitate  the  use  of  OSI-based  networking.  The  1990s  will  present 
marvelous  professional  opportunities  for  people  working  in  Open  Systems  Interconnection. 
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TERMINOLOGY 

I  Base5 
1 0Base5 
lOBaseT 
IOBase2 

Abstract  Syntax  Notation  One  (ASN  1) 

addressing 

Alohanet 

Americal  National  Standards  Institute 
(ANSI) 

ANSIT1  Committee 

ANSI  X3  Committee 

application  gateway 

application  layer  (layer  7) 

architectural  standards 

association  control  service  elements 

backbone  network 

baseband 

base  standards 

bridge 

broadband 

carrier  sense  multiple  access  with  collision 
detection  (CSMA/CD) 

CCITT 

centralized  control 
circuit  switching 
coaxial  cable 
collision 
common  carrier 
communication  subnetwork 
conformance  standards 
conformance  testing 
connectionless  services 
connection-oriented  services 
contention 

Corporation  for  Open  Systems 
cryptosystem 

data  circuit-terminating  equipment  (DCE) 

data  link  layer  (layer  2) 

data  terminal  equipment  (DTE) 

DECnet 
dedicated  lines 
demultiplexing 
DES 


dialogue  control 

Digital  Network  Architecture  (DNA) 
Directory  Services 
diskless  workstation 
distributed  control 
El  A  RS-232C 

Electronic  Industries  Association  (EIA) 
electronic  mail 
encryption 
end  systems 

end-user  application  (layer  8) 

error  control 

error  correction 

error  detection 

Ethernet 

FDDI  (fiber  distributed  data  interface) 
Federal  Information  Processing  Standard 
(FIPS)  31 

File  Transfer,  Access,  and  Management 
(FTAM) 
flow  control 

full-duplex  communication 
functional  profile 
functional  standard 
gateway 

Government  OSI  Profile  (GOSIP) 
half-duplex  communication 
hierarchical  network  architecture 
high-level  data  link  control  protocol 
(HDLC) 

Institute  for  Electrical  and  Electronic 
Engineers  (IEEE) 

Integrated  Services  Digital  Network 
(ISDN) 

intermediate  layers 
intermediate  systems 

International  Organization  for  Standardiza¬ 
tion  (ISO) 

international  standardized  profiles 
International  Telegraph  and  Telephone 
Consultative  Committee  (CCITT) 
interoperability  testing 
ISO  Development  Environment  (ISODE) 
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ISO  8802-X  series 

link  access  control-balanced  (LAP-B) 

local  area  network  (LAN) 

logical  link  control 

lower  layers 

LU6.2 

Manufacturing  Automation  Protocol 
(MAP) 

Manufacturing  Message  Service  (MMS) 
MAP/TOP 

master-slave  network  organization 
media  access  control  (MAC) 

Message  Handling  Systems  (MHS) 

multiplexing 

multipoint  circuit 

n-entity 

network  layer  (layer  3) 
network  management 
n-protocol  control  information 
n-service  user 
w-user-data 

Office  Document  Architecture  (ODA) 
open  systems 

Open  Systems  Interconnection  (OSI) 

OSI  reference  model 

packet  switching 

peer-to-peer  network  architecture 

physical  layer  (layer  1) 

point-to-point  circuit 

polling 

presentation  layer  (layer  6) 

protocol  data  unit  (PDU) 

protocols  at  a  layer 

recombining 

remote  access  network 

repeater 


router 

security  management 
service  data  unit  (SDU) 
services  at  a  layer 
session  layer  (layer  5) 
shared  resource  network 
specific  application  service  element 
(SASE) 
splitting 
sublayers 

subnetwork  (subnet) 
switched  lines 

Systems  Network  Architecture  (SNA) 

Technical  and  Office  Protocol  (TOP) 

terminal  server 

test  suite 

token 

token  bus 

token  MAC 

token  ring 

Transaction  Processing  (TP) 
transceiver 

Transmission  Control  Protocol/lntemet 
Protocol  (TCP/IP) 
transmission  medium  (layer  0) 
transport  layer  (layer  4) 
tree  and  tabular  combined  notation 
(TTCN) 
upper  layers 
user  acceptance  testing 
virtual  circuit 
virtual  file  store  (VFS) 

Virtual  Terminal  Protocol  (VTP) 
wide  area  network  (WAN) 
windowing 
workgroup  network 


EXERCISES 

16.1  What  are  the  pros  and  cons  of  using  a  layered  network  architecture? 

16.2  Does  OSI  specify  one  protocol  at  each  layer?  If  not,  why  not? 

16.3  Draw  a  chart  showing  the  relationships  between  a  pair  of  adjacent  layers  in  one  open  system 
and  their  counterparts  in  another. 

16.4  Define  end  systems  and  intermediate  systems.  Which  layers  are  contained  in  each? 
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16.5  What  potential  problems  are  involved  in  implementing  network  management  with  a  peer-to- 
peer  organization? 

16.6  In  practice,  how  useful  is  the  ability  to  send  and  receive  simultaneously  (i.e.,  full-duplex  trans¬ 
mission)  in  various  communications  applications,  such  as  interactive  programming,  electronic  mail, 
and  distributed  database  access? 

16.7  How  does  an  HDLC  receiving  station  confirm  to  the  transmitter  that  a  frame  has  been  received 
correctly?  Incorrectly  ? 

16.8  Compare  token  schemes  in  distributed  network  control  to  polling  schemes  in  centralized 
network  control. 

16.9  Compare  and  contrast  the  notions  of  peer-to-peer  network  architecture  and  hierarchical 
network  architecture.  Which  is  better  for  network  management?  Which  offers  greater  flexibility  in 
resource  sharing?  Why  do  you  suppose  most  OS1  relationships  are  peer  to  peer? 

16.10  In  the  text  we  stated  that  OS1  is  not  necessarily  the  best  solution  for  all  networking  problems. 
Argue  the  pros  and  cons  for  using/not  using  OSl-based  networking  solutions  for  specific  types  of 
networking  problems. 

16.11  Compare  and  contrast  connection-oriented  services  and  connectionless  services.  Which  are 
more  predictable?  Which  result  in  better  network  utilization?  Which  can  experience  sequencing 
problems?  Which  are  likely  to  incur  higher  user  charges?  Which  require  that  each  unit  of  data  be 
packed  with  considerable  addressing  and  management  information? 

16.12  List  each  of  the  specific  application  service  elements  discussed  in  the  text.  Briefly  state  the 
purpose  of  each. 

16.13  Describe  the  operation  of  FTAM  in  detail. 

16.14  Distinguish  between  addressing,  routing,  and  flow  control.  What  is  a  windowing  mecha¬ 
nism? 

16.15  Explain  the  operation  of  CSMA/CD  MAC.  Compare  the  predictability  of  CSMA/CD  with 
token-based  MAC  approaches.  Which  of  these  schemes  has  the  greatest  potential  for  indefinite 
postponement? 

16.16  One  interesting  problem  that  occurs  in  distributed  control,  token-passing  systems,  is  that  the 
token  may  get  lost.  Indeed,  if  a  token  is  not  properly  circulating  around  the  network,  no  station  can 
transmit.  Comment  on  this  problem.  What  safeguards  can  be  built  into  a  token-passing  network  to 
determine  if  a  token  has  been  lost,  and  then  to  restore  proper  operation  of  the  network? 
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International  Organization  for  Standardization  (ISO)  OSI-Oriented  Standards 

Each  of  the  standards  documents  listed  in  this  section  may  be  ordered  from  OMNICOM.  A  complete 
catalogue  of  OMNICOM  publications  may  be  obtained  by  writing  to 

OMNICOM,  Inc. 

115  Park  Street,  S.E. 

Vienna,  VA  22180  USA 

ISO  7498  Basic  Reference  Model 

ISO  7498  AD  1  Basic  Reference  Model  -  Addendum  1:  Connectionless-Mode  Transmission 

ISO  7498-2  Open  Systems  Interconnection  Reference  Model  -  Part  2:  Security  Architecture 

ISO  7776  High-level  Data  Link  Cdntrol  Procedures-Description  of  the  X.25  LAPB-Compatible 
DTE  Data  Link  Procedures.  (See  also  CCITT  Recommendation  X.25  sections  on  the 
Frame  Level.) 

ISO  8072  Transport  Service  Definition 

ISO  8073  Connection-Oriented  Transport  Protocol  Specification 
ISO  8208  X.25  Packet  Level  Protocol  for  Data  Terminal  Equipment 

ISO  8326  Basic  Connection  Oriented  Session  Service  Definition 
ISO  8327  Basic  Connection  Oriented  Session  Protocol  Specification 
ISO  8348  Network  Service  Definition 

DIS  8473  Protocol  for  Providing  the  Connectionless-Mode  Network  Service 

ISO  8505  Text  Communication-Functional  Description  and  Service  Specification  for  Message 
Oriented  Text  Interchange  Systems 

ISO  8509  Service  Conventions 
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ISO  8571 

ISO  8649 
ISO  8650 
ISO  8822 
ISO  8823 
ISO  8824 
ISO  8825 
ISO  8831 
ISO  8878 
ISO  8883 

ISO  9040 
ISO  9041 
ISO  9065 

ISO  9066 

ISO  9072 

ISO  9594 
ISO  9646 


File  Transfer,  Access  and  Management-Part  1:  General  Introduction,  Part  2:  Virtual 
Filestore  Definition,  Part  3:  File  Service  Definition,  Part  4:  File  Protocol  Specification 

Service  Definition  for  the  Association  Control  Service  Element 

Protocol  Specification  for  the  Association  Control  Service  Element 

Connection  Oriented  Presentation  Service  Definition 

Connection  Oriented  Presentation  Protocol  Specification 

Specification  of  Abstract  Syntax  Notation  One  (ASN.  1 ) 

Specification  of  Basic  Encoding  Rules  for  Abstract  Snytax  Notation  One 

Job  Transfer  and  Manipulation  Concepts  and  Services 

Use  of  X.25  to  Provide  the  OSI  Connection-Mode  Network  Service 

Text  Communication-Message  Oriented  Text  Interchange  Systems;  Message  Transfer 
Sublayer,  Message  Interchange  Service  and  Message  Transfer  Protocol 

Virtual  Terminal  Service 

Virtual  Terminal  Protocol  -  Basic  Class 

Text  Communication-Message  Oriented  Text  Interchange  System  User  Agent 
Sublayer-Interpersonal  Messaging  User  Agent — Message  Interchange  Formats  and 
Protocols 

Text  Communication-Reliable  Transfer-Part  I :  Model  and  Service  Definition;  Part  2: 
Protocol  Specification 

Text  Communication-Remote  Operations-Part  I :  Model,  Notation  and  Service  Defini¬ 
tion;  Part  2;  Protocol  Specification 

The  Directory-Part  I :  Overview  of  Concepts,  Models  and  Services 
Tree  and  Tabular  Combined  Notation 


American  National  Standards  (Including  IEEE) 

ANSI  X3. 1 39  American  National  Standard  X3. 1 39- 1 987.  FDDI  Token  Ring  Media  Access  Control 

ANSI  X3. 102  Performance  Testing 

IEEE  802.2  Logical  Link  Control  (also  ISO  8802-2) 

IEEE  802.3  Carrier  Sense  Multiple  Access  with  Collision  Detection  (also  ISO  8802-3) 

IEEE  802.4  Token-Passing  Bus  Access  Method  (also  ISO  8802-4) 

IEEE  802.5  Token  Ring  (also  ISO  8802-5) 

Other  Publications 

Federal  Information  Processing  Standard  31 
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Operating  System 
Security 


Knowledge  is  the  conformity  of  the  object  and  the  intellect. 
Averroes 


You  can’t  trust  code  that  you  did  not  totally  create  yourself. 
( Especially  code  from  companies  that  employ  people  like 
me.) 


Ken  Thompson 
1983  Turing  Award  Lecture 
Association  for  Computing  Machinery,  Inc. 


We  have  forty  million  reasons  for  failure,  but  not  a  single 
excuse. 


Rudyard  Kipling 


There  is  no  such  thing  as  privacy  on  a  computer.  The  view 
here  is  that  if  you  don’t  want  something  read,  don’t  put  it 
on  the  system. 

Thomas  Mandel 
quoted  in  Time.  April  6.  1987 


‘Is  it  weakness  of  intellect,  birdie?'  /  cried, 
‘Or  a  rather  tough  worm  in  your  little  inside?’’ 

W.  S.  Gilbert 
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17.1  INTRODUCTION 

Can  you  tell  if  a  phone  conversation  is  being  tapped  as  you  speak?  When  you  open  a  piece 
of  mail,  can  you  be  sure  that  no  one  else  has  read  it  while  the  mail  was  in  transit  to  you? 
When  you  log  onto  a  computer  system  from  a  remote  terminal,  can  you  be  sure  that  you 
have  reached  the  computer  you  really  want  to  communicate  with?  When  you  type  your 
password  at  login  time,  can  you  be  certain  that  you  are  divulging  your  password  to  a  trusted 
operating  system?  When  you  use  a  piece  of  software,  even  the  kind  that  arrives  in 
handsome,  shrinked-wrapped  packages,  can  you  be  sure  what  that  software  is  really 
doing — that  it,  in  fact,  is  not  also  surreptitiously  altering  your  files  or  sending  copies  of 
them  to  someone  else? 

Computing  is  becoming  increasingly  accessible.  The  number  of  computer  installations 
is  increasing  dramatically.  Timesharing  systems  and  remote  access  systems  introduced  the 
vulnerability  of  data  communications  as  a  key  security  issue.  That  vulnerability  today  is 
becoming  far  more  serious  with  the  proliferation  of  computer  networking  (see  Chapter  1 6). 

Another  trend  has  been  to  assign  computers  more  of  the  responsibilities  of  managing 
our  personal  and  business  activities.  Computers  are  routinely  handling  the  most  sensitive 
correspondence.  Electronic  funds  transfer  systems  pass  our  money  around  in  bit  streams. 
Air  traffic  control  systems  do  much  of  the  work  previously  handled  by  human  air  traffic 
controllers.  Microprocessors  have  been  incorporated  into  a  huge  variety  of  devices  to 
provide  intelligent  control.  Computer-controlled  artificial  body  implant  devices  like 
pacemakers  are  in  wide  use.  Intensive  care  units  in  hospitals  are  heavily  computerized. 

It  is  important  to  implement  security  measures  to  ensure  the  uninterrupted  and  un¬ 
corrupted  functioning  of  these  systems.  This  chapter  discusses  the  issues  of  operating 
systems  security.  Hardware  protection  and  security  are  equally  important;  these  issues  are 
treated  elsewhere  in  the  text. 

The  operating  system  normally  represents  only  a  small  portion  of  the  total  base  of 
software  that  runs  on  a  particular  system.  But  the  operating  system  controls  access  to  a 
system's  resources;  the  other  software  normally  requests  access  to  those  resources  through 
the  operating  system.  So  software  security  considerations  tend  to  be  focused  on  making  the 
operating  system  secure,  although  applications  software  can  also  present  security  risks. 

Operating  systems  security  is  only  a  small  part  of  the  total  problem  of  computer 
security,  but  it  is  becoming  an  increasingly  important  part.  A  well-designed  security  ap¬ 
proach  must  address  the  total  picture;  operating  systems  security  means  little  if  anyone  can 
walk  off  with  the  computer  system! 

There  are  several  reasons  why  computer  security  is  receiving  so  much  attention  today. 
Personal  computers  have  brought  computer  savvy  to  the  general  public  (Mu84a).  Millions 
of  people  have  taken  computer  courses  in  universities,  read  computer  books,  purchased 
personal  computers,  or  used  computer  systems  at  work,  Today,  those  who  would  commit 
fraud  are  often  faced  with  penetrating  a  computer  system’s  defenses  to  achieve  their  goal. 

Millions  of  computer  systems  have  been  tied  together  via  communication  networks, 
most  commonly  through  the  worldwide  telephone  system.  Where  in  the  past,  simple 
physical  security  might  have  been  sufficient  to  guard  a  computer  from  outside  attack,  now 
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sophisticated  controls  must  be  placed  on  login  attempts  from  remote  terminals,  and  on 
other  network  communications. 

We  have  mentioned  the  notion  of  user-friendly  systems  many  times  in  this  text;  if 
computer  usage  is  to  be  brought  to  the  general  public  effectively,  then  systems  must  be 
made  more  accessible  and  easier  to  use.  But  user  friendliness  often  implies  increased 
vulnerability. 

A  security  program  begins  with  identifying  the  potential  threats.  Threats  may  be  from 
malicious  or  nonmalicious  sources.  The  best  one  can  hope  to  do  is  to  identify  the  vast 
majority  of  potential  threats;  there  will  always  be  some  that  cannot  be  anticipated. 

Sharing  and  protection  are  contradictory  goals.  Programs  may  be  completely  isolated 
from  one  another  by  executing  them  on  separate,  nonnetworked  computers,  but  this 
precludes  sharing.  Programs  running  on  the  same  computer  may  be  allowed  to  share  re¬ 
sources  extensively,  but  this  reduces  the  amount  of  protection  possible. 

Some  people  might  argue  that  complex  systems  deter  penetration  attempts,  and  that 
simple  systems  are  more  vulnerable  because  they  are  easier  to  understand.  In  fact,  it  is 
easier  to  verify  the  security  (Ru81)  of  simple  systems;  complex  systems  often  leave  many 
security  “holes.” 

The  level  of  security  appropriate  for  a  particular  system  depends  on  the  value  of  the 
resources  being  secured.  Information  in  a  banking  system  may  have  great  financial  value. 
Information  in  a  medical  system  may  have  life-or-death  value.  Frivolous  breaches  of 
security  are  not  to  be  ignored;  the  information  obtained  may  be  of  little  value  to  the 
intruders  but  it  could  be  a  major  embarrassment  to  a  system  administrator. 


17.2  SECURITY  REQUIREMENTS 

Security  requirements  for  a  given  system  define  what  it  means  for  that  system  to  be  secure. 
These  requirements  serve  as  the  basis  for  determining  if  the  implemented  system  is  secure; 
without  a  precise  set  of  security  requirements  it  makes  little  sense  to  ask  if  the  system  is 
secure.  Similarly,  if  the  requirements  are  weakly  stated  (even  if  the  system  does  meet  the 
requirements),  it  does  not  say  much  about  the  true  security  of  the  system. 

Formulation  of  security  requirements  has  been  of  primary  concern  to  the  United  States 
Government  and  the  Armed  Forces.  Each  of  the  following  deals  with  security  re¬ 
quirements; 

■  DOD  Directive  5200.28 — Specifies  how  classified  information  is  to  be  handled  in  data 
processing  systems. 

■  Computer  Security  Technology  Reference  Manual — Specifies  how  to  evaluate  the 
security  of  Air  Force  computer  systems. 

•  The  Privacy  Act  of  1974 — Requires  federal  agencies  to  ensure  the  integrity  and 
security  of  information  about  individuals,  particularly  in  the  context  of  the  gov¬ 
ernment’s  extensive  use  of  computers. 
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17.3  A  TOTAL  APPROACH  TO  SECURITY 

Because  a  total  approach  to  computer  security  is  essential,  we  also  discuss  some  of  the  areas 
of  computer  security  other  than  operating  systems  security.  External  security  is  concerned 
with  securing  the  computer  facility  from  intruders  and  from  disasters  such  as  fire  and  floods 
(Bo87a)  (Ka88).  Once  a  user  is  allowed  physical  access  to  a  computer  facility,  the  user's 
identification  must  be  established  by  the  operating  system  before  access  is  allowed  to  the 
programs  and  data  stored  on  the  system;  this  might  be  called  user  interface  security. 
Internal  security  deals  with  the  various  controls  built  into  the  hardware  and  the  operating 
system  to  ensure  the  reliable  and  uncorrupted  operation  of  the  computer  system  and  the 
integrity  of  programs  and  data. 

17.4  EXTERNAL  SECURITY 

External  security  consists  of  physical  security  and  operational  security.  Physical  security 
includes  protection  against  disasters  and  protection  against  intruders.  Detection  mecha¬ 
nisms  are  important  to  physical  security;  smoke  detectors  and  heat  sensors  can  provide 
early  warning  in  case  of  fire;  motion  detectors  can  determine  if  an  intruder  has  entered  a 
computing  facility. 

Protection  against  disasters  can  be  expensive  to  implement  and  is  often  treated  too 
lightly.  The  need  for  such  protection  depends  on  the  consequences  of  loss.  Most  organi¬ 
zations  simply  cannot  afford  the  expense  of  a  thorough  disaster  protection  scheme.  The 
major  physical  security  efforts  are  directed  toward  keeping  out  intruders.  For  this  purpose, 
installations  use  various  types  of  physical  identification  systems  such  as  identification 
cards  with  signatures  and/or  pictures.  Fingerprint  and  voiceprint  systems  are  also  popular. 

17.5  OPERATIONAL  SECURITY 

Operational  security  consists  of  the  various  policies  and  procedures  implemented  by  the 
management  of  the  computer  installation.  Authorization  determines  what  access  is  allowed 
to  what  entities. 

Classification  parcels  the  problem  into  subproblems;  the  data  in  the  system  and  the 
users  are  divided  into  classes  to  which  various  access  rights  are  granted.  This  is  much  like 
the  military  classification  scheme  in  which  only  sensitive  documents  might  be  classified  as 
top  secret,  and  only  those  persons  who  have  been  given  top  secret  security  clearances  may 
access  that  information. 

Personnel  selection  and  assignment  is  critical.  Can  employees  be  trusted?  One 
common  approach  here  is  division  of  responsibilities',  people  are  given  distinct  sets  of 
responsibilities,  which  they  perform  without  having  to  know  everything  about  a  system. 
Thus  individuals  cannot  see  the  total  picture.  In  order  to  compromise  a  system,  cooperation 
among  many  employees  might  be  necessary;  this  greatly  reduces  the  likelihood  of  security 
violations.  In  large  computer  installations,  for  example,  only  computer  operators  are 
allowed  access  to  the  computer  systems;  only  programmers  are  allowed  to  write  programs. 
Operators  should  not  know  how  to  program  and  programmers  should  not  be  familiar  with 
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the  details  of  operating  the  computer  system.  Similarly,  inputs  to  production  systems 
should  be  controlled  by  a  separate  group,  and  outputs  should  be  checked  and  verified  by  yet 
a  different  group. 

Checks  and  balances  should  be  built  into  the  system  to  aid  in  detection  of  security 
breaches.  Operational  personnel  should  not  be  aware  of  the  nature  of  these  controls;  this 
reduces  the  likelihood  that  the  controls  could  be  bypassed.  But  they  should  be  made  aware 
of  the  fact  that  elaborate  controls  are  built  into  the  system;  this  awareness  is  often  sufficient 
to  deter  people  from  attempting  a  security  violation. 

It  is  impossible  to  design  effective  security  measures  without  first  attempting  to 
enumerate  and  understand  potential  security  threats.  This  can  require  careful  and  percep¬ 
tive  analysis.  What  are  the  available  countermeasures?  What  degree  of  security  is  desired? 

17.6  SURVEILLANCE 

Surveillance  deals  with  monitoring  and  auditing  the  system,  and  authenticating  users.  Some 
highly  sophisticated  user  authentication  systems  are  in  use.  These  systems  can  be  bypassed, 
but  substantial  knowledge  and  effort  is  normally  required  on  the  part  of  the  penetrator.  An 
interesting  problem  inherent  in  such  systems  is  the  possibility  of  rejecting  legitimate  users; 
a  voiceprint  system  might  reject  a  legitimate  user  who  has  a  cold;  a  fingerprint  system 
might  reject  a  legitimate  user  with  a  cut  or  a  bum. 

17.7  THREAT  MONITORING 

One  way  to  minimize  security  risks  is  to  have  the  operating  system  control  sensitive 
operations  rather  than  to  give  control  directly  to  a  user.  If  a  user  wishes  to  access  a  critical 
file,  for  example,  some  systems  might  allow  the  user  to  access  the  file  directly.  The  user 
would  be  in  control  and  the  operating  system  would  not  be  able  to  monitor  activity  against 
the  file  as  it  occurs.  A  more  secure  technique  is  called  threat  monitoring. 

With  threat  monitoring  in  place,  users  may  not  access  resources  directly.  Only 
operating  systems  routines  called  surveillance  programs  may  do  so.  The  user  wishing 
access  to  a  resource  requests  such  access  from  the  operating  system.  The  operating  system 
either  grants  or  denies  the  access;  then  a  surveillance  program  actually  performs  the  access 
to  the  fde  and  passes  the  results  to  the  user  program.  This  notion  is  similar  to  that  of 
monitors,  presented  in  Chapter  5.  Threat  monitoring  is  an  ongoing  activity — penetration 
attempts  are  detected  as  they  occur  and  the  system  administrator  is  informed  immediately. 


17.8  AMPLIFICATION 

Sometimes  it  is  necessary  to  give  a  surveillance  program  greater  access  rights  (than  users 
are  allowed)  so  that  it  may  effectively  execute  certain  user  requests.  Thus  to  compute  the 
average  income  of  all  taxpayers  in  a  town,  the  surveillance  program  would  need  access  to 
the  individual  records  of  each  taxpayer.  This  is  called  amplification.  Clever  users  might  still 
be  able  to  infer  information  about  individuals  by  making  several  different  requests  and 
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examining  the  overlap  in  the  results.  Surveillance  programs  can  be  designed  to  detect  such 
attempts  and  notify  a  system  administrator. 

17.9  PASSWORD  PROTECTION 

Three  classes  of  items  of  authentication  (Pr75)  by  which  a  person’s  identity  may  be  es¬ 
tablished  are 

■  Something  about  the  person — This  includes  fingerprints,  voiceprints,  photographs, 
and  signatures. 

■  Something  possessed  by  the  person — This  includes  badges,  identification  cards,  and 
keys. 

■  Something  known  by  the  person — This  includes  passwords,  lock  combinations,  and 
mother-in-law’s  maiden  name. 

The  most  common  authentication  scheme  is  simple  password  protection  (Lm81).  The 
user  chooses  a  codeword,  commits  it  to  memory,  and  then  types  it  to  gain  admission  to  a 
computer  system.  Most  systems  suppress  the  printing  or  displaying  of  the  password  as  it  is 
entered. 

Password  protection  has  many  weaknesses  (Md86).  Users  tend  to  choose  passwords 
that  are  easy  to  remember,  such  as  the  name  of  a  friend  or  relative.  Someone  who  knows  the 
user  might  try  to  log  in  several  times  using  the  names  of  people  this  person  knows;  this 
might  result  in  a  security  breach  by  use  of  repeated  trials.  Some  early  systems  used  short 
passwords;  these  systems  were  easily  compromised  by  simply  attempting  all  possible 
passwords.  Most  systems  today  use  longer  passwords  to  thwart  such  penetration  attempts. 
Using  long  passwords  is  not  necessarily  wise  either;  if  passwords  are  difficult  to  remember, 
then  users  will  be  more  inclined  to  make  a  note  of  them;  this  of  course  makes  it  easier  for 
someone  to  obtain  a  password. 

Penetration  of  an  operating  system’s  defenses  need  not  necessarily  result  in  a  signif¬ 
icant  security  compromise.  For  example,  suppose  someone  manages  to  gain  access  to  a 
system’s  master  list  of  passwords.  Ordinarily,  this  would  mean  that  the  penetrator  would  be 
able  to  access  any  information  on  the  system.  To  make  passwords  useless  to  a  penetrator, 
encryption  can  be  used  (At86).  Possessing  the  passwords  is  then  of  little  use  unless  the 
person  also  possesses  the  decryption  key.  Users  are  encouraged  to  change  their  passwords 
often;  even  if  an  intruder  obtains  a  password,  it  may  be  changed  before  any  real  damage  can 
be  done  (Bu87). 

A  simple  defense  against  repeated  trials  is  to  limit  the  number  of  login  attempts  that 
may  be  initiated  in  any  period  of  time  from  a  single  terminal  or  workstation  (or  from  a 
single  account).  Certainly,  people  make  typing  errors  when  attempting  to  log  in.  But  it  is 
unreasonable  for  someone  who  knows  the  correct  password  to  require  tens,  hundreds,  or 
thousands  of  tries.  Therefore,  a  system  might  allow  three  or  four  tries  and  then  disconnect 
that  terminal  automatically  for  several  minutes.  After  a  waiting  period  the  terminal  may  be 
reconnected.  If  another  series  of  futile  login  attempts  occurs,  the  operating  system  might 
issue  a  warning  at  the  terminal  that  the  police  are  being  called,  or  that  an  alarm  is  about  to 
go  off. 
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17.10  AUDITING 

Auditing  is  normally  performed  in  manual  systems  "after  the  fact.”  Auditors  are  called  in 
periodically  to  examine  an  organization’s  recent  transactions  and  to  determine  if  fraudulent 
activity  has  occurred.  Auditing  in  computer  systems  can  involve  immediate  computer 
processing  to  audit  transactions  that  have  just  occurred. 

An  audit  log  is  a  permanent  record  of  important  events  that  occur  in  the  computer 
system.  It  is  produced  automatically  each  time  such  an  event  occurs,  and  is  stored  in  a 
protected  area  of  the  system;  if  the  system  is  compromised,  the  audit  log  should  remain 
intact.  The  audit  log  is  an  important  detection  mechanism.  Even  if  the  system’s  defenses 
can  be  penetrated,  people  may  be  discouraged  from  trying  to  do  so  if  they  fear  detection 
after  the  fact. 

Merely  producing  an  audit  log  does  not  guarantee  good  security.  It  is  necessary  to 
review  the  log  frequently  and  carefully.  Such  reviews  should  be  performed  both  periodi¬ 
cally  and  randomly.  Periodic  audits  give  regular  attention  to  security  problems;  random 
audits  help  catch  intruders  off  guard. 

17.11  ACCESS  CONTROLS 

The  key  to  internal  security  is  to  control  access  to  stored  data.  Access  rights  define  what 
access  various  subjects  have  to  various  objects.  Objects  are  information-holding  entities. 
They  may  be  physical  objects  that  correspond  to  disks,  tapes,  processors,  or  storage  words; 
ur  they  may  be  abstract  objects  that  correspond  to  data  structures  or  processes. 

Objects  are  protected  against  subjects.  Authorizations  within  a  computer  system  are 
granted  to  subjects.  Subjects  may  be  users,  processes,  programs,  or  other  entities. 

The  most  common  access  rights  are  read  access,  write  access,  and  execute  access.  A 
straightforward  way  of  implementing  these  is  to  use  an  access  control  matrix.  The  various 
subjects  are  listed  in  the  rows  and  the  various  objects  to  which  they  require  access  are  listed 
in  the  columns.  Each  slot  in  the  matrix  contains  the  access  rights  a  subject  has  to  an  object. 
An  access  control  matrix  must  be  one  of  the  most  closely  guarded  entities  in  an  operating 
system. 


17.12  SECURITY  KERNELS 

It  is  much  easier  to  make  a  system  secure  if  security  is  designed  into  the  system  from  the 
beginning  rather  than  retrofitted.  Security  measures  should  be  implemented  throughout  a 
computer  system.  If  one  hopes  to  develop  a  highly  secure  system,  it  is  imperative  to  make 
the  kernel  of  the  operating  system  secure. 

Many  security  kernels  have  been  developed  (Mi76)  (Sc77)  (Sc77a)  (Sr77)  (Po78) 
(Mc79)  (Wa79)  (Wa80)  (Am83)  (Sc83)  (Sv83).  The  most  critical  security  measures  are 
implemented  in  the  kernel,  which  is  intentionally  kept  as  small  as  possible.  This  makes  it 
more  reasonable  to  examine  the  kernel  carefully  for  flaws  and  to  demonstrate  its  cor¬ 
rectness  formally. 

The  security  of  an  operating  system  depends  especially  on  securing  those  functions 
that  perform  access  control,  logging,  and  monitoring,  and  that  manage  real  storage,  virtual 
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storage,  and  the  file  system.  These  functions  ordinarily  occupy  a  large  portion  of  operating 
system  code,  making  it  difficult  to  keep  the  kernel  small.  It  appears  that  new  approaches  to 
operating  system  design  will  be  necessary  to  reduce  the  size  of  security  kernels  to  the  point 
that  truly  secure  systems  can  be  built. 


17.13  HARDWARE  SECURITY 

As  hardware  costs  decline,  it  is  becoming  increasingly  desirable  to  incorporate  operating 
systems  functions  into  hardware.  These  functions  are  then  more  secure  than  when  they  are 
accessible  as  easily  modified  software  instructions.  Functions  incorporated  into  hardware 
can  run  much  faster  than  in  software;  various  monitoring  functions  may  be  performed  more 
frequently. 


17.14  FAULT-TOLERANT  SYSTEMS 

One  of  the  reasons  for  designing  highly  secure  computer  systems  is  to  ensure  their  con¬ 
tinued  reliability  and  availability.  A  fault-tolerant  computer  system  is  one  that  continues  to 
operate  even  after  some  of  its  components  fail  (Bo87).  For  transaction  processing  systems, 
fault  tolerance  is  becoming  an  increasingly  important  criterion.  An  airline  stands  to  lose 
considerable  revenues  if  its  reservations  system  fails;  if  a  bank’s  system  fails,  even  briefly, 
the  confidence  of  its  customers  could  be  shaken.  Building  fault-tolerant  distributed  systems 
(Lm84)  (Jp86)  is  especially  challenging  because  of  the  reliability  problems  of  communica¬ 
tions  lines. 

One  key  to  fault  tolerance  is  redundancy.  If  a  component  fails,  an  equivalent  com¬ 
ponent  picks  up  the  slack.  Some  systems  use  a  pooled  approach,  in  which  identical  re¬ 
sources  function  in  parallel.  Other  systems  activate  redundant  resources  only  upon  a 
failure. 

Microprocessor  architectures  have  been  evolving  into  more  fail-safe  designs  in  recent 
years.  Many  of  them  now  use  dual  bus  structures  for  communication.  Multiprocessing  is 
important  in  any  fault-tolerant  system  (Ku86).  Some  features  for  fault  tolerance  are 

■  Incorporation  of  fail-safe  mechanisms  into  the  hardware  rather  than  the  software 

■  Use  of  transparent  multiprocessing;  this  allows  performance  upgrades  without  soft¬ 
ware  modifications 

■  Use  of  multiple  input/output  subsystems 

■  Incorporation  of  major  portions  of  the  operating  system  in  hardware 

■  Incorporation  of  fault  detection  mechanisms  in  the  hardware  and  software 

Fault-tolerant  systems  provide  for  graceful  degradation;  a  fault-tolerant  system  with 
failed  components  provides  service,  but  at  reduced  levels.  Fault-tolerant  systems  are  de¬ 
signed  so  that  a  failed  component  can  be  taken  off-line,  repaired,  and  placed  back  on-line, 
all  while  the  system  provides  uninterrupted  service. 
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17.15  CAPABILITIES  AND  OBJECT-ORIENTED  SYSTEMS 

In  this  section  we  consider  the  notions  of  capabilities  and  object-oriented  systems  (Lv84) 
(By86)  (Sc86)  (St86)  (Wh86)  (St87a)  (St87b)  (St87c)  (Wi88a).  These  are  receiving  great 
interest  today  as  means  of  achieving  more  secure  computer  systems.  Capabilities  were  first 
proposed  in  the  classic  paper  by  Dennis  and  Van  Horn  (Dn66).  Considerable  interest  has 
been  shown  in  capabilities-based  distributed  systems  (Mu86). 

An  access  right  allows  some  subject  to  access  some  object  in  a  prescribed  manner. 
Subjects  are  users  of  computer  systems  or  entities  that  act  on  behalf  of  users  or  the  system. 
Objects  are  resources  within  the  system.  Subjects  may  be  such  things  as  jobs,  processes, 
and  procedures.  Objects  may  be  files,  programs,  semaphores,  directories,  terminals, 
channels,  controllers,  devices,  disk  tracks,  primary  storage  blocks,  etc.  Subjects  are  also 
considered  to  be  objects  of  the  system  so  one  subject  can  have  rights  to  access  another. 
Subjects  are  active  entities;  objects  are  passive.  Systems  must  be  able  to  create  new  types  of 
subjects  and  objects  as  they  evolve. 

A  capability  is  a  token;  the  possession  of  a  capability  by  a  subject  confers  access  rights 
for  an  object  (Ho80)  (Jo80).  It  is  like  a  ticket  the  bearer  may  use  to  gain  access  to  a  sporting 
event.  Capabilities  are  not  ordinarily  modified,  but  they  can  be  reproduced.  A  protection 
domain  defines  the  access  rights  that  a  subject  has  to  the  various  objects  of  the  system.  It  is 
the  set  of  capabilities  belonging  to  a  subject. 

Small  protection  domains  are  important  if  the  principle  of  least  privilege  (discussed  in 
Chapter  2)  is  to  be  enforced.  But  these  imply  a  large  and  sparse  access  control  matrix. 
Capability-based  addressing  is  a  means  for  enforcing  small  protection  domains  (Fa74). 

A  capability  is  a  protected  name  for  an  object  in  the  system.  The  name  is  unique  across 
the  entire  system.  For  a  subject  to  access  a  particular  object,  it  must  possess  a  capability  for 
doing  so.  Included  in  a  capability  is  a  statement  of  the  particular  access  rights  that  the 
c  apability  allows  its  possessor  to  have  to  the  named  object.  Capability  creation  is  a  function 
of  carefully  guarded  operating  system  routines.  Normally,  capabilities  may  not  be  modified 
except  to  reduce  the  rights.  A  subject  that  possesses  a  capability  may  perform  certain 
operations  including  copying  it  or  passing  it  as  a  parameter. 

Upon  creation  of  an  object,  a  capability  for  that  object  is  created.  This  new  capability 
immediately  includes  all  access  rights  to  the  new  object.  The  subject  that  creates  the 
capability  may  pass  copies  of  the  capability  to  other  subjects.  A  subject  receiving  a  ca¬ 
pability  may  use  it  (to  perform  the  indicated  access  to  the  object),  or  may  create  more 
copies  to  pass  to  other  subjects.  When  one  subject  passes  a  capability  to  another,  it  may 
reduce  the  stated  access  rights.  Thus  as  a  capability  is  propagated  through  the  system,  its 
access  rights  can  either  remain  the  same  or  decrease;  they  cannot  increase. 

In  a  segmentation  system,  two-dimensional  addresses  v  =  (s,  d)  are  used;  s’  is  the 
segment  name,  and  d  is  the  displacement  of  the  desired  address  within  the  segment.  An 
instruction  references  a  storage  location  within  a  segment  and  a  capability  for  the  segment. 
All  references  to  the  segment  are  checked  against  the  stated  access  rights  in  the  capability. 
A  typical  capability  would  contain  an  object  identifier  (or  a  pointer  to  the  object),  the  type 
of  the  object,  and  the  access  rights  the  possessor  of  the  capability  has  to  the  object. 
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Users  must  be  prevented  from  creating  arbitrary  capabilities.  This  can  be  accomplished 
by  placing  capabilities  in  special  capability  segments  users  can  not  access.  Another 
approach  is  to  add  a  tag  bit  to  each  primary  storage  location.  This  bit,  inaccessible  to  the 
user,  is  set  on  if  the  location  contains  a  capability;  if  the  bit  is  on,  the  hardware  restricts  the 
manipulation  of  the  location’s  contents  to  appropriate  system  routines. 

The  identifier  in  a  capability  may  be  implemented  as  a  pointer  to  the  desired  object,  or 
it  may  be  a  unique  code.  Pointers  make  it  easier  to  reach  the  object,  but  they  must  be 
updated  if  the  object  is  moved.  With  the  unique  code  approach,  it  is  not  necessary  to  update 
the  capabilities.  The  unique  code  approach  does  require,  however,  that  on  every  access  to 
the  object,  its  address  must  be  determined.  A  hashing  mechanism  can  be  implemented 
efficiently;  associative  (or  cache)  storage  can  be  used  to  reduce  the  overhead  of  repeated 
references  to  the  same  object. 

The  lost  object  problem  is  inherent  in  capabilities-based  systems;  if  the  last  remaining 
capability  for  an  object  is  destroyed,  that  object  cannot  be  used  in  any  manner.  So  a 
capabilities-based  system  must  always  somehow  maintain  at  least  a  single  capability  for 
each  object. 

17.15.1  Movement  and  Storage  of  Capabilities 

Controlling  the  copying  and  movement  of  capabilities  is  a  difficult  problem.  Systems 
generally  do  not  allow  direct  manipulation  of  capabilities  by  users;  instead  capability 
manipulation  is  performed  by  the  operating  system  on  behalf  of  users. 

Keeping  track  of  capabilities  is  an  important  task  of  the  operating  system.  It  is 
complicated  by  the  fact  that  the  number  of  capabilities  in  a  multiuser  system  can  be  large. 
The  operating  system  must  guard  the  capabilities  as  well  as  guarantee  rapid  access  to  them. 
This  is  often  handled  by  a  directory  structure  that  controls  all  the  capabilities  in  a  system. 

17.15.2  Revocation  of  Capabilities 

It  is  sometimes  necessary  to  revoke  capabilities  passed  to  another  subject.  If  a  directory 
system  handles  all  capabilities,  this  can  be  relatively  straightforward.  But  without  such 
central  control,  revoking  a  capability  can  be  difficult;  the  capability  could  have  been  copied 
many  times. 

In  an  emergency  situation,  one  could  copy  an  object  and  destroy  the  original  thereby 
disabling  the  questionable  capability.  But  this  would  affect  other  subjects  with  capabilities 
to  that  object. 

Sometimes  it  is  desirable  to  revoke  the  capability  of  a  particular  subject  and  also  that  of 
any  other  subject  that  received  the  capability  from  the  given  subject. 

One  technique  for  selective  revocation  of  capabilities  is  to  make  all  capabilities  created 
from  an  object’s  primary  capability  point  to  the  object  indirectly  through  that  primary 
capability.  Then  a  particular  capability  may  be  revoked  without  affecting  either  the  holders 
of  the  primary  capability  or  any  of  the  copies. 

Capabilities  to  I/O  devices  may  need  to  be  interpreted  differently  depending  on  the 
type  of  the  device;  a  capability  for  a  tape  drive  object,  for  example,  might  allow  rewind, 
while  a  capability  for  a  printei  would  not. 
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17.16  CASE  STUDY:  THE  OBJECT  ORIENTED  ARCHITECTURE  OF  THE  IBM 
SYSTEM/38 

In  the  IBM  System/38  (IB80)  (Pi80),  operating  systems  functions  are  provided  by  the 
Control  Program  Facility  (CPF).  The  System/38  incorporates  a  high-level  machine  ar¬ 
chitecture  that  provides  many  resource  management  and  supervisory  functions  generally 
found  in  software  in  previous  systems. 

The  architecture  provides  an  object-oriented,  uniformly  addressable,  very  large  stor¬ 
age.  All  objects  in  the  system  are  storage  resident.  All  the  system’s  storage  is  addressable 
by  a  single  device-independent  addressing  mechanism  that  performs  dynamic  integrity  and 
authorization  checking. 

The  System/38  provides  high-level  machine  instructions  that  directly  manipulate 
objects.  The  create  instruction  builds  a  new  object  according  to  the  attributes  in  a  template. 

Some  attributes  of  an  object  are  its  name,  its  owner,  and  its  existence  (i.e.,  whether  or 
not  it  can  be  implicitly  destroyed).  Generic  operations  apply  to  all  objects;  unique 
operations  apply  only  to  a  specific  object  type. 

All  System/38  machine  objects  are  encapsulated — the  internal  structure  of  an  object 
produced  by  the  create  instruction  is  known  only  to  the  machine.  Figure  17.1  summarizes 
the  objects  manipulated  by  the  machine  instructions  of  the  System/38. 


Object 

Explanation 

Access  group 

Allows  other  objects  to  be  grouped  for  more  efficient  transfer  between 
primary  and  secondary  storage 

Context 

Contains  the  name,  type,  and  subtype  of  other  objects  to  establish  ad¬ 
dressability 

( 'on trailer  description 

Represents  an  I/O  controller  for  a  cluster  of  I/O  devices 

( 'ursor 

Provides  addressability  into  a  data  space 

Data  space 

Stores  data  space  records  of  one  particular  fonnat 

Data  space  index 

Establishes  the  logical  ordering  of  records  stored  in  a  data  space 

Index 

Stores  and  orders  data 

1  .ogical  unit  description 

Represents  a  physical  I/O  device 

Network  description 

Represents  one  of  the  system’s  physical  network  ports 

Process  control  space 

Contains  process  execution 

Program 

Selects  and  orders  machine  instructions 

Queue 

For  communication  between  processes,  and  between  devices  and  pro¬ 
cesses 

Space 

Stores  pointers  and  scalars 

User  profile 

Identifies  a  valid  user  of  the  machine 

Fig.  17.1  System/38  objects.  (Courtesy  of  International  Business  Machines  Cor¬ 
poration.) 
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CPF  provides  users  with  an  object-oriented  interface.  All  data  in  the  system  is  stored  in 
object  form  and  manipulated  by  object-oriented  commands.  Generic  functions  handle 
authorization,  moving,  renaming,  dumping,  locking,  saving,  and  restoring  objects.  Specific 
functions  dictate  how  an  object  can  be  used. 

When  an  object  is  created,  CPF  places  the  object’s  name  into  a  machine  object  called  a 
context.  Contexts  are  seen  by  users  as  libraries  or  catalogs  of  objects. 

CPF  uses  machine  objects  as  building  blocks  to  construct  objects  for  users.  For  ex¬ 
ample,  to  create  a  user-oriented  object  called  a  database  file,  CPF  combines  a  data  space,  a 
data  space  index,  a  cursor,  and  a  space.  The  user  actually  sees  only  a  single  object,  namely 
the  database  file.  A  higher-level  object  constructed  from  machine  objects  and  other  objects 
is  called  a  composite  object. 

Each  object  consists  of  a  functional  portion  and  an  associated  space.  The  functional 
portion  might  be  a  program.  The  associated  space  is  a  region  of  bytes  the  machine  user  may 
manipulate  directly.  A  space  object  has  no  functional  part;  it  provides  storage  for  buffers, 
pointers,  control  blocks,  and  various  other  data  items. 

The  System/38  implements  capability-based  addressing  through  system  pointers.  A 
system  pointer  contains  the  location  of  an  object  and  the  access  rights.  System  pointers  are 
created  and  manipulated  by  special  System/38  instructions  only;  the  user  cannot  create 
system  pointers  by  bit  manipulation. 

An  unresolved  system  pointer  specifies  the  name  of  an  object  but  not  its  location.  Once 
the  object  is  referenced  and  found,  its  location  is  filled  in;  the  system  pointer  is  then 
resolved.  Objects  are  located  by  searching  contexts. 

Security  is  rigidly  enforced;  every  reference  to  an  object  is  examined  to  be  certain  that 
the  user  has  the  right  to  access  the  object  in  the  desired  manner;  if  not,  the  reference  is 
disallowed  and  a  record  is  made  of  the  attempted  security  violation. 

The  System/38  incorporates  implicit  synchronization  into  the  object  access  mecha¬ 
nism  to  prevent  simultaneous  accesses.  When  one  process  is  writing  an  object  and  another 
attempts  to  read  it,  the  accesses  are  automatically  serialized.  When  simultaneous  reads  are 
attempted,  however,  they  are  both  allowed  to  proceed. 

Users  may  perform  synchronization  explicitly  with  locks.  Record-level  locks  may  be 
used  in  database  references;  this  greatly  reduces  the  contention  that  would  occur  if  the 
entire  database  were  locked. 

With  CPF,  one  user  is  designated  as  security  administrator.  This  user  has  access  to  all 
objects  in  the  system.  IBM  supplies  a  standard  set  of  user  profiles  with  CPF;  the  profile  for 
the  security  administrator  includes  all-object  authority  and  the  authority  to  create  new  user 
profiles  and  modify  existing  profiles. 


17.17  CRYPTOGRAPHY 

Cryptography  was  once  of  interest  almost  exclusively  to  the  military  and  the  diplomatic 
communities.  Today  it  is  particularly  important  in  computing  systems.  Eavesdropping  is 
becoming  easier.  Huge  volumes  of  business  are  handled  over  the  telephone.  Computer 
networking  (Chapter  16)  is  growing  rapidly.  Use  of  electronic  mail  and  electronic  funds 
transfer  (EFT)  is  increasing. 
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The  National  Institute  of  Standards  and  Technology  (NIST)  (formerly  the  National 
Bureau  of  Standards)  has  adopted  the  Data  Encryption  Standard  (DES)  for  transmission  of 
sensitive  federal  information. 

Cryptography  is  the  use  of  data  transformations  to  make  the  data  incomprehensible  to 
all  except  its  intended  users.  The  privacy  problem  is  concerned  with  preventing  the 
unauthorized  extraction  of  information  from  a  communication  channel.  The  authentication 
problem  is  concerned  with  preventing  one’s  opponents  from  modifying  a  transmission  or 
inserting  false  data  into  a  transmission.  The  problem  of  dispute  is  concerned  with  providing 
the  receiver  of  a  message  with  legal  proof  of  the  sender’s  identity,  i.e.,  the  electronic 
equivalent  of  a  written  signature. 


17.17.1  A  Cryptographic  Privacy  System 

In  a  cryptographic  privacy  system,  the  sender  wishes  to  transmit  a  certain  unenciphered 
message  (called  a  plaintext)  to  a  legitimate  receiver ;  the  transmission  is  to  occur  over  an 
insecure  channel  assumed  to  be  monitored  or  tapped  by  an  eavesdropper  (Ri84). 

The  sender  passes  the  plaintext  to  an  encryption  unit  that  transforms  the  plaintext  into 
a  ciphertext  or  cryptogram ;  the  ciphertext  is  not  discernible  to  the  eavesdropper.  The 
ciphertext  is  then  transmitted  over  the  insecure  channel.  At  the  receiving  end,  the  ciphertext 
fiasses  through  a  decryption  unit  to  regenerate  the  plaintext. 


17.17.2  Cryptanalysis 

Cryptanalysis  is  the  process  of  attempting  to  regenerate  plaintext  from  ciphertext  but 
without  knowledge  of  the  decryption  key;  this  is  the  normal  task  of  the  eavesdropper.  If  the 
eavesdropper,  or  cryptanalyst,  cannot  determine  the  plaintext  from  the  ciphertext  (without 
the  key),  then  the  cryptographic  system  is  secure. 


17.17.3  Public  Key  Systems 

A  cryptographic  system  is  only  as  secure  as  its  keys.  Key  distribution  must  be  handled  over 
highly  secure  channels;  this  can  be  time-consuming,  and  sometimes  such  secure  channels 
are  simply  not  available  (De81a). 

Public  key  systems  circumvent  the  key  distribution  problem  (De83a).  In  conventional 
cryptographic  systems,  enciphering  and  deciphering  are  intimately  related.  Someone  who 
processes  the  single  key  to  encipher  messages  can  also  decipher  them.  In  public  key 
systems,  the  enciphering  and  deciphering  functions  are  separated;  the  enciphering  key 
cannot  be  used  to  decipher  a  message.  These  systems  use  an  enciphering  key,  E,  and  a 
deciphering  key,  D,  in  a  manner  in  which  it  is  not  computationally  feasible  (within  a 
“reasonable”  time)  to  determine  D  from  E. 

Thus  E  may  be  made  public  without  compromising  the  security  of  D.  This  simplifies 
the  problem  of  key  distribution.  Every  user  generates  an  enciphering  key  and  a  deciphering 
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key.  The  enciphering  key  is  made  public;  the  deciphering  key  is  kept  secret.  Thus  anyone 
can  send  an  encrypted  message  to  a  particular  user  (because  the  enciphering  key  is  public), 
but  only  that  user  can  decipher  the  message  (because  the  deciphering  key  is  private).  E  is 
called  a  public  key  and  D  is  called  a  private  key  (B183). 

17.17.4  Digital  Signatures 

We  have  grown  to  accept  the  use  of  handwritten  signatures  as  legal  proof  that  a  person 
agrees  to  the  terms  of  a  contract  as  stated  on  a  sheet  of  paper,  or  that  a  person  has  authorized 
a  transfer  of  funds  as  indicated  on  a  check.  But  the  use  of  written  signatures  involves  the 
physical  transmission  of  a  paper  document;  this  is  not  practical  if  electronic  communication 
is  to  become  more  widely  used  in  business. 

A  written  signature  can  be  produced  by  one  person  only  (although  forgeries  certainly 
occur),  but  it  can  be  recognized  by  many  people  as  belonging  uniquely  to  its  author.  A 
digital  signature  (Ak83)  (De83a)  (Dv83)  (De84)  (Ev85),  then,  to  be  accepted  as  a  re¬ 
placement  for  a  written  signature  would  have  to  be  easily  authenticated  by  anyone,  but 
producible  only  by  its  author. 

Public  key  cryptosystems  offer  a  means  of  implementing  digital  signatures.  The  sender 
uses  the  private  key  to  create  a  signed  message.  The  receiver  uses  the  sender’s  public  key  to 
decipher  the  message. 

The  receiver  saves  the  signed  message  for  use  in  resolving  disputes.  If  the  sender  later 
denies  that  the  message  was  sent,  the  receiver  can  present  the  signed  message  to  a  court  of 
law  where  the  judge  then  uses  the  sender’s  public  key  to  check  that  the  enciphered  message 
corresponds  to  a  meaningful  plaintext  message  with  the  sender’s  name,  the  proper  time 
sent,  etc.  Only  the  sender  could  have  generated  the  message  (assuming  that  the  private  key 
had  not  been  compromised),  and  therefore  the  receiver’s  claim  could  be  upheld  in  court. 

This  technique  has  one  significant  disadvantage:  it  allows  an  eavesdropper  who  pos¬ 
sesses  the  sender’s  public  key  to  determine  the  message.  The  defect  is  easy  to  correct:  The 
sender  can  add  a  second  level  of  encryption  to  the  already  encrypted  message  by  using  the 
receiver’s  public  key;  the  receiver’s  private  key  is  then  used  to  recover  the  signed  encrypted 
message  and  the  sender’s  public  key  is  used  to  recover  the  original  plaintext. 

17.17.5  The  DES  and  RSA  Schemes 

T wo  schemes  that  the  reader  interested  in  cryptography  might  want  to  explore  further  are 
the  Data  Encryption  Standard  (DES)  (Na77)  (Jo85)  and  the  Rivest,  Shamir,  and  Adleman 
(RSA)  scheme  (Ri78)  (Sm79)  (Dv83)  (De84)  (Zi86).  DES  is  a  symmetric  encryption 
scheme — the  same  key  is  used  for  both  encryption  and  decryption  (Si79).  RSA  is  an 
asymmetric  encryption  scheme — different  keys  are  used  for  encryption  and  decryption. 

17.17.6  Applications 

Cryptography  is  particularly  useful  in  timesharing  systems  and  computer  networks. 
Passwords  should  be  stored  in  encrypted  form  so  that  even  if  the  operating  system  is 
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penetrated,  the  password  list  will  be  of  no  use.  This  is  the  most  common  application  of 
cryptography  in  today’s  computer  systems. 

Cryptography  may  also  be  used  to  protect  all  stored  data  in  a  computer  system.  But  the 
encryption/decryption  overhead  could  be  so  large  as  to  make  this  prohibitive.  The  advent  of 
special  hardware  for  this  purpose  may  eventually  make  this  practice  feasible.  File 
encryption  would  solve  one  serious  problem  with  shared  systems:  every  system  has  at  least 
one  person  designated  as  having  unrestricted  access  to  all  system  files,  so  users  are 
reluctant  to  store  sensitive  information.  File  encryption  would  enable  users  to  trust  even 
their  most  sensitive  information  to  computers.  Encrypted  backups  need  not  be  guarded  as 
heavily  as  unencrypted  ones. 

Computer  networks  have  introduced  new  vulnerabilities  into  computer-based  systems 
(De81)  (Ka83)  (Dv84).  The  layered  network  protocols  discussed  in  Chapter  16  offer 
several  levels  of  encryption  (Vo83).  In  link  encryption  the  network  assumes  the  respon¬ 
sibility  for  encryption/decryption  at  each  node;  the  data  is  transmitted  between  nodes  in 
encrypted  form,  decrypted  at  each  node  to  determine  where  to  pass  it  next,  and  then  reen¬ 
crypted. 

In  end-to-end  encryption  a  message  is  encrypted  at  its  source  and  decrypted  only  at  its 
destination.  The  message  is  thus  protected  throughout  its  transmission  even  if  security  at 
one  of  the  nodes  has  been  compromised.  In  a  store-and-forward  packet  switching  network 
with  end-to-end  encryption,  the  destination  address  associated  with  a  packet  cannot  be 
encrypted;  it  must  be  readable  at  each  node  for  routing  purposes. 

Password  logins  can  also  be  protected  with  encryption.  A  challenge  and  response 
procedure  can  be  helpful  here.  The  user  transmits  a  login  request  “in  clear”  (i.e.,  not  en¬ 
crypted).  The  system,  to  authenticate  the  user,  sends  a  challenge  string  to  the  user  in  clear. 
The  challenge  string  should  be  one  that  is  guaranteed  not  to  repeat;  the  date  and  time  carried 
to  millionths  of  a  second  would  be  appropriate.  The  user’s  terminal  encrypts  this  challenge 
using  a  key  supplied  by  the  user  (and  known  to  the  system)  and  transmits  the  result  to  the 
system.  The  system  authenticates  the  user  by  comparing  the  response  with  an  internal 
encrypted  version  of  the  challenge.  Then  all  future  transmissions  during  this  session  are 
encrypted  with  the  user’s  key.  Because  the  key  is  never  transmitted,  an  eavesdropper  would 
have  to  cryptanalyze  the  transmissions  to  understand  them  or  to  impersonate  the  valid  user. 

17.18  OPERATING  SYSTEM  PENETRATION 

A  favorite  pastime  of  many  people,  especially  university  students,  is  to  call  in  to  a 
timesharing  system  or  a  computer  network,  penetrate  its  defenses,  and  then  happily 
publicize  their  success  (At76)  (FIe80)  (Le86)  (Le87)  (Re87).  The  people  who  do  this  often 
intend  no  harm:  rather  they  simply  wish  to  show  that  the  systems  can  be  broken  into.  Such 
people  are  often  called  hackers  (Le76)  (St88).  Instructors  have  found  their  student  grade 
files  modified,  and  system  administrators  have  been  horrified  to  discover  master  lists  of  all 
user  passwords  posted  on  public  bulletin  boards!  Operating  systems  students  thoroughly 
enjoy  the  explanations  of  complex  successful  security  penetration  attempts.  At  one  major 
university  (legend  has  it)  the  instructor  in  the  operating  systems  course  guaranteed  a  grade 
of  “A”  to  any  student  who  could  penetrate  the  university’s  operating  system;  a  dispropor¬ 
tionately  large  number  of  “A”  grades  were  awarded  that  semester! 
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In  some  systems,  the  ultimate  penetration  consists  simply  of  flipping  the  machine  state 
bit  from  problem  state  to  supervisor  state.  Once  this  is  accomplished,  the  penetrator  may 
execute  privileged  instructions  to  gain  access  to  virtually  any  data  protected  by  the 
operating  system. 

Penetration  studies  (Wi81)  are  designed  to  determine  if  a  system’s  defenses  against 
attacks  by  nonprivileged  users  are  adequate.  Their  goal  is  to  expose  design  deficiences  so 
that  they  may  be  corrected. 

I/O  control  is  a  favorite  area  for  penetration  attempts.  I/O  code  is  often  complex; 
various  types  of  errors  and  omissions  are  often  exposed  upon  detailed  analysis.  Because 
I/O  channels  have  access  to  primary  storage,  they  could  modify  critical  system  information. 
An  I/O  channel  can  be  forced  into  an  infinite  loop,  thus  denying  I/O  capability  to  the 
system;  this  could  be  devastating  in  systems  that  must  operate  reliably. 

One  goal  of  penetration  tests  is  to  estimate  the  penetration  work  factor ,  an  indication  of 
how  much  effort  and  resources  must  be  expended  by  a  potential  penetrator  to  obtain 
unauthorized  access  to  system  resources.  A  key  goal  of  security  mechanisms  is  to  make  this 
factor  large;  actual  penetration  studies  may  reveal  that  it  is  not  as  large  as  the  system’s 
designers  intended  it  to  be. 

Linde’s  classic  paper  (Li75)  describes  the  results  of  a  number  of  penetration  studies 
undertaken  by  System  Development  Corporation.  His  paper  contains  two  thorough  ap¬ 
pendices  summarizing  generic  flaws  and  attacks.  The  material  in  the  next  two  sections  is 
adapted  with  permission  from  these  appendices. 


17.18.1  Generic  System  Functional  Flaws 

Several  flaws  have  been  found  to  be  common  to  many  computing  systems.  These  include 

■  Authentication — On  many  systems,  users  cannot  determine  if  the  hardware  and 
software  are  what  they  are  supposed  to  be.  This  makes  it  easy  for  a  penetrator  to  re¬ 
place  a  program  without  the  user’s  knowledge.  A  user  might  obligingly  type  a 
password  into  a  counterfeit  login  program,  for  example. 

■  Encryption — The  master  list  of  passwords  should  be  stored  in  encrypted  form  (Gt78). 
It  often  is  not. 

■  Implementation — A  well-thought-out  design  for  a  security  mechanism  may  be  im¬ 
properly  implemented. 

•  Implicit  trust — A  common  problem;  one  routine  assumes  that  another  is  functioning 

properly  when,  in  fact,  it  should  be  carefully  examining  parameters  supplied  by  the 
other. 

■  Implied  sharing — The  system  may  inadvertently  deposit  critical  system  information  in 
a  user’s  address  space. 

■  Interprocess  communication — The  penetrator  may  use  a  send/receive  mechanism  to 
test  various  possibilities.  For  example,  the  penetrator  may  request  a  system  resource 
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and  supply  a  password;  the  return  information  may  indicate  “password  correct”, 
confirming  the  penetrator’s  guessed  password. 

Legality  checking — The  system  may  not  be  performing  sufficient  validation  of  user 
parameters. 

Line  disconnect — In  timesharing  and  networking,  when  the  line  is  lost  (for  any  reason) 
the  operating  system  should  immediately  logout  the  user  or  place  the  user  in  a  state 
such  that  reauthorization  is  necessary  for  the  user  to  regain  control.  Some  systems  let  a 
process  “float”  after  a  line  disconnect.  A  penetrator  may  be  able  to  gain  control  of  the 
process  and  use  whatever  resources  the  process  may  access. 

Operator  carelessness — A  penetrator  may  trick  an  operator  into  mounting  a  counter¬ 
feit  operating  system  disk. 

Parameter  passing  hy  reference  vs.  by  value — It  is  safer  to  pass  parameters  directly  in 
registers  than  it  is  to  have  the  registers  point  to  the  locations  containing  the  parameters. 
Passing  by  reference  can  lead  to  a  situation  in  which  the  parameters  are  still  in  the 
user’s  address  space  after  legality  checking  occurs;  the  user  could  thus  supply 
legitimate  parameters,  have  them  checked,  and  then  modify  them  just  before  the 
system  uses  them. 

Passwords — Passwords  are  often  easy  to  guess  or  to  obtain  by  repeated  trials. 

Penetrator  entrapment — Systems  should  contain  entrapment  mechanisms  to  lure  the 
unskilled  penetrator.  This  is  a  good  first  line  of  detection.  Most  systems  have  inad¬ 
equate  entrapment  mechanisms. 

Privilege — In  some  systems,  too  many  programs  are  given  too  much  privilege.  This  is 
contrary  to  the  principle  of  least  privilege. 

Program  confinement — A  program  borrowed  from  another  user  can  act  as  a  Trojan 
Horse;  it  might  steal  or  alter  the  borrower’s  files. 

Prohibition — Often  users  are  warned  not  to  use  certain  features  because  the  results 
may  be  “indeterminate,”  but  indeed  these  features  remain  accessible  to  the  users. 

Residue — Often  the  penetrator  may  find  a  list  of  passwords  by  simply  looking  in  a 
wastebasket.  Residues  are  sometimes  left  in  storage  after  a  system  routine  runs. 
Sensitive  information  should  always  be  overwritten  or  destroyed  before  the  media  it 
occupies  (storage,  paper,  etc.)  is  released  or  discarded.  Paper  shredders  are  popular  for 
this  purpose. 

Shielding — A  current  in  a  wire  generates  a  magnetic  field  around  the  wire;  penetrators 
may  actually  tap  a  transmission  line  or  computer  system  without  making  physical 
contact.  Electrical  shielding  may  be  used  to  prevent  such  “invisible  intrusions.” 

Threshold  values — These  are  designed  to  discourage  repeated  login  attempts,  for  ex¬ 
ample.  After  a  certain  number  of  invalid  login  attempts,  that  user  (or  the  temiinal  at 
which  the  logins  are  being  attempted)  should  be  locked  out  and  the  system  adminis¬ 
trator  should  be  notified.  Many  systems  lack  this  feature. 
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17.18.2  Generic  Operating  System  Attacks 

Certain  penetration  methodologies  have  been  used  effectively  on  many  systems. 

■  Asynchronism — With  multiple  processes  progressing  asynchronously  it  is  possible  for 
one  process  to  modify  parameters  that  another  has  tested  for  validity  but  not  as  yet 
used;  thus  one  process  can  pass  bad  values  to  another  even  if  the  second  performs 
extensive  checking. 

■  Browsing — A  user  searches  the  computer  system  attempting  to  locate  privileged  in¬ 
formation. 

■  Between  lines — A  special  terminal  is  used  to  tap  into  a  communication  line  held  by  an 
inactive  logged- in  user. 

■  Clandestine  code — A  patch  is  made  under  the  guise  of  correcting  a  bug  in  the 
operating  system;  the  code  contains  trapdoors ,  which  allow  subsequent  unauthorized 
reentry  to  the  system. 

■  Denial  of  access — A  user  writes  a  program  to  crash  the  system,  set  the  system  into  an 
infinite  loop,  or  monopolize  the  system’s  resources.  The  intent  here  is  to  deny  access  or 
service  to  legitimate  users. 

■  Interacting  synchronized  processes — Processes  use  the  system’s  synchronization 
primitives  to  share  and  pass  information  to  one  another. 

•  Line  disconnect — The  penetrator  attempts  to  gain  access  to  a  user’s  job  after  a  line 
disconnect,  but  before  the  system  acknowledges  the  disconnect. 

■  Masquerade — The  penetrator  assumes  the  identity  of  a  legitimate  user  after  having 
obtained  the  proper  identification  through  clandestine  means. 

■  “NAK”  attack — Many  systems  allow  a  user  to  interrupt  a  running  process  (such  as  by 
pressing  the  “negative  acknowledge”  key  on  a  terminal),  perform  another  operation, 
and  then  resume  the  interrupted  process.  In  some  cases  the  penetrator  can  “catch”  the 
system  in  an  unprotected  state  and  easily  seize  control. 

■  Operator  spoof — A  clever  penetrator  can  often  fool  a  computer  operator  into  per¬ 
forming  an  action  that  compromises  system  security. 

■  Piggyback — The  penetrator  uses  a  special  terminal  to  tap  a  communication  line.  The 
penetrator  intercepts  messages  between  the  user  and  the  processor,  and  either  modifies 
the  messages  or  replaces  them  entirely. 

■  Trojan  Horse — The  penetrator  places  code  in  the  system  to  allow  subsequent  unau¬ 
thorized  access  (Fa86)  (La88).  The  Trojan  Horse  may  be  left  in  the  system  perma¬ 
nently,  or  it  may  erase  all  traces  of  itself  after  a  penetration. 

■  Unexpected  parameters — The  penetrator  supplies  unexpected  values  in  a  supervisor 
call  to  take  advantage  of  a  weakness  in  the  system’s  legality  checking  mechanisms. 


17.19  CASE  STUDY:  PENETRATING  AN  OPERATING  SYSTEM 

A  graduate-level  computer  science  class  at  the  University  of  Michigan  in  Ann  Arbor 
successfully  penetrated  the  Michigan  Terminal  System  (MTS)  operating  system  (He80). 
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The  study  was  concerned  only  with  software  security.  The  goals  were  for  an  authorized  and 
knowledgeable  but  nonprivileged  user  to  gain  access  to  files  (to  which  this  user  did  not 
have  access),  and  to  cause  the  system  to  crash. 

Team  members  were  regular  users  of  MTS.  They  were  given  access  to  internal  system 
documentation.  They  performed  a  comprehensive  analysis  of  the  system  and  produced  a 
report  listing  all  suspected  flaws.  They  employed  the  flaw  hypothesis  methodology 
developed  by  System  Development  Corporation.  This  involves 

■  Flaw  hypothesis  generation — The  team  examines  well-known  system  weaknesses, 
and  uses  its  collective  knowledge  about  the  system  to  list  suspected  flaws. 

■  Flaw  hypothesis  confirmation — Tests  are  run  to  determine  if  the  suspected  flaws  are  in 
fact  real  flaws. 

■  Flaw  generalization — The  confirmed  flaws  are  carefully  studied  to  determine  if  they 
imply  other  flaws  or  general  design  weaknesses.  If  they  do.  these  cause  this  cycle  to 
begin  again  with  flaw  hypothesis  generation. 

The  team  discovered  a  flaw  in  some  of  the  system  subroutines.  The  parameter 
checking  mechanisms  were  weak;  they  would  allow  a  user  to  cause  arbitrary  bit  sequences 
to  be  stored  into  the  system  segment  that  contains  much  of  the  system’s  control  information 
about  a  task.  The  flaw  made  it  possible  for  a  user  to  modify  the  system’s  accounting 
information,  and  to  change  the  user’s  privilege  level.  The  MTS  protection  system’s 
information,  also  stored  in  the  system  segment,  could  be  altered  to  completely  disable  the 
protection  mechanisms.  The  user  could  switch  the  system  from  user  mode  to  system  mode 
and  execute  privileged  supervisor  calls.  One  of  these  could  disable  hardware  storage 
protection,  allowing  the  user  to  modify  shared  storage  segments.  The  MTS  supervisor  core 
resided  in  such  shared  segments,  and  so  the  user  could  switch  the  machine  to  supervisor 
state  and  freely  access  arbitrary  portions  of  the  supervisor  and  any  other  software  for  that 
matter.  Voila!  A  total  penetration. 

The  key  flaw  in  the  parameter  checking  mechanism  was  that  after  the  parameters  were 
checked  by  the  system,  the  user  could  then  modify  them  before  the  system  used  them.  The 
penetrators  exploited  this  flaw  to  modify  an  address  parameter  to  point  to  the  system 
segment  rather  than  user  storage.  This  flaw  illustrates  the  importance  of  careful  synchroni¬ 
zation  between  parameter  checking  routines  and  the  routines  that  actually  use  the  parame¬ 
ters.  The  team  found  similar  flaws  throughout  MTS. 

Another  type  of  flaw  exposed  was  that  portions  of  the  system  could  be  forced  to  store 
their  critical  information  in  user-accessible  segments.  The  students  were  able  to  obtain  free 
computer  time  in  an  interesting  way:  they  forced  a  job  into  abnormal  termination  in  such  a 
manner  that  the  system’s  accounting  routines  were  bypassed.  A  careful  examination  of 
user-accessible  shared  storage  revealed  that  some  highly  sensitive  information  (like 
passwords)  was  being  stored  in  these  areas.  The  team  was  also  able  to  crash  the  system; 
they  discovered  that  a  certain  instruction  sequence  forced  the  supervisor  into  an  infinite 
loop. 

The  control  relationships  within  the  operating  system  security  mechanisms  were  found 
to  depend  on  one  another’s  correct  operation.  Once  one  mechanism  was  compromised,  the 
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group  found  it  relatively  easy  to  compromise  other  security  mechanisms  even  at  higher- 
privilege  levels. 

17.20  UNIX  OPERATING  SYSTEMS  SECURITY 

UNIX  systems  (discussed  in  depth  in  Chapter  18)  are  designed  to  be  friendly  and  ac¬ 
cessible.  and  to  encourage  interaction  between  people  via  the  computer  system.  This  makes 
these  systems  more  difficult  to  secure  (Gr84)  (Wo85)  (Fa86)  (Fa86a)  (Fi86)  (Co88) 
(He88).  UNIX  systems  are  intended  to  be  open  systems;  their  specifications  are  made 
widely  available.  The  source  code  is  available.  Many  of  the  problems  referred  to  in  this 
section  are  not  unique  to  UNIX  systems. 

The  UNIX  systems  password  file  is  stored  in  encrypted  form.  When  a  user  enters  a 
password,  a  one-way  transformation  is  applied  to  form  the  encrypted  version  and  a  com¬ 
parison  is  made.  A  decryption  transformation  is  not  known.  Thus,  even  the  system  ad¬ 
ministrator  can  not  help  users  who  have  lost  their  passwords  (except  to  change  passwords  to 
new  values)  (Fi86).  UNIX  systems  use  salt  when  encrypting  passwords  (Fi86).  The  salt  is  a 
two-character  string  randomly  selected  via  a  function  of  the  time  and  the  process  ID. 
Twelve  bits  of  the  salt  then  modify  the  encryption  algorithm.  Thus,  users  who  choose  the 
same  password  (by  coincidence  or  intentionally)  will  have  different  encrypted  passwords 
(with  very  high  likelihood).  Some  installations  modify  the  password  program  to  prevent 
users  from  choosing  bad  passwords. 

With  the  UNIX  systems  setuid  feature,  a  program  may  be  built  in  such  a  way  that  when 
a  user  executes  the  program,  the  user’s  individual  ID  or  group  ID  or  both  are  changed  to  that 
of  the  program’s  owner  only  while  the  program  executes.  This  powerful  feature  has  also 
generated  security  flaws,  particularly  when  the  resulting  ID  is  that  of  the  “superuser”  (who 
has  access  to  all  files  in  a  UNIX  system)  (Co88)  (Kr88).  For  example,  if  a  regular  user  is 
able  to  execute  a  shell  belonging  to  the  superuser,  and  for  which  the  setuid  bit  has  been  set, 
then  the  regular  user  essentially  becomes  the  superuser  (Fa86).  Clearly,  setuid  should  be 
carefully  employed.  Users,  including  the  superuser,  should  periodically  examine  their 
directories  to  confirm  the  presence  of  setuid  files  and  detect  any  that  should  not  be  setuid. 
Additional  discussion  of  the  setuid  feature  appears  in  the  UNIX  systems  case  study  in 
Chapter  18. 

A  relatively  simple  means  of  compromising  security  in  UNIX  systems  (and  other 
operating  systems  as  well)  is  to  install  a  program  that  prints  out  the  login  prompt,  copies 
what  the  user  then  types,  fakes  an  invalid  login,  hangs  up  the  phone,  and  lets  the  user  try 
again.  The  user  has  unwittingly  given  away  his  or  her  password!  One  defense  against  this  is 
that  if  you  are  confident  you  typed  the  password  correctly  the  first  time,  you  should  log  on 
to  a  different  terminal  and  choose  a  new  password  immediately  (Fi86). 

UNIX  systems  include  the  crypt  command,  which  allows  a  user  to  enter  a  key  and 
cleartext;  cyphertext  is  output.  The  transformation  can  be  reversed  trivially  with  the  same 
key.  One  problem  with  this  is  that  users  tend  to  use  the  same  key  repeatedly;  once  the  key  is 
discovered,  all  other  files  encrypted  with  this  key  can  be  read.  Users  sometimes  forget  to 
delete  their  cleartext  files  after  producing  encrypted  versions.  This  makes  discovering  the 
key  much  easier. 
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Too  many  people  are  often  given  superuser  (su)  privileges.  All  su  activity  should  be 
logged:  this  command  lets  any  user  who  types  a  correct  password  of  another  user  assume 
that  user’s  identity,  possibly  even  becoming  the  superuser. 

A  popular  Trojan  Horse  technique  is  to  install  a  fake  su  program,  which  obtains  the 
user’s  password,  mails  it  to  the  perpetrator,  and  then  restores  the  regular  su  program  (Fa86). 
Never  allow  others  to  have  write  permissions  on  your  files,  especially  on  your  directories;  if 
you  do,  you’re  inviting  someone  to  install  a  Trojan  Horse. 

UNIX  systems  contain  a  feature  called  password  aging  (Gr84)  (Fa86)  (C088),  in 
which  the  administrator  determines  how  long  passwords  are  good  for;  when  a  password 
expires,  the  user  receives  a  message  and  is  asked  to  enter  a  new  password.  This  has  several 
problems: 

1 .  Users  often  supply  easy-to-crack  passwords. 

2.  The  system  often  prevents  a  user  from  resetting  to  the  old  (or  any  other)  password  for 
a  week,  so  the  user  can  not  strengthen  a  weak  password. 

3.  Users  can  indeed  switch  back  and  forth  between  only  two  passwords  once  a  week. 

4.  Since  the  expiration  is  coded  in  the  password  file,  someone  can  easily  print  a  list  of 
abandoned  accounts  and  go  to  work  on  corrupting  them  without  fear  of  immediate 
reprisal. 

Passwords  should  be  changed  frequently.  A  user  can  keep  track  of  all  login  dates  and 
times  to  determine  if  an  unauthorized  user  has  logged  in  (and  therefore  that  his  or  her 
password  has  been  learned). 

Logging  unsuccessful  login  attempts  often  gets  passwords  because  people  sometimes 
accidentally  type  their  password  when  they  mean  to  type  their  login  id. 

One  obvious  feature  with  an  unanticipated  consequence  is  that  of  disabling  accounts 
after  a  small  number  of  unsuccessful  login  attempts.  This  is  a  defense  against  the  intruder 
who  tries  all  possible  passwords.  But  an  intruder  who  has  penetrated  the  system  can  then 
turn  it  around  in  his  favor  and  use  it  to  disable  the  account  or  accounts  of  those  such  as  the 
system  administrator  who  might  attempt  to  detect  the  intrusion  (Ba88). 

The  perpetrator  who  temporarily  gains  superuser  privileges  can  install  a  trapdoor 
program  with  undocumented  features.  For  example,  someone  with  access  to  source  code 
could  rewrite  the  login  program  to  accept  a  particular  login  name  and  automatically  let  this 
user  become  the  superuser  without  even  typing  a  password  (Fa86). 

It  is  possible  for  individual  users  to  “grab”  the  system,  thus  preventing  other  users  from 
gaining  access.  A  user  could  accomplish  this  by  spawning  dozens  of  concurrent  processes 
each  of  which  opens  dozens  of  files,  thus  filling  all  the  slots  in  the  file  table  (Fi86). 
Installations  can  guard  against  this  by  setting  reasonable  limits,  but  this  in  turn  could  hinder 
legitimate  users  who  in  fact  need  the  additional  resources. 

17.21  WORMS  AND  VIRUSES 

For  the  first  few  decades  of  modem  computing,  the  industry  experienced  many  computer 
crimes  and  penetrations,  but  few  of  these  could  be  labeled  “spectacular.”  In  November  of 
1988,  however,  a  spectacular  intrusion  did  occur  when  a  worm  program  crawled  its  way 
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through  thousands  of  computers  in  the  U.S.  government  sponsored  Internet  (Sp88)  (Fi89) 
(Mc89).  The  worm  exploited  weaknesses  in  various  UNIX  utility  programs.  Fortunately, 
these  weaknesses  were  not  apparent  in  every  computer  on  the  Internet,  or  the  damage 
would  have  been  far  greater. 

This  worm  was  supposedly  innocuous  in  the  sense  that  it  did  not  seek  to  destroy  files  or 
perform  other  serious  damage.  But  it  did  use  substantial  computer  time  on  each  of  the 
infected  systems,  bringing  many  of  these  computers  “to  their  knees.”  Programs  that  are 
designed  to  do  damage  are  often  called  viruses.  Worm  programs  were  originally  designed 
to  travel  between  computers  in  a  distributed  system  to  do  useful  work,  but  this  was  certainly 
not  the  case  with  the  Internet  worm. 

The  incident  immediately  captured  the  world's  attention.  Indeed,  two  of  the  most 
important  areas  of  interest  in  operating  systems  today — UNIX  systems  and  computer 
networks — were  highlighted  as  being  easy  targets  for  a  monumental  breach  of  security. 

UNIX  systems  have  developed  a  reputation  for  not  being  particularly  secure  (Fa86a); 
certainly  the  Internet  incident  corroborates  this.  But  few,  if  any,  operating  systems  are 
known  for  their  impressive  security  (the  reader  might  try  to  name  a  few  super  secure  op¬ 
erating  systems  at  this  point). 

Networks  by  nature  are  designed  to  increase  the  accessibility  of  information,  and  this 
certainly  increases  security  problems.  Encryption  is  absolutely  essential  as  a  first  defense 
against  eavesdroppers,  but  it  is  insufficient  by  itself  to  guard  against  all  possible  security 
breaches.  Spoofers ,  for  example,  tap  network  traffic  and  retransmit  certain  types  of  packets 
to  force  the  network  to  perform  operations  the  spoofers  want.  Even  if  the  captured  data 
packets  are  encrypted,  the  spoofer  can  still  retransmit  them,  observe  the  network  behavior, 
and  conceivably  infer  what  really  is  in  the  packets. 

Necessity  may  well  be  the  mother  of  invention  here.  There  is  little  question  at  this  point 
that  networks  and  network  applications  will  proliferate,  and  that  UNIX  systems  will  be 
among  the  most  heavily  networked  operating  systems.  Considerable  work  has  been 
devoted  to  enhancing  UNIX  systems  security  and  reliability  (Aw86)  (Fe88)  and  to 
developing  secure  UNIX  systems  (Gr84)  (Fi86)  (He88)  (Kr88). 

The  Department  of  Defense  publishes  guidelines  for  secure  operating  systems.  Its  so- 
called  “orange  book”  lists  various  classifications  defining  increasingly  secure  systems. 
Some  of  these  treat  all  information  at  the  same  level  of  security,  and  so  are  appropriate  only 
for  user  communities  in  which  each  user  has  the  same  security  clearance.  Several  of  these 
computer  security  classifications  treat  information  at  distinct  levels,  thus  enabling  users 
with  different  security  classifications  (such  as  confidential,  secret,  and  top  secret)  to  share 
the  same  system  (Fr83). 

To  have  highly  secure  systems  we  must  have  tight  control  over  the  software  in  these 
systems.  We  must  have  a  way  of  ensuring  that  the  software  we  are  using  is  in  fact  the 
software  that  has  been  certified  to  be  secure.  This  is  a  nontrivial  problem  given  that 
software  is  normally  changing  and  evolving  to  meet  the  developing  needs  of  organizations. 
Configuration  management  systems  can  be  used  to  maintain  software  and  log  all  modifica¬ 
tions  (but  we  are  still  troubled  with  the  notion  of  who  maintains  the  configuration 
management  system). 
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Government  UNIX  systems  procurements  are  big  business,  and  the  government  re¬ 
quires  highly  secure  systems.  This  has  fostered  significant  activity  in  developing  increas¬ 
ingly  secure  UNIX  systems  that  meet  government  specifications.  Thus,  the  open  systems 
phenomenon,  of  which  UNIX  systems  are  such  a  critical  part,  has  actually  fostered  an 
increase  in  the  research  and  development  of  secure  computer  systems.  Is  the  phrase  “secure 
open  systems”  an  oxymoron?  Perhaps  not. 

If  anything,  we  have  learned  that  worm  and  virus  attacks  must  be  taken  seriously.  We 
have  entrusted  our  daily  lives  to  computers,  without  much  effort  at  verifying  that  these 
computers  deserve  our  trust.  There  are  complex  ethical  dilemmas  here  that  must  be 
addressed. 

Viruses  and  worms  differ  in  at  least  one  primary  way  from  most  of  the  other  kinds  of 
programs  that  cause  security  problems:  they  can  propogate  copies  of  themselves  among  the 
programs  and  data  of  a  computer  system,  and  among  the  computer  systems  in  a  network. 
Long  after  a  virus  has  been  cleared  from  one  user  or  system,  the  copies  of  the  virus  can  be 
spreading  through  other  systems,  perhaps  reinfecting  the  original  targets. 

Viruses  can  infect  in  subtle  ways,  or  their  presence  can  be  blatant.  The  virus  that 
destroys  files,  monopolizes  system  resources,  or  displays  expletives  is  certainly  making  its 
presence  felt  in  a  dramatic  way.  But  the  more  insidious  virus  is  the  one  that  infects  and 
leaves  no  easily  detectable  traces  of  its  existence.  A  favorite  technique  is  to  let  the  virus  lie 
dormant  and  be  triggered  by  an  event  such  as  the  system  clock  reaching  a  certain  value 
(possibly  years  later  than  the  infection),  or  the  login  of  a  particular  user  (such  as  the  boss  of 
a  disgruntled  employee).  One  of  the  all-time  favorite  virus  triggering  events  is  the  arrival  of 
a  “Friday  the  13th.” 


17.21.1  How  Worms  and  Viruses  Work 

There  are  many  types  of  viruses  (Mc89),  and  yes,  they  are  called  strains.  Boot  infectors  try 
to  get  into  boot  sectors  on  disks.  Each  time  the  system  is  booted  (i.e.,  the  operating  system 
is  loaded  and  initiated),  the  virus  is  activated.  The  virus  stays  in  control  by  inserting  itself  in 
the  “stream”  of  activity;  for  example,  it  can  catch  interrupts  and  traps.  One  of  these  tells  the 
system  that  a  new  disk  has  been  inserted  and  must  be  initialized — the  virus  takes  advantage 
of  such  an  opportunity  to  copy  itself  to  the  boot  sector  of  the  new  disk.  Other  strains  of 
viruses  infect  system  files  and  applications  programs. 

Viruses  spread  by  contact  (at  this  point  the  reader  should  already  be  reflecting  on  how 
computer  viruses  are  similar  to  the  viruses  that  afflict  humans).  This  contact  may  come  by 
sharing  disks,  or  it  may  come  through  network  connectivity.  A  virus  infects  either  by 
completely  replacing  a  code  segment,  or  by  binding  itself  to  a  code  segment.  This  fact  can 
aid  in  detection  because  the  size  of  the  infected  code  segment  is  likely  to  be  larger  than  the 
original. 

An  audit  program  could  periodically  compare  the  software  with  a  trusted  copy.  This 
could,  of  course,  consume  substantial  system  resources,  so  such  auditing  can  be  done  in  the 
off  hours  or  during  temporary  lulls  in  system  activity. 
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The  spread  of  viruses  can  be  halted  or  slowed  by  using  programs  that  prevent,  detect, 
and  recover  from  viruses  (this  sounds  a  bit  like  the  discussion  in  Chapter  6  on  another 
operating  systems  malady,  namely  deadlock). 

Some  observations  about  viruses  that  help  us  detect  them  are  that  they  infect  programs 
(not  data),  that  these  infections  change  the  infected  programs,  and  that  the  viruses 
themselves  must  eventually  be  executed. 

There  are  several  types  of  programs  that  fight  viruses.  These  either  prevent  infections, 
detect  infections,  or  identify  and  recover  from  particular  strains  of  viruses. 

Prevention  programs  operate  as  watchdogs  monitoring  all  system  activity  and  system 
data.  Any  attempt  to  access  or  modify  a  program  is  a  possible  warning  of  a  virus  attack. 
Viruses  can  be  designed,  however,  that  work  around  such  detection  mechanisms,  but  these 
require  much  greater  knowledge  of  system  internals. 

Infections  can  be  detected  by  looking  for  “muddy  footprints.”  How  can  one  determine 
if  a  program  has  been  modified?  A  detection  program  can  simply  run  a  hash  total  of  all  the 
instructions  in  the  program  and  compare  it  to  the  hash  total  supplied  with  the  original 
supposedly  nonmodifiable  program.  Any  program  that  has  been  modified  would  produce  a 
different  total.  Such  a  mechanism  could  be  thwarted,  of  course,  by  modifying  the  protected 
copy  of  the  original  hash  total;  but,  again,  this  would  require  far  more  familiarity  with  the 
system  internals. 

Various  kinds  of  “sweeper  programs”  locate  and  remove  specific  strains  of  viruses. 
Once  the  system  knows  what  to  look  for,  it  is  generally  easy  to  find  a  virus.  Unfortunately, 
given  the  myriad  of  virus  strains  in  existence,  and  given  the  rapid  evolution  of  new  strains, 
the  sweeper  programs  are  often  created  too  late  in  the  virus’s  evolution  to  be  effective. 

At  this  point,  the  reader  should  appreciate  the  magnitude  of  the  virus  problem  and  why 
it  is  likely  to  get  much  worse — especially  with  the  trend  toward  open  systems — before  it 
eventually  improves.  What  can  individuals  who  do  not  have  access  to  the  most  sophisti¬ 
cated  virus-thwarting  mechanisms  do  to  protect  their  systems? 

A  number  of  safety  techniques  are  apparent.  First,  users  must  establish  a  point  of  trust. 
For  many,  this  will  be  software  supplied  directly  by  responsible  vendors  in  original 
packaging.  This  places  a  significant  burden  on  software  developers  to  certify  not  only  that 
their  programs  perform  the  desired  functions  according  to  specifications,  but  also  that  their 
programs  are  virus  free.  The  potential  for  litigation  is  so  serious  here  that  major  software 
vendors  are  devoting  substantial  resources  to  the  development  and  implementation  of 
virus-free  certification  procedures.  The  user  who  borrows  copies  of  software,  or  who  uses 
public  domain  software  obtained  from  electronic  bulletin  boards,  is  inviting  trouble.  Some 
telltale  signs  of  infection  are  excess  disk-seeking  activity,  “soggy”  performance,  and 
reduced  amounts  of  available  primary  memory  and  disk  space. 


17.21 .2  Case  Study:  The  Internet  Worm 

This  text  went  to  press  shortly  after  what  was  probably  the  all-time  greatest  penetration  of  a 
computer  network,  an  effort  that  has  been  labeled  the  Internet  worm.  The  penetration  of 
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thousands  of  computers  on  the  U.  S.  Government-sponsored  Internet  occurred  on  Novem¬ 
ber  2,  1988.  Over  the  next  several  weeks,  hundreds  of  articles  appeared  in  major 
publications  describing  the  worm  program  itself,  speculating  on  the  author’s  identity  and 
motives,  estimating  the  damage  that  was  done,  and  describing  the  phenomenal  response  of 
the  industry  to  rid  the  Internet  of  the  worm  program.  One  of  the  most  detailed  accounts  and 
analyses  was  prepared  by  Eugene  Spafford  of  the  Department  of  Computer  Sciences  at 
Purdue  University  (Sp88).  The  reader  is  urged  to  obtain  and  study  this  remarkable  paper; 
remarkable  both  for  its  incisive  analysis  and  the  fact  that  it  was  published  within  weeks 
after  the  worm  incident  occurred. 

The  worm  program  exploited  only  a  few  weaknesses  in  certain  of  the  UNIX  systems 
on  the  Internet  (patches  to  eliminate  these  flaws  were  designed  and  distributed  within  hours 
after  the  worm  was  detected).  After  the  worm  penetrated  a  system,  it  “looked  around”  to 
seek  other  systems  to  penetrate  over  the  network.  As  it  crawled  from  system  to  system,  it 
repeatedly  infected  some  systems;  some  of  these  had  so  many  active  copies  of  the  worm 
competing  for  execution  time  that  the  systems  could  no  longer  function. 

Users  may  have  accounts  on  several  machines  in  the  Internet.  If  the  worm  compro¬ 
mised  a  user’s  account  on  one  machine,  it  would  then  try  compromising  that  user’s  ac¬ 
counts  on  remote  machines. 

The  UNIX  systems  finger  command  enables  a  user  to  determine  information  about 
other  users  on  the  system  or  the  network.  A  bug  in  one  of  its  supporting  programs  enabled 
a  buffer  to  be  overrun.  The  worm  used  this  weakness  to  deposit  information  on  the  stack 
that  ultimately  allowed  the  worm  to  infect  a  remote  machine. 

The  worm  also  took  advantage  of  a  weakness  in  sendmail,  a  program  for  transmitting 
mail  between  systems  in  a  network.  Sendmail  has  a  debugging  option,  which,  when  on, 
enables  commands,  rather  than  data,  to  be  transmitted.  The  debug  option  should  have  been 
off,  but  it  had  been  inadvertently  left  on  in  many  of  the  systems  on  the  Internet. 

Passwords  are  stored  in  UNIX  systems  in  encrypted  form  in  a  public  file.  Even  though 
there  is  no  reverse  transformation  known  to  read  the  file,  a  program  can  generate  test 
passwords,  apply  the  forward  encryption  algorithm,  and  compare  these  encrypted  test 
passwords  with  the  encrypted  passwords  in  the  file.  With  good  guesses,  the  worm  was 
eventually  able  to  determine  many  users’  passwords.  It  did  this  by  two  different  methods. 
One  was  to  try  certain  popular  passwords  (which  the  worm  had  in  a  table).  The  second  was 
to  try  various  transformations  on  information  the  worm  was  able  to  determine  about  each 
user;  some  of  these  transformations  were  as  simple  as  spelling  certain  user  facts  backwards. 

Once  the  worm  was  discovered,  it  was  easy  to  stop.  It  did  not  destroy  files,  but  it  did 
monopolize  resources  and  thus  bring  down  many  systems.  The  Internet  researchers  who 
analyzed  the  binary  code  concluded  that  the  worm  was  not  a  particularly  well-written 
program,  and  that  it  did  not  take  advantage  of  some  of  the  more  subtle  known  UNIX 
systems  security  flaws. 

As  this  text  went  to  press,  a  suspect  had  been  identified,  but  prosecution  had  not  begun. 
The  scope  of  the  penetration  was  enormous.  Some  estimates  of  lost  people  time  and 
computer  time  go  as  high  as  $100,000,000.  The  incident  has  become  legendary.  Some 
people  view  the  worm  invasion  as  a  heinous  criminal  act;  others  feel  that  the  perpetrator(s) 
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may  have  done  the  computer  industry — and  society  as  a  whole — a  great  service  by  focusing 
attention  on  how  careless  the  industry  has  been  in  constructing  systems  that  proved  so  easy 
to  compromise. 

Perhaps  incidents  like  this,  and  the  ensuing  publicity  and  public  concern,  will  hasten 
the  development  of  legislation  and  penalties  strict  enough  to  deter  future  penetration 
attempts.  The  incident  will  surely  intensify  the  research  and  development  of  operating 
systems  that  are  much  harder  to  penetrate.  Will  there  ever  be  a  system  that  is  virtually 
impossible  to  break?  Probably  not.  Does  this  mean  we  should  not  build  complex  systems? 
We  simply  may  not  have  that  choice.  Our  best  hope  should  be  to  do  a  much  better  job 
attempting  to  construct  more  secure  systems.  One  has  to  believe  that  the  Internet  worm 
incident  will  not  be  the  last  large-scale  network  penetration  we  will  see.  But  it  may  spawn 
more  research  in  the  important  area  of  operating  systems  security  than  any  other  single 
incident  in  the  history  of  computing. 


SUMMARY 

As  computing  continues  to  become  more  accessible,  security  problems  increase.  Data 
communications  and  networking  greatly  increase  the  vulnerability  of  computer-based 
systems.  User-friendliness  also  implies  increased  vulnerability. 

Sharing  and  protection  are  conflicting  goals.  It  is  easier  to  verify  the  security  of  simple 
rather  than  complex  systems.  Security  requirements  for  a  given  system  define  what  it 
means  for  that  system  to  be  secure. 

A  total  approach  to  computer  security  is  essential.  External  security  deals  with  pro¬ 
tecting  the  computer  system  from  intruders  and  disasters.  User  interface  security  is  con¬ 
cerned  with  establishing  a  user’s  identity  before  that  user  is  allowed  to  access  a  system. 
Internal  security  deals  with  ensuring  the  reliable  and  uncorrupted  operation  of  the  computer 
system  and  the  integrity  of  programs  and  data. 

Authorization  determines  what  access  is  allowed  to  what  entities.  Division  of  re¬ 
sponsibilities  gives  people  distinct  subsets  of  responsibilities;  no  one  employee  deals  with  a 
large  portion  of  the  operation  of  the  system,  so  a  security  compromise  would  have  to 
involve  several  employees. 

Surveillance  deals  with  monitoring  and  auditing  the  system,  and  authenticating  users. 
In  threat  monitoring,  the  operating  system  controls  sensitive  operations  rather  than  giving 
control  directly  to  the  users.  Surveillance  programs  perform  the  sensitive  operations.  When 
surveillance  programs  must  have  greater  access  than  user  programs  in  order  to  service  user 
requests,  this  is  called  amplification. 

The  most  common  authentication  scheme  in  use  today  is  simple  password  protection. 
Short  passwords  can  often  be  determined  by  repeated  trials.  Encryption  of  the  master  list  of 
passwords  helps  keep  passwords  secure  even  if  a  system  is  penetrated.  Passwords  should  be 
changed  frequently. 

An  audit  log  is  a  permanent  record  of  events  that  occur  in  a  computer  system;  it  is 
heavily  protected.  The  audit  log  acts  as  a  deterrent  to  those  who  would  attempt  a  security 
violation. 
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Access  rights  define  what  access  various  subjects  have  to  various  objects.  Objects  are 
protected  against  subjects.  The  most  critical  security  measures  are  implemented  in  a 
security  kernel.  A  fault-tolerant  computer  system  is  one  that  continues  to  operate  even  after 
one  or  more  components  fail.  Fault  tolerance  is  facilitated  by  incorporation  of  fail-safe 
mechanisms  into  hardware,  use  of  transparent  multiprocessing,  use  of  multiple  input/output 
subsystems,  incorporation  of  much  of  the  operating  system  into  hardware,  and  incorpora¬ 
tion  of  fault  detection  mechanisms  into  hardware. 

Capabilities-based  object-oriented  systems  are  being  investigated  today  as  a  means  of 
achieving  secure  computing  systems.  A  protection  domain  defines  the  access  rights  that  a 
subject  has  to  the  various  objects  of  a  system.  Small  protection  domains  are  important  for 
enforcing  the  principle  of  least  privilege.  For  a  subject  to  access  a  particular  object,  it  must 
possess  a  capability  to  do  so.  The  lost  object  problem  is  concerned  with  what  happens  when 
the  last  capability  to  an  object  is  deleted.  Revoking  capabilities  can  be  difficult;  a  capability 
could  have  been  copied  many  times. 

The  IBM  System/38  provides  an  object-oriented  capabilities-based  environment.  It 
provides  high-level  machine  instructions  that  directly  manipulate  objects.  System/38 
machine  objects  are  encapsulated;  their  internal  structure  is  known  only  to  the  machine.  All 
object  names  are  placed  in  cataloglike  objects  called  contexts.  A  summary  of  System/38 
machine  objects  was  presented  in  the  chapter. 

System/38  implements  capabilities  through  system  pointers.  Security  is  rigidly  en¬ 
forced;  every  reference  to  an  object  is  examined  to  be  sure  the  user  has  the  right  to  access 
the  object  in  the  desired  manner. 

Cryptography  is  important  to  the  security  of  today's  computing  systems.  The  National 
Bureau  of  Standards  has  adopted  the  Data  Encryption  Standard  (DES)  for  the  transmission 
of  sensitive  federal  information.  Some  interesting  issues  in  cryptography  are  the  privacy 
problem,  the  authentication  problem,  and  the  problem  of  dispute. 

A  sender  encrypts  plaintext  to  create  ciphertext,  which  is  transmitted  to  a  receiver  over 
an  insecure  channel  monitored  by  an  eavesdropper.  The  receiver  decrypts  the  ciphertext  to 
reconstruct  the  original  plaintext.  Cryptanalysis  is  the  process  of  attempting  to  regenerate  a 
plaintext  from  a  ciphertext,  but  without  knowledge  of  the  decryption  key. 

In  public  key  systems  the  enciphering  and  deciphering  functions  are  separated;  each 
requires  a  different  key.  One  key  is  made  public;  the  other  is  kept  private.  When  a  message 
is  encrypted  with  a  user’s  public  key,  only  that  user  can  decipher  the  message.  Using  public 
key  systems,  it  is  possible  to  implement  digital  signatures  that  guarantee  the  authenticity  of 
the  sender  of  a  message. 

Two  of  the  most  significant  cryptography  schemes  are  the  Data  Encryption  Standard 
(DES)  and  the  Rivest,  Shamir,  and  Adleman  scheme.  DES  is  a  symmetric  scheme,  in  which 
a  single  key  is  used  for  encryption  and  decryption;  RS  A  is  an  asymmetric  scheme,  in  which 
different  keys  are  used  for  these  purposes. 

The  most  common  use  of  encryption  in  today’s  operating  systems  is  to  protect  a 
system’s  master  list  of  passwords.  Encryption  is  also  used  to  protect  data  stored  in  files,  and 
to  protect  data  being  transmitted  over  networks. 

Encrypted  backup  tapes  and  disks  need  not  be  guarded  as  heavily  as  unencrypted  ones. 
Link  encryption  is  concerned  with  encryption/decryption  at  each  node  of  a  computer 
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network.  With  end-to-end  encryption,  messages  are  encrypted  only  at  their  source  and 
decrypted  only  at  their  destination.  A  challenge  and  response  procedure  can  enable  a 
system  to  authenticate  a  user  during  login  without  the  need  for  transmitting  a  key. 

An  operating  system’s  defenses  should  be  able  to  withstand  a  penetration  attempt  by  a 
nonprivileged  user;  making  an  operating  system  absolutely  impenetrable  is  an  impossible 
task.  The  best  one  can  hope  to  do  is  to  make  the  system  highly  resistant  to  penetration. 
Penetration  studies  attempt  to  estimate  a  system’s  penetration  work  factor,  that  is,  how 
much  effort  and  resources  must  be  expended  to  penetrate  the  system. 

Numerous  generic  system  functional  flaws  that  enable  successful  penetrations  were 
enumerated  in  the  chapter.  The  chapter  also  presented  an  enumeration  of  generic  operating 
system  attacks.  The  operating  system  designer  must  be  aware  of  the  techniques  used  by 
system  penetrators  if  the  designer  is  to  attempt  to  produce  a  secure  system. 

The  chapter  concluded  with  a  discussion  of  a  penetration  study  performed  at  the 
University  of  Michigan.  The  Michigan  Terminal  System  (MTS)  was  successfully  pene¬ 
trated  in  several  ways  by  a  team  of  students  with  access  to  system  documentation  and 
source  listings,  but  who  could  only  access  the  system  as  conventional  nonprivileged  users. 
The  students  used  the  flaw  hypothesis  methodology  developed  by  System  Development 
Corporation;  suspected  flaws  were  enumerated,  confirmed,  and  then  generalized  to  expose 
other  flaws  and  design  weaknesses.  The  key  flaw  that  enabled  a  total  penetration  was  a 
defect  in  the  parameter  checking  mechanisms.  After  parameters  were  verified,  the  user  was 
able  to  change  them  before  the  operating  system  actually  used  them. 
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access  control  matrix 
access  rights 
amplification 
asymmetric  encryption 
asynchronous  attack 
audit  log 
auditing 

authentication  problem 
authorization 
browsing 
capabilities  list 
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capability-based  addressing 

challenge  and  response  procedure 

ciphertext 
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composite  object 
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cryptography 
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decryption 
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eavesdropper 
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encryption 
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flaw  generalization 
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generic  system  functional  flaws 

protection  against  intruders 

graceful  degradation 

protection  domain 

IBM  System/38 

public  key 

internal  security 

public  key  system 

Internet  worm 

redundancy 

legality  checking 

repeated  trials 

link  encryption 

residue 

lost  object  problem 

revocation  of  capabilities 

NAK  attack 

security 

object-oriented  system 

security  administrator 

operating  system  penetration 

security  kernel 

operational  security 

security  requirements 

password  protection 

subjects 

penetration  study 

surveillance 

penetration  work  factor 

symmetric  encryption 

penetrator  entrapment 

threat  monitoring 

piggyback 

transparent  multiprocessing 

plaintext 

tfapdoor 

privacy  problem 

Trojan  Horse 

private  key 

unresolved  system  pointer 

problem  of  dispute 

user  authentication 

protection  against  disasters 

EXERCISES 

1 7.1  Why  is  a  precise  statement  of  security  requirements  critical  to  the  detennination  of  whether  or 
not  a  given  system  is  secure? 

17.2  User-friendliness  can  imply  increased  vulnerability.  Why? 

17.3  Sharing  and  protection  are  conflicting  goals.  Give  five  significant  examples  of  sharing 
supported  by  operating  systems.  For  each,  explain  what  protection  mechanisms  are  necessary  to 
control  the  sharing. 

17.4  How  are  surveillance  programs  used  in  threat  monitoring?  Describe  several  checks  a 
surveillance  program  might  make  to  determine  if  a  user  is  attempting  to  corrupt  a  critical  file. 

17.5  Give  several  reasons  why  simple  password  protection  is  the  most  common  authentication 
scheme  in  use  today.  Discuss  the  weaknesses  inherent  in  password  protection  schemes. 

17.6  What  is  an  audit  log?  What  information  might  an  operating  system  deposit  in  an  audit  log? 
How  does  an  audit  log  act  as  a  deterrent  to  those  who  would  commit  a  security  violation? 

1 7.7  One  maverick  operating  systems  security  expert  has  proposed  the  following  economical  way 
to  implement  a  reasonable  level  of  security:  Simply  tell  everyone  who  works  at  an  installation  that  the 
operating  system  contains  the  latest  and  greatest  in  security  mechanisms.  Do  not  actually  build  the 
mechanisms,  the  expert  says,  just  tell  everyone  that  the  mechanisms  are  in  place.  Who  might  such  a 
scheme  deter  from  attempting  a  security  violation?  Who  would  not  likely  be  deterred?  Discuss  the 
advantages  and  disadvantages  of  the  scheme.  In  what  types  of  installations  might  this  scheme  be 
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useful?  Suggest  a  simple  modification  to  the  scheme  that  would  make  it  far  more  effective,  yet  still  far 
more  economical  than  a  comprehensive  security  program. 

17.8  What  is  the  principle  of  least  privilege?  Give  several  reasons  why  it  makes  sense.  Why  is  it 
necessary  to  keep  protection  domains  small  to  effect  the  least  privilege  approach  to  security?  Why  are 
capabilities  particularly  useful  in  achieving  small  protection  domains? 

17.9  How  does  a  capabilities  list  differ  from  an  access  control  list? 

17.10  Why  is  an  understanding  of  cryptography  important  to  operating  systems  designers?  List 
several  areas  within  operating  systems  in  which  the  use  of  cryptography  would  greatly  improve  se¬ 
curity. 

17.11  What  is  a  security  kernel?  What  types  of  functions  are  controlled  by  a  security  kernel?  Give 
several  motivations  for  keeping  a  security  kernel  as  small  as  possible.  What  factors  tend  to  force 
security  kernels  to  be  larger  than  designers  consider  desirable? 

17.12  Why  is  it  desirable  to  incorporate  certain  operating  systems  security  functions  directly  into 
hardware?  Why  is  it  useful  to  microprogram  certain  security  functions? 

17.13  What  is  a  fault-tolerant  computer  system?  Why  is  interest  in  such  systems  increasing  rapidly? 
List  several  design  techniques  for  improving  the  fault  tolerance  of  computer  systems. 

17.14  Give  brief  definitions  of  each  of  the  following  terms. 

a)  cryptography  b)  Data  Encryption  Standard  (DES) 

c)  privacy  problem  d)  authentication  problem 

e)  problem  of  dispute  f)  plaintext 

g)  ciphertext  h)  insecure  channel 

i)  eavesdropper  j)  cryptanalysis 

17.15  Give  brief  definitions  of  each  of  the  following  terms 

a)  public  key  system  b)  public  key 

c)  private  key  d)  digital  signature 

e)  link  encryption  f)  end-to-end  encryption 

g)  challenge  and  response  procedure 

17.16  Why  is  input/output  such  a  ripe  area  for  penetration  attempts? 

17.17  What  is  a  penetration  work  factor?  Why  is  it  so  difficult  to  determine? 

17.18  Argue  both  for  and  against  the  incorporation  of  penetrator  entrapment  mechanisms  in 
operating  systems. 

17.19  Asynchronous  operating  system  attacks  can  occur  in  a  uniprocessor  system,  but  they  are  a  far 
more  serious  problem  in  multiprocessing  systems  and  computer  networks.  Explain  why. 

17.20  Why  are  denial  of  access  attacks  of  such  great  concern  to  operating  systems  designers?  List  as 
many  software-oriented  means  as  you  can  that  might  be  used  in  a  denial  of  access  attack. 

17.21  Explain  how  public  key  cryptography  systems  provide  an  effective  means  of  implementing 
digital  signatures. 

17.22  Explain  how  cryptography  is  useful  in  each  of  the  following. 

a)  protecting  a  system's  master  list  of  passwords 

b)  protecting  stored  files 


Literature  559 


c)  protecting  vulnerable  transmissions  in  computer  networks 

d)  user  authentication  in  login  attempts 

17.23  Summarize  the  results  of  the  case  study  describing  the  penetration  attack  on  the  Michigan 
Terminal  System. 

1 7.24  The  UNIX  systems  administrator  cannot  determine  the  password  of  a  user  who  has  lost  his  or 
her  password.  Why?  How  can  that  user  regain  access  to  the  computer? 

17.25  How  could  a  UNIX  systems  user  seize  control  of  a  system,  thus  locking  out  all  other  users? 
What  defense  may  be  employed  against  this  technique? 

1 7.26  (Project)  Write  a  research  paper  on  the  use  of  object-oriented  programming  languages,  such 
as  C++,  in  writing  operating  systems.  In  particular,  investigate  the  use  of  object-oriented  languages  in 
the  Mach  operating  system  developed  at  Carnegie-Mellon  University,  and  in  UNIX  System  V 
Release  4  developed  by  AT&T  and  Sun  Microsystems. 

17.27  (Project)  Do  a  thorough  technical  analysis  of  the  Internet  worm  incident. 

17.28  (Project)  Discuss  the  ethical  and  legal  issues  surrounding  the  practice  of  hacking.  Discuss  the 
Internet  worm  incident. 

17.29  (Project)  At  the  moment,  it  appears  that  our  computing  systems  are  easy  targets  for 
penetration.  Enumerate  the  kinds  of  weaknesses  that  are  prevalent  in  today’s  systems.  Suggest  how  to 
correct  these  weaknesses. 

Term  Project 

1 7.30  Design  a  penetration  study  for  a  large  computer  system  with  which  you  are  familiar.  Adhere 
to  the  following: 

a)  Perform  the  study  only  with  the  full  cooperation  of  the  computer  center  administrators 
and  personnel. 

b)  Arrange  to  have  ready  access  to  all  available  system  documentation  and  software  (and 
firmware)  source  listings. 

c)  Agree  that  any  flaws  you  discover  will  not  be  made  public  until  they  have  been  cor¬ 
rected. 

d)  Prepare  a  detailed  report  summarizing  your  findings  and  suggesting  how  to  correct  the 
flaws. 

e)  Your  primary  goals  are  to  achieve 

i)  total  system  penetration 

ii)  denial  of  access  to  legitimate  system  users 

iii)  the  crashing  of  the  system. 

f)  You  may  access  the  system  only  through  conventional  mechanisms  available  to 
nonprivileged  users. 

g)  Your  attacks  must  be  software  and/or  firmware  oriented. 
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APPENDIX 

The  Publication:  Department  of  Defense  Trusted  Computer  System  Evaluation  Criteria  (DoD 
5200.28-STD)  may  be  ordered  from: 

Office  of  Standards  and  Products 
National  Computer  Security  Center 
Fort  Meade,  MD  20755-6000 
Attn:  Chief,  Computer  Security  Standards 
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UNIX  Systems 


UNIX  is  a  simple,  coherent  system  that  pushes  a  few  good 
ideas  and  models  to  the  limit.  It  is  this  aspect  of  the  system, 
above  all,  that  endears  it  to  its  adherents. 

Dennis  M.  Ritchie 
1983  Turing  Award  Lecture 
Association  for  Computing  Machinery.  Inc. 


Intelligence  ...  is  the  faculty  of  making  artificial  objects,  es¬ 
pecially  tools  to  make  tools. 

Henri  Bergson 


The  genius  of  the  UNIX  system  is  its  framework,  which  en¬ 
ables  programmers  to  stand  on  the  work  of  others. 

1983  Turing  Award  Selection  Committee 


UNIX  isn’t  just  our  cozy  little  operating  system  anymore. 
Judith  Hurwitz 

quoted  in  UNIX  World,  March  1989 


For  we  are  your  offspring. 

Cleanthes 
Hymn  to  Zeus 
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18.1  INTRODUCTION 

The  UNIX  operating  systems  developed  at  Bell  Laboratories  are  among  the  notable 
successes  in  the  field  of  operating  systems  (Ri84).  UNIX  systems  provide  a  friendly  en¬ 
vironment  for  program  development  and  text  processing.  They  make  it  easy  to  combine 
programs  with  one  another;  this  encourages  a  modular,  tool-oriented  building-block  ap¬ 
proach  to  program  design  (Pi84).  Once  a  UNIX  operating  system  has  been  ported  to  an¬ 
other  machine  (i.e.,  moved  to  a  new  system  as  has  happened  dozens  of  times),  a  huge 
library  of  utilities  becomes  available  on  the  target  machine;  this  has  been  key  to  the  success 
of  UNIX  systems.  More  than  one  million  UNIX  systems  have  been  shipped.  UNIX  systems 
may  eventually  become  the  world’s  most  widely  used  operating  systems. 

This  case  study  discusses  the  UNIX  systems  phenomenon,  considers  why  UNIX 
systems  have  evolved  to  a  position  of  prominence  in  the  open  systems  efforts  of  major 
organizations,  and  examines  the  internal  structure  of  UNIX  systems.  The  case  study 
generally  discusses  SunOS,  the  Sun  Microsystems  version  of  UNIX  systems,  one  of  the 
more  widely  used  UNIX  systems  in  universities  and  in  advanced  workstations. 

Each  of  the  other  case  studies  in  the  next  several  chapters  discusses  a  single  operating 
system.  Unfortunately,  we  do  not  have  that  luxury  of  precision  here  because  the  “UNIX 
operating  system”  is  really  a  series  of  distinct  systems.  This  case  study  discusses  each  of  the 
leading  UNIX  systems,  and  indicates  some  newcomers  that  are  likely  to  receive  significant 
interest  in  the  1990s.  The  reader  is  urged  to  consult  the  documentation  at  his  or  her 
installation  to  clarify  the  specific  UNIX  system  being  used  and  the  features  that  are 
available. 

The  frontpaper  of  this  text  contains  a  graphic  of  the  organization  of  AT&T’s  UNIX 
System  V;  this  illustrates  the  relationships  among  the  key  data  structures  managed  by  the 
operating  system.  The  appendix  to  this  chapter  contains  a  summary  of  the  system  calls  in 
UNIX  System  V;  we  do  not  have  space  to  discuss  all  of  these  in  the  case  study,  but  we 
included  this  listing  to  give  the  reader  an  indication  of  the  functionality  of  the  operating 
system. 

The  first  edition  of  this  textbook  went  to  production  just  as  the  IBM  Personal 
Computer  was  being  announced  in  August  of  1981.  UNIX  systems  were  available  on  a 
number  of  minicomputers  and  mainframes.  They  were  beginning  to  appear  on  personal 
computers  in  the  form  of  Microsoft’s  XENIX  (Mo86)  system,  but  personal  computer  users 
of  the  time  did  not  need  multiuser,  multitasking  operating  systems,  nor  was  the  hardware 
really  powerful  enough  to  run  them  effectively. 

Since  that  time  microprocessors  have  evolved  from  relatively  slow  8-bit  chips,  to  more 
powerful  16-bit  chips,  and  currently  into  the  range  of  32-bit  chips  that  support  multiuser, 
multitasking,  virtual  storage  operating  systems  and  computer  networking.  Putting  UNIX  on 
anything  less  than  a  minicomputer  did  not  make  much  sense  in  1981.  Today.  UNIX  can 
easily  be  accommodated  on  the  prevalent  microprocessors  such  as  the  Motorola  68030  and 
the  Intel  80386,  among  others.  To  be  competitive  in  the  personal  computer  marketplace  and 
in  the  advanced  workstation  marketplace,  companies  must  offer  UNIX  systems  with  the 
various  powerful  capabilities  of  AT&T’s  System  V  (currently  in  Release  3  and  referred  to 
as  SVR3)  (So85)  (AT86)  (AT86a)  (AT86b)  (Bo87)  (AT88a)  and  the  Berkeley  Software 
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Distribution  (BSD)  system  4.3  (Qu85)  (Bk86)  (Uc86)  (Lf88a)  (Wa88).  At  the  end  of  this 
case  study  we  discuss  the  various  competing  UNIX  systems  that  are  likely  to  be  prevalent 
in  the  early  1990s,  including  AT&T’s  SVR4,  IBM’s  AIX,  Carnegie  Mellon’s  Mach,  and 
others. 

UNIX  systems  have  become  the  preferred  operating  systems  for  many  software  de¬ 
velopers  to  port  their  applications  to,  particularly  developers  of  advanced  graphics-inten¬ 
sive  CASE  systems,  CAD/CAM  systems,  and  other  systems  that  require  the  computing 
power  of  32-bit  microprocessors. 

Many  UNIX  systems,  particularly  those  based  on  the  Intel  80386  microprocessor 
(AT88a)  (Hn88)  (La88),  provide  users  with  MS-DOS/DOS  compatibility  (see  Chapter  20); 
this  enables  users  to  run  the  massive  base  of  IBM  PC  software  applications  in  addition  to 
the  base  of  UNIX  systems  applications. 

The  UNIX  operating  system  of  198 1  was  a  keystroke-intensive  system  requiring  a  long 
list  of  commands  with  a  variety  of  syntaxes.  The  latest  generation  of  UNIX  systems  often 
provide  user-friendly,  mouse-oriented,  window-oriented  interfaces  such  as  MIT’s  X  Win¬ 
dow  System  (Le88)  (Sc88),  Sun  Microsystems’  NeWS  (Lf88),  and  AT&T’s  Open  Look 
(Ch88). 

UNIX  systems  have  become  the  personal  computer  operating  systems  of  choice 
among  “power  users”  and  are  likely  to  become  personal  computer  operating  systems  of 
choice  for  millions  of  others.  Almost  every  major  computer  manufacturer  now  offers  some 
form  of  UNIX  systems.  Many  companies  that  had  been  offering  UNIX  systems  “in  addition 
to”  their  proprietary  systems  now  tout  UNIX  systems  as  being  of  at  least  equal  importance. 

A  key  reason  for  UNIX  systems’  wide  use  today  is  that  AT&T  licensed  them  inex¬ 
pensively  and  widely  to  universities  and  to  industry  in  the  1970s  and  1980s.  Dozens  of 
varieties  of  UNIX  systems  have  evolved  (perhaps  unfortunately).  UNIX  systems  are  nei¬ 
ther  the  most  powerful  nor  the  most  efficient  operating  systems  available  today.  But  they  do 
have  the  distinction  of  being  the  operating  systems  most  major  vendors  have  chosen  for 
inclusion  in  their  open  systems  strategies.  Estimates  are  that  UNIX  systems  will  soon  be 
shipped  with  20%  of  all  new  computing  systems  built  each  year. 

18.2  HISTORY 

from  1965-1969,  Bell  Laboratories  participated  with  General  Electric  (later  Honeywell) 
and  Project  MAC  (at  the  Massachusetts  Institute  of  Technology)  in  the  development  of  the 
Multics  system  (Or72).  Originally  designed  for  the  GE-645  mainframe,  Multics  was  a  large 
and  complex  system.  The  Multics  designers  envisioned  a  general  purpose  computer  utility 
that  could  essentially  be  “all  things  to  all  people.” 

As  the  effort  progressed,  it  became  clear  that  although  Multics  was  likely  to  deliver  the 
variety  of  services  required,  it  would  be  a  huge,  expensive,  and  ponderous  system.  For  these 
reasons.  Bell  Laboratories  withdrew  from  the  effort  in  1969.  Some  members  of  Bell’s 
research  staff  began  to  work  on  a  far  less  ambitious  system.  The  group,  led  by  Ken 
Thompson,  sought  to  create  a  simple  computing  environment  for  programming  research 
and  development.  The  first  version  of  UNIX  systems  was  produced  for  a  DEC  PDP-7  and 
was  written  in  assembly  language. 
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Thompson  implemented  a  file  system,  a  process  control  mechanism,  file  utilities,  and  a 
command  interpreter;  the  eventual  completion  of  an  assembler  made  the  system  a  complete 
program  development  and  operating  system  package.  In  1970  Brian  Kernighan  coined  the 
name  “UNIX”  as  a  pun  on  Muldcs;  indeed,  in  the  sense  that  Multics  was  “multi,”  UNIX 
systems  were  indeed  “uni”  limited  computing  services.  (Insiders  claim  that  the  real  pun  was 
derived  from  “castrated  Multics!”) 

When  the  PDP-1 1  appeared,  its  attractive  price  enabled  the  group  to  acquire  the  ma¬ 
chine  (Ri84).  It  lacked  multiprogramming  support.  The  computer  had  only  24K  with  the 
operating  system  occupying  16K;  8K  was  reserved  for  the  user.  The  maximum  file  size  was 
64K  bytes.  Text  processing  was  the  primary  application.  There  was  no  storage  protection, 
so  the  system  could  easily  crash  when  testing  a  new  program.  The  disk  was  small  (1/2 
megabyte). 

Dennis  Ritchie  joined  the  development  effort  and  helped  rewrite  UNIX  systems  in  C 
by  1973  (Jo78),  (Ke78),  (Ri78b).  This  helped  make  UNIX  systems  software  more  portable 
and  understandable.  The  fact  that  the  first  version  of  the  UNIX  operating  system  was  built 
in  just  a  few  work-years  primarily  by  two  people,  and  the  fact  that  the  people  who  built  the 
UNIX  system  were  major  users  of  it,  contributed  much  to  UNIX’s  unique  design  and 
coherence.  Thompson’s  and  Ritchie’s  contributions  have  been  recognized  with  the  Turing 
award,  the  most  prestigious  award  in  the  computing  community  (Ri84b)  (Th84). 

AT&T,  before  deregulation,  was  not  allowed  to  compete  in  the  computer  industry,  so  it 
made  UNIX  systems  available  to  universities  for  a  nominal  fee.  Importantly,  AT&T  also 
distributed  the  source  code,  thus  encouraging  further  development  and  innovation.  The 
source  code  is  still  available,  but  few  users  request  it  today.  Many  thousands  of  students 
who  used  UNIX  systems  in  the  universities  entered  industry  and  advised  their  organiza¬ 
tions  to  make  major  UNIX  systems  commitments.  By  1975,  UNIX  systems  had  become 
extremely  popular  in  the  universities,  and  a  users’  organization  developed  that  evolved  into 
the  group  now  called  USENIX.  Other  user  groups,  such  as  /usr/group,  appeared.  (See  the 
appendix  to  this  chapter  for  the  addresses  of  user  groups  and  other  organizations  mentioned 
in  this  case  study.) 

UNIX  systems  meet  the  needs  of  programmers  building  software  and  of  administrators 
who  must  control  software  development  efforts.  They  were  not,  however,  designed  to 
replace  “heavy-duty”  commercial  operating  systems  (such  as  MVS;  see  Chapter  20)  that 
support  massive  data  processing,  although  recent  UNIX  systems  designed  for  mainframes 
do  indeed  support  commercial  applications  effectively.  Hardware  performance  was  not  one 
of  the  design  precepts  in  early  UNIX  systems.  Security,  reliability,  recoverability,  and  other 
issues  critical  in  commercial  systems  were  also  downplayed  in  early  UNIX  systems. 

The  UNIX  Time-Sharing  System,  Seventh  Edition,  released  in  1979,  brought  UNIX 
systems  closer  to  becoming  valid  commercial  products.  Files  could  be  as  large  as  one 
billion  bytes.  The  system  was  made  more  portable.  The  C  language  was  extended.  A  more 
powerful  shell  (interpreter  of  user  commands)  was  implemented  including  string  variables, 
structured  programming,  trap  handling,  and  other  features.  A  capability  was  added  for 
machine-to-machine  file  transfers. 

Recognizing  the  value  of  UNIX  systems,  Microsoft  announced,  in  1980,  that  it  would 
provide  XENIX,  a  commercial  version  of  a  UNIX  systems,  on  16-bit  microprocessors.  To 
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improve  the  viability  of  a  UNIX  system  as  a  commercial  product,  Microsoft  added  hard¬ 
ware  error  recovery,  automatic  file  repair  after  crashes,  power-fail  and  parity  error 
detection,  shared  data  segments,  and  improved  interprocess  communication. 

In  1980,  The  University  of  California  at  Berkeley  was  funded  by  the  Defense 
Department  to  evolve  UNIX  systems  from  small  timesharing  operating  systems  into 
systems  appropriate  for  studying  distributed  computing  environments.  This  resulted  in  the 
development  of  the  4.1  BSD  system  that  ran  on  DEC's  VAX  computers.  The  4.1  BSD 
system  offered  much  larger  address  spaces,  demand-paged  virtual  memory,  a  faster  and 
more  powerful  file  system,  interprocess  communication,  support  for  local  area  networks,  a 
full-screen  editor,  and  another  shell. 

AT&T  began  marketing  UNIX  System  III  in  1982.  System  III  offered  remote  job 
entry,  the  Source  Code  Control  System  (for  controlling  the  development  of  large  software 
systems)  (Tm84)  (Tm84a)  (Tm84b),  and  system  accounting  routines.  System  III  eventually 
evolved  into  System  V  with  a  better  file  system,  a  better  terminal  device  driver,  and  better 
interprocess  communication  facilities. 

Sun  Microsystems  modeled  its  SunOS  version  of  UNIX  systems  after  the  4.2  BSD 
system  developed  at  Berkeley  (Co85)  (La88).  Sun  wanted  a  system  for  supporting  a  net¬ 
work  of  workstations.  Sun  enhanced  4.2  BSD  to  include  facilities  for  supporting  a  graphic, 
windowing,  mouse-oriented  interface.  It  provided  facilities  for  diskless  workstations  to  use 
the  network  for  file  storing  and  sharing,  and  for  paging. 

UNIX  systems  have  been  successfully  implemented  on  a  wide  variety  of  supercom¬ 
puters,  mainframes,  minicomputers,  advanced  workstations,  and  personal  computers 
(Mo89a).  Early  UNIX  systems  were  real  storage  systems  (see  Chapter  7),  but  today’s 
UNIX  systems  are  almost  exclusively  virtual  storage  systems  (see  Chapters  8  and  9). 

Large  tasks  may  often  be  accomplished  by  combining  existing  small  programs  rather 
than  by  developing  new  programs.  This  kind  of  composition  is  facilitated  by  UNIX 
systems’  ability  to  route  the  output  of  one  program  directly  to  the  input  of  another.  UNIX 
systems  provide  software  tools  that  support  program  development  environments.  UNIX 
systems  have  been  proven  to  be  productive  software  engineering  environments  in  which 
reusable  software  has  become  commonplace. 


18.3  THE  SHELL 

The  shell  is  the  UNIX  systems’  mechanism  for  interfacing  between  users  and  the  system 
(Bo78)  (Ha88)  (Ko88).  It  is  a  command  interpreter  that  reads  lines  typed  by  the  user  and 
causes  the  execution  of  the  requested  system  features.  It  is  an  application  program  like  any 
other;  it  is  not  part  of  the  kernel.  Custom  shells  are  often  written.  UNIX  systems  often 
support  several  different  shells.  The  shell  is  not  permanently  resident  in  main  memory  like 
the  kernel — it  can  be  swapped  as  needed. 

Three  of  the  most  popular  shells  (Ha88)  are  the  Bourne  shell  (stored  in  program  file 
sh ),  the  Berkeley  C  shell  (stored  in  csh),  and  the  Korn  shell  ( stored  in  ksh).  The  Bourne  shell 
has  been  the  primary  AT&T  UNIX  systems  shell.  The  C  shell  (which  has  a  syntax  similar  to 
the  programming  language  C)  was  developed  by  Bill  Joy  of  Sun  Microsystems  while  he 
was  at  Berkeley.  The  AT&T  Korn  shell  provides  many  enhancements  to  the  Bourne  shell. 
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including  various  features  from  the  C  shell.  These  shells  are  not  graphics-oriented  like 
Apple's  Macintosh  graphics  interface  (see  Chapter  22)  or  IBM’s  Presentation  Manager  for 
its  OS/2  operating  system  (see  Chapter  23).  But  they  remain  popular  among  experienced 
users;  novices  generally  find  the  graphics  shells  more  attractive.  A  number  of  graphics- 
oriented  interfaces  for  UNIX  systems  are  in  use,  including  MIT’s  X  Window  System, 
AT&T  and  Sun’s  Open  Look,  and  DEC’S  DECwindows.  Morris  and  Brooks  (Mo89)  give  a 
detailed  comparison  of  IBM’s  Presentation  Manager  and  the  X  Window  System. 

The  full  command  languages  interpreted  by  the  various  shells  are  substantial  and 
somewhat  complex,  but  most  of  the  commands  are  simple  to  use  and  relatively  consistent. 
The  shell  issues  a  prompt  such  as  “$”  or  (the  latter  on  csh)  to  indicate  that  it  is  ready  for 
the  next  command  line.  A  command  line  consists  of  a  command  name  (i.e.,  the  name  of  an 
executable  file),  followed  by  a  list  of  arguments  separated  by  blanks.  The  shell  breaks  up 
the  command  line  into  its  components.  A  fork  is  performed,  creating  a  child  process 
containing  the  shell.  The  file  specified  in  the  command  is  loaded,  and  the  command 
arguments  are  made  accessible  to  it.  The  child  executes  the  command  while  the  parent 
process  waits  for  the  child  to  terminate  with  an  exit  call.  Upon  termination  of  the  child,  the 
shell  types  its  prompt  to  the  keyboard  to  indicate  that  the  user  may  type  the  next  command. 

The  shell  gives  each  program  it  executes  three  open  files — standard  input  (usually  the 
keyboard),  standard  output  (usually  the  display),  and  standard  error  (usually  the  display). 
These  files  are  normally  assigned  to  the  terminal,  but  they  may  easily  be  redirected  as  in  the 
following.  In  a  command  line,  if  an  argument  is  preceded  by  “<”  then  it  names  a  file, 
producing  input  for  the  command.  A  file  prefixed  by  “>”  is  for  receiving  the  standard 
output  of  commands.  A  prefix  of  “>  >”  means  that  the  output  is  appended  to  the  file  rather 
than  replacing  it.  The  file  names  following  these  prefixes  are  interpreted  by  the  shell  and  are 
not  passed  to  the  commands.  The  importance  of  this  is  that  input  and  output  may  be 
redirected  to  and  from  files  without  modifying  the  program. 

The  various  shell  command  languages  include  control  flow  capabilities.  Command 
language  programs  may  be  written  using  if/then/else ,  case ,  while ,  and  for  structures. 

The  user  may  initiate  a  background  task  by  following  a  command  with  an  ampersand 
(&).  In  this  case,  the  shell  does  not  wait  for  the  execution  of  the  command  to  finish.  It 
immediately  prompts  for  a  new  command  while  the  previous  command  executes  in  the 
background.  The  command  specified  may  be  a  file  containing  other  commands,  so  an 
interactive  user  can  initiate  substantial  batch  processing  sequences  (such  as  lengthy 
compilations)  to  be  run  in  the  background.  As  a  simple  example,  the  command 

(cc  source;  a . out ) S 

causes  the  two  commands  (a  compile-and-go  sequence)  to  be  executed  in  the  background. 
The  semicolon  ( ; )  is  a  statement  separator.  It  indicates  that  the  separated  commands  are  to 
be  executed  sequentially.  The  parentheses  are  used  to  group  commands,  in  this  case  so  that 
the  &  applies  to  the  entire  sequence.  A  user  may  initate  several  background  tasks.  While 
background  tasks  are  executing,  the  user  may  continue  interactively  entering  and  executing 
commands  in  the  foreground. 
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18.4  THE  KERNEL 

UNIX  systems  contain  a  kernel,  one  or  more  shells,  and  various  utilities.  The  kernel  is  the 
central  part  of  UNIX  operating  systems;  it  encapsulates  the  hardware  and  provides  UNIX 
systems  services  to  applications  programs.  The  kernel  provides  process  management, 
memory  management,  I/O  management,  and  timer  management.  Much  as  the  shell 
provides  services  to  users,  the  kernel  provides  services  to  applications  programs  (including 
the  shell). 

The  kernel  manages  real  memory  and  allocates  the  processor  automatically.  Other 
kernel  functions  are  provided  in  response  to  requests,  called  system  calls,  from  applications 
processes.  System  calls  return  -1  if  an  error  arises,  or  some  other  value  if  execution  is 
successful.  When  -1  is  returned,  the  external  value  ermo  contains  an  indication  of  what 
caused  the  problem. 

UNIX  systems  manage  many  concurrent  processes.  Each  process  has  its  own  address 
space  for  protection,  but  processes  may  share  the  same  copy  of  a  reentrant  program.  Some 
system  calls  are  privileged  and  may  only  be  executed  by  privileged  processes;  the  login 
mechanism  determines  which  processes  will  receive  privileged  status.  All  users  enter  the 
system  by  typing  a  login  name  and  a  password.  The  predefined  login  name  root  is  for  the 
superuser  (the  system  administrator).  The  superuser  creates  privileged  processes:  proc¬ 
esses  created  by  other  users  are  generally  unprivileged. 

UNIX  systems  create  and  destroy  processes  frequently.  Each  time  the  user  enters  a 
command,  for  example,  the  shell  creates  a  separate  process  to  execute  each  executable  file 
in  the  command.  Each  created  process  normally  bears  some  resemblance  to  its  creator. 

Each  process  has  a  text  (or  code)  region,  a  data  region,  a  stack  region,  and  various  data 
structures  that  constitute  its  process  environment.  The  text  region  contains  reentrant 
procedure  code  and  unmodifiable  data;  only  a  single  copy  of  a  shared  reentrant  procedure  is 
maintained  in  primary  storage.  The  data  region  contains  modifiable  data.  The  stack  region 
contains  the  process's  stack.  One  reason  to  separate  the  text  region  from  the  others  is  for 
protection;  if  the  text  and  data  regions  were  together,  for  example,  then  it  might  become 
possible  for  a  program  to  modify  its  procedure  code  (Ba86). 

A  process's  environment  normally  includes  its  register  contents,  its  process  priority, 
and  a  list  of  its  open  files.  Processes  cannot  modify  their  environments  directly;  rather  they 
can  request  modifications  through  system  calls  to  the  operating  system. 

The  fork  system  call  creates  a  new  child  process,  which  is  a  copy  of  the  parent  process. 
The  child  shares  the  reentrant  code  of  the  parent  and  receives  copies  of  the  parent’s  data  and 
stack  segments.  The  parent  issues  the  wait  system  call  to  wait  for  the  termination  of  a  child. 
The  vfork  system  call  (a  Berkeley  enhancement)  is  an  optimized/orA  used  when  the  parent 
does  not  need  to  execute  in  parallel  with  the  child;  the  child  shares  the  parent’s  text,  data, 
and  stack  regions.  The  fork  call  returns  a  value  so  that  each  process  may  determine  if  it  is 
the  parent  or  the  child. 

Processes  may  be  terminated  voluntarily  by  the  exit  call,  or  involuntarily  as  a  result  of 
illegal  actions  or  signals  or  traps  generated  by  the  user.  Traps  are  caused  by  program 
exceptions  such  as  references  to  bad  addresses  or  attempts  to  execute  undefined  operation 
codes. 
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18.5  THE  FILE  SYSTEM 

UNIX  systems  use  a  hierarchical  file  system  with  the  root  node  at  its  origin  (see  Chapter 
13).  File  names  appear  in  directories  which  are  UNIX  files.  Each  directory  entry  contains 
the  file  name  and  a  pointer  to  the  file’s  inode ;  the  inode  contains  pointers  to  the  file’s  disk 
blocks.  The  detailed  structure  of  an  inode  is  discussed  in  the  next  section.  The  file  system 
directory  structure  is  maintained  by  the  kernel.  From  the  system’s  standpoint,  a  directory  is 
indistinguishable  from  an  ordinary  file  except  for  the  restriction  that  users  cannot  write  to 
directories:  users  can,  however,  read  from  directories. 

Each  user  has  a  login  directory.  The  user  may  create  subordinate  directories.  File 
names  created  by  one  user  (subordinate  to  that  user’s  login  directory)  do  not  conflict  with 
identical  names  created  by  other  users. 

A  file  name  may  be  suffixed  with  an  extension  to  indicate  the  nature  of  the  file’s 
contents  (such  as  .p  for  Pascal  code  and  .c  for  C  source  code).  Extensions  are  conventions 
established  by  users  and  programs  that  use  the  file  system,  but  extensions  are  not  in  any 
way  critical  to  the  file  system  itself. 

Directories  and  ordinary  files  are  arranged  in  a  hierachical  tree  structure  with  a  “root” 
directory  at  its  origin  (see  Fig.  18.1).  Ordinary  files  appear  at  the  leaves  of  the  tree. 


Fig.  18.1  Sun  UNIX  file  system  hierarchy.  (Reprinted  with  the  permission  of  Sun 
Microsystems,  Inc.) 
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Individual  files  may  be  identified  by  using  either  an  absolute  path  name  or  a  relative  path 
name.  For  example,  the  lengthy  absolute  path  name 

/usr/terry/notes/apr22.txt 

is  interpreted  (see  Fig.  18. 1 )  as  follows:  apr22.txt  is  an  ordinary  file  which  is  subordinate  to 
directory  notes,  which  is  subordinate  to  directory  terry  which  is  subordinate  to  directory 
usr,  which  is  (finally)  subordinate  to  the  root  directory  (the  initial  slash  in  an  absolute  path 
name  denotes  the  root  directory;  other  slashes  simply  separate  the  remaining  directory 
names  and  the  file  name  from  one  another).  Or  more  directly:  the  path  to  apr22.txt  begins  at 
the  root  directory  and  then  goes  through  the  usr  directory,  the  terry  directory,  and  the  notes 
directory  that  contains  the  entry  for  apr22.txt. 

Working  with  absolute  path  names  can  be  tedious,  especially  if  the  directory  structure 
has  many  levels  and  if  directory  and  ordinary  file  names  are  long.  Users  tend  to  work  on 
closely  related  files  at  one  time;  these  are  often  in  the  same  directory  of  the  tree  structure,  or 
in  nearby  directories.  So  relative  path  names  may  be  used  to  specify  files  more  efficiently. 
At  any  time,  the  system  knows  which  directory  the  user  is  currently  working  in;  this  is 
called  the  user’s  current  directory  or  working  directory.  Any  path  name  not  beginning  with 
a  slash  is  interpreted  as  being  relative  to  the  current  directory.  Thus,  if  the  user  is  currently 
working  in  directory  /usr/ terry/ notes,  then  referencing  the  name  apr22.txt  directly  is 
sufficient  to  locate  that  file  uniquely.  If  the  user  is  working  in  directory  lusr/terry,  then  the 
relative  path  name  noteslapr22.txt  is  required  to  locate  the  file  uniquely.  Various  system 
calls  enable  the  user  to  move  from  one  working  directory  to  another. 

The  file  directory  structure  appears  as  a  single  file  system,  but  it  may  be  viewed  as 
many  separate  file  systems  anchored  by  the  root  directory  and  subordinate  to  it.  These  file 
systems  may  reside  on  the  same  disk  as  the  root  of  the  file  system  or  on  separate  disks,  with 
the  restriction  that  any  file  system  must  reside  on  one  disk  only. 

The  privileged  mount  system  call  is  used  to  attach  a  file  system  to  a  directory  of 
another  file  system;  the  amount  system  call  detaches  a  file  system.  The  combination  of 
these  calls  facilitates  disk-oriented  file  systems  in  which  disk  packs  are  mounted  and 
unmounted,  and  in  which  new  disk  drives  are  added  and  old  or  damaged  ones  removed. 
Systems  such  as  the  Sun  Microsystems  Network  File  System  (Section  18.10.3)  and  AT&T’s 
Remote  File  System  (Section  18. 10.4)  extend  these  capabilities  so  that  file  systems  may  be 
shared  across  a  network;  one  workstation  may  share  a  file  system  mounted  on  another 
workstation  by  mounting  it  on  its  local  file  system  as  well  (Sb85)  (Wh85). 

A  UNIX  file  is  a  collection  of  randomly  addressable  bytes.  A  file  contains  whatever 
data  the  user  chooses  to  put  in  it,  and  has  no  structure  other  than  that  imposed  on  it  by  the 
user. 

A  UNIX  file  system  is  a  data  structure  resident  on  disk;  it  contains  a  super  block  that 
defines  the  file  system,  an  array  of  inodes  that  define  the  files  in  the  file  system,  the  actual 
file  data  blocks,  and  a  collection  of  free  blocks.  All  allocation  is  performed  in  fixed-size 
blocks. 

A  nondirectory  file  may  appear  in  many  different  directories  under  perhaps  different 
names;  this  is  called  linking.  Directory  entries  for  files  are  called  links.  Files  exist  inde- 
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pendently  of  directory  entries;  the  links  in  the  directories  point  to  inodes  which,  in  turn, 
point  to  the  actual  physical  files.  A  file  disappears  when  the  last  link  to  it  is  deleted. 

Each  supported  device  is  associated  with  one  or  more  special  files.  Input/output  to 
special  files  is  done  in  the  same  manner  as  with  ordinary  disk  files,  but  these  requests  cause 
activation  of  the  associated  devices.  Each  special  file  usually  resides  in  directory  /dev. 


18.5.1  The  Inode 

An  inode  contains  the  owner’s  user  identification  and  owner’s  group  identification,  pro¬ 
tection  bits,  physical  disk  addresses  for  the  contents  of  the  file,  file  size,  time  of  creation, 
time  of  last  use,  time  of  last  modification  to  the  file,  time  of  last  modification  to  the  inode, 
the  number  of  links  to  the  file,  and  an  indication  of  whether  the  file  is  a  directory,  an 
ordinary  file,  a  character  special  file  (which  represents  a  character-oriented  device),  a 
block  special  file  (which  represents  a  block-oriented  device),  or  a  pipe  (see  Section  18.6.4). 

File  blocks  on  disk  can  be  contiguous,  but  it  is  more  likely  that  they  will  be  dispersed. 
The  inode  contains  the  information  needed  to  locate  a  block  in  a  file.  As  we  will  soon  see, 
the  inode  data  structure  tends  to  provide  fast  access  for  small  files;  larger  files,  by  far  in  the 
minority  on  typical  UNIX  systems,  can  require  longer  access  times. 

The  inode  contains  the  information  needed  to  locate  all  of  a  file’s  physical  blocks  (Fig. 
18.2).  The  information  points  directly  to  the  first  blocks  of  a  file,  and  then  uses  various 
levels  of  indirection  to  point  to  the  remaining  blocks. 

The  block  locator  information  in  the  inode  consists  of  13  fields.  Fields  0  through  9  are 
direct  block  addresses;  they  point  successively  to  the  first  10  blocks  of  a  file.  Since  the  vast 
majority  of  UNIX  files  are  small,  these  ten  fields  often  suffice  to  locate  all  of  a  file's 
information  directly.  Field  10  is  an  indirect  block  address;  it  points  to  a  block  containing  the 
next  group  of  block  addresses;  this  block  can  contain  as  many  block  addresses  as  will  fit 
(blocksize/blockaddresssize) — normally  several  hundred  entries. 

Field  1 1  contains  a  double-indirect  block  address.  It  points  to  a  block  containing  indi¬ 
rect  block  addresses;  this  block,  in  turn,  points  to  blocks  containing  direct  block  addresses. 

Field  12  contains  a  triple  indirect  block  address.  This  points  to  a  block  of  double- 
indirect  block  addresses.  Each  entry  in  this  block  points  to  a  block  of  indirect  addresses. 
Each  entry  in  these  blocks  point  to  a  block  of  direct  addresses.  Each  entry  in  these  blocks 
points  to  a  block  of  the  file. 


18.5.2  Permissions 

Every  UNIX  file  has  associated  with  it  three  sets  of  permission  bits.  The  bits  control  read 
access,  write  access,  and  execute  access  to  the  file  (separately  and  in  combination)  to  three 
classes  of  users,  namely  the  file’s  owner,  users  in  the  file  owner’s  group  (a  Berkeley 
extension  enables  a  user  to  belong  to  several  groups),  and  the  general  public  of  users. 

The  permission  bits  on  directories  are  interpreted  differently:  read  permission  allows 
reading  the  contents  of  the  directory,  write  permission  allows  the  addition  and  deletion  of 


Fig.  18.2  Multiple  indirect  block  addressing  used  in  inode  to  locate  every  block  in  a 
file. 
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18.5.5  The  Buffer  Cache 

Although  the  simplicity  of  the  UNIX  file  system  is  appealing  to  users,  the  file  system  can 
often  be  a  bottleneck  limiting  the  performance  of  UNIX  systems  (Co85).  A  buffer  cache 
scheme  is  used  to  minimize  disk  accesses  and  to  allow  overlapped  CPU-I/O  processing  (see 
Chapter  13).  Each  buffer  is  the  size  of  a  file  system  block,  a  property  of  the  underlying  disk 
architecture  which  UNIX  systems  hide  from  users. 

When  a  read  is  requested,  the  system  attempts  to  read  the  information  from  a  buffer 
that  contains  the  block  if  it  is  available;  this,  of  course,  saves  a  disk  access.  If  the  block  is 
not  in  a  buffer,  the  system  performs  a  physical  read  from  the  disk  into  the  least-recently- 
used  buffer.  The  kernel  recognizes  when  a  file  is  being  read  sequentially;  it  reads 
successive  blocks  in  the  file  before  they  are  needed  so  that  each  block  will  likely  be 
available  when  the  process  requests  it. 

Writes  are  similarly  buffered.  UNIX  systems  delay  physical  writes  until  a  buffer  is 
needed.  Unfortunately,  this  could  mean  that  when  the  system  crashes,  data  thought  to  have 
been  written  could  still  be  in  a  buffer.  The  system  executes  the  sync  system  call  periodically 
to  write  all  the  unwritten  buffers;  this  synchronizes  the  state  of  the  disk  with  the  state  of  the 
buffer  pool. 


18.6  PROCESS  MANAGEMENT 

In  the  next  several  sections,  we  discuss  process  management  issues  in  the  context  of  Sun 
UNIX  systems.  In  the  discussion  of  the  scheduling  algorithm,  it  is  important  to  keep  in 
mind  that  we  are  considering  a  workstation  environment  rather  than  a  multiuser  timeshar¬ 
ing  system.  The  reader  should  compare  this  discussion  of  process  management  with  the 
corresponding  discussion  in  the  OS/2  case  study  in  Chapter  23. 


18.6.1  Scheduling 

Processes  are  scheduled  (see  Chapter  10)  in  SunOS  according  to  their  base  priorities, 
which  range  from  -20  to  20.  Priority  adjustments  are  made  as  processes  execute.  A  base 
priority  of  0  is  assumed  unless  explicitly  adjusted.  A  child  process  inherits  its  parent’s  base 
priority. 

Ready  processes  have  their  priorities  recomputed  once  per  second;  the  process  with  the 
highest  priority  is  dispatched.  Preference  is  given  to  those  processes  that  have  used  the 
smallest  amount  of  processor  time  recently.  The  scheduling  algorithm  forgets  90%  of 
processor  usage  in  5 *n  seconds,  where  n  is  the  average  number  of  runnable  processes  for 
the  last  minute  (note  that  n  is  typically  much  smaller  on  a  workstation  than  on  a  multiuser 
timesharing  system).  Thus,  processor-intensive  processes  progress  well  when  the  system  is 
lightly  loaded;  under  heavy  loads,  these  processes  are  penalized.  The  effects  of  this  strategy 
are  several. 


18.6 


Process  Management  583 


■  An  I/O-bound  process  or  an  interactive  process  will  get  favored  treatment  after  com¬ 
pleting  an  I/O  because  in  its  recent  past  it  was  waiting  for  the  I/O  and  not  using 
processor  time. 

■  A  processor-bound  process  will  not  suffer  indefinite  postponement  because  its  “past 
sins’’  will  be  forgotten,  thus  enabling  it  to  proceed,  but  its  progress  will  be  slowed  when 
the  system  load  is  heavier,  so  that  interactive  and  I/O-bound  jobs  will  continue  to 
receive  good  treatment. 

■  The  system  adjusts  to  changes  in  the  nature  of  a  process. 

Processes  may  lower  their  own  priorities  with  the  setpriority  call  (a  Berkeley  en¬ 
hancement).  Privileged  processes  may  raise  their  base  priorities  and  adjust  the  priorities  of 
other  processes. 

18.6.2  Interprocess  Communication 

Many  separate  means  are  provided  for  allowing  concurrent  processes  to  communicate  with 
one  another.  Pipes  are  unidirectional  paths  over  which  processes  may  send  streams  of  data 
to  other  processes  (see  Section  18.6.4).  Named  pipes  (from  UNIX  System  V)  are  permanent 
paths.  Messages  (also  from  UNIX  System  V)  transfer  discrete  data  elements. 

SunOS  includes  the  socket  mechanism  from  BSD4.2  (see  Section  18.10.1),  Sockets  are 
end  points  of  two-way  communication  paths.  They  are  especially  useful  for  implementing 
network  protocols.  A  client  process  on  one  machine  in  a  network  starts  up  communication 
from  a  socket;  a  server  process  on  another  machine  listens  to  a  socket  to  receive  the 
communication. 

SunOS  provides  System  V’s  shared  memory  capability.  Processes  share  a  portion  of 
memory;  when  one  process  completes  writing  to  this  memory  area,  other  processes  may 
read  the  data.  SunOS  also  provides  UNIX  System  V  semaphores  (see  Chapter  4)  to  control 
access  to  shared  resources.  A  semaphore  is  used  to  lock  a  shared  resource  prior  to  its  use; 
the  process  uses  the  resource  and  then  uses  a  semaphore  operation  to  release  the  resource. 

18.6.3  Signals 

Signals  are  software  mechanisms  similar  to  hardware  interrupts.  A  signal  is  used  to  inform 
a  process  asynchronously  of  the  occurrence  of  an  event.  The  19  UNIX  signals  are  listed  in 
I'ig.  18.4.  Interrupts  may  have  different  priorities,  but  no  such  differentiation  is  made 
among  signals.  Signals  that  occur  at  the  same  time  are  actually  presented  one  at  a  time  to  a 
process,  but  there  is  no  particular  ordering  assigned.  Signals  are  not  intended  to  be  used  for 
interprocess  communication  (pipes,  messages,  semaphores,  and  sockets  should  be  used  for 
IPC).  Signals  are  initiated  by 

■  hardware  (for  example,  arithmetic  exceptions  and  various  hardware  conditions  are 
converted  to  signals). 

■  the  kernel  (which,  for  example,  may  notify  a  process  when  a  device  is  ready  for  I/O). 
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Signal  Type  Description 

Hangup 


01 

SIGHUP 

02 

SIGINT 

03 

SIGQUIT 

04 

SIGILL 

05 

SIGTRAP 

06 

SIGIOT 

07 

SIGEMT 

08 

SIGFPT 

09 

SIGKILL 

10 

SIGBUS 

11 

SIGSEGV 

12 

SIGSYS 

13 

SIGPIPE 

14 

SIGALARM 

15 

SIGTERM 

16 

SIGUSR1 

17 

SIGUSR2 

18 

SIGCLD 

19 

SIGPWR 

Interrupt 

Quit 

Illegal  instruction 
Trace  trap 
IOT  instruction 
EMT  instruction 
Floating  point  exception 
Kill 

Bus  error 

Segmentation  violation 
Bad  argument  to  system  call 
Write  to  pipe,  but  no  reader 
Alarm  clock 
Software  termination 
User  signal  1 
User  signal  2 
Death  of  child  process 
Power  failure 


Fig.  18.4  The  UNIX  signals. 

■  processes  (a  parent  may,  for  example,  terminate  a  child  that  has  executed  too  long). 

■  users  (who  may,  for  example,  type  Control-C  to  interrupt  an  executing  process). 

A  process  signals  another  process  with  the  kill  system  call  (certainly  a  strange  name  for 
a  call  with  this  purpose).  In  response  to  a  signal,  a  process  may  follow  the  default  action 
(possibly  terminating  itself  and  informing  the  parent  process),  ignore  the  signal,  or  catch 
the  signal  (in  which  case  a  designated  signal  handler  function  is  invoked  upon  receipt  of  the 
signal). 

The  process's  environment  contains  information  that  specifies  how  the  process  is  to 
respond  to  signals.  Child  processes  may  use  the  Berkeley  sigvec  system  call  to  indicate  that 
they  would  like  to  respond  differently  to  signals  than  their  parents  do.  If  a  process  is 
executing  a  critical  section  and  does  not  wish  to  be  interrupted  by  signals,  it  may  use  the 
Berkeley  sighlock  and  sigsetmask  calls  to  delay  incoming  signals  until  the  critical  section  is 
completed. 


18.6.4  Pipes  and  Filters 

A  pipe  is  a  communications  path,  consisting  of  a  FIFO  queue  of  bytes,  between  two 
processes;  it  enables  the  output  of  one  process  to  become  the  input  of  the  other  (Fig.  1 8.5). 
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Fig.  18.5  A  pipe.  Process  1  writes  to  the  pipe.  Process  2  reads  the  data  from  the 
pipe  in  FIFO  order. 


Information  written  into  the  pipe  at  one  end  may  he  read  from  the  pipe  at  the  other  end. 
Synchronization,  scheduling,  and  buffering  are  handled  automatically  by  the  system.  A 
user  may  create  a  pipeline  by  connecting  several  processes  by  pipes  in  a  linear  fashion.  The 
user  specifies  a  pipeline  to  the  shell  by  a  series  of  filenames  separated  by  vertical  bars.  The 
standard  output  of  the  executable  file  named  at  the  left  of  a  bar  is  the  standard  input  to  the 
file  named  at  the  right  of  the  bar. 

The  pipe  call  returns  a  descriptor  (just  like  a  file  descriptor)  for  the  write  end  of  the  pipe 
and  another  descriptor  for  the  read  end  of  the  pipe.  The  write  system  call  specifies  the 
descriptor,  the  data  area  containing  the  bytes  to  be  written,  and  the  number  of  bytes  to  be 
written.  The  value  -1  is  returned  if  an  error  occurs.  Writing  is  terminated  with  the  close 
system  call.  The  read  system  call  returns  a  value  of  0  when  the  pipe  is  empty  and  there  are 
no  writers. 

Because  asynchronous  processes  may  be  reading  and  writing  the  pipe,  the  operating 
system  serializes  concurrent  operations  on  the  pipe  in  the  manner  suggested  by  the  ring 
buffer  example  in  Chapter  5.  A  write  to  a  full  pipe  blocks  the  writer  until  space  is  avai  lable, 
A  read  from  an  empty  pipe  blocks  the  reader  until  data  is  in  the  pipe. 

Pipes  are  local  entities  (not  system  wide);  a  process  that  wishes  to  read  from,  or  write 
to,  a  pipe  must  have  the  pipe’s  descriptor.  A  process  that  creates  the  pipe  may  use  it,  and  a 
process  that  inherits  the  pipe  from  an  ancestor  may  use  it.  Processes  not  related  to  one 
another  may  not  communicate  through  pipes.  Unrelated  processes  do.  however,  need  to 
communicate  (for  example,  any  process  ought  to  be  able  to  send  information  to  a  print 
spooler  server  process).  To  resolve  these  problems  UNIX  System  III  introduced  named 
pipes,  UNIX  System  V  introduced  message  queues,  and  Berkeley’s  BSD  system  intro¬ 
duced  sockets. 

A  filter  is  a  program  that  processes  a  single  input  stream  to  produce  a  single  output 
stream.  UNIX  systems  provide  several  filters.  Filters  and  pipes  can  be  used  to  produce 
many  interesting  outputs.  Let  us  consider  some  examples. 

Suppose  it  is  desired  to  determine  how  many  useis  are  currently  on  the  system.  This 
can  be  accomplished  by  feeding  the  output  of  the  system’s  who  command  into  the  utility 
that  determines  the  number  of  lines  in  its  input.  The  command  line 

who  I  wc  -1 

causes  the  output  of  the  system  command  who  that  might  appear  as 
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zack 

console 

Aug 

27 

18:40 

samg 

ttyOO 

Aug 

27 

02  : 14 

bobp 

ttyOl 

Aug 

26 

23:14 

suem 

tty02 

Aug 

27 

19:20 

billy 

tty05 

Aug 

27 

17  : 19 

to  be  sent  to  the  program  wc  (“word  count”).  The  option  -1  indicates  that  only  the  number 
of  lines  is  to  be  printed.  Thus  this  command  prints  the  number  of  users  on  the  system  as 
follows  (where  >  is  the  system  prompt). 

>  who  |  wc  -1 

5 

> 

The  user  can  create  a  file  (with  “execute”  permission)  containing  this  command  line  and 
can  call  the  file  users.  Then,  typing  users,  the  user  may  determine  the  number  of  users 
on  the  system. 

One  example  frequently  given  for  the  use  of  pipes  and  filters  is  the  creation  of  a 
spelling  verifier  program.  Begin  with  a  program  that  places  every  word  in  a  file  on  a 
separate  line.  Connect  the  output  of  that  program  (via  a  pipe)  to  a  program  that  sorts  lines 
alphabetically.  The  output  of  this  program  is  now  a  sorted  list  of  all  the  words  in  the  original 
file.  This  list  is  now  fed  to  a  program  that  removes  adjacent  duplicate  lines.  The  output  of 
this  program  contains  one  line  for  each  different  word  in  the  original  file.  Finally,  this  is  fed 
into  a  program  that  lists  words  in  the  list  not  contained  in  a  dictionary  file.  Typing  the 
command  line 


prep  file  I  sort  I  uniq  |  comm  wdlist 

in  which  the  four  programs,  prep,  sort,  uniq,  and  comm  perform  the  functions  in¬ 
dicated  in  the  preceding  discussion,  causes  the  creation  of  a  list  of  words  present  in  file 
but  not  in  wdlist.  The  beauty  of  this  is  that  existing  pipes  and  filters  have  been  combined 
to  create  a  simple  spelling  verifier  program  from  existing  utility  programs  without  writing  a 
new  program. 

Now  by  creating  a  file  spell  containing  the  command  line 

prep  $*  |  sort  I  uniq  |  comm  /usr/dict /words 

we  have  created  a  new  command  spell.  The  notation  $*  is  replaced  by  the  file  name 
given  when  the  user  types 

spell  samsfile 

to  locate  spelling  errors  in  samsfile. 

Some  other  examples  of  UNIX  filters  are  tr  (translate  characters),  cut  (copy  only 
portions  of  a  line),  pg  (display  a  page  of  output  at  a  time),  grep  (“global  regular  expression 
and  print,”  which  writes  lines  containing  a  match  string),  tail  (write  the  last  10  lines  of  a 
file),  dd  (make  an  exact  copy  of  a  floppy  disk),  sed  (stream  editor),  and  awk  (Ah88)  (pattern 
scan  and  perform  actions  on  match;  note  that  awk  is  named  after  its  developers,  Alio, 
ITeinberger,  and  Xernighan). 
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18.6.5  Lightweight  Processes 

Creating  and  executing  independent  processes  normally  involves  a  considerable  amount  of 
overhead.  To  enable  programs  to  take  advantage  of  the  multitasking  capabilities  of  SunOS 
without  incurring  heavy  overhead,  lightweight  processes  are  provided  (Su87).  These 
enable  a  process  to  use  multithread  execution  in  a  more  efficient  manner.  The  multiple 
threads  occupy  the  same  address  space.  This  is  more  efficient  than  using  separate  address 
spaces,  but  there  is  less  protection  among  threads.  The  protection  issue  is  not  as  serious  as 
it  might  seem,  however,  because  all  the  threads  belong  to  the  same  process  and  are 
normally  “friendly”  to  one  another.  Primitives  are  provided  for  thread  creation,  thread 
synchronization,  thread  manipulation,  thread  destruction,  context  switching,  rendezvous 
between  threads  (see  Chapter  5),  exception  handling,  interrupt  and  trap  mapping,  and 
checking  stack  integrity.  Lightweight  processes  are  similar  to  OS/2's  threads  (see  Chapter 
23). 


18.6.6  Timers 

A  process  can  obtain  the  time  with  the  Berkeley  gettimeofday  system  call.  A  privileged 
process  may  set  the  time  with  settimeofday.  The  setitimer  and  getitimer  system  calls  set  and 
get  the  interval  timer  values.  Three  interval  timers  are  available  to  each  process.  Each  timer 
counts  to  zero  and  then  issues  a  signal.  One  timer  runs  continuously,  one  runs  only  when  the 
process  is  executing  process  code,  and  one  runs  when  the  process  is  executing  process  code 
or  kernel  code. 


18.7  MEMORY  MANAGEMENT 

The  earliest  versions  of  UNIX  systems  were  implemented  on  machines  with  small  real 
storage  address  spaces  (often  as  little  as  64K).  The  DEC  VAX  UNIX  implementations  (as 
originally  developed  at  Berkeley)  offered  very  large  virtual  storage  address  spaces. 
Variable-sized  segments  are  difficult  to  place  in  real  storage  (see  Chapter  7);  most  virtual 
storage  UNIX  systems  today  support  paging  with  fixed-size  pages;  this  trivializes  the 
storage  placement  problem  because  any  page  can  fit  in  any  free  page  frame  (see  Chapter  9). 


18.7.1  Swapping  in  Real-Storage  UNIX  Systems 

Most  UNIX  systems  today  are  virtual  storage  systems,  but  it  is  interesting  to  discuss  the 
operation  of  older  real  storage  UNIX  systems  as  well.  Processes  in  real-storage  UNIX 
systems  are  swapped  to  and  from  secondary  storage  as  needed.  Both  primary  and  secondary 
storage  are  allocated  using  a  first-fit  storage  placement  strategy.  If  a  process  needs  to  grow, 
it  requests  more  storage.  It  is  given  a  new  section  of  storage  sufficiently  large  to  hold  it,  and 
the  entire  contents  of  the  old  storage  are  copied  to  the  new  area.  The  old  storage  is  then 
released.  If  insufficient  primary  storage  is  available  at  the  moment  for  the  expansion,  then 
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secondary  storage  is  allocated,  and  the  process  is  swapped  to  secondary  storage;  the  process 
is  swapped  back  into  primary  storage  when  a  sufficiently  large  free  storage  area  becomes 
available. 

Idle  swapping  process  controls  the  swapping  of  processes  to  and  from  secondary 
storage.  When  the  swapping  process  decides  to  swap  in  a  swapped-out,  ready-to-run  pro¬ 
cess,  it  allocates  primary  storage  for  that  process,  and  reads  its  segments  into  primary 
storage.  That  process  then  competes  for  CPU  time  with  all  loaded  processes.  If  sufficient 
primary  storage  is  not  available,  the  swapping  process  examines  the  process  table  to  de¬ 
termine  which  process  may  be  swapped  out  to  make  room  for  the  incoming  process. 
Swapped-out  processes  which  are  ready  to  run  are  swapped  in  on  a  first-out-first-in  basis, 
i.e.,  the  process  residing  in  secondary  storage  longest  is  swapped  in  first.  Processes  in 
primary  storage  are  selected  for  swapping  by  their  age  in  primary  storage,  and  if  they  are 
waiting  for  completion  of  slow  operations  like  I/O. 


18.7.2  Address  Mapping  in  a  Virtual  Storage  UNIX  System 

In  the  Sun  386i.  a  popular  SunOS  workstation,  executing  processes  develop  virtual  storage 
addresses  that  are  dynamically  translated  to  real  storage  addresses.  Each  virtual  storage 
address  consists  of  a  virtual  page  number  and  a  displacement  into  the  page.  The  virtual  page 
number  is  translated  by  the  MMU  (memory  management  unit)  into  a  page  frame  number, 
and  the  displacement  indicates  the  byte  offset  into  that  page  frame. 

The  page  map  is  stored  in  a  high-speed  RAM  (a  cache  memory,  as  discussed  in 
Chapter  8).  Every  process  has  a  page  table  with  an  entry  for  every  page  (this  is  direct 
mapping,  as  discussed  in  Chapter  8).  Each  page  map  entry  contains  the  following: 

■  a  modified  hit  (the  modified  bit  is  set  by  hardware  whenever  the  page  is  written  to;  the 
bit  is  cleared  by  software  when  the  disk  copy  is  updated  so  that  it  matches  the  copy  in 
primary  storage) 

■  an  accessed  hit  (the  accessed  bit  is  set  by  hardware  whenever  a  page  is  referenced 
through  either  a  read  or  a  write  operation;  accessed  bits  are  periodically  reset  by 
software  so  that  the  system  can  determine  recently  referenced  pages  to  maintain  in 
primary  storage  and  less  recently  referenced  pages  to  swap  to  secondary  storage) 

■  a  valid  hit  (this  bit  is  cleared  by  software  when  a  page  frame  is  made  available  to  be 
reused;  accessing  an  invalid  page  causes  a  page  fault) 

■  protection  hits  (these  control  lead,  write,  and  execute  access). 

Eight  page  maps  are  maintained,  one  for  the  kernel  and  seven  for  processes  (or  con¬ 
texts).  The  context  register  points  to  the  running  process’s  page  map.  When  a  new  process 
is  to  be  mapped,  the  page  map  of  the  process  that  has  not  been  active  for  the  longest  time  is 
overwritten.  Actually,  two  context  registers  are  used,  one  for  the  kernel’s  page  map  and  one 
for  the  running  process’s  page  map.  The  choice  of  register  depends  on  whether  the 
processor  is  in  the  user  state  or  the  supervisor  state.  This  speeds  execution  because  a  .single 
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context  register  need  not  be  switched  in  response  to  a  system  call  or  an  interrupt;  the 
appropriate  context  register  is  selected  on  the  basis  of  the  state  of  the  processor. 

Processes  may  assume  one  of  three  memory  states,  namely  swapped  (the  entire  process 
resides  on  the  swap  device),  resident  (some  of  the  process's  pages  are  in  memory),  or 
mapped  (the  process  is  resident  and  its  page  table  is  in  the  system  page  map).  A  busy  system 
cannot  map  every  process  simultaneously.  The  kernel  maintains  the  active  processes  in  the 
mapped  state  and  unmaps  inactive  processes.  In  a  busy  systerri,  the  kernel  forces  some 
resident  processes  to  the  swapped  state. 

18.7.3  Paging 

The  SunOS  operating  system  maintains  two  data  structures  to  control  paging,  namely  the 
free  list  and  the  loop.  Empty  page  frames  that  may  be  reused  are  contained  on  the  free  list. 
Page  frames  that  are  not  needed  are  placed  at  the  head  of  the  free  list;  those  that  may  be 
needed  again  are  placed  at  the  tail  of  the  free  list.  Data  and  stack  pages  are  usually  added  to 
the  head  of  the  free  list;  code  pages  are  usually  added  to  the  tail  of  the  free  list.  Pages  from 
the  free  list  that  are  needed  by  processes  are  efficiently  reclaimed  rather  than  being  paged  in 
from  secondary  storage.  The  loop  is  a  list  containing  all  allocated  page  frames  in  order  by 
physical  memory  address.  Frames  committed  to  the  kernel  cannot  be  paged  and  appear 
neither  on  the  free  list  nor  on  the  loop. 

The  system  process  called  the  pager  attempts  to  ensure  good  performance  by  keeping 
the  free  list  sufficiently  large.  The  pager  is  initiated  when  the  free  list  becomes  too  small;  it 
executes  until  the  list  is  sufficiently  large  as  defined  by  lower  and  upper  thresholds.  The 
pager  releases  not  recently  accessed  pages  (see  the  discussion  of  the  NUR  page  replace¬ 
ment  strategy  in  Chapter  9).  It  determines  these  pages  by  cycling  through  the  loop 
periodically.  As  it  looks  at  a  page,  if  the  accessed  bit  is  set,  it  is  cleared  and  the  pager 
continues.  If  the  accessed  bit  is  clear,  the  page  is  marked  “invalid,”  and  the  actual  frame  is 
tied  into  the  free  list;  if  the  modified  bit  is  set,  the  pager  schedules  the  updating  of  the 
secondary  storage  copy  before  the  page  may  be  legitimately  added  to  the  free  list. 

Accessing  a  page  that  has  been  marked  invalid  causes  a  page  fault.  For  a  page  on  the 
free  list,  the  page  frame  is  unlinked  from  the  free  list,  added  to  the  loop,  and  marked  valid; 
this  is  called  page  reclamation  ahd  is  much  faster  than  reading  a  page  from  disk.  If  a 
requested  page  has  been  paged  out  to  disk,  the  faulting  process  blocks  while  the  page  is  read 
in  from  the  swap  device.  When  the  requested  page  has  been  read  in,  a  frame  is  allocated 
from  the  head  of  the  free  list,  added  to  the  loop,  the  page  is  marked  valid,  and  the  process  is 
unblocked. 

18.7.4  Swapping  in  Virtual  Storage  UNIX  Systems 

Primary  storage  can  become  overcommitted  as  processes  vary  their  memory  needs;  the 
absolute  measure  of  this  is  that  the  pager  is  unable  to  maintain  the  size  of  the  free  list  above 
a  minimum  size.  Thrashing  (see  Chapter  9)  may  result  as  memory  becomes  overcommitted; 
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to  avoid  this,  the  kernel  swaps  entire  processes  to  secondary  storage.  The  swapper  may  also 
swap  a  process’s  page  table  and  user  page  (which  contains  information  about  the  process 
that  is  needed  as  the  process  executes).  Swapping  is  a  drastic  action  that  has  immediate 
effect;  it  enables  other  processes  to  finish  and  free  their  primary  memory  so  that  the  system 
again  returns  to  efficient  paging  activity  and  the  swapped  process  may  resume. 

The  swapper  attempts  to  swap  the  user  process  that  will  suffer  the  least;  the  swapper 
ordinarily  chooses  the  blocked  process  that  has  been  waiting  the  longest.  If  there  is  no 
resident  blocked  process,  the  swapper  chooses  the  process  that  has  been  resident  for  the 
most  time;  this,  of  course,  runs  the  risk  of  replacing  a  process  that  is  in  constant  use,  but  it 
does  so  “'in  the  name  of  fairness.” 

The  swapper  brings  in  a  ready  swapped  process  when  sufficient  memory  is  available. 
Even  if  this  quickly  causes  memory  to  become  overcommitted  again,  the  kernel  guarantees 
that  the  recently  swapped-in  process  will  progress  at  least  some  minimal  amount  before  it  is 
once  again  swapped  out. 


18.7.5  Dynamic  Storage  Allocation 

A  process  can  increase  or  decrease  the  amount  of  storage  via  the  sbrk  and  brk  system  calls. 
The  sbrk  call  uses  a  size  increment  or  decrement;  the  brk  call  specifies  the  precise  upper 
virtual  storage  address  limit.  These  calls  are  generally  viewed  as  being  too  primitive  for 
today’s  systems  (Ha87),  and  instead  malloc  and  free  are  used.  The  malloc  call  returns  a 
pointer  to  the  requested  number  of  bytes  of  memory;  malloc  is  a  library  routine  which  uses 
brk.  The  free  call  releases  storage  obtained  by  malloc.  The  calloc  call  allocates  space  for  an 
array  of  a  specified  number  of  elements,  each  of  a  specified  number  of  bytes;  the  area  is  set 
to  zeros.  The  realloc  call  adjusts  the  size  of  (and  possibly  moves)  an  existing  block  of 
memory.  The  mallopt  call  specifies  options  that  tailor  the  memory  allocation  algorithm. 
The  mallinfo  call  reports  information  on  memory  block  usage. 


18.8  THE  INPUT/OUTPUT  SYSTEM 

I/O  is  performed  on  streams  of  bytes.  There  is  no  concept  of  records  and  hence  no  notion  of 
more  sophisticated  structures  such  as  blocked  records;  there  are  no  access  methods  and 
hence  no  notion  of  more  sophisticated  data  retrieval  methods  like  indexed  sequential  ac¬ 
cess.  All  structure  on  byte  streams  is  imposed  by  application  programs;  the  UNIX  systems 
I/O  system  calls  simply  assume  unstructured  byte  streams.  An  advantage  of  this  approach  is 
that  a  program  written  to  process  one  kind  of  byte  stream  works  just  as  well  on  another.  A 
disadvantage,  of  course,  is  that  this  places  additional  burdens  on  applications  developers. 
This  provides  great  flexibility  and  fosters  the  notions  of  reusable  programs  and  modular 
program  construction.  A  common  structure  imposed  by  many  UNIX  systems  applications 
is  to  treat  a  byte  stream  as  a  text  stream,  i.e.,  ASCII  characters  separated  into  lines  of  text  by 
newline  characters.  The  basic  I/O  calls  work  equally  well  on  any  stream  regardless  of  the 
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stream’s  source  and  destination.  A  stream  destination,  for  example,  may  be  a  file,  a 
terminal,  a  printer,  a  communications  line,  and  so  on. 

18.8.1  Devices 

Devices  fit  the  byte  stream  I/O  model  nicely  (Co85).  For  example,  a  printer  may  be  viewed 
as  a  write-only  stream,  a  keyboard  is  a  read-only  stream,  a  display  is  a  write-only  stream, 
and  a  tape  drive  is  normally  viewed  as  a  read-only  or  a  write-only  stream. 

Devices  are  integrated  into  the  file  system  and  are  known  as  special  files.  Every  UNIX 
system  stores  a  list  of  its  devices  in  the  directory  /dev.  Devices  are  owned  by  the  superuser. 
File  permission  bits  apply.  Permission  to  write  to  sensitive  devices  such  as  disks  is 
normally  limited  to  root.  All  terminals  on  a  system  are  (by  default)  publicly  writable  but  the 
user  may  alter  the  permissions  to  prevent  messages  from  other  users  from  interfering  with 
critical  terminal  outputs.  Some  file  system  operations  make  little  sense  on  devices. 
Regardless  of  these  differences,  files,  devices,  pipes,  and  sockets  are  fundamentally  treated 
the  same  on  UNIX  systems  and  this  similarity  is  exploited  in  applications  development. 
Device-specific  operations  are  supported  via  the  ioctl  system  call. 

Each  file  is  uniquely  identified  by  a  major  device  number,  a  minor  device  number,  and 
an  i-number  (the  index  of  the  file’s  inode  in  the  inode  array).  When  a  device  driver  is  called, 
the  major  device  number  is  used  to  index  an  array  containing  the  driver  entry  points.  The 
minor  device  number  is  used  by  the  device  driver  to  select  one  of  a  group  of  identical 
physical  devices. 

18.8.2  Descriptors 

A  descriptor  is  a  nonnegative  integer  that  defines  a  file,  a  device,  or  any  stream  of  bytes  to 
a  process;  all  a  process’s  descriptors  appear  in  that  process’s  descriptor  table,  one  part  of 
the  process’s  environment.  Actually,  descriptors  are  indices  into  the  process’s  open  file 
table.  The  descriptor  is  specified  in  the  read  or  write  call  for  a  particular  file.  Since  a  child 
process  inherits  a  copy  of  its  parent's  environment,  it  also  inherits  the  ability  to  access  all  its 
parent’s  files.  But  the  child  may  modify  its  own  open  file  table  without  changing  its 
parent’s  open  file  table. 

Descriptors  for  different  kinds  of  objects  are  created  with  different  system  calls.  The 
pipe  call  creates  descriptors  for  the  read  and  write  ends  of  a  pipe.  The  open  call  creates 
descriptors  for  files  and  for  devices.  The  socket  call  creates  descriptors  for  sockets 
(developed  by  Berkeley  for  use  in  distributed  systems;  see  Section  1 8. 1 0. 1 ).  Every  call  that 
creates  a  descriptor  returns  the  index  of  that  descriptor  entry  in  the  open  file  table;  the 
process  then  uses  this  index  in  subsequent  read  and  write  calls  to  access  the  appropriate 
streams. 

The  open  file  table  has  limited  capacity;  the  close  system  call  indicates  that  no  further 
I/O  is  to  be  performed  with  a  given  file  and  frees  its  descriptor  entry  space  in  the  open  file 
table.  The  dup  system  call  copies  a  descriptor  entry  into  an  available  slot  in  the  table. 
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18.8.3  Input/Output  System  Calls 

Input/output  in  a  UNIX  system  is  handled  primarily  in  five  system  calls,  namely  open , 
close,  read,  write,  and  Iseek.  The  open  call  returns  a  descriptor  for  a  new  file  or  an  existing 
file.  The  open  parameters  are  name;  flags  such  as  read-only,  write-only,  read-and-write 
(update),  create,  append,  truncate  (set  file  length  to  zero),  and  exclusive  (return  an  error  if 
the  file  already  exists);  and  mode  (permissions). 

Reading  and  writing  are  accomplished  by  using 

bytesread  =  read  (fd,  buffer,  bytesdesired) 

and 

byteswritten  =  write  (fd,  buffer,  bytesdesired) 

In  the  case  of  a  read,  there  are  three  possibilities,  each  of  which  involves  sequential 
reading.  If  this  is  the  first  read,  then  the  read  takes  place  from  the  beginning  of  the  file.  If 
the  file  was  just  read,  then  the  current  read  obtains  the  data  following  the  previous  data 
read.  If  an  Iseek  (see  the  following)  was  just  performed,  then  the  read  is  sequential  at  the 
offset  specified  in  the  Iseek  call.  The  same  is  true  for  writing. 

Files  are  closed  simply  by  writing 

close  (fd) 

These  I/O  calls  are  used  for  devices  in  the  same  manner  as  for  files.  Physical  devices 
are  represented  in  a  UNIX  system  as  special  files  within  the  file  system  structure. 

Programs  do  not  ordinarily  have  to  open  their  standard  input  or  standard  output  files, 
which  are  normally  assigned  to  the  user’s  terminal.  The  terminal  is  opened  automatically 
by  getty,  which  then  exec's  the  login  command. 

The  user  interested  in  record  I/O  can  implement  it  quite  easily.  To  implement  fixed- 
length  record  processing,  the  user  need  merely  specify  the  constant  length  in  all  reads  and 
writes.  Direct  access  HO  with  fixed-length  records  is  achieved  by  multiplying  the  record 
length  by  the  record  number  and  calling  Iseek  to  position  the  file  to  the  desired  record. 
Variable-length  records  may  be  implemented  by  preceding  each  record  with  a  record  size 
field.  For  example,  using  a  two-byte  size  field  located  at  the  beginning  of  the  record, 
variable-length  records  may  be  read  by  pairs  of  reads  as  follows 

read  (fd,  size,  2); 
read  (fd,  buffer,  size) ; 

The  Iseek  system  call  (“lqng  seek”)  is  for  performing  random  access  on  any  file.  UNIX 
systems  do  not  designate  files  as  either  sequential  or  random;  all  files  can  be  accessed  both 
ways.  Each  file  has  an  associated  IIO  pointer  that  points  to  the  location  in  the  stream  at 
which  the  next  byte  will  be  read  or  written.  Read  and  write  calls  cause  the  I/O  pointer  to  be 
adjusted  by  the  number  of  bytes  specified  in  the  calls.  To  perform  random  access  to  any 
location  in  the  file,  the  I/O  pointer  is  simply  adjusted  by  using  an  Iseek  call  such  as 


Iseek  (fd,  offset,  origin) 
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in  which  origin  specifies  the  beginning  of  the  file,  the  current  location,  or  the  end  of  the  file, 
and  offset  can  be  either  positive  or  negative.  The  (seek  operation  actually  works  fine  on 
magnetic  tape  (!)  as  well  as  on  disk,  but,  of  course,  "direct  access”  programs  run  much  more 
slowly  on  tape. 


18.8.4  Non-Blocking  I/O 

The  standard  UNIX  systems  I/O  interface  is  synchronous  to  the  caller;  a  calling  process  is 
blocked  until  its  request  can  be  satisfied  (Co85).  I  his  often  does  not  slow  a  process  down 
because  disk  input/output  is  buffered  so  that  many  reads  and  writes  are  done  directly  from 
and  to  memory,  which  is  almost  instantaneous.  Sometimes  synchronous  I/O  can  be  slow  as 
the  system  waits  for  input/output  completions  from  devices. 

In  certain  situations,  a  user  process  does  not  want  to  block  pending  an  I/O  completion. 
For  example,  in  a  network  a  process  may  be  monitoring  several  communication  lines  and 
may  wish  to  read  data  from  arty  of  them  as  soon  as  that  data  becomes  available.  With 
synchonous  I/O,  if  the  process  were  to  read  a  line  on  which  no  data  were  available,  the 
process  would  block  until  data  arrived  on  that  line,  even  though  data  might  be  present  on 
other  lines. 

To  permit  the  straightforward  implementation  of  these  kinds  of  processes,  Berkeley 
introduced  the  notion  of  non-blocking  HO.  An  attempt  to  read  front  a  non-blocking  de¬ 
scriptor  produces  an  error  code  if  no  data  is  available.  Writing  to  a  non-blocking  descriptor 
transfers  as  many  bytes  as  possible  without  blocking;  the  call  returns  the  number  of  bytes 
actually  written.  An  error  code  is  returned  if  no  bytes  are  written. 

Polling  may  be  used  with  non-blocking  descriptors  to  try  an  operation  repeatedly  until 
it  can  be  accomplished.  This  can  be  wasteful,  so  a  process  may  request  to  be  signalled 
asynchronously  when  I/O  becomes  possible  on  a  non-blocking  descriptor.  When  the 
process  receives  the  signal,  it  can  use  the  select  call  to  determine  which  descriptor  has 
become  ready.  The  Berkeley  select  call  has  a  multiplexing  feature  that  enables  a  process  to 
determine  when  any  of  several  descriptors  is  ready  for  I/O. 


18.9  THE  SUNOS  OPERATING  SYSTEM 

SunOS  is  the  version  of  UNIX  systems  provided  tor  Sun  workstations  including  the  Sun 
386i.  It  is  based  on  AT&T's  UNIX  System  V  Release  3  (SVR3)  and  the  Berkeley  Software 
Distribution  (BSD)  versions  4.2  and  4.3.  SunOS  also  includes  the  Network  File  System 
(NFS ),  the  SunView  mouse  and  window  -based  user  interface,  support  for  diskless  operation 
on  a  netw'ork,  shared  libraries ,  the  lightweight  process  library  (Su87),  and  (he  AT&T 
Streams  interface  (Mc88). 

SunOS  consists  of  the  kernel,  approximately  200  system  calls  that  enable  applications 
programs  to  request  services  from  the  kernel,  libraries  of  various  routines  that  help  users 
form  applications  programs  (particularly  mathematical  routines  and  routines  that  facilitate 
development  of  networking  applications),  the  shell  (or  command  interpreter;  actually 
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SunOS  includes  the  Berkeley  C-shell  and  the  Bell  Laboratories  Bourne  shell),  and 
approximately  400  commands  or  utility  programs. 

Each  process  has  its  own  private  protected  address  space.  SunOS  on  the  386i  demand 
pages  4096-byte  pages.  SunOS  may  fetch  pages  from  remote  machines  into  a  local 
machine’s  memory  by  using  the  NFS.  NFS  local  area  networks  using  Ethernet  (see  Chapter 
16)  transfer  pages  at  about  the  same  speed  as  if  they  were  paged  from  a  local  disk  (this,  of 
course,  depends  on  the  network  load). 

The  Sun386i  uses  32-bit  addressing;  this  allows  each  process  to  have  its  own  4-gi¬ 
gabyte  virtual  address  space.  Unlike  systems  that  use  a  segment  address  and  a  displacement 
for  each  virtual  address,  the  Sun386i  uses  a  linear  address  space  (and  thus  does  not  use  the 
80386  segment  registers).  This  approach  is  simpler  to  implement  than  using  the  segmented 
two-dimensional  or  three-dimensional  virtual  storage  addressing  schemes  discussed  in 
Chapter  8.  The  approach  generates  programs  that  execute  faster  than  with  the  multidimen¬ 
sional  approach;  one  reason  for  this  is  that  reloading  the  segment  registers  in  protect  mode 
is  time-consuming.  A  disadvantage  of  this  approach  is  that  protection  is  compromised 
because  the  segmentation  limit  checking  hardware  is  bypassed. 

Users  form  applications  by  combining  user  code  with  various  library  routines.  Because 
programs  tend  to  use  certain  library  routines  frequently,  SunOS  allows  programs  to  share  a 
single  copy  of  a  common  library  routine.  Library  routines  are  dynamically  linked  to  the  user 
programs.  Since  applications  do  not  include  the  shared  routines,  they  are  smaller  and 
consume  less  space  on  disk.  The  OS/2  case  study  in  Chapter  23  discusses  dynamic  linking 
in  detail. 


18.9.1  The  Sun  386i  Workstation 

The  Sun  Microsystems  386i  was  announced  in  April,  1988  (La88).  The  system  unit 
contains  the  80386  microprocessor,  a  hard  disk,  a  3.5  inch  floppy  disk  drive,  connectors  for 
an  Ethernet  local  area  network,  and  connectors  for  various  peripheral  devices.  The 
expansion  unit  contains  a  second  disk  drive  and  a  tape  drive  for  backing  up  disks.  The  high 
resolution,  19-inch  diagonal  screen  can  display  256  different  colors  chosen  from  16  million 
shades. 

The  80386  architecture  supports  multiuser,  multitasking  systems  such  as  UNIX 
systems  and  provides  an  8086  emulation  mode  that  enables  it  to  run  IBM  PC -compatible 
programs  under  the  MS-DOS  operating  system.  The  386i  has  a  windowing,  menu-driven, 
mouse-oriented  interface.  Users  may  have  many  SunOS  windows  and  many  MS-DOS 
windows  executing  at  once.  Users  may  switch  between  windows,  and  may  cut  and  paste 
information  between  windows  (even  between  SunOS  windows  and  MS-DOS  windows). 
Thus  the  386i  gives  the  user  access  to  the  huge  application  bases  for  UNIX  systems  and 
MS-DOS. 

The  386i  is  designed  for  use  in  multistation  environments  where  stations  are  net¬ 
worked  together,  share  files  and  data,  and  send  one  another  electronic  mail.  Printers  on  the 
network  are  accessed  as  if  they  were  attached  to  the  local  station.  Printing  is  spooled  so  that 
users  may  proceed  with  other  tasks  while  printing  results  from  previous  tasks. 
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The  network  allows  diskless  workstations',  stations  may  use  the  network  effectively 
even  if  they  do  not  have  local  disk  storage  (Ob86).  With  Sun's  NFS,  stations  may  access 
remote  files  as  if  the  files  were  stored  on  local  disks.  NFS  makes  transparent  the  location  of 
files  anywhere  on  the  network;  the  user  need  not  be  concerned  about  where  a  particular  file 
is  actually  stored.  A  locking  mechanism  is  used  to  prevent  several  users  from  modifying  a 
file  simultaneously. 


18.9.2  DOS  Under  SunOS 

SunOS  can  run  multiple  DOS/MS-DOS  (see  Chapter  19  and  Chapter  23)  applications 
simultaneously  with  multiple  UNIX  systems  applications  (La88).  SunOS  includes  hard¬ 
ware  and  software  components  to  simulate  the  DOS  environment.  The  SunOS  DOS 
monitor  program  allocates  memory,  initializes  the  DOS  environment,  initializes  the  BIOS 
environment,  and  initiates  the  DOS  application. 

Outputs  to  the  video  display  are  routed  to  the  SunView  windowing  system  for  display 
in  regular  SunOS  windows.  DOS  applications  can  access  files  on  a  SunOS  network  because 
PC  disk  drives  are  mapped  into  the  SunOS  file  system.  DOS  applications  can  use  regular 
DOS  device  drivers  to  access  expansion  cards  on  the  AT  bus. 

Virtual  8086  mode  (a  hardware  feature  of  the  80386)  executes  machine  language  in¬ 
structions  used  in  DOS  and  BIOS  applications  (Do88).  As  long  as  running  applications 
demand  only  virtual  8086  mode  capabilities,  they  run  at  normal  speed  without  invoking 
SunOS.  When  an  executing  application  makes  a  request  that  virtual  8086  mode  can  not 
handle  (such  as  requesting  a  386i  resource),  control  is  switched  to  the  SunOS  DOS  monitor 
program,  which  routes  the  request  to  the  appropriate  SunOS  resource  request  handling 
mechanism. 

The  SunOS  DOS  monitor  program's  virtual  address  space  includes  a  set  of  virtual 
registers  that  contain  the  current  state  of  the  DOS  application.  When  the  80386  traps 
instructions  that  virtual  mode  can  not  handle,  the  SunOS  DOS  monitor  program  refers  to 
the  virtual  registers  and  proceeds  to  handle  the  instructions  for  the  DOS  application. 

The  80386  provides  a  one-megabyte  virtual  address  space  for  each  DOS  application; 
this  space  is  the  low  megabyte  of  the  SunOS  DOS  monitor  program’s  linear  address  space. 
These  locations  correspond  exactly  to  the  address  space  designed  for  DOS  applications,  so 
there  is  natural  protection  of  the  remainder  of  the  DOS  monitor’s  address  space  from  the 
DOS  application. 

The  80386  directly  executes  instructions  that  apply  to  the  application’s  virtual  reg¬ 
isters,  instructions  that  apply  to  the  application's  virtual  address  space,  and  I/O  instructions 
for  bus  devices  attached  to  DOS  windows.  The  DOS  monitor  program  handles  instructions 
that  involve  I/O  or  the  shared  resources  of  the  larger  Sun386i  environment. 

The  actions  taken  by  the  DOS  monitor  vary  in  complexity.  When  the  application 
accesses  a  peripheral  device  on  the  AT  bus  (compatible  with  that  on  the  IBM  PC/AT),  the 
request  is  translated  by  the  DOS  monitor  to  refer  to  the  appropriate  address  on  the  Sun386i 
AT  bus;  this  I/O  request  is  then  passed  to  the  kernel.  This  is  an  example  of  relatively 
straightforward  redirection.  More  complex  requests  such  as  handling  keyboard  input. 
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mouse  input,  and  video  output  require  the  DOS  monitor  to  capture  these  calls  and  emulate 
them  through  the  SnnView  window  system. 

DOS  applications  have  a  built-in  limit  of  640K,  but  certain  applications  can  support  an 
expanded  memory  option  called  Lotus-1  utel  Microsoft  (LIM)  memory ,  which  is  normally 
stored  on  expansion  cards  when  used  with  PCs.  LIM  enables  applications  to  swap  out 
portions  of  memory  and  to  replace  them  with  memory  stored  outside  the  DOS  address 
space.  Two  megabytes  of  LIM  are  provided  for  each  DOS  application  by  the  Sun386i.  This 
LIM  memory  is  a  part  of  the  DOS  monitor’s  virtual  address  space.  The  DOS  monitor 
program  intercepts  calls  to  LIM  memory  and  makes  the  memory  available  from  this  virtual 
address  space. 


18.10  DISTRIBUTED  UNIX  SYSTEMS 

UNIX  systems  have  evolved  to  a  special  position  of  prominence  in  distributed  systems, 
especially  because  these  need  to  interconnect  the  equipment  of  many  manufacturers  that 
use  different  architectures.  Having  a  common  operating  system,  as  well  as  the  kinds  of 
common  communication  protocols  we  discussed  in  Chapter  16,  greatly  eases  the  task  of 
developing  distributed  systems. 

In  the  next  several  sections  we  discuss  four  major  contributions  that  have  increased  the 
viability  of  UNIX  systems  as  a  base  for  distributed  systems,  namely  Berkeley’s  sockets, 
AT&T’s  Streams,  Sun  Microsystems’  Network  File  System  (NFS),  and  AT&T's  Remote 
File  System  (RFS).  The  article  by  Mannas  (Ma88)  analyzes  the  relative  merits  of  the 
sockets  and  Streams  approaches. 

18.10.1  Berkeley’s  Sockets 

Berkeley's  4.2  BSD  system  introduced  sockets  to  enable  communication  between  pro¬ 
cesses  in  a  distributed  system.  Sockets  also  enable  unrelated  (as  well  as  related)  processes 
on  the  same  machine  to  communicate.  Part  of  the  beauty  of  UNIX  systems  is  that  the  read 
and  write  system  calls  work  the  same  way  on  files,  devices,  pipes,  and  sockets;  un¬ 
fortunately,  this  symmetry  is  not  reflected  in  the  wav  these  entities  are  created  and  opened. 

In  4.3  BSD  UNIX,  the  socket  is  the  fundamental  entity  for  communication  (Bk86a) 
(Ma88).  Sockets  are  endpoints  for  communication.  Names  may  be  bound  to  sockets.  Each 
socket  is  associated  with  one  or  more  processes.  4.3  BSD  supports  three  communication 
domains,  and  sockets  normally  communicate  only  with  other  sockets  in  the  same  domain. 
The  communication  domain  types  are 

■  The  UNIX  systems  domain  (for  "on-system”  communication) 

■  The  Internet  domain  (for  communication  using  DARPA  standard  protocols.  DARPA 
is  the  Defense  Advanced  Research  Projects  Agency  of  the  Department  of  Defense.) 

■  The  NS  domain  for  communication  using  Xerox  standard  communication  protocols. 

Sockets  have  types  and  normally  communicate  only  with  sockets  of  the  same  type.  A 
stream  socket  gives  an  interface  similar  to  that  provided  by  pipes.  It  offers  (Bk86a) 
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“bidirectional,  reliable,  sequenced,  and  unduplicated  flow  of  data  without  record  bound¬ 
aries.”  A  datagram  socket  handles  bidirectional  data  flow  and  preserves  record  boundaries; 
but  data  may  not  arrive  in  sequence,  may  not  be  reliable,  and  may  be  duplicated.  A  raw 
socket  gives  a  process  direct  accessibility  to  communication  protocols.  Raw  sockets  are  of 
interest  to  protocol  developers;  these  sockets  are  not  to  be  used  by  general  users.  A 
sequenced  packet  socket  provides  the  same  capabilities  as  a  stream  socket,  but  it  also 
preserves  record  boundaries.  The  reliably  delivered  message  socket  is  similar  to  the  data¬ 
gram  socket,  but  it  ensures  reliable  delivery.  The  most  commonly  used  socket-related  calls 
are  described  in  Fig.  18.6. 

It  is  possible  to  send  out-of-band  data  via  a  stream  socket.  Thus,  a  separate  logical 
channel  is  established  for  transmission  that  occurs  independently  of  regular  data  trans¬ 
mission.  This  provides  a  means  of  sending  urgent  data.  Sockets  may  be  marked  as  non- 
blocking  so  I/Os  that  cannot  complete  immediately  return  error  codes  rather  than  blocking. 
Broadcast  messages  may  be  sent  by  using  datagram  sockets.  Broadcasting  helps  find 
resources  whose  addresses  are  not  known,  and  facilitates  routing  control  to  accessible 
neighbors. 


18.10.2  AT&T's  Streams 

A  weakness  of  original  UNIX  systems  was  their  dependency  on  character-oriented  opera¬ 
tions,  which  are  very  slow.  AT&T's  Streams  mechanism  (Ma88),  provides  a  number  of 
features  for  high-speed  transmission.  Streams  facilitates  the  implementation  of  layered 
network  protocols  such  as  OSI,  SNA,  TCP/IP,  and  XNS  (see  Chapter  16). 

The  Streams  mechanism  was  developed  by  Dennis  Ritchie  of  Bell  Labs  (Ri84a). 
McGrath  (Mc88)  presents  an  explanation  of  streams  along  with  an  example  of  using 
streams  to  create  a  terminal  windowing  multiplexor.  A  stream  is  a  full-duplex  (bidirec¬ 
tional)  path  between  a  process  in  user  space  and  a  device  driver  in  kernel  space.  Processing 
modules  may  be  dynamically  configured  on  a  stream  so  that  programs  can  add  services 
beyond  those  naturally  provided  by  devices. 

The  streams  facility  is  message  based  rather  than  subroutine  oriented.  With  device 
drivers,  system  calls  are  switched  to  the  drivers;  with  Streams,  the  system  calls  create 
messages  for  communicating  with  the  drivers.  A  stream  associates  a  pair  of  queues  (one  for 
reading  and  one  for  writing)  with  the  user  and  another  pair  with  the  device.  The  queues  are 
linked  to  form  a  stream  between  the  device  driver  and  the  user.  For  each  queue  there  are 
four  routines; 

•  open  is  called  when  the  device  is  opened 

■  close  is  called  when  the  device  is  closed 

*  put  puts  data  on  the  queue 

■  service  services  the  queue  and  outputs  data  on  a  device  or  the  next  queue 

A  user  program  can  push  modules  onto  a  stream  dynamically.  Each  new  module  also 
has  a  pair  of  queues.  The  pushed  module  receives  incoming  data,  processes  it,  and  passes  it 
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socket 

bind 

getsockname 

getpeemame 

listen 


accept 


connect 


socketpair 

pipe(pv) 


sendto/recvfrom 

send/recv 


creates  a  socket 

binds  a  socket  to  a  name  or  address  so  that  messages  may 
be  sent  or  received  on  the  socket 

retrieves  a  socket’s  bound  name 

retrieves  a  socket  peer’s  name 

listens  for  connections  after  a  binding  is  made  to  a 
connection-oriented  socket  (this  enables  a  server  to  re¬ 
ceive  a  client’s  connection) 

returns  a  descriptor  for  a  new,  connected,  socket  from  the 
queue  of  pending  connections  ( accept  usually  blocks 
until  a  connection  becomes  available) 

makes  an  active  connection  to  a  named  socket  (a  server 
does  this  to  enable  rendezvous  (see  Chapter  5)  with 
unrelated  processes:  a  client  does  this  to  request  services 
from  the  server) 

creates  a  connected  pair  of  sockets  without  using  the 
domain’s  name  space  to  rendezvous 

creates  a  pair  of  stream  sockets  in  the  UNIX  systems 
domain,  with  one  only  readable  and  the  other  only 
writable 

sends/receives  a  message  from  a  socket  if  the  socket  is  no 
connected 

sends/receives  a  message  from  a  socket  if  the  socket  is 
connected 


read 

write 

shutdown 

getsockopt/setsockopt 

close 

select 


reads  from  a  connected  socket 
writes  to  a  connected  socket 

a  process  with  a  full-duplex  socket  may  use  this  call  to 
shut  down  reading,  writing,  or  both  on  this  socket 

retrieves/sets  the  current  socket  (and  underlying  commu¬ 
nication  protocol)  options 

discards  a  socket  that  is  no  longer  of  interest 

provides  the  ability  to  multiplex  I/O  requests  among 
multiple  sockets  and/or  files 


Fig.  18.6  Socket-related  calls.  (Reprinted  with  the  permission  of  the  University  of 
California,  Berkeley,  Computer  Sciences  Research  Group.) 
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on.  Several  modules  may  be  pushed  onto  a  stream.  The  user  program  uses  ioctl  to  push  a 
module  onto  a  stream.  Pushing  is  done  LIFO  (last  in  first  out). 

Pointers  are  used  to  make  message  passing  through  a  stream  efficient;  instead  of 
copying  potentially  lengthy  messages  perhaps  many  times,  the  messages  are  passed  by 
pointers.  The  most  common  message  types  are  M_DATA  (which  indicates  that  the 
message  contains  pure  data),  M_PROTO  (which  indicates  that  the  message  contains 
protocol  service  request  information),  and  M_FLUSH  (which  informs  the  module  to  flush 
its  queues). 

The  streams  we  have  discussed  so  far  are  linear.  It  is  possible  to  have  multiple  streams 
coming  out  of  a  module  and/or  multiple  streams  going  into  a  module  (and  thus  a 
multiplexing  capability). 

A  common  multiplexing  application  is  routing  the  outputs  of  various  tasks  to  separate 
windows  on  a  display.  McGrath  explains  how  to  create  a  windowing  multiplexor  (Mc88). 
A  user  (userl)  opens  both  the  display  device  (/dev/ttyOl)  and  the  multiplexing  module 
(/dev/mux),  which  creates  a  stream  to  each. 

fdl  =  open  ("/dev/ttyOl",  0_RDWR) 
fd2  =  open  ("/dev/mux",  0_RDWR) 

Then  the  ioctl  system  call  is  used  to  link  the  two  drivers  via  the  I_LINK  command  as 
follows. 


ioctl  (fdl,  I_LINK,  fd2) 

This  gives  control  of  the  display  device  (file  descriptor  fdl)  to  the  multiplexor  (file  de¬ 
scriptor  fd2).  Userl  can  now  proceed  to  generate  the  first  window  and  pass  data  back  and 
forth  to  it  via  the  multiplexor. 

Subsequent  applications,  such  as  user2  and  user3,  can  now  communicate  with  the 
stream  headed  by  the  multiplexor  simply  by  opening  it  with 

open  ("/dev/mux",  0_RDWR) 

This  open  simply  opens  the  multiplexing  module  for  the  user;  it  does  not  push  another 
module  onto  the  stream.  If  the  third  user  also  wants  to  communicate  with  the  multiplexor, 
but  in  addition  wants  to  encrypt  communications,  then  the  user  issues  the  calls 

fd  =  open  ("/dev/mux",  0_RDWR) 
ioctl  (fd,  I  PUSH,  "encrypt  module") 

which  open  the  multiplexor  stream  and  pushes  an  encryption  module  onto  the  stream. 

The  third  volume  of  AT&T's  System  V  Interface  Definition  document  (AT86b) 
provides  a  detailed  description  of  the  Streams  mechanism  and  its  associated  system  calls. 
The  stream  head,  or  the  upstream  end  of  the  stream,  is  at  the  border  between  the  kernel  and 
the  user.  The  stream  end ,  or  the  downstream  end  of  the  stream  is  at  the  device  driver  border. 
Data  from  a  system  call  to  the  driver  is  said  to  be  moving  downstream.  Data  from  driver 
passing  to  the  stream  head  is  said  to  be  moving  upstream. 

Each  Streams  module  has  two  queues,  one  for  messages  moving  upstream,  and  one  for 
messages  moving  downstream.  Streams  messages  may  be  non-priority  messages  or  priority 
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messages.  Non-priority  messages  are  placed  at  the  end  of  a  queue.  Priority  messages  are 
placed  at  the  head  of  the  queue,  but  behind  other  priority  messages. 

The  various  ioctl  calls  perform  different  types  of  control  functions  with  entities 
corresponding  to  file  descriptors.  Normally,  ioctl  returns  0  on  success  and  -1  on  failure 
with  errno  set  appropriately;  various  ioctl  commands  are  described  in  Fig.  18.7. 

The  getmsg  call  receives  the  next  message  from  a  stream  head  read  queue;  the  data  and 
control  parts  are  placed  in  different  buffers. 


I_PUSH 

I_POP 

I_LOOK 

I_FLUSH 

LSETSIG 


LGETSIG 

LFIND 

I_PEEK 

LSRDOPT 

LGRDOPT 

LNREAD 

I_FDINSERT 

I_STR 

I_LINK 

I  UNLINK 


Pushes  a  named  module  onto  a  stream  below  the  stream  head,  and 
calls  the  new  module’s  open  routine. 

Pops  (removes)  the  module  most  recently  pushed  onto  the  stream. 

Returns  the  name  of  the  module  most  recently  pushed  onto  the 
stream. 

Flushes  all  read  queues,  all  write  queues,  or  all  queues  on  the 
stream. 

Indicates  that  the  user  wishes  to  be  notified  asynchronously  by  a 
signal  when  a  certain  type  of  event  has  occurred.  Such  events 
include  the  arrival  of  a  non-priority  message  on  the  stream  head’s 
read  queue,  the  presence  of  a  priority  message  on  the  stream  head’s 
read  queue,  and  the  availability  of  space  on  the  write  queue  below 
the  stream  head  (so  data  may  be  sent  downstream). 

Returns  the  events  that  have  been  set  by  I_SETSIG. 

Determines  if  a  particular  module  is  present  in  a  stream. 

Peeks  at  the  message  in  the  stream  head  read  queue  (without 
actually  removing  the  message). 

Sets  the  read  mode. 

Returns  the  current  read  mode. 

Determines  the  number  of  data  bytes  in  the  first  message  on  the 
stream  head  read  queue. 

Creates  a  message  and  sends  it  downstream;  passes  an  open  file 
descriptor  in  a  message. 

Constructs  an  internal  streams  ioctl  message  and  sends  it  down¬ 
stream. 

Connect  two  streams  where  one  is  connected  to  a  multiplexing 
driver  and  the  other  is  connected  to  another  driver. 

Disconnects  two  streams  where  one  is  connected  to  a  multiplexing 
driver. 


Fig.  18.7  Ioctl  commands  for  use  with  Streams.  (Reprinted  with  permission  of 
AT&T.) 
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The  poll  call  is  for  multiplexing  input/output  over  several  open  streams.  Poll  de¬ 
termines  which  streams  are  ready  for  sending  or  receiving  messages,  and  on  which  streams 
certain  events  have  occurred.  Some  of  the  events  are:  A  non-priority  message  is  available  at 
the  stream  head  read  queue,  a  priority  message  is  available  at  the  stream  head  read  queue, 
there  is  space  available  in  the  first  write  queue  downstream,  an  error  message  is  at  the 
stream  head,  a  hangup  has  occurred  on  the  stream,  the  file  descriptor  is  not  open.  The 
putmsg  call  sends  a  message  to  a  Streams  file. 


18.10.3  Sun's  Network  File  System  (NFS) 

Sun’s  Network  File  System  (NFS)  gives  remote  file  systems  the  appearance  of  being 
mounted  locally,  thus  making  the  operation  of  the  network  transparent  to  the  location  of 
files  (Co85)  (Wh85).  NFS  conforms  to  Sun’s  Network  Services  Architecture ,  which  en¬ 
ables  different  computers  and  operating  systems  to  share  a  common  network.  Vendors  may 
implement  NFS  regardless  of  their  underlying  computer  architectures  or  operating  systems. 
Sun  has  placed  various  network  service  building  blocks  in  the  public  domain  to  encourage 
standardization  (Co85 ).  This  is  consistent  with  the  notion  of  open  systems,  an  area  in  which 
Sun  has  chosen  to  take  a  leadership  role  as  a  matter  of  corporate  policy. 

Making  use  of  BSD  features,  users  at  one  workstation  on  a  network  may  log  in  to  a 
remote  computer,  copy  files  between  computers,  and  execute  commands  on  remote 
computers.  With  Sun’s  network  disk  (nd)  protocol,  a  diskless  workstation  (Ob86)  may  use 
part  of  the  disk  of  another  computer  on  the  network.  Diskless  nodes  can  perform  essentially 
all  the  functions  of  nodes  with  local  disks.  The  nd  protocol  and  the  network  are  efficient 
enough  that  the  diskless  workstations  tend  to  operate  about  as  quickly  as  those  with  local 
disks  (depending,  of  course,  on  the  load  on  the  network).  The  nd  protocol  gives  a  network 
disk  the  appearance  of  being  mounted  locally. 

Computers  on  a  network  are  referred  to  as  nodes,  and  each  node  has  a  unique  name.  A 
node  may  be  a  server,  or  a  client,  or  both.  A  server  provides  services  to  processes  or  users 
on  one  or  more  clients.  A  node  issues  system  calls  and/or  commands  to  become  a  server  or 
a  client. 

Servers  may  export  file  systems  to  the  network  and  clients  may  import  these  file 
systems;  these  are  privileged  operations.  An  NFS  server  initiates  service  by  issuing  an  nfsd 
command;  this  initiates  several  daemons  (I.e88a)  on  the  server;  daemons  handle  service 
requests.  Daemons  are  processes  that  perform  their  functions  automatically  when  needed, 
and  without  interacting  with  a  user.  They  generally  operate  periodically.  A  classic  example 
of  a  daemon  is  the  system  process  that  swaps  processes  to  secondary  storage  automatically 
when  it  is  necessary  to  lighten  the  load.  A  server  inserts  a  file  system’s  name  in  letclexports 
lo  make  the  file  system  accessible  to  clients.  The  server  may  restrict  the  nodes  that  can 
import  a  file  system.  A  fde  may  be  withdrawn  from  system  use,  by  removing  it  from  the 
letclexports,  file;  the  client  must  amount  the  file.  A  client  gains  access  to  an  exported  file 
system  by  using  mount. 

Servers  are  multithreaded  (Su87)  so  they  can  process  multiple  requests  concurrently. 
Shared  file  systems  can  be  distributed  across  multiple  servers  to  emulate  multiprocessing. 
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Frequently  accessed  read-only  files  can  be  duplicated  on  multiple  servers  to  distribute  the 
file  processing  load  across  multiple  machines. 

The  key  to  NFS’s  robust  operation  when  a  network  node  fails  is  the  use  of  a  stateless 
protocol  (Ob86)  between  the  client  side  and  the  server  side  of  NFS.  This  enables  the  server 
to  process  every  request  from  a  client  as  new;  information  about  the  client’s  former 
transactions  is  not  retained  by  the  server.  Thus,  the  failure  of  a  client  is  transparent  to  the 
server.  If  a  server  fails,  clients  simply  retry  their  requests;  the  requests  will  be  processed 
when  the  server  returns  to  operation. 

NFS  and  other  Sun  network  services  are  based  on  the  Remote  Procedure  Call  (RPC) 
and  External  Data  Representation  (XDR)  standards  developed  by  Sun  (Su85a)  (Su85b). 
RPC  enables  programs  executing  on  different  operating  systems  to  call  each  other  and 
receive  return  values.  The  client’s  RPC  translates  each  call  to  a  standard  form  and  transmits 
it  to  the  server.  The  server’s  RPC  accepts  the  call,  translates  it  to  the  server’s  format,  and 
initiates  the  called  procedure,  passing  the  appropriate  parameters.  XDR  is  a  standard  way  to 
represent  data  passed  between  different  machines. 

18.10.4  AT&T's  Remote  File  System  (RFS) 

The  Remote  File  System  (RFS)  was  developed  by  AT&T  to  facilitate  distributed  computing 
with  UNIX  System  V  (Sa88).  It  is  protocol  independent ;  as  new  network  protocols  (such  as 
OSI)  begin  to  emerge,  they  may  easily  be  inserted  into  RFS-based  systems. 

Requests  are  made  by  a  client  passing  a  message  to  a  server;  the  server  performs  the 
request  and  passes  back  a  response  message.  RFS  uses  a  remote  mount  model;  individual 
nodes  share  over  the  network  only  those  files  and  directories  they  wish  to;  other  files 
remain  private  (NFS  does  this  as  well). 

The  designers  of  RFS  chose  to  use  stateful  servers  rather  than  the  stateless  server 
approach  used  in  NFS  (Sa88).  A  weakness  of  the  stateless  approach  is  that  it  limits  the 
semantics  of  remote  operations.  AT&T  chose  the  stateful  server  approach  because  it 
wanted  NFS  to  support  full  UNIX  system  semantics  including  stateful  capabilities  like  file 
and  record  locking,  and  various  peripheral  device  operations.  The  papers  by  McGrath 
(Mc88)  on  Streams,  Brown  (Br88)  on  network  architectures,  and  Sabsevitz  (Sa88)  on  RFS 
are  must  reading  for  the  serious  student  of  UNIX  systems  networking. 

18.11  UNIX  SYSTEMS  STANDARDIZATION  AND  OPEN  SYSTEMS 

There  is  excitement  in  the  computer  industry  today  about  the  move  to  open  systems — 
systems  whose  specifications  are  available  so  that  any  company  wishing  to  conform  to 
them  may  do  so,  although  sometimes  having  to  pay  (hopefully  modest)  licensing  fees.  The 
move  to  open  systems  is  dramatically  changing  the  industry.  UNIX  has  become  the 
operating  system  of  choice  for  implementing  open  systems. 

AT&T  continues  to  license  UNIX  systems,  although  now  they  have  evolved  from  an 
experimental  systems  to  important  products  in  AT&T’s  strategic  plans.  The  cooperative 
effort  between  AT&T  and  Sun  to  develop  the  next  generation  of  UNIX  systems  has  gained 
industry  attention  with  some  companies  concerned  that  this  may  give  Sun  an  unfair  ad- 
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vantage.  This  is  bound  to  happen  in  an  environment  in  which  one  or  a  few  companies  wield 
significant  influence  over  a  developing  standard.  In  the  next  several  sections  we  consider 
the  various  versions  of  UNIX  systems  and  the  various  standards  organizations  that  will 
surely  play  major  roles  in  evolving  UNIX  systems  into  major  international  standard. 


18.1 1 .1  The  POSIX  Standard 

The  POSIX  standard  developed  by  the  IEEE  1003.1  committee  defines  the  interface  be¬ 
tween  an  operating  system  and  applications  programs  (Us87)  (Us87a)  (IE88).  The  key 
reason  for  POSIX  is  to  promote  source  code  portability.  It  is  not  mandatory  that  the  un¬ 
derlying  operating  system  be  a  UNIX  system.  What  matters  is  that  through  some  in¬ 
termediate  mechanism,  POSIX  calls  are  translated  to  the  target  operating  system's  calls, 
and  operating  system  returns  are  translated  to  POSIX  returns.  Thus,  any  operating  systems 
can  be  used  with  a  POSIX  interface,  but  clearly  UNIX  systems  are  preferred.  As  of  this 
writing,  most  major  UNIX  systems  vendors  have  agreed  to  standardize  on  POSIX,  but  it  re¬ 
mains  to  be  seen  whether  this  will  occur  when  the  final  POSIX  standard  appears. 


18.11.2  The  System  V  Interface  Definition  (SVID) 

Perhaps  the  most  important  of  the  UNIX  systems  standards  today  is  the  System  V  Interface 
Definition  (SVID)  published  by  AT&T  (AT86)  (AT86a)  (AT86b).  The  SVID  is  a  source- 
code  specification  of  the  various  UNIX  system  calls.  The  appendix  to  this  chapter  indicates 
how  to  obtain  a  copy  of  the  SVID:  this  is  must  reading  for  the  serious  student  of  UNIX 
systems.  A  listing  of  many  of  the  calls  in  the  SVID  appears  in  the  appendix  to  this  chapter. 


1 8. 1 1 .3  System  V  Release  4.0 

The  AT&T  System  V,  Release  4.0  standard  was  selected  by  the  Air  Force,  which  ordered 
20,000  SVR4.0-based  systems  in  1988.  SVR4.0  is  touted  by  the  members  of  UNIX 
International,  a  UNIX  systems  consortium  headed  by  AT&T  (Le88b).  SVR  4.0  includes 
unification  of  AT&T  System  V,  Sun  Microsystems  SunOS,  Berkeley  4.2  BSD  and  4.3 
BSD,  and  Microsoft  XENIX.  SVR  4.0  distributed  system  support  includes  AT&T’s  RFS, 
Sun’s  NFS,  TCP/IP,  Berkeley’s  sockets.  Sun's  Remote  Procedure  Call  (RPC)  mechanism. 
Sun’s  External  Data  Representation  (XDR),  AT&T's  Transport  Layer  Interface,  and 
Streams.  SVR  4.0  graphical  user  interfaces  include  Open  Look,  Sun’s  NeWS,  and  MIT’s  X 
Window  System.  The  appendix  to  this  chapter  indicates  how  to  obtain  information  on 
SVR4.0. 


18.11.4  IBM's  AIX 

UNIX  systems  continue  to  rise  in  importance  in  IBM’s  strategic  planning.  Both  DOS 
(Chapter  19)  and  OS/2  (Chapter  23)  have  many  features  that  UNIX  systems  made  popular. 
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IBM’s  AIX  (Tu89),  based  on  UNIX  sy  eins,  is  the  operating  system  of  choice  for  IBM’s 
PC/RT  workstations,  and  is  being  often  I  for  high-end  PS/2’s. 

IBM  recently  formed  its  Advanced  Workstation  Division  with  AIX  as  the  designated 
operating  system.  AIX  has  been  selected  by  the  Open  Software  Foundation  (see  Section 
18.11.6)  as  the  base  technology  on  which  OSF  will  develop  its  own  UNIX  systems 
standard.  Perhaps  most  significant  is  IBM’s  commitment  to  port  AIX  to  all  its  computer 
lines,  including  its  PS/2  personal  computers,  its  AS  400  midsize  machines,  and  its 
mainframes. 

There  is  considerable  debate  in  the  industry  about  the  merits  of  UNIX  systems  vs.  OS/ 
2  (Le88c)  (Mo88)  (Mo88a)  (Fr89).  This  debate  is  intense  within  IBM  as  well,  where  AIX 
and  OS/2  appear  to  be  competing  for  dominance.  AIX  is  a  multiuser,  multitasking 
operating  system,  whereas  early  versions  of  OS/2  are  single user  multitasking  systems.  But 
OS/2  could  certainly  evolve  into  a  full-blown,  multiuser,  multitasking  system.  Then  the 
stage  could  be  set  for  a  great  battle  within  “Big  Blue." 

There  is  an  alternate  s>  nario  that  may  be  more  likely.  After  reading  the  case  studies  on 
UNIX  systems  and  OS/2  i  his  text,  the  reader  will  probably  notice  substantial  similarities 
in  architecture  and  frinctk  ality .  Perhaps  this  points  to  an  eventual  merger  of  OS/2  into 
AIX,  or  vice  versa — although  the  former  would  appear  more  likely,  given  AIX's  newfound 
prominence  in  the  worldwide  UNIX  systems  community,  and  given  IBM’s  commitment  to 
port  AIX  (not  OS/2)  to  all  its  major  computer  lines. 

Perhaps  all  these  considerations  for  IBM  are  wrapped  in  an  even  larger  picture — its 
commitment  to  System  Application  Architecture  (SAA).  IBM  intends  to  provide  common 
user  interfaces,  common  communications  interfaces,  common  applications,  and  common 
operating  system  functionality  across  all  its  major  computing  lines.  This  will  enable  all 
IBM  compute  s  to  interoperate  easily,  and  it  will  provide  a  platform  on  which  other  vendors 
may  develop  applications.  Both  OS/2  and  AIX  appear  to  figure  intimately  in  IBM’s  SAA 
designs. 

18.11.5  Carnegie  Mellon  University's  Mach 

The  Mach  operating  system  (Te87)  (Ne88)  (Fi89)  was  developed  at  Carnegie  Mellon 
University.  It  first  appeared  in  1986  and  achieved  prominence  when  it  was  selected  by 
Steve  Jobs  for  use  with  his  NeXT  computers  announced  in  1988. 

Mach  evolves  4.3  BSD  into  a  multiprocessing  operating  system;  we  discussed  Mach  in 
the  Chapter  1 1  case  study  on  the  BBN  Butterfly  multiprocessor.  Many  people  believe  that 
Mach  will  become  the  parallel  UNIX  systems  standard. 

It  is  believed  that  AT&T's  plan  for  System  V  Release  5  could  include  the  kinds  of 
features  that  currently  distinguish  Mach;  some  industry  observers  believe  that  this,  along 
with  the  substantial  base  of  other  features  emerging  now  in  System  V  Release  4,  could 
obviate  the  need  for  Mach. 

18.11.6  The  Open  Software  Foundation  (OSF) 

In  response  to  concerns  over  the  AT&T  alliance  with  Sun  Microsystems,  seven  leading 
computer  vendors — IBM,  DEC,  Hewlett-Packard,  Apollo,  Nixdorf,  Siemens,  and  Croupe 
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Bull — formed  the  Open  Software  Foundation  (OSF)  in  1988  (Ch88a);  subsequently  dozens 
of  other  vendors  have  joined.  OSF’s  primary  goal  is  to  encourage  industry  standard,  open 
software  environments.  In  particular,  OSF  is  committed  to  developing  an  alternate 
operating  system  to  AT&T/Sun  UNIX  systems.  The  creation  of  OSF  highlights  the 
enormous  importance  of  UNIX  systems  to  the  computer  industry.  At  this  time,  it  is  impos¬ 
sible  to  say  how  OSF’s  efforts  will  affect  the  evolution  of  UNIX  system  software  and 
application  software.  It  is  clear,  however,  that  the  open  systems  philosophy  is  drawing 
major  interest,  and  that  the  proprietary  systems  approach  is  on  the  decline. 

18.11.7  UNIX  International 

After  the  formation  of  OSF  there  appeared  to  be  a  possibility  that  AT&T  and  Sun  would 
join.  Then,  abruptly,  various  S VR4.0  supporters  formed  the  Archer  group  to  stand  firm  on 
their  commitments  to  UNIX  with  System  V  as  a  base.  Archer  was  eventually  renamed 
UNIX  International.  It  will  indeed  be  a  formidable  competitor.  UNIX  International 
includes  major  vendors  such  as  Amdahl,  AT&T,  Control  Data,  Data  General,  Fujitsu,  ICL, 
Intel,  Motorola,  NCR,  NEC,  Olivetti,  Prime,  Sun,  Texas  Instruments,  Toshiba,  and  Unisys; 
many  other  companies  have  joined. 

18.12  THE  FUTURE  OF  UNIX  SYSTEMS 

UNIX  operating  systems  were  weak  entries  among  the  contenders  of  the  early  seventies.  As 
UNIX  systems  evolved,  IBM  customers  continued  to  care  about  MVS  and  VM,  VAX 
customers  continued  to  care  about  VMS,  and  so  it  went.  But  the  personal  computing 
phenomenon  of  the  late  1970s  and  the  1980s  has  changed  the  rules  of  the  game.  UNIX 
systems  have  become  the  operating  system  that  represents  the  link  between  the  vast 
majority  of  mainframes,  minis,  workstations,  personal  computers,  supercomputers  and 
networks.  There  is  a  rush  to  UNIX  systems  now  with  virtually  every  significant  computer 
and  communications  vendor  pointing  to  UNIX  systems  as  the  unifying  theme  in  operating 
systems  for  the  1990s. 

Why  will  UNIX  systems  play  such  an  extraordinary  role?  What  companies  will  benefit 
most  from  major  UNIX  systems  commitments?  The  specifics  of  UNIX  systems  and  UNIX- 
systems-style  networking  do  matter.  But  these  are  not  particularly  elegant  or  advanced  in 
nature.  What  really  matters  is  the  ability  of  UNIX  systems  to  draw  the  industry  together  to 
standardize.  This  is  a  fundamental  change  in  the  operating  systems  marketplace,  one  that 
has  never  standardized  across  such  a  wide  range  of  computing  and  communications 
systems  before.  If  the  industry  standardizes  on  UNIX  systems  (as  it  seems  so  intent  on 
doing),  the  companies  that  will  succeed  will  do  so  because  of  their  commitments  to 
delivering  UNIX  systems  at  the  best  possible  price  and  with  the  best  service  and 
guarantees.  Is  this  the  best  path  for  the  industry  to  take?  That  question  may  be  irrelevant; 
the  current  momentum  is  so  strong  that  vendors  have  to  offer  UNIX  systems  just  to  remain 
competitive.  It  will  be  interesting  to  see  how  AT&T  handles  this  phenomenon.  AT&T  is  in 
the  driver’s  seat  as  long  it  guides  UNIX  systems  to  the  satisfaction  of  the  power  players  in 
the  industry.  Will  AT&T  remain  in  control,  or  will  the  industry  wrest  control  of  UNIX 
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systems  away  from  AT&T  and  perhaps  into  the  public  domain?  These  questions  remain  to 
be  answered.  Whatever  happens,  the  time  spent  learning  UNIX  systems  by  serious  students 
of  operating  systems  will  surely  be  worthwhile. 
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EXERCISES 

18.1  What  features  of  UNIX  systems  are  especially  useful  from  a  software  engineering  standpoint? 

18.2  What  aspects  of  the  origin  of  UNIX  systems  contributed  greatly  to  their  unique  design? 

18.3  In  UNIX  systems,  the  same  system  calls  are  used  to  read  (or  write)  files,  devices,  and 
interprocess  message  buffers.  What  are  the  advantages  of  this?  What  are  the  disadvantages? 

18.4  UNIX  systems  provide  an  environment  in  which  large  tasks  may  be  accomplished  by 
combining  existing  small  programs  rather  than  developing  new  programs.  Why  is  this  important? 

18.5  Suppose  a  process  requests  more  storage.  Describe  precisely  how  early  real  storage  UNIX 
systems  granted  the  request.  Consider  each  of  the  following  cases. 

a)  Sufficient  additional  storage  is  available  immediately  following  the  process’s  current 
storage  area. 

b)  A  large  block  of  storage  is  available  elsewhere  in  primary  storage. 

c)  Sufficient  additional  primary  storage  is  not  currently  available. 

18.6  In  virtual  storage  UNIX  systems,  how  does  swapping  differ  from  paging? 

18.7  All  input/output  in  UNIX  systems  is  stream-oriented  rather  than  record-oriented.  Discuss  the 
advantages  and  disadvantages  of  this  approach. 

18.8  How  are  fixed  length  record  I/O  and  variable  length  record  I/O  implemented  in  UNIX 
systems? 

18.9  Suppose  a  particular  operating  system  supports  record  I/O  but  not  stream  I/O.  Is  it  possible  to 
simulate  stream  I/O  on  this  system?  If  yes,  then  state  how.  If  no,  then  state  why  not. 
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18.10  Describe  the  directory  structure  of  the  UNIX  file  system. 

18.11  What  are  pipes  and  filters?  What  is  a  pipeline? 

18.12  A  UNIX  system  does  not  check  for  processes  attempting  to  “hog”  resources.  But  many 
installations  have  added  features  for  doing  so.  Describe  the  features  you  would  add  to  a  UNIX  system 
for  this  purpose.  Why  are  such  features  important? 

18.13  Why  have  UNIX  systems  become  the  favored  operating  systems  for  implementing  the  open 
systems  philosophy? 

18.14  Discuss  each  of  the  following  notions  as  they  relate  to  UNIX  systems. 

a)  portability  b)  tools  c)  resuable  software 

18.15  UNIX  systems  have  been  evolving  from  a  timesharing  operating  system  to  one  for  control¬ 
ling  networked  workstations.  How  has  this  trend  affected  the  design  of  the  SunOS  system  discussed 
in  this  case  study? 

18.16  As  the  inventor  of  UNIX  systems,  AT&T  has  exerted  great  influence  over  their  development 
and  evolution.  What  role  do  you  think  AT&T  should  play  as  UNIX  systems  emerges  as  industry 
standard  operating  systems?  Should  UNIX  systems  be  controlled  by  an  industry  group  rather  than  one 
or  a  few  powerful  companies? 

18.17  Distingush  between  autonomously  performed  services  and  services  performed  in  response  to 
system  calls. 

18.18  How  does  the  Berkeley  vfork  system  call  represent  an  optimization  of  the  fork  system  call?  In 
what  sense  is  vfork  more  limited  than  fork! 

18.19  Discuss  how  SunOS  penalizes  CPU-intensive  processes  more  heavily  during  periods  of 
heavy  loading  and  is  more  forgiving  of  them  when  lightly  loaded. 

18.20  How  are  UNIX  systems  signals  like  interrupts?  How  are  they  different?  Why  might  a  process 
want  to  delay  arriving  signals?  How  does  a  process  do  so? 

18.21  What  is  a  pipe?  Why  is  buffering  needed  with  pipes?  Compare  the  operation  of  a  pipe  with 
the  circular  buffer  discussed  in  Chapter  5.  Why  is  it  that  unrelated  processes  can  not  communicate 
through  pipes? 

18.22  What  innovations  were  added  to  UNIX  systems  to  allow  communication  between  unrelated 
processes? 

18.23  Why  did  Berkeley  4.2  BSD  add  the  notion  of  sockets? 

18.24  Distinguish  between  the  three  states  a  process  may  assume  with  regard  to  memory  manage¬ 
ment,  namely  swapped,  resident,  and  mapped.  Why  may  the  mapped  state  be  considered  an 
optimization  of  the  resident  state? 

18.25  Explain  the  operation  of  the  free  list  and  Ihe  loop  used  in  paging.  How  do  those  help  effect 
page  reclamation? 

18.26  Explain  the  strategy  used  by  the  pager  to  decide  which  pages  should  be  on  the  free  list. 

18.27  Explain  the  strategy  used  by  the  swapper  to  select  processes  for  swapping. 

18.28  What  is  a  descriptor?  What  is  a  process’s  descriptor  table?  What  descriptor(s)  is  (are)  created 
by  each  of  the  following  system  calls? 

a)  pipe  b)  open  c)  socket 

18.29  Distinguish  between  ordinary  files,  special  files,  and  directories. 
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18.30  UNIX  systems  do  not  support  or  distinguish  random  access  from  sequential  access.  How  can 
heck  be  used  to  implement  either  type  of  access? 

1 8.31  Distinguish  between  absolute  path  names  and  relative  path  names. 

18.32  Discuss  the  mown  and  umount  system  calls. 

18.33  How  are  permissions  used  to  control  access  to  files? 

18.34  Explain  the  use  of  lock  files  to  synchronize  access  of  multiple  processes  t'rt  wish  to  update  a 
file  in  a  consistent  manner.  What  difficulties  might  be  encountered  by  a  group  of  processes  using  a 
lock  file  to  control  access  to  shared  data? 

18.35  UNIX  systems  delay  physical  writes  until  a  buffer  is  needed.  What  does  this  imply  in  ease  of 
a  system  crash?  What  does  the  kernel  do  to  alleviate  this  problem? 

18.36  Disk  fragmentation  occurs  naturally  in  systems  that  have  executed  for  some  time.  This 
disperses  the  blocks  of  sequential  files  over  the  surfaces  of  the  disk  and  causes  lengthy  seeks  rather 
than  the  short  adjacent  cylinder  seeks  that  characterize  a  sequential  file  constructed  on  a  large 
contiguous  empty  disk  area.  What  actions  might  an  operating  system  take  to  minimize  disk 
fragmentation? 

18.37  Discuss  the  ramifications  of  the  fact  that  the  vast  majority  of  files  in  UNIX  systems  are  small 
(as  opposed  to  the  massive  files  in  commercial  data  processing  systems). 

18.38  Describe  the  UNIX  systems  process  scheduling  algorithm. 

18.39  How  does  non-blocking  I/O  differ  from  conventional  blocking  I/O?  Give  an  example  in 
which  non-blocking  I/O  is  preferable. 

18.40  Can  a  process  seeking  to  be  scheduled  in  SunOS  be  indefinitely  postponed?  Explain  your 
answer. 

18.41  Can  a  signal  waiting  to  be  processed  be  indefinitely  postponed?  Explain  your  answer. 

18.42  After  reading  this  UNIX  systems  case  study  and  the  OS/2  case  study,  compare  and  contrast 
these  two  important  operating  systems. 

18.43  How  are  permission  bits  on  directories  interpreted  differently  than  permission  bits  on 
ordinary  files? 

18.44  Is  the  following  statement  true?  Two  processes  are  reading  from  a  shared  open  file;  if  one 
process  causes  the  I/O  pointer  to  change,  the  other  process's  position  in  the  file  also  changes. 

18.45  The  setuid  feature  is  unique  to  UNIX  systems  and,  in  fact,  has  been  patented  by  Dennis 
Ritchie.  Explain  how  a  nonprivileged  UNIX  systems  user  may  change  his  or  her  password  as  stored  in 
the  password  file  that  belongs  to  the  superuser.  Suggest  some  approaches  for  solving  this  problem 
without  the  setuid  capability.  Investigate  how  users  change  their  passwords  in  other  operating 
systems. 

18.46  Some  people  consider  setuid  to  be  a  substantial  security  risk.  Do  you  agree?  If  so,  what 
measures  should  be  used  to  guard  against  possible  setuid  security  breaches? 

18.47  What  is  page  reclamation?  How  does  it  work?  What  ate  its  benefits?  What  are  the  costs? 

18.48  What  is  a  socket?  Discuss  the  five  types  of  sockets  in  4.3  BSD.  What  is  out-of-band  data? 

18.49  The  text  indicates  that  diskless  workstations  operate  off  the  network  about  as  quickly  as 
workstations  with  local  disks.  Under  what  circumstances,  however,  could  diskless  workstations 
suf  fer  severe  performance  degradation? 

18.50  What  is  a  stateless  protocol?  Why  is  it  important  in  the  design  of  NFS? 
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18.51  Discuss  the  AT&T  STREAMS  mechanism.  What  does  it  mean  to  “push  a  module  onto  a 
stream?”  What  technique  is  used  to  make  message  passing  through  a  stream  efficient? 

18.52  Describe  precisely  how  STREAMS  may  be  used  to  create  a  windowing  multiplexor. 

18.53  Could  sharing  of  memory  result  in  deadlock  as  the  memory  is  taken  up  with  multiple  shared 
segments/pages?  What  safeguards  should  be  employed? 

18.54  The  inodes  use  direct  block  addressing  as  well  as  single,  double,  and  triple  indirect  block 
addressing  to  locate  every  block  in  a  physical  file.  Assume  all  addresses  occupy  four  bytes.  For  block 
sizes  of  512  bytes,  1024  bytes,  and  4096  bytes,  calculate  the  largest  file  size  that  may  be 
accommodated  in  this  indirect  addressing  scheme. 

18.55  (Project)  Write  a  detailed  report  on  the  UNIX  systems  industry.  You  should  discuss 

a)  the  evolution  of  UNIX  systems 

b)  UNIX  systems  as  developing  standards 

c)  UNIX  systems  and  open  systems 

d)  the  major  versions  of  UNIX  systems 

e)  UNIX  systems  user  groups  and  the  services  they  provide 

f)  major  UNIX  systems  trade  shows  and  academic  conferences. 

g)  future  directions 

18.56  (Project)  Write  a  report  on  the  conception  and  evolution  of  POSIX.  Comment  on  the  notion 
of  creating  such  standards.  Argue  why  such  an  approach  is  beneficial  to  the  industry.  Why  might  it 
fail? 
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APPENDIX  A 
SunOS 

Information  about  the  SunOS  version  of  UNIX 
systems  may  be  obtained  from 

Sun  Microsystems 
2550  Garcia  Avenue 
Mountain  View,  CA  94043 

UNIX  Standards  Information 

The  /usr/group  UNIX  systems  Standard  may  be 
ordered  from 

/usr/group  Standards  Committee 
4655  Old  Ironsides  Drive 
Suite  200 

Santa  Clara,  CA  95054 

The  X/OPEN  Portability  Guide  may  be  ordered 
from 

Prentice- Hall 

Englewood  Cliffs,  NJ  07632 

The  System  V  Interface  Definition  may  be  or¬ 
dered  from 

AT&T  Customer  Information  Center  Attn: 

Customer  Service  Representative 
P.O.  Box  19901 
Indianapolis,  IN  46219 

The  POSIX  Standard  may  be  ordered  from 

IEEE  Service  Center 
445  Hoes  Lane 
Piscataway,  NJ  08854 

IEEE  Computer  Society 
Box  80452 

Worldway  Postal  Center 
Los  Angeles,  CA  90080 


Various  ANSI  Standards  including  ANSI  C  may 
be  ordered  from 

American  National  Standards  Institute 
1430  Broadway 
New  York,  NY  10018 

Information  about  AT&T  UNIX  educational 
seminars,  including  seminars  on  SVR  4.0,  may 
be  obtained  from 

Registrar,  AT&T  Training 
P.O.  Box  45038 
Jacksonville,  FL  32232-9974 

Standards  Groups: 

Open  Software  Foundation 
1 1  Cambridge  Center 
Cambridge,  MA  02142 

X/Open 
c/o  ICL 
Lovelace  Road 
Bracknell,  Berkshire 
London,  RG12  4SN 

X/Open 

1750  Montgomery  Street 
San  Francisco,  CA  94111 

UNIX  International 
6  Century  Drive 
Parsippany,  NJ  07054 

Periodicals 

Computing  Systems 

The  Journal  of  the  USENIX  Association 

University  of  California  Press 
2120  Berkeley  Way 
Berkeley,  CA  94720 
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UNIX/WORLD 

Subscription  Department 
P.  O.  Box  1929 
Marion,  OH  43305 
Tech  Valley  Publishing 
444  Castro  Street 
Mountain  View,  CA  94041 

UNIX  REVIEW 

Miller  Freeman  Publications  Co. 

500  Howard  Street 

San  Francisco,  CA  94105 

( 'ommUNIXations 

Published  by  /usr/group  (see  below) 

I  us  r/ digest  (biweekly) 

Published  by  /usr/group  (see  below) 


Open  Line 

Published  by  Open  Software  Foundation, 
Inc. 

User  Groups 

/usr/group 

The  International  Network  of  UNIX  Users 

4655  Old  Ironsides  Drive 
Suite  200 

Santa  Clara,  CA  95054 

Write  to  /usr/group  for  membership  information. 
They  publish  a  directory  of  UNIX  hardware 
systems,  software  products,  UNIX  user  groups, 
and  consultants. 

USEN1X  Association 
P.O.  Box  2299 
Berkeley,  CA  94710 


APPENDIX  B:  A  Tour  of  the  AT&T  System  V  Interface  Definition  (SVID) 

The  AT&T  System  1/  Interface  Definition  (SVID)  (AT86)  (AT86a)  (AT86b)  is  the 
document  that  defines  AT&T  System  V  UNIX  for  other  vendors  and  applications 
developers  who  wish  to  build  conformant  systems  and  write  applications  that  will  run  on 
any  System  V  system.  The  serious  student  of  operating  systems  and  members  of  the  UNIX 
community  in  general  should  read  this  important  document.  Instructions  for  ordering  the 
SVID  from  AT&T  are  included  in  this  chapter. 

This  appendix  includes  a  concise  listing  of  most  of  the  systems  calls,  library  routines, 
and  utility  routines  described  in  more  detail  in  the  SVID.  The  appendix  is  included  to  give 
Ihe  reader  a  strong  sense  of  the  UNIX  functionality  available  in  System  V  and  System-V- 
conformant  UNIX  systems. 

The  author  would  like  to  thank  AT&T  for  permission  to  include  this  listing  of  calls 
from  the  System  V  Interface  Definition  publications.  AT&T  makes  no  statement  as  to  the 
accuracy  or  completeness  of  the  material  in  this  appendix. 


Operating  System  Service  Routines 

Idle  Management  Calls 

access — determine  accessibility  of  a  file 

c  hntod — change  mode  of  file;  set  access  permissions 

c  hown — change  owner  and  group  of  a  file 

dose — close  a  file-descriptor 

<  reat — create  a  new  file  or  rewrite  an  existing  one 

dup — duplicate  an  open  file-descriptor 


fcntl — file  control  over  open  files 
fileno — get  the  integer  file-descriptor  associated  with 
the  named  stream 

fstat — obtain  information  about  an  open  file 
associated  with  a  file  descriptor 
link — link  to  a  file 

lseek — move  read/write  file-pointer  (applications 
should  use  stdio  routines  including  fopen  and 
fseek) 
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open — open  for  reading  or  writing  (NOTE:  applica¬ 
tions  should  use  fopen  instead) 
read — read  from  file  (NOTE:  applications  should  use 
fopen  and  fread) 

stat — obtain  information  about  a  named  file 
ulimit — get  and  set  user  file-size  limits 
umask — sets  the  process’s  file  mode  creation  mask 
and  returns  the  previous  value  of  the  mask 
utime — set  file  access  and  modification  times 
write — write  on  a  file  (NOTE:  applications  should 
use  fopen  and  fwrite) 

Directory  Management  Calls 

chdir — change  working  directory 

chroot — change  root  directory 

closedir — close  the  indicated  directory  descriptor 

getcwd — get  path-name  of  current  working  directory 

mkdir — make  a  directory 

mknod — make  a  directory,  or  a  special  or  ordinary- 
file,  or  a  FIFO 

mount — mount  a  file  system  (NOTE:  not  recom¬ 
mended  for  use  by  application  programs) 
opendir — open  the  directory  named  by  filename 
readdir — returns  a  pointer  to  a  directory  structure  that 
contains  the  next  non-empty  directory  entry  in  the 
specified  directory 

rewinddir — reset  the  position  of  the  specified  direc¬ 
tory  pointer  to  the  beginning  of  the  directory 
rmdir — remove  a  directory 

sync — update  super  block  (NOTE:  this  should  not  be 
used  by  application  programs);  causes  all 
information  in  transient  memory  that  updates  a  file 
system  to  be  written  out  to  the  file  system.  This 
includes  modified  super  blocks,  modified  i-nodes, 
and  delayed  block  I/O. 
umount — unmount  a  file  system 
unlink — remove  directory  entry 
ustat — get  file  system  statistics 

Process  Management  Calls 

acct — enable  or  disable  process  accounting 
dup2 — duplicate  an  open  file-descriptor 
execl — execute  a  file  (applications  should  use  the 
system  call  instead  of  exec) 
execle — execute  a  file 
execlp — execute  a  file 
execv — execute  a  file 
execve — execute  a  file 
execvp — execute  a  file 
exit — terminate  process 
_exit — terminate  process 

fork — create  a  new  process  (applications  should  use 
the  system  call  instead  of  fork) 


getegid — get  real-user-ID,  effective-user-ID,  real- 
group-ID,  and  effective-group-IDs 
geteuid — get  real-user-ID,  effective-user-ID,  real- 
group-ID,  and  effective-group-IDs 
getgid — get  real-user-ID,  effective-user-ID,  real- 
group-ID,  and  effective-group-IDs 
getpgrp — get  process-ID,  process-group-ID,  and  par- 
ent-process-ID 

getpid — get  process-ID,  process-group-ID,  and  par- 
ent-process-ID 

getppid — get  process-ID,  process-group-ID,  and  par- 
ent-process-ID 

getuid — get  real-user-ID,  effective-user-ID,  real- 
group-ID,  and  effective-group-IDs 
kill — send  a  signal  to  a  process  or  a  group  of 
processes 

nice — change  priority  of  a  process 
setgid — set  the  real-group-ID  and  effective-group-ID 
of  the  calling-process 
setpgrp — set  process-group-ID 
setuid — set  the  real-user-ID  and  effective-user-ID  of 
the  calling-process 

sleep — suspend  execution  for  interval 
system — issue  a  command  (NOTE:  applications 
should  use  this  function  rather  than  fork  and  exec 
routines) 

uname — get  name  of  current  operating  system 
wait — wait  for  child-process  to  stop  or  terminate 

Time  Management  Calls 

alarm — set  a  process  alarm  clock 
profil — execution  time  profile 
stime — set  the  system  time  and  date 
time — get  time 

times — get  process  and  child-process  elapsed  times 

Memory  Management  Calls 

calloc — allocate  space  for  an  array  of  elements  each 
of  a  specified  size  and  each  initialized  to  zeros 
free — free  memory  previously  allocated  by  malloc 
mallinfo — provide  information  describing  memory 
space  usage 

malloc — return  a  pointer  to  a  block  of  memory  of  at 
least  a  specified  size 

mallopt — allocate  small  blocks  of  memory  quickly 
from  a  previously  allocated  larger  block 
plock — lock  (or  unlock)  process,  text,  or  data  in 
memory 

realloc — change  the  size  of  (and  possibly  moves)  a 
memory  block 
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Input/Output  Calls 

clearerr — reset  both  the  error  and  EOF  indicator  to 
false  on  the  named  stream 
fclose — close  or  flush  a  stream 
fdopen — associate  a  stream  with  a  file  descriptor 
fc-of — determine  if  EOF  has  been  detected  when 
reading  the  named  stream 

ferror — determine  if  an  I/O  error  has  occurred  when 
reading  from  or  writing  to  the  named  stream 
fflush — close  or  flush  a  stream 
fopen — open  the  file  named  by  path  and  associate  a 
stream  with  it 
fread — buffered  read 

freopen — substitute  the  named  file  in  place  of  the 
open  stream 

fseek — reposition  a  file-pointer  in  a  stream 
ftell — returns  the  offset  of  the  current  byte  relative  to 
the  beginning  of  the  file  associated  with  the  named 
stream 

fwrite — buffered  write 
ioctl — control  device 
pclose — close  a  stream  opened  by  popen 
popen — create  a  pipe  between  the  calling  program 
and  the  command  to  be  executed 
rewind — reposition  a  file-pointer  in  a  stream 

Interprocess  Communication  (IPC)  Calls 

abort — generate  an  abnormal  process  termination 
alarm — set  a  process  alarm  clock 
kill — send  a  signal  to  a  process  or  a  group  of 
processes 

lockf — record  locking  on  files 
msgctl — message  control  operations 
msgget — get  message  queue 
msgop — message  operations 

msgrev — receive  message  from  a  queue  and  place  in 
user-defined  buffer 
msgsnd — send  a  message  to  a  queue 
pause — suspend  process  until  signal 
pipe — create  an  interprocess  channel  and  return  a  file 
descriptor  open  for  reading  and  a  file  descriptor 
open  for  writing 
ptrace — process  trace 
semctl — semaphore  control  operations 
semget — get  set  of  semaphores 
semop — semaphore  operations 
shmat — attaches  the  specified  shared  memory  seg¬ 
ment  to  the  data  segment  of  the  calling  process 
shmctl — shared  memory  control  operations 
shmdt — detaches  a  shared  memory  segment  from  the 
calling  process’s  data  segment 
shmget — get  shared  memory  segment 


shmop — shared  memory  operations 
sighold — analogous  to  raising  the  priority  level  and 
deferring  or  holding  a  signal  until  the  priority  is 
lowered  by  sigrelse 

sigignore — specify  that  a  signal  is  to  be  ignored 
signal — specify  what  to  do  upon  receipt  of  a  signal 
sigrelse — restores  the  system  signal  action  to  the  ac¬ 
tion  that  was  previously  specified  by  the  function 
sigset 

sigset — specifies  the  system  signal  action  to  be  taken 

General  Library  Routines 
Mathematical  Functions 

abs — return  integer  absolute  value 
acos — trigonometric  arccosine  function 
asin — trigonometric  arcsine  function 
atan2 — trigonometric  arctangent  function  of  y/x 
atan — trigonometric  arctangent  function 
ceil — ceiling  function  (returns  the  smallest  integer 
not  less  than  x) 

cos — trigonometric  cosine  function 
cosh — hyperbolic  cosine 
erf — error  function 
erfc — complementary  error  function 
exp — exponential  function 
fabs — absolute  value  function 
floor — floor  function  (returns  the  largest  integer  not 
greater  than  x) 

fmod — remainder  function  (returns  the  floating-point 
remainder  of  the  division  of  x  by  y.  x  if  y  is  zero  or 
if  x/y  would  overflow) 

frexp — manipulate  parts  of  floating-point  numbers 
gamma — log  gamma  function 
hypot — Euclidean  distance  function 
jO — Bessel  function  of  x  of  the  first  kind  of  order  0 
jl — Bessel  function  of  x  of  the  first  kind  of  order  1 
jn — Bessel  function  of  x  of  the  first  kind  of  order  n 
Idexp — manipulate  parts  of  floating-point  numbers 
log  10 — logarithm  function 
log — natrual  logarithm  function 
matherr — error-handling  function 
modf — manipulate  parts  of  floating-point  numbers 
pow — power  function 
sin — trigonometric  sine  function 
sinh — hyperbolic  sine 
sqrt — square  root  function 
tan — trigonometric  tangent  function 
tanh — hyperbolic  tangent 
yO — Bessel  function  of  x  of  the  second  kind  of 
order  0 

yl — Bessel  function  of  x  of  the  second  kind  of 
order  1 
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yn — Bessel  function  of  x  of  the  second  kind  of 
order  n 

String  and  Character  Handling  Routines 

_tolower — translate  uppercase  character  to  lowercase 
_toupper — translate  lowercase  character  to  uppercase 
advance — 

asctime — convert  date  and  time  to  string 

atof — convert  string  to  double-precision  number 

atoi — convert  string  to  integer 

atol — convert  string  to  integer 

compile — 

crypt — string  encoding  function 
dime — convert  date  and  time  to  string 
encrypt — encode  a  string 

gmtime — convert  date  and  time  to  string  (Greenwich 
Mean  Time) 

isalnum — is  character  an  alphanumeric? 
isalpha — is  character  a  letter? 
isascii — is  character  an  ASCII  character? 
iscntrl — is  character  a  delete  character  or  control 
character? 

isdigit — is  character  a  digit? 
isgraph — is  character  a  printing  character? 
islower — is  character  a  lower-case  letter? 
isprint — is  character  a  printing  character? 
ispunct — is  character  a  punctuation  mark? 
isspace — is  character  a  space,  tab,  carriage-return, 
new-line,  vertical-tab,  or  form-  feed? 
isupper — is  character  an  upper-case  letter? 
isxdigit — is  character  a  hexidecimal  digit? 
localtime — convert  date  and  time  to  string  (corrects 
for  time-zone  and  Daylight  Savings  Time) 
memccpy — copy  characters  between  memory  areas 
memchr — locate  first  occurrence  of  a  character  in 
memory  area 

memcmp — compare  memory  areas 
memcpy — copy  characters  between  memory  areas 
memset — set  a  memory  area  to  a  certain  character 
regexp — regular-expression  compile  and  match  rou¬ 
tines 

setkey — set  encoding  key 
step — 

strcat — appends  a  copy  of  one  string  to  the  end  of 
another 

strchr — returns  a  pointer  to  the  first  occurrence  of  a 
given  character  in  a  string 

strcmp — compares  two  strings  for  lexicographically 
less  than,  equal  to,  or  greater  than 
strcpy — copies  one  string  to  another 
strcspn — returns  the  length  of  the  initial  segment  of 
one  string  which  consists  entirely  of  characters  not 
from  a  second  string 


strdup — duplicates  a  string 

strlen — returns  the  number  of  characters  in  a  string 
stmcat — appends  at  most  n  characters  to  the  end  of  a 
string 

stmcmp — compares  at  most  n  characters  of  two 
strings  (similar  to  strcmp) 

stmcpy — copies  n  characters  of  one  string  to  another 
strpbrk — returns  a  pointer  to  the  first  occurrence  in  a 
string  of  any  character  from  a  second  string 
strrchr — returns  a  pointer  to  the  last  occurrence  of  a 
character  in  a  string 

strspn — returns  the  length  of  the  initial  segment  of 
one  string  which  consists  entirely  of  characters 
from  a  second  string 

strtod — convert  string  to  double-precision  number 
strtok — considers  a  string  to  consist  of  a  series  of  text 
tokens 

strtol — convert  string  to  integer 

toascii — for  standard  ASCII 

tolower — translate  characters  uppercase  to  lowercase 

toupper — translate  characters  lowercase  to  uppercase 

tzset — convert  date  and  time  to  string  (time  zone  set) 

I/O  Routines,  Search  and  Sort  Routines,  Other 
Routines 

besearch — binary  search  on  a  sorted  table 
clock — report  CPU  time  used 
ctermid — generate  file  name  for  terminal 
drand48 — generate  uniformly  distributed  pseudo¬ 
random  numbers 

erand48 — generate  uniformly  distributed  pseudo¬ 
random  numbers 

fgetc — get  next  character  from  named  input  stream 
fgets — get  a  string  from  a  stream 
fprintf — print  formatted  output  on  named  output 
stream 

fputc — like  putc  but  is  a  function  rather  than  a  macro 
fputs — put  a  string  on  a  named  output  stream 
fscanf — reads  from  the  named  input  stream 
ftw — walk  a  file  tree 

getc — returns  the  next  character  from  the  named 
input  stream  as  an  integer 
getchar — is  defined  as  getc  (stdin) 
getenv — return  value  for  environment  name 
getopt — get  option  letter  from  argument  vector  (com¬ 
mand  and  line  parser) 
gets — get  a  string  from  a  stream 
getw — returns  the  next  word  from  the  named  input 
stream 

gsignal — raises  a  software  signal 
hcreate — allocate  space  for  a  hash  table 
hdestroy — destroy  a  hash  search  table 
hsearch — hash  table  search  routine 
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isatty — determine  if  a  file  descriptor  is  for  a  terminal 
device 

jrand48 — generate  uniformly  distributed  pseudo¬ 
random  numbers 

lcong48 — generate  uniformly  distributed  pseudo¬ 
random  numbers 

H  ind — like  lsearch  but  if  datum  not  found,  it  is  not 
added  to  table 
longjmp — non-local  goto 
lrand48 — generate  uniformly  distributed  pseudo¬ 
random  numbers 
lsearch — linear  search  routine 
mktemp — make  a  unique  file  name 
mrand48 — generate  uniformly  distributed  pseudo¬ 
random  numbers 

nrand48 — generate  uniformly  distributed  pseudo¬ 
random  numbers 

perror — produce  system  error  message  on  standard 
error  output 

printf — print  formatted  output  on  standard  output 
stream 

putc — put  character  onto  output  stream  at  position  to 
which  file  pointer  points 

putchar — put  character  onto  standard  output  stream 
putenv — change  or  add  value  to  environment 
puts — put  a  string  on  standard  output  stream 
putw — put  word  to  output  stream 
qsort — quicker  sort;  sorts  a  table  of  data  in  place 
rand — simple  random-number  generator 
scanf — reads  from  the  standard  input  stream 
seed48 — generate  uniformly  distributed  pseudo¬ 
random  numbers 

setbuf — assign  buffering  to  a  stream;  causes  an  array 
to  be  used  instead  of  an  automatically  allocated 
buffer 

setjmp — non-local  goto 
setvbuf — assign  buffering  to  a  stream 
sprintf — place  formatted  output  in  storage 
srand48 — generate  uniformly  distributed  pseudo¬ 
random  numbers 

srand — simple  random-number  generator  which  uses 
a  seed 

sscanf — reads  from  a  character  string 
ssignal — associates  a  procedure  with  a  software 
signal 

swab — copies  n  bytes  from  one  memory  area  to  an 
array  and  exchanges  odd  and  even  bytes 
tdelete — delete  a  node  from  a  binary  search  tree 
lempnam — create  a  name  for  a  temporary  file  (user 
can  control  choice  of  directory) 
ifind — search  binary  search  tree;  return  pointer  if 
found  and  return  null  pointer  if  not  found 
tmpfile — create  a  temporary  file 


tmpnam — create  a  name  for  a  temporary  file 
tseareh — build  and  access  binary  search  tree;  if  key 
not  found  then  insert  in  tree 
ttyname — find  path  name  of  a  terminal  device 
twalk — traverse  binary  search  tree 
ungetc — push  character  back  into  input  stream 
vfprintf — place  formatted  output  of  a  varargs  argu¬ 
ment  list  on  named  output  stream 
vprintf — place  formatted  output  of  a  varargs 
argument  list  on  standard  output  stream 
vsprintf — place  formatted  output  of  a  varargs  argu¬ 
ment  list  in  a  storage  area 

Basic  Utilities  Extension 

(ieneral  Purpose  Commands 

banner — make  large  letters 
cal — print  calendar 
calendar — reminder  service 
cut — cut  out  selected  fields  of  each  line  of  a  file 
paste — merge  same  lines  of  several  files  or 
subsequent  lines  of  one  file 
pg — file  perusal  filter  for  soft-copy  terminals 
sleep — suspend  execution  for  an  interval 
sort — sort  and/or  merge  files 
tail — deliver  the  last  part  of  a  file 
uniq — report  repeated  lines  in  a  file 

Computation  and  Number  Processing 

awk — pattern-directed  scanning  and  processing  lan¬ 
guage 

File  System 

basename — deliver  portions  of  path  names 
cd — change  working  directory 
chmod — change  permissions  of  files 
cmp — compare  two  files 

comm — select  or  reject  lines  common  to  two  sorted 
files 

cp — copy  files 

diff — differential  file  comparator 
dimame — delivers  all  but  the  last  level  of  the  path 
name  specified  in  a  string 
file — determine  file  type 
find — find  files 
In — link  files 

Is — list  contents  of  directory 
mkdir — make  a  directory 
mv — move  files 

pwd — print  path  name  of  working  directory 
rm — remove  entries  for  files  from  a  directory 
rmdir — remove  entries  for  the  named  directories 
(which  must  be  empty) 
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wc — word  count;  counts  lines,  words,  and  characters 
in  the  named  files 

Media  Management  (disk  and  tape) 

cpio — copy  file  archives  in  and  out 
df — report  free  disk  space 
du — estimate  file  space  usage 
Is — list  contents  of  directory 

Timing  and  Scheduling 

date — print  or  set  the  date 

touch — update  access  and  modification  times  of  a 
file 

The  Shell 

ar — archive  and  library  maintainer  for  portable  ar¬ 
chives 

cal — print  calendar 

cut — cut  out  selected  fields  of  each  line  of  a  file 
echo — echo  arguments 
expr — evaluate  expression 

false — does  nothing,  and  returns  a  non- zero  exit  code 
pr — print  files 

sh — shell,  the  standard  command  interpreter 
sleep — suspend  execution  for  an  interval 
tee — join  pipes  and  make  copies  of  input 
test — condition  evaluation  command 
touch — update  access  and  modification  times  of  a 
file 

tr — translate  characters 

true — does  nothing  and  returns,  exit  code  zero 

Editing 

ed — text  editor 

grep — search  a  file  for  a  pattern 
sed — stream  editor 

The  Process 

kill — send  signal  to  a  process 
nohup — run  a  command  immune  to  hangups  and 
quits 

ps — report  process  status 

wait — await  completion  of  process 

Communications 

mail — read  mail 
rmail — send  mail 

Security 

pack — store  files  in  compressed  form 

rsh — shell,  the  restricted  command  interpreter 


umask — set  file-creation  mode  mask  (to  adjust  file 
access  permissions) 

Word  Processing 

spell — find  spelling  errors 

System  Administration 

cpio — copy  file  archives  in  and  out 
uname — print  name  of  current  system 

Printing 

cat — concatenate  and  print  files 

Miscellaneous 

col — filter  reverse  line-feeds 
line — read  one  line 
nl — line  numbering  filter 

peat — unpack  files  and  write  them  to  standard  output 

red — restricted  version  of  ed  text  editor 

split — split  a  file  into  pieces 

sum — print  checksum  and  block  count  of  a  file 

unpack — expand  files  created  by  pack 

Advanced  Utilities  Extension 
General  Purpose  Commands 

stty — set  the  options  for  a  terminal 

File  System 

chgrp — change  group  ID  of  files 
chown — change  owner  of  files 
mesg — permit  or  deny  messages 
newgrp — change  to  a  new  group 
od — octal  dump 

tty — get  the  name  of  the  terminal 
wall — write  to  all  users  (broadcast  facility  used  by 
system  administrator) 
write — write  to  another  user 

Media  Management  (disk  and  tape) 

dd — convert  and  copy  a  file 

tar — file  archiver  (especially  for  saving  and  restoring 
files  to  and  from  magnetic  tape) 

Timing  and  Scheduling 

at — execute  commands  at  a  specified  time 
batch — execute  commands  at  a  later  time  when  sys¬ 
tem  load  level  permits 

cron — clock  daemon;  executes  commands  at 
specified  dates  and  u'mes 
crontab — user  crontab  file 
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Kditing 

egrep — search  a  file  for  a  pattern  (using  full  regular 
expressions) 

fgrep — search  a  file  for  a  pattern  (using  fixed  strings) 
tabs — set  tabs  on  a  terminal 

vi — screen-oriented  (visual)  display  editor 

(  ommunications 

cu — call  another  system 

tnailx — interactive  message  processing  system  for 
sending  and  receiving  messages  electronically 
uucp — system-to-system  copy 
uulog — queries  a  log  file  of  uucp  or  uuxqt  transac¬ 
tions 

uupick — used  by  a  user  to  accept  or  reject  transmit¬ 
ted  files 

nustat — uucp  status  inquiry  and  job  control 
nuto — public  system-to-system  file  copy 
nux — remote  command  execution 
wall — write  to  all  users  (broadcast  facility  used  by 
system  administrator) 
write — write  to  another  user 

Security 

logname — get  login  name 
passwd — change  login  password 

System  Administration 

id — print  user  and  group  IDs  and  names 
Ip — send  requests  to  an  LP  line  printer 
su — become  super-user  or  another  user 

Printing 

cancel — cancel  requests  to  an  LP  line  printer 
Ip — send  requests  to  an  LP  line  printer 
Ipstat — print  LP  status  information 

Miscellaneous 

who — who  is  on  the  system 

csplit — context  split;  split  a  file  into  separate  sections 

dircmp — directory  comparison 

ex — line-oriented  text  editor 

join — join  two  files  on  identical-valued  field 

news — print  news  items 

shl — shell  layer  manager;  allows  a  user  to  interact 
with  more  than  one  shell  from  a  single  terminal 
uuname — lists  the  uucp  names  of  known  systems 

Administered  System  Extension  (Many 
restricted  to  super-user) 

acctcms — command  summary  from  per-process  ac¬ 
counting  records 


acctcom — search  and  print  process  accounting  file(s) 
acctconl — convert  login/logoff  records  to  session 
records 

accton2 — convert  login  session  records  to  total  ac¬ 
counting  records 

acctdisk — generate  disk  accounting  data  by  user  ID 
acctmerg — merge  or  add  total  accounting  files 
accton — turn  process  accounting  on  or  off 
acctprcl — process  accounting 
acctprc2 — process  accounting 
acctwtmp — writes  a  record  with  a  current  time  and  a 
reason 

chargefee — change  a  number  of  units  to  a  given 
login-name 

ckpacct — turn  collection  of  process  accounting  info 
on  or  off  depending  on  storage  availability 
clri — clear  i-node 
devnm — device  name 

diskusg — generate  disk  accounting  data  by  user  ID 
dodisk — perform  disk  accounting  functions 
fsck — file  system  consistency  check  and  interactive 
repair 

fsdb — file  system  debugger 

fuser — identify  processes  using  a  file  or  file  structure 
fwtmp — manipulate  connect  accounting  records 
grpck — verify  all  entries  in  the  group  file 
init — change  system  run  level 
jpcrm — remove  a  message  queue,  semaphore  set  or 
shared  memory  id 

ipcs — report  inter-process  communication  facilities 
status 

killall — kill  all  active  processes 
labelit — provide  initial  lables  for  unmounted  disk  or 
tape  file  systems 

lastlogin — shows  the  last  date  on  which  each  person 
logged  in 

link — exercise  link  system  call 
mkfs — construct  a  file  system 
mknod — build  special  file 
monacct — creates  monthly  accounting  summaries 
mount — mount  file  system 
mvdir — move  a  directory 
ncheck — generate  names  from  i-numbers 
nice — run  a  command  at  low  priority 
prctmp — print  session  record  file 
prdaily — format  a  report  of  previous  day's  account¬ 
ing  data 

prtacct — format  and  print  any  total  accounting  file 
pwck — scan  password  file  and  note  any  inconsisten¬ 
cies 

runacct — run  daily  accounting 

sal — system  activity  report  package  (variant  of  sadc) 
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sa2 — system  activity  report  package  (variant  of  sar) 
sadc — samples  system  data  n  times  every  t  seconds 
sadp — disk  access  profiler 
sar — system  activity  reporter 
setmnt — establish  mount  table 
shutacct — turn  process  accounting  off  during  shut¬ 
down 

startup — turn  on  process  accounting  when  system  is 
brought  up 

sync — flush  system  buffers  to  ensure  file  system  in¬ 
tegrity 

sysdef — system  definition 
timex — time  a  command;  report  process  data  and 
system  activity 
tumacct — interface  to  accton 
umount — dismount  file  system 
unlink — exercise  unlink  system  call 
volcopy — copy  file  systems  with  label  checking 
whodo — who  is  doing  what 
wtmpfix — manipulate  connect  accounting  records 

Software  Development  Extension  (Utilities) 

admin — create  and  administer  SCCS  files 

as — common  assembler 

cc — C  compiler 

cflow — generate  C  flowgraph 

chroot — change  root  directory  for  a  command 

cpp — the  C  language  preprocessor 

cxref — generate  C  program  cross-reference 

delta — make  a  delta  (change)  to  an  SCCS  file 

dis — disassembler 

env — set  environment  for  command  execution 
get — get  a  version  of  an  SCCS  file 
Id — link  editor  for  object  files 

lex — generate  programs  for  simple  lexical  analysis  of 
text 

lint — a  C  program  checker 

lorder — find  ordering  relation  for  an  object  library 

m4 — macro  processor 

make — maintain,  update,  and  regenerate  groups  of 
programs 

nm — print  name  list  of  common  object  file 

prof — display  profile  data 

prs — print  an  SCCS  file 

rmdel — remove  a  delta  from  an  SCCS  file 

sact — print  current  SCCS  file  editing  activity 

sdb — symbolic  debugger 

size — print  section  sizes  of  object  files 

strip — strip  symbolic  information  from  an  object  file 

time — time  a  command 

tsort — topological  sort 


unget — undo  a  previous  get  of  an  SCCS  file 
val — validate  SCCS  file 
what — identify  SCCS  files 

xargs — construct  argument  list(s)  and  execute  com¬ 
mand 

yacc — a  compiler-compiler 

Additional  Routines 

a641 — convert  between  long  integer  and  base-64 
ASCII  string 

assert — verify  program  assertion  (useful  for  putting 
diagnostics  into  programs) 
endgrent — close  the  group  file  when  processing  is 
complete 

endpwent — close  password  file  when  processing  is 
complete 

endutent — access  utmp  file  entry;  closes  the 
currently  open  file 

fgetgrent — returns  a  pointer  to  the  next  group  struc¬ 
ture  in  a  file 

fgetpwent — returns  a  pointer  to  the  next  password 
structure  in  a  file 
getgrgid — get  group  file  entry 
getgmam — get  group  file  entry 
getlogin — get  login  name 
getpass — read  a  password 
getpwent — get  next  password  structure  in  a  file 
getpwnam — search  a  file  for  a  match  on  login-name 
getpwuid — search  a  file  for  a  user-id  match 
getutid — access  utmp  file  entry 
getutline — access  utmp  file  entry 
164a — convert  between  long  integer  and  base-64 
ASCII  string 

MARK — profile  within  a  function 
monitor — prepare  execution  profile 
nlist — get  entries  from  name  list 
putpwent — write  password  file  entry 
pututline — access  utmp  file  entry 
setgrent — effectively  rewinds  the  group  file  to  allow 
repeated  searches 

setpwent — effectively  rewinds  password  file  to  allow 
repeated  searches 

setutent — access  utmp  file  entry;  reset  the  input 
stream  to  the  beginning  of  the  file 
sgetl — access  long  integer  data  in  a  machine- 
independent  fashion 

sputl — access  long  integer  data  in  a  machine- 
independent  fashion 
utmpname — access  utmp  file  entry 

getgrent — get  group  file  entry 
getutent — access  utmp  file  entry 
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Open  System  Networking  Interfaces 

Library  Functions 

i_accept — accept  a  connect  request 
i_alloc — allocate  a  library  structure 
l_bind — bind  an  address  to  a  transport  endpoint 
i_close — close  a  transport  endpoint 
t_connect — establish  a  connection  with  another 
transport  user 

t_error — produce  error  message 
t_free — free  a  library  structure 
i_getinfo — get  protocol-specific  service  information 
t_getstate — get  the  current  state 
tjisten — listen  for  a  connect  request 
t_look — look  at  the  current  event  on  a  transport  end¬ 
point 

t_open — establish  a  transport  endpoint 
i_optmgmt — manage  options  for  a  transport  endpoint 
i_rev — receive  data  or  expedited  data  sent  over  a 
connection 

t_revconnect — receive  the  confirmation  from  a  con¬ 
nect  request 

i_revdis — retrieve  information  from  disconnect 
t_revrel — acknowledge  receipt  of  an  orderly  release 
indication 


t_revudata — receive  a  data  unit 

t_revuderr — receive  a  unit  data  error  indication 

t_snd — send  data  or  expedited  data  over  a  connection 

t_snddis — send  user-initiated  disconnect  request 

t_sndrel — initiate  an  orderly  release 

t  sndudata — send  a  data  unit 

t_sync — synchronize  transport  library 

t_unbind — disable  a  transport  endpoint 


Shared  Resource  Environment  Utilities 

adv — advertise  a  directory  for  remote  access 

dname — print  or  set  the  domain  name  of  the  host 

fumount — forced  unmount  of  an  advertised  resource 

fusage — disk  access  profiler 

idload — user  and  group  ID  mapping 

nsquery — query  name  server  information 

rfadmin — domain  administration 

rfpasswd — change  host  authentication  password 

rfstart — start  Remote  File  Sharing 

rfstop — stop  Remote  File  Sharing 

rmnstat — display  mounted  resource  information 

unadv — unadvertise  a  resource 
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19.1  INTRODUCTION 

This  chapter  presents  a  detailed  case  study  on  MS-DOS,  the  world’s  most  widely  used 
operating  system  (Du88).  MS-DOS  gained  acceptance  as  an  important  standard  when  IBM 
chose  it  as  the  operating  system  for  the  IBM  Personal  Computer  (PC).  IBM  calls  the 
operating  system  simply  by  the  name  DOS;  the  industry  tends  to  call  it  PC-DOS.  Since  that 
time,  it  has  evolved  through  many  increasingly  powerful  versions  (Ge87).  In  this  chapter 
we  trace  the  origin  of  MS-DOS  and  its  evolution  toward  OS/2,  the  operating  system  jointly 
developed  by  Microsoft  and  IBM  for  IBM’s  Personal  System/2  and,  in  general,  for  all  Intel 
80286-based  and  80386-based  computers  IBM’s  latest  generation  of  personal  computers.  A 
detailed  case  study  on  OS/2  is  presented  in  Chapter  23. 

Many  factors  have  driven  the  evolution  of  MS-DOS,  particularly  the  development  of 
increasingly  powerful  microprocessor  chips  developed  by  Intel  Corporation,  and  the 
evolution  of  various  applications  software  packages  such  as  Lotus  1-2-3  and  Ashton-Tate 
Corporation’s  dB  ASE  series  of  database  management  software  products.  Initially,  personal 
computers  were  standalone  devices  that  supported  the  operations  performed  on  a  single 
desktop.  Today  the  rule  is  connectivity,  with  personal  computers  arranged  in  networks  that 
allow  intercommunication  between  PCs,  minicomputers,  and  mainframes. 

MS-DOS  is  one  of  four  key  operating  systems  that  are  jockeying  for  position  in  the 
personal  computing  marketplace,  the  others  being  the  Macintosh  operating  system,  UNIX 
systems,  and  OS/2.  As  of  this  writing,  it  is  not  clear  which,  if  any,  will  emerge  ultimately  as 
the  standard  personal  computer  operating  system.  Certainly,  Apple  is  committed  to  its  own 
approach,  but  it  is  significant  that  Apple  has  provided  several  of  its  models  with  space  for 
an  MS-DOS  board  (Le87).  Apple  also  provides  its  own  version  of  UNIX  systems.  IBM 
provides  DOS,  OS/2,  and  AIX  (IBM’s  version  of  UNIX  systems),  but  IBM  is  not  providing 
a  Macintosh-compatible  alternative. 

We  begin  with  a  discussion  of  how  and  why  IBM  chose  to  enter  the  personal  com¬ 
puting  marketplace,  how  the  IBM  PC  was  developed,  and  why  MS-DOS  was  chosen  as  its 
operating  system.  We  then  discuss  the  evolution  of  MS-DOS  through  its  major  versions 
(prior  to  the  announcement  of  IBM’s  Personal  System/2)  including  MS-DOS  1.0  through 
MS-DOS  4.0.  Then  we  consider  IBM’s  new  Personal  System/2  line  of  computers  and  the 
various  operating  systems  that  will  run  on  them,  including  MS-DOS  3.3,  MS-DOS  4.0, 
Operating  System/2  Standard  Edition,  and  Operating  System/2  Extended  Edition.  Then  we 
summarize  the  MS-DOS  user  commands,  describe  in  detail  how  the  MS-DOS  system  is 
organized  and  functions  internally,  and  summarize  the  detailed  set  of  system  calls  that 
programmers  use  to  interface  with  the  operating  system. 

MS-DOS  is  evolving  quickly;  this  case  study  is  designed  to  give  a  picture  of  the 
operating  system  at  the  time  this  book  entered  production  (early  1989).  The  reader  who 
needs  to  have  the  latest  details  of  the  operating  systems  discussed  here  should  contact 
Microsoft  and  IBM  directly.  The  chapter  includes  an  extensive  literature  section  and  an 
Appendix  with  a  number  of  information  sources  to  help  the  reader  investigate  MS-DOS  and 
OS/2  in  more  detail. 


19.2 


Early  History  of  MS-DOS  633 


19.2  EARLY  HISTORY  OF  MS-DOS 

MS-DOS  appeared  in  1981.  It  was  the  first  16-bit  microcomputer  operating  system.  As  of 
1988,  over  10  million  copies  had  been  sold,  and  this  number  is  growing  rapidly  as  the  IBM 
Personal  System/2  (IB87)  (Ho87)  assumes  its  position  in  the  marketplace.  The  growth  and 
success  of  MS-DOS  cannot  be  separated  from  IBM’s  development  of  its  personal 
computer,  the  IBM  PC  (Bu83). 

The  first  real  personal  computer  was  the  Altair,  developed  in  1975  by  MITS  (Micro 
Instrumentation  Telemetry  Systems)  of  Albuquerque,  New  Mexico.  It  was  based  on  the  8- 
bit  Intel  8080  microprocessor  and  had  256  bytes  of  memory.  It  sold  for  $397  without 
keyboard,  screen,  disk  or  tape.  It  was  intended  primarily  for  hobbyists.  Bill  Gates  and  Paul 
Allen  of  Microsoft  developed  a  version  of  BASIC  for  the  Altair.  Allen  went  to  work  at 
MITS  and  asked  Gates  to  develop  a  version  of  BASIC  to  work  with  floppy  disks.  This 
effort  forced  the  creation  of  a  file  management  system  based  on  the  use  of  a  memory- 
resident  (rather  than  disk-resident)  file  allocation  table  (FAT)  that  eventually  became  the 
basis  of  MS-DOS. 

At  the  time,  CP/M  was  dominating  what  was  an  8-bit  microcomputer  operating  system 
market.  But  16-bit  microcomputers  were  emerging.  Although  the  16-bit  chips  were  much 
faster  and  more  powerful,  they  were  extremely  expensive  and  it  was  not  clear  that  the 
personal  computing  marketplace  could  bear  these  costs.  Microsoft  licensed  UNIX  from 
Bell  Labs  and  evolved  it  into  XENIX  in  1980  as  a  multiuser,  multitasking  operating  system 
for  16-bit  micros.  When  the  Intel  8080  appeared  in  1974,  there  was  a  small  microcomputer 
marketplace.  But  when  the  Intel  8086  appeared  in  1978.  the  microcomputer  marketplace 
(albeit  for  8-bit  micros)  was  well  established. 

In  1979,  Tim  Paterson  of  Seattle  Computer  Products,  a  company  that  produced 
memory  boards,  needed  software  to  test  an  8086-based  product.  Microsoft  had  8086 
BASIC.  Digital  Research  was  working  on  CP/M-86  but  was  running  behind  schedule. 
Paterson  developed  his  86-DOS  operating  system  to  mimic  CP/M  because  CP/M  had 
become  the  de  facto  standard  microcomputer  operating  system  for  8080/8086-based  sys¬ 
tems.  He  used  the  file  allocation  table  approach,  and  his  first  version  of  86-DOS  required 
only  6K  bytes  of  memory. 

Meanwhile,  IBM  Boca  Raton  was  developing  a  microcomputer  (Cu83).  For  some 
years,  IBM  had  watched  the  personal  computing  industry  evolving,  and  saw  it  as  a  “toy” 
industry  that  would  not  generate  significant  enough  sales.  But  eventually  IBM  decided  to 
enter  the  industry  and  to  do  so  in  a  big  way.  The  problem  was  that  an  entry  machine  and 
software  had  to  be  developed  quickly.  IBM  knew  that  its  normal  product  development 
cycle  was  too  slow.  They  did  not  have  time  to  develop  all  their  components  themselves,  so 
they  decided  to  use  off-the-shelf  hardware  components.  They  needed  to  offer  existing 
software  packages  rather  than  develop  new  ones. 

IBM  asked  Microsoft  to  develop  a  ROM  BASIC  for  an  8-bit  microcomputer  design. 
Microsoft  suggested  using  a  16-bit  machine,  instead.  IBM  considered  both  the  8086  and 
8088  16-bit  microprocessors  available  from  Intel.  The  8086  handles  data  internally  and 
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externally,  16  bits  at  a  time.  The  8088  handles  internal  transfers  16  bits  at  a  time,  but 
communicates  with  peripherals  8  bits  at  a  time.  IBM  chose  the  Intel  8088  microprocessor 
rather  than  the  more  powerful  8086  because  the  8088  was  considerably  less  expensive  and 
because  most  of  the  peripherals  available  at  the  time  communicated  8  bits  at  a  time. 

IBM  wanted  other  programming  languages  to  be  available  quickly.  BASIC  had  the 
advantage  of  being  a  standalone  product  with  a  built-in  operating  system.  Other  languages 
would  have  needed  the  support  of  an  operating  system.  Bill  Gates  suggested  that  IBM  use 
CP/M-86;  if  IBM  had  done  so,  Gates  might  well  be  a  few  hundred  million  dollars  poorer 
today  (Ut86)!  IBM  met  with  Digital  Research,  but  it  didn’t  work  out.  CP/M-86  was  running 
late.  Microsoft  decided  to  write  its  own  operating  system.  Microsoft  purchased  86-DOS 
from  Seattle  Computer  Products.  Microsoft  felt  that  it  had  to  develop  the  operating  system 
as  well  as  the  languages  in  order  to  deliver  the  languages  on  time.  IBM  agreed  in  November 
of  1980,  and  Microsoft  went  to  work.  Paterson  made  changes  while  at  Seattle  Computer 
Products;  he  had  no  idea  that  IBM  was  Microsoft’s  key  client  until  he  joined  Microsoft  in 
April.  IBM’s  secrecy  requirements  were  stringent;  the  development  was  done  in  a  secure  6- 
foot-by-  10-foot  room  with  no  windows  and  a  locked  door.  MS-DOS  ran  on  the  IBM  PC 
prototype  in  February  of  1981,  and  it  appeared  with  the  announcement  of  the  IBM  PC  in 
August  of  1981.  It  quickly  became  the  world’s  most  widely-used  operating  system. 


19.3  MS-DOS  VERSION  1.0 

The  IBM  PC  was  introduced  in  August  1981.  Its  operating  system,  called  DOS  by  IBM  but 
really  MS-DOS  version  1.0,  consisted  of  4000  lines  of  assembly  language  code  requiring 
12K  of  memory.  It  was  organized  into  three  files.  The  IBMBIO.COM  had  the  disk  and 
character  input/output  system.  The  lBMDOS.COM  file  contained  the  disk  file  manager, 
character  I/O  handler,  and  the  program  interface.  The  COMMAND  .COM  file  contained  the 
external  command  processor.  The  system  was  CP/M  compatible;  this  was  important  in  the 
marketplace  at  that  time.  The  command  syntax  was  essentially  the  same  as  CP/M’s. 

Microsoft  included  device  independent  I/O  with  devices  treated  as  files  (as  in  UNIX 
systems),  variable-length  records,  relocatable  program  files,  and  a  replaceable  command 
processor.  Device  independence  made  it  easier  for  users  to  write  applications. 

Reserved  file  names  for  the  devices  were  used  to  implement  device  independence: 
CON  for  the  console  (the  keyboard  for  input  and  the  screen  for  output),  PRN  for  the  printer, 
and  AUX  for  auxiliary  serial  ports.  I/O  was  to  files,  but  if  the  reserved  names  were  used,  the 
I/O  was  directed  to  the  appropriate  devices.  CP/M  had  logical  and  physical  record  lengths 
of  128  bytes,  but  IBM  disks  had  512-byte  sectors.  Version  1.0  supported  single-sided 
floppy  disk  drives  with  160K  capacity,  while  IBM’s  DOS  Version  1.1  handled  double¬ 
sided  floppy  disks  of  capacity  320K. 

Relocatable  program  files  were  allowed.  The  .COM  files  were  like  CP/M  binary 
absolute  files.  The  EXE  files  were  relocatable.  The  COMMAND.COM  file  was  relocatable 
and  replaceable;  it  could  be  replaced  by  a  menu-driven  command  processor,  for  example. 

The  file  allocation  table  was  kept  in  memory  for  speed.  This  greatly  reduced  the 
amount  of  disk  accessing  involved  in  managing  files  (in  contrast  to  the  scheme  used  in 
CP/M). 
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The  command  processor  had  a  resident  part  and  a  transient  part.  The  transient  part  consisted 
of  portions  that  would  ordinarily  reside  on  disk  but  that  could  be  brought  into  memory  as 
needed,  thus  conserving  main  memory. 

MS-DOS  1 .0  had  trapping  of  hardware  errors,  automatic  disk  logging,  date  and  time 
stamping,  and  batch  processing  of  command  files  (i.e.,  prestored  sequences  of  commands). 
Meaningful  error  messages  were  provided  to  help  users  determine  what  was  wrong  and 
how  to  respond  properly  for  each  type  of  error.  Programs  could  be  locked  into  memory  and 
could  call  other  programs  on  termination. 

There  was  confusion  about  which  operating  system  PC  users  should  choose.  IBM 
announced  it  would  support  Microsoft’s  MS-DOS,  Digital  Research’s  CP/M-86,  and 
SofTech  Microsystem’s  P-system.  MS-DOS  was  thought  to  be  a  losing  gamble  against 
CP/M  by  the  trade  press,  but  CP/M-86  was  delivered  six  months  late,  giving  MS-DOS  a 
large  head  start.  There  was  name  confusion  between  86-DOS,  MS-DOS,  PC-DOS,  and 
others.  Microsoft  insisted  that  licensees  use  the  name  MS-DOS  to  help  promote  the 
standard,  but  IBM  chose  to  call  the  operating  system  DOS,  and  the  industry  promptly 
labeled  it  PC-DOS. 

19.4  MS-DOS  VERSION  2.0 

Originally,  IBM  had  wanted  a  small  operating  system  of  approximately  16K.  XENIX, 
Microsoft’s  version  of  UNIX  systems,  was  already  100K  and  needed  a  hard  disk  to  be  ef¬ 
fective.  IBM  announced  that  its  PC/XT  personal  computer  (Ar83)  was  forthcoming  and 
that  it  would  include  a  10MB  hard  disk.  Microsoft  insisted  on  a  hierarchical  file  structure. 
Users  wanted  to  be  able  to  incorporate  device  drivers  easily  for  new  devices,  and  they 
wanted  multitasking  (a  strength  of  UNIX  systems). 

MS-DOS  Version  2.0  appeared  in  March  1983  (Ar83)  (La83)  (Re84).  It  used  a  hier¬ 
archical  file  system  to  organize  information  on  the  10MB  disk;  the  hierarchy  consisted  of 
directories,  subdirectories,  and  files  (Wa84).  The  hierarchical  file  system  is  necessary  for  a 
hard  disk  system.  With  lower  capacity  floppy  disks,  the  number  of  files  on  one  volume  is 
usually  small  enough  that  a  linear  search  capability  suffices.  But  with  the  10MB  disk 
provided  with  the  IBM  PC/XT,  the  disk  volume  could  hold  a  hundred  times  as  many  files  as 
the  original  floppy  disks  provided  with  the  first  versions  of  the  IBM  PC.  So  a  hierarchical 
file  system  like  that  used  with  XENIX  was  incorporated.  The  MS-DOS  designers  did 
consider  using  a  CP/M-like  disk  partitioning  scheme,  but  this  would  have  made  MS-DOS 
too  dependent  on  the  physical  layout  of  the  disk  and  would  have  made  it  less  flexible  from 
the  programmer's  standpoint.  The  hierarchical  file  system  helps  promote  device  independ¬ 
ence  and  some  degree  of  XENIX  compatibility.  A  unique  pathname  identifies  each  file  (as 
in  UNIX  systems). 

The  move  toward  a  XENIX-like  system  was  intentional.  UNIX  systems  were  receiving 
a  great  deal  of  attention.  Microsoft's  XENIX  system  was  too  large  and  powerful  for  the 
personal  computers  of  the  time,  but  with  the  move  from  floppy  disks  to  hard  disks,  and  with 
the  knowledge  that  larger  hard  disks,  faster  processors,  and  larger  main  memories  were  on 
the  horizon,  Microsoft  felt  that  it  was  logical  to  evolve  MS-DOS  toward  XENIX.  The 
challenge  was  to  make  the  hierarchical  file  system  physically  consistent  with  the  MS-DOS 
file  allocation  table  and  logically  consistent  with  the  XENIX  file  structure. 
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MS-DOS  1 .0  used  file  control  blocks  for  CP/M-86  compatibility.  But  this  approach  did 
not  allow  for  dealing  with  files  in  different  directories.  Version  2.0  used  /v'/e  handles.  When 
a  file  is  opened,  MS-DOS  returns  a  file  handle.  All  further  manipulations  on  the  file  are 
with  the  handle;  MS-DOS  then  automatically  manipulates  the  file  control  block  (FCB). 
MS-DOS  2.0  (and  later  versions)  supported  both  FCB  calls  and  file  handle  calls  for 
accomplishing  input/output.  File  input  and  output  could  be  redirected  by  using  file  handles. 
Redirection,  for  example,  allows  the  user  to  switch  output  from  a  file  to  a  printer.  Data  from 
a  file  could  be  piped  to  a  sort  filter,  for  example,  which  would  input  a  stream  of  unsorted 
data  and  output  a  stream  of  sorted  data. 

MS-DOS  2.0  allowed  for  installable  device  drivers  (Fi83)  (Ro84).  The  open  archi¬ 
tecture  of  the  IBM  PC  encouraged  new  devices.  Open  architecture  means  that  the  vendor 
makes  the  detailed  hardware  and  software  specifications  available  to  anyone  who  wants 
them;  this  encourages  the  development  of  third-party  hardware  devices  and  software  ap¬ 
plications,  and  can  ultimately  help  the  vendor  sell  many  more  computers.  The  user  could 
add  a  new  device  by  sliding  a  hardware  card  into  a  slot.  The  hardware  architecture  was 
indeed  open,  but  the  operating  system  really  was  not.  The  BIOS  (Basic  Input/Output 
System)  contained  all  the  code  to  run  all  the  hardware  devices.  But  this  code  was  highly 
integrated.  A  hardware  manufacturer  that  wanted  to  supply  new  devices  to  IBM  PC  users 
would  have  to  produce  a  completely  new  BIOS,  a  nontrivial  task,  or  would  have  to  supply 
patches  to  the  existing  BIOS.  The  patches  for  one  new  device  would  often  conflict  with 
those  for  another.  It  was  difficult  to  add  multiple  devices,  and  upgrading  to  the  next  version 
of  MS-DOS  was  often  a  difficult  transition  for  users  with  heavily  patched  systems. 
Microsoft  solved  the  problem  by  making  the  device  drivers  modular.  IBMBIO.COM  was 
converted  in  2.0  to  a  linked  list  of  device  drivers.  New  device  drivers  could  be  installed 
easily  at  run  time  through  the  CONFIG.SYS  file. 

Many  customers  were  interested  in  having  multitasking  capabilities  (Fo86).  But 
providing  multitasking  greatly  complicates  an  operating  system  and  requires  considerably 
more  memory.  Microsoft  studied  the  manner  in  which  the  vast  majority  of  personal 
computers  were  being  used  in  business  environments,  and  discovered  that  background 
print  spooling  was  the  most  needed  multitasking  capability.  Few  users  needed  to  be 
running  multiple  applications  concurrently,  but  most  could  benefit  greatly  by  using 
background  print  spooling  to  print  the  results  of  one  application  session  while  moving  on  to 
the  next.  The  print  spooler.  PRINT.COM,  was  designed  to  run  when  MS-DOS  was  not 
busy.  When  MS-DOS  had  nothing  to  do,  it  would  automatically  generate  an  interrupt  to  run 
the  print  spooler.  When  a  parent  application  again  became  active,  it  would  interrupt  the 
print  spooler.  This  kind  of  capability  is  easily  extended  to  allow  for  background  communi¬ 
cations  such  as  electronic  mail  systems  require. 

MS-DOS  Version  2.0  had  grown  to  20,000  lines  of  code,  yet  it  was  still  being 
maintained  by  only  three  or  four  staff  programmers.  Version  2.0  secured  MS-DOS  as  the 
standard  operating  system  for  16-bit  microcomputers  with  hard  disks.  Six  months  later. 
Digital  Research  delivered  support  for  the  PC/XT  in  the  form  of  CP/M-86  (Le82)  (Ta82), 
but  it  was  too  late  to  stem  the  tide  to  MS-DOS  2.0.  This  could  have  been  one  of  the  costliest 
delays  in  Digital  Research’s  history,  and  may  well  be  responsible  for  eliminating  CP/M- 
based  systems  from  contention  as  a  standard. 
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The  availability  of  the  hard  disk  IBM  PC/XT  established  personal  computers  firmly  in 
the  business  marketplace  and  established  MS-DOS  2.0  as  the  industry  standard  personal 
computer  operating  system.  At  this  point,  it  became  clear  to  Microsoft  that  it  had  the 
important  responsibility  of  maintaining  and  evolving  an  industry  standard,  and  that  this 
would  require  a  considerably  larger  commitment  of  resources  than  the  company  had 
previously  given  to  MS-DOS.  But  the  potential  rewards  certainly  justified  an  increased 
commitment.  Microsoft  came  under  pressure  from  a  diversity  of  users  to  provide  the 
features  that  would  help  those  users  meet  their  individual  needs;  it  had  to  walk  a  fine  line 
between  satisfying  all  those  users  and  not  making  the  system  too  cumbersome. 

The  IBM  PC/XT  was  released  into  a  strong  business  market.  Many  PC  clones  ap¬ 
peared.  These  are  computers  compatible  with  the  IBM  PC,  but  normally  sold  at  a  lower 
price  or  with  some  enhanced  features  in  order  to  draw  buyers  away  from  the  IBM  PC. 
Microsoft  was  now  in  the  position  of  having  to  maintain  an  industry  standard.  IBM  found  it 
increasingly  difficult  to  offer  its  hardware  at  competitive  prices  as  the  PC  clones  rapidly 
increased  their  market  share  (Ge87)  (Mt84)  (Ru84).  MS-DOS  2.05  provided  international 
support  to  help  Microsoft  meet  the  surging  worldwide  demand  for  MS-DOS.  This  version 
enabled  date,  time,  decimal  symbol,  and  currency  symbol  formats  to  change,  and  facilitated 
translation  of  error  messages  to  many  foreign  languages.  It  supported  Japanese  Kanji 
characters.  IBM  refused  this  version.  MS-DOS  2. 1  handled  the  PCjr ,  IBM’s  ill-fated  low- 
end  version  of  the  PC;  this  version  went  to  IBM  only.  MS-DOS  2.1 1  combined  versions 
2.05  and  2.1;  this  was  not  used  by  IBM,  but  Microsoft  sold  millions  of  copies  internation¬ 
ally  as  2. 1 1  was  translated  into  more  than  60  languages.  MS-DOS  2.2  supported  the  Korean 
character  set,  and  2.25  supported  both  the  Korean  and  Japanese  character  sets. 
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MS-DOS  3.0  (An84)  (IB84)  (Mi84)  (No84d)  appeared  in  August  1984  to  support  IBM’s 
new  PC/AT  (C184)  (Fi85)  (Gr84)  (Ma85)  with  a  20MB  hard  disk  and  1 .2MB  floppy  disks. 
It  had  grown  to  40,000  lines  of  code,  and  the  support  team  had  increased  to  30  people.  IBM 
was  looking  toward  networking,  but  Microsoft  preferred  a  multitasking  approach.  IBM  had 
developed  its  IBM  PC  Network  Adapter,  a  hardware  card  with  a  communications  controller 
chip.  Microsoft  was  not  able  to  deliver  networking  features  in  time  for  Version  3.0. 

The  PC/AT  used  Intel’s  80286  microprocessor  (C185)  (Gr84a)  (Lu84)  (We84),  which 
supports  protected  mode  with  a  16MB  address  space.  There  is  a  four-level  ring  protection 
mechanism  (Sc72).  The  address  spaces  of  applications  may  be  separated  from  one  another, 
so  the  80286  can  run  many  concurrent  applications  reliably.  Data  is  transmitted  or  received 
16  bits  at  a  time.  The  80286  supports  virtual  memory  and  multitasking.  In  real  address 
mode  there  is  a  1  MB  address  space  and  the  machine  operates  essentially  as  a  fast  8086.  In 
protected  mode,  24-bit  addresses  allow  a  16MB  real  address  space.  With  32-bit  addresses, 
the  80286  supports  virtual  addresses,  consisting  of  a  16-bit  segment  number  and  a  16-bit 
displacement  within  each  segment. 

Version  3.0  supported  CMOS  clock  and  configuration  information.  It  had  international 
support.  It  also  supported  virtual  disks  in  RAM  (Ni85).  It  provided  a  standard  set  of  I/O 
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calls  used  by  both  FCB  calls  and  file  handle  calls.  It  enabled  users  to  declare  files  as  read¬ 
only  (for  security),  and  provided  facilities  for  recovering  erased  data. 

MS-DOS  3.1  was  introduced  in  November  1984  and  included  Microsoft  Networks 
(IB85)  (Ma84).  It  was  the  first  version  of  MS-DOS  that  was  truly  identical  for  IBM  users 
and  non-IBM  users.  It  supported  networking  with  “well-behaved”  programs.  One  general 
problem  with  open  architecture  is  that  users  can  know  too  much.  They  work  around  the 
operating  system  and  directly  with  the  hardware  to  pull  off  tricks  for  increasing  the 
efficiency  of  their  applications.  Unfortunately,  this  can  destroy  compatibility,  and  it  makes 
it  extremely  difficult  for  these  users  to  upgrade  to  newer  versions  of  MS-DOS.  MS-DOS 
3.1  supported  multiple  file  systems  on  the  network.  It  provided  for  file  sharing  and  for  data 
locking,  and  had  file  security  features  for  local  area  networking. 

MS-DOS  3.2  appeared  in  1986  (IB86).  It  supported  3-1/2  inch  disks.  It  moved  the  disk 
formatting  function  from  the  format  utility  to  the  device  driver.  The  IBM  PC  had  become 
the  workstation  of  choice  in  the  automated  office.  Version  3.2  supported  the  IBM  token  ring 
local  area  network  (De86).  MS-DOS  3.2  provided  some  additional  commands:  The 
REPLACE  command  allows  the  user  to  change  between  versions  of  applications  and  the 
operating  system,  XCOPY  allows  the  user  to  copy  entire  directories  and  their  subdirecto¬ 
ries  between  disks  of  either  the  same  or  different  types,  and  DRIVER.S  YS  enables  the  user 
to  copy  files  within  the  same  internal  drive. 

19.6  THE  IBM  PERSONAL  SYSTEM/2 

IBM  developed  the  Personal  System/2,  its  new  generation  of  personal  computers,  to  handle 
a  changing  environment  (IB87)  (B187).  Applications  now  demand  more  memory  and 
processing  power,  and  require  connectivity  between  all  an  organization’s  computers. 
Multitasking  is  essential  to  enable  users  to  perform  many  applications  concurrently,  and 
users  must  be  able  to  switch  easily  between  applications.  Space  limitations  demand  that 
personal  computers  and  their  peripherals  occupy  a  minimal  amount  of  desk  top  space.  And 
a  company’s  personal  computers  must  integrate  smoothly  with  its  minicomputers,  its 
mainframe  computers,  and  its  networks. 

The  PS/2  Model  30  uses  an  8MHz  Intel  8086  processor,  has  640KB  of  RAM,  a  720KB 
diskette  drive,  and  a  20MB  hard  disk.  The  Model  50  uses  a  10MHz  Intel  80286  processor, 
has  1  MB  of  RAM  (expandable  to  7MB),  a  1 .44MB  diskette  drive,  and  has  a  maximum  disk 
storage  capacity  of  20MB.  The  Model  60  is  similar  to  the  Model  50,  but  its  RAM  is 
expandable  to  15MB,  and  its  maximum  disk  storage  capacity  is  1 85MB.  The  models  50  and 
60  can  add  the  80287  Math  Coprocessor  for  higher  speed  floating  point  mathematical 
operations. 

The  Model  80  uses  a  16MHz  Intel  80386  (Fa86)  (We86)  processor  (20MHz  is  also 
available)  with  1  MB  RAM  (expandable  to  1 6MB),  and  a  maximum  disk  storage  capacity  of 
230MB.  It  uses  the  same  high-speed  (80ns)  one-megabit  memory  chip  technology  of 
IBM’s  3090  mainframe  processors.  The  Intel  80386  (Fa86)  (We86)  has  32-bit  addressing 
with  4  gigabyte  (billion  byte)  real  address  space  and  a  64  terabyte  virtual  address  space. 
This  is  incredible  considering  that  IBM  mainframes  have  commonly  supported  32-bit 
addressing  only  since  1 983.  The  80386  can  process  as  many  as  four  million  instructions  per 
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second.  It  offers  the  protected  mode  needed  for  multitasking.  It  passes  data  back  and  forth 
to  memory  32  bits  at  a  time.  The  Model  80  can  add  the  80387  Math  Coprocessor.  The 
Models  60  and  80  each  have  seven  Micro  Channel  (see  the  next  section)  expansion  slots. 


19.7  THE  MICRO  CHANNEL 

The  Micro  Channel™  parallel  bus  (multichannel)  architecture  (IB87)  (Be87)  is  used  in 
PS/2  models  50,  60,  and  80.  It  provides  for  multitasking  support,  support  of  concurrent 
multiple  intelligent  processors,  32-bit  data  path  capability,  and  an  analog  channel  for 
complex  voice  and  analog  signals. 

The  Micro  Channel  is  not  compatible  with  the  PC’s  bus.  It  can  synchronize  multiple 
concurrent  16-bit  transfers  or  16-bit/32-bit  transfers  (80386  machines  only).  It  can  support 
multiple  DMA  channels.  It  provides  dedicated  service  for  occasional  high-volume,  high¬ 
speed  transmissions  such  as  occur  when  reading  or  writing  entire  tracks  of  fast  hard  disks. 

The  Micro  Channel  allows  the  use  of  a  new  fixed  disk  storage  management  technique 
called  one-to-one  sector  interleave.  With  the  original  IBM  PC  bus.  it  was  not  possible  to 
write  to  contiguous  sectors,  so  data  was  written  to  every  third  sector  (three-to-one  sector 
interleave),  thus  requiring  three  passes  to  write  a  full  track  (Ko85).  The  PS/2  can  write  to 
contiguous  sectors  so  it  can  write  a  full  track  in  a  single  pass,  thus  greatly  improving  system 
performance. 

The  Micro  Channel  is  specifically  designed  to  be  shared  effectively  by  dissimilar 
processors.  Each  device  that  plugs  into  the  bus  must  have  a  unique  identification  code  for 
the  bus  to  recognize  it.  The  Micro  Channel  supports  environments  where  the  computer’s 
hardware  may  consist  of  many  microprocessors  performing  various  hardware  device 
control  functions.  It  can  carry  many  simultaneous  communications. 


19.8  MS-DOS  3.3 

MS-DOS  3.3  (So87a)  (So87b)  extended  MS-DOS  3.2  to  add  functions  and  capabilities  to 
run  on  the  PS/2.  It  is  compatible  with  IBM’s  PC  family.  It  allows  an  increased  number  of 
open  files.  It  supports  four  communications  ports,  1.44MB  diskette  drives,  and  multiple 
32MB  hard  disk  partitions.  It  facilitates  connectivity  with  IBM’s  3270  communications 
family  and  with  IBM’s  local  area  network  products. 

MS-DOS  3.3  is  the  entry-level  operating  system  for  the  PS/2  (the  PS/2  does  not 
support  earlier  MS-DOS  versions).  MS-DOS  3.3  is  a  single-tasking,  MS-DOS-compatible 
operating  system.  MS-DOS  3.3  runs  under  the  real  mode  of  the  80286  and  80386,  making 
a  PS/2  appear  to  be  an  8086-based  IBM  PC.  MS-DOS  3.3  provided  some  new  commands: 
LASTOPEN  keeps  a  list  of  recently  accessed  files  to  help  locate  and  open  these  files  more 
quickly  than  is  possible  when  having  to  search  a  large  hierarchical  directory  structure;  and 
CALL  lets  one  batch  file  execute  another,  return,  and  continue  executing  from  the  point  of 
the  call.  MS-DOS  3.3  also  has  significant  improvements  in  the  area  of  foreign  language 
support — a  long  standing  goal  of  Microsoft  and  IBM.  MS-DOS  4.0,  the  release  most 
current  as  this  book  went  to  press,  is  discussed  in  Section  19. 15. 


640  Case  Study:  MS-DOS 


19.9  OPERATING  SYSTEM/2  STANDARD  EDITION 

Operating  System/2  (OS/2)  is  intended  as  a  new  family  of  operating  systems  to  support  the 
more  powerful  capabilities  of  IBM's  Personal  System/2  computers  (Pe87)  (Wh87)  (Re87) 
(Mc87).  Microsoft  calls  the  operating  system  MS  OS/2.  It  has  agreed  to  make  MS  OS/2 
available  to  OEMs,  but  Microsoft  does  not  intend  to  sell  MS  OS/2  directly  to  end  users  (nor 
does  it  sell  MS-DOS  to  end  users).  It  enables  users  to  access  the  full  capabilities  of  80286- 
based  and  80386-based  (running  in  80286  mode)  systems.  It  can  handle  much  larger 
programs  and  can  process  many  programs  concurrently.  It  is  designed  to  operate  in  IBM’s 
Systems  Application  Architecture  (SAA)  environments,  which  foster  friendlier  user  inter¬ 
faces  and  facilitate  applications  portability  across  IBM’s  full  range  of  computing  and 
communications  products.  The  Application  Program  Interface  (API)  of  OS/2  enables  users 
to  develop  SAA-compatible  applications.  OS/2  is  a  very  large  and  complex  operating 
system;  its  first  version  has  approximately  a  million  and  a  half  lines  of  code. 

OS/2  Standard  Edition  Version  I  breaks  the  IBM  PC’s  640K  memory  barrier  (Pe86), 
and  can  run  multiple  applications  concurrently.  Version  1.1  includes  the  Presentation 
Manager  (based  on  Microsoft  Windows),  which  provides  graphics  and  windowing  capa¬ 
bilities  conforming  to  IBM’s  Systems  Application  Architecture,  and  it  features  pop-up 
menus  and  contextual  help.  It  has  16MB  memory  addressability  and  handles  multitasking. 
It  supports  several  32MB  disk  partitions.  It  is  compatible  with  MS-DOS  3.3  and  provides 
various  migration  aids  for  users  who  wish  to  convert  between  the  operating  systems.  It 
offers  device  independence. 

In  real  mode,  the  80286  and  80386  processors  provide  a  MS-DOS  3.3  environment 
that  makes  the  PS/2  appear  to  be  an  8086  with  simple  real  addressing  and  the  ability  to 
execute  only  a  single  application  at  once  (i.e.,  no  multitasking).  Thus  real  mode  allows 
backward  compatibility  with  earlier  versions  of  the  PC. 

In  the  protected  mode  provided  by  both  the  80286  and  the  80386,  users  may  run 
multitasking  and  tasks  are  protected  from  one  another.  Protected  mode  allows  16MB  ad¬ 
dressing  on  the  80286  and  4  GB  (4  billion  byte)  addressing  on  the  80386.  Programs 
originally  written  for  the  IBM  PC  will  generally  not  run  under  protected  mode  without 
modification.  OS/2  can  run  a  PS/2  in  real  mode,  protected  mode,  or  both  at  once. 

The  PS/2  ROM  contains  both  a  compatibility  BIOS,  which  ensures  compatibility  for 
programs  developed  for  the  IBM  PC,  and  an  advanced  BIOS ,  which  supports  the  new 
capabilities  of  the  PS/2. 

OS/2  provides  the  DOS  Compatibility  Box  to  run  MS-DOS  programs  in  real  mode;  it 
allows  the  user  to  switch  easily  between  these  and  protected  mode  OS/2  applications. 

The  OS/2  kernel  handles  file  input/output,  character  mode  display  output,  multi¬ 
tasking,  and  interprocess  communication.  OS/2  supports  dynamic  link  libraries;  this 
feature  facilitates  adding  new  program  modules  to  extend  the  operating  system’s  capabil¬ 
ities,  and  allows  programs  to  share  code  in  external  libraries.  Microsoft  also  supplies  the 
LAN  Manager  for  supporting  local  area  networks.  Processes  located  at  different  nodes  of  a 
network  may  intercommunicate  easily. 

OS/2  uses  a  superset  of  the  commands  of  DOS.  The  key  difference  is  that  in  OS/2 
many  programs  may  run  concurrently.  OS/2  running  under  protected  mode  handles  the 
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memory  management,  file  locking,  file  sharing  and  task  isolation  necessary  to  provide 
reliable  multitasking.  In  real  mode,  such  protection  is  not  available,  so  multitasking  could 
easily  fail  as  an  errant  program  destroys  other  programs. 

OS/2  supports  virtual  memory,  so  programs  can  be  larger  than  the  amount  of  available 
real  memory;  memory  segments  are  replaced  using  the  least-recently-used  algorithm. 

One  program  may  initiate  another  to  run  with  it  asynchronously.  The  new  OS/2 
command,  DETACH,  can  initiate  any  program  to  run  in  the  background.  Programs  can 
have  multi  thread  execution.  Threads  may  be  assigned  different  priorities  or  they  may  be 
suspended.  Threads  can  synchronize  their  operation  through  semaphores. 

OS/2  uses  the  same  file  system  as  DOS.  Although  the  current  versions  of  OS/2  run  on 
the  80386,  they  still  do  not  fully  use  the  80386's  32-bit  addressing  range.  OS/2  provides  a 
rich  variety  of  means  for  interprocess  communication;  these  are  discussed  in  Chapter  23. 

19.10  OPERATING  SYSTEM/2  EXTENDED  EDITION 

The  OS/2  Extended  Edition  provides  a  wide  range  of  communications  capabilities  and  a 
database  manager  that  supports  IBM’s  relational  database  model.  IBM  created  the  OS/2 
Extended  Edition;  this  version  will  not  be  available  to  other  OEMs  through  Microsoft. 

OS/2’s  communications  capabilities  include  concurrent  multiple  protocol  support, 
concurrent  emulation  of  multiple  terminal  types,  communication  and  system  management 
support,  and  a  variety  of  programming  interfaces. 

The  relational  database  management  subsystem  features  interactive  query  and  report 
writing,  consistency  with  IBM  DB2  (a  mainframe  relational  database),  consistency  with 
Structured  Query  Language/Data  System  (SQL/DS),  and  local  area  network  support. 

19.1 1  SYSTEMS  APPLICATION  ARCHITECTURE 

Systems  Application  Architecture  (SAA)  is  an  IBM  strategy  for  having  its  wide  range  of 
systems  become  more  compatible  with  regard  to  user  interfaces,  application  program  in¬ 
terfaces,  and  communications  procedures  (IB88)  (Ki88).  IBM  currently  offers  three  major 
lines  of  computers,  namely  the  System/370  mainframe  computers,  the  System/3X  mini¬ 
computers,  and  the  Personal  System/2  microcomputers.  IBM  has  created  Systems  Applica¬ 
tion  Architecture,  a  set  of  programming  guidelines,  to  enable  programmers  to  develop 
applications  compatible  with  all  three  kinds  of  systems. 

Programs  designed  to  conform  to  SAA  are  more  portable — they  can  be  moved  be¬ 
tween  the  different  lines  of  computers  with  minimal  changes.  Programmers  benefit  because 
they  can  spend  less  on  software  development,  and  can  have  common  applications  running 
on  many  different  types  of  computers  in  their  organizations.  As  an  organization  grows  and 
its  computing  needs  increase,  it  can  move  up  to  more  powerful  computing  systems  without 
incurring  major  reprogramming  costs.  Software  development  companies  also  benefit 
because  they  can  market  their  products  to  the  huge  base  of  installed  IBM  and  IBM- 
compatible  equipment. 

SAA  includes  protocols  for  how  programs  should  communicate  with  one  another 
within  the  same  computer,  between  the  same  types  of  computers,  and  between  different 
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types  of  computers.  Programs  written  to  conform  to  these  guidelines  can  intercommunicate 
more  easily  with  a  wide  range  of  computers  in  various  kinds  of  computer  networks. 

SAA  also  includes  guidelines  for  defining  the  user  interface  for  any  type  of  program. 
This  ensures  that  all  applications  will  have  similar  or  even  identical  interfaces.  It  enables 
users  to  learn  new  applications  faster,  and  helps  users  avoid  mistakes  that  occur  when  they 
use  a  wide  range  of  software  packages  with  different  conventions  for  accomplishing  similar 
tasks. 

19.12  THE  USER'S  VIEW  OF  MS-DOS 

This  section  is  intended  to  give  the  reader  a  sense  of  what  the  user  can  accomplish  with  the 
MS-DOS  commands.  It  is  not  intended  as  a  user's  manual.  There  are  many  fine  pub¬ 
lications  for  that  puipose.  Read  this  only  for  a  general  understanding  of  MS-DOS’s  ca¬ 
pabilities. 

The  command  processor  inteiprets  user  commands.  The  command  processor  is  stored 
in  the  file  COMMAND.COM,  which  is  loaded  automatically  when  MS-DOS  is  started. 
Internal  commands  are  part  of  this  file.  External  commands  are  brought  into  memory  from 
disk  as  needed.  The  command  processor  also  executes  program  files.  Executable  files  have 
one  of  the  extensions  .COM,  .EXE,  and  .BAT. 

MS-DOS  prompts  the  user  to  enter  commands.  The  standard  prompt  is  the  letter  of  the 
current  drive  followed  by  the  greater  than  sign  (>).  The  next  several  sections  contain  a 
detailed  listing  of  MS-DOS’s  commands. 


19.12.1  Communicating  with  the  System 

■  COMMAND — Load  a  new  copy  of  the  command  processor  (COMMAND.COM). 

■  DATE — Set  or  display  the  system  date. 

■  EXIT — Terminate  a  copy  of  the  command  processor  (return  to  parent  copy). 

•  PROMPT — Define  the  system  prompt. 

■  SET — Define  an  environmental  variable. 

■  SHARE — Load  support  for  file  sharing  (required  for  Microsoft  Networks). 

■  TIME — Set  or  display  the  current  system  time. 

■  VER — Display  the  version  number  of  the  active  MS-DOS  command  interpreter. 


19.12.2  Working  with  Disks 

■  ASSIGN — Route  request  for  disk  operations  from  one  drive  to  another. 

■  CHKDSK — Check  the  allocation  of  storage  space  on  the  disk  for  errors  in  directory 
entries  or  the  file  allocation  table,  or  for  physical  damage  to  the  disk.  Also  check  the 
allocation  of  sectors  to  individual  files. 
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■  DISKCOMP — Compare  two  floppy  disks  track-for-track  and  report  any  differences. 

■  DISKCOPY — Copy  a  floppy  disk  track-for-track  (does  not  consolidate  fragmented 
files). 

■  FDISK — Configure  a  fixed  disk  (hard  disk)  for  use  with  MS-DOS. 

■  FORMAT — Format  a  disk  for  use  with  MS-DOS  by  initializing  the  directory  and  the 
file  allocation  table  (FAT). 

■  JOIN — Make  a  disk  a  subdirectory  of  another  disk  (join  a  disk  in  one  drive  to  a  di¬ 
rectory  in  another  drive). 

■  LABEL — (Version  3.0  or  higher)  Modify,  create,  or  delete  a  volume  label. 

■  SUBST — Substitute  a  drive  letter  for  a  subdirectory  pathname,  thus  making  a  subdi¬ 
rectory  a  virtual-disk  drive. 

■  SYS — Transfer  MS-DOS  system  files  (IO.SYS  and  MSDOS.SYS)  to  an  application 
disk. 

■  VERIFY — Verify  data  as  it  is  written  to  a  disk. 

■  VOL — Display  the  volume  label  of  a  disk. 


19.12.3  Working  with  Directories 

The  top-level  directory  is  called  the  root  directory.  The  root  directory  holds  entries.  An 
entry  is  a  file  or  a  subdirectory.  A  subdirectory  is  a  file  that  holds  directory  entries.  Each 
subdirectory  and  file  has  a  unique  pathname. 

■  CHDIR  or  CD — Make  a  directory  the  current  directory. 

■  DIR — Display  information  about  directory  entries  (file  name,  extension,  size  in  bytes, 
date  and  time  created  or  last  changed). 

■  MKDIR  or  MD — Create  a  new  subdirectory. 

■  PATH — Define  pathnames  that  MS-DOS  uses  to  search  for  .COM,  .EXE,  and  .BAT 
files  that  are  not  in  the  current  directory. 

■  RMDIR  or  RD — Remove  an  empty  directory. 

■  TREE — Display  the  hierarchical  directory  structure. 


19.12.4  Managing  Files 

■  ATTRIB — Define  a  file  as  a  read-only  file  (this  can  help  prevent  accidental  destruc¬ 
tion)  or  a  read-and-write  file. 

■  BACKUP — Make  backup  copies  of  files  and  their  directory  structure. 

■  COPY — Copy  one  or  more  files;  copy  from  one  device  to  another.  (Copy  removes  any 
existing  fragmentation  by  placing  data  on  consecutive  sectors  and  adjacent  tracks.) 
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■  EDLIN — Create  or  modify  an  ASCII  text  file  (EDLIN  is  a  line  editor). 

■  ERASE  (or  DELETE) — Erase  a  file. 

•  EXE2BIN — Convert  an  executable  file  in  the  .EXE  format  to  a  memory-image  file 

(usually  .COM,  .BIN,  or  .SYS). 

■  FC — Compare  two  files  and  display  the  differences. 

■  RECOVER — Reconstruct  files  from  a  disk  that  has  damaged  sectors. 

■  RENAME  or  REN — Change  the  name  of  one  or  more  files. 

■  RESTORE — Restore  files  created  by  the  BACKUP  command  to  a  disk  with  the  same 
directory  structure  as  the  original. 


19.12.5  Managing  Input  and  Output 

MS-DOS  normally  reads  input  from  the  standard  input  (usually  the  keyboard),  and  nor¬ 
mally  writes  output  to  the  standard  output  (usually  the  display  screen).  The  standard  input 

or  output  may  be  redirected  to  a  file  or  a  device.  Devices  are  treated  as  files  by  MS-DOS. 

The  output  of  a  command  or  program  can  be  piped  to  another  command  or  program. 

■  CLS — Clear  the  screen. 

■  CTTY — Change  the  device  to  be  used  for  standard  input  and  standard  output. 

■  FIND — Search  for  a  string.  (FIND  is  a  filter  that  searches  a  specified  file  or  standard 
input  for  a  character  string;  it  displays  the  lines  that  contain  the  character  string  on  the 
standard  output.) 

■  GRAFTABL — Define  the  IBM  extended  character  set. 

■  GRAPHICS — Print  a  display  created  in  graphics  mode. 

•  MODE — Control  the  mode  of  the  output  device.  (MODE  sets  the  display  character¬ 

istics,  sets  the  line  length  and  spacing  for  a  parallel  printer  port,  connects  a  serial 
printer  by  redirecting  parallel  printer  output  to  an  asynchronous  communications  port, 
and  sets  the  communications  parameters  for  an  asynchronous  communications  port.) 

■  MORE — The  MORE  command  is  a  filter  that  displays  the  contents  of  files  one 
screenful  at  a  time. 

■  PRINT — Print  a  file  in  the  background  (while  the  user  performs  other  tasks). 

■  SORT — The  SORT  command  is  a  filter  that  sorts  records  alphabetically. 

■  TYPE — Send  a  file  to  the  standard  output. 


19.12.6  Setting  up  the  Environment 

The  user  can  tailor  the  working  environment  via  the  CONFIG.SYS  file  that  defines  the 
operating  characteristics  of  an  MS-DOS  system.  When  MS-DOS  starts,  it  automatically 
executes  the  commands  in  the  CONFIG.SYS  file  if  one  is  available. 
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■  ANSI. SYS — This  is  a  device  driver  that  implements  the  American  National  Standards 
Institute  (ANSI)  standard  escape  codes  for  screen  and  keyboard  control. 

■  BREAK — Control  how  often  MS-DOS  checks  for  a  Control-C  interrupt.  (When  MS- 
DOS  encounters  a  Control-C,  it  interrupts  the  current  process  and  returns  to  the  system 
prompt.) 

•  BUFFERS — Specify  the  number  of  in-memory  disk  buffers  that  MS-DOS  allocates 
each  time  it  starts. 

•  COUNTRY — Specify  the  country,  thus  indicating  the  appropriate  date,  decimal  sign 
and  currency  symbol  to  be  used. 

■  DEVICE — Install  a  device  driver. 

■  DRIVPARM — Redefine  the  default  characteristics  defined  by  a  device  driver  for  a 
block  device. 

■  FCBS — Specify  the  maximum  number  of  FCB-controlled  files  that  can  be  open  while 
file  sharing  is  in  effect. 

■  FILES — Specify  the  maximum  number  of  open  files  controlled  by  file  handles. 

■  LASTDRIVE — Determine  the  maximum  number  of  drives  by  setting  the  highest  drive 
letter  that  MS-DOS  recognizes. 

■  SHELL — Specify  a  command  processor  to  be  used  in  place  of  COMMAND.COM. 

■  VDISK.SYS — Create  a  memory-resident  virtual  disk.  This  is  a  file  containing  the 
device  driver  that  actually  creates  the  virtual  disk  in  RAM.  VDISK.SYS  is  placed  in 
the  CONFIG.SYS  file  with  the  DEVICE  command.  A  virtual  disk  is  much  faster  than 
a  real  disk,  but  the  data  is  lost  when  the  power  is  turned  off.  CHKDSK  reports  the 
storage  allocated  to  the  virtual  disk. 


19.12.7  Using  Batch  Files 

A  batch  file  is  an  executable  file  that  contains  a  group  of  commands  that  the  user  wants  to 
execute  in  sequence.  The  user  types  the  name  of  the  file  and  MS-DOS  executes  the 
commands  in  the  file.  A  batch  file  has  the  extension  .BAT.  To  have  a  batch  file  executed 
automatically  every  time  MS-DOS  starts,  create  an  AUTOEXEC.BAT  file  in  the  root 
directory. 

■  CALL — Call  another  batch  file  with  parameters. 

■  ECHO — Display  command  names  or  messages  as  commands  are  executed  from  a 
batch  file. 

•  FOR — Execute  an  MS-DOS  command  iteratively  for  each  file  in  a  set  of  files. 

■  GOTO — Execute  a  command  in  a  batch  file  other  than  the  next  in  sequence. 

■  IF — Test  a  condition  and  execute  a  command  in  a  batch  file,  depending  on  the  result. 
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■  PAUSE — Stop  execution  of  the  batch  file  temporarily. 

■  REM — Include  remarks  in  a  batch  file  and  display  them  when  the  file  is  executed. 

■  SHIFT — Extend  the  number  of  possible  command  line  parameters. 


19.12.8  Working  with  the  Assembler 

The  Microsoft  Macro  Assembler  translates  assembly  language  source  programs  into  object 

modules  that  can  then  be  linked  to  produce  an  executable  program  to  run  under  MS-DOS. 

■  CODEVIEW — Window -oriented  debugger  that  lets  user  view  source  code,  unas¬ 
sembled  machine  code,  register  values,  and  watch  variables  while  program  execution 
is  being  traced. 

•  CREF — Generate  a  cross-reference  file  of  the  symbols  in  an  assembled  program. 

■  DEBUG — Load  and  execute  assembly  language  programs  in  a  test  environment. 

■  LIB — Maintain  a  library  of  object  modules  for  use  by  the  LINK  program. 

■  LINK — Combine  object  modules  into  a  single  executable  program  that  MS-DOS  can 
load  anywhere  in  available  memory. 

■  MAKE — Maintain  related  program  files  at  the  same  level  of  development. 

•  MAPSYM — Create  a  symbol  map  to  test  an  executable  file  with  SYMDEB’s  symbolic 
debugging  features. 

■  MASM — Translate  assembly  language  source  programs  into  object  modules. 

•  SYMDEB — Use  symbols  in  testing  programs  written  in  assembly  and  high-level 
languages.  (This  is  a  symbolic  debugging  program  that  sets  up  an  environment  in 
which  the  user  can  load,  examine,  test,  alter,  and  store  any  file.) 


19.13  THE  SYSTEM'S  VIEW  OF  MS-DOS 

In  this  section  we  consider  the  internal  organization  of  the  MS-DOS  operating  system. 
Disks  are  comprised  of  sides,  tracks,  and  sectors.  Sectors  are  grouped  into  clusters.  The  File 
Allocation  Table  (FAT)  shows  how  clusters  are  allocated  to  files.  The  master  directory  for 
each  disk  shows  for  each  file  the  starting  location,  the  size,  when  the  file  was  created,  and 
any  special  file  attributes.  Subdirectories  may  be  used  to  organize  files  on  disk.  Most 
applications  need  not  be  familiar  with  this  level  of  detail:  they  simply  call  the  appropriate 
operating  system  routines  to  accomplish  desired  tasks  without  having  to  worry  about 
precisely  how  the  tasks  are  performed  and  how  the  data  is  organized. 

On  booting,  the  first  disk  sector,  called  the  boot  sector,  is  transferred  to  memory.  This 
boot  program  then  loads  in  the  first  portion  of  DOS.  the  initialization  routine.  This  routine 
organizes  memory  and  then  overlays  the  next  portion  of  DOS  on  top  of  the  initialization 
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code.  The  resident  code  is  then  loaded  into  low  memory;  it  includes  the  interrupt  handlers 
and  system  calls.  The  transient  code  is  loaded  into  high  memory;  it  contains  the  command 
processor  and  the  internal  commands.  The  transient  code  may  be  overlaid  as  applications 
run;  MS-DOS  brings  in  new  copies  of  the  transient  code  as  needed. 

MS-DOS  provides  a  terminate  but  stay  resident  capability;  this  allows  users  to  write 
programs  that  may  remain  in  memory,  for  example,  to  be  able  to  respond  quickly  to  various 
keystroke  combinations. 


19.13.1  Communicating  with  the  System 

Users  enter  commands  to  communicate  with  the  system;  applications  programs  use  system 
calls.  The  command  processor,  COMMAND.COM,  contains  the  resident  part,  the  initiali¬ 
zation  part,  and  the  transient  part.  The  resident  part  handles  standard  errors,  processes  the 
terminate  on  control-C  interupt,  and  contains  code  to  reload  the  transient  part  as  needed. 
The  initialization  part  determines  where  to  begin  program  loading,  and  loads  and  processes 
the  AUTOEXEC.BAT  file  (a  file  containing  a  prestored  sequence  of  commands  that  the 
system  executes  automatically  each  time  it  is  booted  or  rebooted)  if  there  is  one;  it  is 
overlaid  after  it  completes.  The  transient  part  contains  the  batch  file  processor  and  the 
internal  commands ;  it  issues  the  system  prompt  to  tell  the  user  the  system  is  ready  to  accept 
the  next  command,  reads  commands  (from  the  keyboard  or  from  a  batch  file),  and  executes 
commands.  It  controls  the  loading  and  execution  of  external  commands.  Internal  com¬ 
mands  reside  in  memory  so  that  they  can  be  executed  quickly;  external  commands  are 
brought  in  from  disk  as  needed. 

System  calls  initiate  the  variety  of  MS-DOS  services.  Users  can  write  their  own 
programs  to  access  the  hardware  and  the  operating  system,  but  this  creates  “misbehaved” 
programs  that  may  not  run  properly  on  future  versions  of  MS-DOS.  The  two  types  of 
system  calls  are  interrupts  (Du83)  and  function  requests. 

A  software  interrupt  enables  a  program  to  issue  an  interrupt  that  will  cause  an  interrupt 
handler  routine  to  execute  and  process  the  interrupt;  the  program  loads  needed  values  into 
appropriate  registers  and  then  issues  the  INT  instruction ,  including  the  appropriate  interrupt 
number.  MS-DOS  keeps  a  list  of  all  the  interrupt  handler  addresses  in  a  vector  table  in 
memory. 

A  function  request  is  issued  by  placing  the  function  number  in  register  AH  and  the 
subfunction  code  (if  needed)  in  register  AL  and  then  issuing  interrupt  21.  The  MS-DOS 
system  calls  are  summarized  later  in  this  chapter. 


19.13.2  Working  with  Disks 

Formatting  disks  with  the  FORMAT  command  prepares  them  to  be  read  or  written  by  MS- 
DOS  routines.  The  FORMAT  command  (DOS  3.0  and  later  versions)  simply  calls  the 
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device  driver  which  contains  the  code  to  perform  the  formatting  of  its  particular  device. 
Newly  installed  device  drivers  must  contain  the  code  to  format  the  devices  they  control. 

A  volume  is  a  floppy  disk  or  a  partition  of  a  fixed  disk.  Volumes  are  divided  into 
logical  sectors.  Logical  sectors  reside  on  parts  of  physical  tracks.  The  tracks  are  determined 
by  the  various  fixed  positions  of  the  read-write  heads.  Sectors  are  grouped  into  clusters;  the 
file  allocation  table  chains  the  clusters  to  define  the  contents  of  the  file.  Each  volume  has  an 
identifying  volume  label.  Volume  labels  may  be  created,  modified,  or  deleted  with  the 
LABEL  command.  Each  logical  volume  includes  five  control  areas  and  a  files  area  as 
follows: 

1 .  Boot  sector 

2.  Reserved  area 

3.  File  allocation  table  #1 

4.  File  allocation  table  #2 

5.  Root  directory 

6.  Files  area. 

The  boot  sector  contains  all  the  information  MS-DOS  needs  to  interpret  the  structure  of 
the  disk.  The  FAT  allocates  disk  clusters  to  files.  Each  cluster  may  contain  many  sectors, 
but  this  number  is  fixed  when  the  disk  is  formatted  and  it  must  be  a  power  of  2.  A  file’s 
clusters  are  chained  together  in  the  FAT.  The  extra  copy  of  the  FAT  is  for  integrity  and 
reliability.  The  root  directory  organizes  the  files  on  the  disk  into  entries  and  subdirectories. 
The  files  area  (also  called  the  data  area)  is  where  the  files’  information  is  stored.  File  space 
is  allocated  one  cluster  at  a  time  as  needed. 

The  FORMAT  command  causes  the  following  information  to  be  placed  in  the  BIOS 
parameter  block  (BPB)  in  the  boot  sector: 

1 .  sector  size  in  bytes 

2.  sectors  on  the  disk 

3.  sectors  per  track 

4.  cluster  size  in  bytes 

5.  number  of  FATs 

6.  sectors  per  FAT 

7.  number  of  directory  entries 

8.  number  of  heads 

9.  hidden  sectors 

10.  reserved  sectors 

1 1 .  media  identification  code. 

The  boot  sector  is  logical  sector  0  of  every  logical  volume  and  is  created  when  the  disk 
is  formatted  (Mc84).  It  contains  OEM  identification,  the  BIOS  parameter  block,  and  the 
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disk  bootstrap.  When  the  system  is  booted,  a  ROM  bootstrap  program  reads  in  the  first 
sector  of  the  disk  (this  contains  the  disk  bootstrap)  and  transfers  control  to  it.  The  disk 
bootstrap  reads  MS-DOS  BIOS  to  memory  and  transfers  control  to  it. 

CHKDSK  compares  the  two  FATs  to  make  sure  they  are  identical.  MS-DOS  maintains 
a  copy  of  the  FAT  in  memory  to  be  able  to  search  it  quickly.  Each  cluster  entry  in  the  FAT 
contains  codes  to  indicate  the  following: 

1 .  The  cluster  is  available. 

2.  The  cluster  is  in  use. 

3.  The  cluster  is  bad  (i.e.,  it  has  a  bad  sector);  CHKDSK  reports  these. 

4.  The  cluster  is  a  file’s  last  one. 

5.  A  pointer  (cluster  number)  to  the  file’s  next  cluster.  (The  directory  points  to  the  file's 
first  cluster.) 

Clusters  are  allocated  to  files  one  at  a  time  on  demand.  Because  of  the  continuing 
addition,  modification,  and  deletion  of  files,  the  disk  tends  to  become  fragmented  with  free 
clusters  dispersed  throughout  the  disk.  Clusters  are  allocated  sequentially,  but  in-use 
clusters  are  skipped.  No  attempt  is  made  to  reorganize  the  disk  so  that  files  would  consist 
only  of  sequential  clusters,  but  this  can  be  accomplished  via  the  MS-DOS  commands. 

MS-DOS  uses  memory  buffers  with  disk  input/output.  With  file  handle  calls,  the 
location  of  the  buffer  may  be  specified  in  the  call.  With  FCB  calls,  MS-DOS  uses  a  preset 
buffer  called  the  disk  transfer  area,  which  is  normally  in  a  program’s  program  segment 
prefix  and  is  128  bytes  long. 


19.13.3  Working  with  Directories 

Initial  versions  of  MS-DOS  had  a  simple  linear  directory  listing  all  files.  Version  2.0 
incorporated  a  hierarchical  file  structure  with  directories  and  subdirectories.  A  root  direc¬ 
tory  and  subdirectories  form  the  hierarchical  structure,  and  directory  entries  describe  indi¬ 
vidual  files. 

The  32-byte  directory  entry  contains  the  following: 

1.  File  name  (8  bytes) 

2.  Extension  (3  bytes) 

3.  File  attribute  byte  (1  byte) 

4.  Reserved  ( 10  bytes) 

5.  Time  created  or  last  updated  (2  bytes) 

6.  Date  created  or  last  updated  (2  bytes) 

7.  Starting  cluster  (2  bytes) 

8.  File  size  (4  bytes) 
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The  first  byte  of  the  file  name  may  contain  special  codes  indicating  the  following: 

1 .  A  directory  entry  that  has  never  been  used 

2.  The  entry  is  a  subdirectory 

3.  File  has  been  used,  but  is  now  erased. 

The  file  attribute  byte  may  indicate  the  following: 

1 .  Read-only  file  (an  attempt  to  open  the  file  for  writing  or  deletion  will  fail) 

2.  Hidden  file  (excluded  from  normal  searches) 

3.  System  file  (excluded  from  normal  searches) 

4.  Volume  label  (can  exist  only  in  the  root  directory) 

5.  Subdirectory  (excluded  from  normal  searches) 

6.  Archive  bit  (set  to  “on”  whenever  a  file  is  modified) 

Each  disk  is  formatted  to  have  at  least  one  directory,  but  there  can  be  many  directories. 
A  directory  may  include  other  directories.  Formatting  creates  an  initial  root  directory.  Each 
fixed  disk  partition  has  its  own  root  directory.  With  versions  2.0  and  higher,  the  root 
directory  may  contain  directories  in  addition  to  files.  Directories  may  contain  one  or  more 
file  entries  or  more  directories,  thus  generating  a  hierarchical  file  system  directory 
structure.  The  volume  label,  if  present,  appears  in  the  root  directory. 

MS-DOS  function  calls  are  available  to  search  directories  for  files  in  a  hardware  in¬ 
dependent  manner.  FCB  functions  require  that  files  be  specified  by  a  pointer  to  an  un¬ 
opened  FCB;  these  functions  do  not  support  the  hierarchical  file  system.  With  the  file 
handle  function  request,  it  is  possible  to  search  for  a  file  by  specifying  an  ASCII  string;  it  is 
possible  to  search  within  any  subdirectory  on  any  drive,  regardless  of  the  current 
subdirectory,  by  specifying  a  pathname. 


19.13.4  Managing  Files 

Data  is  organized  into  files  whether  that  data  is  in  memory  or  on  disk.  Files  may  be  data 
files  or  executable  files.  A  file  is  simply  a  string  of  bytes;  no  record  structure  or  access 
technique  is  assumed.  Applications  impose  their  own  record  structure  on  the  string  of  bytes. 
MS-DOS  requires  only  a  pointer  to  the  data  buffer,  and  a  count  of  the  number  of  bytes  to  be 
read  or  written  in  order  to  do  I/O.  Executable  files  must  be  in  either  the  .COM  format  or  the 
.EXE  format.  Object  modules  are  maintained  in  the  Intel  Corporation  object-record  format. 

Files  may  be  accessed  with  FCB  calls  or  file  handle  calls  (Version  2.0  and  later);  the 
file  handle  calls  are  designed  to  work  with  a  hierarchical  file  system.  File  handle  calls  are 
preferable,  but  FCB  calls  are  provided  for  compatibility  with  previous  versions  of  MS- 
DOS.  File  handle  calls  support  record  locking  and  sharing.  Users  interested  in  writing 
programs  that  will  be  compatible  with  future  versions  of  MS-DOS  should  use  the  file 
handle  calls  rather  than  the  FCB  calls. 
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The  FCB  function  requests  are  as  follows: 

1 .  Open  file  with  FCB 

2.  Close  file  with  FCB 

3.  Delete  file  with  FCB 

4.  Read  block  sequentially 

5.  Write  block  sequentially 

6.  Create  file  with  FCB 

7.  Rename  file  with  FCB 

8.  Read  block  directly 

9.  Write  block  directly 

10.  Get  file  size  with  FCB 

11.  Set  relative  record  field 

12.  Read  multiple  blocks  directly 

13.  Write  multiple  blocks  directly 

The  FCB  data  structure  occupies  a  portion  of  the  application's  memory  and  contains 
37  bytes  of  data  as  follows: 

1 .  Drive  identifier  ( I  byte)  (0=default  drive,  l=drive  A,  2=drive  B,  and  so  on) 

2.  File  name  (8  bytes) 

3.  Extension  (3  bytes) 

4.  Current  block  number  (2  bytes)  (for  sequential  reads  and  writes) 

5.  Record  size  (2  bytes)  (MS-DOS  sets  to  128,  but  this  may  be  changed.) 

6.  File  size  (4  bytes) 

7.  Date  created/updated  (2  bytes) 

8.  Time  created/updated  (2  bytes) 

9.  Reserved  (8  bytes) 

10.  Current  record  number  (1  byte)  (for  sequential  reads  and  writes) 

1 1 .  Relative  record  number  (4  bytes) 

A  file  handle  is  a  16-bit  integer  (usually  0  to  20)  created  by  MS-DOS  and  returned  to  a 
program  that  creates  or  opens  a  file  or  device.  A  file  may  be  opened  with  a  handle  by 
passing  a  pathname  and  attribute  to  MS-DOS,  which  then  returns  the  16-bit  handle.  The 
program  saves  the  handle  and  uses  it  to  specify  the  file  in  future  operations  on  the  file.  An 
FCB-like  data  structure  is  built  by  MS-DOS  for  the  file,  but  this  is  strictly  controlled  by  the 
operating  system.  The  file  handle  function  calls  are  as  follows: 

1.  Create  file 

2.  Open  file 

3.  Close  file 


652 


Case  Study:  MS-DOS 


4.  Read  from  file  or  device 

5.  Write  to  file  or  device 

6.  Move  file  pointer 

7.  Duplicate  file  handle  (creates  a  new  handle  that  refers  to  the  same  file  as  an  existing 
handle) 

8.  Match  file  handle  (cause  one  handle  to  refer  to  the  same  file  as  another) 

9.  Create  temporary  file 

10.  Create  file  if  name  is  unique  (fails  if  a  file  with  the  same  name  already  exists) 

MS  DOS  maintains  a  table  that  relates  handles  to  files  or  devices.  Eight  handles  are 
normally  available  to  programs,  but  this  can  be  increased  to  20  via  the  CONFIG.SYS  file. 
Five  of  the  handles  are  preassigned  to  standard  devices  as  follows: 


Handle 

Standard  Device 

Device  Name 

0 

Standard  input  device 

CON 

(reads  characters  from  the  keyboard) 

l 

Standard  output  device 

CON 

(writes  characters  to  the  video  display) 

2 

Standard  error  device 

CON 

(writes  characters  to  the  video  display) 

3 

Standard  auxiliary  device 

AUX 

(controls  serial  port  I/O) 

4 

Standard  printer  device 

PRN 

(controls  parallel  port  output;  usually  to  the  printer) 

A  .COM  file  consists  of  absolute  machine  code  and  data.  It  is  not  relocatable.  It  loads 
faster  than  an  .EXE  file.  An  .EXE  file  is  a  relocatable  executable  file;  it  contains  a  header 
with  relocation  information,  and  the  actual  load  module.  The  .EXE  files  separate  the  code 
and  data  portions.  This  feature  is  designed  to  facilitate  the  sharing  of  “pure  procedures” 
among  several  tasks  in  evolving  MS-DOS  systems  that  support  concurrent  tasks.  The 
Microsoft  Macro  Assembler  translates  source  code  files  into  object  files  with  the  .OBJ 
extension. 


19.13.5  Managing  Input  and  Output 

Device  drivers  are  programs  that  control  input  and  output.  They  manage  communication 
between  the  hardware  devices  and  the  operating  system.  Regardless  of  the  specific  details 
of  performing  input/output  on  particular  devices,  device  drivers  all  communicate  in  a 
standard  manner  with  the  rest  of  the  operating  system.  Five  resident  device  drivers  control 
the  standard  devices.  Other  device  drivers  may  be  installed  at  the  command  level  as  needed. 
The  two  types  of  devices  are  character  devices  that  handle  one  byte  at  a  time,  and  block 
devices  that  can  access  blocks  of  information  on  random  access  devices  such  as  disks. 
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Device  drivers  are  treated  as  files.  The  IO.SYS  file  consists  of  the  five  resident  device 
drivers  that  form  the  MS-DOS  BIOS. 

New  or  replacement  device  drivers  may  be  installed  (version  2.0  and  later)  by  using  the 
DEVICE  command  followed  by  the  driver’s  file  name  in  a  CONFIG.SYS  file  on  the  boot 
disk.  Thus,  the  input/output  system  may  be  reconfigured  at  the  command  level.  MS-DOS 
uses  character  device  drivers  and  block  device  drivers.  CON,  AUX,  and  PRN  are  character 
device  drivers.  The  CONFIG.SYS  file  may  be  used  to  notify  the  operating  system  of 
hardware  device  changes  such  as  additional  hard  disks,  a  clock  chip,  a  RAM  disk,  or 
additional  memory. 

A  device  driver  is  composed  of  a  device  header,  a  strategy  routine,  and  an  interrupt 
routine  (Du83).  The  device  header  contains  a  pointer  to  the  next  device  driver  in  the  chain 
of  device  drivers  in  IO.SYS,  and  it  points  to  the  strategy  routine  and  the  intefrupt  routine. 
The  request  header  is  the  data  structure  that  MS-DOS  uses  to  give  the  driver  the 
information  necessary  to  perform  a  requested  input/output  operation. The  strategy  routine 
saves  a  pointer  to  the  request  header  data  structure.  The  interrupt  routine  performs  the  I/O 
and  passes  status  and  completion  information  back  to  MS-DOS  in  the  request  header.  Each 
driver  has  a  strategy  routine  entry  point  and  an  interrupt  routine  entfy  point.  For 
asynchronous  I/O,  the  strategy  routine  is  called  upon  to  enqueue  a  request  and  return  to  the 
caller  quickly.  The  interrupt  routine  then  performs  the  I/O  when  it  can. 

A  filter  is  a  program  that  processes  input  data  in  some  particular  way  to  produce  output 
data  directed  to  some  file  or  device.  Three  filters  are  built  in  to  MS-DOS.  SORT  sorts  text 
data.  FIND  searches  for  a  character  string.  MORE  displays  one  screen  of  data  at  a  time. 
Other  filters  may  be  created.  Filters  may  be  piped  together  (with  the  I  symbol)  so  that  the 
output  of  one  forms  the  input  to  another.  Inputs  or  outputs  may  be  redirected. 

Background  programs  are  dormant  until  they  are  activated  by  a  signal  from  the  key¬ 
board.  A  hot  key,  or  combination  of  keys,  signals  a  program  to  take  control  of  keyboard 
input. 

19.13.6  Managing  Memory 

Memory  is  organized  as  follows  in  MS-DOS  (from  low  memory  to  high  memory  loca¬ 
tions): 

1 .  Interrupt  vector  table 

2.  Optional  extra  space  (used  by  IBM  for  ROM  data  area) 

3.  IO.SYS 

4.  MSDOS.SYS 

5.  Buffers,  control  areas,  and  installed  device  drivers 

6.  Resident  part  of  COMMAND.COM 

7.  External  commands  or  utilities  (.COM  and  .EXE  files  are  loaded  here) 

8.  User  stack  for  .COM  Files  (256  bytes) 

9.  Transient  part  of  COMMAND.COM 
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The  interrupt  vector  table  contains  the  addresses  of  the  interrupt  handler  routines. 
IO.SYS  is  the  basic  input/output  system;  it  is  the  MS-DOS/hardware  interface. 
MSDOS.SYS  contains  most  of  the  interrupt  handlers  and  function  requests.  The  resident 
part  of  COMMAND.COM  contains  certain  interrupt  handlers  and  the  code  that  reloads  the 
transient  part  of  COMMAND.COM  as  needed;  the  transient  part  of  COMMAND.COM 
includes  the  batch  processor,  the  internal  commands,  and  the  command  processor. 

MS-DOS  begins  the  user’s  program  segment  in  the  lowest  address  free  memory  area. 
The  program  segment  prefix  (PSP)  occupies  the  first  256  bytes  of  the  program  segment 
area.  The  PSP  points  to  various  memory  locations  the  program  requires  as  it  executes. 

MS-DOS  creates  a  memory  control  block  at  the  start  of  each  memory  area  it  allocates. 
This  data  structure  specifies  the  following: 

1 .  the  size  of  the  area 

2.  the  program  name  (if  a  program  owns  the  area) 

3.  a  pointer  to  the  next  allocated  area  of  memory 

MS-DOS  may  allocate  a  new  memory  block  to  a  program,  free  a  memory  block,  or 
change  the  size  of  an  allocated  memory  block.  If  a  program  tries  to  allocate  a  memory  block 
of  a  certain  size,  MS-DOS  searches  for  an  appropriate  block.  If  such  a  block  is  found,  it  is 
modified  to  belong  to  the  requesting  process.  If  the  block  is  too  large,  MS-DOS  parcels  it 
into  an  allocated  block  and  a  new  free  block.  When  a  block  of  memory  is  released  by  a 
program,  MS-DOS  changes  the  block  to  indicate  that  it  is  available.  When  a  program 
reduces  the  amount  of  memory  it  needs,  MS-DOS  creates  a  new  memory  control  block  for 
the  memory  being  freed.  The  first  memory  block  of  a  program  always  begins  with  a 
program  segment  prefix.  Normally  when  a  program  terminates,  its  memory  is  released.  The 
program  can  retain  its  memory  by  issuing  function  31,  TERMINATE  BUT  STAY 
RESIDENT. 


19.13.7  Controlling  Program  Flow 

COMMAND.COM  uses  the  EXEC  function  to  load  and  execute  program  files.  A  program 
issuing  EXEC  causes  MS-DOS  to  allocate  memory,  write  a  program  segment  prefix,  load 
the  new  program,  and  transfer  control  to  it.  The  calling  program  is  the  parent  program,  the 
called  program  is  the  child  program.  A  child  program  may  use  EXEC  to  load  and  execute 
its  own  child  programs.  Each  child  automatically  inherits  its  parent’s  active  handles,  so  it 
can  access  its  parent’s  active  files.  MS-DOS  allows  programs  to  load  and  execute  overlays, 

MS-DOS  handles  hardware  interrupts  from  devices  and  software  interrupts  caused  by 
executing  instructions.  An  interrupt  vector  table  causes  control  to  transfer  to  the  appropriate 
interrupt  handlers.  Users  may  write  their  own  interrupt  handlers.  The  Control-C  interrupt 
normally  terminates  the  active  process  and  returns  control  to  the  command  interpreter. 

Certain  types  of  critical  errors  may  occur  that  prevent  a  program  from  continuing.  For 
example,  if  a  program  tries  to  open  a  file  on  a  disk  drive  without  a  disk,  or  a  disk  drive 
whose  door  is  open,  a  critical  error  is  signalled.  MS-DOS  contains  a  critical  error  handler. 
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hut  users  may  wish  to  provide  their  own  routines  for  better  control  over  errors  in  specific 
situations. 


19.13.8  Setting  Up  the  Environment 

The  operating  system  environment  is  configurable.  Users  can  modify  the  system  date  and 
lime,  the  number  of  buffers  allocated,  and  so  on.  These  can  be  modified  at  the  command 
level  with  the  CONFIG.SYS  file,  or  they  can  be  modified  with  appropriate  function 
requests.  The  MS-DOS  command  processor  constructs  an  environment  block.  MS-DOS 
provides  capabilities  for  varying  date  and  time  formats,  decimal  formats,  and  currency 
formats  for  foreign  countries;  it  handles  Korean  and  Japanese  (Kanji)  character  sets. 

19.14  THE  PROGRAMMER'S  VIEW  OF  MS-DOS  SYSTEM  CALLS 

MS-DOS  provides  the  programmer  with  a  rich  collection  of  system  calls.  These  calls 
accomplish  various  manipulations  that  would  be  extremely  time-consuming  and  difficult  to 
program  and  debug  if  the  operating  system  were  not  available.  The  calls  manipulate  files, 
disks  and  directories;  return  information  about  the  hardware  and  software  environment;  and 
obtain  additional  memory  and  relinquish  memory  no  longer  needed.  By  using  MS-DOS 
calls,  programmers  realize  several  advantages.  Applications  programming  becomes  faster 
and  less  error  prone,  and  applications  that  use  system  calls  are  easier  to  upgrade  to  new 
versions  of  the  operating  system.  Microsoft  is  committed  to  providing  upward  compatibil¬ 
ity  for  programs  that  use  system  calls  properly.  The  next  several  sections  enumerate  most  of 
MS-DOS’s  system  calls. 


19.14.1  Working  with  Disks 

■  Check  Status  of  Verify  Flag — Returns  the  value  of  the  Verify  Flag,  which  determines 
whether  or  not  DOS  verifies  write  operations  to  the  disk. 

■  Get  Default  Drive  Data — Returns  information  about  the  current  default  drive,  namely 
the  number  of  sectors  per  cluster,  information  about  the  type  of  disk  in  the  current 
default  drive,  bytes  per  sector,  and  clusters  per  drive. 

■  Get  Disk  Transfer  Address — Returns  the  pointer  to  the  current  Disk  Transfer  Area  (the 
DTA  is  the  buffer  that  DOS  uses  to  transfer  data  to-and-from  the  disk). 

■  Get  Free  Disk  Space — Determines  how  many  bytes  are  free  on  the  specified  drive. 

■  Get  Specified  Drive  Data — Returns  information  about  the  specified  drive,  namely  the 
number  of  sectors  per  cluster,  the  offset  to  the  FAT  ID  byte,  the  number  of  bytes  per 
sector,  and  the  number  of  clusters  per  drive. 

■  Identify  Current  Drive — Returns  the  default  drive  ID. 

■  Read  Absolute  Disk  Sectors  (Int.) — Reads  the  specified  number  of  disk  sectors  from 
the  disk  drive,  starting  at  a  given  location. 
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■  Reset  Disk — Flushes  all  buffers  to  the  media  and  marks  them  “free.” 

■  Select  Drive — Sets  the  default  drive  to  the  specified  drive. 

■  Set  Disk  Transfer  Address — Sets  the  Disk  Transfer  Address  to  the  specified  value. 

■  Set  or  Reset  Verify  Flag — Sets  the  value  of  the  Verify  Flag  to  a  specified  value.  The 
Verify  Flag  determines  whether  or  not  DOS  verifies  write  operations  to  the  disk. 

■  Write  Absolute  Disk  Sectors  (Int.) — This  interrupt  handler  writes  the  specified  number 
of  sectors  to  the  disk  drive,  starting  at  a  given  location. 


19.14.2  Working  with  Directories 

■  Change  Current  Directory — Changes  the  current  directory  to  the  directory  in  the  user’s 
pathname. 

■  Create  Directory — Creates  a  directory  using  the  name  in  the  user's  pathname. 

■  Get  Current  Directory — Returns  the  pathname  of  the  current  directory  on  a  specified 
drive. 

■  Remove  Directory — Removes  the  directory  specified  in  the  user’s  pathname. 

19.14.3  Managing  Files 

■  Change  File  Attributes — Gets  or  sets  the  attributes  of  the  file  specified  in  the  user’s 
pathname. 

■  Close  File — Closes  the  specified  handle. 

■  Close  File  with  FCB — Closes  the  file  pointed  to  by  the  user’s  FCB. 

■  Create  File — Creates  and  assigns  a  handle  to  the  file  in  the  user’s  pathname. 

■  Create  File  if  Name  is  Unique — Creates  a  new  file  if  a  file  by  that  name  does  not  exist 
in  the  specified  directory. 

■  Create  File  with  FCB — Creates  a  file  in  the  current  directory  using  the  file  name  in  the 
user’s  FCB. 

■  Create  Temporary  File — Uses  the  clock  device  to  provide  a  unique  file  name  and 
appends  it  tp  the  pathname  provided  by  the  user. 

■  Delete  File — Deletes  the  directory  specified  in  the  user’s  pathname. 

■  Delete  File  with  FCB — Deletes  a  file  named  in  the  user’s  FCB,  and  removes  the 
specified  file  from  the  directory  buffer  for  the  drive  specified  in  the  user’s  FCB. 

■  Duplicate  File  Handle — Copies  the  handle  of  an  open  file. 

■  Find  First  Matching  File — Searches  the  specified  or  current  directory  for  the  first  entry 
that  matches  the  user’s  pathname. 

■  Find  First  Matching  File  with  FCB — Searches  the  current  directory  for  the  first  file 
name  matching  the  file  name  contained  in  the  user’s  FCB. 
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•  Find  Next  Matching  File — Searches  for  the  next  entry  that  matches  the  name  and 
attributes  specified  in  a  previous  Find  First  Matching  File. 

■  Find  Next  Matching  File  with  FCB — Searches  for  the  file  named  in  the  user's  FCB. 
The  file  name  was  used  originally  to  conduct  the  “Find  First  Matching  File  with  FCB” 
function. 

■  Get  File  Size  with  FCB — Returns  the  size  of  the  file  specified  in  the  FCB. 

■  Lock  or  Unlock  Region  of  File — Lock  (deny  access  to)  or  unlock  a  specified  region  of 
a  file. 

■  Match  File  Handle — Forces  a  specified  handle  to  refer  to  the  same  file  as  another 
handle  already  associated  with  an  open  file. 

■  Move  File  Pointer — Moves  the  read/write  pointer  of  the  open  file  associated  with  the 
specified  handle. 

■  Open  File — Opens  a  file  and  assigns  it  a  handle  using  the  file  name  specified  in  the 
user’s  pathname. 

■  Open  File  with  FCB — Opens  the  file  named  in  the  user's  FCB. 

■  Parse  File  Name — Searches  the  specified  string  for  a  valid  name.  If  the  file  name  is 
valid,  the  function  returns  a  pointer  to  an  unopened  FCB. 

•  Read  Block  Directly — Reads  the  record  pointed  to  by  the  user's  FCB  Relative  Record 
field. 

■  Read  Block  Sequentially — Reads  the  next  block  from  the  file  named  in  the  user's  FCB. 

■  Read  from  File  or  Device — Reads  from  the  specified  open  file  handle. 

■  Read  Multiple  Blocks  Directly — Reads  a  specified  number  of  records  front  the  file 
starting  at  the  block  named  in  the  user’s  FCB  relative-record  field. 

■  Rename  File — Renames  the  file  specified  in  the  user’s  pathname  by  changing  the 
directory  entry. 

■  Rename  File  with  FCB — Renames  a  file  in  the  current  directory  using  the  two  file 
names  in  the  user’s  modified  FCB;  the  first  name  is  the  file  in  the  current  directory,  and 
the  second  is  the  new  name  for  the  file. 

■  Set  Relative  Record  Field — Sets  the  relative  record  field  in  the  user's  FCB  to  the  value 
of  the  current  record  field  in  the  FCB.  The  relative  record  field  is  used  by  the  Read  (or 
Write)  Block  Directly  functions. 

■  Write  Block  Directly — Writes  the  record  pointed  to  by  the  relative  record  field  (in  the 
user’s  FCB),  to  the  file  named  in  the  user's  FCB. 

■  Write  Block  Sequentially — Writes  to  the  file  named  in  the  user's  FCB.  The  FCB  also 
contains  the  current  block  and  the  record  to  be  written. 

■  Write  Multiple  Blocks  Directly — Writes  a  specified  number  of  records  to  the  file 
named  in  the  user’s  FCB.  The  FCB  also  contains  the  current  relative  record  number 
where  writing  will  start. 

•  Write  to  File  or  Device — Writes  to  the  open  file  associated  with  the  specified  handle. 
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19.14.4  Managing  Input  and  Output 

*  Check  Keyboard  Status — Returns  a  code  to  indicate  if  characters  are  available  from 
standard  input. 

■  Display  Character — Sends  the  specified  character  to  standard  output. 

■  Display  String — Sends  the  specified  string  to  standard  output. 

■  I/O  Through  Standard  Device — Either  reads  or  sends  a  character  to  standard  input  or 
output,  depending  on  the  specified  value. 

■  Input  from  Auxiliary  Device — Waits  for  a  character  to  be  read  from  standard  auxiliary, 
and  returns  the  character. 

■  IOCTL — The  IOCTL  function  is  a  group  of  16  related  subfunctions  that  manipulate 
character  and  block-device  control  data.  These  subfunctions  can  be  used  to  set  or  re¬ 
turn  the  attributes  of  a  certain  device,  send  or  receive  control  data  with  either  character 
or  block  devices,  check  the  status  of  a  device,  or  check  if  a  device  or  file  handle  has 
been  redirected  with  Microsoft  Networks. 

■  Output  to  Auxiliary  Device — Sends  the  specified  character  to  the  standard  auxiliary 
device. 

■  Print  Character — Sends  the  specified  character  to  the  standard  printer  device. 

■  Read  Keyboard — Waits  for  a  character  to  be  read  from  the  standard  input  device  and 
returns  the  character. 

■  Read  Keyboard  after  Clearing  Buffer — First  clears  the  input  buffer  and  then  executes 
the  specified  function. 

■  Read  Keyboard  and  Echo — Waits  for  a  character  to  be  read  from  the  standard  input 
device,  then  echos  it  to  the  standard  output  device  and  returns  the  character. 

■  Read  Keyboard  to  Buffer — Gets  a  string  (terminated  with  a  carriage  return)  from  the 
standard  input  device  and  puts  it  in  the  user-specified  buffer. 

■  Read  Keyboard  without  Echo — Waits  for  a  character  to  be  read  from  the  standard  in¬ 
put  device  and  returns  the  character. 

19.14.5  Managing  Memory 

■  Allocate  Memory — Attempts  to  allocate  the  specified  amount  of  memory  to  the 
current  process.  DOS  coalesces  unowned  blocks,  if  necessary,  to  provide  enough  room 
for  the  user’s  requested  block  size. 

•  Change  Memory  Allocation  Block  Size — Puts  the  user’s  specified  block  back  into  the 
memory  pool,  coalesces  it  with  other  unowned  blocks,  and  then  tries  to  allocate  the 
requested  block  size;  the  function  returns  the  size  of  the  resultant  block  to  the  user. 

■  Free  Allocated  Memory — Releases  the  specified  block  of  memory. 

■  Get  or  Set  Memory  Allocation  Strategy — Gets  or  sets  the  strategy  used  by  MS-DOS  to 
allocate  memory  when  a  process  requests  it;  the  three  different  strategies  are  first  fit, 
best  fit,  and  last  fit. 
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19.14.6  Controlling  Program  Flow 

■  Abort  Program — Aborts  the  current  process. 

■  Check  Control-C — Either  returns  or  sets  DOS’s  internal  Control-C  checking  flag;  the 
Control-C  flag  is  used  by  DOS  to  determine  before  which  function  requests  it  should 
check  for  a  Control-C. 

■  Create  New  Program  Segment  Prefix — Creates  a  new  program  segment  prefix  (PSP) 
at  the  specified  address.  (This  is  an  obsolete  function  except  for  compatibility  with  pre- 
2.0  versions  of  DOS.) 

■  Execute  Program — Loads  and  executes  a  program. 

•  Get  Current  Program  Segment  Prefix — Returns  the  contents  of  the  DOS  '‘Current 
PSP”  variable.  (A  PSP  is  a  block  of  memory  that  immediately  precedes  a  .COM  or 
.EXE  program.) 

■  Get  Extended  Error  Codes — Returns  an  extended  error  code  for  the  function  that  im¬ 
mediately  preceded  it.  The  extended  error  code  contains  details  about  the  type  and  lo¬ 
cation  of  the  error,  and  the  recommended  course  of  action  to  take  when  the  error 
occurs. 

■  Get  Interrupt  Vector — Returns  the  address  of  the  specified  interrupt  handler. 

■  Get  Return  Code  of  Child  Process — Returns  the  exit  code  specifying  the  reason  for 
termination,  such  as  normal,  Control-C,  or  critical  device  error. 

■  Set  Interrupt  Vector — Sets  the  address  of  the  specified  interrupt  in  the  Interrupt  Vector 
Table. 

■  Terminate  But  Stay  Resident — Returns  control  to  the  parent  process  (usually 
COMMAND.COM),  but  keeps  the  current  process  resident  after  it  terminates. 

■  Terminate  But  Stay  Resident  (Int.) — Terminates  a  program  of  up  to  64K  in  size,  but 
keeps  it  in  memory.  (This  interrupt  is  obsolete.) 

■  Terminate  on  Control-C  (Int.) — Used  by  DOS  to  deal  with  a  Control-C  being  typed  on 
the  keyboard. 

■  Terminate  on  Fatal  Error  (Int.) — Used  by  DOS  if  a  critical  error  occurs  during  I/O. 

■  Terminate  Process— This  is  the  proper  way  for  a  program  to  terminate  when  finished. 

■  Terminate  Program  (Int.) — Terminates  the  current  process  and  returns  control  to  the 
parent  process.  (This  is  an  obsolete  interrupt.) 

■  Terminate  Program  at  Address  (Int.) — Used  by  DOS  to  transfer  control  after  a  process 
terminates. 


19.14.7  Setting  up  the  Environment 

■  Get  Date — Returns  the  current  system  date  (year,  month,  day,  and  day  of  the  week). 

•  Get  MS-DOS  Version  Number — Returns  the  version  number  of  COMMAND.COM. 
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■  Get  or  Set  Country-Dependent  Data — Returns  the  country-dependent  information  or 
sets  the  country  code  using  the  specified  information. 

■  Get  or  Set  File  Date  or  Time — Gets  or  sets  the  time  and  date  of  the  last  write  to  a  file, 
using  the  specified  handle  to  reference  the  file. 

•  Get  Time — Returns  the  current  system  time. 

■  Set  Date — Sets  the  year,  month,  and  day  using  the  specified  information,  and  updates 
the  DOS  clock  driver’s  count  of  days  since  January  1st,  1980. 

■  Set  Time — Sets  the  hour,  minutes,  seconds',  and  hundredths  of  seconds  from  the 
specified  information,  and  updates  the  DOS  clock  device  driver’s  time  information. 

19.15  DOS  4.0 

As  Microsoft  and  IBM  introduced  OS/2,  they  expected  a  major  rush  of  DOS  users  con¬ 
verting  to  OS/2.  This  has  occurred,  but  not  quite  to  the  extent  envisioned.  In  fact,  millions 
of  users  remain  committed  to  DOS,  so  IBM  and  Microsoft  have  provided  a  steady  stream  of 
enhancements  to  DOS.  Many  of  these  are  designed  to  smooth  the  migration  path  to  OS/2 
for  users  who  may  eventually  wish  to  convert.  The  first  of  these  is  DOS  4.0 ,  released  in 
1988  (Ma88)  (Sp88)  (Du89)  (Ch89).  DOS  4.0  runs  with  IBM  PCs,  IBM  PS/2s,  and 
compatibles. 

Dos  4.0  is  the  first  DOS  operating  system  to  implement  IBM’s  Common  User  Access 
specification — the  user  interface  component  of  IBM’s  Systems  Application  Architecture 
(IB88)  (Ki88).  This  is  a  graphics-oriented  user  interface  that  supports  windows,  menus,  and 
a  mouse;  it  is  similar  to  the  Presentation  Manager  used  with  OS/2. 

Previous  versions  of  DOS  supported  hard  disks  up  to  32  megabytes;  DOS  4.0  extends 
this  limit  to  2  gigabytes.  FDISK  can  now  create  these  very  large  hard  disk  partitions.  DOS 
4.0  adds  a  unique  volume  serial  number  to  each  disk  to  help  users  manage  their  collections 
of  disks;  OS/2  does  this,  too.  The  File  Allocation  Table  (FAT)  can  be  four  times  the  size  of 
that  allowed  in  earlier  versions  of  DOS. 

DOS  4.0  supports  the  LIM  expanded  memory  specification  developed  by  Lotus,  Intel, 
and  Microsoft;  this  feature  also  supported  in  other  recent  DOS  versions,  enables  programs 
to  break  the  640K  memory  barrier.  Program  code  must  remain  in  640K,  though  data  can  be 
in  expanded  memory.  To  speed  I/O,  as  many  as  10000  buffers  may  be  used;  these  buffers 
can  be  placed  in  the  expanded  memory. 

The  SELECT  program  enables  novices  to  install  DOS  4.0.  The  TREE  command 
displays  the  file  system  directory  in  a  neat  graphic  format  which  nicely  illustrates  hier¬ 
archical  structure.  The  MEM  utility  produces  a  memory  map.  The  BUFFERS  and  VDISK 
commands  now  also  work  with  various  forms  of  expanded  memory  not  provided  by  IBM. 
The  /P  option  may  be  used  with  the  DEL  (or  ERASE)  command;  with  this  option,  the 
system  forces  the  user  to  verify  each  item  to  be  erased. 

The  “Start  Programs”  screen  appears  first  when  the  shell  is  executed.  It  enables  the 
user  to  select  various  utilities  or  the  File  System  file  handling  module.  The  File  System 
screen  shows  two  windows.  The  first  is  a  directory  tree  structure  which  may  be  scrolled. 
The  second  window  lists  the  current  directory’s  files. 
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The  DOS  shell  enables  users  to  combine  an  application  with  its  data  so  that  when  a  data 
file  is  selected,  the  application  automatically  becomes  active.  Selecting  a  file  produced  by  a 
word  processor,  for  example,  brings  up  that  file  opened  and  ready  to  be  edited  using  that 
word  processor.  This  capability  (associated  with  object-oriented  programming)  is  available 
under  OS/2  as  well. 


19.16  THE  FUTURE  OF  MS-DOS  AND  OS/2 

This  chapter  has  presented  the  evolution  and  details  of  the  most  widely  used  series  of 
operating  systems  in  the  history  of  computing.  In  its  earliest  implementations,  MS-DOS 
was  a  small,  simple  system  with  primitive  capabilities.  But  its  recent  versions  are  large, 
complex,  and  extremely  powerful.  When  it  first  appeared,  MS-DOS  provided  an  acceptable 
system  for  an  incidental  market  for  IBM.  Today,  it  is  a  main-line  system  that  has  had  a 
significant  impact  on  IBM’s  planning  for  its  hardware,  software  and  communications 
systems  designs  for  the  1990s.  Microsoft  and  IBM  have  developed  a  strong  partnership 
devoted  to  evolving  MS-DOS  and  OS/2  as  the  standards  of  the  IBM-compatible  personal 
computing  industry.  The  UNIX  and  Macintosh  operating  systems  have  their  large  and  loyal 
followings.  Can  all  these  standards  prosper?  Will  one  of  them  displace  the  others  and 
dominate  the  marketplace,  or  will  they  all  merge  to  produce  one  system  that  will  satisfy  the 
requirements  of  today’s  diverse  user  communities?  We  may  have  to  wait  until  the  mid 
1990s  to  answer  these  questions.  In  the  interim,  personal  computer  users  continue  to  benefit 
by  the  increasingly  powerful,  more  user-friendly,  and  lower-cost  systems  produced  in  this 
intensely  competitive  environment. 
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Basic  Input/Output  System  (BIOS) 

.BAT  file 

batch  file  processor 
BIOS 

BIOS  parameter  block  (BPB) 
boot  sector 
cluster 
.COM  file 

COMMAND.COM  command  processor 
Common  User  Access  (of  SAA) 
compatibility  BIOS 
CON  (system  console  device) 
CONFIG.SYS  file 
C’ontrol-C  interrupt 


CP/M-86 

critical  error  handler 
DEBUG 
DETACH 
device  driver 

device  driver  interrupt  routine 

device  driver  strategy  routine 

device  header 

disk  bootstrap  program 

disk  partitioning 

disk  transfer  area  (DTA) 

DOS 

DOS  Compatibility  Box 
DOS  3.3 

dynamic  link  libraries 
error  handler 
error  trapping 
.EXE  file 

external  command 
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file  allocation  table  (FAT) 
file  control  block  (FCB) 
file  handle 
files  area 
filter 

FIND  filter 
function  request 
hot  key 

IBM  OS/2  Extended  Edition 
IBM  OS/2  Standard  Edition 
IBM  PC 
IBM  PC/AT 
IBM  PC/XT 
IBM  Personal  System/2 
IBMBIO.COM 
IBMBIOS 
IBMDOS.COM 
installable  device  driver 
Intel  8088  microprocessor 
Intel  8086  microprocessor 
Intel  8080  microprocessor 
Intel  80386  microprocessor 
Intel  80286  microprocessor 
internal  command 
IO.SYS  file 
LINK  program 
logical  disk 
logical  sector 
memory  control  block 
memory  control  block  chain 
Micro  Channel 
Microsoft  Windows 
MORE  filter 
MS-DOS 
MSDOS.SYS 
nonmaskable  interrupt 
.OBJ  file 

one-to-one  sector  interleave 


open  architecture 
OS/2  Extended  Edition 
OS/2  LAN  Manager 
OS/2  Standard  Edition 
PC  clone 
PC  DOS 
pipe 

Presentation  Manager 

PRINT.COM  print  spooler 

PRN  (standard  list  device) 

program  segment 

program  segment  prefix  (PSP) 

protected  virtual  address  mode 

queue  for  interprocess  communication 

RAM  disk 

real  address  mode 

redirect  input/output 

request  header 

resident  code 

ring  protection  mechanism 
ROM  BIOS 

ROM  bootstrap  program 
sector  buffer 
segment  register 

shared  memory  for  interprocess  communi¬ 
cation 
SORT  filter 
standard  devices 
system  call 
system  prompt 

Systems  Application  Architecture  (SAA) 

terminate  but  stay  resident 

token  ring  LAN 

transient  code 

virtual  disk  (VDISK) 

volume  label 

XENIX 


EXERCISES 

19.1  Discuss  the  evolution  of  MS-DOS.  Why  does  MS-DOS,  at  least  in  its  earliest  versions,  bear 
such  a  strong  resemblance  to  CP/M? 

19.2  Distinguish  between  the  notions  of  open  architecture  and  closed  architecture.  Discuss  the  pros 
and  cons  of  each  approach  from  the  standpoint  of  hardware  vendors,  software  vendors,  and  users. 
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19.3  Give  a  description  of  the  hardware  configuration  of  the  IBM  PC/AT.  What  features  did 
Microsoft  provide  in  MS-DOS  3.0  specifically  to  support  the  PC/AT? 

19.4  Discuss  the  use  of  file  extensions  in  MS-DOS.  What  do  each  of  the  following  file  extensions 
designate? 

a)  .COM  b)  .EXE 

c)  .BAT  d)  .OBJ 

19.5  Discuss  the  functions  of  each  of  these  key  components  of  MS-DOS: 

a)  MSDOS.SYS 

b)  IO.SYS 

c)  COMMAND.COM 

19.6  Distinguish  between  internal  commands  and  external  commands. 

19.7  Distinguish  between  character  devices  and  block  devices. 

19.8  Describe  how  the  MS-DOS  hierarchical  file  system  is  organized. 

19.9  Why  are  two  copies  of  the  file  allocation  table  (FAT)  maintained?  What  problems  does  this 
create?  Suggest  a  better  strategy  and  defend  why  you  feel  your  strategy  is  superior. 

19.10  Each  logical  volume  contains  five  control  areas  and  a  files  area.  Explain  the  purpose  of  each 
of  these  areas. 

19.11  Clusters  are  allocated  to  files  one  at  a  time  on  demand.  Because  of  the  constant  addition, 
modification,  and  deletion  of  files,  the  disk  tends  to  be  fragmented,  with  free  clusters  dispersed 
throughout  the  disk.  This  can  make  accessing  a  file  very  time  consuming.  How  would  you  solve  this 
problem?  What  drawbacks  does  your  proposed  solution  have? 

19.12  What  kinds  of  things  might  be  included  in  a  CONFIG.SYS  file? 

19.13  What  prompted  the  development  of  the  notion  of  installable  device  drivers? 

19.14  How  is  memory  management  handled  in  MS-DOS  3.X? 

19.15  What  is  the  AUTOEXEC.BAT  file?  Give  several  examples  of  operations  that  the  user  might 
designate  to  be  performed  via  this  mechanism. 

19.16  What  is  a  virtual  disk?  How  do  virtual  disks  differ  from  real  disks?  Give  a  distinct 
disadvantage  of  virtual  disks  as  compared  to  real  disks. 

19.17  What  is  the  key  hardware  feature  of  the  80286  microprocessor,  as  distinguished  from  the 
8086/8088  microprocessor,  that  enables  it  to  support  many  applications  concurrently  and  reliably 
(i.e.,  so  that  one  application  will  not  destroy  another)? 

19.18  At  one  point,  the  microcomputer  industry  was  convinced  that  MS-DOS  could  never  compete 
effectively  with  CP/M.  How  then  did  MS-DOS  overtake  CP/M  and  become  the  industry  standard? 

19.19  What  is  the  most  widely  required  and  the  most  widely  used  multitasking  capability?  Why  is 
this  capability  relatively  easy  to  implement  reliably,  even  on  a  system  that  does  not  protect  multiple 
applications  from  one  another? 

19.20  How  does  the  use  of  memory  buffers  differ  between  file  handle  calls  and  FCB  calls? 

19.21  Discuss  the  concept  of  one-to-one  sector  interleave.  Why  was  this  not  possible  with  the 
original  IBM  PC  bus? 

19.22  Why  did  IBM  develop  its  Systems  Application  Architecture  (SAA)?  How  is  SAA  likely  to 
affect  the  product  development  and  marketing  strategies  of  IBM’s  competitors? 
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19.23  Discuss  several  of  the  key  differences  between  MS-DOS  and  OS/2.  What  considerations  do 
you  suppose  affected  IBM’s  decision  to  develop  such  a  large  and  complex  operating  system  as  OS/2 
for  the  PS/2? 

19.24  What  are  dynamically  linkable  libraries? 

19.25  It  is  possible  to  build  a  multitasking  system  in  real  mode.  Why  then  do  you  suppose  this  has 
not  been  done  more  frequently? 

19.26  Why  was  DOS  4.0  created  despite  the  availability  of  OS/2?  What  aspects  of  DOS  4.0 
contribute  to  easing  the  transition  for  users  who  may  eventually  wish  to  migrate  to  OS/2? 
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Thus ,  the  recurring  theme  of  the  classical  large  system  is 
“central'' — central  processing,  central  data,  central 
applications,  central  management. 

B.  R.  Aken,  Jr.  <Ak89,  p.  5) 


. . .  the  key  logical  entities  of  the  operating  system  environ¬ 
ment  are  segregated  into  distinct  virtual  spaces,  where  the 
virtual  space  becomes  the  basic  unit  of  protection. 

C.  A.  Scalzi,  A.  G.  Ganek,  and  R.  J.  Schmalz  (Sc89) 
(discussing  MVS/ESA) 


Overall,  the  philosophy  is  to  attack  the  availability  problem 
from  two  complementary  directions:  to  reduce  the  number 
of  software  errors  through  rigorous  testing  of  running 
systems,  and  to  reduce  the  effect  of  the  remaining  errors  by 
providing  for  recovery  from  them.  An  interesting  footnote 
to  this  design  is  that  now  a  system  failure  can  usually  be 
considered  to  be  the  result  of  two  program  errors  :  the  first, 
in  the  program  that  started  the  problem;  the  second,  in  the 
recovery  routine  that  could  not  protect  the  system. 

A.  L.  Scherr  (Sc73) 


ESA/370  allows  new  tests  of  the  principle  that  problems  ex¬ 
pand  to  fill  the  storage  allowed  for  their  completion. 

K.  E.  Plambeck  <P189,  p.  57) 

[principle  stated  in  (Ma77)l 
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20.1  HISTORY  OF  MVS 

MVS  is  one  of  IBM’s  two  primary  operating  systems  for  mainframe  computers — the  other 
being  VM,  which  is  described  in  the  case  study  in  Chapter  21.  Approximately  half  the 
mainframes  produced  in  the  world  each  year  are  manufactured  by  IBM.  Mainframe 
systems  have  tended  to  remain  centralized  in  nature  rather  than  distributed  (Ak89).  Such 
systems  often  support  hundreds  or  even  thousands  of  users. 

IBM’s  mainframe  architecture  has  evolved  through  four  major  sets  of  systems.  The 
first  three  of  these  (Fig.  20.1)  are  the  Systeml360  introduced  in  1964,  the  Systeml370 
introduced  in  1970,  and  the  System! 370  Extended  Architecture  introduced  in  1981.  The 
Enterprise  Systems  Architecture/370  was  introduced  in  1988  (C189). 

System/360  was  a  real  storage  architecture  intended  primarily  for  batch  processing.  It 
supported  three  primary  operating  systems,  namely  the  single-stream  PCP  (primary 
control  program ),  MFT  ( multiprogramming  with  a  fixed  number  of  tasks),  and  MVT 
(multiprogramming  with  a  variable  number  of  tasks). 

The  System/370  enhanced  the  360  architecture  to  include  virtual  storage  capabilities; 
MFT  and  MVT  were  extended  into  virtual  storage  versions.  The  SVS  ( single  virtual 
storage )  system  (which  appeared  in  1972)  shared  one  virtual  storage  address  space  across 
all  users  (Ru89);  it  implemented  variable  partition  multiprogramming.  The  MVS  (multiple 
virtual  storages)  system  (which  appeared  in  1974),  provided  each  user  or  job  with  a 
separate  16  megabyte  virtual  address  space;  each  MVS  address  space  held  256  segments, 
each  composed  of  1 6  pages  of  4096  bytes. 

The  limitations  of  24-bit  addressing  (i.e.,  16  megabyte  address  spaces)  eventually 
caused  IBM  to  develop  the  System/370  Extended  Architecture  with  31 -bit  addressing  (2 
gigabyte  address  spaces).  MVS/XA  extends  MVS/370  to  take  advantage  of  these  larger 
virtual  addressing  capabilities,  while  still  supporting  applications  that  use  24-bit  address¬ 
ing. 

In  1988,  the  Enterprise  Systems  Architecture! 370  was  announced;  ESA/370  enables  a 
(properly  authorized)  program  to  address  large  numbers  of  2-gigabyte  address  spaces,  so 
many  in  fact  that  a  total  of  16  terabytes  may  be  addressed  (Ru89). 

With  the  huge  addressing  capabilities  of  MVS/ESA,  it  appears  that  MVS  will  remain 
IBM’s  premier  batch-processing  operating  system  for  IBM  mainframes,  at  least  through 
the  coming  decade,  although  it  will  certainly  receive  strong  competition  from  VM  (Chapter 
22)  for  interactive  environments. 

20.2  MVS  DESIGN  OBJECTIVES  AND  CAPABILITIES 

The  design  objectives  of  MVS  are  to  provide  performance,  reliability,  availability,  and 
compatibility  for  the  large  system  environment.  MVS  attempts  to  recover  from  pro¬ 
gramming  errors.  There  are  numerous  functional  recovery  routines  (FRRs)  that  gain 
control  in  the  event  of  an  operating  system  failure.  The  system  attempts  to  reconstruct 
control  block  chains  that  have  been  destroyed.  It  attempts  recovery  from  hardware  errors.  If 
a  tape  drive  generates  too  many  interrupts,  for  example,  the  system  gives  the  operator  an 
indication  of  the  offending  tape  drive  and  the  options  the  operator  may  take  to  recover.  In  a 
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YEAR  ARCHITECTURE  FACILITY  SYSTEM 


ARCHITECTURE  FACILITY  NEW  MACHINES 


Fig.  20.1  Evolution  of  System/360-370  architecture.  (Reprinted  with  permission  of 
the  Association  for  Computing  Machinery,  Inc.  Copyright  1987.) 


674  Case  Study:  MVS 


multiprocessor  environment,  a  failing  processor  does  not  ordinarily  bring  the  entire  system 
down;  the  operating  system  detects  that  a  processor  has  failed  and  lets  the  remaining 
processors  take  over  the  functions  previously  performed  by  that  processor. 

MVS  is  a  large  operating  system  that  provides  many  functions  to  an  installation, 
including 

■  Supervisor — Provides  the  controls  needed  for  multiprogramming.  It  creates  dis- 
patchable  units  of  work,  handles  dispatching,  and  serializes  the  use  of  resources  (i.e., 
provides  mutual  exclusion  capabilities). 

■  Master  scheduler — The  master  scheduler  is  responsible  for  initializing  the  system  and 
responding  to  commands  issued  by  the  system  operator.  It  reads  system  initialization 
parameters  at  IPL  (initial  program  load,  or  startup)  time  to  set  up  the  environment  in 
which  MVS  functions.  These  might  include  the  page  data  set  names,  the  master  catalog 
name,  the  names  of  all  volumes  to  be  mounted,  a  list  of  program  libraries  available  to 
all  users,  and  defaults  for  system  storage  areas.  The  creation  of  address  spaces  is 
controlled  by  the  master  scheduler.  The  master  scheduler  creates  the  communication 
task ,  which  reads  commands  from  the  system  operator,  issues  those  commands  to  the 
appropriate  subtasks  in  the  system  for  execution,  and  returns  responses  to  the  operator. 
If  the  communication  task  should  abend  ( abnormal  end),  the  operator  loses  communi¬ 
cation  with  the  system,  and  the  system  will  most  likely  have  to  be  restarted. 

■  Job  entry  subsystem — Allows  work  to  be  entered  into  the  system  and  printed  output  to 
be  returned  to  the  user. 

■  System  management  facility — Collects  information  to  account  for  system  use,  to 
analyze  system  performance,  and  to  charge  users  for  system  resources. 

■  Timesharing  option  (TSO) — Provides  users  with  interactive  editing,  testing,  and 
debugging  capabilities.  TSO  can  also  be  used  to  view  output  from  a  batch  job,  and  to 
submit  work  to  the  system. 

■  Data  management — Handles  all  I/O  and  file  management  activity. 

■  Telecommunications — Provides  access  to  MVS  by  remote  terminal  users. 

■  System  support  programs — Provide  linkage  editing,  loading,  and  other  support  func¬ 
tions. 

■  Utility  programs — Provide  utility  functions  such  as  copying  files  and  performing 
catalog  updates. 

■  Service  aids — Provide  dump  formatting,  tracing,  and  other  functions  useful  to  the 
systems  programmer. 


20.3  SYSTEM/370  HARDWARE 

Before  examining  the  operating  system  itself,  it  is  important  to  consider  the  hardware  on 
which  MVS  runs.  This  hardware  has  been  evolving  to  meet  the  phenomenal  increases  in 
computing  demands  users  have  been  placing  on  System/370-architecture  mainframes,  but 
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the  basic  architecture  is  still  much  the  same  as  that  introduced  with  the  System/360  in  ]  964. 
It  is  remarkable  that  any  computer  architecture  could  endure  so  long,  given  the  pace  of 
technological  innovation  over  this  period. 


20.3.1  Storage  Protection 

There  are  two  types  of  storage  protection  provided  by  System/370:  key  and  segment.  There 
are  16  different  key  values  provided  and  they  are  set  by  the  hardware.  Each  4K  storage 
frame  in  real  storage  has  an  associated  key  (Fig.  20.2).  In  key  protection,  a  store  operation 
is  permitted  only  if  the  access  key  matches  the  request  for  a  storage  key.  A  fetch  is 
permitted  if  the  fetch  bit  is  zero  and  the  keys  match.  Segment  protection  controls  storing  in 
a  segment  by  a  bit  in  the  segment  table  entry  being  on  or  off. 


20.3.2  Interrupt  Scheme 

When  an  interrupt  occurs,  the  current  PSW  is  stored  as  the  old  PSW,  the  information  needed 
to  decode  the  interruption  is  saved,  a  new  PSW  is  loaded,  and  processing  continues  at  the 
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Fig.  20.2  The  protect  key  in  storage.  (Courtesy  of  International  Business  Machines 
Corporation.) 
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location  indicated  in  the  new  PSW.  This  new  location  is  the  address  of  the  appropriate 
interrupt  handler  for  the  interruption  that  has  just  occurred.  The  unit  of  work  that  was 
executing  may  or  may  not  have  control  returned  to  it  after  the  interrupt  handler  is  complete. 
If  it  is  a  nonpreemptive  unit ,  it  will  be  redispatched.  Otherwise  (i.e.,  it  is  a  preemptive  unit), 
the  dispatcher  will  be  called  to  schedule  the  highest-priority  service  request  or  task  that  is 
ready  to  run. 

20.4  STORAGE  MANAGEMENT 

MVS/XA  manages  multiple  virtual  storages.  In  the  next  several  sections  we  discuss  how 
dynamic  address  translation  is  performed,  and  we  examine  the  operation  of  three  key 
components  of  MVS  involved  in  storage  management,  namely,  the  real  storage  manager, 
the  auxiliary  storage  manager,  and  the  virtual  storage  manager. 


20.4.1  Dynamic  Address  Translation 

System/370-based  computers  use  a  virtual  address  space  of  either  16  megabytes  with  24-bit 
addressing  (Fig.  20.3),  or  2  gigabytes  with  31 -bit  addressing  (Fig.  20.4)  in  the  Extended 
Architecture  (XA)  machines.  The  XA  machines  can  run  a  program  with  either  24-bit 


Virtual  storage  of 
16,777,21 6  bytes 
( 1 6.384K) 


64K  segments,  4K  pages 


Fig.  20.3  Virtual  storage  addressing  with  16MB  address  space.  (Courtesy  of  Inter¬ 
national  Business  Machines  Corporation.) 
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Virtual  Storage 
2,  147.  483.  648  Bytes 
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2MB 
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Page  255 

Segment  2047 
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Page  255 

Segment  1 

Page  0 

Page  255 

Segment  0 
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□ 

00000000001 
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000000000100 

Segment  1 


Page  255 


Byte  4 


Fig.  20.4  Virtual  storage  addressing  with  2  gigabyte  address  space  in  MVS/XA. 
(Courtesy  of  International  Business  Machines  Corporation.) 


addressing  or  3 1  -bit  addressing,  depending  on  a  bit  setting  in  the  current  PSW.  This  ensures 
compatibility  with  programs  developed  for  earlier  System/370  machines. 

Address  translation  is  performed  as  follows:  First  the  translation  lookaside  buffer 
(TLB),  a  special  associative  storage  that  helps  determine  if  the  segment  and  page  is  in 
primary  storage,  is  checked.  If  this  information  is  not  found  in  the  TLB,  the  search  con¬ 
tinues  to  the  segment  and  page  tables  maintained  in  storage  (Fig.  20.5).  If  there  is  still  no 
hit,  a  page  fault  occurs  and  the  auxiliary  storage  manager  (ASM)  is  called  to  find  the  page 
and  bring  it  into  memory.  The  segment  table  points  to  the  page  table,  the  page  table 
indicates  the  real  address  of  the  page  frame,  and  the  byte  offset  is  appended  to  that  address 
for  the  resulting  real  address  (Fig.  20.6). 

Three  address  types  are  used  in  System/370:  absolute,  real,  and  virtual.  The  differ¬ 
ences  are  in  the  way  the  addresses  are  translated.  Virtual  addresses  are  converted  to  real 
addresses,  and  prefixing  converts  real  addresses  to  absolute  addresses.  Absolute  addresses 
are  used  by  processors  and  channels.  A  real  address  identifies  a  physical  location  in  real 
storage.  Real  and  absolute  addresses  are  the  same,  except  when  there  is  more  than  one 
processor  accessing  primary  storage.  In  this  case,  prefixing  is  used.  Prefixing  assigns  real 
addresses  0  through  4095  to  an  absolute  block  of  storage.  When  a  processor  tries  to  access 
that  storage,  the  address  is  appended  to  the  prefix  that  is  stored  in  a  control  register  so  that 
the  combined  address  will  refer  to  the  correct  storage  area.  Each  processor  has  an  area 
called  the  PSA  (prefixed  save  area)  to  hold  addresses  that  the  two  processors  cannot  share, 
such  as  old  and  new  PSWs  for  the  various  interrupt  types. 


Fig.  20.5  Segment  tables  and  page  tables  in  MVS/XA.  (Courtesy  of  International 
Business  Machines  Corporation.) 
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Fig.  20.6  Dynamic  address  translation  in  MVS/XA.  (Courtesy  of  International 
Business  Machines  Corporation.) 
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20.4.2  Real  Storage  Manager 

The  real  storage  manager  (RSM)  administers  the  use  of  real  storage  and  causes  pages  to  be 
moved  to  or  from  the  paging  device.  It  receives  guidance  from  the  system  resources 
manager  (SRM).  Only  active  pages  are  kept  in  real  storage — the  rest  are  stored  on  direct 
access  devices  and  are  under  the  control  of  the  auxiliary  storage  manager  (ASM).  The  RSM 
calls  the  ASM  to  move  pages  to  and  from  storage.  The  RSM  maintains  the  system-wide 
page  frame  table,  which  contains  an  entry  for  each  frame  in  real  storage  (Fig.  20.7).  The 
RSM  assigns  free  page  frames  from  a  pool.  It  maintains  the  pool  by  swapping  tasks, 
reclaiming  page  frames  from  terminated  jobs,  and  reclaiming  frames  freed  by  users.  The 
RSM  determines  working  set  size  for  swapping  functions.  It  also  allows  jobs  to  run  in  real 
storage  if  necessary.  The  RSM  provides  service  routines  that  handle  page  fault  processing, 
virtual  I/O,  and  placing  real  storage  offline  and  online. 


20.4.3  Auxiliary  Storage  Manager 

The  auxiliary  storage  manager  (ASM)  is  responsible  for  transferring  pages  between  real 
storage  and  direct  access  devices.  This  movement  can  occur  a  page  at  a  time  (called  a 
paging  operation)  or  a  task  at  a  time  (called  a  swapping  operation). 

The  auxiliary  storage  manager  maintains  page  data  sets ,  which  contain  virtual  pages 
not  currently  occupying  a  real  storage  frame.  Swap  data  sets  contain  the  pages  of  swapped- 
out  tasks. 
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This  page  has  not  been  recently 
referenced,  but  it  has  been  changed 
since  page-in.  Before  page  stealing 
occurs,  it  must  be  paged-out. 


Fig.  20.7  MVS/XA  page  frame  table.  (Courtesy  of  International  Business  Machines 
Corporation.) 
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The  ASM  manages  the  external  page  table.  When  a  page-in  is  to  occur,  the  RSM 
locates  a  free  page  frame,  and  the  ASM  examines  the  external  page  table  to  locate  the 
required  page  on  secondary  storage.  When  a  page-out  is  to  occur,  the  ASM  locates  a  free 
page  slot  on  secondary  storage,  transfers  the  page  from  real  storage  to  secondary  storage, 
and  makes  appropriate  entries  in  the  external  page  table. 


20.4.4  Virtual  Storage  Manager 

The  virtual  storage  manager  (VSM)  controls  the  virtual  storage  of  a  task.  Each  task  is 
placed  in  an  address  space  created  by  the  VSM  during  the  initialization  of  the  control 
blocks  for  the  task.  The  VSM  satisfies  requests  for  storage,  and  frees  space  when  requested. 
It  does  this  by  checking  the  control  blocks  in  the  address  space  to  see  if  virtual  storage  is 
available,  and  if  it  is,  makes  the  appropriate  entries  in  the  control  blocks.  The  virtual  storage 
manager  calls  RSM  to  satisfy  requests  for  real  storage. 

20.5  MVS/XA  ADDRESS  SPACES 

Once  MVS  has  been  initialized,  all  tasks  have  the  same  view  of  storage  (Fig.  20.8).  Storage 
contains  operating  system  code,  system  control  blocks,  common  storage  areas,  task  control 
blocks,  and  application  code.  The  figure  and  the  following  discussion  illustrate  the  view  of 
storage  in  MVS/370;  the  views  in  MVS/XA  and  MVS/ESA  are  more  complex. 


Fig.  20.8  MVS/370  storage  map.  (Courtesy  of  International  Business  Machines  Cor¬ 
poration.) 


20.6 


Multiprocessing  681 


The  nucleus  area  contains  important  system  control  blocks.  These  include  the  commu¬ 
nication  vector  table ,  which  contains  the  address  of  the  current  task,  the  entry  addresses  of 
all  important  routines  in  the  nucleus,  and  pointers  to  other  important  control  blocks.  Much 
of  the  operating  system  itself  is  in  the  nucleus  area,  especially  the  important  and  most 
frequently  executed  SVC  handlers. 

Above  the  nucleus  area  is  the  fixed  link  pack  area  ( FLPA ),  which  contains  all  the 
modules  that  normally  would  be  in  the  link  pack  area  but  must  run  fixed  or  nonpageable. 
Modules  that  significantly  improve  system  performance  when  fixed  rather  than  paged 
should  be  in  the  FLPA. 

Next  is  the  user  area  that  contains  the  program  area,  scheduler  work  area  (SWA),  and 
local  system  queue  area  (LSQA).  The  SWA  holds  all  the  job-related  control  blocks.  The 
LSQA  contains  the  necessary  control  blocks  to  run  the  task,  such  as  the  page  and  segment 
tables,  and  the  task  control  block  (TCB). 

The  common  system  area  (CSA)  is  where  data  needed  by  all  tasks  is  kept.  It  is  the  only 
area  accessible  by  every  task  in  the  system.  It  is  used  for  passing  data  between  tasks  not 
executing  in  the  same  address  space. 

The  system  queue  area  (SQA)  contains  the  queues  and  tables  that  are  needed  by  the 
system.  This  area  is  fixed  and  cannot  be  paged.  It  contains  the  page  tables  that  define  the 
system  area  and  the  common  area. 

The  pageable  link  pack  area  (PLPA)  is  where  all  common  system  routines  reside,  as 
well  as  some  SVC  handlers.  All  the  code  in  the  PLPA  is  reentrant — there  is  no  need  to  page 
it  out  should  the  storage  be  needed  by  some  other  routine.  This  helps  reduce  response  times 
in  a  storage-constrained  system.  Most  installations  have  special  lists  of  the  most  frequently 
used  routines  to  be  kept  together  to  reduce  paging  in  the  PLPA  area.  All  routines  are 
shareable  by  any  task  in  the  system.  The  search  for  modules  starts  in  the  FLPA,  then  goes  to 
the  PLPA  unless  directed  otherwise  by  the  user.  With  large  amounts  of  sharing,  the  amount 
of  real  storage  used  by  all  tasks  is  reduced. 

20.6  MULTIPROCESSING 

Multiprocessing  can  help  an  installation  improve  throughput,  reliability,  availability,  and 
serviceability.  The  multiprocessor  (MP)  or  attached  processor  (AP — an  AP  has  no 
channels)  is  essentially  the  attachment  of  more  storage  and  processors  to  an  existing 
configuration.  With  multiple  processors,  MVS  can  dispatch  work  to  each  for  simultaneous 
processing.  Several  tasks  can  be  active  concurrently,  or  one  task  can  have  several  subtasks 
executing  simultaneously.  There  is  still  only  one  operating  system.  Throughput  ordinarily 
increases  by  a  factor  of  approximately  1.8  to  1.9  on  a  two-processor  system. 

MVS/XA  supports  loosely-coupled  multiprocessing  (Fig.  20.9),  and  tightly-coupled 
multiprocessing  (Fig  20.10).  A  special  version  of  tightly-coupled  multiprocessing,  the 
dyadic  processor  (Fig.  20.1 1),  uses  only  a  single  system  controller  to  coordinate  the  pro¬ 
cessors,  the  channel  subsystem,  and  storage.  A  dyadic  processor  cannot  be  partitioned  into 
separate  uniprocessor  systems  as  traditional  tightly-coupled  multiprocessors  can. 

Several  processors  could  attempt  to  update  the  same  word  of  storage  simulatneously, 
so  two  instructions  have  been  provided  to  prevent  this  from  occurring — the  compare  and 


Fig.  20.9  Loosely-coupled  multiprocessing.  (Courtesy  of  International  Business 
Machines  Corporation.) 


Fig.  20.10  Tightly-coupled  multiprocessing.  (Courtesy  of  International  Business 
Machines  Corporation.) 
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Fig.  20.11  Dyadic  processor  complex.  (Courtesy  of  International  Business  Ma¬ 
chines  Corporation.) 


swap  and  the  compare  double  and  swap.  Basically,  they  allow  a  programmer  to  ensure  that 
a  field  being  updated  will  not  be  updated  concurrently  by  some  other  program.  They 
accomplish  this  by  serializing  access  to  the  word  (or  double  word)  in  storage.  Once  an 
instruction  is  begun  and  the  operand  is  fetched,  the  operand  cannot  be  changed  by  another 
CPU  until  the  instruction  is  finished.  To  use  the  instruction  correctly,  a  program  saves  the 
value  to  be  changed  in  a  register,  then  issues  the  compare  and  swap.  If  the  save  value  and 
the  location  to  be  changed  are  equal,  the  storage  location  is  updated.  In  the  event  that  the 
save  value  and  the  storage  location  are  unequal,  the  storage  location  is  loaded  to  the  save 
register  and  the  location  is  not  changed.  The  register  is  loaded  so  a  loop  may  be  performed 
to  try  the  change  again. 

Compare  and  swap  is  richer  in  functionality  than  test  and  set.  Compare  and  swap  can 
be  used  to  update  a  queue,  for  example,  in  a  single  instruction,  so  it  does  not  need  to  be  in  a 
critical  section  as  is  the  case  with  test  and  set.  This  helps  reduce  contention  and  enhance 
performance  on  multiprocessors,  particularly  on  systems  with  greater  numbers  of  proces¬ 
sors. 

The  processors  in  a  multiprocessor  configuration  communicate  with  one  another  by 
using  the  signal  processor  (SIGP)  command;  this  enables  one  processor  to  shoulder  lap 
another  processor  (inform  the  processor  it  must  perform  some  action).  The  responding 
processor  decodes  the  SIGP  and  performs  the  indicated  operation.  The  various  SIGP  in¬ 
struction  orders  are  summarized  in  Fig.  20.12.  Processor  communications  occur  when 
performing  system  initialization,  dispatching  units  of  work,  starting  I/O  operations, 
stopping  and  restarting  processors  during  reconfiguration,  and  attempting  alternate  CPU 
recovery. 
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Hex  code 

Order 

Explanation 

01 

Sense 

The  addressed  CPU  presents  its  status  to  the 
issuing  CPU. 

02 

External  call 

An  “external  call"  external  interruption 
condition  is  generated  at  the  addressed  CPU. 

03 

Emergency  signal 

An  "emergency-signal"  external  interruption 
condition  is  generated  at  the  addressed  CPU. 

04 

Start 

The  addressed  CPU  is  placed  in  the  operating 
state. 

05 

Stop 

The  addressed  CPU  performs  the  stop  function. 

06 

Restart 

The  addressed  CPU  performs  the  restart 
function. 

07 

Initial  program  reset 

The  addressed  CPU  performs  the  initial 
program  reset. 

08 

Program  reset 

The  addressed  CPU  performs  program  reset. 

09 

Stop  and  store  status 

The  addressed  CPU  performs  the  stop  function, 
followed  by  the  store-status  function. 

0A 

Initial  microprogram  load 

The  addressed  CPU  performs  the  initial 
program  reset  and  then  initiates  the  initial 
microprogram  load  function  (same  as  that 
performed  in  manual  initial  micro  program 
loading). 

0B 

Initial  CPU  reset 

The  addressed  CPU  performs  the  initial  CPU 
reset. 

OC 

CPU  reset 

The  addressed  CPU  performs  the  CPU  reset. 

Fig.  20.12  SIGP  (signal  processor)  orders.  (Courtesy  of  International  Business  Ma¬ 
chines  Corporation.) 


During  system  initialization  in  a  tightly-coupled  multiprocessor,  MVS  can  determine 
if  a  processor  is  online  by  issuing  a  SIGP  sense.  If  it  is  online,  MVS  can  start  the  processor 
with  a  SIGP  start  (which  has  the  same  effect  as  if  an  operator  pressed  START  on  that 
processor’s  console). 

When  one  processor  is  idle  and  enters  the  wait  state,  another  processor  may  shoulder 
tap  the  idle  processor  to  inform  it  that  more  work  has  arrived.  Shoulder  tapping  is  also 
useful  when  one  processor  is  running  a  process  that  needs  to  initiate  I/O  on  a  device  at¬ 
tached  to  a  different  processor.  One  processor  can  issue  a  SIGP  external  call  to  ask  another 
processor  to  perform  the  I/O. 
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During  system  reconfiguration  one  processor  may  issue  a  SIGP  stop  to  force  the  other 
into  the  stopped  state.  The  stopped  processor  may  be  restarted  by  the  other  process  issuing 
a  SIGP  restart.  These  SIGPs  have  the  same  effect  as  if  an  operator  pressed  the  STOP  key 
and  then  RESTART  key  on  the  target  processor’s  console. 

Interprocessor  communication  is  particularly  important  in  recovery  operations.  One 
processor  can  force  another  to  perform  an  operation  immediately  by  issuing  a  SIGP 
emergency  signal.  A  failing  processor  can  issue  this  instruction  to  force  another  processor 
to  initiate  alternate  CPU  recovery  activity.  The  operative  processor  might  issue  a  SIGP 
program  reset  to  reset  pending  I/O  operations  on  the  failing  processor.  The  operative 
processor  can  also  issue  the  SIGP  stop-and-store-status  order  to  record  the  status  of  the 
failing  processor. 

20.7  MANAGING  SYSTEM  RESOURCES 

Realistically,  not  all  jobs,  timesharing  users,  and  system  tasks  can  be  given  the  same  share 
of  the  computing  resource.  Users  demand  good  response,  at  least  within  the  bounds  of  the 
system.  For  instance,  a  TSO  user  should  get  good  response  on  a  trivial  transaction,  but  if  the 
user  is  doing  a  job  interactively  that  would  be  better  off  in  batch,  the  job  should  receive  the 
same  performance  as  a  batch  job.  Response  to  the  interactive  user  is  usually  the  fastest  in 
the  system  (other  than  the  response  to  the  operating  system  itself),  at  least  for  trivial 
transactions.  MVS  can  ensure  through  the  system  resources  manager  (SRM)  that  response 
will  be  good  for  trivial  transactions  by  giving  the  user  priority  in  the  dispatching  queue.  But 
as  a  TSO  user  absorbs  more  than  its  share  of  resources,  the  SRM  lowers  the  user’s  priority 
and  gives  the  user  fewer  resources  and  slower  responses. 

The  system  resources  manager  (SRM)  determines  which  active  task  will  be  given 
access  to  system  resources,  and  at  what  rate  the  task  will  be  allowed  to  consume  these 
resources.  The  SRM  bases  its  decisions  primarily  on  two  objectives:  distributing  resources 
in  accordance  with  installation  requirements  for  response  and  turnaround  and  optimizing 
system  resource  use.  The  installation  tells  the  SRM  what  its  requirements  are  through 
initialization  parameters  read  at  system  startup  time  (i.e.,  the  installation  performance 
specification).  The  SRM  balances  resource  utilization  by  scheduling  more  work,  or  by 
swapping  work  out  (by  a  recommendation  to  the  RSM).  A  task  using  too  much  processor 
time  can  be  swapped  out  to  allow  other  tasks  better  access  to  the  processor.  This  can  also 
happen  to  a  task  that  is  overutilizing  storage  or  a  channel.  The  SRM  tries  to  balance  channel 
and  device  utilization.  It  maintains  use  counts  on  devices — the  device  with  the  lowest  use 
count  will  be  allocated.  The  SRM  resolves  page  frame  shortages  by  swapping  a  task  out  of 
main  storage  and  stopping  the  initiation  of  new  tasks.  The  SRM  also  steals  pages  from  tasks 
to  satisfy  requests  for  storage;  a  page  that  has  not  been  used  for  the  longest  period  of  time  is 
stolen.  Pages  are  stolen  from  all  address  spaces  until  a  request  is  satisfied.  Page  stealing  is 
done  on  demand  only. 

The  SRM  makes  the  following  types  of  decisions: 

■  Which  address  spaces  (tasks)  should  be  swapped  in  so  that  they  may  compete  for  the 

system’s  resources? 
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■  Which  pages  should  be  stolen  and  at  what  times? 

■  When  should  the  dispatching  priority  of  a  task  be  adjusted? 

■  Which  devices  should  be  allocated? 

■  When  should  the  creation  of  new  tasks  be  suppressed? 

The  SRM  comprises 

■  The  SRM  control  that  determines  what  processing  should  be  performed  by  the  SRM 
and  routes  control  to  the  appropriate  SRM  routines. 

■  The  workload  manager  that  monitors  each  task’s  use  of  resources,  and  makes  rec¬ 
ommendations  to  SRM  control  to  help  keep  each  task’s  resource  consumption  within 
the  range  specified  in  the  installation  performance  specification. 

■  The  resource  manager  that  monitors  systemwide  use  of  each  resource  to  determine  if 
resources  are  underutilized  or  overutilized.  It  makes  recommendations  to  SRM  control 
to  optimize  throughput. 

The  workload  manager  measures  resource  usage  rates  by  tasks  in  service  units  per 
second.  Service  units  are  computed  by  considering  processor  time  used,  I/O  activity,  and 
real  storage  frames  occupied.  The  service  rate  is  then  service  units  per  unit  time. 

20.8  SUPERVISING  THE  EXECUTION  OF  WORK 

MVS  contains  a  supervisor ,  which  supports  various  functions  critical  to  multiprogram¬ 
ming.  The  supervisor  controls  interrupt  processing,  manages  tasks,  assigns  processors  to 
ready  tasks,  and  serializes  access  to  resources.  These  capabilities  are  described  in  the  next 
several  sections.  The  System/370  interrupt  mechanism  was  described  in  detail  in  Chapter  3. 


20.8.1  Tasks  and  Service  Requests 

There  are  two  units  of  dispatchable  work  in  MVS,  the  service  request  and  the  task  (IB84) 
(C189).  The  service  request  is  a  unit  of  work  designed  especially  for  MVS;  it  is  represented 
by  a  data  structure  called  a  sendee  request  block.  A  service  request  is  a  smaller  unit  of  work 
than  a  task,  and  it  is  dispatched  with  a  higher  priority.  It  helps  to  increase  parallelism  on 
multiprocessors,  and  reduces  startup  overhead  for  small  units  of  work.  A  program  with 
independent  units  of  work  benefits  greatly  from  this  design.  A  service  request  can  be 
dispatched  to  any  address  space,  so  it  may  be  used  for  communication  between  tasks.  An 
example  of  the  use  of  a  service  request  is  in  the  I/O  interrupt  handler;  when  enough 
information  is  gathered,  it  schedules  a  service  request  and  frees  the  I/O  interrrupt  handler  to 
service  new  interrupts.  This  increases  channel  and  device  utilization. 

The  other  unit  of  work  is  the  task  represented  by  the  data  structure  called  a  task  control 
block.  Creating  a  task  involves  considerable  overhead;  this  was  the  primary  reason  for 
creating  the  notion  of  service  requests.  In  actuality,  all  tasks  are  subtasks  of  the  master 
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scheduler  and  are  attached  through  various  control  block  structures.  A  batch  job  is  attached 
by  the  initiator ,  the  task  that  starts  the  job.  The  region  control  task  is  the  mother  task  of  the 
initiator  as  well  as  the  dump  task  and  the  hatch  task.  An  application  can  have  as  many 
subtasks  as  it  desires.  The  application  can  raise  or  lower  its  subtask’s  dispatching  priorities 
within  the  address  space.  Subtasks  independent  of  the  mother  task  can  be  executing  while 
the  mother  task  is  in  a  wait  state. 


20.8.2  Dispatcher 

The  dispatcher  is  the  component  of  the  supervisor  responsible  for  keeping  the  processors 
busy  with  the  highest-priority  work  units  available.  The  dispatching  queues  are  constructed 
by  the  SRM  based  on  the  installation’s  requirements  for  response  to  various  types  of  work. 
The  dispatcher  gives  priority  to  special  exits  such  as  vary  processor  (change  the  status  of  a 
processor  to  available  or  not  available),  or  processor  recovery  (take  a  processor  logically 
away  from  the  system  or  try  to  recover  from  a  transient  processor  malfunction).  After  the 
special  exits,  the  dispatcher  gives  priority  to  the  global  service  requests,  then  the  local 
service  requests,  and  then  the  highest-priority  task. 


20.8.3  Enqueue  and  Reserve 

Another  method  used  to  force  serialization  on  a  resource  is  enqueue.  It  allows  a  program  to 
request  a  resource;  while  the  program  holds  that  resource  it  is  uninterruptible,  i.e.,  other 
tasks  requiring  the  same  resource  will  be  nondispatchable.  This  can  lead  to  deadlock  if  the 
running  task  requests  a  service  from  a  nondispatchable  task. 

Reserve  is  similar  to  enqueue  but  it  is  used  exclusively  with  shared  disks  (more  than 
one  system  sharing  the  same  disk).  Reserve  turns  on  a  hardware  lock  against  the  entire 
volume  so  that  no  other  processor  may  access  it.  On  the  processor  that  issued  a  reserve,  an 
enqueue  is  actually  set.  Again  this  may  cause  deadlock.  If  two  processors  reserve  two 
separate  volumes  and  then  each  requests  the  volume  the  other  has  reserved,  both  will  wait 
until  one  of  the  tasks  is  cancelled. 


20.8.4  Locking 

There  is  a  hierarchy  of  locks  for  various  resources  in  the  system  to  prevent  simultaneous 
updating.  This  is  a  problem  in  a  multiprocessor  in  which  two  tasks — even  two  subtasks  of 
(he  same  task — can  be  executing  at  the  same  time.  The  locks  in  the  hierarchy  are  shown  in 
Fig.  20.13.  A  task  can  hold  locks  while  requesting  higher  locks  in  the  hierarchy,  but  cannot 
request  a  lock  lower  than  it  currently  holds — this  prevents  deadlock  as  per  Havender’s 
linear  ordering  discussed  in  Chapter  6.  A  global  lock  affects  the  entire  system;  a  local  lock 
affects  only  a  single  address  space.  There  are  two  types  of  locks:  spin  locks  and  suspend 
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Lock  Name 

Category 

1  Type 

Description  (See  note  1.) 

RSMGL 

Global 

-  Real  storage  management  global  lock  -  serializes  RSM  global  resources. 

VSMF1X 

Global 

-  Virtual  storage  management  fixed  subpools  lock  -  serializes  VSM  global  queues. 

ASM 

Global 

Spin 

-  Auxiliary  storage  management  lock  -  serializes  ASM  resources  on  an  address  space  level. 

ASMGL 

Global 

Spin 

-  Auxiliary  storage  management  global  lock  -  serializes  ASM  resources  on  a  global  level. 

RSMST 

Global 

Spin 

-  Real  storage  management  steal  lock  -  serializes  RSM  control  blocks  on  an  address  space  level 
when  it  is  not  known  which  address  space  locks  are  currently  held. 

RSMCM 

Global 

Spin 

-  Real  storage  management  common  lock  -  serializes  RSM  common  area  resources  (such  as  page 
table  entries). 

RSMXM 

Global 

Spin 

Real  storage  management  cross  memory  lock  -  serializes  RSM  control  blocks  on  an  address 
space  level  when  serialization  is  needed  to  a  second  address  space. 

RSMAD 

Global 

Spin 

-  Real  storage  management  address  space  lock  -  serializes  RSM  control  blocks  on  an  address 
space  level. 

RSM 

Global 

Spin 

Real  storage  management  lock  (shared/exclusive)  -  serializes  RSM  functions  and  resources  on 
a  global  level. 

VSMPAG 

Global 

Spin 

-  Virtual  storage  management  pageable  subpools  lock  -  serializes  the  VSM  work  area  for  VSM 
pageable  subpools. 

D1SP 

Global 

Spin 

-  Global  dispatcher  lock  -  serializes  the  ASVT  and  the  ASCB  dispatching  queue. 

S ALLOC 

Global 

Spin 

-  Space  allocation  lock  -  serializes  receiving  routines  that  enable  a  processor  for  an  emergency 
signal  or  malfunction  alert. 

10SYNCH 

Global 

Spin 

-  I/O  supervisor  synchronization  lock  -  serializes,  using  a  table  of  lockwords,  10S  resources. 

10SUCB 

Global 

Spin 

-  I/O  supervisor  unit  control  block  lock  -  serializes  access  and  updates  to  the  UCBs.  There  is  one 
10SUCB  lock  per  UCB. 

SRM 

Global 

Spin 

-  System  resources  management  lock  -  serializes  SRM  control  blocks  and  associated  data. 

TRACE 

Global 

Spin 

-  Trace  lock  (shared/exclusive)  -  serializes  the  system  trace  buffer. 

CPU 

Global 

Spin 

-  Processor  lock  -  provides  system-recognized  (legal)  disablement.  (See  note  2.) 

CMSSMF 

Global 

Suspend 

-  System  management  facilities  cross  memory  services  lock  -  serializes  SMF  functions  and  control 
blocks.  (See  note  3.) 

CMSEQDQ 

Global 

Suspend 

-  ENQ/DEQ  cross  memory  services  lock  -  serializes  ENQ/DEQ  functions  and  control  blocks. 

(See  note  3  ) 

CMS 

Global 

Suspend 

-  General  cross  memory  services  lock  -  serializes  on  more  than  one  address  space  where  this 
serialization  is  not  provided  by  one  or  more  of  the  other  global  locks.  The  CMS  lock  provides 
global  serialization  when  enablement  is  required  (See  note  3.) 

CML 

Local 

Suspend 

-  Local  storage  lock  -  serializes  functions  and  storage  within  an  address  space  other  than  the 
home  address  space.  There  is  one  CML  lock  per  address  space.  (See  note  4.) 

LOCAL 

Local 

Suspend 

-  Local  storage  lock  -  serializes  functions  and  storage  within  a  local  address  space.  There  is  one 
LOCAL  lock  per  address  space.  (See  note  4.) 

Notes: 

1.  All  locks  are  listed  hierarchical  order,  with  RSMGL  being  the  highest  lock  in  the  hierarchy.  (See  also  notes  2.  3.  and  4.) 

2.  The  CPU  lock  has  no  hierarchy  in  respect  to  the  other  spin  type  locks.  However,  once  obtained,  no  suspend  locks  can  be  obtained. 

3.  The  cross  memory  services  locks  (CMSSMF  CMSEQDQ,  and  CMS)  are  equal  to  each  other  in  the  hierarchy. 

4.  The  CML  and  LOCAL  locks  are  equal  to  each  other  in  the  hierarchy. 

Fig.  20.13  Definition  and  hierarchy  of  MVS/XA  locks.  (Courtesy  of  International 
Business  Machines  Corporation.) 


locks.  If  a  processor  tests  a  spin  lock  and  finds  it  unavailable,  the  unit  of  work  requesting  the 
lock  is  delayed  until  the  lock  is  available;  it  repeatedly  tests  the  lock  until  the  lock  is 
released  by  the  other  processor.  The  requesting  processor  then  obtains  the  lock  and  control 
of  the  associated  resource.  If  a  suspend  lock  is  unavailable,  the  requesting  processor  is 
dispatched  to  another  unit  of  work. 
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20.9  INPUT/OUTPUT 

In  the  next  several  sections  we  consider  how  MVS/XA  organizes  information  on  files,  the 
access  methods  it  provides  for  reading  and  writing  files,  its  unique  VS  AM  access  method, 
and  how  an  input/output  request  moves  through  the  operating  system. 


20.9.1  File  Organizations 

Data  Management  controls  accessing  of  data  sets  (files)  on  I/O  devices.  This  includes 

buffering,  scheduling  I/O,  and  performing  the  I/O.  MVS  supports  many  file  organizations 

and  access  methods.  There  are  several  file  organizations  available: 

■  Sequential — One  record  follows  another,  and  records  are  stored  and  retrieved  accord¬ 
ing  to  their  physical  order. 

■  Indexed  Sequential — Records  are  logically  ordered  according  to  a  key,  and  indices  are 
maintained  to  facilitate  retrieval  by  key. 

■  Direct-random  access — The  user  must  provide  an  address  to  access  a  record  on  a  di¬ 
rect  access  device;  the  records  may  be  organized  in  any  manner  that  meets  the  user’s 
needs. 

•  Partitioned — Multiple  subfiles  are  contained  in  one  file,  with  a  directory  to  locate  each 

subfile.  A  data  set  consists  of  members.  Each  member  is  an  independent  sequential 
subfile.  Partitioned  data  sets  are  used  to  store  libraries  of  programs,  macros,  etc, 


20.9.2  Access  Methods 

Programs  may  use  either  queued  access  techniques  or  basic  access  techniques  to  access  the 
records  in  a  data  set.  With  queued  access  techniques,  programs  transfer  data  with  GET  and 
PUT  macro  instructions.  Sequential  access  is  assumed.  Records  are  grouped  automatically 
in  anticipation  of  future  I/O  requests.  Control  is  not  returned  to  the  program  issuing  the  I/O 
request  until  the  operation  has  completed. 

With  basic  access  techniques  programs  transfer  data  with  READ  and  WRITE  macro 
instructions.  Any  record  may  be  accessed  at  any  time.  No  anticipation  of  future  requests 
occurs.  Control  is  returned  to  the  program  before  the  I/O  operation  completes.  The  program 
must  explicitly  test  for  completion. 

These  file  organizations  are  accessed  by  one  or  more  of  the  following  access  methods: 

«  BDAM  (Basic  Direct  Access  Method) — Records  are  stored  and  retrieved  by  their  ad¬ 
dresses  on  direct  access  volumes. 

■  BSAM  (Basic  Sequential  Access  Method) — Records  are  sequentially  organized  and 
stored  and  retrieved  in  physical  blocks.  This  method  is  used  for  sequential  or  parti¬ 
tioned  files. 
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■  BP  AM  (Basic  Partitioned  Access  Method ) — This  method  is  used  for  the  partitioned 
file  to  update  the  directory;  the  manipulation  of  the  data  is  done  by  BSAM  or  QSAM. 

■  QSAM  (Queued  Sequential  Access  Method) — This  method  is  used  for  sequential  or 
partitioned  files;  it  uses  queueing,  and  performs  logical,  buffered  record  operations, 

■  ISAM  ( Indexed  Sequential  Access  Method ) — This  method  is  used  only  for  indexed 
sequential  files.  Access  can  be  either  sequential  (QISAM )  or  direct  (BISAM). 

■  VSAM  (Virtual  Storage  Access  Method) — This  method  is  used  only  for  virtual  storage 
files. 

The  first  four  access  methods  were  developed  for  the  early  System/360  operating 
systems  (MFT  and  MVT)  and  included  in  MVS  for  compatibility  reasons.  VSAM  is 
entirely  new  for  the  virtual  storage  systems.  By  committing  to  VSAM,  the  user  may  make 
operating  system  upgrades  without  major  reprogramming.  VSAM  will  be  discussed  in 
greater  detail  shortly. 


20.9.3  Telecommunication  Access  Methods 

Several  telecommunication  access  methods  are  available  in  MVS: 

■  BTAM  (Basic  Telecommunication  Access  Method) — This  method  provides  support  for 
telecommunication  applications.  It  uses  READ  and  WRITE  macros. 

■  TCAM  (Telecommunication  Access  Method) — This  method  is  used  almost  exclusively 
by  TSO.  It  is  a  queued  access  method,  and  provides  an  interface  for  user-written 
applications.  It  allows  each  application  to  check  errors  and  edit  and  route  messages. 

■  VTAM  (Virtual  Telecommunication  Access  Method ) — This  is  IBM’s  SNA  (see  Chap¬ 
ter  16)  in  working  form,  at  least  the  host  processor  portion.  Data  transfers  may  occur  in 
either  record  mode  via  SEND  and  RECEIVE  macros  or  basic  mode  via  READ  and 
WRITE  macros.  VTAM  moves  functions  that  used  to  be  performed  on  the  host 
processor  to  the  communication  controller.  Polling  terminals  for  work,  for  example, 
must  be  performed  frequently  to  ensure  reasonable  response  times.  Polling  takes  large 
amounts  of  processor  time.  By  allowing  the  controller  to  do  the  polling,  more  work  can 
be  accomplished  by  the  processor.  VTAM  also  uses  logical  addresses  for  terminals; 
this  is  important  for  large  networks.  With  VTAM,  the  only  address  required  (other  than 
local  terminals)  is  the  address  of  the  communication  controller  itself. 


20.9.4  Virtual  Storage  Access  Method  (VSAM) 

The  virtual  storage  access  method  (VSAM)  was  especially  designed  to  provide  high  per¬ 
formance  data  access  in  virtual  storage  systems.  It  can  process  three  different  types  of  data 
sets: 

■  Key-sequenced  data  set — Each  record  has  a  key.  Records  are  loaded  in  key  sequence. 

New  records  are  inserted  in  key  sequence. 
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■  Entry-sequenced  data  set — Records  are  loaded  into  the  data  set  sequentially  as  they  are 
entered.  New  records  are  appended  to  the  end  of  the  data  set.  When  VS  AM  stores  a 
record  in  an  entry-sequenced  data  set,  it  returns  the  relative  byte  address  of  the  record 
to  the  user.  The  user  program  may  optionally  create  its  own  index  to  the  file  to  allow 
direct  access  to  the  records. 

■  Relative  record  data  sets — Records  are  loaded  according  to  a  relative  record  number. 
If  VS  AM  assigns  the  relative  record  number,  new  records  are  appended  at  the  end  of 
the  data  set.  If  the  user  program  handles  the  relative  record  numbering,  then  new 
records  can  be  added  in  relative  record  sequence. 

Records  in  a  relative  record  data  set  occupy  fixed-length  slots.  The  slots  are  numbered 
sequentially  from  1  to  the  number  of  records  in  the  data  set.  Storing  and  retrieving  of 
records  is  performed  by  slot  number.  Records  may  be  accessed  either  sequentially  or 
directly,  but  only  by  relative  record  number.  Direct  access  to  relative  record  data  sets  is 
much  faster  than  direct  access  to  key-sequenced  data  sets. 

VS  AM  allows  the  construction  of  an  alternate  index  for  either  a  key-sequenced  or  an 
entry-sequenced  data  set.  Alternate  indices  are  used  to  provide  mutiple  ways  of  accessing  a 
single  data  set,  thus  eliminating  the  need  for  keeping  several  copies  of  the  same  data  set  for 
different  applications. 


20.9.5  Processing  an  I/O  Request  in  MVS 

Figure  20.14  shows  the  major  steps  involved  in  servicing  an  input/output  request.  The  user 
program  is  responsible  for  defining  the  operation  to  be  performed.  The  system  performs  the 
operation,  handles  the  completion  interrupt,  and  posts  the  status  of  the  completed  operation. 
The  figure  shows  the  general  flow  of  I/O  in  MVS  systems.  The  details  of  I/O  in  MVS/XA 
and  MVS/ESA  are  more  complex. 

20.10  JOB  ENTRY  SUBSYSTEM 

The  job  entry  subsystem  receives  jobs  to  process  and  produces  job  outputs.  There  are  two 
job  entry  subsystems,  JES2  and  JESS.  They  are  the  descendants  of  the  spooling  systems 
HASP  and  ASP,  respectively.  Basically,  both  JES2  and  JES3  provide  the  same  functions, 
with  JES3  additionally  providing  job  scheduling  based  on  the  job’s  requirements  (i.e., 
tapes,  disks)  and  installation  scheduling  requirements. 

JES  processing  proceeds  as  follows.  Jobs  are  entered  into  the  system,  or  they  can  be 
generated  by  a  program  and  passed  to  the  system.  All  jobs  are  scanned  for  correctness,  and 
then  are  placed  in  an  appropriate  queue.  JES  provides  a  means  for  the  installation  to 
schedule  work  using  a  class  priority  structure.  Job  control  language  statements  are  con¬ 
verted  to  an  internal  form  readable  by  MVS.  Errors  cause  the  job  to  be  flushed  from  the 
system;  appropriate  messages  are  issued  to  the  user. 

Each  job  is  sent  to  MVS  for  execution,  based  on  class  and  priority.  JES  then  relin¬ 
quishes  control  over  the  job;  printed  outputs  are  trapped  by  JES  and  placed  on  a  spooling 
disk.  MVS  notifies  JES  of  job  completion.  The  job  moves  to  the  next  JES  operation — the 
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User  program  Access  method  System  components 


1 .  Describes  data  set. 

2.  Issues  OPEN  macro  to 
prepare  data  set. 

3.  Issues  I/O  request  to  call 
the  access  method. 

4.  Builds  control  blocks  and 
channel  program  to 
describe  request. 

5.  Issues  EXCP  macro  to 
invoke  the  system 
components. 


7.  Waits  for  operation  to 
complete.  (User  program 
waits  for  completion  if 
using  basic  access 
technique.) 


9.  Continues  processing  when 
I/O  operation  is  complete. 

10.  Issues  CLOSE  macro  when 
all  operations  on  a  data  set 


6.  Builds  control  blocks,  fixes 
pages  and  translates 
channel  program,  sched¬ 
ules  or  starts  operation  with 
an  SIO  instruction,  and 
returns  to  the  requester. 


8.  Handles  I/O  interruption 
that  signals  completion  of 
the  operation,  analyzes  and 
posts  the  status  of  the 
operation,  and  returns  to 
the  dispatcher. 


Fig.  20.14  Major  steps  in  processing  an  input/output  operation.  (Courtesy  of  Inter¬ 
national  Business  Machines  Corporation.) 

output  step.  Outputs  are  printed,  and  the  job  is  purged  from  the  system.  Any  spool  space 
used  by  the  job  is  made  available  for  reuse. 

A  JES3  installation  may  provide  deadline  scheduling ,  i.e.,  the  user  may  specify  the 
time  of  day  by  which  a  given  job  should  be  selected  to  run.  Both  JES2  and  JES3  offer 
priority  aging.  The  longer  a  job  waits,  the  higher  the  system  makes  the  job's  priority;  this 
prevents  indefinite  postponement. 
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20.1 1  MONITORING  SYSTEM  ACTIVITY 

MVS  provides  several  mechanisms  for  monitoring  the  work  units  in  the  system.  These 
mechanisms  facilitate  debugging,  provide  useful  information  for  evaluating  system  per¬ 
formance,  and  record  resource  usage. 

20.11.1  System  Management  Facilities 

The  system  management  facilites  (SMF)  gather  performance  statistics  and  record  infor¬ 
mation  about  tasks.  This  information  includes  elapsed  processor  time,  number  of  I/Os 
completed,  files  used,  lines  printed,  and  working  set  size.  An  installation  can  use  this 
information  to  bill  users  for  resources,  determine  average  turnaround  time,  etc. 

20.11.2  Resource  Measurement  Facility 

The  resource  measurement  facility  (RMF)  records  vital  statistics  about  the  operating 
system,  such  as  paging  activity,  processor  activity,  and  device  activity.  With  this  in¬ 
formation,  the  performance  analyst  can  determine  how  to  set  performance  objectives,  and 
can  locate  bottlenecks. 

20.11.3  Dumping  Facilities  and  Trace  Facilities 

MVS  provides  comprehensive  dumping  facilities.  A  SNAP  dump  is  a  snapshot  of  virtual 
storage  requested  directly  by  a  running  process.  An  ABEND  dump  is  requested  by  a  process 
that  wants  to  terminate  because  of  an  unrecoverable  error  it  has  encountered.  SVC  dumps 
are  the  system  program’s  equivalent  of  user  SNAP  dumps;  both  these  types  of  dumps  return 
control  directly  to  the  source  that  initiated  the  dump.  A  stand-alone  dump  is  initiated  by  the 
system  operator  when  MVS  fails;  it  dumps  all  real  storage  and  portions  of  virtual  storage. 

MVS  provides  many  facilities  for  tracing  system  events.  These  include  system  trace , 
master  trace ,  and  the  generalized  trace  facility.  Each  of  these  captures  system  events  by  the 
use  of  hooks.  A  hook  is  a  sequence  of  instructions  that  signals  an  event  to  the  tracing 
mechanism,  captures  event-related  data,  and  makes  this  data  available  to  the  tracing 
mechanism. 

System  trace  records  external  interruptions,  start  I/Os,  I/O  completion  interrupts, 
program  interrupts,  SVC  interrupts,  and  dispatching  events. 

The  generalized  trace  facility  traces  all  events  normally  handled  by  system  trace,  plus 
many  other  types  of  events.  It  may  trace  in  either  internal  mode,  in  which  it  builds  trace 
records  in  virtual  storage,  or  external  mode,  in  which  trace  records  are  also  written  to  tape 
or  disk. 

Master  trace  is  used  to  monitor  console  traffic  and  other  external  system  activity  such 
as  volume  mounting  requests  and  confirmations,  status  displays,  operator  requests,  and  the 
system  responses  to  these  requests.  This  information  is  often  helpful  in  debugging  system 
failures,  particularly  those  involving  I/O  devices. 
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20.11.4  Serviceability  Level  Indication  Processing 

Dumps  present  the  contents  of  virtual  storage  when  an  error  has  occurred.  Traces  supply  a 
chronology  of  system  events.  MVS  associates  these  two  diagnostic  capabilities  in  its  SLIP 
(serviceability  level  indication  processing  j  mechanism.  SLIP  relates  a  particular  diagnostic 
action  like  dumping  or  tracing  with  a  specific  event  such  as  a  program  interruption  or 
storage  reference.  In  SLIP  terminology,  the  specification  of  a  system  event  to  be  inter¬ 
cepted  and  the  action  that  is  to  be  taken  when  the  event  occurs  is  called  a  trap.  When  a  trap 
is  enabled ,  the  specified  action  is  indeed  taken  if  the  event  occurs.  If  a  trap  is  disabled ,  then 
the  system  does  not  check  for  the  occurrence  of  the  event.  Traps  may  be  enabled  and 
disabled  in  response  to  changing  system  conditions. 

In  addition  to  the  monitoring  capabilities  discussed  so  far,  MVS  provides  error 
recording.  It  creates  a  complete  system  history  (from  initialization  to  shutdown)  of 
hardware  failures,  system  software  errors,  and  certain  system  events.  This  history  is  written 
to  the  permanently  resident  logging  data  set. 

20.12  ENTERPRISE  SYSTEMS  ARCHITECTURE  AND  MVS/ESA 

IBM’s  latest  version  of  MVS  is  MVSIESA  (Enterprise  Systems  Architecture).  MVS/ESA 
offers  enhancements  in  key  areas  ( Ak88)  such  as  memory  addressability,  program  linkage, 
storage  hierarchies,  system-managed  store,  system  logical  partitioning,  increased  elec¬ 
tronic  storage,  and  multiprocessing  support. 

Main  memory  size  on  the  370/ESA  600S  model  can  be  as  large  as  512  megabytes; 
additional  4K  block-addressable  expanded  memory  can  be  as  large  as  2  gigabytes. 
Expanded  memory  is  larger,  cheaper,  and  slower  than  primary  memory;  it  is  smaller,  more 
expensive,  and  faster  than  typical  disk  storage  secondary  memories.  MVS/ESA  uses 
expanded  memory  to  cache  information  and  greatly  reduce  input/output  activity;  this  can 
greatly  enhance  performance. 

With  ESA,  every  instruction  can  operate  in  many  address  spaces.  Perhaps  more  in¬ 
triguing  is  the  fact  that  even  a  single  instruction  with  multiple  operands  may  have  each  of 
these  in  different  address  spaces. 

MVS/ESA  supports  processor-managed  (rather  than  software-managed)  linkage 
stacks  to  enhance  performance.  Programs  may  create  and  use  data  spaces ;  these  are  virtual 
spaces  that  hold  only  data.  Hiperspaces  are  high-performance  data  spaces.  Data  window 
services  enable  key  user  programming  languages  to  use  hiperspaces  (Ru89).  The  virtual 
lookaside  facility  (VLF)  enables  programs  to  create  and  manipulate  virtual-storage,  named 
data  objects.  VLF  can  greatly  reduce  the  volume  of  I/Os  and  thus  enhance  performance. 


20.12.1  Cross  Memory  Services 

In  1 980,  MVS/SP  introduced  cross  memory  services  to  enable  the  use  of  DAS  (dual  address 
space)  facilities  (C189).  DAS  enables  addressability  to  a  primary  address  space  and  a 
secondary  address  space;  appropriate  authorization  is  required.  Without  these  DAS  capa- 
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bilities,  passing  data  across  address  spaces  was  a  very-high  overhead  operation  requiring 
interprocess  communication  and  synchronization.  Now  data  is  passed  simply  with  the 
move  instructions,  move  to  primary  ( MVCP ),  and  move  to  secondary  (MVCS ).  Cross 
memory  services  also  allows  synchronous  linkage  between  programs  in  different  address 
spaces  (C189)  via  the  program  call  (PC)  and  program  transfer  ( PT )  instructions. 


20.12.2  Data  in  Virtual 

The  MVS/XA  architecture  introduced  the  notion  of  data  in  virtual  (Ru89).  Most  early 
virtual  storage  systems  stored  programs  and  their  constants  and  variables  in  virtual  storage, 
but  data  files  were  not  mapped  into  the  virtual  address  space.  One  reason  for  this  was  that 
many  of  the  files  in  commercial  computing  environments  were  larger,  and  often  much 
larger,  than  the  virtual  address  space  sizes  available  on  these  early  systems.  With  data  in 
virtual,  secondary  storage  files  may  be  treated  as  residing  in  virtual  storage.  An  advantage 
to  this  approach  is  that  the  virtual  storage  management  mechanisms  of  the  operating  system 
present  a  device-independent  view  to  applications.  This  is  quite  different  from  what 
applications  see  when  their  data  is  stored  as  conventional  files.  Data-in-virtual  objects  are 
thus  more  portable  than  conventional  files. 

20.12.3  Data  Spaces  and  Hiperspaces 

A  data  space  is  a  data-only  virtual  storage  as  large  as  2  gigabytes  (IB88a)  (C189)  (Ru89). 
Access  to  data  spaces  is  strictly  by  hardware,  so  a  data  space  helps  isolate  data.  Data  spaces 
are  particularly  effective  for  controlled  data  sharing  across  address  spaces.  The  complete 
range  of  addressing  in  the  data  space  is  available  to  the  user.  Data  spaces  may  be  private 
(i.e.,  accessible  by  one  address  space),  or  shared  (i.e.,  accessible  by  several  address  spaces). 
A  program  requires  authorization  to  create  shared  data  spaces.  A  privileged  program  may 
cause  a  data  space  to  be  prefetched  to  facilitate  execution.  Data  spaces  can  hold  programs, 
but  only  to  be  treated  as  data;  programs  in  data  spaces  may  not  be  executed  (Ru89). 

A  hiperspace  is  a  high-performance  data  space  in  extended  storage  (Ru89).  Data  is 
accessible  in  blocks  of  4K  (which  begin  on  4K  boundaries).  There  are  two  kinds  of 
hiperspaces.  Standard  hiperspaces  (for  unauthorized  callers)  use  expanded  storage,  or  con¬ 
ventional  auxiliary  storage;  these  hiperspaces  can  be  paged.  Expanded-storage-only  hiper¬ 
spaces  can  reside  only  in  extended  storage;  these  hiperspaces  can  be  used  only  by 
authorized  callers. 

High-level  language  programs  call  data  window  services  to  use  hiperspaces.  Programs 
can  manipulate  data-in-virtual  objects  via  data  window  services;  these  services  enable 
programs  to  access  data  in  hiperspaces  and  scroll  through  that  data  using  virtual  windows. 

The  virtual  lookaside  facility  ( VLF )  is  a  set  of  system  services  that  enables  properly 
authorized  programs  to  store  named  data  objects  in  data  spaces  (where  those  objects  are 
cached),  and  to  retrieve  those  objects  (IB88a)  (C189).  The  VLF  offers  fast  retrieval  of 
named  data  objects;  the  caching  greatly  reduces  the  need  for  disk  accesses. 
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The  LNKLST  lookaside  facility  monitors  the  use  of  the  system’s  LNKLST  load 
modules.  It  keeps  the  most  active  modules  in  data  space  for  rapid  retrieval  (via  LLF);  this 
reduces  disk  accesses  from  directory  searches  and  module  fetches.  The  Library  lookaside 
facility  performs  functions  similar  to  LNKLST  lookaside,  but  for  load  modules  in 
production  libraries. 


20.13  THE  FUTURE  OF  MVS 

There  will  always  be  a  need  for  large-scale,  efficient  batch  processing.  MVS  will  remain 
the  preferred  batch-processing  operating  system  for  IBM’s  mainframes  for  at  least  the 
1990s.  MVS  provides  maximum  throughput  while  both  interactive  and  batch  processing 
tasks  co-exist.  The  VM  operating  system  (discussed  in  the  next  chapter)  is  an  excellent 
vehicle  for  testing  a  new  release  of  an  operating  system  or  for  conversion  to  a  different 
operating  system  because  both  the  old  and  the  new  systems  can  be  run  concurrently;  VM 
also  provides  finely  tuned  interactive  processing.  Although  MVS  and  VM  are  dramatically 
different  in  concept,  they  complement  one  another  nicely. 

Because  MVS  can  run  under  VM,  many  installations  run  both  operating  systems 
simultaneously  to  take  advantage  of  the  special  capabilities  of  each.  There  is  some  spec¬ 
ulation  that  IBM  may  eventually  merge  these  systems.  Whether  a  physical  merge  occurs  or 
not  it  is  clear  that  each  of  these  operating  systems  will  play  a  key  role  in  the  strategic  plans 
of  IBM  and  its  large-system  users  for  the  next  decade. 
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page  frame  table 

page  slot 

page  stealing 

PLPA  (pageable  link  pack  area) 

prefixing 

priority  aging 

PSA  (prefixed  save  area) 

Q1SAM  (queued  indexed  sequential  access 
method) 

QSAM  (queued  sequential  access  method) 

queued  access  techniques 

relative  record  data  set 

resource  manager 

RSM  (real  storage  manager) 

scheduler 

service  rate 

service  request 

service  request  block 

service  units 

shoulder  tap 


SIGP  (signal  processor  instruction) 

SLIP  (serviceability  level  indication 
processing) 

SNAP  dump 
spin  lock 

SQA  (system  queue  area) 

SRM  (system  resources  manager) 

SRM  control 
suspend  lock 
SVC  dump 

SWA  (scheduler  work  area) 
swap  data  set 

system  activity  measurement  facility 
system  management  facility 
system  trace 
task  control  block 
TCAM  (telecommunication  access 
method) 

TLB  (translation  lookaside  buffer) 
trap 

TSO  (timesharing  option) 
use  counts 

virtual  lookaside  facility 
virtual  sequential  file  system 
virtual  window 

VSAM  (virtual  sequential  access  method) 
VSM  (virtual  storage  manager) 

VTAM  (virtual  telecommunication  access 
method) 

workload  manager 


EXERCISES 

20.1  MVS  is  designed  primarily  for  mainframe  computer  systems  that  perform  massive  batch 
processing.  In  that  regard,  how  is  it  different  from  other  systems  like  UNIX  systems  and  VAX/VMS? 

20.2  List  several  features  of  MVS  designed  to  improve  its  reliability,  availability,  and  service¬ 
ability. 

20.3  Why  are  the  various  system  locks  in  MVS  arranged  hierarchically?  Distinguish  between  spin 
locks  and  suspend  locks.  What  types  of  resources  are  best  protected  by  spin  locks?  What  types  of 
resources  are  best  protected  by  suspend  locks? 

20.4  Distinguish  between  absolute,  real,  and  virtual  addresses. 

20.5  Discuss  each  of  the  following  storage  protection  schemes 

a)  key  b)  segment  c)  low-address 
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20.6  What  is  the  difference  between  queued  access  techniques  and  basic  access  techniques? 

20.7  Describe  the  major  steps  in  processing  an  input/output  operation  under  MVS. 

20.8  Describe  the  various  types  of  data  sets  that  may  be  processed  under  VSAM. 

20.9  In  what  types  of  applications  might  a  programmer  best  access  records  by  relative  record 
number? 

20.10  Describe  how  virtual  address  translation  occurs  in  MVS. 

20.11  Briefly  describe  the  various  file  organizations  supported  by  MVS. 

20.12  What  telecommunication  access  methods  are  supported  by  MVS? 

20.13  Compare  and  contrast  the  two  units  of  dispatchable  work  in  MVS,  namely  the  service  request 
and  the  task. 

20.14  What  types  of  decisions  are  made  by  the  SRM? 

20.15  Discuss  the  functions  performed  by  each  of  the  following  components  of  the  SRM. 

a)  SRM  control  b)  workload  manager  c)  resource  manager 

20.16  What  types  of  programs  and  data  are  kept  in  each  of  the  following  MVS  storage  areas? 

a)  nucleus  b)  fixed  link  pack  area 

c)  scheduler  work  area  d)  local  system  queue  area 

e)  common  system  area  f)  system  queue  area 

g)  pageable  link  pack  area 

20.17  How  is  the  SIGP  instruction  useful  to  MVS  in  controlling  each  of  the  following  situations  that 
arise  under  multiprocessing? 

a)  performing  system  initialization  b)  dispatching  units  of  work 

c)  starting  I/O  operations  d)  performing  system  reconfiguration 

e)  attempting  alternate  CPU  recovery 

20.18  What  are  the  functions  of  each  of  the  following  MVS  trace  facilities? 

a)  system  trace  b)  master  trace  c)  generalized  trace  facility 

20.19  How  are  each  of  the  following  dumps  used? 

a)  SNAP  dump  b)  ABEND  dump 

c)  SVC  dump  d)  stand-alone  dump 

20.20  What  is  the  purpose  of  MVS’s  SLIP  (serviceability  level  indication  processing)  mechanism? 
What  is  a  trap?  Why  is  it  useful  to  be  able  to  enable  and  disable  traps? 

20.21  In  what  circumstances  might  the  MVS  troubleshooter  resort  to  the  use  of  the  error  recording 
file? 

20.22  Read  the  descriptions  of  the  test  and  set  instruction  and  the  compare  and  swap  instruction 
from  a  recent  IBM  System/370-architecture  computer.  Substantiate  the  claim  in  this  case  study  that 
compare  and  swap  can  be  used  to  update  a  queue  in  a  single  instruction  (without  requiring  a  critical 
section),  whereas  the  test  and  set  requires  the  use  of  a  critical  section. 

20.23  Compare  and  contrast  the  operation  of  the  test  and  set,  compare  and  swap,  and  fetch  and  add 
(see  Chapter  11)  instructions  discussed  in  this  text.  Given  the  trends  toward  increasing  levels  of 
multiprocessing,  and  eventually  massive  parallel  processing,  suggest  what  the  next  instruction  in  this 
evolution  might  be. 
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21 

Case  Study:  VM 
A  Virtual  Machine 
Operating  System 


Conversation  is  but  carving! 
Give  no  more  to  every  guest , 
Than  he's  able  to  digest. 

Give  him  always  of  the  prime. 
And  but  little  at  a  time. 

Carve  to  all  but  just  enough , 

Let  them  neither  starve  nor  stuff. 
And  that  you  may  have  your  due. 
Let  your  neighbor  carve  for  you. 

Jonathan  Swift 


If  one  can  attribute  politics  to  operating  systems, 

[ then  VM's  Control  Program  (CP)]  certainly  is  the 
most  egalitarian.  All  operating  systems  are  welcome. 

Robert  J.  Creasy 

quoted  irt  Datamation,  July  15.  1988  (Sc88) 
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21.1  INTRODUCTION 

A  virtual  machine  is  an  illusion  of  a  real  machine.  It  is  created  by  a  virtual  machine  op¬ 
erating  system,  which  makes  a  single  real  machine  appear  to  be  several  real  machines  (Fig. 
21.1).  From  the  user’s  viewpoint,  virtual  machines  can  appear  to  be  existing  real  machines, 
or  they  can  be  dramatically  different.  The  concept  has  proven  valuable  and  many  virtual 


Fig.  21.1  Several  virtual  machines  created  by  a  single  real  machine.  (Courtesy  of 
International  Business  Machines  Corporation.) 
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Batch  or  single  users  interactive  systems 

DOS/VSE 
MVS 
PC  DOS 

Multiple-access  systems 
VM/370 

Timesharing  Option  of  MVS 
AIX/370 

Conversational  system 
CMS 

Fig.  21 .2  Operating  systems  that  run  as  guests  under  VM.  (Courtesy  of  International 
Business  Machines  Corporation.) 


machine  operating  systems  have  been  developed.  The  most  widely  used  of  these  is  IBM’s 
VM. 

VM  manages  an  IBM  System  370  (Cs78)  (Gi87)  computer  (or  compatible  hardware), 
and  creates  the  illusion  that  each  of  several  users  operating  from  terminals  has  a  complete 
System  370,  including  a  wide  range  of  input/output  devices.  Each  user  can  choose  a 
different  operating  system — VM  can  actually  run  several  different  operating  systems  at 
once,  each  of  them  on  its  own  virtual  machine.  The  VM  user  may  run  any  of  several 
different  IBM  operating  systems,  or  a  customized  or  “home-grown”  system.  Most  com¬ 
monly,  VM  users  run  versions  of  the  IBM  operating  systems  listed  in  Fig.  21.2. 

Conventional  multiprogramming  systems  (Fig.  21.3)  share  the  resources  of  a  single 
computer  among  several  processes.  These  processes  are  each  allocated  a  portion  of  the  real 


Fig.  21.3  Conventional  multiprogramming. 
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Fig.  21.4  Virtual  machine  multiprogramming. 


machine’s  resources.  They  see  a  machine  smaller  in  size  and  capabilities  than  the  real 
machine  on  which  they  run. 

Virtual  machine  multiprogramming  systems  (Fig.  21 .4)  share  the  resources  of  a  single 
machine  in  a  different  manner.  They  create  the  illusion  that  one  real  machine  is  actually 
several  machines.  They  create  virtual  processors,  virtual  storage,  and  virtual  I/O  devices, 
possibly  with  much  larger  capacities  than  those  of  the  underlying  real  machine. 

The  main  components  of  VM  are 

■  the  Control  Program — (CP) 

■  the  Conversational  Monitor  System — (CMS) 

■  the  Remote  Spooling  Communications  Subsystem — (RSCS) 

■  the  Interactive  Problem  Control  System — ( IPCS ) 

■  the  CMS  Batch  Facility 

CP  creates  the  environment  in  which  virtual  machines  can  execute  (Fig.  21.5).  It 
provides  the  support  for  the  various  operating  systems  normally  used  to  control  actual 
, System/370  and  compatible  computer  systems. 

CMS  is  an  applications  system  with  powerful  features  for  interactive  development  of 
programs.  It  contains  editors,  language  translators,  various  applications  packages,  and 
debugging  tools. 

CP  manages  the  real  machine  underlying  the  virtual  machine  environment.  It  gives 
each  user  access  to  the  facilities  of  the  real  machine  such  as  the  processor,  storage,  and  I/O 
devices.  CP  multiprograms  complete  virtual  machines  rather  than  individual  tasks  or 
processes. 

RSCS  provides  VM  with  the  ability  to  transmit  and  receive  files  in  a  distributed 
system.  IPCS  is  used  for  on-line  analysis  and  for  fixing  VM  software  problems.  IPCS 
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allows  the  tracking  of  problems,  and  has  various  statistical  capabilities  for  reporting  the 
frequency  of  different  types  of  errors. 

The  CMS  Batch  Facility  allows  the  terminal  user  to  submit  longer  jobs  for  batch 
processing  while  the  user  continues  interactive  work  with  a  CMS  virtual  machine.  CMS 
Batch  runs  in  its  own  virtual  machine  controlled  by  the  system  operator.  Job  control 
statements  define  the  processing  to  be  performed.  Job  outputs  may  be  sent  either  to  the 
system’s  real  output  devices  or  to  the  virtual  machine  output  devices  associated  with  the 
user  who  submitted  the  job.  The  CMS  Batch  Facility  notifies  the  submitter  when  the  job 
begins,  and  again  when  it  ends. 

Virtual  machines  running  under  CP  perform  much  as  if  they  were  real  machines, 
except  that  they  operate  more  slowly  since  VM  generally  runs  many  virtual  machines 
simultaneously. 

There  are  many  attributes  of  VM  that  users  find  appealing.  In  particular,  running 
multiple  operating  systems  simultaneously  has  many  applications  (Ku75)  (D088).  It  eases 
the  migration  between  different  operating  systems  or  different  versions  of  the  same 
operating  system.  It  enables  training  of  people  simultaneously  with  running  production 
systems.  System  development  can  occur  simultaneously  with  production  runs.  Customers 
can  run  different  operating  systems  simultaneously  to  achieve  the  benefits  of  each  system. 
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Running  multiple  operating  systems  offers  a  form  of  backup  in  case  of  failure;  this 
increases  availability.  Installations  may  run  benchmarks  on  new  operating  systems  to 
determine  if  upgrades  are  worthwhile;  this  may  be  done  in  parallel  with  production  activity. 

CP  provides  many  functions  that  give  a  systems  programmer  control  over  a  virtual 
machine  similar  to  the  control  the  programmer  would  have  while  sitting  at  the  console  of  a 
real  machine.  For  example,  CP  commands  may  be  used  to  dump  virtual  storage  areas,  set 
instruction  stops,  monitor  changing  values  in  various  locations,  and  perform  other  func¬ 
tions  normally  controlled  from  a  real  console. 

A  virtual  machine  runs  programs  much  the  same  as  they  would  be  run  on  a  real 
machine.  The  virtual  machine  communicates  with  its  operator  through  a  designated 
console,  normally  a  terminal.  The  console  messages  are  identical  to  those  that  would  be 
displayed  at  the  console  of  the  corresponding  real  machine. 

Processes  running  on  a  virtual  machine  are  not  controlled  by  CP,  but  rather  by  the 
actual  operating  system  running  on  that  virtual  machine.  Virtual  machines  operate  inde¬ 
pendently  of  one  another  with  conflicts  resolved  by  CP.  The  operating  systems  running  on 
virtual  machines  perform  their  full  range  of  functions,  including  storage  management, 
processor  scheduling,  control  of  input/output,  protection  of  users  from  one  another, 
protection  of  the  operating  system  from  the  users,  spooling,  multiprogramming,  job  and 
process  control,  error  handling,  etc. 

VM  itself  may  run  in  any  of  the  virtual  machines  it  creates  (Fig.  21.6).  This  exotic 
possibility  is  actually  quite  useful.  It  allows,  for  example,  the  debugging  of  CP  itself. 
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Fig.  21 .6  Running  VM  in  a  virtual  machine  created  by  VM. 
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Doran  (D088)  gives  a  thorough  analysis  of  the  rationale  for  virtual  machine  operating 
systems;  he  discusses  an  alternate  approach  to  that  used  in  VM,  namely  Amdahl’s  multiple 
domain  architecture. 

21.2  HISTORY 

Through  the  1950s  and  early  1960s,  most  computers  were  single-user,  dedicated  systems. 
The  computer  user  sat  at  the  console  of  the  real  machine  with  the  full  capabilities  of  the 
machine  visible  and  available  to  that  user.  Running  a  job  was  like  interacting  with  today’s 
personal  computers — if  the  machine  needed  a  response,  and  if  the  user  had  to  think  about  it 
for  a  while,  the  machine  idled.  The  only  real  difference  was  cost,  and  the  costs  then  were 
thousands  of  times  what  they  are  today. 

This  concept  of  an  entire  machine  dedicated  to  one  user  is  what  is  simulated  by  VM.  A 
user  at  a  VM  virtual  machine  actually  sees  the  equivalent  of  a  complete  real  machine,  a 
view  very  different  from  that  ordinarily  provided  to  users  of  conventional  interactive 
systems. 

Batch  multiprogramming  systems  were  developed  to  get  better  utilization  out  of 
expensive  computing  resources;  this  made  it  impractical  for  individual  users  to  command 
an  entire  computer.  It  became  less  common  to  see  a  programmer  sitting  at  the  console  of  a 
computer  while  debugging  a  program. 

In  the  early  1960s,  a  group  at  M.I.T.  developed  the  CTSS  timesharing  system,  which 
allowed  users  with  typewriter-like  terminals  to  command  the  computing  power  of  a 
machine  (Co62).  CTSS  ran  a  conventional  batch  stream  to  keep  the  computer  busy  while 
giving  fast  responses  to  interactive  users  doing  program  editing  and  debugging.  The 
computing  capabilities  provided  by  CTSS  resemble  those  provided  to  VM  and  personal 
computer  users  today,  namely  a  highly  interactive  environment  in  which  the  computer 
gives  rapid  responses  to  large  numbers  of  relatively  trivial  requests. 

CP/CMS  began  as  an  experimental  system  in  1964.  It  was  to  be  a  second  generation 
timesharing  system  based  on  IBM  System/360  computers  (Ad66).  Originally  developed  for 
local  use  at  the  IBM  Cambridge  Scientific  Center,  it  soon  gained  favor  as  a  tool  for 
evaluating  the  performance  of  other  operating  systems. 

The  first  operational  version  appeared  in  1966  consisting  of  CP-40  and  CMS.  These 
components  were  designed  to  run  on  a  modified  IBM  360/40  with  newly  incorporated 
dynamic  address  translation  hardware.  At  about  this  time,  IBM  announced  an  upgrade  to  its 
powerful  360/65.  The  new  system,  the  360/67,  incorporated  dynamic  address  translation 
hardware,  and  provided  the  basis  for  a  general-purpose  timesharing,  multiprogramming 
computer  utility  called  TSS/360  (Le68).  The  TSS  effort,  performed  independently  of  the 
work  on  CP/CMS,  encountered  many  difficulties  (typical  of  the  large-scale  software  efforts 
of  the  mid-1960s).  Meanwhile  CP/CMS  was  successfully  moved  to  the  360/67,  and 
eventually  superseded  the  TSS  effort.  CP/CMS  evolved  into  VM/370,  which  became 
available  in  1972  for  the  virtual  storage  models  of  the  IBM  370  series  (Cr81).  Today, 
thousands  of  large-scale  VM  systems  are  operating,  and  the  number  is  growing  quickly. 

CTSS,  successfully  used  at  M.I.T.  through  1974,  most  strongly  influenced  the  design 
of  CP/CMS.  Interestingly,  the  CTSS  design  group  went  on  to  design  the  Multics  system. 
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which  never  achieved  broad  commercial  success.  The  CP/CMS  designers  found  that  CTSS 
was  difficult  to  design  and  modify.  They  felt  that  a  more  modular  approach  would  be 
appropriate.  So  they  split  the  resource  management  portion  from  the  user  support  portion  of 
the  operating  system,  resulting  in  CP  and  CMS,  respectively.  CP  provides  separate 
computing  environments  that  give  each  user  complete  access  to  a  full  machine;  CMS  runs 
on  a  CP-created  virtual  machine  as  a  single-user  interactive  system. 

The  most  significant  decision  made  in  the  design  of  CP  was  that  each  virtual  machine 
would  replicate  a  real  machine.  It  was  clear  that  the  360  family  concept  would  create  a  long 
lifetime  for  360  programs;  users  requiring  more  power  would  simply  move  up  in  the  family 
to  a  compatible  system  with  more  storage,  devices,  and  processor  speed.  Any  decision  to 
produce  virtual  machines  different  in  structure  than  a  real  360  probably  would  have 
resulted  in  the  failure  of  the  CP/CMS  system.  Instead,  the  concept  has  been  successful, 
making  VM  one  of  IBM’s  two  leading  mainframe  operating  systems  for  the  1990s. 

21.3  THE  CONTROL  PROGRAM  (CP) 

CP  is  the  component  of  VM/370  that  creates  the  virtual  machines  on  which  the  various 
operating  systems  run.  CP  runs  on  a  real  machine  in  the  real  machine’s  supervisor  state:  it 
has  access  to  all  privileged  instructions.  When  CP  dispatches  a  particular  virtual  machine, 
however,  that  virtual  machine  runs  on  the  real  machine  but  in  the  real  machine’s  problem 
state.  There  is  only  a  single  real  processor  (assuming  uniprocessing,  of  course;  multiproces¬ 
sing  versions  of  VM  do  exist),  and  this  machine  may  be  either  in  its  supervisor  state  or  in  its 
problem  state.  But  there  are  many  virtual  machines.  For  each  of  them,  CP  keeps  a  main 
control  block  containing  the  virtual  registers  and  the  virtual  state  word.  The  virtual  state 
word  indicates  (among  other  items)  the  current  state  of  the  virtual  machine  and  the  virtual 
instruction  counter.  The  virtual  machine  may  be  in  either  virtual  supervisor  state  or  virtual 
problem  state. 

The  real  machine  alternates  its  execution  between  the  real  supervisor  state  and  the  real 
problem  state.  A  casual  observer  at  the  console  of  the  real  machine  would  not  see  anything 
noticeably  different  from  what  would  be  seen  if  the  real  machine  were  running  a 
conventional  operating  system.  As  CP  runs  each  virtual  machine  in  real  problem  state,  it 
keeps  track  of  what  state  each  virtual  machine  thinks  it  is  in,  namely  virtual  supervisor  state 
or  virtual  problem  state.  CP  does  this  so  effectively  that  the  operating  system  running  in  a 
virtual  machine  cannot  issue  instructions  that  will  determine  if  CP  is  running  the  virtual 
machine  in  real  problem  state. 

When  CP  dispatches  a  virtual  machine,  the  virtual  machine  executes  real  instructions 
on  the  real  machine.  CP  gains  control  on  the  occurrence  of  various  types  of  interrupts. 
Many  interrupts  occur  because  a  virtual  machine  attempts  to  execute  a  privileged  instruc¬ 
tion  normally  acceptable  for  an  operating  system.  But  since  virtual  machines  are  con¬ 
strained  to  run  in  real  problem  state,  an  interrupt  results  each  time  a  virtual  machine 
attempts  a  privileged  instruction.  Thus  program  interruptions  are  the  key  to  the  interfacing 
between  an  executing  virtual  machine  and  CP. 

When  a  virtual  machine  generates  a  program  exception  interrupt,  CP  gains  control  and 
determines  the  cause  of  the  interrupt.  The  virtual  machine  may  be  executing  in  the  virtual 
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problem  state.  If  it  is,  then  CP  passes  the  real  program  interruption  directly  to  the  virtual 
machine,  which  then  processes  the  interrupt  through  its  conventional  interrupt-handling 
procedures. 

If,  however,  the  virtual  machine  is  operating  in  virtual  supervisor  state,  then  CP 
simulates  the  execution  of  the  privileged  instruction.  It  first  determines  what  the  virtual 
machine  is  attempting  to  accomplish,  If  input/output  is  being  attempted,  then  CP  performs 
any  necessary  mapping  between  virtual  and  real  devices.  If  disk  I/O  is  involved,  then  CP 
maps  virtual  track  addresses  to  real  track  addresses.  CP  then  schedules  the  real  I/O 
operation  corresponding  to  the  virtual  I/O  request,  and  returns  control  to  the  virtual 
machine’s  operating  system,  which  then  continues  operation  as  if  it  itself  had  initiated  the 
I/O. 

When  an  I/O  operation  completes,  CP  receives  the  completion  interrupt  and  then 
transfers  control  to  the  operating  system  of  the  virtual  machine  requesting  that  I/O.  To  the 
virtual  machine’s  operating  system,  this  appears  the  same  as  if  the  real  hardware  itself  had 
indicated  I/O  completion. 


21.3.1  Demand  Paging 

CP  runs  on  virtual  storage  systems  with  demand  paging  and  dynamic  address  translation 
hardware.  It  pages  its  real  storage  with  the  exception  of  a  small  nucleus  that  remains  in  real 
storage  at  all  times.  Figure  21.7  shows  how  real  storage  might  appear  in  a  VM  system 
running  three  CMS  users,  namely  CMS  A,  CMSB,  and  CMSC,  and  two  OS/VS  1  virtual 
machines,  namely  VS1A  and  VS  IB. 

The  consequences  of  this  are  quite  interesting.  For  conventional  real  storage  operating 
systems,  performance  under  VM  can  be  dramatically  different  from  what  it  is  on  a  real 
machine.  CP  pages  the  real  storage  in  these  operating  systems.  It  does  this  in  a  manner 
logically  transparent  to  the  operating  system  on  the  virtual  machine.  But  the  timing  delays 
suffered  in  a  paged  environment  can  invalidate  the  usefulness  of  VM  for  running  certain 
jobs  designed  to  execute  in  real  storage  environments,  particularly  jobs  with  strict  timing 
dependencies. 

The  problems  are  even  more  interesting  when  virtual  storage  operating  systems  like 
MVS  run  under  VM.  These  systems  are  subjected  to  two  levels  of  paging: 

■  paging  initiated  by  a  virtual  machine 

■  paging  initiated  by  CP 

Paging  initiated  by  a  virtual  machine  is  handled  by  CP  as  normal  input/output.  Paging 
initiated  by  CP  is  logically  transparent  to  the  virtual  machine. 

Performance  is  always  of  concern  in  paged  systems,  but  it  is  of  particular  interest  in 
VM  because  of  the  multiple  levels  of  paging.  Various  actions  may  be  taken  to  reduce 
paging  overhead. 

■  A  virtual  machine  may  be  designated  to  run  in  virtual  equals  real  mode. 

■  An  individual  page  frame  may  be  locked  into  real  memory. 
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Fig.  21.7  Real  storage  utilization  under  VM. 

•  Redundant  paging  may  be  eliminated  on  some  virtual  machines  by  handshaking,  a 
technique  that  allows  the  virtual  machine  to  interface  closely  with  CP  and  take  ad¬ 
vantage  of  CP’s  mechanisms. 

The  handshaking  option  is  attractive  because  it  still  allows  the  normal  resource  allocation 
mechanisms  to  make  decisions  for  the  benefit  of  all  users.  The  first  two  options  can 
severely  hinder  the  functioning  of  the  system,  and  can  greatly  reduce  the  system’s  capacity. 
All  of  these  options  should  be  exercised  prudently. 


21.3.2  Minidisks 

A  DASD  (Direct  Access  Storage  Device)  volume  may  be  dedicated  to  one  particular  virtual 
machine,  or  it  may  be  shared  among  several  virtual  machines. 
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cylinder 

numbers 


Fig.  21.8  Minidisks  on  a  real  disk.  Each  minidisk  is  organized  to  virtual  cylinder 
zero.  (Courtesy  of  International  Business  Machines  Corporation.) 


A  single  DASD  may  be  divided  by  CP  into  many  minidisks  (Fig.  21.8),  each  of  which 
may  be  allocated  to  a  different  virtual  machine  (IB86).  Minidisks  are  subsets  of  full  disks. 
They  each  consist  of  a  range  of  cylinders.  Each  is  treated  by  a  virtual  machine  operating 
system  as  a  complete  physical  disk  device  but  one  of  smaller  capacity  than  a  full  disk.  CP 
handles  the  mapping  of  minidisks  to  real  disks,  but  the  space  within  each  minidisk  is 
managed  by  the  operating  system  running  on  the  virtual  machine  to  which  the  minidisk  is 
assigned.  CP  prevents  a  virtual  machine  from  referencing  space  on  a  disk  volume  outside 
the  boundaries  of  that  machine’s  minidisk(s).  Sharing  of  minidisks  is  possible  but  must  be 
carefully  controlled, 

A  single  DASD  may  be  dedicated  to  a  particular  virtual  machine,  or  it  may  be  shared 
among  several  virtual  machines.  Each  minidisk  on  a  given  DASD  volume  may  belong  to  a 
different  virtual  machine. 
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21.3.3  Console  Management 

CP  supplies  a  virtual  console  for  each  virtual  machine.  Thus  in  VM,  users  at  terminals  can 
control  their  virtual  machines  as  if  they  had  a  complete  physical  console  to  the  cor¬ 
responding  real  machine.  This  gives  users  considerably  more  power  than  they  normally  get 
in  timesharing  systems.  Some  of  the  CP  commands  a  user  may  invoke  from  a  terminal  are 
summarized  in  Fig.  21.9. 

21.3.4  CP  User  Privilege  Classes 

( 'haracteristic  of  large  computing  environments  (such  as  the  typical  VM  installation)  is  the 
need  for  many  different  groups  of  people  to  interact  with  the  system  while  it  is  in  operation. 
Some  of  these  people  are  applications  users.  Others  are  concerned  more  with  the  operation, 
management,  and  updating  of  the  system.  Still  others  are  concerned  with  hardware  repair. 
Not  all  these  groups  require  universal  access  to  the  facilities  of  the  operating  system;  in  fact. 


ADDSTOP  defines  an  instruction  address  stop  location  in  virtual  storage. 

BEGIN  resumes  execution  in  the  virtual  machine  (the  functional  equivalent  of  press¬ 
ing  the  start  key  on  a  real  computing  system). 

DETACH  removes  a  specified  device  from  the  virtual  machine  configuration. 
DISPLAY  displays  specified  virtual  machine  registers  or  virtual  storage  contents. 
EXTERNAL  causes  an  external  interrupt. 

LINK  makes  a  specified  virtual  direct  access  storage  device  a  part  of  the  virtual 
machine  configuration  if  the  device  is  defined  as  shared  and  the  user  can  supply  the 
appropriate  password. 

QUERY  displays  certain  system  information  such  as  log  messages,  the  number  of 
spool  files,  or  the  virtual  machine  configuration. 

READY  simulates  a  device  end  interrupt  from  a  virtual  device. 

SET  establishes  certain  system  values  such  as  the  level  of  error  message  to  be  printed 
or  the  amount  of  VM  line  editing  for  terminal  input  lines. 

SPOOL  alters  the  spooling  control  options  (such  as  the  number  of  copies)  for  one  or 
more  virtual  unit  record  devices  that  are  used  for  spooling.  Transfers  data  files  among 
users  and  remote  stations,  and  starts  and  stops  console  spooling. 

STORE  inserts  data  into  virtual  machine  registers  or  virtual  storage. 

TERMINAL  allows  the  user  to  define  the  VM  logical  editing  symbols  and  the  logical 
line  size  of  I/O  to  and  from  the  terminal. 

Fig.  21.9  CP  commands, 
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certain  groups  must  be  expressly  forbidden  from  using  features  that  might  allow  them  to 
corrupt  the  system.  VM  uses  a  scheme  of  user  privilege  classes  to  identify  these  various 
groups.  CP  commands  are  associated  with  these  privilege  classes.  A  user  attempting 
execution  of  a  command  not  associated  with  that  user’s  privilege  class  is  denied  access  to 
the  command.  The  CP  user  privilege  classes  are  summarized  in  Fig.  21.10. 


21.3.5  VM  Directory 

Access  to  VM  is  controlled  via  information  in  the  VM  directory ,  a  file  containing  des¬ 
criptions  of  all  potential  virtual  machines  allowed  to  run  on  a  particular  VM  system.  For 
each  user,  the  directory  contains  the  user  identification,  the  password,  the  privilege  class, 
and  various  other  items  defining  that  user’s  virtual  machine. 

A  sample  VM  directory  entry  is  shown  in  Fig.  21.11.  The  user’s  identification  is 
VIRT1,  and  so  is  the  password.  This  virtual  machine  is  allocated  512K  bytes  of  virtual 


Class 

User 

Function 

A 

Primary  system  operator 

Controls  availability  of  VM,  system  accounting,  broad¬ 
cast  messages,  performance  options,  and  many  other 
items. 

B 

System  resource  operator 

Controls  all  real  VM  resources,  except  those  controlled 
by  class  A  and  D  (a  B  user  can,  for  example,  DETACH 
a  channel  from  a  particular  user). 

C 

System  programmer 

Can  update  certain  functions  not  controlled  by  other 
user  classes  (e.g.,  make  a  temporary  “fix”  to  the  con¬ 
tents  of  real  storage  without  bringing  down  the  entire 
VM  system). 

D 

Spooling  operator 

Controls  spooling  data  and  certain  unit  record  functions 
(such  as  the  use  of  single  or  double  spacing  on  the 
printer,  for  example). 

E 

System  analyst 

Can  examine  and  save  data  in  VM  storage  area. 

F 

Service  representative 

Can  access  data  concerning  real  I/O  devices.  The  class 
F  user  can  extract  data  from  system  error  records. 

G 

General  user 

Can  perform  various  control  functions  associated  with 
the  operation  of  the  user’s  virtual  machine  (e.g.,  start  a 
virtual  machine). 

H 

Reserved 

Reserved  for  IBM  use. 

Any 

Any  user 

Can  gain  or  relinquish  access  to  VM 

Fig.  21.10  CP  user  privilege  classes.  (Courtesy  of  International  Business  Machines 
Corporation.) 
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USER  VIRT1  VIRT1  512K  1M  G 

ACCOUNT  S5  SYSPRG 

CONSOLE  009  3215 

SPOOL  00C  2540  READER  A 

SPOOL  00D  2540  PUNCH  A 

SPOOL  00E  1403  A 

MDISK  191  3330  001  001  CPR6L1  R 

LINK  MAINT  194  194  RR 

Fig.  21.11  Sample  VM  directory  entry.  (Courtesy  of  International  Business  Ma¬ 
chines  Corporation.) 


storage  with  a  maximum  allowed  virtual  storage  size  of  1 M  (or  1024K  bytes).  The  account 
number  is  S5.  The  console  is  at  virtual  physical  device  address  009  and  is  a  type  3215 
device.  This  virtual  machine  uses  spooled  unit  record  devices  including  a  2540  reader  at 
virtual  physical  device  address  00C,  a  2540  punch  at  00D,  and  a  1403  (printer)  at  00E;  each 
of  these  devices  has  spool  output  class  A.  One  3330  minidisk  is  assigned  to  virtual  physical 
device  address  191.  The  LINK  entry  indicates  that  this  virtual  machine  has  been  given  read¬ 
only  access  to  a  minidisk  belonging  to  another  virtual  machine. 

Users  with  a  proper  directory  entry  may  logon  to  VM  as  shown  in  Fig.  21.12.  The  user 
types  the  user  identification.  The  system  checks  that  this  is  listed  in  a  directory  entry  and 
then  prompts  for  the  user’s  password.  The  user  then  enters  the  password  (which  the  system 
masks  for  security  purposes).  The  directory  is  checked  to  be  sure  the  password  is  correct. 
After  logging  on  to  the  system,  the  user  may  run  any  supported  operating  system. 

VM  provides  a  security  journaling  option  (which  must  be  specified  when  the  system  is 
generated).  When  this  option  is  in  force,  unsuccessful  logon  attempts  are  recorded  and 
messages  are  sent  to  the  system  administrator  documenting  the  date,  time,  terminal,  user 
identification,  and  password  involved.  The  vast  majority  of  unsuccessful  logon  attempts  are 
normally  caused  by  user  typing  errors.  Efforts  at  penetrating  the  system  by  repeatedly 
attempting  to  logon  with  a  series  of  “likely”  passwords  will  be  detected. 


VM/370  online 
logon  smith 
ENTER  PASSWORD: 

LOGON  AT  10:07:36  ON  FRIDAY  05/27/83 
ipl  cms 

Fig.  21.12  Logging  on  to  VM/370  and  then  loading  CMS.  (Courtesy  of  International 
Business  Machines  Corporation.) 
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21 .4  THE  CONVERSATIONAL  MONITOR  SYSTEM  (CMS) 

Initially,  CMS  stood  for  Cambridge  Monitor  System,  but  now  it  is  called  Conversational 
Monitor  System  (IB86)  (Fo87).  It  is  a  disk-oriented  operating  system  that  gives  the  user 
complete  access  to  what  appears  to  be  a  dedicated  real  machine  but  which  is,  in  fact,  a 
virtual  machine  created  by  CP.  CMS  is  a  one-user  system  that  provides  functions  quite 
similar  to  those  in  CTSS.  When  CMS  first  became  operational,  it  ran  on  a  real  360,  serving 
a  user  operating  the  machine  from  the  system  console.  Eventually,  when  CP  was  installed, 
CMS  was  recoded  to  operate  strictly  in  a  CP-created  virtual  machine;  current  versions  of 
CMS  cannot  run  on  a  “bare"  machine. 

Sharing  of  data  between  virtual  machines  is  controlled  by  CP  that  provides  for  multiple 
virtual  machines  to  access  common  disks.  Also,  sharing  is  accomplished  by  the  transmis¬ 
sion  of  data  files  between  virtual  machines  by  simulated  unit  record  equipment  (card 
readers,  card  punches,  and  printers). 

All  CMS  commands  available  to  the  user  are  stored  in  disk  files;  they  are  not  actually 
part  of  the  system.  This  makes  it  easy  for  users  to  tailor  the  instruction  set  of  their  virtual 
machines  to  their  own  needs  by  adding,  deleting,  or  changing  the  command  files,  as  in 
UNIX  (see  Chapter  18). 

An  EXEC  procedure  is  a  stored  sequence  of  commands  that  CMS  can  process.  REXX 
(Restructured  Extended  Executor )  is  a  high-level  language  for  writing  CMS  EXEC  pro¬ 
cedures  (IB86). 

CMS  gives  the  user  powerful  program  development  capabilities,  A  CMS  user  sees  a 
dedicated  virtual  machine  (Fig.  21.13).  VM  provides  a  multiuser  timesharing  environment 
by  supporting  many  separate  CMS  virtual  machines. 

21 .5  REMOTE  SPOOLING  AND  COMMUNICATIONS  SUBSYSTEM 

The  Remote  Spooling  and  Communications  System,  RSCS  (He79)  (IB86)  (Mc88),  supports 
the  transfer  of  data  files  between  computers  and  remote  workstations  in  communications 
networks  (Fig.  21.14).  RSCS  runs  on  VM/SP’s  Group  Control  System  described  elsewhere 
in  this  chapter.  It  operates  in  a  CP-created  virtual  machine,  and  uses  communication  links  to 
transmit  files.  It  provides  a  convenient  means  for  transferring  files  between  virtual 
machines  on  the  same  real  machine,  as  well  as  more  conventional  transmission  between 
computer  systems  and  remote  workstations. 

CP  itself  passes  files  between  virtual  machines  on  a  single  real  machine.  It  operates  as 
a  central  node  in  a  star  network  in  which  each  point  of  the  star  is  a  virtual  machine.  One 
virtual  machine  desiring  to  send  a  file  to  another  sends  it  to  CP,  which  then  passes  it  to  the 
destination  machine. 

RSCS  operates  in  a  virtual  machine  connected  to  communications  equipment.  Each 
real  computer  system  has  a  unique  identifier.  To  transmit  to  another  computer.  RSCS  sends 
a  file  to  the  RSCS  on  the  next  computer,  and  the  next  until  the  file  reaches  its  destination. 
Within  IBM,  RSCS  is  used  to  communicate  with  employees  throughout  the  world  (Cr81). 
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Fig.  21.13  A  dedicated  virtual  machine  as  seen  by  a  CMS  user.  (Courtesy  of 
International  Business  Machines  Corporation.) 
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Fig.  21.14  A  VM  RSCS  teleprocessing  network.  (Courtesy  of  International  Business 
Machines  Corporation.) 


21 .6  STRENGTHS  OF  VM 

VM  can  support  a  diversity  of  computing  applications.  It  makes  one  real  computer  appear 
to  be  many  virtual  computers,  and  each  virtual  computer  can  support  a  different  operating 
system.  An  installation  running  VM  can  thus  create  the  illusion  that  it  is  running  many 
separate  computer  systems,  with  different  operating  systems,  emphasizing  different  capa¬ 
bilities. 

VM  allows  a  new  operating  system  to  be  tested  while  production  work  continues.  The 
conversion  of  programs  to  the  new  format  and  the  testing  of  these  new  programs  may  occur 
simultaneously  with  the  continued  smooth  operation  of  the  installation.  CMS  facilitates  the 
translation  to  new  formats. 
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Most  active  installations  are  dynamic  environments  with  changes  constantly  being 
proposed,  tested,  and  instituted.  VM  makes  it  possible  for  these  activities  to  occur  si¬ 
multaneously  with  continued  production. 

Sometimes,  unique  applications  require  the  availability  of  an  operating  system  dif¬ 
ferent  from  that  currently  running  at  the  installation.  VM  makes  it  possible  to  run  the 
application  under  the  appropriate  operating  system  without  the  need  for  bringing  all  other 
production  work  at  the  installation  to  a  halt. 

One  intriguing  application  of  VM  is  running  multiple  copies  of  the  same  operating 
system.  Some  operating  systems  limit  the  number  of  users  that  may  run.  By  bringing  up 
VM,  the  installation  desiring  to  run  a  particular  operating  system  (but  with  more  users)  may 
run  multiple  copies  of  that  operating  system  and  thus  double,  triple,  etc.  the  number  of  users 
that  may  run  at  once. 


21.7  VM/370  EVOLUTION 

VM/370  has  continued  to  evolve  since  its  introduction.  Communication  between  virtual 
machines  has  become  more  popular,  and  more  applications  systems  tend  to  exploit  the 
architectural  features  of  the  virtual  machine  environment.  Holley  et  al.  (Ho79)  discuss  the 
use  of  multiprocessing  in  VM/370  environments.  Tetzlaff  and  Buco  (Te84)  discuss  the 
performance  of  various  VM/370  multiprocessor  configurations. 


21.8  PERFORMANCE  CONSIDERATIONS 

The  performance  of  VM  systems  (IB86)  is  affected  by  many  factors  including  the 
following: 

■  the  particular  computer  system  used 

■  the  number  of  virtual  machines  executing 

■  the  particular  operating  systems  in  use  on  each  of  the  virtual  machines 

■  the  nature  of  the  work  load  on  each  of  the  virtual  machines 

■  the  operational  characteristics  of  each  of  the  primary  paging  devices  and  the  channels 
over  which  page  transports  occur 

■  the  number  of  channels  available 

■  the  types  of  channels  (block  multiplexor  or  selector) 

■  the  amount  of  real  storage  available 

■  the  use  of  the  Virtual  Machine  Assist  feature 

■  the  use  of  VM  Extended  Control  Program  Support 

CMS  runs  efficiently  in  a  CP-created  virtual  machine.  A  VM  system  may  run  many 
more  CMS  virtual  machines  than  MVS  virtual  machines,  so  it  is  difficult  to  categorize  a 
particular  hardware  configuration  merely  by  the  number  of  virtual  machines  it  can  support. 
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21.8.1  Virtual  Machine  Assist  Feature 

The  Virtual  Machine  Assist  feature  is  a  performance  improvement  option  available  to  VM 
installations  (IB86).  It  has  both  hardware  and  software  components.  Virtual  storage 
operating  systems  such  as  MVS  execute  in  problem  state  while  under  control  of  VM/370. 
These  operating  systems  use  a  large  number  of  privileged  instructions  and  SVCs  that 
generate  interrupts  requiring  VM’s  attention.  Normally,  these  interrupts  are  serviced  by 
software  routines.  But  with  the  VM  Virtual  Machine  Assist  feature,  the  hardware  intercepts 
and  services  many  of  these  interrupts,  resulting  in  significant  performance  improvements. 


21.8.2  Extended  Control  Program  Support  Feature 

The  Extended  Control  Program  Support  feature  (IB86)  provides  expanded  virtual  machine 
assist,  CP  assist,  and  virtual  interval  timer  assist. 

Expanded  virtual  machine  assist  includes  hardware  emulation  of  more  privileged  in¬ 
structions.  Its  use  increases  the  percentage  of  interrupts  directly  serviced  by  hardware 
emulation  rather  than  software  simulation. 

CP  assist  provides  hardware  assist  for  many  of  the  frequently  used  portions  of  CP, 
including  virtual  machine  I/O  handling,  storage  management,  page  management,  privi¬ 
leged  instruction  handling,  and  dispatching. 

Virtual  interval  timer  assist  provides  for  hardware  updating  of  the  interval  timer  for 
each  virtual  machine.  Without  this  feature,  the  updating  is  performed  by  software.  The 
hardware  feature  makes  timer  values  more  accurate. 


21 .8.3  Performance  Measurement  and  Analysis 

The  VM  control  program  provides  for  the  use  of  two  commands  that  measure  and  report 
system  performance.  The  incorporation  of  such  capabilities  in  VM  emphasizes  both  the 
designers’  concerns  for  the  importance  of  performance  monitoring  and  the  users’  desires  to 
know  how  well  their  systems  are  performing. 

The  MONITOR  command  collects  performance  measurement  data  for  subsequent 
analysis.  The  INDICATE  command  displays  current  performance  information  regarding 
key  system  resources  at  the  user’s  terminal. 

VM  has  a  built-in  capability  for  monitoring  system  performance  as  CP  runs.  CMS  is 
designed  to  run  directly  under  CP  and  with  very  little  overhead.  But  other  virtual  machines 
do  suffer  significant  overhead  running  under  CP,  and  designers  have  addressed  this  issue.  A 
number  of  improvements  have  been  made  to  VM  over  the  years  to  reduce  this  overhead. 

CP  pages  even  nonpaged  real  storage  systems.  Some  programs  designed  for  nonpaged 
real  storage  environments  require  ultrahigh  performance  without  the  associated  delays  of  a 
paged  environment.  One  option  available  to  VM  users  allows  a  single  virtual  machine  to  be 
run  in  a  virtual  equals  real  mode  so  that  the  real  storage  of  that  virtual  machine  is  not  paged. 
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It  is  possible  to  share  procedural  code  among  virtual  machines  to  minimize  duplication 
of  frequently  used  pages  in  real  storage.  This  yields  better  storage  utilization. 

Tetzlaff  (Te79)  discusses  the  VM/Monitor  program  and  presents  some  interesting 
summaries  and  analyses  of  VM/370  performance.  MacKinnon  (Ma79)  discusses  the 
concept  of  handshaking,  changes  made  to  operating  systems  running  under  VM/370  to 
make  them  aware  that  they  are  running  in  a  virtual  machine  environment.  This  facilitates 
the  elimination  of  many  redundant  operations  normally  performed  because  one  operating 
system  runs  under  another  in  a  virtual  machine  environment. 

21.9  RELIABILITY,  AVAILABILITY,  AND  SERVICEABILITY 

The  virtual  machine  concept  provides  for  the  enforced  isolation  of  users  from  one  another 
with  the  dividing  lines  drawn  even  more  sharply  than  in  conventional  multiprogramming 
environments.  This  isolation  has  important  ramifications  upon  system  reliability,  availabil¬ 
ity,  and  serviceability. 

■  CP  prevents  a  virtual  machine  from  addressing  any  area  of  storage  other  than  its  own. 

■  Passwords  are  required  for  access  to  the  system  and  to  shared  disk  files. 

■  Disk  files  can  be  made  read-only  for  protection. 

•  CP  detects  abnormal  termination  of  a  virtual  machine  and  confines  any  effects  to  that 
virtual  machine  and  its  user(s). 

■  The  flexible  virtual  machine  environment  allows  users  to  test  and  debug  new  versions 
of  operating  systems  while  simultaneously  executing  production  work.  A  real  machine 
does  not  have  to  be  dedicated  to  testing  a  new  operating  system  at  the  expense  of 
delays  in  production  work. 

■  Various  versions  of  the  same  operating  system  can  run  simultaneously  so  programs  not 
as  yet  converted  to  the  new  version  may  run  concurrently  with  already  converted 
programs. 

■  Multiple  copies  of  the  same  operating  system  may  be  run  simultaneously  on  the  same 
machine.  This  feature  is  particularly  attractive  to  users  committed  to  an  operating 
system,  and  who  used  to  run  the  system  on  a  slower  machine.  With  the  availability  of  a 
more  powerful  processor,  the  user  may  expand  by  running  several  copies  of  the  older 
operating  system  at  once. 

■  VM/370  provides  a  solid  complement  of  commands  for  tracing,  examining,  and  al¬ 
tering  the  operation  of  a  virtual  machine  and  the  contents  of  its  virtual  storage.  These 
commands  are  useful  for  debugging  programs  in  the  virtual  machine  environment. 

■  VM/370  provides  a  number  of  features  that  allow  a  service  representative  to  check  out 
the  machine  and  input/output  devices  by  running  special  diagnostic  programs  in  one 
virtual  machine  while  production  work  continues  in  others.  The  VM/SP IPCS  ( Interac¬ 
tive  Program  Control  System)  reports  various  system  problems  (IB86).  IPCS  runs 
under  CMS.  This  information  can  be  useful  when  contacting  IBM  to  correct  problems. 
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21.10  THE  VERSIONS  OF  VM 

IBM  considers  VM  to  be  of  strategic  importance,  so  it  continues  to  evolve  the  system  and 
offer  versions  focused  on  the  needs  of  various  application  users.  VM/370  was  the  first 
mainframe  version  of  VM. 

IBM  offered  VM/PC  to  provide  VM  capabilities  to  the  large  base  of  IBM  PC  users 
(IB86).  ATs  and  XTs  require  special  circuit  boards  to  support  VM/PC.  One  key  rationale 
for  VM/PC  was  to  enable  large  installations  to  off-load  program  development  activities 
from  their  mainframes.  VM/PC  also  enables  the  PC  to  connect  with  a  host  computer  as  if 
the  PC  were  an  IBM  3270  display  terminal. 

IBM  introduced  PC/VM  Bond  to  enable  IBM  PC/XTs  and  ATs  to  communicate  with 
the  VM  operating  system  ( IB86).  The  PC  side  runs  a  program  called  VM  Bond',  the  VM  side 
runs  a  program  called  PC  Bond.  A  PC  may  be  given  VM  virtual  disks  that  appear  to  be  on 
the  PC.  Several  PC  users  may  share  data  among  themselves  via  the  VM  system,  and  files 
may  be  transferred.  Each  PC  may  be  used  directly  as  a  PC  or  as  an  intelligent  terminal  to  the 
VM  system:  the  user  switches  easily  between  those  modes  by  pressing  Alt-Esc.  PC/VM 
Bond  enables  DOS/VM  communications:  files  may  be  copied  from  the  PC  to  VM  and  vice 
versa. 

VM//S  (Integrated  System)  appeared  with  IBM's  9370  system.  The  9370  was  intended 
to  be  an  implementation  of  370  mainframe  architecture  in  smaller,  more  economical 
machines  designed  to  compete  with  DEC’s  VAX  line  of  minicomputers.  Although  the  9370 
did  not  impact  VAX  sales,  it  did  usher  in  an  era  of  departmental  computing  (Ku85)  (Mc88) 
using  IBM’s  mainframe  architecture.  VM/1S  is  available  in  preconfigured  formats  for 
installations  that  do  not  have  systems  programmers  to  tailor  the  operating  system  (IB86) 
(Mc88). 

VM/SP  (System  Product)  is  today’s  basic  VM  system  (1B84)  (IB86)  (Te89).  VM/SP 
does  require  systems  programming  support  to  install  and  maintain  the  operating  system; 
given  the  availability  of  such  expertise,  VM/SP  may  be  tailored  to  support  the  evolution  of 
a  computer  installation. 

VM/SP  HPO  (“High  Performance  Option”)  is  for  installations  that  place  heavier 
demands  on  their  systems  and  require  better  performance;  it  is  required  for  IBM’s  larger 
mainframes  to  take  advantage  of  available  larger  processing  power  and  memory  larger  than 
16  MB  (Te87)  (Te89).  VM/SP  HPO  also  allows  a  much  larger  number  of  spool  files  per 
user,  and  it  simplifies  operating  system  performance  tuning.  VM/SP  HPO  does  block 
paging,  i.e.,  it  selects  groups  of  related  pages  to  be  paged  together  in  single  I/O  operations, 
thus  reducing  paging  activity  and  improving  performance  (Te89). VM/SP  HPO  provides 
many  enhancements,  including  shared  segment  protection,  via  a  microcode  assist.  It 
provides  a  “dispatcher  fast  path”  for  rapid  redispatching  of  virtual  machines  after  certain 
kinds  of  events  that  do  not  affect  the  machine’s  status.  The  scheduler  has  been  fine-tuned  to 
provide  good  interactive  response  times  over  a  broad  range  of  system  loads.  In  multiproces¬ 
sor  systems,  separate  dispatcher  queues  are  managed  for  each  processor;  when  one 
processor  completes  all  the  work  in  its  queue,  it  looks  for  work  in  the  queues  of  other 
processors.  A  buffer  cache  is  used  to  keep  frequently  referenced  pages  in  main  memory  for 
fast  access.  HPO  supports  the  preferred  machine  assist  hardware  feature;  this  allows 
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MVS/SP,  for  example,  to  operate  in  supervisor  state  and  control  its  own  resources,  thus 
eliminating  additional  management  overhead  imposed  by  CP.  HPO  enables  a  processor  in  a 
multiprocessor  configuration  to  be  dedicated  to  MVS;  this  can  result  in  considerable 
performance  improvements  over  systems  that  switch  processors  among  virtual  machines 
frequently. 


21.11  AIX/370 

For  years,  the  key  attraction  of  many  users  to  VM  was  the  availability  of  CMS's  interactive 
computing  facilities.  As  UNIX  systems  gained  prominence,  some  people  felt  that  VM/CMS 
would  be  IBM's  competition  to  UNIX  systems  (Ku85).  Some  of  that  competition  did  occur, 
but  IBM  decided  to  address  UNIX  systems  directly  by  developing  AIX.  IBM  decided  to  offer 
AIX/370  on  its  System/370  architecture  systems,  but  only  as  a  VM  guest  (Lo87)  (IB88) 
(Sc88).  This  is  an  interesting  strategic  decision.  Users  who  want  to  switch  to  AIX  can  do  so, 
and  still  run  on  large-scale  IBM  equipment.  Also,  IBM  preserves  its  VM  base  since  the  AIX 
system  cannot  run  on  the  370  architecture  directly.  Although  AIX/370  uses  many  of  VM’s 
system  services,  it  manages  its  own  processor  scheduling,  input/output,  paging,  and  spool¬ 
ing.  VM  provides  various  services  to  AIX/370,  including  printer  support,  access  to  the  IBM 
3090  Expanded  Storage  and  error  reporting  capabilities  (IB88).  Additional  discussion  on 
AIX  appears  in  the  UNIX  Systems  case  study  in  Chapter  18.  Both  VM  and  AIX  run  on  all  IBM 
lines,  including  personal  computers,  midsize  machines,  and  mainframes. 


21.12  UNIX  VS.  VM 

It  is  interesting  to  compare  UNIX  systems  and  VM  (Ha86).  Both  emerged  from  large-scale 
timesharing  system  development  efforts  of  the  1960s,  and  each  achieved  extraordinary 
commercial  success  in  the  1980s.  UNIX  systems  were  developed  as  an  alternate  approach 
to  Multics;  VM  developed  as  an  alternate  approach  to  TSS.  (The  author  had  the  privilege  of 
working  on  both  Multics  and  TSS  while  he  was  a  student  at  MIT.) 

Both  systems  are  available  on  a  wide  range  of  architectures  from  micros  to  large-scale 
mainframes,  but  VM  is  constrained  to  System/370  architectures,  while  UNIX  systems  are 
more  open,  running  on  the  computers  of  more  than  100  different  vendors. 

UNIX  systems  are  multiuser  multitasking  operating  systems.  VM  provides  each  user 
with  a  separate  virtual  machine  on  which  the  user  may  run  CMS — a  single-user,  single 
tasking  system. 

UNIX  systems  can  run  under  VM  in  a  virtual  machine;  VM  cannot  run  under  UNIX 
systems.  VM  can  run  various  large-scale  IBM  operating  systems  as  guests:  UNIX  can  not. 
UNIX  systems  running  on  Intel  80386  architectures  can  run  MS-DOS/DOS  applications. 
VM  can  run  MS-DOS/DOS  applications  as  guests. 

VM  is  a  widely  accepted  major  commercial  operating  system  in  large-scale  IBM  in¬ 
stallations;  UNIX  systems  are  not.  UNIX  systems  are  widely  accepted  in  the  supercom¬ 
puter,  workstation,  and  high-end  personal  computer  marketplaces;  VM  is  not. 
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Also,  both  UNIX  systems  and  VM  were  developed  “quietly”  without  a  major 
corporate  commitment,  and  each  gained  popularity  because  of  proven  value  rather  than 
intense  marketing  efforts. 

21.13  VM/SP  EXTENSIONS 

VM/SP’s  capabilities  may  be  increased  through  the  use  of  various  extensions  available 
from  IBM  (IB86);  additional  extensions  are  available  from  independent  software  vendors. 

The  TSAF  (Transparent  Service  Access  Facility)  enables  separate  virtual  machines  to 
communicate  with  one  another,  even  across  a  network.  TSAF  is  especially  important  for 
accessing  servers  in  a  distributed  system. 

The  GCS  (Group  Control  System)  is  included  in  VM/SP.  GCS  controls  a  group  of 
virtual  machines,  i.e.,  a  subsystem,  that  supports  IBM’s  SNA  (see  Chapter  16).  Many 
networking  products  run  on  GCS,  including  RSCS  (Remote  Spooling  and  Communications 
Subsystem),  described  elsewhere  in  this  case  study. 

NetView ,  a  licensed  product  available  from  IBM,  also  runs  on  GCS.  NetView  provides 
various  network  management  functions  (IB86),  including  monitoring  network  hardware  to 
detect  problems,  monitoring  network  traffic,  restoring  failed  nodes,  and  the  like. 

VMUPF  (Interactive  Productivity  Facility )  is  a  licensed  program  that  provides  a  user- 
friendly  interface  with  menus  and  a  HELP  facility. 

VM/Directory  Maintenance  is  a  program  product  that  simplifies  the  task  of  main¬ 
taining  directories  for  users  and  system  administrators.  It  contains  a  feature  that  requires 
users  to  change  their  passwords  regularly  for  security  purposes. 

VM  provides  many  distributed  processing  capabilities.  The  VM  Pass-Through  Facility 
is  a  program  product  that  allows  remote  logon  so  a  user  at  one  system  in  a  network  may  log 
on  to  another  system  (Me83)  (IB86)  (Fo87).  The  capability  is  transparent  to  programs,  so 
no  program  modifications  are  required.  The  Pass-Through  Facility  must  be  installed  on 
each  machine  that  will  be  involved  in  the  end-to-end  communication.  A  network  directory 
is  installed  on  each  machine  to  facilitate  routing. 

The  SQLIDS  (Structured  Query  LanguagelData  System)  program  product  is  a  rela¬ 
tional  database  management  system.  Data  is  accessed  using  the  widely  standardized 
Structured  Query  Language  (SQL).  SQL  is  an  important  standard  in  the  open  systems 
strategies  of  many  computer  vendors  and  user  organizations. 

21.14  VM:  IBM'S  LARGE-SCALE  OPERATING  SYSTEM  FOR  THE  1990s? 

This  section  argues  the  case  for  VM  becoming  increasingly  important  over  the  next  decade. 
There  are  many  reasons  why  this  is  likely  to  occur.  Evidence  of  VM’s  importance  is  that 
there  were  approximately  40,000  VM  site  licenses  in  1989,  and  VM  installations  were 
increasing  at  a  growth  rate  of  approximately  25%  per  year  (Sc88). 

It  is  not  uncommon  today  for  large  companies  to  have  programming  backlogs  of 
several  years.  It  is  expected  that  throughout  the  middle  to  late  1990s,  the  number  of 
programmers  produced  could  fall  50  percent  short  of  the  demand.  Clearly,  if  we  are  to  meet 
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the  programming  needs  of  the  1990s,  we  must  improve  programmer  productivity.  The 
revelation  of  the  1970s  was  that  interactive  program  development  greatly  improved 
programmer  productivity.  So  operating  systems  that  facilitate  interactive  program  devel¬ 
opment  will  be  important  in  the  1990s. 

IBM’s  two  main  contenders  among  interactive  operating  systems  for  IBM’s  large- 
scale  computers  are  TSO  (the  Timesharing  Option)  of  MVS,  and  VM.  Without  question, 
VM  is  the  superior  interactive  system,  both  in  capabilities  provided  and  in  sheer  perform¬ 
ance.  On  a  given  computer  system,  it  is  often  the  case  that  VM  can  support  two  to  four  times 
as  many  interactive  users  as  MVS. 

MVS  is  and  has  been  IBM’s  top-of-the-line  batch  processing  operating  system  for 
many  years.  IBM  users  have  made  substantial  commitments  to  MVS,  and  these  cannot  be 
ignored.  IBM  simply  cannot  force  its  huge  base  of  MVS  users  to  convert  to  a  completely 
different  operating  system.  Here,  too,  the  versatility  of  VM  comes  to  bear  because  MVS 
can  run  under  VM.  So  the  installation  committed  to  MVS  can  run  it  under  VM  while 
providing  the  substantial  interactive  capabilities  of  VM.  The  installation  will  run  VM,  and 
under  VM  it  will  run  MVS  and  many  CMS  virtual  machines. 

Is  there  a  “performance  penalty”  for  running  MVS  under  VM,  i.e.,  does  MVS  run  less 
efficiently  under  VM  than  it  does  directly  on  a  System  370  architecture  machine? 
Certainly,  applications  are  running,  in  a  sense,  on  two  operating  systems,  each  with  their 
own  overhead,  so  it  is  reasonable  to  expect  some  slowdown.  Various  users  report 
10%-20%  degradation  (Ku85).  Part  of  the  problem  comes  from  the  fact  that  MVS  and  VM 
are  both  paging  systems  and  some  redundant  paging  occurs  (Ku85). 

The  DOS/VSE  user  may  move  up  to  a  more  powerful  processor  that  runs  VM.  Then 
the  user  may  run  DOS  under  VM,  immediately  generating  two  substantial  benefits:  better 
interactive  capabilities  are  provided  by  VM,  and  the  more  powerful  processor  runs  DOS 
jobs  faster.  An  additional  benefit  is  that  the  user  may  run  multiple  copies  of  DOS  under  VM 
simultaneously,  thus  removing  certain  limitations  inherent  in  DOS  such  as  the  limited 
number  of  partitions  it  supports. 

CMS  was  specifically  designed  to  be  a  high-powered  interactive  system.  Its  designers 
decided  to  support  the  standard  compilers  and  assemblers  running  under  IBM’s  large-scale 
batch  processing  operating  systems  of  the  time.  Thus  programmers  could  develop  and  test 
their  programs  under  CMS  and  then  compile  and  execute  them  under  IBM’s  DOS  or  OS 
batch  processing  systems. 

One  interesting  story  about  the  early  years  of  VM  goes  something  like  this:  IBM  was 
trying  to  decide  whether  to  “kill”  VM  or  to  release  it  as  a  supported  product.  The  president 
of  the  company  at  that  time,  T.  Vincent  Learson,  went  to  a  presentation  offered  by  the  MVS 
group  at  which  they  argued  that  indeed  VM  should  be  killed.  At  a  tour  after  the 
presentation,  Learson  noticed  that  the  MVS  development  group  was  running  MVS  under 
VM.  At  that  moment  (report  has  it),  he  decided  that  if  VM  was  good  enough  for  IBM,  it  was 
also  good  enough  for  its  customers.  VM  was  subsequently  released  as  a  supported  product. 

VM  offers  an  interesting  performance  improvement  to  some  DOS  users.  It  is  rea¬ 
sonable  to  expect  that  DOS  running  on  certain  hardware  will  be  more  efficient  than  DOS 
running  under  VM  on  identical  hardware.  But  the  opposite  is  often  true.  How  can  this  be? 
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Quite  simply  it  occurs  because  VM’s  virtual  storage  management  is  much  more  efficient 
than  DOS/VS’s.  Another  plus  for  VM. 

VM’s  popularity  has  been  increasing  steadily  and  there  is  every  reason  to  believe  that 
it  will  continue  to  do  so.  IBM  and  other  vendors  have  been  releasing  a  steady  stream  of 
performance  enhancements.  The  concept  of  the  virtual  machine  operating  system  has 
proved  to  be  worthwhile.  VM,  like  UNIX  systems,  was  built  in  a  “small  shop”  by  designers 
who  saw  merit  in  a  unique  concept.  It  is  not  clear  that  the  designers  of  any  of  these  systems 
foresaw  the  extraordinary  success  their  systems  would  experience. 
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EXERCISES 

21.1  What  is  a  virtual  machine?  What  is  a  virtual  machine  operating  system? 

21.2  List  several  advantages  and  disadvantages  of  the  virtual  machine  concept. 
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21.3  Distinguish  between  the  manner  in  which  multiple  users  are  serviced  on  conventional 
multiprogramming  systems  and  on  virtual  machine  multiprogramming  systems. 

21.4  What  are  the  main  components  of  VM?  Briefly  explain  the  purpose  of  each. 

21.5  The  timesharing  user  under  VM  runs  CMS.  But  CMS  is  a  one  user  system.  Explain  how  a 
multiuser  timesharing  system  is  implemented  under  VM.  How  does  this  differ  from  the  imple¬ 
mentation  of  more  conventional  timesharing  systems? 

21.6  ( Virtual  machine  performance  anomaly.)  Running  an  operating  system  on  a  bare  machine 
involves  certain  overhead.  Running  an  operating  system  under  VM  additionally  involves  the  over¬ 
head  of  the  virtual  machine  operating  system.  It  is  often  the  case  that  an  operating  system  running 
under  VM  will  run  more  efficiently  than  when  it  runs  on  the  same  machine  but  without  VM.  Give 
several  reasons  why  this  may  occur. 

21.7  VM  virtual  machines  operate  independently  of  one  another  with  conflicts  resolved  by  CP. 
What  are  some  of  these  conflicts?  How  does  CP  resolve  them? 

21.X  VM  itself  may  run  in  any  of  the  virtual  machines  created  by  VM.  What  are  the  applications  of 
(his  exotic  possibility? 

21.9  ( Virtual  machine  recursion.)  Suppose  that  a  virtual  machine  operating  system  could  create  a 
virtual  machine  that  could  in  turn  run  another  copy  of  the  virtual  machine  operating  system  that  could 
in  turn  create  another  virtual  machine,  etc. 

a)  Suggest  some  applications  of  this  concept. 

b)  What  implementation  problems  might  you  expect  to  encounter?  How  would  you 
handle  them? 

c)  What  performance  problems  might  you  expect  to  encounter?  How  would  you  handle 
them? 

21.10  VM  is  a  virtual  storage  operating  system  using  paging.  Many  of  the  operating  systems  it  runs 
are  real  storage  systems.  What  are  the  advantages  and  disadvantages  of  running  a  real  storage 
operating  system  under  VM? 

21.11  What  is  the  key  to  the  interfacing  between  an  executing  virtual  machine  and  CP? 

21.12  Suppose  a  program  running  on  a  virtual  machine  initiates  an  I/O  request  to  read  a  record  from 
disk.  Describe  precisely  how  the  request  is  handled  via  the  user’s  operating  system,  CP,  and  the  real 
hardware. 

21.13  Paging  initiated  by  a  virtual  machine  is  handled  by  CP  as  normal  input/output.  Paging 
initiated  by  CP  is  logically  transparent  to  the  virtual  machine.  Explain. 

21.14  What  options  are  available  in  VM  to  help  reduce  performance  degradation  due  to  multiple 
levels  of  paging? 

21.15  What  are  minidisks?  How  does  CP  manage  minidisks? 

21.16  Why  are  users  separated  into  various  privilege  classes  in  a  VM  environment? 

21.17  All  CMS  commands  available  to  the  user  are  stored  in  disk  files;  they  are  not  actually  part  of 
the  system.  What  are  the  advantages  and  disadvantages  of  this  scheme? 

21.18  Why  is  it  sometimes  attractive  to  run  several  identical  copies  of  one  operating  system  under 
VM?  What  alternatives  are  available  to  an  installation  that  does  not  support  VM? 

21.19  Discuss  the  various  features  of  VM  that  are  related  to  security. 

21.20  What  are  some  of  the  key  factors  that  affect  the  performance  of  a  VM  system? 
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21.21  Discuss  how  each  of  the  following  can  improve  performance  in  a  VM  system. 

a)  the  Virtual  Machine  Assist  feature 

b)  expanded  virtual  machine  assist 

c)  CP  assist 

d)  virtual  interval  timer  assist 

21.22  VM/SP  and  VM/IS  have  similar  functionality.  Under  what  circumstances  might  an  installa¬ 
tion  perfer  VM/IS?  VM/SP? 

21.23  (Project)  Both  VM  and  UNIX  systems  are  remarkable  successes  in  a  field,  operating  systems, 
which  has  been  littered  with  “great  flaming  disasters.”  In  the  text,  we  offered  a  brief  comparison  of 
these  important  systems.  Read  both  case  studies  in  this  text,  and  then  study  the  UNIX  systems  and 
VM  literature.  Perform  a  detailed  analysis  of  these  two  systems  and  compare  them  to  one  another. 
Based  on  your  study,  predict  future  developments  for  these  systems.  Is  it  clear  that  one  or  the  other 
will  dominate? 

21.24  (Project)  Consider  the  kinds  of  strategic  planning  decisions  IBM  must  make  in  today’s 
dynamic  operating  systems  environment.  IBM  offers  VM/CMS,  AIX  (see  the  UNIX  case  study  in 
Chapter  18),  and  OS/2  (see  Chapter  24).  It  is  committed  to  applying  its  Systems  Application 
Architecture  across  all  its  major  lines  of  computers.  All  three  operating  systems  offer  similar 
functionality  to  users.  Study  these  operating  systems  and  read  the  literature  on  SAA.  Consider  IBM’s 
major  computer  lines.  Consider  IBM’s  commitments  to  SNA  and  OSI  (see  Chapter  1 6).  In  the  context 
of  IBM’s  major  operating  systems,  computer  lines,  and  communications  standards,  prepare  5-year 
and  10-year  strategic  plans  indicating  the  directions  IBM  should  take.  Develop  several  alternate 
scenarios.  You  will  find  this  a  difficult  and  challenging  assignment.  It  will  help  you  appreciate  a  side 
of  the  field  of  operating  systems  that  senior  corporate  managers  must  deal  with  constantly. 
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The  Macintosh  is  designed  to  appeal  to  an  audience  of  non  ¬ 
programmers,  including  people  who  have  previously  feared 
and  distrusted  computers.  To  achieve  this  goal,  Macintosh 
applications  should  he  easy  to  learn  and  to  use.  . . .  The  user 
should  feel  in  control  of  the  computer,  not  the  other  way 
around.  This  is  achieved  in  applications  that  embody  three 
qualities:  responsiveness,  permissiveness,  and  consistency. 
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One  picture  is  worth  more  than  ten  thousand  words. 
Chinese  proverb 


For  there  is  no  friend  like  a  sister 
In  calm  or  stormy  weather; 

To  cheer  one  on  the  tedious  way. 
To  fetch  one  if  one  goes  astray, 

To  lift  one  if  one  totters  down. 

To  strengthen  whilst  one  stands. 

Christina  Rossetti 
Goblin  Market 


How  many  apples  fell  on  Newton's  head  before  he  took  the  hint! 

Robert  Frost 
Comment 
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22.1  INTRODUCTION 

This  case  study  examines  the  Apple  Macintosh,  a  personal  computer  designed  with  the 
novice  computer  user  in  mind.  What  does  it  mean  for  a  computer  to  be  user  friendly 
(Fa84a)?  What  techniques  can  make  computers  easy  to  use?  What  operating  systems 
considerations  are  important  in  the  design  of  user-friendly  systems? 

The  discussion  here  assumes  that  the  reader  is  somewhat  familiar  with  the  Macintosh 
and  some  of  its  fundamentals  such  as  mouse  control,  windows,  pull-down  menus,  and  icon 
graphics.  The  reader  interested  in  exploring  the  Macintosh  in  more  detail  is  urged  to  consult 
the  literature  listed  at  the  end  of  the  chapter,  especially  the  five  Inside  Macintosh  volumes 
that  served  as  the  primary  source  material  for  this  chapter. 

The  Macintosh’s  graphics-oriented,  mouse-oriented  user  interface  made  personal 
computing  much  friendlier  and  far  more  convenient;  much  of  this  chapter  is  devoted  to 
explaining  how  the  Macintosh’s  software  supports  the  machine's  user-friendly  interface.  It 
is  interesting  that  IBM  did  not  introduce  a  graphics  interface  of  comparable  power  until  the 
appearance  of  OS/2’s  Presentation  Manager  in  1988  (see  Chapter  23). 

When  it  was  announced  in  1984,  the  Macintosh  captured  the  attention  of  the  industry, 
but  it  did  not  have  the  features  needed  for  success  in  business  environments.  Today,  the 
various  Macintosh  models  span  the  range  from  entry-level  personal  computer  systems  to 
full-scale  business  systems,  to  high-performance  engineering  workstations. 

22.2  HISTORY 

Apple  has  been  a  unique  company  from  its  inception  (F184).  It  was  founded  in  1976  by 
Steve  Jobs  and  Steve  Wozniak,  both  in  their  early  twenties.  In  the  late  1 970s  they  produced 
the  Apple  II  computer,  a  machine  that  became  virtually  synonymous  with  the  term  personal 
computer.  With  the  introduction  of  the  IBM  PC  in  1981,  IBM  legitimized  the  personal 
computer  as  an  office  tool  in  Fortune  1000  companies.  Other  manufacturers  immediately 
began  producing  PC -compatible  machines.  Apple  was  rumored  to  be  developing  its  next 
generation  system,  but  the  industry  had  no  idea  of  what  design  approach  Apple  was  taking. 
Would  Apple  go  with  an  IBM  PC-compatible,  or  would  it  attempt  once  again  to  assume  the 
leadership  role  it  had  taken  with  the  introduction  of  the  Apple  11? 

The  answer  came  in  January  of  1984  when  Apple  introduced  its  Macintosh  personal 
computer.  Instead  of  producing  a  line  of  IBM-compatibles,  Apple's  design  reflected  an 
entirely  different  set  of  standards.  From  a  purely  technical  standpoint,  the  Macintosh  was 
loaded  with  innovations  in  hardware,  software,  and  especially  user-friendliness.  The 
operating  system  is  essentially  hidden  from  the  user.  Apple  had  taken  a  monumental 
gamble  by  once  again  choosing  to  walk  its  own  path,  one  that  it  believed  would  shape  the 
industry  for  years  to  come.  Many  people  insist  that  the  industry  has  changed  to  the  point 
that  this  could  never  be  accomplished  again.  Undaunted,  Steve  Jobs,  in  a  startup  venture, 
delivered  yet  another  dramatically  new  design  with  his  NeXT  computer. 

The  Macintosh  represented  a  giant  leap  forward  in  user-friendliness.  As  far  as  the 
computer  novice  is  concerned,  there  is  an  easy-to-understand  interface  resembling  a  desk¬ 
top  (Po84)  (Mc85a);  the  user  moves  a  pointing  device  called  a  mouse  so  that  a  cursor  on  the 
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screen  points  to  words  or  pictures  representing  the  actions  to  be  taken  (Fa84).  The  user  need 
not  memorize  a  lengthy  list  of  commands  that  must  be  keystroked  into  the  computer. 

The  Macintosh  was  targeted  for  an  audience  of  the  tens  of  millions  of  white  collar 
“knowledge  workers”  whose  primary  job  is  information  handling.  The  original  Macintosh 
was  delivered  with  two  software  packages:  MacWrite  is  an  easy-to-use  word  processor,  at 
least  compared  to  the  more  complex  keystroke-oriented  packages — it  uses  the  Macintosh’s 
multiple  type  fonts,  styles,  and  sizes  to  enable  users  to  create  attractive  and  impressive 
looking  documents;  MacPaint  essentially  turns  the  Macintosh  screen  into  an  “electronic 
sketchpad.” 

But  these  packages  were  not  enough  to  meet  the  increasingly  sophisticated  needs  for 
business  personal  computing;  the  lack  of  a  full  range  of  business  software  caused  sales  to 
slow  considerably  after  an  initial  surge.  Hard  disks  and  letter  quality  printers  were  not 
available.  The  initial  machine  came  with  only  128K,  nowhere  near  enough  to  run  the  kinds 
of  integrated  software  packages  already  in  wide  use  with  IBM  PCs.  The  machine’s  closed 
architecture  made  it  especially  difficult  for  hardware  and  software  developers  to  create 
their  own  Macintosh  add-ons  without  the  close  cooperation  of  Apple.  (IBM  had  chosen  an 
open  architecture  approach  with  the  PC;  specifications  for  hardware  and  software  were 
made  widely  available,  and  the  hardware,  software,  and  cabinetry  of  the  machine  were 
designed  to  facilitate  the  efforts  of  third  parties  to  supply  add-ons). 

Apple  has  subsequently  released  machines  with  several  megabytes  of  memory,  and  has 
encouraged  the  development  of  hardware  and  software  by  third  parties.  Hard  disks,  laser 
printers,  the  AppleTalk  communication  network,  and  the  huge  diversity  of  software 
developed  over  the  last  several  years  have  made  the  machine  a  formidable  competitor  of  the 
IBM  PC  in  the  business  marketplace. 

The  articles  by  Lemmons  (Le84)  and  Levy  (Le89)  provide  entertaining  reading  for 
those  interested  in  the  people  who  created  the  Macintosh  and  how  their  careers  have 
evolved  over  the  years  since  the  Mac  was  introduced. 

22.3  HARDWARE 

At  the  heart  of  the  Macintosh  is  the  Motorola  MC68000  microprocessor,  random  access 
memory  (RAM),  read-only  memory  (ROM),  and  various  chips  that  control  communication 
with  devices.  The  input/output  devices  include  a  video  display,  a  sound  generator,  a 
Synertek  SY6522  Versatile  Interface  Adaptor  (VIA)  for  the  mouse  and  the  keyboard,  a 
Zilog  Z8530  Serial  Communications  Controller  (SCC),  and  an  IWM  chip  (“Integrated  Woz 
Machine,”  named  after  Apple’s  cofounder,  Steve  Wozniak)  for  disk  control. 

The  Motorola  MC68000  chip,  and  hence  the  Macintosh  itself,  uses  memory-mapped 
input/output,  i.e.,  the  Macintosh  accesses  devices  by  reading  or  writing  locations  in  the 
address  space  of  the  microprocessor.  The  devices  interpret  these  operations  to  mean  that 
device  input/output  is  to  occur.  The  portion  of  the  address  space  used  for  device  I/O 
contains  blocks  reserved  for  each  of  the  devices. 

The  MC68000  uses  24-bit  addressing;  it  has  224  addresses  forming  a  16Mb  (megabyte) 
address  space.  The  Macintosh  divides  this  space  into  four  sections,  for  RAM,  ROM,  SCC, 
and  the  IWM  and  VIA. 
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The  original  RAM  contained  128K;  this  has  grown  to  1Mb  in  the  Macintosh  Plus.  The 
RAM's  first  256  bytes  (0  through  FF  hexadecimal)  are  used  for  exception  vectors  (i.e.,  the 
addresses  of  interrupt  handling  routines  and  trap  handling  routines).  The  RAM  also 
contains  the  following: 

1 .  system  heap 

2.  applications  heap 

3.  stack 

4.  screen  buffers  for  the  video  display 

5.  sound  buffers  for  the  sound  generator 

6.  disk  speed  controller 

The  ROM  contains  operating  system  routines.  Toolbox  routines  (which  provide  the 
interface  between  the  user  and  the  operating  system),  and  the  system  traps.  The  ROM  in  the 
original  Macintosh  contained  64K,  but  it  was  packed  with  optimally  coded  routines,  so  it 
offered  considerably  more  capability  than  had  previously  been  available  in  that  much 
memory. 

The  video  screen  displays  342  lines  of  512  pixels  each.  One  screen  image  requires 
21,888  bytes  of  RAM;  each  bit  represents  a  single  pixel  (0  is  white,  1  is  black).  The  video 
scan  is  top-to-bottom  one  line  at  a  time;  each  line  is  displayed  left  to  right.  The  time  from 
the  display  of  the  end  of  one  line  to  the  display  of  the  beginning  of  the  next  is  called  the 
horizontal  blanking  interval.  When  the  scan  reaches  the  bottom  of  the  screen,  it  jumps  back 
to  the  left  top  of  the  screen;  this  is  called  a  vertical  blanking  interval  and  it  begins  each  time 
with  a  vertical  blanking  interrupt.  The  screen  is  refreshed  approximately  60  times  per 
second.  Unlike  other  computer  systems  that  offer  a  text  mode  (often  with  only  a  single  type 
font  and  style  and  size)  and  a  graphics  mode,  the  Macintosh  displays  everything  in  graphics 
mode  and  offers  a  wide  range  of  type  fonts,  sizes,  and  styles. 

The  sound  generator  reads  values  in  RAM  and  uses  those  values  to  control  the  gen¬ 
eration  of  sounds. 

The  Zilog  Z8530  Serial  Communications  Controller  controls  the  two  serial  ports  on  the 
back  of  the  Macintosh.  SCC  port  A  has  the  modem  icon;  SCC  port  B  has  the  printer  icon. 
Fach  of  these  ports  conforms  to  the  RS422  standard,  which  provides  for  considerably  faster 
transmission  rates  than  the  RS232C  standard;  these  ports  are  the  key  to  the  Macintosh’s 
effectiveness  in  local  area  networks  and  in  interfacing  to  very  high-speed  printers.  Ports  A 
and  B  are  identical  with  the  exception  that  port  A  (modem)  has  an  interrupt  priority  higher 
than  port  B’s;  this  makes  port  A  the  more  appropriate  for  high-speed  communication. 

The  mouse  (Fig.  22. 1 )  allows  the  user  to  control  the  Macintosh  without  having  to  key 
in  every  command.  For  simplicity,  the  Macintosh  mouse  has  a  single  button  (mice  used 
with  complex  engineering  design  systems  generally  have  several  buttons).  The  mouse 
generates  signals  that  describe  its  amount  and  direction  of  travel.  Interrupt-driven  ROM 
routines  convert  this  information  to  the  appropriate  movements  of  the  cursor  on  the  screen. 
The  control  panel  desk  accessory  has  an  option  called  mouse  scaling,  which  changes  the 
amount  of  screen  pointer  movement,  depending  on  how  quickly  the  mouse  moves.  The 


740 


Case  Study:  Inside  the  Apple  Macintosh 


Fig. 


mouse  does  not  report  its  current  position;  rather  it  reports  the  direction  in  which  it  has 
moved  and  how  far.  The  rubber-coated  tracking  ball  under  the  mouse  moves  two  wheels; 
one  rotates  when  the  mouse  moves  forward  or  backward,  while  the  other  rotates  when  the 
mouse  moves  left  or  right.  Both  wheels  rotate  when  the  mouse  moves  diagonally, 

Inside  the  Macintosh  keyboard  is  a  microprocessor  that  repeatedly  scans  the  keys  to 
detect  keyboard  activity. 

The  disk  interface  includes  an  analog  signal  generator  chip  that  reads  the  disk  speed 
buffer  area  of  the  RAM  and  generates  signals  that  adjust  the  disk  speed.  The  Macintosh 
actually  stores  more  sectors  per  track  on  the  outer  tracks;  it  does  this  by  instructing  the  disk 
motor  to  spin  more  slowly  as  the  outer  tracks  are  accessed. 

The  Macintosh  has  a  built-in  real-time  clock  whose  interface  lines  are  accessible 
through  the  VIA.  The  clock  generates  a  VIA  interrupt  once  per  second  (when  these 
interrupts  are  enabled).  It  contains  an  area  called  parameter  RAM ,  consisting  of  20  bytes 
that  keep  their  values  even  when  the  Macintosh  is  powered  off;  they  receive  power  from  a 
battery.  The  operating  system  automatically  copies  parameter  RAM  to  low  memory  to  be 
accessible  by  applications. 

The  Synertek  SY6522  Versatile  Interface  Adaptor  (VIA)  controls  the  keyboard,  the 
internal  real-time  clock,  parts  of  the  disk,  sound,  and  mouse  interfaces,  and  various  internal 
Macintosh  signals.  It  can  issue  an  interrupt  under  a  variety  of  circumstances  including 
keyboard  activity,  timer  timeouts,  beginning  of  a  vertical  blanking  interval,  and  the  one 
second  clock  making  its  next  tick. 

The  digital  motherboard  houses  the  MC68000  microprocessor,  the  RAM,  the  ROM, 
and  several  chips.  The  analog  board  houses  the  power  supply,  video  circuitry,  and  the 
speaker.  The  case  also  houses  the  display  tube  and  the  sturdy  disk  drive. 

The  MC68000  is  essentially  a  1 6-bit  microprocessor  chip,  but  in  several  ways  it  can  be 
thought  of  as  a  32-bit  chip.  It  has  sixteen  32-bit  registers,  including  data  registers,  address 
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registers,  and  stack  pointer  registers.  Its  clock  ticks  at  approximately  8  million  cycles  per 
second  (8MHz),  The  MC68000  can  process  between  one  and  two  million  instructions  per 
second. 

The  Macintosh  uses  Sony  standard  3- 1/2  inch  sturdy  disks.  Its  disk  controller  varies  the 
speed  of  the  disk  from  600  rpm  to  400  rpm  to  enable  the  recording  of  more  tracks  per  sector 
on  the  outer  tracks.  One  disk  drive  is  built  in;  an  additional  external  drive  can  be  plugged 
into  a  connector  in  the  machine.  Single-sided  drives  offer  approximately  400K  per  disk; 
double-sided  drives  offer  800K.  Hard  disk  drives  with  capacities  of  20  megabytes  and  more 
are  available  from  Apple  and  independent  suppliers. 

22.4  SOFTWARE 

The  Macintosh’s  unique  user  interface  is  supported  by  routines  available  in  the  User 
Interface  Toolbox.  Applications  call  these  routines  to  implement  the  user  interface  and  keep 
it  consistent  across  all  applications.  The  User  Interface  Toolbox  contains  the  higher-level 
software  routines  that  implement  the  interface  between  the  operating  system  and  user 
applications;  the  operating  system  contains  the  lower-level  software  routines  that  directly 
control  the  hardware  (Hz84).  Figure  22.2  shows  the  relationship  between  applications 
programs,  the  User  Interface  Toolbox,  the  operating  system,  and  the  Macintosh  hardware. 


22.4.1  High-Level  Software:  The  User  Interface  Toolbox 

This  section  briefly  lists  each  of  the  major  components  of  the  User  Interface  Toolbox; 

subsequent  sections  consider  key  Toolbox  components  in  detail.  The  Resource  Manager 

accesses  resources  in  resource  files;  resources  include  icons,  fonts,  menus,  alert  boxes,  and 

dialog  boxes,  as  well  as  custom-designed  resources. 

■  The  QuickDraw  package  performs  graphic  operations;  it  can  draw  a  diversity  of  shapes 
and  complex  drawings  made  of  combinations  of  shapes. 

■  The  Font  Manager  makes  type  fonts  available  in  various  styles  and  sizes;  it  supplies 
the  appropriate  dot  patterns  to  QuickDraw  to  draw  the  text. 

■  The  Toolbox  Event  Manager  informs  applications  of  the  occurrence  of  events  such  as 
mouse  clicks,  keyboard  activity,  and  disk  insertions. 

•  The  Window  Manager  performs  various  operations  on  windows  such  as  creating, 
moving,  resizing,  activating,  dragging,  scrolling,  and  closing  them. 

■  The  Control  Manager  allows  an  application  to  create  and  manage  controls  such  as 
buttons,  check  boxes,  radio  buttons,  dials,  and  scroll  bars. 

*  The  Menu  Manager  is  used  to  set  up  menus,  to  display  pull-down  menus,  and  to 
determine  what  item  a  user  selected  from  a  menu,  i.e.,  the  user’s  “order.” 

■  TextEdit  accepts  user-supplied  text  and  provides  common  editing  capabilities  such  as 
word  wraparound,  insertion,  deletion,  and  replacement. 
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A  MACINTOSH  APPLICATION  PROGRAM 


THE  USER  INTERFACE  TOOLBOX 
(in  ROM) 

Resource  Manager 
QuickDraw 
Font  Manager 
Toolbox  Event  Manager 
Window  Manager 
Control  Manager 
Menu  Manager 
TextEdit 
Dialog  Manager 
Desk  Manager 
Scrap  Manager 
Toolbox  Utilities 
Package  Manager 


THE  OPERATING  SYSTEM 
(in  ROM) 

Memory  Manager 
Segment  Loader 

Operating  System  Event  Manager 

File  Manager 

Device  Manager 

Disk  Driver 

Sound  Driver 

ROM  Serial  Driver 

Vertical  Retrace  Manager 

System  Error  Handler 

Operating  System  Utilities 


THE  MACINTOSH  HARDWARE 


OTHER  LOW-LEVEL  SOFTWARE 
(in  RAM) 

RAM  Serial  Driver 

Printing  Manager 

Printer  Driver 

AppleTalk  Manager 

Disk  Initialization  Package 

Floating-Point  Arithmetic  Package 

Transcendental  Functions  Package 


OTHER  HIGH-LEVEL  SOFTWARE 
(in  RAM) 

Binary- Decimal  Conversion  Package 
International  Utilities  Package 
Standard  File  Package 


Fig.  22.2  Macintosh  overview.  Source:  (IM85a)  p.  10. 


The  Dialog  Manager  creates  dialog  boxes  and  alert  boxes  and  determines  how  the  user 
responds  to  them. 

The  Desk  Manager  handles  the  various  desk  accessories  including  the  Calculator, 
NotePad,  Scrapbook,  Clock,  Key  Caps,  Puzzle,  and  Control  Panel. 

The  Scrap  Manager  allows  the  use  of  the  Clipboard  for  cutting  and  pasting  text  and 
graphics  between  applications  or  between  an  application  and  a  desk  accessory. 
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The  Toolbox  Utilities  are  routines  and  data  types  in  the  Toolbox  that  perform 
commonly  needed  operations  such  as  fixed-point  arithmetic,  character  string  manip¬ 
ulation,  and  logical  bit  operations. 

The  Package  Manager  lets  applications  use  various  RAM-based  routines  called 
packages.  These  include  the  Standard  Fite  Package ,  the  Binary-Decimal  Conversion 
Package ,  and  the  International  Utilities  Package. 


22.4.2  Low-Level  Software:  The  Operating  System 

The  operating  system  provides  the  interface  between  applications  and  the  Macintosh 
hardware.  This  section  lists  the  key  components  of  the  operating  system.  The  Memory 
Manager  dynamically  obtains  and  releases  memory  for  applications  and  the  operating 
system.  This  memory  normally  is  in  an  area  called  the  heap.  An  application's  procedural 
code  also  occupies  space  in  the  heap. 

■  The  Segment  Loader  loads  programs  to  be  executed.  An  application  can  be  loaded  all 
at  once,  or  it  can  be  parceled  into  separate  segments  that  are  loaded  dynamically  as 
needed. 

■  The  Operating  System  Event  Manager  reports  various  low-level  events  such  as  mouse 
clicks  and  keystrokes.  These  are  normally  passed  to  applications  by  the  Toolbox  Event 
Manager. 

■  The  File  Manager  supports  file  input/output;  the  Device  Manager  supports  device 
input/output. 

■  Device  drivers  are  programs  that  enable  the  various  types  of  devices  to  present  uniform 
input/output  interfaces  to  applications.  Three  device  drivers  are  built  in  to  the 
operating  system  in  ROM:  the  Disk  Driver  manages  the  accessing  of  information  on 
disks,  the  Sound  Driver  controls  the  sound  generators,  and  the  Serial  Driver  sends  and 
receives  data  through  the  serial  ports  (thus  providing  communications  with  serial 
peripheral  devices  such  as  printers  and  modems). 

■  The  Printer  Manager  enables  applications  to  print  data  on  a  variety  of  printers. 

■  The  AppleTalk  Manager  enables  applications  to  send  and  receive  information  over  an 
AppleTalk  communications  network. 

■  The  Vertical  Retrace  Manager  schedules  activities  to  be  performed  during  the  vertical 
retrace  interrupts  that  occur  60  times  per  second  as  the  video  screen  is  refreshed. 

■  The  System  Error  Handler  gets  control  when  a  fatal  system  error  occurs,  and  it  dis¬ 
plays  an  appropriate  error  box. 

■  The  Operating  System  Utilities  provide  a  variety  of  useful  functions  including  ob¬ 
taining  the  date  and  the  time,  performing  string  comparisons,  and  many  others. 

■  The  Disk  Initialization  Package  is  called  by  the  Standard  File  Package  to  initialize  and 
name  disks,  most  commonly  when  a  user  inserts  an  uninitialized  disk. 
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The  Floating-Point  Arithmetic  Package  supports  extended  precision  arithmetic.  The 
Transcendental  Functions  Package  provides  a  random  number  generator  as  well  as 
trigonometric,  logarithmic,  exponential,  and  financial  functions.  Macintosh  compilers 
automatically  generate  calls  to  these  packages  to  perform  numerical  manipulations. 


22.5  RESOURCE  MANAGER 

This  and  the  next  several  sections  consider  key  components  of  the  User  Interface  Toolbox 
in  detail.  The  Resource  Manager  is  the  part  of  the  Toolbox  through  which  an  application 
accesses  resources  such  as  menus,  fonts,  and  icons.  Applications  normally  access  resources 
through  the  Font  Manager  and  the  Menu  Manager;  these,  in  turn,  call  the  Resource 
Manager.  An  application’s  code  itself  is  a  resource. 

Resources  are  stored  in  resource  files.  A  resource  file  is  associated  with  each 
application.  A  system  resource  file  contains  standard  resources  shared  by  all  applications. 
Resources  may  be  placed  in  the  resource  file  with  the  aid  of  the  Resource  Editor.  An  icon 
resides  in  a  resource  file  as  a  32-by-32  bit  image.  A  font  resides  as  a  bit  image  of  the 
characters  of  the  font. 

22.6  QUICKDRAW 

QuickDraw  is  the  part  of  the  Toolbox  that  enables  applications  to  draw  the  following: 

1.  text  characters  in  a  number  of  proportionally-spaced  fonts,  with  variations  that  include 
boldfacing,  italicizing,  underlining,  and  outlining 

2.  straight  lines  of  any  length,  width,  and  pattern 

3.  a  variety  of  shapes,  including  rectangles,  rounded-comer  rectangles,  circles,  ovals,  and 
polygons;  all  either  outlined  and  hollow  or  filled  in  with  a  pattern 

4.  arcs  of  ovals,  or  wedge-shaped  sections  filled  in  with  a  pattern 

5.  any  other  arbitrary  shape  or  collection  of  shapes 

6.  a  picture  composed  of  any  combination  of  the  above,  drawn  with  just  a  single  pro¬ 
cedure  call. 

All  drawing  with  QuickDraw  is  performed  in  grafPorts ,  which  are  distinct  drawing 
areas  on  the  screen.  Each  of  these  ports  offers  a  separate  drawing  environment;  many 
grafPorts  may  be  in  use  at  once,  and  applications  may  switch  easily  between  grafPorts. 
Some  factors  that  characterize  a  grafPort  are  its  screen  location,  characters  set,  drawing 
location,  and  its  own  coordinate  system. 

22.7  FONT  MANAGER 

The  Font  Manager  is  the  part  of  the  Toolbox  that  supports  the  use  of  various  character  fonts 
when  applications  draw  text  with  QuickDraw  (Mc85).  A  font  is  a  complete  set  of  characters 
of  one  typeface;  the  font  does  not  include  size  or  stylistic  variations.  Each  font  has  a  font 
number  and  a  name.  Character  size  is  given  in  points  (approximately  l/72nd  of  an  inch). 
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Fonts  are  stored  as  resources  in  resource  files  and  may  occupy  a  large  amount  of  space. 
A  12-point  font  typically  occupies  about  3K  bytes,  and  a  24-point  font  occupies  about  I  OK 
bytes;  fonts  for  use  on  high-resolution  output  devices  such  as  laser  printers  can  occupy  32K 
bytes.  Users  may  define  their  own  fonts.  If  the  Font  Manager  is  asked  to  draw  a  font  in  a 
certain  size  and  it  does  not  have  that  size  available,  it  attempts  to  scale  down  a  larger  font  or 
scale  up  a  smaller  font. 


22.8  TOOLBOX  EVENT  MANAGER 

The  Toolbox  Event  Manager  is  the  component  of  the  toolbox  that  allows  an  application  to 
monitor  user  actions  such  as  mouse  clicks,  mouse  movement,  keystrokes,  and  disk 
insertions;  an  application  may  also  determine  how  much  time  has  elapsed  since  system 
startup.  Each  time  one  of  these  actions  occurs,  the  application  is  notified  by  means  of  an 
event.  The  Toolbox  Event  Manager  calls  the  Operating  System  Event  Manager,  thus  acting 
as  an  interface  between  it  and  the  application. 

Macintosh  application  programs  are  said  to  be  event-driven ;  they  repeatedly  ask  the 
Event  Manager  for  events  and  respond  to  each  accordingly.  Users  may  define  their  own 
types  of  events.  The  Event  Manager  also  facilitates  communication  between  different  parts 
of  an  application. 

Events  are  posted  (recorded)  by  the  Operating  System  Event  Manager  in  an  event 
queue.  The  Toolbox  Event  Manager  retrieves  events  from  this  queue  for  applications  and 
also  reports  other  types  of  events  not  kept  in  the  queue  such  as  window-related  events. 
Some  events  have  higher  priority  than  others  and  may  be  inserted  in  the  queue  ahead  of 
events  that  occurred  earlier. 


22.8.1  Event  Types 

Events  may  be  generated  by  the  user,  the  Window  Manager,  by  devices  drivers,  or  by 
applications.  Some  events  are  handled  by  the  system;  others  are  handled  by  applications. 
Following  are  events  that  occur  as  a  result  of  user  actions: 

1 .  A  mouse-down  event  occurs  when  the  user  presses  the  mouse  button;  a  mouse-up  event 
occurs  when  the  mouse  button  is  released. 

2.  A  key-down  event  occurs  when  the  user  presses  a  key  on  the  keyboard;  a  key-up  event 
occurs  when  the  user  releases  the  key. 

3.  Auto-key  events  occur  when  the  user  holds  down  a  repeating  key. 

Note  that  mouse  movement  does  not  generate  events;  rather  an  application  keeps  track 
of  the  mouse  by  repeatedly  requesting  its  current  position  from  the  Event  Manager. 

The  Window  Manager  generates  various  types  of  events  to  coordinate  window  dis¬ 
plays  on  the  screen: 

I.  Activate  events  occur  when  an  inactive  window  becomes  active,  or  an  active  window 
becomes  inactive;  these  events  generally  occur  in  pairs. 
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2.  Update  events  occur  when  all  or  part  of  a  window’s  contents  need  to  be  drawn  or  re¬ 
drawn,  usually  as  a  result  of  the  user’s  opening,  closing,  activating,  or  moving  a 
window. 

Device  drivers  report  device  driver  events  for  various  reasons  unique  to  each  particular 
type  of  device.  These  events  are  discussed  in  the  sections  of  this  case  study  dealing  with  the 
individual  device  drivers. 

Network  events  are  generated  by  the  AppleTalk  Manager  as  it  monitors  and  controls  an 
AppleTalk  local  area  network. 

The  Event  Manager  reports  a  null  event  if  it  has  no  other  events  to  report. 

Every  event  is  represented  internally  by  an  event  record  containing  all  pertinent  in¬ 
formation  about  that  event.  The  event  record  includes 

1 .  the  type  of  event 

2.  the  time  the  event  was  posted  in  ticks  (sixtieths  of  a  second)  since  system  startup 

3.  the  location  of  the  mouse  at  the  time  the  event  was  posted 

4.  the  state  of  the  mouse  button  at  the  time  the  event  was  posted 

5.  any  additional  information  required  for  a  particular  type  of  event,  such  as  which  key 
the  user  pressed  or  which  window  is  being  activated. 


22.8.2  Event  Priority 

Technically,  the  event  queue  operates  FIFO,  but  there  are  exceptions.  Events  with  different 
priorities  may  not,  in  fact,  be  inserted  in  the  queue  in  time-sequence  order.  Also,  not  all 
events  are  inserted  into  the  queue.  Applications  can  ask  the  Event  Manager  to  report  events 
of  a  specific  type,  and  this  could  cause  some  events  to  be  temporarily  bypassed. 

The  Event  Manager  always  returns  the  highest-priority  event  available  of  the  requested 
type.  The  priority  ranking  is  as  follows: 

1.  activate  (window  becoming  inactive  before  window  becoming  active) 

2.  mouse-down,  mouse-up,  key-down,  key-up,  disk-inserted,  network,  device  driver, 
application-defined  (all  in  FIFO  order) 

3.  auto-key 

4.  update  (in  front-to-back  order  of  windows) 

5.  null 

Activate  events  take  priority  over  all  others;  they’re  detected  in  a  special  way,  and  are 
never  actually  placed  in  the  event  queue.  Update  events  are  also  not  placed  in  the  queue. 
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22.8.3  Journaling  Mechanism 

Normally,  the  Event  Manager  receives  events  generated  by  various  user  activities  that 
happen  dynamically.  By  using  the  Event  Manager’s  journaling  mechanism ,  it  is  possible  to 
teed  the  Event  Manager  a  prestored  sequence  of  events.  For  example,  the  “Guided  Tour” 
provided  by  Apple  to  familiarize  users  with  the  Macintosh  uses  this  facility.  One  popular 
use  of  the  journaling  mechanism  is  testing  new  Macintosh  hardware  and  software  systems; 
a  journaling  file  is  initialized  to  contain  numerous  events  that  check  out  the  features  of  the 
hardware  and  the  software.  When  a  new  version  of  the  software  is  released,  journaling  files 
are  used  to  check  that  all  previously  checked-out  capabilities  still  work  properly  (this  is 
called  regression  testing). 


22  9  WINDOW  MANAGER 

The  Window  Manager  is  the  part  of  the  Toolbox  that  allows  you  to  create,  manipulate,  and 
dispose  of  windows.  The  active  window  (i.e.,  the  frontmost)  is  highlighted;  user  actions 
affect  it  while  the  other  windows  remain  inactive.  The  Window  Manager  handles  overlap¬ 
ping  windows,  makes  windows  active  or  inactive,  moves  windows,  and  resizes  them. 

Clicking  the  mouse  button  in  a  window  makes  that  window  active.  Clicking  in  a 
window’s  close  box  (the  small  square  at  the  top  left  corner  of  an  active  window)  closes  the 
window  and  removes  it  from  the  screen.  Dragging  (holding  down  the  mouse  button  while 
moving  the  mouse)  anywhere  in  the  title  box  lets  the  user  move  the  window.  Dragging 
inside  the  size  box  (at  the  bottom  right  corner  of  an  active  window)  allows  the  user  to  resize 
i  he  window. 

As  far  as  an  application  is  concerned,  a  window  is  a  grafPrort  that  it  can  draw  into  with 
QuickDraw  routines.  The  user  may  select  from  several  standard  types  of  windows  or  design 
customized  ones. 

Windows  are  normally  drawn  or  redrawn  in  a  two-step  process.  First  the  Window 
Manager  draws  the  window  frame.  Then  the  Window  Manager  generates  an  update  event  to 
get  the  application  to  draw  the  window  contents. 

22.10  CONTROL  MANAGER 

A  control  is  an  object  on  the  screen  (such  as  a  button,  a  check  box,  or  a  scroll  bar)  with 
which  the  user,  using  the  mouse,  can  cause  instant  action  with  visible  results  or  change 
settings  to  modify  a  future  action.  The  Control  Manager  is  the  part  of  the  Toolbox  that  deals 
with  controls.  Using  the  Control  Manager,  applications  can 

1 .  create  and  dispose  of  controls 

2.  display  or  hide  controls 

.1.  monitor  the  user’s  operation  of  a  control  with  the  mouse  and  respond  accordingly 

4.  read  or  change  the  setting  or  other  properties  of  a  control 

5.  change  the  size,  location,  or  appearance  of  a  control. 
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Various  standard  controls  are  available  and  the  user  may  create  customized  controls. 
Among  the  standard  control  types  are  the  following: 

1.  Buttons  cause  an  immediate  or  continuous  action  when  clicked  or  pressed  with  the 
mouse. 

2.  Check  boxes  retain  and  display  a  setting;  clicking  with  the  mouse  reverses  the  setting. 

3.  Radio  buttons  also  retain  and  display  an  on-or-off  setting.  They  are  organized  into 
groups,  with  the  property  that  only  one  button  in  the  group  can  be  on  at  a  time.  Clicking 
one  button  in  the  group  turns  it  on  and  simultaneously  turns  off  the  other  button  that 
was  on,  like  the  buttons  on  a  car  radio. 

4.  Dials  display  values  in  interesting  ways  such  as  by  a  position  on  a  sliding  switch,  the 
reading  on  a  thermometer  scale,  or  the  angle  of  a  needle  on  a  gauge.  Settings  are 
changed  by  dragging  a  control’s  moving  part,  called  its  indicator. 

Controls  may  be  active  (if  it  is  appropriate  to  manipulate  them)  or  inactive  (if  they  are 
not  currently  applicable).  Inactive  controls  are  dimmed.  Every  control  is  represented 
internally  by  a  control  record  that  includes 

1 .  A  pointer  to  the  window  the  control  belongs  to 

2.  A  handle  to  the  next  control  in  the  window’s  control  list  (handles  are  explained  in 
Section  22.16.1) 

3.  A  handle  to  the  control  definition  function 

4.  The  control's  title 

5.  A  rectangle  that  completely  encloses  the  control,  which  determines  the  control’s  size 
and  location  within  its  window 

6.  An  indication  of  whether  the  control  is  currently  active  and  how  it  is  to  be  highlighted 

7.  The  current  setting  of  the  control  and  the  minimum  and  maximum  values  the  setting 
can  assume 

8.  An  indication  of  whether  the  control  is  currently  visible  or  invisible.  Note  that  a  control 
may  be  “visible”  and  still  not  appear  on  the  screen,  because  it  is  obscured  by 
overlapping  windows  or  other  objects. 

9.  An  action  procedure  that  defines  some  action  to  be  performed  repeatedly  for  as  long  as 
the  user  holds  down  the  mouse  button  inside  the  control. 

22.11  MENU  MANAGER 

The  Menu  Manager  is  the  part  of  the  Toolbox  that  allows  users  to  create  sets  of  menus,  and 
allows  the  user  to  choose  from  the  commands  in  those  menus.  Menus  are  an  integral  part  of 
the  Macintosh  user  interface.  They  enable  users  to  see  a  complete  listing  of  options  without 
having  either  to  memorize  all  available  options  or  to  keystroke  those  options. The  user 
positions  the  cursor  in  the  menu  bar  and  presses  the  mouse  over  a  menu  title.  The 
application  then  calls  the  Menu  Manager,  which  highlights  that  title  and  “pulls  down”  the 
menu  below  it  like  a  window  shade.  Dragging  through  the  menu  causes  each  of  the  menu 
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items  (commands)  to  be  highlighted  in  turn.  Releasing  the  mouse  button  over  an  item 
causes  that  item  to  be  chosen.  The  item  blinks  briefly  to  confirm  that  it  has  been  chosen,  and 
then  the  menu  disappears.  The  Menu  Manager  informs  the  application  which  item  was 
chosen  and  the  application  performs  the  appropriate  action. 

Menus  can  be  disabled  so  that  their  options  cannot  be  selected;  disabled  menus  are 
dimmed.  An  ellipsis  (...)  following  the  text  of  an  item  indicates  that  selecting  the  item  will 
bring  up  a  dialog  box  to  get  further  information  before  the  command  is  executed.  Users  may 
design  their  own  menus.  Commands  selected  from  menus  can  also  be  chosen  by  pressing 
the  command  key  (cloverleaf)  and  an  appropriate  letter.  The  general  appearance  and 
behavior  of  a  menu  is  determined  by  a  routine  called  its  menu  definition  procedure,  which 
is  stored  as  a  resource  in  the  resource  file. 

The  Menu  Manager  keeps  all  the  information  it  needs  for  its  operations  on  a  particular 
menu  in  a  menu  record.  This  data  structure  contains  the  menu  ID  (a  number  that  identifies 
the  menu),  the  menu  title,  the  contents  of  the  menu  (i.e.,  the  text  and  the  other  parts  of  each 
item),  the  horizontal  and  vertical  dimensions  of  the  menu  in  pixels,  a  handle  to  the  menu 
definition  procedure,  and  flags  telling  whether  each  menu  item  is  enabled  or  disabled  and 
whether  the  menu  itself  is  enabled  or  disabled. 


22  12  TEXTEDIT 

TextEdit  is  the  part  of  the  Toolbox  that  handles  basic  text  formatting  and  editing  capa¬ 
bilities  in  a  Macintosh  application.  These  capabilities  include  inserting  new  text,  deleting 
characters  that  are  backspaced  over,  translating  mouse  activity  into  text  selection,  scrolling 
text  within  a  window,  deleting  selected  text  and  possibly  inserting  it  elsewhere,  and 
copying  text  without  deleting. 

The  Dialog  Manager  uses  TextEdit  for  text  editing  in  dialog  boxes.  TextEdit  supports 
these  standard  features: 

1.  Selecting  text  by  clicking  and  dragging  with  the  mouse;  selecting  entire  words  by 
double-clicking. 

2.  Extending  or  shortening  the  selection  by  shift-clicking. 

3.  Inverse  highlighting  of  the  current  text  selection,  or  display  of  a  blinking  vertical  bar  at 
the  insertion  point. 

4.  Word  wraparound,  which  prevents  a  word  from  being  split  between  lines  when  text  is 
displayed. 

5.  Cutting  (or  copying)  and  pasting  text  within  an  application  via  the  Clipboard. 
(TextEdit  actually  puts  cut  or  copied  text  into  an  area  called  the  TextEdit  scrap.) 

22.13  DIALOG  MANAGER 

The  Dialog  Manager  is  the  part  of  the  Toolbox  that  enables  applications  to  implement 
dialog  boxes  and  use  the  alert  mechanism,  two  means  of  communication  between  the 
application  and  the  end  user. 
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A  dialog  box  appears  on  the  screen  when  an  application  needs  more  information  to 
carry  out  a  command.  It  typically  resembles  a  form  on  which  the  user  checks  boxes  and  fills 
in  the  blanks.  Dialog  boxes  may  contain  informative  or  instructional  text,  rectangles  in 
which  text  may  be  entered  (initially  blank  or  containing  default  text  that  can  be  edited), 
controls  of  any  kind,  graphics  (icons  or  QuickDraw  pictures),  and  other  application-defined 
items.  An  “OK”  button  is  usually  provided  for  the  user  to  indicate  that  it  is  appropriate  to 
proceed.  A  “Cancel”  button  enables  the  user  to  cancel  the  command  as  though  it  had  never 
been  given. 

The  alert  mechanism  provides  applications  with  a  means  of  reporting  errors  or  giving 
warnings.  An  alert  box  appears  only  when  something  has  gone  wrong  or  must  be  brought  to 
the  user’s  attention.  The  alert  mechanism  also  issues  a  sound  from  the  Macintosh's  beeper. 

22.14  DESK  MANAGER 

The  Desk  Manager  is  the  part  of  the  Toolbox  that  supports  the  use  of  desk  accessories  from 
an  application;  the  Calculator,  for  example,  is  a  standard  desk  accessory  available  to  any 
application.  Other  desk  accessories  include  the  alarm  clock,  the  chooser,  the  control  panel, 
key  caps,  and  the  scrapbook. 

The  desk  accessories  are  “mini-applications”  that  can  be  run  at  the  same  time  as  a 
Macintosh  application.  The  user  opens  a  desk  accessory  by  choosing  it  from  the  Apple 
menu  (shaped  like  an  apple).  Users  may  write  their  own  desk  accessories  by  creating  them 
as  device  drivers  and  including  them  in  resource  files. 

22.15  PACKAGE  MANAGER 

The  Package  Manager  is  the  part  of  the  Toolbox  that  provides  access  to  packages. 
Packages  are  sets  of  data  types  and  routines  that  are  stored  as  resources  and  brought  into 
memory  when  needed.  The  Macintosh  packages,  which  are  stored  in  a  system  resource  file, 
include  the  following: 

1 .  The  Standard  File  Package ,  for  presenting  the  standard  user  interface  when  a  fde  is  to 
be  saved  or  opened. 

2.  The  Disk  Initialization  Package,  for  initializing  and  naming  new  disks;  this  package  is 
normally  called  by  the  Standard  File  Package. 

3.  The  International  Utilities  Package,  for  accessing  country-dependent  information 
such  as  the  formats  for  numbers,  currency,  dates,  and  times. 

4.  The  Binary-Decimal  Conversion  Package,  for  converting  integers  to  decimal  strings 
and  vice  versa. 

5.  The  Floating-Point  Arithmetic  Package,  which  supports  extended  precision  arith¬ 
metic. 

6.  The  Transcendental  Functions  Package,  which  contains  trigonometric,  logarithmic, 
exponential,  and  financial  functions,  as  well  as  a  random  number  generator. 
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22.16  MEMORY  MANAGER 

The  heap  contains  memory  available  to  applications  and  the  operating  system.  The 
Memory  Manager  (An88)  allows  applications  to  obtain  memory  from  the  heap  and  release 
memory  areas  no  longer  needed  to  the  heap.  Blocks  of  memory  in  the  heap  can  be  allocated 
and  released  in  any  order.  Thus  the  heap  tends  to  suffer  the  fragmentation  we  considered  in 
our  discussion  of  real  storage  variable  partition  multiprogramming  systems  in  Chapter  7 
(Fig.  22.3). 

The  Memory  Manager  maintains  at  least  two  heap  zones.  The  system  heap  zone  is  used 
by  the  operating  system;  the  application  heap  zone  is  used  by  the  application  program  and 
the  Toolbox.  User  programs  reside  in  space  in  the  application  heap  zone  requested  by  the 
Segment  Loader. 

Space  in  a  heap  zone  is  subdivided  into  contiguous  blocks.  Each  block  in  the  zone  is 
eil  her  allocated  or  free.  Each  block  contains  a  block  header,  actual  contents,  and  perhaps 
some  unused  space  at  the  end.  Allocated  blocks  may  be  relocatable  or  nonrelocatable.  A 
relocatable  block  may  be  locked  or  unlocked ;  a  locked  relocatable  block  cannot  be  moved. 
An  unlocked  block  may  be  purgeable  or  unpury cable. 


22.16.1  Pointers  and  Handles 

Nonrelocatable  blocks  are  referred  to  by  pointers;  relocatable  blocks  are  referred  to  by 
handles.  Because  a  nonrelocatable  block  cannot  move,  the  pointer  to  it  never  changes  (Fig. 
22.4).  But  relocatable  blocks  can  move,  so  the  Memory  Manager  creates  a  nonrelocatable 
master  pointer  to  the  block.  When  a  relocatable  block  is  allocated,  the  Memory  Manager 
returns  a  handle  to  the  master  pointer;  if  the  relocatable  block  is  moved,  the  contents  of  the 
master  pointer  is  changed  while  the  handle  remains  constant  (Fig.  22.5). 


□ 


relocatable  blocks 


nonrelocatable  blocks 


free  blocks 


Fig.  22.3  Fragmented  heap.  Source;  (IM85b)  p.  9. 
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heap  zone 


nonrelocatable 

block 


Fig.  22.4  A  pointer  to  a  nonrelocatable  block.  Source;  (IM85b)  p.  1 1 . 


22.16.2  Allocating  Heap  Space 

The  Memory  Manager  allocates  heap  space  using  the  first  fit  strategy.  After  the  first 
sufficiently  large  memory  block  is  found  and  allocated,  the  next  request  for  space  begins 
searching  at  that  point  and  wraps  around  the  end  of  the  heap  zone,  if  necessary,  to  continue 
its  search. 

If  a  sufficiently  large  block  can  not  be  found,  the  Memory  Manager  begins  compac¬ 
ting  the  heap  zone  by  moving  only  unlocked  relocatable  blocks.  This  process  terminates  as 
soon  as  a  sufficiently  large  block  is  found,  or  until  the  heap  zone  is  fully  compacted. 
Nonrelocatable  blocks  hinder  the  compaction  process,  so  the  Memory  Manager  attempts  to 
maintain  nonrelocatable  blocks  together  at  the  bottom  of  the  heap  zone. 

If  after  compaction  a  request  still  can  not  be  satisfied,  the  Memory  Manager  attempts  to 
expand  the  heap  zone.  If  this  doesn’t  work,  then  the  Memory  Manager  begins  purging 
relocatable,  unlocked,  purgeable  blocks  from  the  heap  zone. 

When  all  these  possibilities  have  failed,  the  Memory  Manager  calls  the  grow  zone 
function.  This  optional  routine  may  be  provided  by  an  application  as  a  last  resort  to  create 
space  within  a  heap  zone;  the  grow  zone  function  may,  for  example,  purge  previously 
unpurgeable  blocks.  The  Memory  Manager  repeatedly  calls  the  grow  zone  function  and 
compacts  the  heap  zone  until  it  either  finds  space  or  runs  out  of  freeable  memory.  Finally,  if 
the  memory  request  can  not  be  satisfied,  the  Memory  Manager  so  informs  the  routine  that 
called  it. 


heap  zone 


master 

pointer 


relocatable 

block 


Fig.  22.5  A  handle  to  a  relocatable  block.  Source;  (IM85b)  p.  12. 
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22.16.3  Stack  and  Heap 

Slack  data  structures  are  particularly  helpful  in  supporting  the  dynamic  memory  allocation 
and  deallocation  associated  with  the  activation  and  deactivation  of  functions  and  proce¬ 
dures.  For  each  invocation  of  a  routine,  space  called  a  stack  frame  is  allocated  on  the  stack 
to  hold  parameters,  local  variables,  and  the  return  address.  As  a  routine  is  exited,  the  stack 
frame  is  popped  (discarded)  from  the  stack. 

The  stack  and  the  application  heap  zone  are  both  dynamic  data  structures.  They  grow 
toward  one  another  from  opposite  ends  of  a  common  area  of  memory.  An  application  heap 
limit  may  be  set  by  a  program  to  limit  the  size  of  the  application  heap  zone;  the  stack  may 
expand  indefinitely  and  could  collide  with  the  application  heap  zone  (Fig.  22.6).  A  routine 
called  the  stack  sniffer  runs  sixty  times  per  second  (once  after  each  vertical  retrace 
interrupt)  to  determine  if  the  stack  and  the  heap  have  collided.  If  they  have,  then  the  System 
Error  Handler  is  invoked  to  inform  the  user. 


22.16.4  Memory  Organization 

Every  allocated  or  free  block  in  the  heap  zone  has  a  block  header  containing  information 
that  helps  the  Memory  Manager  manage  the  blocks  in  the  zone  and  move  from  block  to 
block.  Block  headers  are  for  the  operating  system;  they  are  transparent  to  user  programs. 
U  ser  programs  see  blocks  by  their  logical  size,  i.e.,  the  useful  contents  of  the  block,  whereas 
the  operating  system  sees  blocks  by  their  physical  size,  including  the  block  header,  the 
useful  contents,  and  the  wasted  space  at  the  end  of  the  block. 

22.17  SEGMENT  LOADER 

The  Segment  Loader  allows  applications  to  be  divided  into  separate  memory  segments  that 
need  not  all  be  in  memory  at  once.  Any  one  segment  cannot  be  larger  than  32K  bytes. 
Initially,  an  application’s  main  segment  is  loaded.  The  main  segment  remains  loaded  and 
locked  for  the  duration  of  the  application.  Other  segments  are  loaded  dynamically  as 


i  high  memory  : 

stack 

unused 
space 

application 
heap 

!  low  memory 


application  heap 
limit 


Fig.  22.6  The  stack  and  the  heap.  Source;  (IM85b)  p.  17. 
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needed.  A  loaded  segment  is  locked;  it  is  not  relocatable  and  not  purgeable.  An  unloaded 
segment  is  made  relocatable  and  purgeable.  It  is  important  that  a  segment  not  unload  the 
segment  that  called  it  because  the  return  address  on  the  stack  would  become  incorrect  if  the 
calling  segment  were  moved  or  purged. 


22.18  OPERATING  SYSTEM  EVENT  MANAGER 

The  Operating  System  Event  Manager  is  concerned  with  observing  and  reporting  various 
low-level  actions  such  as  keystrokes,  mouse  clicks,  disk  insertions,  device  driver  activity, 
and  network  events.  Applications  normally  learn  of  these  events  by  calling  the  Toolbox 
Event  Manager,  which  in  turn  calls  the  Operating  System  Event  Manager. 

The  Operating  System  Event  Manager  stores  information  about  most  events  in  an 
event  queue.  It  enables  the  removal  of  events  from  the  event  queue,  and  it  allows  the  setting 
of  the  system  event  mask  to  limit  the  kinds  of  event  types  that  will  be  posted  in  the  queue. 


22.19  FILE  MANAGER 

The  File  Manager  controls  the  reading  and  writing  of  files.  It  handles  communication 
between  applications  and  files  on  block  devices  such  as  disk  drives  of  various  kinds.  A 
volume  is  the  storage  medium  on  which  a  file  resides.  Some  examples  of  volumes  are  sturdy 
disks  and  hard  disks. 

Every  volume  has  a  volume  name  and  a  volume  reference  number,  the  latter  used  to 
distinguish  between  volumes  of  the  same  name.  Each  volume  may  contain  many  separate 
files  as  well  as  a  file  directory  listing  the  files  that  are  on  that  volume.  Files  are  contained  in 
allocation  blocks ,  which  are  multiples  of  512  bytes  in  size. 

A  volume  is  said  to  be  mounted  when  it  is  inserted  in  a  disk  drive  and  information 
about  the  volume  is  stored  in  memory.  A  mounted  volume  may.  however,  be  ejected.  A 
volume  is  said  to  be  unmounted  when  the  File  Manager  frees  the  storage  used  to  retain  the 
descriptive  information  for  the  volume. 

For  each  volume,  the  system  assigns  a  volume  buffer  (on  the  heap)  for  use  in  reading 
and  writing  information  from  and  to  the  volume.  The  larger  the  main  memory,  the  greater 
the  number  of  volume  buffers  that  can  be  supported  and  hence  the  greater  the  number  of 
volumes  that  can  be  mounted  at  once. 

To  prevent  accidental  or  intentional  destruction  of  information  on  a  volume,  volumes 
may  be  locked  (against  writing)  by  either  setting  a  software  flag  or  by  moving  the  security 
tab  on  the  3-1/2  inch  sturdy  disk. 

A  mounted  volume  may  be  accessed  by  volume  name,  by  volume  reference  number,  or 
by  disk  drive  number.  Calls  not  specifying  a  particular  volume  are  automatically  directed  to 
the  default  volume.  This  is  normally  the  volume  that  was  used  to  start  the  system,  but  an 
application  may  specify  any  particular  mounted  volume  as  the  default  volume. 
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22.19.1  Files 

Each  file  is  identified  by  a  file  name  and  a  version  number.  Each  byte  within  a  file  is 
identified  by  its  position  within  the  file  beginning  with  byte  0.  Files  reside  in  allocation 
blocks  of  512  bytes  each.  Each  volume  can  contain  many  files,  depending  on  how  large  the 
volume  is  and  how  large  each  of  the  files  is.  Each  file  is  identified  by  a.  file  name  and  a 
version  number. 

Each  file  has  two  forks  (parts):  a  data  fork  and  a  resource  fork.  The  resource  fork  of  an 
application  file  contains  the  application  code  and  the  resources  used  by  the  application;  this 
information  is  accessed  exclusively  by  the  Resource  Manager.  The  data  fork  can  contain 
whatever  the  application  places  there;  its  information  is  accessed  exclusively  by  the  File 
Manager. 

Each  file  contains  a  logical  end-of-file ,  which  defines  the  end  of  the  actual  data  in  the 
file,  and  a  physical  end-of-file,  which  defines  the  end  of  the  physical  space  reserved  for  the 
file  (in  allocation  blocks  of  512  bytes  each).  A  mark  indicates  the  next  position  at  which 
reading  or  writing  is  to  occur. 

22.19.2  File  Access 

Access  to  a  file  may  be  either  sequential  or  random.  In  order  for  a  file  to  be  accessed,  the 
file  must  be  open.  A  file  must  be  closed  before  it  can  be  deleted  from  its  volume.  When  a 
file  is  opened  for  any  reason,  an  access  path  to  the  file  is  created  by  the  File  Manager.  The 
access  path  includes  the  identification  of  the  volume  on  which  the  file  resides,  as  well  as  the 
location  of  the  file  on  that  volume.  Each  file  may  have  several  access  paths  for  reading,  but 
only  one  access  path  for  writing.  The  file  access  path  is  regulated  by  permissions  of  either 
read-only,  write-only,  or  read/write. 

When  an  application  issues  a  read  request  from  a  file,  the  File  Manager  transfers  the 
data  from  the  file  on  the  volume  into  the  application's  data  buffer  in  memory.  A  write 
request  by  an  application  causes  the  File  Manager  to  transfer  the  data  from  the  data  buffer  to 
(he  file. 

The  File  Manager  may  transfer  data  a  line  at  a  time  or  as  a  continuous  stream  of 
characters.  In  line-by-line  transfers,  lines  are  delineated  by  the  newline  character.  In  con- 
linuous  stream  transfers,  each  read  or  write  request  specifies  the  number  of  characters  to  be 
transferred. 

The  low-level  routines  of  the  File  Manager  can  generally  be  executed  either  syn¬ 
chronously  or  asynchronously.  A  routine  executed  synchronously  prevents  the  application 
from  continuing  until  the  routine  has  completed.  When  a  routine  is  executed  asyn¬ 
chronously,  the  application  may  continue  while  the  routine  is  performed.  An  asynchronous 
routine  call  causes  the  File  Manager  to  place  an  HO  request  in  the  file  HO  queue  and  return 
control  to  the  calling  program  (most  likely  before  the  I/O  has  been  performed).  It  is  the 
option  of  the  calling  program  to  designate  a  completion  routine  to  be  performed  when  the 
asynchronous  I/O  finishes. 
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22.19.3  Data  Organization  on  Volumes 

The  actual  reading  and  writing  of  data  is  performed  by  device  drivers  that  understand  the 
precise  layout  of  information  on  each  different  type  of  disk  device.  The  File  Manager  does 
not  actually  read  or  write;  rather  it  communicates  with  the  device  driver  specific  to  the 
device  in  question.  For  this  process  to  work,  each  device  must  first  be  initialized 
(formatted)  by  the  Disk  Initialization  Package.  The  device  drivers  read  and  write  data  one 
block  at  a  time. 

Information  is  stored  on  Macintosh  volumes  in  logical  blocks  and  allocation  blocks. 
Logical  blocks  contain  5 1 2  bytes  of  information  plus  some  additional  bytes  of  device  driver 
information.  Allocation  blocks  consist  of  one  or  more  logical  blocks  treated  as  a  group. 

Volumes  initialized  by  the  Macintosh  contain  various  pieces  of  system  startup  in¬ 
formation  in  logical  blocks  0  and  1.  This  information  includes  system  parameters  such  as 
the  starting  size  of  the  system  heap  and  the  number  of  entries  to  be  allowed  in  the  event 
queue. 

The  master  directory  block  begins  in  logical  block  2.  It  includes  various  types  of 
volume  information  (Fig.  22.7)  as  well  as  the  volume  allocation  block  map.  which  indicates 
the  usage  of  each  block  of  the  volume  (i.e.,  unused  or  containing  part  of  a  specific  file).  The 
file  directory  (Fig.  22.8)  lists  descriptive  information  and  the  location  for  each  file  on  the 
volume. 


byte  0 

drSigWord  (word) 

2 

drCrDate  (long  word) 

6 

drLsBkUp  (long  word) 

10 

drAtrb  (word) 

12 

drNmFIs  (word) 

14 

drDirSt  (word) 

16 

drBILen  (word) 

18 

drNmAIBIks  (word) 

20 

drAIBIkSiz  (long  word) 

24 

drCIpSiz  (long  word) 

28 

drAIBISt  (word) 

30 

drNxtFNum  (long  word) 

34 

drFreeBks  (word) 

36 

drVN  (byte) 

37 

drVN  +  1  (bytes) 

always  $D2D7 

date  and  time  of  initialization 

date  and  time  of  last  backup 

volume  attributes 

number  of  files  in  directory 

first  block  of  directory 

length  of  directory  in  blocks 

number  of  allocation  blocks  on  volume 

size  of  allocation  blocks 

number  of  bytes  to  allocate 

first  allocation  block  in  block  map 

next  unused  file  number 

number  of  unused  allocation  blocks 

length  of  volume  name 

characters  of  volume  name 


Fig.  22.7  Volume  information.  Source:  (IM85b)  p.  121. 
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byte  0 

fIFIags  (byte) 

1 

fITyp  (byte) 

2 

flUsrWds  (16  bytes) 

18 

fIFINum  (long  word) 

22 

fIStBIk  (word) 

24 

fILgLen  (long  word) 

28 

flPyLen  (long  word) 

32 

fIRStBIk  (word) 

34 

fIRLgLen  (long  word) 

38 

fIRPyLen  (long  word) 

42 

fICrDat  (long  word) 

46 

flMdDat  (long  word) 

50 

fINam  (byte) 

51 

flNam  +  1  (bytes) 

Fig.  22.8  A  file  directory  entry. 


bit  7  =  1  if  entry  used;  bit  0  =  1  if  file  locked 
version  number 

information  used  by  the  Finder 
file  number 

first  allocation  block  of  data  fork 
logical  end-of-file  of  data  fork 
physical  end-of-file  of  data  fork 
first  allocation  block  of  resource  fork 
logical  end-of-file  of  resource  fork 
physical  end-of-file  of  resource  fork 
date  and  time  of  creation 
date  and  time  of  last  modification 
length  of  file  name 
characters  of  file  name 

ce:  <IM85b)  p.  123. 


22.19.4  Data  Structures  in  Memory 

The  File  Manager  uses  the  following  data  structures  in  main  memory; 

1.  file  I/O  queue 

2.  volume-control-block  queue 

3.  a  copy  of  the  volume  allocation  block  map  for  each  on-line  volume 

4.  file-control-block  buffer 

5.  a  volume  buffer  for  each  on-line  volume 

().  optional  access  path  buffers  (one  per  access  path) 

7.  drive  queue 

The  file  HO  queue  contains  parameter  blocks  for  each  of  the  asynchronous  routines 
awaiting  execution. 

When  a  volume  is  initially  mounted,  its  volume  information  is  used  to  build  a  volume 
control  block  (Fig.  22.9)  in  the  volume-control-block  queue.  The  volume  allocation  block 
map  is  copied  to  the  system  heap,  and  space  is  reserved  for  a  volume  buffer  in  the  system 
heap. 
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TYPE  VCB  = 
RECORD 


qLink  ; 

QElemPtr ; 

{next  queue  in  entry} 

qType : 

INTEGER; 

{queue  type} 

vcbFlags : 

INTEGER; 

{bit  15  =  1  if  dirty} 

vcbSigWord : 

INTEGER; 

{ always  $D2D7 } 

vcbCrDate : 

LONGINT; 

{date  and  time  of  initializa¬ 
tion  } 

vcbLsBkUp : 

LONG I NT; 

{date  and  time  of  last  back¬ 
up} 

vcbAtrb : 

INTEGER; 

{volume  attributes} 

vcbNmFls : 

INTEGER; 

{number  of  files  in  directory 

vcbDirSt : 

INTEGER; 

{first  block  of  directory} 

vcbBILn : 

INTEGER; 

{length  of  directory  in 
blocks } 

vcbNmBlks : 

INTEGER; 

{number  of  allocation  blocks} 

vcbAlBlkSiz : 

LONGINT; 

{size  of  allocation  blocks} 

vcbClpSiz : 

LONGINT; 

{number  of  bytes  to  allocate} 

vcbAlBISt : 

INTEFER; 

{first  allocation  block  in 
block  map} 

vcbNxtFNum : 

LONGING- 

{next  unused  file  number} 

vcbFreeBks : 

INTEGER; 

{number  of  unused  allocation 
blocks } 

vcbVN : 

STRING [27] ; 

{volume  name} 

vcbDrvNum : 

INTEGER; 

{drive  number} 

vcbDRefNum : 

INTEGER; 

{driver  reference  number} 

vcbFSID : 

INTEGER; 

{file-system  identifier} 

vcbVRefNum : 

INTEGER; 

{volume  reference  number} 

vcbMAdr : 

Ptr; 

{pointer  to  block  map} 

vcbBuf Adr : 

Ptr  ; 

{pointer  to  volume  buffer} 

vcbMLen : 

INTEGER; 

{number  of  bytes  in  block 
map } 

vcbDir Index : 

INTEGER; 

{used  internally} 

vcbDirBlk : 

END; 

INTEGER; 

{used  internally} 

Fig.  22.9  Volume  control  block.  Source:  (IM85b)  p.  125. 


When  a  file  is  opened,  information  in  the  file  directory  entry  is  used  to  create  a  file 
control  block  (Fig.  22.10)  in  the  file-control-block  buffer.  The  file-control -block  buffer 
contains  information  about  all  access  paths. 

At  system  startup  time,  information  describing  each  disk  drive  connected  to  the 
Macintosh  is  inserted  in  the  drive  queue  (Fig.  22.1 1).  One  key  piece  of  information  in  this 
entry  is  the  driver  reference  number  of  the  device  driver  that  controls  this  device. 
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byte  0 

fcbFINum  (long  word) 

file  number 

4 

fcbMdRByt  (byte) 

flags 

5 

fcbTypByt  (byte) 

version  number 

6 

fcbSBIk  (word) 

first  allocation  block  of  file 

8 

fcbEOF  (long  word) 

logical  end-of-file 

12 

fcbPLen  (long  word) 

physical  end-of-file 

IS 

fcbCrPs  (long  word) 

mark 

20 

fcbVPtr  (pointer) 

pointer  to  volume  control  block 

24 

fcbBfAdr  (pointer) 

pointer  to  access  path  buffer 

28 

fcbFIPos  (word) 

for  internal  use  of  File  Manager 

Fig.  22.10 

File  control  block.  Source:  (IM85b)  p.  127. 

TYPE 

DrvQEI 

=  RECORD 

qLink : 

QElemPtr ; 

{next  queue  entry} 

qType : 

INTEGER; 

{queue  type} 

dQDrive : 

INTEGER; 

{drive  number} 

dQRefNum : 

INTEGER; 

{driver  reference 
number } 

dQFSID : 

INTEGER; 

{ f i le-system 
identifier } 

dQDrvSize : 

INTEGER; 

{number  of  logical 
blocks } 

END; 

Fig.  22.11 

Drive  queue  entry.  Source:  (IM85b)  p.  127. 

22.20  PRINTING  MANAGER 

The  RAM-based  Printing  Manager  enables  the  use  of  QuickDraw  routines  to  print  text  and 
graphics  on  various  types  of  printers  (Sp85).  The  Printing  Manager  calls  the  Printer  Driver, 
which  is  a  RAM-based  device  driver. 

The  Printing  Manager  obtains  page  setup  and  print  specifications  from  the  application 
through  dialogs.  The  application  need  not  be  concerned  with  specific  printer  characteristics 
when  communicating  with  the  Printing  Manager.  The  Printer  Driver  actually  controls  the 
particular  printer  and  has  access  to  the  printer's  characteristics,  which  are  stored  in  a  printer 
resource  file  on  the  user’s  disk.  New  printers  are  installed  with  the  Choose  Printer  desk 
accessory,  which  creates  the  new  printer  resource  file. 
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When  a  document  is  opened  for  printing,  the  application  is  assigned  a  printing  graf- 
Port.  QuickDraw  routines  are  then  used  to  draw  text  and  graphics  into  this  port. 

Information  to  control  printing  is  stored  in  a  print  record  by  the  Printing  Manager, 
which  receives  this  information  through  dialogs  with  users  (Fig.  22. 1 2).  The  style  dialog  is 
initiated  when  the  user  selects  Page  Setup  from  the  File  menu.  The  style  dialog  is 
concerned  with  selecting  options  that  affect  the  page  dimensions.  The  job  dialog  is  initiated 
when  the  user  selects  Print  from  the  File  menu.  The  job  dialog  allows  the  user  to  specify 
options  for  this  particular  print  run  such  as  the  number  of  copies  to  print,  the  range  of  page 
numbers  to  print,  the  print  quality,  whether  cut  sheets  or  fanfold  paper  is  being  used,  and  so 
on. 

The  Printing  Manager  may  print  documents  with  one  of  two  methods,  namely  draft 
printing  or  spool  printing.  With  draft  printing,  the  document  is  printed  immediately.  With 
spool  printing,  the  actual  printing  of  the  document  may  be  deferred — the  Printing  Manager 
first  spools,  i.e.,  prepares  a  print  image  either  in  memory  or  on  disk,  and  this  information  is 
then  transformed  into  bit-image  representation  and  printed. 

While  printing  is  in  progress,  it  is  possible  to  run  an  optionally  designated  background 
procedure.  The  Printing  Manager  runs  this  procedure  whenever  it  is  not  engaged  in 
controlling  printing.  The  Printing  Manager  is  not  a  reentrant  procedure,  so  it  is  important 
for  the  background  procedure  not  to  attempt  any  printing. 


Fig.  22.12 


Printing  overview.  Source:  (IM85b)  p.  148. 
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22.21  DEVICE  MANAGER 

The  Device  Manager  is  responsible  for  communications  between  applications  and  devices. 
Macintosh  devices  are  hardware  components  such  as  disk  drives,  printers,  and  communica¬ 
tions  ports  that  can  send  information  to,  or  receive  information  from,  the  Macintosh.  The 
screen  in  this  sense  is  not  a  device;  it  is  controlled  by  QuickDraw. 

The  Macintosh  supports  both  character  devices  and  block  devices.  A  character  device 
(such  as  a  printer  or  a  serial  port)  reads  or  writes  a  continuous  stream  of  characters  one  byte 
(character)  at  a  time.  A  character  device  cannot  return  to  a  previous  byte  in  the  stream,  nor 
can  it  skip  ahead  several  characters  in  the  stream.  Character  devices  are  sequential  access 
devices. 

Block  devices  (such  as  disk  drives)  read  and  write  blocks  of  bytes  at  a  time.  Block 
devices  are  direct  access  devices;  any  block  on  the  device  can  be  accessed  directly  without 
having  to  read  all  previous  blocks. 

Applications  normally  communicate  with  devices  by  calling  the  Device  Manager.  The 
Device  Manager  may  be  called  directly  by  the  application,  or  it  may  be  called  indirectly  via 
another  portion  of  the  system  such  as  the  File  Manager  or  the  Printing  Manager  (Fig. 
22. 1 3).  The  Device  Manager  itself  does  not  directly  control  any  particular  device.  Rather,  it 
calls  the  device  driver  that  is  specifically  responsible  for  each  particular  device. 

Three  device  drivers  are  provided  in  ROM,  namely  the  Disk  Driver,  the  Sound  Driver, 
and  the  ROM  Serial  Driver.  The  standard  RAM  drivers  include  the  Printer  Driver,  the  RAM 
Serial  Driver,  The  AppleTalk  drivers,  and  the  desk  accessories  (manipulated  by  the  Desk 
Manager).  RAM  drivers  are  considered  to  be  resources  and  are  obtained  from  the  system 
resource  file.  Other  device  drivers  may  be  added  to  the  system  as  needed. 


Fig.  22.13 


Device  Communication.  Source;  (IM85b)  p.  176. 


762  Case  Study:  Inside  the  Apple  Macintosh 


22.21.1  Device  Driver 

The  Device  Manager  communicates  with  device  drivers.  Device  Drivers  are  either  open  or 
closed.  The  Sound  Driver  and  Disk  Driver  are  automatically  opened  during  system  startup; 
other  drivers  are  opened  at  the  request  of  an  application.  A  device  driver  must  be  open  in 
order  for  an  application  to  write  data  to,  or  read  data  from,  a  device.  Each  open  device  is 
given  a  driver  reference  number  by  the  Device  Manager. 

When  a  device  driver  reads  data  from  a  device,  it  places  that  data  in  the  application’s 
data  buffer.  When  a  driver  writes  data  to  a  device,  it  takes  the  data  from  the  application’s 
data  buffer  and  transfers  it  to  the  device. 

An  application  transmits  control  information  to  the  device  driver;  the  device  driver 
transmits  status  information  to  the  application.  Control  information  may  select  modes  of 
operation,  start  or  stop  processes,  enable  buffers,  choose  protocols,  and  so  on.  Status 
information  may  indicate  the  current  mode  of  operation,  the  readiness  of  the  device,  the 
occurrence  of  errors,  and  so  on. 

Low-level  Device  Manager  routines  can  be  executed  either  synchronously  or  asyn¬ 
chronously.  On  an  asynchronous  call,  an  HO  request  is  placed  in  the  driver  HO  queue  and 
control  returns  immediately  to  the  calling  program,  which  may  proceed  even  while  the  I/O 
is  being  performed.  Requests  are  processed  one  at  a  time  from  the  queue.  A  completion 
routine  may  be  specified  by  the  calling  program;  this  routine  will  be  executed  automatically 
when  the  asynchronous  operation  finishes. 

Parameters  communicated  between  applications  and  the  Device  Manager  are  stored  in 
a  parameter  block  in  the  stack  or  the  heap.  RAM  drivers  are  stored  in  resource  files.  When 
a  device  driver  is  opened,  a  device  control  entry  is  created  in  memory.  Each  device  driver 
has  a  driver  I/O  queue  that  contains  the  parameter  blocks  for  all  asynchronous  routines 
awaiting  execution.  The  Unit  Table  (Fig.  22.14)  contains  a  handle  to  the  device  control 
entry  of  each  of  the  device  drivers. 


22.21.2  Interrupts 

Two  kinds  of  exceptions  that  the  processor  must  deal  with  are  traps  and  interrupts.  A  trap 
results  directly  from  the  execution  of  an  instruction;  attempts  to  divide  by  zero,  reference  an 
out-of-bounds  memory  location,  and  execute  an  undefined  operation  code  are  all  examples 
of  traps. 

When  a  device  wants  the  attention  of  the  processor,  it  issues  an  interrupt.  A  device  may 
wish,  for  example,  to  notify  the  processor  of  the  completion  of  an  I/O  operation,  or  it  may 
wish  to  let  the  processor  know  that  it  is  ready  to  receive  transmissions. 

An  interrupt  causes  the  processor  to  suspend  normal  execution,  save  the  address  of  the 
next  instruction  to  be  executed  and  the  processor’s  internal  status  on  the  stack,  and  transfer 
control  to  an  interrupt  handler  routine  designed  to  process  that  particular  type  of  interrupt. 
Users  may  write  their  own  interrupt  handlers. 

The  Motorola  MC68000  series  of  microprocessors  recognizes  seven  different  inter¬ 
rupt  levels.  A  separate  interrupt  handler  is  provided  for  each  of  these.  An  interrupt  vector 
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Fig.  22.14  The  Unit  Table.  Source:  (IM85b)  p.  192. 

table  in  low  memory  contains  the  addresses  of  these  seven  routines.  When  an  intenupt 
occurs,  the  type  of  inten  upt  is  used  as  an  index  to  the  inten  upt  vector  table  to  determine  the 
address  of  the  appropriate  intenupt  handler,  and  control  is  transfened  to  that  interrupt 
handler.  When  the  inten  upt  handler  completes,  the  status  information  is  restored  from  the 
stack,  and  the  processor  continues  from  the  point  of  interruption. 

Three  devices  in  the  Macintosh  can  cause  intenupts.  These  are  the  Synertek  SY6522 
Versatile  Interface  Adaptor  (VIA),  the  Zilog  Z8530  Serial  Communications  Controller 
(SCC),  and  the  debugging  switch.  Each  of  these  sends  a  three-bit  interrupt  priority  level  to 
the  processor.  This  number  informs  the  processor  of  the  device  causing  the  inten  upt  and  the 
inten  upt  handler  that  should  be  executed  as  follows: 
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Level  Interrupting  Device 

0  None 

1  VIA 

2  SCC 

3  VIA  and  SCC 

4-7  Debugging  switch 

The  level  of  the  interrupt  is  compared  with  the  processor  priority  in  the  status  register. 
If  the  interrupt  level  is  greater  than  the  processor  priority,  the  MC68000  acknowledges  the 
interrupt  and  initiates  interrupt  processing. 

When  an  interrupt  is  acknowledged,  the  processor  priority  is  set  to  the  interrupt  priority 
level  to  prevent  additional  interrupts  of  equal  or  lower  priority  until  the  interrupt  handler 
has  finished  servicing  the  interrupt.  Interrupt  handlers  should  lower  the  processor  priority 
as  soon  as  possible  to  enable  pending  interrupts  to  be  processed  promptly. 

The  interrupt  priority  level  is  used  as  an  index  into  the  primary  interrupt  vector  table. 
Each  entry  in  the  table  contains  the  starting  address  of  an  interrupt  handler  (Fig.  22. 15). 

Execution  jumps  to  the  interrupt  handler  at  the  address  specified  in  the  table.  The 
interrupt  handler  must  identify  and  service  the  interrupt.  Then  it  must  restore  the  processor 
priority,  status  register,  and  program  counter  to  the  values  they  contained  before  the 
interrupt  occurred. 

Level- 1  interrupts  are  generated  by  the  VIA.  The  source  of  the  interrupt  is  indicated  in 
the  VIA’s  interrupt  flag  register  and  interrupt  enable  register;  a  table  of  secondary  vectors 
in  low  memory  is  used  to  determine  which  interrupt  handler  to  call.  The  level- 1  interrupt 
handler  is  reentrant. 

Level-2  interrupts  are  generated  by  the  SCC.  The  level-2  interrupt  handler  also  uses  a 
table  of  secondary  vectors  to  route  specific  types  of  interrupts  to  appropriate  interrupt 
handlers,  and  the  level-2  interrupt  handler  is  also  reentrant.  Communications  interrupts  are 
always  handled  before  mouse  interrupts. 


$64 

auto  Inti 

vector 

$68 

autolnt2 

vector 

$6C 

autolnt3 

vector 

$70 

autolnt4 

vector 

$74 

eutolnt5 

vector 

$78 

autolnt6 

vector 

$7C 

eutolnt7 

vector 

to  level-1  interrupt  handler 
to  I  eve  I- 2  interrupt  handler 
to  level-3  interrupt  handler 
to  level-4  interrupt  handler 
to  level-5  interrupt  handler 
to  level-6  interrupt  handler 
to  level-7  interrupt  handler 


Fig.  22.15  Primary  interrupt  vector  table.  Source:  (lM85b)  p.  197. 
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22.21.3  Disk  Driver 

The  Disk  Driver  is  a  ROM-based  device  driver  for  controlling  Macintosh  3  1 /2-inch  disk 
drives.  Most  applications  will  call  the  File  Manager  to  read  or  write  files  on  disks.  But  it  is 
possible  for  an  application  to  call  the  Disk  Driver  directly. 

The  disk  driver  enables  an  application  to  read,  write,  and  eject  disks.  Disk  formatting  is 
not  done  by  the  Disk  Driver,  but  rather  by  the  Disk  Initialization  Package. 

Disk  information  is  stored  in  5 1 2-byte  sectors.  A  400K-byte  disk  contains  800  sectors. 
An  800K-byte  disk  contains  1600  sectors.  Each  sector  consists  of  an  address  mark,  which 
contains  information  used  by  the  Disk  Driver  to  determine  the  position  of  the  sector  on  the 
disk,  and  a  data  mark,  which  primarily  contains  data  stored  in  that  sector. 

Consecutive  sectors  are  grouped  into  tracks.  A  400K-byte  disk  contains  80  tracks 
numbered  from  0  (outermost)  to  79  (innermost).  Each  track  corresponds  to  one  ring  around 
the  disk. 

Macintosh  disks  actually  take  advantage  of  the  fact  that  outer  tracks  have  a  larger 
circumference  and  can  contain  more  sectors.  This  is  not  the  case  with  most  other  micro¬ 
computer  systems.  A  400K-byte  disk,  for  example,  is  organized  as  follows: 


Tracks 

Sectors  per  track 

Sectors 

0-15 

12 

0-191 

16-31 

II 

192-367 

32-47 

10 

368-527 

48-63 

9 

528-671 

64-79 

8 

672-799 

Applications  may  read  and  write  data  only  in  entire  sectors.  Data  may  be  accessed  at 
the  current  sector,  at  a  position  relative  to  the  current  sector,  or  at  a  position  relative  to  the 
first  sector  on  the  disk. 


22.21.4  Sound  Driver 

The  Sound  Driver  is  a  device  driver  that  controls  sound  and  music  generation  (He86).  It 
controls  three  different  sound  synthesizers:  a  four-tone  synthesizer  that  produces  simple 
harmonic  sounds  with  up  to  four  separate  voices,  a  square-wave  synthesizer  that  produces 
less  harmonic  sounds  like  beeps,  and  a  free-form  synthesizer  that  produces  complex  music 
and  speech. 

The  Sound  Driver  uses  digital  representations  of  waveforms.  The  parameters  of  the 
sounds  to  be  produced  are  stored  in  a  data  structure  called  a  synthesizer  buffer.  Each  sound 
to  be  produced  must  be  described  by  the  four  parameters  of  duration,  pitch,  phase,  and 
waveform. 

Because  the  Sound  Driver  uses  interrupts  to  produce  sound,  other  device  drivers 
should  not  be  in  use  while  sound  is  being  produced;  they  might  turn  off  interrupts,  making 
sound  production  unreliable. 
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22.21.5  Serial  Drivers 

The  RAM  Serial  Driver  and  ROM  Serial  Driver  allow  applications  to  communicate  with  the 
two  serial  ports  on  the  back  of  the  Macintosh.  These  device  drivers  control  full-duplex, 
asynchronous  serial  communication  between  serial  devices  and  applications. 

Full  duplex  communication  means  that  transmission  may  occur  in  both  directions 
simultaneously;  while  a  device  is  transmitting  data  to  the  Macintosh,  the  Macintosh  may 
simultaneously  transmit  data  back  to  the  device.  Serial  data  transmission  occurs  one  bit  at  a 
time  over  a  single  data  path  (parallel  data  transmission  occurs  many  bits  at  a  time  over  a 
communication  line  with  many  data  paths).  With  asynchronous  communication  the 
Macintosh  communicates  with  serial  devices  without  the  use  of  a  common  timer;  no  timing 
signals  are  transmitted.  Successively  transmitted  characters  in  asynchronous  transmission 
may  follow  one  another  immediately,  or  there  may  be  arbitrarily  large  delays  between 
transmissions.  Asynchronous  serial  data  communication  via  the  Serial  Drivers  adheres  to 
the  format  shown  in  Fig.  22.16. 

An  idle  serial  device  keeps  the  transmission  line  in  the  mark  state  shown  in  Fig.  22. 16, 
A  transmission  begins  when  the  transmitting  device  sends  a  start  bit ;  this  indicates  to  the 
receiving  device  that  it  should  prepare  to  receive  a  character.  Then  the  character  to  be 
transmitted  is  sent  as  a  sequence  of  5, 6,  7,  or  8  data  bits.  This  may  be  followed  by  a  parity 
hit  used  for  error  detection.  The  parity  bit  is  inserted  in  the  bit  stream  by  the  transmitting 
device;  if  the  system  is  using  odd  parity,  then  the  bit  is  chosen  to  make  the  total  number  of 
ones  in  the  transmission  odd  (including  the  parity  bit);  for  even  parity,  the  bit  is  set  to  make 
the  total  number  of  ones  even.  The  receiving  device  checks  parity  to  determine  if  a  parity 
error  has  occurred  in  transmission;  if  an  error  has  occurred,  then  the  transmitting  device  is 
instructed  to  retransmit  the  data.  Character  transmission  concludes  with  the  sending  of  one 
or  two  stop  bits  to  delineate  the  end  of  the  character.  The  baud  rate  is  the  number  of  bits 
transmitted  per  second;  because  start  bits,  parity  bits,  and  stop  bits  are  essentially  overhead 
items,  the  baud  rate  is  usually  considerably  larger  than  the  rate  at  which  “useful”  data  bits 
are  transmitted. 

A  frame  is  the  time  between  the  transmission  of  the  start  bit  and  the  transmission  of  the 
last  stop  bit.  If  the  receiving  device  does  not  get  a  stop  bit  after  the  data  and  parity  bits,  it 
will  note  a  framing  error.  After  the  stop  bits,  the  transmitting  device  may  send  another 
character  or  maintain  the  line  in  the  mark  state.  If  the  line  is  held  in  the  space  state  (Fig, 
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Fig.  22.16  Asynchronous  data  transmission.  Source:  (IM85b)  p.  245. 
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22.16)  for  one  frame  or  longer,  a  break  occurs.  Breaks  are  used  to  interrupt  data 
transmission. 

Each  serial  driver  actually  consists  of  four  drivers:  one  input  driver  and  one  output 
driver  for  the  modem  port,  and  one  input  driver  and  one  output  driver  for  the  printer  port 
(Fig.  22.17).  Input  drivers  receive  data  from  the  serial  ports  and  transfer  the  data  to  ap¬ 
plications.  Output  drivers  take  data  from  applications  and  pass  the  data  to  the  serial  ports  for 
transmission.  The  four  drivers  are  normally  set  to  transmit  at  9600  baud,  eight  data  b'ts  per 
character,  no  parity  bit,  and  two  stop  bits;  these  parameters  may  be  altered.  The  serial 
drivers  can  support  full-duplex  communication;  each  port  can  transmit  and  receive  data  at 
the  same  time.  The  serial  ports  are  controlled  by  the  Macintosh's  Zilog  Z8530  Serial 
Communications  Controller  (SCC).  Channel  A  of  the  SCC  controls  the  modem  port,  and 
channel  B  controls  the  printer  port. 

Data  entering  the  Macintosh  through  one  of  the  serial  ports  is  temporarily  kept  in  a 
small  (three-character)  buffer  in  the  SCC;  that  data  is  then  placed  in  a  buffer  in  the  input 
driver  that  controls  that  port.  When  an  application  issues  a  read  cal  I  to  the  driver,  characters 
are  passed  to  the  application  from  the  input  driver’s  buffer.  Input  driver  buffers  are  set  to 
hold  as  many  as  64  characters;  larger  buffers  can  be  specified. 

A  hardware  overrun  error  occurs  when  the  SCC  buffer  overflows;  this  will  happen  if 
the  input  driver  is  not  issuing  read  calls  frequently  enough.  A  software  overrun  error 
occurs  when  an  input  driver’s  buffer  overflows;  this  occurs  because  the  application  is  not 
issuing  read  calls  to  the  driver  frequently  enough. 


22.21.6  AppleTalk  Manager 

The  AppleTalk  Manager  enables  the  Macintosh  to  communicate  over  a  single  AppleTalk 
network  or  a  set  of  interconnected  Appletalk  networks  called  an  internet  (Da85)  (Ne86). 
AppleTalk  communicates  via  channel  B  of  the  Serial  Communications  Controller.  Data  is 


Fig.  22.17  Input  and  output  drivers  of  a  serial  driver.  Source:  (lM85b)  p.  247. 
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Fig.  22.18  AppleTalk  Manager  protocols.  Source:  (IM85b)  p.  246. 

transmitted  in  variable-length  blocks  called  packets.  The  rules  that  govern  AppleTalk 
transmissions  are  called  protocols. 

The  AppleTalk  system  arranges  these  protocols  in  layers  (Fig.  22. 1 8).  Each  protocol  in 
a  given  layer  provides  various  services  to  higher-level  layers  (i.e.,  that  protocol’s  clients); 
the  protocol  provides  these  capabilities  by  using  the  services  offered  by  lower-level  layers. 
The  AppleTalk  Manager  protocols  are  as  follows: 

(A)  AppleTalk  Link  Access  Protocol  (ALAP) 

(B)  Datagram  Delivery  Protocol  (DDP) 

(C)  Routing  Table  Maintenance  Protocol  (RTMP) 

(D)  Name- Binding  Protocol  (NBP) 

(E)  AppleTalk  Transaction  Protocol  (ATP) 

The  AppleTalk  Link  Access  Protocol  is  the  lowest-level  protocol.  It  controls  access  to 
the  AppleTalk  network  among  competing  devices.  Each  physical  device  in  the  network  is  a 
node  with  a  unique  node  id  assigned  by  ALAP.  ALAP  provides  its  clients  with  node-to- 
node  delivery  of  data  frames  on  a  single  network.  ALAP  frames  are  variable-length  packets 
of  data  preceded  and  followed  by  control  information.  The  frame  header  identifies  the 
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source  and  destination  nodes.  A  broadcast  service  allows  a  message  to  be  sent  to  all  nodes 
on  the  network.  ALAP  checks  for  errors,  but  it  makes  no  attempt  at  recovery;  erroneous 
packets  are  lost. 

The  Datagram  Delivery  Protocol  is  the  next  higher  level  protocol.  Sockets  are  logical 
entities  within  the  nodes.  Sockets  are  owned  by  socket  clients  which  are  software  processes 
in  the  nodes.  Internets  are  sets  of  AppleTalk  networks  interconnected  by  bridges,  DDP 
manages  socket-to-socket  delivery  of  packets  of  data  called  datagrams  over  AppleTalk 
internets.  A  socket  listener  is  the  code  in  a  socket  client  that  accepts  and  processes 
datagrams  addressed  to  that  socket. 

The  Routing  Table  Maintenance  Protocol  is  used  by  bridges  on  AppleTalk  internets  to 
maintain  the  routing  tables  needed  for  proper  routing  of  datagrams  throughout  the  internet. 

Socket  clients  are  network-visible  entities  which  can  choose  to  identify  themselves  by 
unique  entity  names.  The  Name-Binding  Protocol  maintains  a  names  table  in  each  node  that 
contains  the  name  and  the  internet  address  of  each  entity  in  that  node.  NBP  allows  clients  to 
add  or  delete  their  names  and  node  addresses  from  the  node’s  names  table.  It  also  allows  its 
clients  to  obtain  the  internet  addresses  of  entities  from  their  names. 

The  AppleTalk  Transaction  Protocol  is  responsible  for  providing  error-free  trans¬ 
mission.  ATP  uses  a  transaction-processing  approach;  each  transaction  consists  of  a 
transaction  request  and  a  transaction  response.  ATP  repeats  transaction  requests  until  a 
correct  response  has  been  received;  this  ensures  recovery  when  erroneous  packets  are 
transmitted. 

The  AppleTalk  Manager  is  divided  into  three  parts: 

1 .  A  lower-level  RAM-based  driver  called  .MPP  that  contains  code  to  implement  ALAP, 

DDP,  NBP,  and  RTMP 

2.  A  higher-level  RAM-based  driver  called  .ATP  that  implements  ATP 

3.  A  Pascal  interface  to  these  drivers. 

Note  that  all  protocols  except  the  Routing  Table  Maintenance  Protocol  are  directly 
accessible  to  Macintosh  programs;  RTMP’s  sole  purpose  is  to  provide  routing  information 
to  DDP. 


22.21.7  Vertical  Retrace  Manager 

The  video  screen  of  the  Macintosh  is  refreshed  60  times  per  second.  When  the  video  scan 
reaches  the  bottom  of  the  screen  and  prepares  to  jump  back  to  the  top  of  the  screen,  a 
vertical  retrace  interrupt,  sometimes  called  a  vertical  blanking  interrupt  (VBL),  is  gener- 
aled.  Each  time  this  occurs,  the  operating  system  performs  a  series  of  recurrent  tasks  called 
VBL  tasks.  These  include 

1 .  Add  one  to  the  tick  count  (a  measure  of  time  elapsed  since  system  startup). 

2.  Check  if  the  heap  and  the  stack  have  collided  (if  so,  then  call  the  System  Error 
Handler). 

3.  Monitor  changes  in  the  position  of  the  cursor. 
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4.  Indicate  (post)  a  mouse  event  if  appropriate,  i.e.,  if  the  state  of  the  mouse  button  has 
changed  and  then  remained  constant  for  four  interrupts  (this  is  performed  every  other 
VBL  interrupt). 

5.  Indicate  (post)  a  disk  insert  event  if  a  disk  has  been  inserted  in  a  disk  drive  (performed 
every  30  VBL  interrupts). 

Other  tasks  to  be  performed  during  vertical  retrace  interrupts  can  be  specified  by  ap¬ 
plications.  For  example,  systems  that  poll  to  determine  if  an  event  has  happened  might 
insert  a  VBL  task  to  run  every  few  VBL  interrupts.  These  tasks  must  execute  quickly  to 
avoid  degrading  the  performance  of  the  system. 

Because  interrupts  are  sometimes  disabled  and  because  some  VBL  tasks  may  take 
longer  than  a  sixtieth  of  a  second  to  execute,  certain  VBL  tasks  may  not  actually  be  per¬ 
formed  each  time  they  are  supposed  to  be.  This  could  cause  noticeable  effects,  such  as 
erratic  cursor  position  updating. 

22.22  SYSTEM  ERROR  HANDLER 

The  System  Error  Handler  responds  to  fatal  system  errors.  It  displays  a  system  error  alert 
box  and  provides  some  means  for  the  application  to  resume  or  restart.  A  system  error 
usually  means  that  a  failure  has  occurred  in  the  operating  system.  Such  errors  could  prevent 
key  portions  of  the  Macintosh  software  from  functioning,  so  the  System  Error  Handler  is 
designed  to  rely  on  the  other  Macintosh  software  as  little  as  possible.  In  particular,  it  does 
not  use  the  Memory  Manager. 

The  System  Error  Handler  uses  one  of  the  the  system  error  alert  tables  to  determine 
what  to  say  in  each  dialog  box.  The  system  alert  tables  are  resources  stored  in  the  system 
resource  file.  The  system  startup  alert  table  is  used  while  the  system  is  undergoing  startup. 
After  startup,  a  user  alert  table  is  used. 

The  system  startup  alerts  (such  as  the  “Welcome  to  the  Macintosh"  message)  are 
controlled  by  the  System  Error  Handler  (rather  than  the  Dialog  Manager)  precisely  because 
the  System  Error  Handler  uses  so  little  of  the  system. 

An  application  may  recover  from  a  system  error  by  means  of  a  resume  procedure  it  has 
provided.  If  the  user  clicks  the  Resume  button  in  a  system  error  alert,  the  System  Error 
Handler  attempts  to  restore  the  state  of  the  system,  and  then  calls  the  application’s  resume 
procedure. 

The  System  Error  Handler  is  ordinarily  called  by  the  operating  system  and  not  directly 
by  applications.  Applications  are  more  concerned  with  recovering  from  the  system  error 
and  then  resuming  execution. 

22.23  OPERATING  SYSTEM  UTILITIES 

The  Operating  System  Utilities  are  routines  and  data  types  in  the  Operating  System  that 
perform  commonly  needed  operations  such  as  manipulating  pointers  and  handles,  com¬ 
paring  strings,  conversion  of  lowercase  characters  to  uppercase,  and  reading  and  setting  the 
date  and  time. 
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The  parameter  RAM  consists  of  20  bytes  stored  in  the  clock  chip  along  with  the  current 
date  and  time.  It  includes  modifiable  information  such  as  speaker  volume,  double-click 
time,  the  startup  drive,  alarm  setting,  and  data  transmission  parameters  for  the  modem  port 
and  the  printer  port.  The  clock  chip  is  powered  by  a  battery,  so  these  values  are  preserved 
even  when  the  main  Macintosh  power  is  off.  The  clock  chip  is  difficult  to  access  so  its 
values,  including  the  date  and  time  settings,  are  copied  by  an  operating  system  utility  into 
low  memory  at  system  startup.  Applications  read  and  change  parameter  RAM  through  this 
low-memory  copy. 

The  operating  system  makes  extensive  use  of  queues  for  keeping  track  of  VBL  tasks, 
I/O  requests,  events,  mounted  volumes,  and  disk  drives;  utilities  are  provided  to  enqueue 
and  dequeue  entries.  Utility  procedures  are  supplied  that  cause  the  system  to  wait  for  a 
specified  number  of  ticks  (i.e.,  sixtieths  of  a  second),  beep  for  the  specified  number  of  ticks, 
return  the  current  ROM  version  number  and  an  indication  of  which  version  of  the 
Macintosh  is  in  use,  restart  the  system,  and  manipulate  entries  in  the  trap  dispatch  table. 


22.24  THE  EVOLVING  MACINTOSH  FAMILY 

In  the  next  several  sections  we  describe  the  more  recent  models  in  the  Macintosh  computer 
line.  Then  we  discuss  the  operating  system  enhancements  made  to  support  these  newer 
models. 


22.24.1  The  Macintosh  Plus 

The  Macintosh  Plus,  introduced  in  1986.  represented  a  gradual  evolution  of  the  Macintosh 
into  a  more  substantial  machine  for  competing  in  the  business  marketplace  (Go86)  (Ro86) 
(Us86).  It  added  double-sided  800K  sturdy  disks,  a  megabyte  of  RAM  (eight  times  as  much 
as  the  original  Macintosh),  a  larger  ROM  (128K  vs  64K),  and  the  SCSI  interface  (“small 
computer  standard  interface”).  SCSI  is  an  important  industry-standard  8-bit  parallel 
interface  for  communications  between  peripheral  devices  and  personal  computers.  On  the 
Macintosh  Plus,  the  SCSI  port  handles  communications  at  320KB,  which  is  approximately 
ten  times  faster  than  on  the  original  Mac.  The  Macintosh  Plus  still  did  not  provide 
expansion  slots. 


22.24.2  The  Macintosh  SE  and  SE/30 

In  1987,  Apple  announced  two  new  computer  systems,  the  Macintosh  SE  (Hi87)  (Lo87) 
(Po87),  essentially  the  next  step  in  the  evolution  of  the  Macintosh  Plus,  and  the  Macintosh 
II  (discussed  in  the  next  section).  The  SE  (for  “system  enhanced”)  included  an  expansion 
slot  like  that  which  has  proven  successful  in  other  personal  computers,  but  which  was 
conspicuously  absent  in  earlier  Macintoshes.  This  evolved  the  Macintosh  from  a  closed 
architecture  (which  discouraged  third  party  hardware  development)  to  a  more  open 
architecture.  A  20MB  internal  hard  disk  drive  was  included. 
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One  popular  use  of  the  expansion  slot  is  to  plug  in  an  MS-DOS  board  to  enable  the  SE 
to  run  IBM  PC-compatible  software.  The  SE  still  uses  the  same  Motorola  68000  processor 
as  earlier  Macintoshes.  Main  memory  is  expandable  from  the  standard  one  megabyte  to 
four  megabytes. 


22.24.3  The  Macintosh  II 

With  the  announcement  of  the  Macintosh  II  in  1987,  Apple  entered  the  world  of  high- 
performance,  color-graphics  workstations  (Hi87)  (Us87).  The  Mac  II  cabinet  can  hold  a 
second  800K  internal  sturdy  disk,  or  it  can  hold  a  20,  40,  or  80-megabyte  hard  disk. 

Instead  of  the  familiar  Motorola  68000  microprocessor,  the  Mac  II  used  the  68020  and 
included  a  Motorola  68881  floating-point  coprocessor.  The  more  recently  announced  Mac 
IIx  model  uses  the  even  more  powerful  Motorola  68030  microprocessor.  Six  expansion 
slots  are  provided;  these  are  based  on  the  NuBits  standard  developed  at  MIT. 

The  Mac  II  can  run  the  conventional  Macintosh  operating  system,  or  it  can  run  Apple's 
version  of  UNIX  System  V  called  A/UX.  Noticeably,  in  the  first  version  of  A/UX  both 
operating  systems  could  not  run  at  once,  as  is  possible  in  Sun  UNIX  (Chapter  1 8)  and  OS/2 
(Chapter  23)  where  each  supports  both  UNIX  systems  and  DOS/MS-DOS  (Chapter  19). 

Apple's  support  of  UNIX  systems,  and  the  availability  of  DOS/MS-DOS  cards  rep¬ 
resent  a  change  in  philosophy  for  the  company.  This  is  completely  consistent  with  the 
moves  most  other  major  vendors  are  making  to  support  these  popular  operating  systems.  It 
is  additional  confirmation  of  the  importance  of  the  open  systems  philosophy. 

Apple’s  A/UX  as  originally  announced  conformed  to  AT&T  System  V  UNIX  Release 
2  with  various  Berkeley  UNIX  systems  enhancements.  The  toolbox  is  accessible  through 
A/UX.  The  Mac  II  supports  Sun's  Network  File  System  (see  Chapter  18)  and  can 
communicate  over  Ethernet-based  networks  (see  Chapter  16).  It  is  interesting  that  the 
original  version  of  A/UX  used  a  text-oriented  interface,  rather  than  the  familiar  Macintosh 
graphics  interface.  This  was  probably  a  management  decision  to  make  UNIX  systems 
available  as  early  as  possible;  also,  many  people  believed  that  UNIX  systems  purists  would 
prefer  the  conventional  text-oriented  UNIX  systems  shells.  A/UX  requires  more  substantial 
primary  storage  and  hard  disk  than  does  the  conventional  Macintosh  operating  system. 

A/UX  Version  1.1  (Po89)  enables  the  user  to  run  a  conventional  Mac  application 
simultaneously  with  several  UNIX  systems  tasks  in  the  background.  A/UX  1.1  is  POSIX- 
conformant  (see  Chapter  18).  It  includes  MIT’s  X  Window  System;  this  provides  the  basis 
for  the  eventual  inclusion  of  a  full-scale  graphical  user  interface  that  will  sit  on  the  X 
Window  System  primitives. 

The  toolbox  now  includes  many  features  to  support  color  graphics.  The  68020  is 
several  times  faster  than  the  68000.  The  68881  coprocessor  offers  tremendous  speed  im¬ 
provements  over  performing  math  routines  in  software  as  was  required  on  previous  Macs. 
An  instruction  cache  memory  speeds  processing  even  more. 

The  SCSI  port  is  available  for  connecting  external  hard  disk  drives  and  tape  devices. 
The  Mac  II’s  SCSI  port  is  more  than  three  times  faster  than  that  on  the  SE. 
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Sound  generation  is  independent  of  the  CPU.  The  sound  quality  is  much  enhanced;  it 
has  stereo  capability  with  four  voices.  The  Sound  Manager  (in  the  toolbox)  contains 
routines  to  control  sound  generation. 

The  Motorola  68020  uses  32-bit  addressing  and  hence  a  4-gigabyte  address  space.  This 
addressing  capability  is  exploited  when  running  A/UX. 

The  ROM  toolbox  includes  color  QuickDraw.  Color  capabilities  have  been  added  for 
the  Control  Manager,  the  Window  Manager,  the  Menu  Manager,  and  TextEdit. 


22.24.4  The  Macintosh  SE/30 

The  Macintosh  SE/30  essentially  makes  the  power  of  the  Mac  IIx  available  in  a  Mac  SE 
(Ba89)  (We89).  The  SE/30  use  Motorola’s  68030  microprocessor  and  its  68882  floating¬ 
point  coprocessor.  This  enables  applications  to  execute  much  faster  than  on  the  SE.  The 
68030  has  built-in  paging  hardware  called  the  PMMU  (paged  memory  management  unit). 
Main  memory  can  now  be  as  large  as  8MB,  and  eventually  much  larger.  The  SE/30  has  the 
same  sound  capabilities  as  the  Mac  II.  The  SCSI  port  can  support  as  many  as  six  hard  disks 
or  other  SCSI-based  devices. 

22.25  MACINTOSH  PLUS  OPERATING  SYSTEM  ENHANCEMENTS 

Several  changes  were  introduced  to  enable  the  operating  system  to  accommodate  the 
Macintosh  Plus  (IM86).  A  window  zooming  feature  was  added.  Application-defined  events 
can  be  posted  to  the  event  queue.  A  hierarchical  file  system  structure  appropriate  for 
supporting  hard  disk  was  added  (He86a)  (Po86).  The  Disk  Driver  was  modified  to  support 
double-sided  sturdy  disks  and  a  20-MB  hard  disk.  The  System  Resource  File  was  added; 
applications  may  use  the  standard  system  resources  in  this  file.  The  List  Manager  was 
added  for  handling  lists;  these  are  displayed  in  a  rectangle  in  a  window,  and  the  List 
Manager  can  scroll  lists  and  respond  to  list  element  selection.  The  SCSI  Manager  was 
added  to  control  the  SCSI  bus.  The  Time  Manager  was  added;  this  allows  a  routine  to  be 
scheduled  for  execution  after  a  designated  time  interval  expires. 

22.26  MACINTOSH  SE  AND  MACINTOSH  II  OPERATING  SYSTEM 
ENHANCEMENTS 

Both  the  Macintosh  SE  and  the  Macintosh  II  have  new  features  that  the  operating  system 
was  enhanced  to  support  (IM88).  New  capabilities  were  added  in  the  areas  of  sound 
generation,  menus,  text  processing,  Apple  Talk  networking,  international  features,  key¬ 
board  support,  and  customized  control  panels. 

The  Mac  II  placed  additional  demands  on  the  operating  system  to  support  color 
graphics,  plug-in  slot  cards  for  handling  various  devices  including  more  processors, 
multiple  display  monitors,  and  multiple  addressing  modes  including  24-bit  addressing  and 
32-bit  addressing. 
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The  Menu  Manager  was  modified  to  support  hierarchical  scrolling  and  pop-up  menus. 
The  various  mathematical  support  packages  were  modified  to  operate  in  conjunction  with 
the  6888 1  floating-point  coprocessor.  The  Vertical  Retrace  Manager  was  modified  to  work 
with  multiple  screens. 

Managing  color  displays  is  far  more  complex  than  managing  black  and  white  displays. 
QuickDraw  was  completely  reworked  to  accommodate  color.  The  Color  Manager  was 
added  to  provide  QuickDraw  with  the  lower-level  routines  needed  to  select  colors.  The 
Palette  Manager  was  added  to  provide  toolbox-level  routines  for  applications  to  use  to 
control  their  color  environment.  The  Color  Picker  was  added  so  that  applications  could 
easily  provide  users  with  a  uniform  interface  for  choosing  colors. 

The  File  Manager  was  enhanced  to  support  shared  access  of  files  in  multitasking 
systems  and  networks. 

22.27  THE  FUTURE  OF  THE  MACINTOSH 

The  Macintosh  has  established  itself  as  a  clear  alternative  to  the  IBM  line  of  personal 
computers.  It  has  evolved  into  a  position  of  prominence  in  the  education  and  business 
communities.  Apple  continues  to  provide  more  powerful  models  consistent  with  the  latest 
developments  in  hardware  and  software  technology.  In  the  near  future,  we  can  expect  to  see 
increased  networking  support  and  other  enhanced  capabilities  consistent  with  the  open 
systems  philosophy  that  is  driving  the  industry. 
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EXERCISES 

22.1  Discuss  the  organization  and  the  operation  of  the  Macintosh’s  video  screen. 

22.2  The  Macintosh  stores  more  sectors  per  disk  track  on  the  outer  tracks.  How  does  it  accomplish 
l  his? 

22.3  Distinguish  between  the  two  keys  levels  of  software  in  the  Macintosh.  Describe  how  each 
serves  as  an  interface  between  the  application  and  some  other  entity. 
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22.4  Explain  the  Macintosh  notion  of  event.  List  seven  common  examples  of  events.  What 
components  of  the  software  are  concerned  with  reporting  events?  What  does  it  mean  for  an 
application  program  to  be  event  driven? 

22.5  How  does  an  application  keep  track  of  the  mouse? 

22.6  What  is  the  difference  between  activate  events  and  update  events?  How  are  they  related? 

22.7  Give  three  reasons  why  events  may  not  necessarily  be  processed  in  FCFS  order. 

22.8  Explain  the  Macintosh  notion  of  a  resource.  List  four  common  types  of  resources. 

22.9  Discuss  two  important  applications  of  the  Event  Manager’s  journaling  mechanism. 

22.10  List  the  common  tasks  performed  by  the  Window  Manager. 

22.11  How  does  the  heap  tend  to  become  fragmented?  What  storage  organization  scheme  have  we 
discussed  that  suffers  the  same  kind  of  fragmentation? 

22.12  Distinguish  between  the  terms  in  each  of  the  following  pairs: 

a)  relocatable,  nonrelocatable  b)  locked,  unlocked 

c)  purgeable,  unpurgeable  d)  pointer,  handle 

e)  stack,  heap 

22.13  What  does  the  Macintosh  operating  system  do  with  nonrelocatable  blocks  to  minimize 
difficulties  that  might  occur  at  compaction  time? 

22.14  What  does  the  Memory  Manager  do  when  the  heap  is  compacted  and  a  request  for  memory 
still  cannot  be  met? 

22. 15  Is  it  possible  for  the  stack  and  the  heap  to  collide  without  the  system  detecting  it? 

22.16  Why  shouldn’t  a  segment  unload  the  segment  that  called  it? 

22.17  How  does  an  application  ordinarily  learn  of  events  reported  by  the  operating  system  Event 
Manager? 

22.18  Explain  the  meaning  of  each  of  the  following  terms  and  describe  how  they  relate  to  one 
another:  volume,  file  directory,  file,  allocation  block,  volume  buffer,  resource  fork,  data  fork. 

22.19  The  File  Manager  may  transfer  data  a  line  at  a  time  or  as  a  continuous  stream  of  characters. 
For  each  type  of  transfer,  describe  how  the  File  Manager  knows  how  many  characters  to  transfer. 

22.20  Distinguish  between  synchronous  I/O  and  asynchronous  I/O. 

22.21  Each  file  may  have  several  access  paths  for  reading,  but  only  one  access  path  for  writing. 
Why? 

22.22  The  File  Manager  does  not  perform  the  actual  reading  and  writing  of  data.  What  component 
of  the  operating  system  does  this? 

22.23  Discuss  each  of  the  following  main  memory  data  structures  used  by  the  File  Manager: 

a)  file  I/O  queue  b)  volume  control  block 

c)  volume-control-block  queue  d)  volume  allocation  block  map 

e)  file  control  block  f)  volume  buffer 

g)  drive  queue 

22.24  Distinguish  between  the  Printing  Manager  and  the  Printer  Driver. 

22.25  While  printing  is  in  progress,  it  is  possible  to  run  an  optionally  designated  background 
procedure.  Why  shouldn't  this  background  procedure  attempt  any  printing? 
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22.26  Compare  and  contrast  character  devices  and  block  devices.  Give  several  examples  of  each. 

22.27  Distinguish  between  control  information  and  status  information  in  the  context  of  device 
drivers.  Give  three  examples  of  each. 

22.28  Distinguish  between  traps  and  interrupts.  Give  three  examples  of  each. 

22.29  Describe  how  the  Macintosh  processes  interrupts.  Be  sure  to  include  each  of  the  following  in 
your  discussion: 

a)  what  the  processor  does  in  response  to  an  interrupt 

b)  interrupt  handler 

c)  interrupt  levels 

d)  interrupt  vector  table 

e)  restoring  values  after  an  interrupt 

22.30  Why  shouldn’t  other  device  drivers  be  used  while  sound  is  being  produced? 

22.31  The  Macintosh  Serial  Drivers  support  full-duplex  asynchronous  serial  communication. 
Explain  how  this  form  of  communication  operates. 

22.32  In  the  context  of  Macintosh  communications,  explain  the  difference  between  a  hardware 
overrun  error  and  a  software  overrun  error. 

22.33  Discuss  the  use  of  layered  protocols  in  AppleTalk;  list  each  protocol  and  the  key  functions  it 
performs. 

22.34  Give  several  examples  of  VBL  tasks  regularly  performed  by  the  operating  system.  Why 
might  certain  VBL  tasks  not  be  performed  as  often  as  they  are  supposed  to  be? 
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OS/2 


If  two  lives  join,  there  is  oft  a  scar. 

They  are  one  and  one ,  with  a  shadowy  third: 
One  near  one  is  too  far. 

Robert  Browning 


Can  two  walk  together,  except  they  he  agreed? 
Amos  3:3 


It  is  always  good 

When  a  man  has  two  irons  in  the  fire. 
Francis  Beaumont  and  John  Fietcher 
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23.1  INTRODUCTION 

Of  all  the  operating  systems  mentioned  in  this  text,  OS/2  (He87)  (Ia88)  (Le88)  may  have 
the  greatest  impact  over  the  next  decade,  or  perhaps  be  second  only  to  UNIX.  It  appears  that 
OS/2  will  dominate  in  the  IBM  PS/2  (Be87)  (Ma87)  (Ta88)  marketplace  and  in  the  AT- 
compatible  marketplace,  while  UNIX  will  dominate  in  advanced  workstations  and  in  the 
open  systems  marketplace.  Based  on  the  success  of  MS-DOS  (La88).  which  IBM  calls 
DOS,  IBM  and  Microsoft  agreed  to  jointly  develop  OS/2  as  the  next  generation  operating 
system  for  the  IBM  PS/2  line  of  personal  computers,  the  successor  to  the  IBM  PC.  OS/2  is 
a  more  powerful  and  correspondingly  more  complex  operating  system  than  DOS.  Approxi¬ 
mately  1000  software  applications  for  OS/2  appeared  within  a  year  of  its  announcement; 
many  of  these  had  been  developed  for  DOS  environments  and  then  ported  to  OS/2  (Ar87a) 
(Kn88)  (Sc88a).  The  PS/2  architecture  includes  the  Micro  Channel  (Mo88)  (Ne88),  IBM’s 
proprietary  internal  asynchronous  bus. 

This  is  a  large  case  study,  partially  to  reflect  the  importance  of  OS/2  and  partially  to 
include  a  reasonably  complete  description  of  the  functionality  of  a  major  personal  com¬ 
puter  operating  system.  OS/2  system  calls,  user  commands,  CONFIG.SYS  statements,  and 
device  helper  service  calls  are  discussed.  The  reader  is  urged  to  study  Chapter  19  first;  it 
develops  an  understanding  of  the  previous  generation  of  IBM-compatible  personal  com¬ 
puter  operating  systems. 


23.2  HISTORY 

Microsoft  had  already  developed  the  XENIX  operating  system,  a  UNIX-like  system 
licensed  from  AT&T,  when  IBM  originally  approached  Microsoft  to  produce  a  new 
operating  system  for  the  IBM  PC  (Le88).  XENIX  was  too  large  and  powerful  for  the  8086/ 
8088-based  processors  of  the  PC  (which  did  not  offer  memory  management  and  memory 
protection  hardware),  so  Microsoft  had  to  develop  a  simpler  operating  system. 

Microsoft  bought  the  rights  to  SCP-DOS,  developed  by  Tim  Paterson  at  Seattle 
Computer  Products  and  used  this  CP/M-80  clone  as  the  basis  of  MS-DOS  version  1.0  for  the 
IBM  PC,  introduced  in  1981. 

MS-DOS  version  2.0  was  released  in  1983  to  support  the  hard-disk  IBM  PC  XT.  The 
primary  innovation  was  a  tree-structured  hierarchical  file  system. 

MS-DOS  version  3.0  appeared  with  the  IBM  PC  AT  in  1984.  The  AT  uses  an  Intel 
80286  microprocessor,  which  provides  extended  addressing  capability  and  protected  mode 
for  running  multiuser  operating  systems  (and  ensuring  that  users  don’t  interfere  with  one 
another).  But  MS-DOS  3.0  simply  runs  the  microprocessor  in  8086  emulation  mode  (real 
mode)  so  that  the  80286  functions  merely  as  a  more  powerful  8086. 

MS-DOS  3.3  was  introduced  to  support  IBM  PS/2  computers  (An87)  (La88);  it  also 
runs  on  IBM  PCs. 

Microsoft  created  a  real  mode  multitasking  operating  system  called  MS-DOS  version 
4.0.  This  system  was  designed  for  the  8086  and  therefore  had  only  one  640KB  storage  area 
to  hold  all  processes.  Because  the  8086  lacks  protected  mode,  processes  can  collide  and 
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destroy  one  another.  Therefore  version  4.0  was  not  a  useful  general-purpose  multiuser 
operating  system.  It  is  important  to  note  here  that  there  is  some  confusion  about  the  name 
MS-DOS  4.0.  The  system  we  mentioned  here  was  never  released  in  the  United  States.  But 
a  different  MS-DOS  version  4.0  has  subsequently  been  released  to  enhance  support  for 
MS-DOS  users;  this  new  version  is  described  in  the  MS-DOS  case  study  in  Chapter  19. 

Microsoft  and  IBM  entered  into  a  joint  agreement  in  1985  to  develop  a  general-pur¬ 
pose  multitasking  operating  system  that  would  take  advantage  of  the  protected  mode  of  the 
80286,  which  provides  secure  environments  for  separate  processes.  This  product  was 
renamed  DOS  version  5.0  and  then  CP/DOS;  its  name  was  eventually  changed  to  OS/2. 

The  initial  version  of  OS/2  was  the  standard  edition  version  1.0  (Wh88),  which  in¬ 
cluded  a  text-oriented  interface  similar  to  that  of  MS-DOS.  This  edition  utilized  the  fea¬ 
tures  of  the  Intel  80286  microprocessor  and  ran  on  the  Intel  80386  (Cr87)  (Ro87)  (Vi87) 
(Mc88)  (Da89)  as  well,  but  it  did  not  use  the  more  advanced  features  of  the  80386  (Mi87). 
Standard  edition  1.1  was  eventually  released  and  included  a  graphical  interface  called  the 
Presentation  Manager  (Pe88d)  (Mo89).  Extended  edition  1.0,  also  with  a  text-oriented 
interface,  included  the  Communications  Manager  (Li89)  (Li89a)  and  the  Database  Man¬ 
ager  (Ch88)  (Wa88)  (Ed89)  (Li89);  it,  too,  was  replaced  with  a  version,  extended  edition 
1.1,  which  included  the  Presentation  Manager.  The  extended  edition  (Je87)  provides 
connectivity  to  the  IBM  product  line  and  to  IBM’s  SQL  relational  database  standard.  We 
refer  to  MS-DOS  as  DOS  from  this  point  in  the  text. 

23.3  DESIGN  OVERVIEW 

The  major  goals  of  OS/2's  designers  (Le88)  were  to  create  an  ideal  office  automation 
operating  system,  provide  device-independent  graphics  drivers,  allow  applications  to  have 
direct  access  to  high-bandwidth  peripherals,  provide  multitasking,  provide  a  customized 
environment  for  each  program  and  its  descendants,  and  provide  a  protected  environment  to 
ensure  system  stability. 

Graphical  display  devices  that  can  be  used  with  PS/2s  already  exist  in  wide  varieties 
and  the  technology  is  evolving  quickly,  so  OS/2  is  designed  to  control  displays  in  a  device¬ 
independent  fashion.  Device-specific  code  is  handled  in  device  drivers  for  the  various  kinds 
of  devices;  adding  a  new  type  of  display  device  requires  adding  a  corresponding  new  device 
driver  to  hide  from  the  operating  system  the  details  of  controlling  the  screen. 

OS/2  provides  multitasking  so  that  it  can  control  many  activities  simultaneously 
(Du87b).  The  user  working  on  one  application  can  be  printing  the  results  of  a  previous 
application,  can  be  receiving  electronic  mail,  and  can  be  doing  other  things  as  well. 

OS/2  uses  preemptive  scheduling ;  it  can  take  the  CPU  away  from  one  process  and  give 
it  to  another  it  considers  more  important.  OS/2  supports  virtual  memory  management  so 
that  each  user  controls  its  own  private  address  space.  Virtual  address  spaces  may  be  much 
larger  than  available  real  storage.  It  reclaims  memory  no  longer  needed  by  a  process  so  that 
this  memory  can  be  given  to  other  processes.  OS/2  manages  memory  overcommit ;  it  allows 
a  set  of  programs  to  run  even  if  the  total  memory  requirements  (within  reasonable  limits) 
are  larger  than  the  real  memory  of  the  computer. 
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The  early  versions  of  OS/2  (designed  primarily  for  the  80286  microprocessor  envi¬ 
ronment)  use  pure  segmentation:  later  versions  based  on  the  80386  microprocessor  will  use 
paging  (Vi87). 

OS/2  uses  the  least-recently-used  (LRU)  segment  replacement  algorithm  for  choosing 
segments  to  swap  to  secondary  storage  to  make  room  for  incoming  segments.  Managing 
swapping  carefully  is  important;  if  OS/2  were  to  allow  the  swap  space  in  secondary  storage 
to  become  full,  a  deadlock  could  occur  if  primary  memory  became  full  and  a  segment  had 
to  be  swapped  out  to  make  room  for  an  incoming  segment. 

OS/2  protects  applications  from  one  another  and  from  damaging  the  operating  system. 
Protection  is  especially  critical  in  computer  networks  in  which  large  numbers  of  users 
interact  through  the  network.  OS/2  uses  the  ring  protection  mechanism  of  the  80286. 
Applications  run  in  ring  3  (nonprivileged),  the  kernel  and  device  drivers  run  in  ring  0 
(privileged),  and  certain  routines  requiring  HO  privilege  run  in  ring  2.  A  program  in  any 
ring  has  access  to  data  in  that  ring  or  in  higher  numbered  rings. 

In  DOS,  a  program’s  environment  is  the  entire  computer  system,  while  in  OS/2,  many 
processes  share  the  machine.  Processes  compete  for  resources  and  may  request  si¬ 
multaneous  access  to  particular  resources.  OS/2  isolates  programs  from  one  another  so  that 
they  appear  to  see  a  consistent  environment  each  time  they  run. 

In  a  single-tasking  environment,  a  program  must  include  all  the  capabilities  it  needs 
that  are  not  directly  provided  by  the  operating  system.  This  tends  to  encourage  the  growth 
of  large,  complex  programs.  In  a  multitasking  OS/2,  it  is  better  to  build  smaller  programs, 
each  which  performs  one  function  or  a  related  set  of  functions  well,  and  then  have  these 
programs  intercommunicate  to  accomplish  the  user’s  goals.  This  is  sometimes  referred  to 
as  the  software  tools  approach. 

The  conventional  device  driver  model  used  in  OS/2  can  be  too  slow  for  devices  that 
require  high-speed  interaction,  particularly  when  passing  relatively  small  amounts  of  in¬ 
formation  each  time.  OS/2  allows  applications  to  directly  access  a  device’s  HO  ports  and  its 
device  memory  (if  it  has  any);  such  access,  however,  is  allowed  in  a  carefully  controlled 
manner,  through  the  HO  privilege  mechanism. 

It  is  essential  that  new  generations  of  hardware  and  software  be  compatible  with  ex¬ 
isting  widely  used  hardware  and  software  if  vendors  want  users  to  upgrade.  The  user  in¬ 
vestment  in  hardware  and  software  is  generally  too  large  for  an  installation  to  start  from 
scratch  each  time  a  new  generation  appears.  OS/2  therefore  was  designed  to  be  compatible 
with  the  8086/8088  architectures  used  in  the  early  IBM  PC  models,  and  with  the  80286 
architecture  made  prevalent  with  the  IBM  PC  AT  models.  It  is  also  compatible  with  DOS 
(Gi87). 

The  80286  architecture  was  designed  to  provide  compatibility  with  8086/8088  com¬ 
puters,  but  it  did  this  in  a  manner  that  was  eventually  “corrected”  by  the  80386  architecture, 
as  will  soon  be  explained  (Kn87)  (Le88).  Real  mode  (also  called  compatibility  mode)  on  the 
80286  runs  programs  exactly  the  same  as  they  run  on  the  8086/8088,  except  faster.  But  the 
80286  was  designed  to  support  multitasking,  and  this  requires  the  use  of  protect  mode.  So 
the  80286  can  either  run  as  a  fast  8086/8088  or  a  mutitasking  80286,  but  it  was  not  designed 
to  switch  back  and  forth  between  the  two  modes.  The  80286  starts  in  real  mode  and  can  be 
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switched  into  protect  mode,  but  it  cannot  be  switched  back.  OS/2  was  designed  to  allow  a 
single  machine  to  run  both  modes  and  switch  easily  and  efficiently  back  and  forth  between 
the  modes  in  spite  of  limitations  in  the  80286  hardware;  later  in  this  case  study  we’ll  see 
how  designers  attacked  this  difficult  problem  (Va87)  (Tr88). 

One  particularly  interesting  problem  faced  by  OS/2  designers  in  providing  real  mode 
to  run  DOS  in  an  OS/2  context  is  that  DOS  is  a  single-tasking  system  designed  for  users 
who  exercise  full  control  over  their  machines.  Users  in  DOS  environments  typically  tinker 
around  with  the  hardware  and  the  operating  system  in  a  manner  which,  for  protection 
reasons,  cannot  be  tolerated  in  multitasking  environments  (Le88). 

DOS  programs  assume  that  they  can  access  all  of  memory.  If  they  are  not  currently 
using  all  the  memory  they  can  ask  for  more,  and  such  additional  requests  within  the  limits 
of  available  memory  cannot  be  refused.  Because  there  are  no  other  users  on  the  system,  the 
one  user  is  guaranteed  to  receive  the  additional  memory,  and  therefore  users  rarely  provide 
for  handling  a  “request  denied”  possibility.  But  requests  can  be  denied  in  OS/2  since  a 
request  for  memory  returns  what  is  available  at  that  moment;  before  a  program  can  actually 
obtain  the  memory,  another  user  may  grab  it. 

OS/2  provides  a  file  locking  capability  to  prevent  users  from  clashing  during  con¬ 
current  file  references  (see  Chapter  4).  An  application  attempting  to  reference  a  locked  file 
receives  an  indication  that  the  file  is  locked  and  acts  accordingly,  probably  retrying  the 
request  later.  In  real  mode  applications,  users  never  expect  to  receive  such  errors  so  they 
rarely  provide  for  handling  them.  OS/2  thus  expects  that  DOS  users  will  not  take  the  proper 
actions,  so  it  has  to  decide  what  is  best  in  each  case. 

It  is  possible  to  write  downward  compatible  programs  under  OS/2  that  will  run  directly 
on  a  DOS  version  3.X  system.  This  is  important  for  software  developers  making  major 
investments  in  new  products;  it  enables  them  to  ensure  a  large  marketplace  for  their 
products.  Downward  compatibility  is  facilitated  by  the  family  applications  program 
interface  (family  API),  which  has  been  incorporated  into  OS/2  (Sc87)  (Ko88)  (Le88) 
(Mi88)  (Sc88)  (Sc88a).  The  family  API  provides  an  environment  comfortable  for  both 
DOS  3.X  programs  and  OS/2  programs;  it  consists  of  a  subset  of  OS/2  calls  (the  full  set 
being  the  applications  programming  interface  or  API)  that  will  also  work  in  DOS.  Users 
who  write  to  the  family  API  are  assured  that  their  programs  will  run  on  both  OS/2  systems 
and  DOS  systems.  A  program  may  call  the  system  function  DosGetMachineMode  to 
determine  whether  it  is  running  DOS  mode  or  OS/2  mode ;  based  on  this  it  can  determine 
whether  to  limit  itself  to  the  family  API  calls  or  the  full  set  of  OS/2  API  calls. 

OS/2  is  intended  to  run  in  networked  environments  (Ke88)  in  which  OS/2  machines 
intercommunicate  flexibly  and  easily  with  DOS  machines,  and  in  which  multiple  versions 
of  OS/2  may  be  present  at  once.  A  program  may  determine  the  OS/2  version  number  by 
calling  DosGetVersion. 

In  OS/2,  an  application  may  not  access  or  modify  another  application’s  memory.  The 
execution  of  one  application  will  not  affect  the  proper  operation  of  another.  When  errors 
happen,  OS/2  localizes  them  to  avoid  disrupting  other  aspects  of  the  system.  It  also  helps 
the  user  determine  the  source  of  the  error.  No  program  may  individually  crash  the  system, 
or  cause  any  screen  group  other  than  its  own  to  fail. 
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23.4  MULTITASKING 

In  multitasking  operating  systems  (Ar87)  (Le88),  more  than  one  program  may  operate  at 
once.  Users  may  switch  between  applications.  OS/2  provides  for  multiple  thread  execution 
(Pe88b).  Each  thread  is  an  active  path  through  a  program.  OS/2  threads  are  similar  to 
lightweight  processes  as  used  in  Sun’s  UNIX  (see  Section  18.28.4);  there  may  be  several 
threads  per  process,  and  each  of  these  threads  shares  the  process’s  address  space.  The  OS/2 
scheduler  is  priority-based  and  preemptive.  Processes  have  priorities.  The  CPU  is  always 
assigned  to  the  highest  priority  thread  that  is  ready  to  run. 

Under  DOS,  the  user  essentially  runs  a  single  task  or  process.  OS/2,  however,  provides 
three  forms  of  multitasking.  The  user  may  run  several  different  sessions — also  called 
screen  groups.  Each  screen  group  may  have  several  processes.  Each  process  may  have 
several  threads.  A  new  session  may  be  started  with  the  START  command.  In  a  sense,  each 
screen  group  may  be  considered  a  virtual  computer  with  its  own  keyboard  and  its  own 
screen.  Processes  and  threads  are  forms  of  multitasking  that  the  programmer  controls. 
Screen  groups  are  controlled  by  the  user.  The  foreground  session  is  the  one  in  control  of  the 
keyboard  and  the  screen;  any  other  sessions  are  called  background  sessions. 

An  OS/2  process  that  creates  another  process  is  the  parent  process',  the  created  process 
is  the  child  process.  A  child  inherits  much  of  its  parent’s  environment,  including  the 
parent’s  base  priority,  its  screen  group,  and  its  open  file  handles;  conceptually,  this  is  like 
inheritance  in  UNIX. 

OS/2  assigns  a  unique  process  identification  (PID)  to  each  process.  A  parent  process 
has  no  way  to  tell  if  its  children  create  their  own  descendants.  Therefore,  a  parent  that  wants 
to  know  if  the  task  to  be  performed  by  a  child  is  finished  cannot  determine  this  because 
even  though  the  parent  can  ask  if  the  child  is  still  alive,  the  child  could  in  fact  have 
delegated  its  work  to  descendants  and  then  terminated  itself. 

When  a  parent  creates  a  child,  the  parent  is  informed  of  the  child’s  PID.  This  may  be 
treated  as  a  command  subtree  ID  that  identifies  the  entire  tree  of  processes  for  which  the 
child  is  the  root  process.  Various  OS/2  functions  can  either  work  with  PIDs  or  with 
command  subtrees.  With  a  PID,  only  that  one  process  is  affected:  with  a  command  subtree 
form,  the  named  process  and  its  entire  set  of  descendants  is  affected  (Le88). 

OS/2  uses  file  handles  as  do  the  more  recent  versions  of  DOS.  OS/2  returns  a  unique 
16-bit  integer  file  handle  whenever  a  process  opens  a  file.  The  process  then  passes  that 
value  to  OS/2  to  identify  the  file  for  which  it  wishes  to  do  input  or  output.  Handles  are  also 
used  when  a  program  creates  a  semaphore,  the  program  uses  the  handle  in  subsequent 
semaphore  request  and  semaphore  release  calls.  Handle  references  are  much  faster  than 
using  long  text  names.  There  are  three  standard  handles:  Normally,  all  OS/2  programs  read 
their  inputs  from  STDIN  (standard  input),  write  their  outputs  to  STDOUT  (standard 
output),  and  list  their  errors  on  STDERR  (standard  error).  Programs  inherit  these  handles 
automatically;  they  do  not  need  to  open  them.  Opening  is  normally  done  with  DosOpen, 
reading  with  DosRead,  and  writing  with  DosWrite. 

Named  pipes  were  not  provided  in  OS/2  version  1 .0  (Du87c).  A  process  that  opens  an 
anonymous  pipe  (unnamed  pipe)  receives  a  file  handle  for  reading  from  the  pipe  (with 
DosRead),  and  another  file  handle  for  writing  to  the  pipe  (with  DosWrite).  Data  written  to  a 
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pipe  is  stored  in  RAM  (so  reading  and  writing  is  much  faster  than  with  disk  files),  and  is 
accessed  FIFO.  When  a  parent  process  creates  a  child  process,  the  child  inherits  open  pipe 
handles;  the  child  can  pass  information  to  the  parent  by  writing  to  the  pipe,  and  the  parent 
can  read  from  it.  OS/2  is  like  UNIX  in  the  sense  that  pipes,  files,  and  devices  operate  in  a 
similar  manner  with  similar  calls. 

Whenever  a  file  is  opened,  OS/2  allocates  a  file  handle  and  makes  an  appropriate  entry 
in  that  process’s  handle  table;  this  entry  points  to  the  system  file  table  (SFT).  The  SFT 
contains  a  file  pointer  that  indicates  the  current  position  in  the  file  for  reading  or  writing. 
Inherited  or  duplicated  handles  point  to  the  same  SFT  entry  and  hence  have  the  same 
pointers  (Le88).  This  is  similar  to  UNIX  as  well. 


23.4.1  Processes 

The  DosExecPgm  call  is  used  to  execute  a  child  process.  The  exec  function  in  DOS  simply 
loads  a  file,  but  with  the  OS/2  dynamic  linking  facility  things  become  more  complex.  An 
application  may  reference  many  dynamic  link  libraries  and  these,  in  turn,  may  reference 
others.  On  an  error  return  from  DosExecPgm,  OS/2  explicitly  returns  the  name  of  the  object 
causing  the  trouble  such  as  a  missing  or  defective  dynamic  link  library,  or  some  other  load 
object. 

DosExecPgm  (IB87b)  (Ia88)  (Le88)  allows  the  caller  to  specify  execution  options  such 
as 


The  child  program  should  be  executed  synchronously,  i.e.,  the  thread  issuing  the  call 
suspends  execution  until  the  child  terminates.  This  is  most  like  the  DOS  method  of 
handling  exec  and  is  provided  to  facilitate  DOS  3.X  to  OS/2  conversions;  this  option 
should  generally  be  avoided  in  the  development  of  new  OS/2  applications. 

The  child  program  should  be  executed  asynchronously,  i.e.,  the  calling  thread  returns 
immediately;  the  child  process  is  created  and  proceeds  independently.  When  the  child 
terminates,  no  return  codes  are  supplied.  This  form  of  the  call  is  used  when  it  is  desired 
to  create  a  child  to  perform  a  certain  task,  but  when  the  calling  thread  is  not  particularly 
interested  in  the  result  of  the  child’s  execution. 

The  child  program  should  be  executed  asynchronously,  and  on  return  the  child’s  exit 
code  should  be  saved  for  examination  by  DosCWait  so  that  it  can  be  determined  if  the 
child  process  succeeded  or  failed. 

The  child  process  may  be  examined  or  modified  by  a  debugger  such  as  CodeView 
which  uses  the  DosPTrace  function  to  control  the  process  or  to  peek  (view)  or  poke 
(modify)  it. 

The  child  process  should  be  executed  asynchronously,  and  it  should  be  detached  from 
the  parent  process  (thus  running  as  an  orphan).  This  DosExecPgm  option  is  most 
commonly  used  to  create  background  daemon  programs  that  do  not  interact  with  the 
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■  The  child  process  is  loaded  into  memory  in  a  suspended  state,  and  does  not  execute 

until  it  is  “thawed  out”  by  the  session  manager, 

DosCWait  enables  a  parent  process  to  determine  when  a  child  process  has  completed 
and  whether  its  operation  was  successful.  A  child  process  may  create  its  own  children  and 
so  on.  Therefore,  if  a  parent  wants  to  know  that  all  the  work  being  done  by  a  child  has  fin¬ 
ished,  it  should  use  the  command  subtree  option  of  DosCWait.  Also,  one  parent  process 
may  have  many  children  to  monitor.  DosCWait  may  be  used  to  monitor  an  individual  child 
process,  or  it  may  be  used  to  monitor  the  entire  command  subtree  with  a  given  child  at  its 
root  (Le88).  The  functionality  provided  here  is  similar  to  that  in  UNIX. 

OS/2  provides  an  environment  in  which  processes,  even  parents  and  children,  are  quite 
independent  of  one  another.  A  parent  exercises  only  limited  control  over  its  command 
subtrees;  it  can  either  adjust  their  CPU  priorities,  or  it  can  kill  (terminate)  them.  A  parent 
may  wish  to  terminate  a  child  prematurely  as  a  result  of  a  user  command  or  in  response  to 
the  user  typing  Ctrl-Break.  DosKillProcess  can  terminate  a  process,  or  it  can  terminate  a 
process  and  each  of  its  descendant  processes.  Each  process  terminates  only  when  all  its 
threads  have  returned  from  their  system  calls.  Calls  such  as  “read  a  keyboard  character,” 
which  might  require  a  great  deal  of  time  to  complete,  are  automatically  aborted  by  the 
system  to  facilitate  rapid  termination. 

A  child  process  inherits  the  priority  of  its  parent;  the  parent  may  change  the  child’s 
priority  with  a  system  call,  and  should  do  so  with  the  command  subtree  option. 

DosExitList  adds  or  deletes  routines  from  the  process  termination  list  (a  list  of  routines 
to  be  executed  when  the  process  terminates).  DosGetEnv  is  normally  used  by  library 
routines  to  determine  the  current  process’s  environment. 

23.4.2  Threads 

The  path  of  execution  of  the  CPU  through  the  instructions  of  a  program  is  called  a  thread  of 
execution  (Le88).  OS/2  allows  for  the  simultaneous  presence  of  many  threads  of  execution 
in  an  application.  In  systems  with  multiple  CPUs,  many  threads  may  be  truly  active  at  once. 
With  single  CPU  systems,  it  is  still  reasonable  to  have  multiple  threads  of  execution. 
Multiuser  systems  certainly  support  multiple  threads  in  a  system-wide  sense,  but  OS/2 
actually  supports  multiple  threads  per  process. 

In  OS/2,  processes  own  resources  (such  as  memory,  files,  system  semaphores,  pipes 
and  queues),  and  every  thread  within  a  process  shares  all  that  process’s  resources.  Threads 
have  some  private  data  such  as  their  own  copies  of  the  CPU  registers. 

A  process’s  first  thread  is  created  automatically  by  OS/2  when  the  process  is  created; 
additional  threads  are  created  with  the  DosCreateThread  call.  All  a  process’s  threads  are 
siblings  on  an  equal  basis;  there  are  no  parent/child  relationships  among  threads  regardless 
of  which  create  which.  DosGetPID  retrieves  various  identification  information  for  the 
calling  thread,  namely  the  current  thread  ID,  the  current  process  ID.  and  the  parent’s 
process  ID. 
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The  first  thread  created  for  a  process  is  called  thread  1  and  it  has  some  special  pro¬ 
perties.  Threads  can  be  created  and  destroyed  faster  than  processes.  It  is  easy  to  share  data 
between  the  threads  of  a  process  because  they  all  share  the  memory  of  the  parent  process. 
The  thread  is  the  dispatchable  unit  of  execution  and  has  priority  assocaited  with  it. 

There  is  a  separate  stack  area  for  each  thread  (Le88).  OS/2  automatically  provides  the 
stack  area  for  thread  1 ,  but  the  caller  of  DosCreateThread  must  provide  a  process  memory 
area  for  the  stack  space  for  the  new  thread.  Unfortunately,  this  memory  is  accessible  and 
modifiable  by  all  threads  so  the  programmer  must  be  careful  to  prevent  threads  from 
modifying  these  stack  areas  inadvertently.  Because  stacks  can  grow  arbitrarily  large,  they 
can  exceed  the  designated  segment  size,  causing  a  stack  fault  and  consequent  thread 
lermination. 

All  threads  of  a  process  have  access  to  all  the  resources  of  that  process;  it  is  possible  for 
several  threads,  for  example,  to  issue  reads  and  writes  to  the  same  file  using  the  same  file 
handle. 

Programmers  in  an  OS/2  environment  use  threads  for  a  variety  of  reasons.  A  common 
application  is  to  provide  one  thread  for  foreground  work,  which  controls  interaction  with 
the  user,  and  another  thread  to  control  background  work,  which  performs  the  bulk  of  the 
work  in  support  of  the  user’s  application.  Modifiable  data  structures  accessed  by  multiple 
threads  in  the  same  process  need  to  be  protected  by  RAM  semaphores  to  prevent 
indeterminate  results  (see  Chapter  4). 

Threads  provide  a  convenient  way  to  handle  portions  of  a  job  that  are  most  naturally 
handled  asynchronously  (Le88)  (Pe88b).  For  example,  a  thread  may  be  assigned  the  job  of 
periodically  backing  up  critical  information  automatically;  it  can  call  DosSleep  to  rest  for  a 
designated  time  interval,  be  awakened,  perform  its  backups,  and  then  sleep  again.  A  thread 
should  be  used  to  avoid  the  need  for  high-overhead  polling  loops:  it  can  go  blocked  waiting 
for  an  event  to  occur  and  be  awakened  when  the  event  occurs.  A  server  process  can  use 
multiple  threads  to  monitor  and  perform  the  services  being  requested  by  multiple  client 
processes. 

One  common  use  of  multiple  threads  is  to  speed  processing  by  overlapping  input/ 
output  with  processing.  Single  thread  programs  must  wait  for  I/O  to  complete  before  they 
proceed;  multiple-thread  programs  may  process  some  data  while  reading  in  the  next  set  of 
data  simultaneously. 

Software  engineering  has  become  increasingly  important  as  programs  have  grown  in 
size  and  complexity.  Most  programs  in  use  today  are  sequential  rather  than  parallel  in 
nature.  But,  as  solving  problems  with  inherent  parallelism  becomes  more  common, 
structuring  parallel  programs  to  make  them  more  reliable,  maintainable,  and  likely  to  be 
correct  on  the  first  try  becomes  increasingly  difficult  with  sequential  programming  lan¬ 
guages.  Multiple-thread  programming  makes  it  convenient  to  mirror  the  structure  of  a 
parallel  problem  with  parallel  programming.  This  promotes  ease  of  programming,  ease  of 
design,  and  maintainability.  Parallel  problems  can  certainly  be  solved  with  sequential 
programming  languages  that  provide  the  ability  to  poll  and  detect  the  occurrence  of  parallel 
events,  but  these  programs  tend  to  be  complex  and  difficult  to  debug  (Le88). 
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As  we  saw  in  Chapter  4,  uncontrolled  common  access  to  shared  information  can  cause 
indeterminate  results.  We  repeatedly  emphasized  that  no  assumptions  may  be  made  about 
the  relative  speeds  of  asynchronous  concurrent  processes  (or  threads).  Therefore  it  is 
essential  that  threads  use  semaphores  or  other  means  to  avoid  simultaneous  access  to  shared 
data  (when  one  or  more  of  the  threads  is  updating  the  data). 

When  multiple  threads  need  to  access  shared  data,  possibly  for  updating,  the  shared 
data  access  should  be  included  in  a  critical  section  protected  by  RAM  semaphores  to  ensure 
that  only  one  thread  at  a  time  accesses  the  data  (Ru88). 

One  way  to  guarantee  the  integrity  of  shared  data  in  a  critical  section  within  a  process 
is  to  suspend  all  other  threads  that  might  want  to  enter  the  section;  this  can  be  done  with 
successive  calls  to  DosSuspendThread.  This,  of  course,  requires  that  the  thread  about  to 
enter  a  critical  section  knows  the  identities  of  the  other  threads  that  might  want  to  enter  their 
own  critical  sections.  DosSuspendThread  can  only  suspend  other  threads  that  belong  to  the 
same  process.  A  suspended  thread  is  resumed  with  DosResumeThread.  Normally,  critical 
sections  within  a  process  should  be  protected  with  RAM  semaphores  rather  than  with 
DosSuspendThread. 

DosSuspendThread  suspends  one  thread.  DosEnterCritSec  suspends  all  a  process’s 
threads  except  for  the  one  calling  DosEnterCritSec ;  this  process  may  then  enter  a  critical 
section.  Note  that  DosEnterCritSec  is  not  quite  the  same  as  the  entermutualexclusion 
call  (discussed  in  Chapter  4)  which  only  suspends  other  threads  as  they  attempt  to  enter 
their  critical  sections.  DosExitCritSec  resumes  only  threads  that  DosEnterCritSec  sus¬ 
pended;  it  does  not  resume  threads  suspended  by  DosSuspendThread.  A  weakness  of  using 
DosEnterCritSec  is  that  a  process  could  be  suspended  while  in  a  critical  section. 

Threads  can  die  or  be  killed  by  an  external  event.  A  thread  terminates  itself  (dies)  by 
calling  DosExit.  A  thread  terminates  all  threads  belonging  to  its  process  by  calling  DosExit 
and  specifying  the  “exit  entire  process”  option;  application  threads  are  terminated  immedi¬ 
ately,  while  threads  executing  system  calls  are  terminated  at  appropriate  points  in  their 
execution,  possibly  not  immediately.  If  a  single  thread  remains  in  a  process  and  that  thread 
calls  DosExit ,  the  entire  process  is  terminated. 

23.4.3  Scheduling 

There  is  considerable  overhead  associated  with  creating  and  maintaining  processes;  threads 
are  intended  to  be  a  low  overhead  means  for  implementing  parallelism  within  a  process. 

OS/2  assigns  priorities  to  each  thread  and  runs  the  highest  priority,  ready-to-run  thread. 
The  OS/2  scheduler  is  preemptive ;  if  a  higher-priority  thread  becomes  ready  to  run,  then  the 
CPU  will  be  taken  away  (preempted)  from  a  lower  priority  thread  immediately,  and  given 
to  the  higher-priority  thread. 

The  highest  priority  thread  runs  for  as  long  as  it  wants  to,  or  until  its  time  slice  expires. 
Then  the  next  highest  priority  thread  executes  A  blocked  process  that  becomes  ready  to  run 
gets  the  CPU  if  its  priority  is  higher  than  the  running  process.  The  scheduler  causes  threads, 
not  processes,  to  be  dispatched;  but  all  threads  of  a  process  have  the  same  priority.  Most 
threads  run  in  the  general  priority  (or  regular)  category  in  which  they  are  categorized  as 
either  interactive,  foreground,  or  background. 
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OS/2  is  more  concerned  with  optimizing  response  than  it  is  with  optimizing  through¬ 
put.  A  process  that  controls  a  screen  group  not  being  displayed  is  a  background  process; 
background  is  the  lowest  of  the  general  priorities.  A  foreground  thread  always  gets  the  CPU 
first;  background  threads  execute  only  when  there  are  no  active  foreground  threads.  If  a 
foreground  thread  becomes  ready  to  run  while  a  background  thread  is  operating,  the  CPU  is 
preempted  and  given  to  the  foreground  thread. 

The  processes  involved  with  the  currently  active  screen  group  are  in  the  foreground 
category.  The  process  involved  with  the  keyboard  is  in  the  interactive  category.  When  an 
interactive  thread  releases  the  CPU,  the  noninteractive  foreground  threads  get  the  CPU 
next. 

OS/2  tends  to  increase  the  priority  of  I/O-bound  processes  and  decrease  the  priority  of 
CPU-bound  processes  to  ensure  good  device  utilization  while  keeping  CPU-bound  jobs 
progressing.  But  OS/2  will  not  allow  any  background  thread  to  attain  a  higher  priority  than 
any  foreground  thread. 

Some  applications,  because  of  their  nature,  are  time  critical ;  they  need  to  run  at  high 
priorities  possibly  contrary  to  the  normal  priority  allocation  algorithms  (Le88).  A  print 
spooler  ideally  wants  to  keep  the  printer  going  at  full  speed;  printers  don’t  use  much  CPU 
time  anyway,  so  giving  the  printer  high  priority  rarely  impacts  the  progress  of  other  threads. 
Networks  need  to  respond  quickly  to  network  events  or  possibly  lose  information. 
Identifying  a  thread  as  time  critical  can  affect  the  response  to  other  threads,  so  this 
designation  should  be  used  with  care.  It  is  important  to  try  to  keep  the  interactive  process 
serviced  at  top  speed.  Ready-to-run  time-critical  threads  are  given  priority  over  regular 
threads  and  idle-time  threads.  Threads  of  equal  priority  are  scheduled  round  robin. 

Processes  may  be  designated  as  low  priority  (or  idle-time)  in  which  case  they  receive 
the  CPU  when  no  higher  priority  process  needs  the  CPU.  Low  priority  processes  never  have 
(heir  priorities  adjusted. 

Normally,  a  thread  inherits  the  priority  of  its  creator.  The  intent  of  future  releases  of 
OS/2  is  to  give  processes  in  the  general  priority  category  base  priorities  (Le88).  New 
threads  will  inherit  the  base  priorities  of  their  creators.  All  a  process’s  threads  in  the  general 
priority  category  will  be  expressed  relative  to  that  process’s  base  priority.  If  the  process’s 
base  priority  changes,  then  the  priorities  of  all  its  threads  change  accordingly.  Time-critical 
threads  and  low-priority  threads  are  not  affected  by  changes  in  their  process’s  base  priority. 
A  process  may  alter  its  own  priority,  the  priorities  of  its  threads,  or  the  priorities  of  its 
descendant  processes  with  DosSetPrty;  the  priority  of  a  process  or  thread  is  determined 
with  DosGetPrty. 


23.5  DYNAMIC  LINKING 

Dynamic  linking  (Gr88)  (Ia88)  (Ko88)  (Le88a)  enables  a  program  to  call  a  subroutine  that 
has  not  been  linked  into  its  executable  image.  OS/2  resolves  the  references  automatically  at 
either  load  time  or  run  time.  Dynamic  link  libraries  (DLLs)  contain  many  common 
subroutines,  especially  the  huge  number  that  support  OS/2’s  applications  programming 
interface  (API). 
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In  static  Unking,  external  references  are  fully  resolved  at  link  time  prior  to  loading  or 
running  the  program.  With  dynamic  linking,  references  to  DLLs  are  not  fully  resolved  by 
combining  the  code,  but  instead  a  dynamic  link  reference  is  included  in  the  .EXE  file 
(Pe88c).  This  informs  the  loader  where  to  find  the  missing  code  (the  DLL)  when  the  linked 
program  is  loaded.  This  is  called  load-time  dynamic  linking,  and  it  requires  the  references  a 
program  will  make  to  be  clear  when  the  program  is  written  and  translated. 

Dynamic  linking  delays  binding  until  after  the  initial  linking  process.  Unresolved 
external  references  are  resolved  either  at  load  time  or  at  run  time. 

A  real  advantage  to  dynamic  linking  over  static  linking  is  that  it  is  much  easier  to 
incorporate  new  versions  of  subroutines.  With  static  linking,  each  new  version  requires 
relinking.  With  dynamic  linking,  new  versions  are  simply  incorporated  into  the  dynamic 
link  libraries  without  any  need  to  change  the  applications  programs.  Dynamic  linking 
makes  it  easy  to  extend  the  operating  system;  software  developers  can  write  DLL  packages 
without  having  to  directly  modify  the  operating  system.  This  is  in  line  with  the  philosophy 
of  an  open  systems  architecture. 

With  run-time  dynamic  linking,  programs  need  not  know  in  advance  of  execution  the 
names  of  all  the  dynamic  link  packages  theyTl  need.  Of  course,  as  systems  become  more 
complex  and  more  dynamic  it  becomes  increasingly  difficult  for  programmers  to  have  this 
information  or  even  to  predict  it  reliably.  With  run-time  dynamic  linking,  programs 
determine  what  dynamic  link  packages  they’ll  need  as  they  execute;  only  the  needed 
packages  are  then  made  available. 

DosLoadModule  (IB87b)  loads  a  dynamic  link  module  and  returns  a  module  handle. 
This  handle  is  given  to  DosFreeModule  to  free  the  module  so  its  memory  can  be  released, 
to  DosGetProcAddr  to  determine  procedure  addresses  in  the  module,  or  to  Dos- 
GetModName  to  determine  the  fully-qualified  module  name  including  the  drive,  path, 
filename,  and  extension  of  the  module  in  the  file  system.  DosGetModHandle  returns  a 
handle  to  a  dynamic  link  module  if,  in  fact,  that  module  is  loaded. 

23.6  THE  FILE  SYSTEM 

The  initial  release  of  OS/2,  version  1 .0,  included  a  file  system  quite  similar  to  that  in  DOS 
in  an  effort  to  preserve  compatibility  with  DOS  and  facilitate  the  gradual  transition  to  OS/2 
(Du89). 

OS/2  provides  asynchronous  I/O  accessible  through  the  functions  DosReadAsync  and 
DosWriteAsync.  These  are  similar  to  DosRead  and  DosWrite  with  the  exception  that  they 
return  to  the  caller  immediately  rather  than  waiting  for  the  call  to  complete.  Both 
asynchronous  I/O  operations  require  as  an  argument  a  semaphore  that  is  cleared  upon  I/O 
completion.  Process  threads  can  wait  for  operation  completion  or  they  can  check  the 
semaphore  for  completion.  The  DosMuxSemW ait  call  is  used  to  wait  on  multiple  sema¬ 
phore  events. 

OS/2  also  offers  extended  partitioning,  which  allows  it  to  view  a  hard  disk  as  several 
smaller  hard  disks  each  containing  a  FAT  (file  allocation  table)  and  a  full  file  system. 

A  volume  is  a  nonremovable  disk  in  a  disk  drive,  or  a  removable  disk  in  a  disk  drive. 
To  prevent  duplication  of  volume  IDs,  OS/2  checksums  the  user-supplied  name,  combines 
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this  with  the  seconds  since  1980,  and  uses  this  as  a  seed  for  a  random  number  generator, 
which  then  returns  a  random  number  up  to  four  billion.  This  helps  ensure  that  created 
volumes  are  unique.  OS/2  provides  blocking  and  deblocking  for  disk  I/O  requests. 

OS/2  uses  common  naming  conventions  for  objects  such  as  files,  system  semaphores, 
named  shared  memory,  named  pipes  and  soon  (Le88).  DOS  uses  file  names  of  as  many  as 
eight  characters  followed  by  a  period  followed  by  an  extension  of  up  to  three  characters. 
OS/2  uses  installable  file  systems  (IFSs)  rather  than  a  built-in  file  system.  In  a  sense,  an  IFS 
is  like  a  device  driver  in  that  it  is  loaded  at  boot  time.  An  IFS  provides  the  code  it  takes  to 
control  a  complete  file  system  on  a  device,  including  all  common  file  system  management 
tasks  such  as  creating  and  maintaining  file  directories,  allocating  space  on  disks,  and  so  on. 
An  IFS  communicates  with  OS/2  across  a  standard  interface.  By  using  names  in  the  “8.3 
format”  of  DOS  (i.e.,  a  file  name  as  long  as  8  characters,  followed  by  a  period,  followed  by 
file  extension  as  long  as  3  characters),  applications  can  ensure  compatibility  with  future 
versions  of  OS/2.  In  future  versions  of  OS/2,  access  permissions  will  be  included  in  the  file 
system  name  space  along  with  other  security  features.  Fig.  23.1  summarizes  the  OS/2  file 
system  calls. 

23.7  MEMORY  MANAGEMENT 

The  OS/2  memory  manager  allocates  physical  memory  and  virtual  memory  to  processes 
(He88)  (Ia88)  (Le88)  (Mi88).  DOS  is  a  real  memory,  single-process  operating  system. 
OS/2  is  a  virtual  memory,  multiple-process  operating  system  with  multiple  protected 
address  spaces.  Every  memory  reference  results  in  a  segment  selector  reference.  The  seg¬ 
ment  selector  references  an  entry  in  either  the  GDT  (global  descriptor  table)  or  the  LDT 
(local  descriptor  table).  A  memory  location  can  only  be  referenced  after  it  has  been  de¬ 
scribed  in  an  LDT  or  GDT  entry;  the  selector  for  that  entry  must  be  loaded  into  one  of  the 
four  segment  registers. 

OS/2  protects  processes  from  interfering  with  one  another.  Programs  in  OS/2  may 
access  memory  only  through  the  LDT  or  the  GDT.  Segment  descriptors  in  these  tables 
contain  both  the  physical  address  of  each  segment  and  the  segment  length.  Programs  are 
prevented  from  attempting  to  execute  portions  of  a  data  segment.  Programs  may  not  write 
in  procedure  segments. 

In  DOS,  programs  may  hook  interrupt  vectors  by  replacing  the  addresses  of  interrupt 
handlers  with  addresses  in  the  program;  OS/2  prohibits  this  because  it  could  corrupt  the 
security  of  the  multitasking  environment. 

OS/2  processes  cannot  directly  call  into  ROM  BIOS  code.  Application  programs 
cannot  execute  in  ring  0  (privileged  mode). 

OS/2  supports  both  named  shared  memory  and  giveaway  shared  memory  (see  section 
23.8.1).  For  each  type,  the  shared  entity  is  a  segment.  No  names  are  assigned  to  giveaway 
shared  segments.  Access  is  granted  only  to  an  intended  process  with  no  chance  that 
unauthorized  processes  can  reference  the  segment.  Giveaway  shared  memory  segments 
may  be  created  faster  than  named  shared  memory  segments. 

The  maximum  segment  size  on  the  80286  processor  is  64K;  this  problem  goes  away 
with  the  enormous  capacities  of  the  80386  (Da89).  OS/2  provides  a  capability  called  huge 
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OS/2  File  System  Calls 

DosBufReset 

Commit  File’s  Cache  Buffers 

DosChDir 

Change  Current  Directory 

DosChgFilePtr 

Change  (Move)  File  Read/Write  Pointer 

DosClose 

Close  File  Handle 

Dos  Delete 

Delete  File 

DosDevConfig 

Get  Device  Configuration 

DosDevIOCtl 

I/O  Control  for  Devices 

DosDupHandle 

Duplicate  File  Handle 

DosFileLocks 

File  Lock  Manager 

DosFindClose 

Close  Find  Handle 

DosFindFirst 

Find  First  Matching  File 

DosFindNext 

Find  Next  Matching  File 

DosMkDir 

Make  Subdirectory 

Dos  Move 

Move  a  File 

DosNewSize 

Change  File  Size 

DosOpen 

Open  File 

DosPhysicalDisk 

Partitionable  Disk  Support 

DosQCurDir 

Query  Current  Directory 

DosQCurDisk 

Query  Current  Disk 

DosQFHandState 

Query  File  Handle  State 

DosQFilelnfo 

Query  File  Information 

DosQFileMode 

Query  File  Mode 

DosQFSInfo 

Query  File  System  Information 

DosQHandType 

Query  Handle  Type 

DosQVerify 

Query  Verify  Setting 

DosRead 

Read  from  File 

DosReadAsync 

Asynchronous  Read  from  File 

DosRmDir 

Remove  Subdirectory 

DosSearchPath 

Search  Path  for  File  Name 

DosSelectDi.sk 

Select  Default  Drive 

DosSetFHAndState 

Set  File  Handle  State 

DosSetFilelnfo 

Set  File  Information 

DosSetFileMode 

Set  File  Mode 

DosSetFsInfo 

Set  File  System  Information 

DosSetMaxFH 

Set  Maximum  File  Handles 

DosSetVerify 

Set/Reset  Verify  Switch 

DosWrite 

Synchronous  Write  to  File 

DosWriteAsync 

Asynchronous  Write  to  File 

Fig.  23.1  OS/2  file  system  calls.  (Courtesy  of  International  Business  Machines 
Corporation.) 
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segments  to  enable  users  to  create  and  manipulate  segments  larger  than  64K.  A  huge 
segment  may  consist  of  several  64K  segments  plus  a  last  segment  of  64K  or  smaller.  Huge 
segments  are  created  with  the  DosAllocHuge  call;  they  may  be  made  larger  or  smaller  via 
the  DosReallocHuge  call. 

OS/2  ordinarily  allocates  memory  in  segments,  but  it  has  the  capability  to  allocate 
portions  of  segments  via  its  memory  suballocation  facility.  This  enables  the  system  to 
satisfy  frequent  requests  for  small  amounts  of  memory  more  efficiently  than  is  possible 
through  the  system’s  standard  segment  allocation  procedures,  which  incur  substantial 
overhead.  DosSubSet  initializes  a  segment  for  suballocation,  or  increases  the  size  of  a 
suballocated  segment.  DosSubAlloc  suballocates  memory  within  a  segment;  DosSubFree 
frees  suballocated  memory.  It  is  important  to  note  that  the  80286  is  segment  based,  but  the 
80386  supports  paging  and  segmentation  (Cr87)  (Ro87)  (Vi87)  (Ia88)  (Le88)  (Mc88). 

Swapping  is  performed  by  segment;  a  process  may  lose  its  segments  to  secondary 
storage  as  the  space  they  occupy  is  demanded  by  the  system.  A  process  runs  smoothly  as 
long  as  it  references  in-memory  segments.  When  an  out-of-memory  segment  is  referenced, 
a  segment  fault  occurs,  requiring  a  delay  as  the  required  segment  is  read  in  from  disk,  and 
possibly  an  additional  delay  as  one  or  more  segments  are  swapped  out  to  make  room  for  the 
incoming  segment.  OS/2  swaps  out  the  least-recently-used  (LRU)  segment  (or  segments)  to 
make  room  for  an  incoming  segment.  The  early  releases  of  OS/2  swap  by  segment;  later 
releases  based  on  the  80386  processor  will  use  paging.  The  priorities  of  processes  or 
threads  are  not  considered  by  the  swapping  algorithm;  once  a  process  is  marked  to  be 
swapped  it  is  equally  eligible  with  all  such  marked  processes  to  be  swapped  (Le88).  Certain 
portions  of  system  code  cannot  be  swapped  for  efficiency  and  response  reasons,  or  because 
swapping  is  simply  not  possible,  such  as  with  real  mode  code  (because  segment  faults  are 
meaningless  when  running  in  real  mode). 

Memory  overcommit  occurs  when  the  total  size  of  all  current  programs  is  larger  than 
real  memory;  this  is  normal  in  virtual  storage  systems.  Managing  memory  overcommit  is 
important;  OS/2  will  not  initiate  another  process  if  the  degree  of  memory  overcommit 
would  result  in  too  little  RAM  to  run  a  swapped-out  process  or  too  little  disk  space  to  swap 
out  a  process  to  make  room  for  other  processes  (could  this  lead  to  deadlock?). 

Programs  may  request  substantial  amounts  of  memory  as  they  execute;  OS/2  can 
refuse  excessive  requests.  The  system  manages  memory  overcommit  to  ensure  that  pro¬ 
grams  can  run;  it  is  possible  that  these  programs  will  run  slowly,  but  the  key  issue  is 
guaranteeing  that  they  can  run. 

Every  system  is  different  in  the  sense  that  the  job  mix  is  dependent  on  the  goals  and 
purposes  of  a  particular  system.  Individual  users  may  deal  with  inefficient  operation  by 
placing  fewer  demands  on  the  system,  or  by  providing  more  memory  or  faster  processors  to 
run  the  desired  demand  more  efficiently. 

OS/2  tries  to  swap  out  segments  that  are  not  needed  soon.  Because  swapping  is  done  by 
segment,  programmers  should  be  careful  as  they  decide  what  will  be  included  in  each 
segment.  If  a  segment  is  brought  to  memory,  that  segment  should  ideally  contain  code 
likely  to  be  used.  Infrequently  used  error-processing  routines  should  be  placed  in  separate 
segments  from  frequently  used  mainline  code.  In  general,  items  used  together  should 
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appear  in  the  same  segment;  items  unlikely  to  be  used  together  should  be  in  separate 
segments. 

OS/2  provides  two  special  segments,  one  global  and  one  local,  that  hold  system  in¬ 
formation.  The  global  information  segment  contains  system  data  such  as  time  and  date 
information;  the  local  information  segment  contains  process  data.  The  global  information 
includes  RAS  ( reliability ,  availability ,  and  serviceability)  data  that  aids  in  determining  and 
correcting  system  problems.  The  local  data  contains  information  about  processes  and 
threads. 

With  protect  mode,  each  process  has  one  local  descriptor  table  (LDT)  for  all  its 
threads.  The  global  descriptor  table  enables  a  process  to  address  system-wide  information 
and  procedures  shared  by  all  processes. 

DosAllocSeg  allocates  a  segment  of  a  requested  size  (up  to  64K)  to  a  process;  the 
memory  is  both  movable  (when  compacting  main  storage)  and  swappable.  Storage 
compaction  and  swapping  are  selectable  features  that  can  be  disabled  when  the  system  is 
configured.  DosReallocSeg  adjusts  the  size  of  an  allocated  segment;  segments  can  be  in¬ 
creased  or  decreased  in  size,  but  shared  segments  can  only  be  increased.  DosFreeSeg  frees 
a  memory  segment  (for  a  shared  segment,  the  reference  count  is  reduced;  the  segment  is 
freed  when  the  count  reaches  0). 

DosAllocHuge  allocates  multiple  segments  of  memory  to  form  a  huge  segment ;  this  is 
a  means  of  overcoming  the  80286  limitation  of  64K  bytes  per  segment.  DosGetHugeShift 
returns  the  shift  value  for  determining  the  selectors  to  access  a  huge  memory  area  allocated 
by  DosAllocHuge.  DosReallocHuge  adjusts  the  size  of  a  huge  memory  segment  originally 
allocated  by  DosAllocHuge.  DosMemAvail  determines  the  size  of  of  the  largest  available 
memory  block. 

OS/2  creates  an  LDT  for  each  application.  An  entry  is  made  in  the  LDT  for  each 
segment  loaded,  including  segments  from  dynamic  link  libraries.  Only  one  copy  of  any 
segment  is  in  memory  although  it  may  be  shared  by  several  applications  each  with  an  entry 
for  that  segment  in  its  own  LDT. 

OS/2  allows  segments  to  be  any  size  up  to  64K,  so  as  segments  are  allocated  and  freed, 
memory  tends  to  become  fragmented  (see  the  discussion  of  fragmentation  under  variable 
partition  multiprogramming  in  Chapter  7).  When  a  sufficiently  large  block  of  memory  is 
not  available  to  satisfy  a  request  for  memory,  OS/2  uses  segment  motion  (see  the  discussion 
of  storage  compaction  in  Chapter  7)  to  form  a  large  enough  block;  only  when  this  fails  does 
swapping  occur. 

Segments  may  be  marked  for  demand  loading ;  this  feature  is  particularly  useful  for 
segments  that  are  not  likely  to  be  referenced  on  each  execution  of  a  program  (such  as  error 
routines  for  obscure  errors).  Demand-loaded  segments  are  not  brought  into  memory  when  a 
program  is  initally  loaded;  this  conserves  memory  and  enables  programs  to  execute  sooner. 

The  DosCreateCSAIias  call  enables  a  process  to  place  executable  code  in  a  data 
segment  and  call  this  as  a  code  segment  (Kr88).  This  call  is  used  by  the  debuggers  to 
circumvent  protection  in  the  80286  that  disallows  modifying  code. 

OS/2  provides  a  feature  called  discardable  segments.  Segments  marked  as  discardable 
are  used  to  hold  objects  to  be  accessed  only  briefly  and  which  can  be  recreated  quickly. 
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When  the  system  gets  low  on  available  memory  it  reclaims  discardable  segments. 
Discardable  segments  can  be  swapped  or  moved.  DosLockSeg  prevents  a  discardable 
segment  from  being  discarded;  DosUnlockSeg  makes  the  segment  discardable  again. 

23.8  INTERPROCESS  COMMUNICATION 

OS/2  is  a  multitasking  operating  system;  many  processes  may  be  active  at  once.  This 
section  describes  how  processes  communicate  through  OS/2’s  interprocess  communication 
(IPC)  facilities.  OS/2  provides  a  variety  of  means  for  interprocess  communication 
including  signals,  pipes,  queues,  semaphores,  and  shared  memory.  Applications  use  calls 
to  create  semaphores,  pipes,  and  queues;  these  calls  return  unique  handles  to  be  used  in 
calls  that  manipulate  and  eventually  destroy  the  created  objects. 


23.8.1  Shared  Memory 

Shared  memory  is  implemented  in  two  ways,  namely  with  giveaway  shared  memory  or 
with  named  shared  memory  (Li88).  With  giveaway  shared  memory  the  owner  awards  ac¬ 
cess  to  another  process.  To  use  giveaway  shared  memory  (Kr88),  a  process  creates  a 
segment  with  DosAlIocSeg,  and  informs  the  system  (via  DosGiveSeg)  of  the  segment 
selector  and  the  intended  sharer’s  process  ID.  The  system  returns  the  segment  selector  to  be 
used  by  the  intended  sharer;  the  process  granting  access  then  passes  this  selector  to  the 
sharer  via  an  interprocess  communication  mechanism.  The  intended  sharer  then  accesses 
(he  segment  by  providing  this  selector  in  the  DosGetSeg  call. 

A  named  shared  segment  is  created  with  DosAllocShrSeg;  the  process  supplies  the 
name  and  the  desired  segment  size,  and  a  segment  selector  is  returned.  The  segment  name 
must  begin  within  \SHAREMEMV  The  sharer  requests  access  via  DosGetShrSeg  by 
supplying  the  segment  name  given  to  the  process  when  it  was  created. 


23.8.2  Semaphores 

Semaphores  are  normally  used  to  ensure  mutual  exclusion.  OS/2  supports  RAM  sema¬ 
phores  and  system  semaphores  (Du87c)  (Ia88)  (Le88)  (Mi88)  (Ru88).  RAM  semaphores 
are  four-byte  data  structures  intended  for  use  by  the  threads  of  one  process.  A  RAM 
semaphore  is  claimed  with  a  test-and-set  operation.  The  handle  for  a  RAM  semaphore  is  the 
address  of  its  double  word  in  the  local  address  space  of  the  process. 

When  several  processes  are  involved,  system  semaphores  are  needed  to  ensure  in¬ 
tegrity.  System  semaphores  have  their  data  structures  in  system  memory  rather  than  in  the 
address  spaces  of  processes,  so  accessing  system  semaphores  is  slower  because  the 
operating  system  boundary  must  be  crossed  and  this  is  a  relatively  time-consuming  op¬ 
eration. 

The  DosCreateSem  call  creates  a  system  semaphore  and  returns  a  semaphore  handle. 
Each  subsequent  semaphore  call  requires  a  semaphore  handle  as  an  argument.  A  system 
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semaphore  is  opened  by  the  DosOpenSem  call  (RAM  semaphores  have  no  explicit  open).  A 
RAM  semaphore  must  be  in  a  shared  memory  segment;  it  is  initialized  simply  by  zeroing  its 
memory. 

Semaphores  are  normally  used  to  protect  critical  sections.  To  use  a  critical  section,  the 
process  first  calls  DosSemRequest.  This  call  returns  when  it  has  claimed  the  semaphore  and 
then  the  process  can  proceed.  After  accessing  the  critical  section,  the  process  should  call 
DosSemClear  to  release  the  semaphore  and  allow  threads  waiting  on  it  to  proceed.  A 
weakness  of  this  scheme  is  that  a  process  may  indeed  access  a  critical  resource  without  first 
claiming  the  semaphore;  a  process  may  do  this  maliciously  or  even  accidentally. 

Many  threads  can  be  waiting  on  a  semaphore;  when  the  semaphore  becomes  available, 
the  thread  with  the  highest  CPU  priority  gets  it. 

Semaphores  may  also  be  used  to  signal  threads  that  events  have  occurred.  With  the 
DosMuxSemW  ait  call,  a  process  may  wait  on  several  events  and  be  awakened  whenever 
any  of  them  occurs. 

The  DosSemRequest  call  requests  a  semaphore,  and  the  DosSemClear  call  releases  it. 
DosSemRequest  waits  until  an  owned  semaphore  is  released  or  until  a  designated  wait  time 
interval  expires;  it  can  also  return  immediately  on  an  owned  semaphore  if  desired.  If  the 
semaphore  is  not  owned,  then  it  is  set  to  owned  and  the  call  returns. 

DosSemClear  releases  the  semaphore;  any  blocked  threads  waiting  on  the  semaphore 
can  proceed.  DosSemSet  sets  a  semaphore  to  owned;  it  is  most  often  used  in  signalling 
situations  in  which  a  blocked  thread  is  to  be  awakened  when  a  semaphore  is  cleared. 
DosSemWait  waits  for  a  semaphore  to  be  cleared.  DosSemSetWait  sets  a  semaphore  and 
then  waits  for  it  to  be  cleared.  DosMuxSemW  ait  waits  for  any  of  several  semaphores  to 
clear.  DosCreateSem  creates  a  system  semaphore,  DosOpenSem  opens  it,  and  DosClos- 
eSem  closes  it. 

One  problem  with  semaphores  (Le88)  is  that  they  are  sometimes  not  released  and  thus 
left  “orphaned,”  a  situation  that  could  lead  to  deadlock  among  processes  still  dependent  on 
being  able  to  claim  the  semaphores  before  entering  their  critical  sections.  This  can  occur  in 
several  ways 

■  A  signal  handler  may  fail  to  return  to  the  point  at  which  a  thread  was  interrupted  by  a 
signal.  This  may  prevent  the  semaphore  from  being  released. 

«  A  process  that  has  set  a  semaphore  may  be  killed. 

■  A  process  can  incur  a  fatal  error. 

■  A  process  may  simply  malfunction  because  of  a  logic  bug. 

A  process  can  use  DosHoldSignal  to  prevent  a  signal  from  preempting  the  processor  while 
the  process  is  in  a  critical  section,  but  this  technique  does  not  preclude  all  possible  causes  of 
preemption. 

When  a  process  dies,  so  do  its  semaphores.  When  a  process  owning  a  system 
semaphore  dies,  the  next  process  to  use  the  semaphore  receives  a  message  indicating  the 
death  of  the  owner. 
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23.8.3  Anonymous  Pipes 

One  form  of  message  communication  is  anonymous  pipes ,  which  allow  processes  to 
communicate  in  a  manner  similar  to  file  I/O  (Du87c)  (Le88).  Anonymous  pipes  are  used  by 
closely  related  processes.  Anonymous  pipes  are  like  UNIX  pipes. 

An  anonymous  pipe  is  created  via  DosMakePipe ,  which  specifies  a  pipe  size  up  to 
64Kb,  and  which  returns  a  read  handle  and  a  write  handle.  When  an  anonymous  pipe  is 
full,  a  write  waits  until  space  is  available;  when  an  anonymous  pipe  is  empty,  a  read  waits 
until  data  is  available  (see  the  ring  buffer  monitor  in  Chapter  5). 

Processes  communicate  via  anonymous  pipes  with  standard  DosRead  and  DosWrite 
calls.  Anonymous  pipes  need  not  be  opened  prior  to  their  use;  they  are  closed  with 
DosClose.  An  anonymous  pipe  is  destroyed  after  all  its  processes  issue  DosCIose  calls. 
Anonymous  pipes  are  maintained  in  main  storage  buffers.  Data  read  from  a  file  is  still  in  the 
file;  data  read  from  an  anonymous  pipe  is  no  longer  accessible.  A  child  process  inherits 
access  to  its  parent’s  pipes;  a  parent  will  often  communicate  with  a  child  over  an  inherited 
pipe.  One  weakness  of  pipes  is  that  the  data  being  passed  is  copied  from  the  writer  to  the 
pipe  and  from  the  pipe  to  the  reader;  this  multiple  copying  is  inefficient  for  high  volume 
data  transfers.  Pipes  operate  FIFO;  the  order  in  which  the  data  is  written  to  the  pipe  is  the 
order  in  which  it  is  read  from  the  pipe. 

A  parent  process  that  wants  to  send  and  receive  data  from  a  child  process  should  create 
two  anonymous  pipes.  Anonymous  pipes  may  be  used  only  between  a  parent  and  its  child 
processes. 


23.8.4  Named  Pipes 

A  named  pipe  (  Du87c)  (Le88)  is  a  serial  communication  channel  between  processes  which 
use  the  DosRead  and  DosWrite  calls  to  communicate. 

Users  of  a  named  pipe  need  to  know  the  name  of  the  pipe  but  the  users  need  not  be  re¬ 
lated.  Named  pipes  work  equally  well  on  a  local  machine  and  across  a  network.  When  a 
named  pipe  is  opened,  a  single  handle  is  returned  that  may  be  both  read  and  written. 

A  named  pipe  is  created  with  the  call  DosMakeNmPipe.  Servers  and  clients  use  the 
DosConnectNmPipe  call  to  make  the  pipe  operative;  the  server  issues  the  call  and  this 
enables  a  client  to  open  the  pipe.  DosMakeNmPipe  returns  a  handle  to  the  server;  DosOpen 
returns  a  handle  to  the  client. 

When  a  process  at  one  end  of  a  pipe  closes  it,  writers  receive  an  error  and  readers  re¬ 
ceive  an  end-of-file  indication.  The  server  that  sees  a  client  has  closed  a  pipe  issues 
DosDisconnectNmPipe. 

There  are  several  operations  for  client  processes.  DosTransactNmPipe  is  like  a 
DosWrite  followed  by  a  DosRead.  On  an  unopened  pipe,  DosCallNmPipe  is  equivalent  to  a 
DosOpen ,  DosTransactNmPipe ,  and  DosClose.  The  DosCallNmPipe  is  like  a  remote 
procedure  call  across  a  network. 
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The  DosPeekNmPipe  call  can  peek  at  data  to  be  read  in  the  pipe  without  actually 
reading  the  data  and  removing  it  from  the  pipe.  A  server  can  use  this  call  to  determine  if  it 
wants  to  handle  a  client’s  request. 


23.8.5  Queues 

Queues  are  also  used  for  interprocess  communication  (Ia88)  (Le88).  Queues  use  the  file 
system  name  space.  They  pass  messages  rather  than  streams  of  bytes.  Multiple  writers  are 
allowed.  Pipes  are  read  FIFO,  but  queues  may  be  read  in  various  orders.  Queues  use  shared 
memory  so  they  are  faster  than  pipes  for  high  volume  data  transfers  (because  only  a  pointer 
to  the  data  is  passed),  but  queues  do  not  work  across  a  network.  Queues  normally  require 
more  involved  programming  than  pipes. 

Each  queue  has  one  owner  who  creates  the  queue.  The  client  process  must  use  the  calls 
DosReadQueue  and  DosWriteQueue.  Each  queue  has  a  single  owner  but  may  have  many 
clients. 

A  queue  message  consists  of  the  message  itself,  the  process  ID  of  the  sender,  and  a 
word  value  supplied  by  the  sender  to  be  used  by  servers  and  clients  as  they  see  fit  to  fa¬ 
cilitate  communication. 

Queues  also  contain  a  peek  capability.  But  since  queues  can  be  read  in  a  variety  of 
orders,  and  since  higher  priority  records  may  arrive,  when  the  queue  is  peeked  a  value  is 
returned  that  guarantees  the  same  information  will  be  read  by  a  subsequent  DosReadQueue. 

Queues  can  be  ordered  either  by  priority  or  by  arrival  order,  and  then  either  FIFO  (first- 
in-first-out)  or  LIFO  (last-in-first-out).  The  server  process  can  search  the  queue  and  remove 
elements  at  any  time,  and  in  whatever  order  it  chooses. 

A  queue  is  created  with  DosCreateQueue,  opened  with  DosOpenQueue,  and  closed 
with  DosCloseQueue.  An  element  is  added  to  a  queue  with  DosWriteQueue,  removed  from 
a  queue  with  DosReadQueue,  and  examined  by  DosPeekQueue.  The  number  of  elements  in 
a  queue  may  be  determined  by  DosQueryQueue,  and  all  entries  may  be  purged  by 
DosPurgeQueue. 

Queue  elements  are  message  packages.  Queue  data  is  stored  in  shared  memory  seg¬ 
ments,  which  must  of  course  be  accessible  to  readers  and  writers.  Queues  can  vary  in  size 
and  can  be  quite  large  because  messages  need  not  be  confined  to  a  single  64Kb  segment  as 
with  pipes. 


23.8.6  Signals 

Signals  (IB87a)  (Ia88)  (Le88)  are  a  software-initiated  asynchronous  means  of  interprocess 
communication.  A  signal  is  the  software  parallel  to  a  hardware  interrupt.  OS/2  signals  are 
similar  to  UNIX  signals.  As  the  result  of  a  signal,  various  application  registers  are  saved  to 
the  stack  and  an  appropriate  signal  handler  automatically  begins  executing;  the  signal  han¬ 
dler  saves  anything  else  that  needs  to  be  preserved. 
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DosSetSigHandler  informs  OS/2  that  a  particular  handler  is  to  respond  to  a  particular 
signal  number.  The  call  may  also  specify  that  the  signal  is  to  be  ignored,  or  that  the  system’s 
default  action  should  apply. 

OS/2  supports  three  common  signals  and  three  general-purpose  signals.  The  common 
signals  are  Ctrl-C  (SIGINTR),  Ctrl-Break  (SIGBREAK),  and  program  termination 
(SIGTERM)  (which  occurs  when  a  parent  process  kills  a  child  process  with  DosKill).  The 
general-purpose  signals  are  process  flag  A  ( SIGPFA ),  process  flag  B  (SIGPFB),  and 
process  flag  C  (S/GPFCf  a  process  signals  a  flag  event  in  a  target  process  by  calling 
DosFlagProcess  processes  may  interpret  these  flags  any  way  they  wish.  There  are  some 
problems  with  DosFlagProcess :  Signals  only  pass  a  single  word  of  information  beside  their 
number,  they  can  disrupt  system  calls,  and  they  may  arrive  faster  than  they  can  be  serviced 
and  hence  can  be  lost.  Processes  may  install  signal  handlers  to  respond  to  flag  signals.  A 
process  may  send  a  Ctrl-C  or  a  Ctrl-Break  signal  to  another  process  via  DosSendSignal. 

An  arriving  signal  interrupts  the  process’s  thread  1  (i.e.,  the  process’s  primary  thread); 
the  process  calls  the  signal  handler  with  an  argument  provided  to  it  by  the  sender  of  the 
signal.  While  the  signal  handler  is  operating,  further  signals  are  blocked  to  prevent  the 
handler  from  being  reentered.  The  signal  handler  eventually  issues  a  DosSetSigHandler 
call  to  allow  further  signals.  The  DosHoldSignal  call  protects  a  critical  section  from  being 
interrupted  by  a  signal. 

Signals  have  no  priorities.  When  an  enabled  signal  occurs,  the  signal  handler  is 
entered,  possibly  interrupting  another  signal  handler.  If  another  signal  of  the  same  type 
occurs  while  one  is  being  processed,  the  arriving  signal  is  held  until  the  processing  of  the 
first  one  is  completed. 

When  a  signal  to  a  process  occurs,  if  that  process  is  executing,  the  signal  causes  the 
process  to  switch  to  its  signal  handler  immediately.  But  if  another  process  is  running,  the 
signal  merely  causes  the  operating  system  to  post  the  signal  to  the  process;  the  current 
process  is  not  interrupted,  but  the  next  time  the  signalled  process  becomes  active,  the  signal 
causes  that  process  to  switch  to  its  signal  handler. 

Signal  handlers  run  nonprivileged  in  ring  3.  Only  thread  1  of  a  process  receives  signals 
and  executes  signal  handlers.  Therefore  multithreaded  applications  often  dedicate  thread  1 
to  this  purpose  and  use  other  threads  to  accomplish  most  of  their  work. 

Applications  can  only  receive  signals  after  they  have  indicated  their  desire  to  do  so.  A 
signal  that  arrives  while  thread  1  is  in  a  critical  section  protected  by  a  semaphore  could 
cause  the  signal  handler  to  execute;  if  the  handler  does  not  return  to  the  interrupted  code, 
then  the  semaphore  is  left  on  (“orphaned”),  which  could  eventually  cause  a  deadlock. 

23.9  THE  PRESENTATION  MANAGER  AND  VIO 

Personal  computers  produced  before  1984  generally  had  text-oriented  interfaces  that  re¬ 
quired  little  CPU  support.  The  development  of  mouse-oriented,  graphics-oriented  user 
interfaces  is  generally  attributed  to  research  work  done  at  Xerox  PARC  (Palo  Alto 
Research  Center)  in  the  1970s.  With  the  appearance  of  the  Apple  Macintosh  in  January 
1984,  the  industry  focused  on  the  advanced  capabilities  of  graphical  interfaces.  They  were 
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faster,  easier  to  learn,  more  fun  to  use,  and  better  for  novices  while  simultaneously  offering 
an  appropriate  interface  for  experts, 

IBM  and  Microsoft  have  responded  to  the  success  of  graphical  interfaces  with  the 
introduction  of  the  Presentation  Manager  for  OS/2  (Ve87)  (Ge88)  (Gu88)  (Kr88)  (Le88) 
(Pe88)  (Pe88a)  (Pe88d).  The  Presentation  Manager  is  the  OS/2  version  of  enhanced 
Microsoft  Windows.  It  uses  windows,  menus,  buttons,  scroll  bars,  dialog  boxes,  and  other 
graphics  to  implement  a  user-friendly  interface.  The  original  Microsoft  Windows  product 
used  tiled  windows  (displayed  side-by-side)  rather  than  overlapped  windows.  The  presenta¬ 
tion  manager  may  receive  its  inputs  from  a  mouse,  the  keyboard,  or  both. 

A  graphical  interface  is  far  more  complex  to  implement  than  a  text-oriented  interface, 
but  the  advantages  to  users  are  many.  OS/2  version  1 . 1  added  over  500  additional  function 
calls  to  support  the  graphical  interface;  about  half  of  these  are  to  control  windowing.,  while 
most  of  the  rest  support  the  graphics  programming  interface  ( GPI )  which  is  closely  related 
to  IBM’s  graphical  data  display  manager  (GDDM).  The  Presentation  Manager  is  a 
complex  one  for  developing  new  applications. 

The  Presentation  Manager  is  a  key  to  IBM’s  Systems  Application  Architecture  (SAA), 
and  it  could  well  become  the  standard  graphical  interface  across  all  levels  of  IBM 
mainframes  and  minicomputers.  (Note:  The  Presentation  Manager  was  not  yet  released 
when  this  text  entered  production.) 

OS/2  also  provides  the  VIO  interface ,  a  character-oriented  interface  that  appears 
similar  to  the  ROM  BIOS  video  interface  (Le88).  The  first  release  of  OS/2  (1,0)  included 
only  the  VIO  interface;  the  Presentation  Manager  is  included  in  subsequent  releases  (1.1 
and  higher).  The  VIO  interface  and  the  Presentation  Manager  are  like  device  drivers.  They 
are  device  dependent.  VIO  is  character  oriented.  It  is  replaceable;  VIO-oriented  applica¬ 
tions  may  eventually  be  managed  by  the  Presentation  Manager.  Users  will  generally  prefer 
the  Presentation  Manager  to  VIO.  Applications  written  for  the  real  mode  environment  may 
find  the  VIO  interface  preferable.  Applications  may  use  the  VIO  interface  in  character 
mode,  work  around  VIO  and  directly  manipulate  the  screen  in  either  character  or  graphics 
mode,  or  use  the  Presentation  Manager.  Background  processes  do  not  interact  directly  with 
the  user.  When  using  VIO,  a  process  is  relegated  to  the  background  when  a  user  selects 
another  screen  group.  A  summary  of  the  video  interface  VIO  calls  appears  in  Fig.  23.2. 


23.10  DEVICE  MONITORS 

In  ensuring  compatibility  with  the  huge  base  of  DOS  applications  programs,  the  designers 
of  OS/2  decided  to  include  features  that  would  enable  programs  to  examine  and  modify 
device  data  streams  (lB87a)  (Ia88)  (Le88).  Many  DOS  programs,  for  example,  hook  (edit) 
interrupt  vectors  to  gain  control  when  a  device  interrupt  comes  in;  they  examine  the 
interrupt  and  decide  if  they  want  to  process  it  for  some  application-specific  reason  rather 
than  allowing  the  interrupt  to  go  directly  to  DOS.  OS/2  includes  device  monitors  to  provide 
such  capabilities.  A  printer  spooler ,  for  example,  might  use  a  device  monitor  to  intercept  a 
process’s  printer  output,  spool  it  to  disk,  and  route  the  data  to  the  printer  at  an  appropriate 
time. 
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OS/2  Video  Function  Calls 

VioDeRegister 

DeRegister  Video  Subsystem 

VioEndPopUp 

Deallocate  Pop-Up  Display  Screen 

VioGetAnsi 

Get  ANSI  Status 

VioGetBuf 

Get  Logical  Video  Buffer 

VioGetConfig 

Get  Video  Configuration 

VioGetCp 

Get  Code  Page 

VioGetCurPos 

Get  Cursor  Position 

VioGetCurType 

Get  Cursor  Type 

VioGetFont 

Get  Font 

VioGetMode 

Get  Display  Mode 

VioGetPhysBuf 

Get  Physical  Display  Buffer 

VioGetState 

Get  Video  State 

VioModeUndo 

Restore  Mode  Undo 

VioModeWait 

Restore  Mode  Wait 

VioPopUp 

Allocate  a  pop-up  Display  Screen 

VioPrtSc 

Print  Screen 

VioPrtScToggle 

Toggle  Print  Screen 

VioReadCellStr 

Read  Char/Attr  String 

VioReadCharStr 

Read  Character  String 

VioRegister 

Register  Video  Subsystem 

VioSavRedrawUndo 

Screen  Save  Redraw  Undo 

VioSavRedrawWait 

Screen  Save  Redraw  Wait 

VioScrLock 

Lock  Screen 

VioScrollDn 

Scroll  Screen  Down 

VioScrolILf 

Scroll  Screen  Left 

VioScrollRt 

Scroll  Screen  Right 

VioScrollUp 

Scroll  Screen  Up 

VioScrUnLock 

Unlock  Screen 

VioSetAnsi 

Set  ANSI  On  or  Off 

VioSetCp 

Set  Code  Page 

VioSetCurPos 

Set  Cursor  Position 

VioSetCurType 

Set  Cursor  Type 

VioSetFont 

Set  Font 

VioSetMode 

Set  Display  Mode 

VioSetState 

Set  Video  State 

VioShowBuf 

Display  Logical  Buffer 

VioWrtCellStr 

Write  Char/Attr  String 

VioWrtCharStr 

Write  Character  String 

VioWrtCharStrAtt 

Write  Char  String  with  Attr 

VioWrtNAttr 

Write  N  Attributes 

VioWrtNCell 

Write  N  Char/Attrs 

VioWrtNChar 

Write  N  Characters 

VioWrtTTY 

Write  TTY  String 

Fig.  23.2  (continued) 
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Fig.  23.2  (continued) 


Vio  Functions  Supporting  the  Presentation  Manager 


VioAssociate 

VioCreateLogFont 

VioCreatePS 

VioDeleteSetld 

VioDestroyPS 

VioGetDeviceCellSize 

VioGetOrg 

VioQueryFonts 

VioQuerySetlds 

VioSetDeviceCellSize 

VioSetOrg 

VioShowPS 


Associates  Vio  presentation  space  with  device  con¬ 
text 

Creates  logical  font  for  use  with  Vio  presentation 
space 

Allocates  Vio  presentation  space 
Releases  logical  font  identifier 
Destroys  Vio  presentation  space 
Returns  character  cell  height  and  width 
Returns  screen  coordinates  for  origin  of  Vio  presen¬ 
tation  space 

Returns  list  of  available  fonts  for  specified  typeface 

Returns  list  of  loaded  fonts 

Sets  character  cell  height  and  width 

Sets  screen  coordinates  of  origin  for  Vio  presentation 

space 

Updates  display  from  Vio  presentation  space 


Fig.  23.2  OS/2  video  function  calls.  (Courtesy  of  International  Business 
Machines  Corporation  and  Microsoft  Press.) 


OS/2  does  not  let  applications  hook  interrupt  vectors;  this  could  be  disastrous  in  a 
multitasking  system  as  users  could  then  corrupt  the  system.  A  program  that  wishes  to 
examine  and  modify  a  device  data  stream  uses  an  OS/2  device  monitor  while  executing  in 
ring  3  (nonprivileged  user  state);  this  is  done  in  such  a  manner  that  the  device  driver  is 
aware  of  the  use  of  the  device  monitor  and  grants  permission  for  its  use. 

A  process  indicates  its  intent  to  be  a  device  monitor  first  by  issuing  DosMonOpen  to 
obtain  a  handle  for  the  device,  and  then  by  calling  the  device  driver  via  DosMonReg.  The 
process  provides  a  buffer  to  receive  incoming  monitor  data  and  another  buffer  to  hold 
outgoing  monitor  data.  A  process  can  call  OS/2  easily,  but  OS/2  really  can’t  call  a  process, 
so  it  uses  an  interesting  technique  to  communicate  with  the  process:  A  monitoring  process 
must  call  OS/2  via  one  of  its  threads  (with  DosMonRead)  immediately  after  indicating  its 
intent  to  be  a  monitoring  process;  OS/2  holds  this  thread  until  data  is  in  the  incoming  buffer, 
and  then  releases  the  thread  to  the  monitoring  process.  The  device  monitor  writes  outgoing 
data  via  DosMonWrite.  DosMonClose  terminates  device  monitoring  on  a  particular  device. 

Multiple  device  monitors  are  allowed  for  certain  devices;  OS/2  chains  these  monitors 
together  so  they  all  see  the  device  data  stream.  Inefficient  monitors,  or  too  many  monitors 
in  the  chain,  could  slow  a  device’s  throughput.  Device  monitors  should  not  suspend  or 
block;  they  must  be  written  and  tested  carefully  to  be  error-free  for  obvious  reasons. 
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23.11  DATA  INTEGRITY 

OS/2  provides  file  sharing  and  record  locking  for  protecting  critical  sections  that  update 
files  and  records  (Le88).  File  sharing  enables  the  owner  to  specify  if  readers  are  allowed  or 
if  writing  is  allowed.  Record  locking  enables  a  process  to  lock  out  other  processes  from 
accessing  a  range  of  bytes  within  the  file.  The  file  sharing  and  record  locking  features  lock 
out  all  other  processes  whether  these  intend  to  be  cooperative  or  not  (as  with  semaphores, 
lor  example).  File  sharing  and  record  locking  do  not  provide  for  blocking  until  the  file  or 
record  once  again  becomes  accessible;  an  application  wishing  to  wait  for  this  can  do  so  with 
a  polling  loop  (and  should  use  DosSleep  between  polls  to  reduce  wasted  CPU  time). 

OS/2  buffers  its  data  to  be  written  to  disk,  so  when  the  system  crashes  it  is  possible  that 
some  data  is  still  in  the  buffers  rather  than  on  the  disk.  DosBiifReset  immediately  writes  all 
buffers  with  modified  data  to  the  disk. 

OS/2  provides  a  writethrough  mechanism  to  cause  all  writes  via  a  specified  file  handle 
lo  be  written  to  disk  before  the  DosWrite  returns  to  the  caller. 

23.12  TIMER  SERVICES 

OS/2  provides  a  number  of  features  that  enable  applications  to  monitor  real  time  with 
reasonable  precision  (Le88).  These  services  in  version  1.0  are  generally  based  on  a  32Hz 
periodic  clock  system  interrupt  (ire.,  that  interrupt  approximately  30  times  per  second). 
This  granularity  is  appropriate  for  timing  human-related  events,  but  is  too  coarse  for  timing 
events  occurring  at  microsecond  computer  speeds.  No  matter  how  fine-grained  the  timing 
eventually  becomes  in  future  systems,  the  use  of  preemptive  scheduling  means  that  a  thread 
waiting  on  a  timer  event  may  not  run  immediately  anyway  if  there  are  higher  priority  ready- 
lo-run  threads. 

The  DosGetDateTime  call  returns  the  current  date  and  time;  these  are  set  with 
DosSetDateT  ime. 

The  program  may  determine  the  duration  of  a  clock  tick  by  using  DosGetlnfoSeg  to 
gain  access  to  the  global  information  segment  (which  contains  this,  and  other,  information 
of  system-wide  interest). 

DosSleep  works  synchronously;  the  thread  that  calls  DosSleep  is  held  in  the  operating 
system  until  the  time  elapses,  then  the  thread  is  released. 

DosTimerAsync  works  asynchronously.  The  call  takes  an  interval  and  a  system 
semaphore  handle;  it  then  returns  immediately.  The  system  semaphore  is  cleared  when  the 
time  has  expired.  The  process  can  poll  the  semaphore  to  determine  if  the  time  has  expired, 
or  it  can  block  on  the  semaphore  and  wait  to  be  awakened.  DosTimerStart  is  similar  to 
DosTimerAsync,  but  it  clears  the  semaphore  periodically  each  time  the  interval  specified  in 
the  call  elapses;  DosTimerStop  stops  the  timer  (specified  by  a  semaphore  handle)  that  had 
been  started  by  either  of  these  calls. 

Applications  that  require  more  precision  than  these  alternatives  provide  should 
reference  the  time  values  in  the  global  information  segment.  Applications  that  need  to 
respond  quickly  to  timeouts  should  assign  a  high-priority  thread  to  handling  timer  events; 
the  bulk  of  their  work  should,  however,  be  done  by  their  normal  priority  threads. 
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23.13  DEVICE  DRIVERS 

Device  drivers  essentially  encapsulate  their  devices  (and  device-specific  information)  so 
that  the  details  of  operating  the  device  need  not  be  of  concern  to  a  program  that  simply 
wants  to  read  data  from  the  device  or  write  data  to  the  device  (IB87a)  (Ia88)  (Kr88)  (Le88) 
(Mi88). 

Device  drivers  could  be  part  of  the  operating  system,  but  this  would  require  new  re¬ 
leases  of  the  operating  system  each  time  a  new  device  became  available.  Instead,  OS/2 
installs  device  drivers  at  boot  time;  this  makes  it  easy  to  incorporate  new  devices  onto  an 
OS/2  system. 

Each  OS/2  device  driver  has  a  device  strategy  routine  and  a  device  interrupt  routine. 
The  strategy  routine  queues  the  request  and,  if  the  device  is  available,  initiates  the  I/O;  it 
then  returns  to  the  kernel,  which  blocks  the  device  driver  pending  I/O  completion.  The 
interrupt  routine  handles  the  I/O  completion  interrupt;  it  keeps  the  device  busy  by  initiating 
the  next  waiting  request,  it  posts  the  I/O  completion,  and  it  unblocks  threads  waiting  on  the 
I/O  that  has  completed. 

Device  drivers  run  privileged  in  ring  0,  so  they  must  be  correct  or  they  could  destroy 
the  system.  This  caution  applies  to  all  portions  of  the  kernel,  but  it  is  especially  important 
for  device  drivers,  which  are  often  supplied  by  outside  vendors,  or  written  by  more 
sophisticated  users.  Device  drivers  determine  whether  one  process  at  a  time  or  multiple 
simultaneous  processes  may  access  a  device. 

DOS  device  drivers  return  when  they  have  successfully  performed  their  designated 
function  or  when  an  error  has  occurred.  The  multitasking  nature  of  OS/2  requires  more 
complex  device  drivers.  Multiple  threads  can  simultaneously  call  a  device  driver. 

OS/2  is  reentrant  so  that  its  code  may  be  executed  simultaneously  by  many  processes. 
The  OS/2  scheduler  will  not  preempt  a  thread  executing  in  the  kernel.  Critical  sections 
within  the  kernel  need  to  be  protected,  but  it  is  known  that  preemption  will  not  occur  while 
inside  the  kernel,  so  the  CPU  is  lost  only  on  voluntary  blocking;  this  makes  protecting 
critical  sections  within  the  kernel  easier. 

Device  drivers  are  for  either  character  mode  devices  or  block  mode  devices.  Character 
mode  devices  perform  I/O  synchronously  (in  FCFS  order);  block  mode  devices  can  per¬ 
form  the  I/O  asynchronously  (in  an  order  possibly  different  from  that  in  which  the  calls 
were  made).  Requests  to  a  disk,  for  example,  can  be  processed  in  any  order;  OS/2  block 
device  drivers  queue  arriving  requests  and  sort  the  queues  to  minimize  disk  head  movement 
(see  the  Chapter  12  discussion  of  disk  scheduling). 

Device  drivers  also  manage  the  devices  they  control.  They  are  called  on  every  open 
and  close  operation.  They  can  allow  processes  to  access  the  I/O  ports  and  the  mapped 
memory  of  a  device  directly. 

OS/2  device  drivers  are  written  in  dual  mode  and  they  are  said  to  be  bimodal:  this 
means  the  drivers  are  designed  to  execute  in  real  mode  or  in  protected  mode. 

23.13.1  Hard  Errors 

Errors  such  as  the  user  leaving  the  door  open  on  a  floppy  disk  drive  are  called  hard  errors 
(Le88);  these  are  not  corrected  by  the  system  retrying  the  operation.  (The  door  must  be 
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closed  before  the  system  can  proceed.)  The  single-tasking  DOS  operating  system  handles 
hard  errors  simply:  it  suspends  operation,  displays  a  message,  waits  for  the  user  to  take  an 
appropriate  action,  and  continues.  But  OS/2  is  a  multitasking  system  that  cannot  afford  to 
suspend  all  operations  while  waiting  on  a  particular  process  or  thread.  In  DOS  it  is  trivial  to 
identify  the  process  that  caused  the  error  because  there  is  only  one;  in  OS/2  it  is  sometimes 
difficult  to  determine  the  source  of  the  error  because  any  of  several  processes  could  have 
caused  it.  Also,  OS/2  uses  buffering  techniques  that  may  make  a  hard  error  appear  when  no 
process  is,  in  fact,  doing  I/O.  An  error  caused  by  an  application  in  a  screen  group  other  than 
the  one  controlling  the  screen  and  the  keyboard  would  prevent  the  application  from 
informing  the  user  of  the  problem. 

OS/2  permanently  runs  a  special  process  called  the  hard  error  daemon ,  which  moni¬ 
tors  hard  errors.  When  a  hard  error  occurs,  the  daemon  switches  to  the  hard  error  screen 
group,  which  displays  an  appropriate  message  and  reads  inputs.  The  process  with  the  hard 
error  blocks  waiting  for  the  hard  error  daemon  to  receive  the  user’s  response.  The  hard  error 
daemon  relays  the  response  to  the  kernel,  which  allows  the  thread  encountering  the  error  to 
take  the  indicated  action.  That  thread  retries  or  generates  an  appropriate  error.  The  hard 
error  daemon  then  causes  the  system  to  return  to  the  original  process  in  the  screen  group  in 
which  this  all  began. 

There  are  situations  in  which  an  application’s  hard  errors  should  not  be  automatically 
handled  by  the  system.  A  network  serveroperating  in  an  unattended  mode  may  simply  want 
to  send  information  about  a  hard  error  to  a  remote  node  rather  than  hanging  indefinitely. 

DosError  allows  a  process  to  control  whether  or  not  the  user  is  notified  of  hard  errors 
and/or  program  exceptions;  occurrence  of  a  disabled  error  or  exception  terminates  the 
process. 


23.13.2  Device  Helper  Services 

Because  device  drivers  execute  in  the  kernel,  they  cannot  use  the  OS/2  API  calls  (IB87a) 
(Ia88).  Instead,  they  may  use  a  special  set  of  device  helper  {DevHlp)  routines.  These  are 
interfaces  to  low-level  kernel  services  for  accomplishing  device  service.  A  variety  of  ser¬ 
vices  are  provided. 

Queue  management  services  enable  device  drivers  to  chain  I/O  request  packets  into  a 
linked  list,  and  manage  circular  character  buffers  used  with  serial  data  streams.  Synchroni¬ 
zation  services  enable  device  drivers  to  synchronize  their  operation  with  threads.  Memory 
management  services  enable  drivers  to  control  memory  used  in  buffers  during  interrupt 
handling,  and  allocate  (deallocate)  additional  memory  as  needed.  Process  management 
services  enable  drivers  to  block  and  unblock  threads  to  effect  overlapped  I/O.  Interrupt 
management  services  enable  device  drivers  to  receive  device  interrupts.  Timer  services 
enable  device  drivers  to  specify  routines  to  handle  timer  ticks,  to  adjust  the  period  between 
timer  ticks,  and  to  program  for  timeouts.  Monitor  services  enable  character-oriented  device 
drivers  to  support  OS/2  device  monitors.  A  listing  of  OS/2  DevHlp  services,  their  function 
codes,  and  descriptions  appears  in  Fig.  23.3  (IB87a). 
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Device  Helper  Services 

DevHIp  Service 

Description 

System  Clock  Management 

SchedClockAddr 

Get  system  clock  routine 

Process  Management 

Block 

Block  thread  on  event 

DevDone 

Device  I/O  complete 

Run 

Unblock  thread 

TCYield 

Yield  the  CPU  to  time-critical 

Yield 

Yield  the  CPU 

Semaphore  Management 

SemClear 

Release  a  semaphore 

SemHandle 

Get  a  semaphore  handle 

SemRequest 

Claim  a  semaphore 

Request  Queue  Management 

AllocReqPacket 

Get  a  request  packet 

FreeReqPacket 

Free  a  request  packet 

PullParticular 

Remove  a  specific  request  from  list 

PullReqPacket 

Remove  a  request  from  list 

Pu.shReqPacke 

Add  a  request  to  list 

SortReqPacket 

Insert  request  in  sorted  order  to  list 

Character  Queue  Management 

QueueFlush 

Clear  character  queue 

Queuelnit 

Initialize  character  queue 

QueueRead 

Get  a  character  from  the  queue 

QueueWrite 

Put  a  character  in  the  queue 

Memory  Management 

AllocGDTSelector 

Allocate  GDT  Selectors 

Alloc  Phys 

Allocate  physical  memory 

FreePhys 

Free  physical  memory 

Lock 

Lock  segment 

PhysToGDTSelector 

Map  physical  to  virtual  address 

PhysToUVirt 

Map  physical-to-user  virtual 

PhysToVirt 

Map  physical-to-virtual  address 

Unlock 

Unlock  segment 

UnPhysToVirt 

Mark  PhysToVirt  complete 

Verify  Access 

Verify  memory  access 

VirtToPhys 

Map  virtual-to-physical  address 

Fig.  23.3  ( continued ) 
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Interrupt  Management 

EOI 

Issue  an  End-Of-Interrupt 

SetlRQ 

Set  a  hardware  interrupt  handler 

SetROMVector 

Set  Software  interrupt  vector 

UnSetlRQ 

Reset  a  hardware  interrupt  handler 

Timer  Services 

ResetTimer 

Remove  a  timer  handler 

SetTimer 

Set  a  timer  handler 

TickCount 

Modify  timer 

Monitor  Management 

DeRegister 

Remove  a  monitor 

MonFlush 

Remove  all  data  from  stream 

MonitorCreate 

Create  a  monitor 

Mon  Write 

Pass  data  records  to  monitor 

Register 

Install  a  monitor 

System  Services 

RegisterSatckUsage 

Notifies  the  kernel's  interrupt  dis¬ 
patcher  of  the  driver’s  interrupt 
time  stack  requirements 

AttachDD 

Obtains  inter-driver  communication 
point  (IDC)  for  another  driver 

GetDOSVar 

Return  pointer  to  DOS  variable 

SendEvent 

Indicate  an  event 

ROMCritSection 

ROM  BIOS  critical  section 

Processor  Mode  Services 

ProtToReal 

Protect  Mode  to  Real  Mode 

RealToProt 

Real  Mode  to  Protect  Mode 

Advanced  BIOS  Services 

ABIOSCall 

Invoke  ABIOS  Function 

ABIOSCommonEntry 

Invoke  ABIOS  Common  Entry 
Point 

FreeLIDEntry 

Release  Logical  ID 

GetLIDEntry 

Get  Logical  ID 

Fig.  23.3  Device  helper  (DevHIp)  services.  (Courtesy  of  International  Business 
Machines  Corporation  and  Microsoft  Press.) 

23.13.3  OS/2  Mouse  Support 

The  mouse  (IB87a)  (IB87b)  (Ia88)  (Kr88)  is  a  readonly  device  that  provides  the  computer 
with  information  approximately  30  times  per  second.  The  data  indicates  the  position  of  the 
mouse  on  the  screen,  whether  the  mouse  button  is  up  or  down,  and  the  like. 
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Each  time  a  mouse  interrupt  arrives,  the  position  of  the  screen  mouse  pointer  is  ad¬ 
justed  if  necessary.  Commands  are  available  to  specify  the  shape  of  the  mouse  pointer,  to 
specify  a  collision  area  where  the  mouse  pointer  will  not  be  displayed,  and  to  free  a 
collision  area.  The  mouse  driver  does  not  manipulate  the  screen  directly  to  adjust  the  mouse 
pointer;  rather  it  calls  the  screen  driver. 

The  mouse  driver  is  a  character  device  driver.  It  maintains  a  circular  buffer  (see 
Chapter  5)  to  receive  mouse  event  data.  Events  include  moving  the  mouse,  pressing  the 
mouse  button,  releasing  the  mouse  button,  and  so  on.  The  time  is  recorded  with  each  event 
to  help  the  system  determine  more  complex  events  of  special  significance  such  as  double 
clicking  a  mouse  button. 

Mouse  coordinates  are  relative  to  (0,0)  at  the  upper  left  of  the  screen.  In  graphics 
mode,  the  coordinates  are  in  pixels;  in  text  mode  the  coordinates  are  in  character  units. 
Mouse  movements  may  be  specified  either  absolutely  or  as  relative  displacements  called 
mickeys  (honestly!).  Mickeys  are  mouse  movement  units  relative  to  the  current  mouse 
position.  The  mouse  may  be  accessed  through  the  IOCTL  interface  (lB87b),  but  most 
applications  will  generally  call  the  mouse  driver. 

Mouse  events  are  reported  in  a  data  structure  containing  an  event  mask  identifying  the 
event(s)  in  the  record,  the  time  (in  milliseconds  since  the  system  was  started),  the  row 
absolute  (or  mickeys),  and  the  column  absolute  (or  mickeys).  Coordinates  are  ordinarily 
reported  in  pixels  or  character  units,  so  the  MouSetDevStats  call  is  used  to  indicate 
reporting  in  mouse  mickey  units. 

The  application  supplies  the  pointer  image.  Only  foreground  applications  receive 
mouse  events.  A  device  monitor  may  be  used  to  read  and  process  the  mouse  events;  some 
applications  use  this  capability  to  consume,  discard,  or  replace  mouse  events. 

Let’s  walk  through  the  mouse  calls  in  the  Mouse  API.  Ordinarily,  mouse  processing  is 
handled  by  the  base  mouse  subsystem.  An  alternative  handler  may  be  specified  via  the 
MouRegister  call;  MouDeRegister  causes  the  system  to  revert  to  the  base  mouse  subsystem. 

MouInitReal  initializes  the  DOS  mode  mouse  driver.  MouOpen  opens  the  mouse  for 
the  current  session  and  sets  its  initial  state  (including,  for  example,  setting  the  mouse 
pointer  position  to  the  center  of  the  screen),  and  MouClose  closes  the  mouse  for  the  current 
session.  MouRemovePtr  defines  the  collision  area,  an  area  of  the  screen  reserved  for  the 
application;  the  mouse  driver  cannot  draw  pointer  images  there.  MouDrawPtr  nullifies  the 
collision  area  and  makes  the  area  available  to  the  mouse  driver. 

Calls  may  be  used  to  set  and  to  get  information.  MouSetPtrPos  sets  new  coordinates 
for  the  mouse  pointer.  MouSetPtrShape  sets  the  mouse  pointer  shape  and  size.  MouSet- 
ScaleFact  sets  the  scale  factors  of  mickeys  to  pixels;  this  essentially  controls  the  sensitivity 
of  the  mouse,  determining  how  fast  the  mouse  pointer  moves  around  the  screen  in  response 
to  the  speed  at  which  the  mouse  device  moves.  MouSetDevStatus  sets  status  flags  in  the 
mouse  driver  (such  as  specifying  that  mouse  events  should  report  mickeys  rather  than 
absolute  coordinates).  MouSetEventMask  sets  event  mask  bits  to  specify  which  types  of 
mouse  events  should  be  reported  on  the  event  queue. 

MouGetDevStatus  reads  the  mouse  driver  status  flags.  MouGetEventMask  reads  the 
mouse  event  queue  mask.  MouGetNumButtons  determines  the  number  of  buttons  that  the 


23.13 


Device  Drivers  813 


mouse  driver  supports.  MouGetNumMickeys  determines  the  number  of  mouse  movement 
units  (mickey s)  per  centimeter  on  the  screen.  MouGetNumQueEl  returns  the  current 
number  of  mouse  events  in  the  event  queue  and  the  maximum  number  allowed. 
MouGetPtrPos  determines  the  current  mouse  position  coordinates.  MouGetPtrShape  re¬ 
turns  a  copy  of  the  mouse  pointer  shape.  MouGetScaleF act  determines  the  row  and  column 
coordinates  scaling  factors. 

MouFlushQue  empties  (flushes)  the  mouse  event  queue.  MouReadEventQue  reads  the 
next  mouse  event  from  the  event  queue.  MouSynch  guarantees  exclusive  access  to  the 
mouse  device  driver  for  a  mouse  subsystem. 

23.13.4  OS/2  Keyboard  Support 

Programs  may  control  the  keyboard  through  the  keyboard  KBD  API  calls  (IB87b)  (Ia88) 
(Kr88).  High-level  KBD  services  are  string  oriented;  low-level  KBD  services  are  character 
oriented. 

KbdStringln  reads  a  character  string.  KhdCharln  reads  a  single  character,  KbdPeek 
examines,  but  does  not  remove,  the  character  in  the  keyboard  buffer.  KbdFlushBuffer 
purges  the  keyboard  buffer,  KbdSetStatus  sets  various  keyboard  parameters  such  as  the 
keyboard  mode  to  ASCII  (senses  carriage  return  then  sends  data  to  the  program  immedi¬ 
ately),  to  BINARY  (“raw”  input  mode  which  returns  data  to  the  program  when  the  buffer  is 
full),  or  ECHO  (which  echos  characters  to  the  display  as  they  are  typed).  KbdGetStatus 
returns  the  status  settings. 

There  are  various  code  page  support  calls  that  enable  the  user  to  control  international 
character  set  options.  KbdSetCP  sets  the  code  page.  KbdGetCP  determines  which  code 
page  is  currently  active. 

The  keyboard  generates  scan  codes ,  which  are  then  translated  to  various  character  sets. 
KbdSetCustXT  sets  a  custom  translation  table.  KbdXlate  translates  a  single  scan  code  into 
ASCII. 

Users  may  replace  keyboard  function  calls.  KbdRegister  registers  an  alternate  key¬ 
board  subsystem.  KbdDeRegister  causes  the  base  keyboard  subsystem  to  be  used. 

For  each  session,  a  logical  keyboard  buffer  is  shared  by  the  applications  in  the  session. 
KbdOpen  initializes  the  logical  keyboard.  KbdGetFocus  connects  the  logical  keyboard  to 
the  physical  keyboard.  KbdFreeFocus  disconnects  the  logical  keyboard  from  the  physical 
keyboard.  KbdClose  disconnects  the  application  from  the  logical  keyboard.  KbdSync 
enables  a  keyboard  subsystem  to  synchronize  its  access  to  the  keyboard  driver. 
KbdSetFgnd  enables  a  subsystem  to  increase  the  priority  of  the  thread  handling  the  fore¬ 
ground  keyboard. 


23.13.5  Font  and  Code  Page  Support 

Os.2  provides  font  and  code  page  support  features  to  enable  OS/2-based  computers  to 
handle  languages  other  than  English.  DosPFSActivate  is  for  applications  that  specify  an 
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alternate  spooler  and  perform  code  page  switching ;  it  activates  a  code  page  and  font  for  a 
specific  printer  and  process.  DosPFSCloseU  ser  indicates  that  a  process  closed  the  file  it 
was  using  for  spooling.  DosPFSInit  initializes  a  printer  for  code  page  and  font  switching. 
DosPFSQueryAct  returns  the  code  page  and  font  for  a  printer  and  process.  DosPFSVerify- 
Font  determines  if  a  code  page  and  font  are  available  in  a  printer's  font  file. 

DosSetProcCp  sets  the  code  page  of  the  calling  process.  DosSetCp  sets  the  code  page 
of  the  calling  process,  the  session’s  display  code  page,  and  the  keyboard  code  page; 
DosGetCp  queries  this  information.  DosGetCtrylnfo  returns  various  country-dependent 
information  including  code  page  information,  DosCaseMap  performs  case  mapping  related 
to  specifications  in  the  country  mapping  file.  DosGetCollate  gets  a  collating  sequence  (for 
sorting  purposes)  from  the  country  information  file.  DosGetDBCSEv  gets  the  DBCS 
(double-byte  character  set)  environmental  vector  from  the  country  information  file',  the 
double-byte  pairs  provide  for  the  wide  variety  of  characters  used  in  various  international 
character  sets. 


23.13.6  I/O  Privilege  Mechanism 

Giving  applications  the  right  to  access  devices  directly  can  result  in  very  high  speed 
transfers,  but  it  can  jeopardize  system  stability  and  cause  conflicts  between  applications 
that  want  to  control  the  device  simultaneously.  OS/2  has  an  HO  privilege  mechanism  to 
deal  with  these  issues  (Ia88)  (Le88).  This  mechanism  allows  a  process  to  request  from  a 
device  driver  that  it  be  allowed  to  access  the  device  and  its  dedicated  or  mapped  memory 
directly.  This  tends  to  make  an  application  device-dependent. 


23.14  THE  DOS  COMPATIBILITY  BOX 

OS/2  runs  the  huge  installed  base  of  DOS  applications.  To  support  DOS,  OS/2  provides 
what  is  called  the  real  mode  screen  group  (or  the  compatibility  box,  or  the  3.x  box).  This 
gives  a  program  the  environment  of  an  8086  PC  running  DOS  3.3.  Programs  running  under 
DOS  execute  in  real  mode.  OS/2  actually  switches  into  real  mode  to  execute  DOS  programs 
(Le88)  (Tr88)  rather  than  attempting  to  emulate  real  mode  from  inside  protected  mode 
(which  is  slow). 

OS/2  designates  one  screen  group  as  the  real  mode  screen  group.  The  user  can  switch 
to  the  protected  mode  environment  by  selecting  a  different  screen  group.  OS/2  version  1.0 
supports  only  a  single  real  mode  screen  group.  Later  versions  of  OS/2  may  support  multiple 
real  mode  screen  groups,  a  feature  the  80386  is  capable  of  supporting. 

The  DOS  compatibility  box  is  supported  by  the  80286’s  real  mode  (Gi87).  The  80286 
processor  starts  up  in  real  mode  and  can  be  switched  to  protect  mode,  but  there  is  no  natural 
provision  for  switching  from  protect  mode  to  real  mode.  The  processor  may  switch  from 
protected  mode  to  real  mode  with  a  special  technique  that  essentially  simulates  complete 
resetting  of  the  system  (Va87)  (Le88). 
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23.15  SYSTEM  CONFIGURATION 

The  user  may  customize  the  OS/2  environment  by  placing  appropriate  commands  in  the 
CONFIG.SYS  file  (IB87)  (Ri87)  (Ja88).  OS/2  locates  the  CONFIG.SYS  file  at  initialization 
time  in  the  startup  drive’s  root  directory.  The  file  comes  preloaded  with  values  generally 
appropriate  for  OS/2  systems,  but  users  may  wish  to  edit  the  file  to  customize  their  systems 
for  optimal  performance  with  particular  applications.  A  summary  of  CONFIG.SYS 
statements  appears  in  Fig.  23.4. 


DOS  Mode  Configuration  Statements 


BREAK  Detect  Ctrf+Break  in  DOS  mode  (always  on  in  OS/2  mode) 

FCBS  Set  FCB  (File  Control  Block)  management  information 

RMSIZE  Set  memory  size  for  DOS  mode 

SHELL  Specify  alternate  DOS  command  processor 


OS/2  Mode  Configuration  Statements 


BUFFERS 

CODEPAGE 

COUNTRY 

DEVICE 

DEVINFO 

DISKCACHE 

IOPL 

L1BPATH 

MAXWAIT 

MEMMAN 

PAUSEONERROR 

PRIORITY 

PROTECTONLY 

PROTSHELL 

REM 

RUN 

SWAPPATH 

THREADS 

TIMESLICE 

TRACE 


Specify  the  number  of  5 12-byte  buffers  for  disk  I/O 
Select  code  pages  for  using  international  character  sets 
Specify  country  for  country-dependent  information 
Name  the  path  and  filename  of  a  device  driver  (to  install) 

Ready  device  for  code  page  switching 
Set  the  number  of  storage  blocks  for  the  disk  cache 
Permits  program  with  I/O  privilege  (ring  2)  to  execute  I/O  instruc¬ 
tions  directly 

Specify  the  directories  in  which  DLLs  are  located 
Set  time  delay  after  which  waiting  process  gets  priority  boost 
Enable  or  disable  swapping  and/or  compaction 
Enables/disables  pausing  for  CONFIG.SYS  error  display 
Specifies  whether  priorities  of  regular  class  threads  are  to  be  varied 
dynamically  or  are  to  remain  fixed 

Enables  either  OS/2  mode  only,  or  both  OS/2  and  DOS  mode 
Allows  replacement  of  the  OS/2  command  processor 
Insert  a  remark  in  the  CONFIG.SYS  file 
Start  a  system  program  during  system  initialization 
Specify  the  path  to  the  swap  file 

Specify  the  maximum  number  of  OS/2  threads  that  may  exist 
Set  minimum  and  maximum  values  of  the  quantum 
Specify  system  tracing  (generally  for  use  by  a  service  person) 


TRACEBUF 


Specify  system  trace  circular  buffer  size 


Fig.  23.4  CONFIG.SYS  statements.  (Courtesy  of  International  Business  Machines 
Corporation.) 
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23.16  OS/2  SOFTWARE  DEVELOPERS  KIT 

The  personal  computing  industry  depends  on  a  steady  flow  of  powerful  and  innovative 
software  applications  developed  by  independent  software  vendors  (ISVs).  Microsoft  makes 
available  a  software  developers  kit  to  encourage  and  facilitate  the  development  of 
independent  software  (Pr88). 

A  recent  version  of  the  kit  included  OS/2,  Microsoft  Windows  and  the  Windows 
Toolkit,  an  optimizing  Microsoft  C  compiler  and  the  Microsoft  Macro  Assembler  that  can 
produce  real  mode  DOS  or  protected  mode  OS/2  programs,  various  utilities  and  sample 
programs,  and  the  presentation  manager.  Thousands  of  developers  bought  the  package  at  its 
initial  $3000  price,  which  included  a  technical  developers  conference  at  Microsoft  and  a 
year’s  subscription  to  Microsoft’s  on-line  support  system.  Videotapes  were  included  for 
those  who  could  not  attend  the  developers  conference. 

This  kind  of  support  provided  early  in  the  life  cycle  of  a  major  personal  computer 
operating  system,  such  as  OS/2,  can  be  essential  to  the  operating  system’s  widespread 
acceptance. 

23.17  HANDLING  ERRORS  AND  EXCEPTIONS 

The  DosBeep  call  generates  a  beep  sound  of  specified  frequency  and  duration;  programs 
may  signal  the  user  that  an  error  has  occurred  by  issuing  a  beep. 

DosError  can  prevent  hard  error  messages  and  program  exception  messages  from 
being  issued  to  users;  if  these  types  of  errors  then  occur,  the  process  is  terminated. 

DosSetVec  enables  a  process  to  specify  (register)  the  address  of  a  handler  routine  to  be 
used  when  a  certain  type  of  machine  exception  (such  as  divide  overflow  or  invalid  opcode) 
occurs. 

DosErrClass  is  a  general-purpose  error-handling  routine  that  helps  users  interpret  the 
errors  that  occur,  and  determine  how  to  correct  them.  The  user  supplies  an  error  code 
(returned  by  a  previous  function  call),  and  OS/2  returns  an  error  classification ,  a 
recommended  action,  and  an  error  locus.  The  class,  action,  and  locus  definitions  appear  in 
Fig.  23.5. 


23.18  THE  FUTURE 

There  are  so  many  firmly  established  trends  that  it  is  relatively  straightforward  to  write  this 
section,  but  with  one  exception:  the  personal  computing  systems  that  will  derive  from  OS/ 
2  will  be  ever  larger  and  ever  more  complex  than  the  standard  edition  1.0,  so  it  becomes 
increasingly  difficult  to  predict  when  key  milestones  will  occur  (Kr88). 

The  field  of  software  engineering  is  concerned  with  fostering  on-time,  within-budget 
systems  development  efforts,  but  it  generally  presumes  the  availability  of  detailed,  high- 
quality  specifications.  Because  future  designs  will  affect  so  many  people  working  in  such  a 
diversity  of  applications  and  geographical  areas,  the  specifications  process  itself  is 
becoming  increasingly  prolonged.  The  key  to  the  future  is  open  systems  interconnection, 
and  this  implies  the  involvment  of  standards  groups  throughout  the  world  as  new  directions 
in  computing  and  communications  take  shape. 
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Class  Definitions 


Value 

Mnemonic 

Description 

1 

OUTRES 

Out  of  resources 

2 

TEMPSIT 

Temporary  situation 

3 

AUTH 

Authorization  failed 

4 

INTRN 

Internal  error 

5 

HRDFAIL 

Device  hardware  failure 

6 

SYSFAIL 

System  failure 

7 

APPERR 

Probable  application  error 

8 

NOTFND 

Item  not  located 

9 

BADFMT 

Bad  format  for  call/data 

10 

LOCKED 

Resource/data  locked 

11 

MEDIA 

Incorrect  media,  CRC  error 

12 

ALREADY 

Resource/action  already  taken/done/exists 

13 

UNK 

Unclassified 

14 

CAN’T 

Can’t  perform  requested  action 

15 

TIME 

Timeout 

Action  Definitions 

Value 

Mnemonic 

Description 

1 

RETRY 

Retry  immediately 

2 

DLYRET 

Delay  and  retry 

3 

USER 

Bad  user  input  -  get  new  values 

4 

ABORT 

Terminate  in  an  orderly  manner 

5 

PANIC 

Terminate  immediately 

6 

IGNORE 

Ignore  error 

7 

INTRET 

Retry  after  user  intervention 

Locus  Definitions 

Value 

Mnemonic 

Description 

1 

UNK 

Unknown 

2 

DISK 

Random  access  device  such  as  a  disk 

3 

NET 

Network 

4 

SERDEV 

Serial  device 

5 

MEM 

Memory 

Fig.  23.5  OS/2  error  class,  action,  and  locus  definitions.  (Courtesy  of  International 
Business  Machines  Corporation.) 
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For  the  next  few  years,  it  is  anticipated  that  IBM  will  concentrate  on  taking  full  ad¬ 
vantage  of  the  80386  architecture  (Vi87)  (Le88)  (Da89).  The  80386  offers  the  protection 
features  of  the  80286,  paging,  and  segments  as  large  as  4  million  KB  (4  GB).  On  the  80386, 
programs  can  use  such  large  segments  that  they  can  run  in  only  one  data  segment  and  one 
procedure  segment  (if  they  wish);  this  is  called  the  flat  model  and  it  runs  programs 
considerably  faster  than  if  they  are  heavily  segmented.The  80386  architecture  provides 
virtual  real  mode  which  runs  programs  in  an  8086-compatible  real  mode  but  with 
protection;  this  will  enable  80386-based  computers  to  support  multiple  real  mode  applica¬ 
tions  at  once.  The  80386  architecture  can  allow  or  disallow  I/O  access  port-by-port,  a 
feature  that  may  be  exploited  in  future  OS/2  versions  to  provide  more  secure  systems. 

What  will  the  personal  computer  (or  advanced  workstation,  if  you  will)  look  like  at  the 
turn  of  the  century  (Mc87)?  It  will  have  a  huge  primary  storage  probably  on  the  order  of 
100Mb.  It  will  have  high-speed  parallel  processors  (and  eventually  massive  parallelism).  It 
will  use  rewritable  optical  disks  with  capacities  of  tens  of  billions  of  bytes.  Its  display  will 
be  high  resolution  color  of  near-photographic  quality.  Printouts  will  be  of  true  typeset 
quality  on  ultra-high-resolution  laser  printers,  and  color  printing  will  become  common. 
Ultra-high-speed  communications  through  fiber  optics  will  enable  computers  to  intercom¬ 
municate  at  computer  speeds  rather  than  at  today’s  slow  telephone  line  speeds.  Applica¬ 
tions  will  be  integrated  to  interoperate  smoothly  with  other  applications,  the  operating 
system,  and  with  remote  systems.  Operating  systems  vendors  will  provide  increasing 
applications  functionality  “wrapped”  within  the  operating  system  itself.  Advanced  graphics 
interfaces  will  become  the  norm  as  innovations  in  the  user  interface  make  it  increasingly 
easy  for  the  general  public  to  use  computers.  Operating  systems  vendors  will  participate 
actively  in  the  international  standards  arena  as  open  systems  predominate;  this  will 
fundamentally  change  the  marketplace  as  vendors  used  to  providing  and  sustaining  their 
own  proprietary  architectures  will  now  adhere  to  the  open  standards.  Users  will  ultimately 
be  able  to  purchase  the  hardware  and  software  they  need  from  many  different  companies 
and  these  products  will  interoperate  smoothly.  All  of  these  trends  will  affect  the  evolution 
of  OS/2  and  its  competitors  and  successors. 

As  the  previous  edition  of  this  text  went  to  press,  an  interesting  question  was  whether 
MS-DOS  or  CP/M  would  become  the  personal  computer  operating  system  of  choice  for 
IBM  PCs  and  compatibles,  and  whether  either  operating  system  would  emerge  as  the 
standard  for  the  entire  industry.  MS-DOS  won  the  battle  primarily  because  IBM  chose 
it  as  the  standard  and  because  Microsoft  and  IBM  kept  evolving  it  in  response  to  archi¬ 
tectural  trends  and  increasing  user  demands.  Now  the  stage  is  set  for  round  two  in  which 
OS/2  and  UNIX  systems  will  compete  for  supremacy  on  PS/2s  and  in  the  entire  industry 
(Tr88).  To  hazard  a  prediction,  it  seems  that  OS/2  will  dominate  on  PS/2s  while  UNIX 
systems  will  dominate  on  advanced  workstations  and  in  the  open  systems  marketplace. 
To  hazard  a  more  distant  prediction,  UNIX  systems  seem  likely  to  become  the  industry 
standard  by  the  mid-to-late  1990s,  even  on  the  generation  of  IBM  personal  computers  that 
will  eventually  supersede  the  PS/2s.  Regardless  of  which  operating  system  dominates,  if 
indeed  one  ever  does,  the  competition  fostered  by  having  several  valid  contenders  con¬ 
tinues  to  provide  users  with  declining  costs,  greater  ease  of  use,  and  increasing  operating 
system  functionality. 
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anonymous  pipe 

applications  program  interface  (API) 

asynchronous  execution 

background  process 

base  priority 

biinodal  device  driver 

block  mode  device 

character  mode  device 

child  process 

code  page 

collision  area 

command  subtree 

communications  manager 

compaction 

compatibility  box 

compatibility  mode 

daemon  program 

database  manager 

demand  loading 

device  driver 

device  helper  services  (DevHlp) 

device  interrupt  routine 

device  monitor 

device  strategy  routine 

discardable  segment 

DOS  1.0 

DOS  2.0 

DOS  3.0 

DOS  3.3 

DOS  4.0 

DOS  5.0 

DOS  mode 

dual  mode 

dynamic  link  library  (DLL) 
dynamic  link  module 
encapsulation 
environment  strings 
event-driven  program 
exitlist 

extended  partitioning 
family  applications  program  interface 
(family  API) 

file  allocation  table  (FAT) 


file  handle 
file  locking 

file  system  name  space 
filter 

first-level  interrupt  handler  (FLIH) 

flag  event 

flat  model 

foreground  process 

general  priority  category 

general  protection  (GP)  fault 

giveaway  shared  memory 

global  descriptor  table  (GDT) 

global  shared  memory 

graphical  data  display  manager  (GDDM) 

graphics  mode 

graphics  programming  interface  (GPI) 

handle 

hard  error 

hard  error  daemon 

hierarchical  file  system 

hook  an  interrupt  vector 

huge  segment 

idle-time  priority 

independent  software  vendor  (ISV) 
installable  file  system  (IFS) 

Intel  80286 

Intel  80386 

interactive  process 

interprocess  communications  (IPC) 

interrupt  service  routine 

interrupt  strategy  routine 

I/O  privilege  mechanism 

lOCtl 

KBD  subsystem 
loadtime  dynamic  linking 
local  descriptor  table  (LDT) 
local  shared  memory 
logical  video  buffer 
low  priority  process 
memory  manager 
memory  overcommit 
memory  suballocation 
mickey 
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Micro  Channel 

Microsoft  Windows 

mode  switching 

MOU  subsystem 

mouse 

multitasking 

named  pipe 

named  shared  memory 

open  systems  architecture 

OS/2  extended  edition 

OS/2  mode 

OS/2  software  developers  kit 
OS/2  standard  edition 
overlapped  windows 
parent  process 
physical  memory 

PID  (Process  Identification  Number) 

pipe 

popup 

preemptive  scheduling 

Presentation  Manager 

privilege  mode  (ring  0) 

process  termination  list 

protect  mode 

PS/2 

queue 

RAM  semaphore 
RAS  data 
real  mode 

real  mode  screen  group 
record  locking 
redirection 
reference  count 
regular  priority  category 
ring  0 
ring  2 
ring  3 

ring  protection  mechanism 
root  directory 


runtime  dynamic  linking 
scan  code 
screen  group 
segment  descriptor 
segment  monitor 
segment  motion 
semaphore 
semaphore  handle 
semaphore  release 
semaphore  request 
session  manager 
shared  memory 
shared  segment 
shell 
signal 

software  developers  kit 
software  tools 
SQL  relational  database 
static  linking 
STDERR  (standard  error) 

STDIN  (standard  input) 

STDOUT  (standard  output) 
swapping 

synchronous  execution 
system  file  table  (SFT) 
system  semaphore 

Systems  Application  Architecture  (SAA) 

text  mode 

thread 

thread  of  execution 
tiled  windows 
time-critical  process 
timer  services 
VIO  subsystem 
virtual  real  mode 
unnamed  pipe 
writethrough 
3.x  box 


EXERCISES 

23.1  Trace  the  evolution  of  the  OS/2  operating  system  from  the  earliest  versions  of  MS-DOS. 

23.2  Give  several  reasons  why  the  original  MS-DOS  4.0  was  inappropriate  as  a  general-purpose 
multitasking  operating  system. 
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23.3  OS/2  is  intended  as  an  ideal  operating  system  for  the  office  automation  environment.  It  is  a 
multitasking  operating  system  capable  of  performing  many  chores  at  once.  From  your  understanding 
of  office  environments,  list  as  many  functions  as  you  can  that  might  be  desirable  to  perform 
simultaneously. 

23.4  What  is  preemptive  scheduling?  Why  is  this  form  of  scheduling  appropriate  for  OS/2? 

23.5  Define  memory  overcommit.  Why  is  it  reasonable  for  OS/2  to  support  a  system  load  that 
causes  memory  to  become  overcommitted?  Under  what  circumstances  would  memory  overcommit 
be  detrimental  to  the  operation  of  an  OS/2  system? 

23.6  Why  do  early  versions  of  OS/2  use  pure  segmentation  and  not  paging? 

23.7  How  might  swapping  in  OS/2  potentially  cause  a  deadlock?  What  safeguards  in  OS/2  prevent 
this  from  happening? 

23.8  Argue  why  compatibility  with  widely  used  hardware  and  software  is  an  important  considera¬ 
tion  for  designers  of  new  operating  systems.  How  does  the  design  of  OS/2  reflect  the  importance  of 
compatibility  issues? 

23.9  What  aspects  of  the  design  of  the  80286  microprocessor  with  regard  to  compatibility  mode 
were  corrected  in  the  80386  microprocessor? 

23.10  What  key  problems  were  faced  by  OS/2  designers  in  incorporating  DOS  compatibility  into 
OS/2? 

23.11  Why  do  programs  requesting  additional  memory  in  DOS  rarely  provide  for  dealing  with 
"request  denied”  situations? 

23.12  What  does  it  mean  for  a  user  to  write  downward  compatible  programs  under  OS/2? 

23.13  Define  the  concept  of  an  applications  programming  interface  (API).  How  does  an  API 
encapsulate  the  hardware  and  the  operating  system?  Discuss  the  possibility  that  two  different 
operating  systems  could  offer  identical  APIs.  What  are  the  advantages  and  disadvantages  of  such  an 
approach?  (Note:  The  POSIX  standard  for  UNIX-like  systems  would  enable  vendors  of  many 
different  operating  systems  to  offer  identical  APIs.) 

23.14  Explain  the  notion  of  family  applications  programming  interface  (family  API)  as  used  in  OS/ 
2.  What  is  the  key  reason  for  including  it?  What  difficulties  may  be  faced  by  its  users? 

23.15  One  operating  system  offers  only  a  file  locking  mechanism  while  another  offers  both  a  file 
locking  mechanism  and  a  record  locking  mechanism.  Discuss  the  relative  merits  of  each;  specifically 
consider  performance  issues  and  complexity  issues. 

23.16  Distinguish  between  the  notions  of  process  and  thread. 

23.17  Give  several  examples  of  features  in  OS/2  that  are  similar  to  features  in  UNIX. 

23.18  In  OS/2  what  factors  make  it  difficult  for  a  parent  to  determine  if  a  child  has  finished  the  work 
it  was  to  perform? 

23.19  Distinguish  between  a  synchronous  call  to  a  child  process  and  an  asynchronous  call  to  a  child 
process. 

23.20  What  is  a  daemon?  Give  an  example  of  the  use  of  a  daemon  in  OS/2. 

23.21  Describe  the  relationship  between  parent  processes  and  child  processes  in  OS/2. 

23.22  Distinguish  between  multi-thread  operation  in  uniprocessor  systems  vs.  in  multiprocessor 
systems. 

23.23  Discuss  the  special  status  of  thread  1  in  a  process  that  has  many  threads. 
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23.24  How  do  processes  typically  assign  different  threads  to  perform  various  portions  of  a 
process’s  work? 

23.25  Give  an  example  of  an  application  which  is  inherently  parallel  in  nature  and  explain  why 
programming  such  an  application  with  multiple  threads  is  more  natural  than  programming  it  with  a 
single  thread. 

23.26  How  is  the  use  of  DosSuspendThreadIDosResumeThread  different  from  the  use  of 

ENTE  RMUTUALEXCLU  S I  ON  /  EX  I TMUTUALEXCLU  S I  ON  as  discussed  in  Chapter  4? 

23.27  How  is  the  use  of  DosEnterCritSeclDosExitCritSec  different  from  the  use  of 
ENTERMUTUALEXCLUSION/EXITMUTUALEXCLUSION  as  discussed  in  Chapter  4? 

23.28  In  what  sense  are  all  the  threads  of  a  process  identical?  In  what  sense  are  they  different? 

23.29  Distinguish  between  interactive,  foreground,  and  background  processes. 

23.30  Discuss  the  meaning  of  the  following  strategy:  OS/2  is  more  concerned  with  optimizing 
response  than  it  is  with  optimizing  throughput.  Under  what  circumstances  might  throughput 
optimization  become  more  important  than  response  optimization? 

23.31  Describe  how  the  OS/2  dispatching  scheme  might  result  in  indefinite  postponement. 

23.32  Does  OS/2  associate  higher  priority  with  1/O-bound  processes  or  with  processor-bound 
processes?  Why? 

23.33  Give  three  examples  of  threads  that  should  be  in  the  time-critical  priority  category. 

23.34  Explain  the  difference  between  static  linking  and  dynamic  linking. 

23.35  OS/2  uses  common  naming  conventions  for  objects  such  as  files,  system  semaphores,  named 
shared  memory,  and  named  pipes.  List  advantages  and  disadvantages  of  choosing  names  for  this 
diversity  of  objects  from  a  single  name  space. 

23.36  What  does  it  mean  for  a  program  to  "hook"  interrupt  vectors?  Why  is  it  reasonable  for  DOS 
programs  to  do  this,  but  inappropriate  for  OS/2  programs  to  do  so? 

23.37  What  segment  replacement  algorithm  does  OS/2  use  to  make  room  for  an  incoming  segment? 

23.38  Discuss  the  ramifications  of  the  following  OS/2  policy:  The  priorities  of  processes  and 
threads  are  not  considered  by  the  swapping  algorithm:  once  a  process  is  marked  to  be  swapped  it  is 
equally  eligible  with  all  such  marked  processes  to  be  swapped. 

23.39  What  are  the  differences  between  anonymous  pipes  and  named  pipes?  Why  are  anonymous 
pipes  inefficient  for  high  volume  data  transfers? 

23.40  Distinguish  between  named  shared  memory  and  giveaway  shared  memory. 

23.41  Explain  the  difference  between  RAM  semaphores  and  system  semaphores.  Which  are  faster 
to  access?  Which  are  more  appropriate  for  handling  needs  within  a  process?  Which  are  required  to 
ensure  integrity  when  multiple  processes  are  involved? 

23.42  Semaphores  may  be  used  to  signal  threads  that  events  have  occurred.  How  might  a  process 
wait  on  several  events  and  be  awakened  whenever  any  of  them  occurs? 

23.43  Describe  several  ways  in  which  a  semaphore  may  ultimately  not  be  released  and  thus  left 
orphaned. 

23.44  In  OS/2,  could  a  thread  waiting  on  a  semaphore  suffer  indefinite  postponement?  Explain  your 
answer. 

23.45  Explain  the  operation  of  queues  as  a  means  for  interprocess  communication.  Why  are  queues 
a  fast  means  for  transferring  large  amounts  of  data? 


Literature  823 


23.46  Discuss  signals  as  a  means  of  interprocess  communication.  How  are  signals  similar  to 
interrupts?  How  are  they  different? 

23.47  How  is  dynamic  linking  consistent  with  the  open  systems  philosophy? 

23.48  Discuss  the  advantages  and  the  disadvantages  of  a  graphical  user  interface  as  compared  to  a 

lexl-oriented  user  interface. 

23.49  Discuss  the  special  status  afforded  to  interactive  programs  by  OS/2. 

23.50  Distinguish  between  the  synchronous  I/O  afforded  by  DosRead  and  DosWrite  and  the 
asynchronous  I/O  afforded  by  DosReadAsync  and  DosW riteAsync. 

23.51  OS/2  cannot  allow  programs  to  hook  interrupt  vectors  to  gain  control  when  a  device  interrupt 
comes  in,  but  it  does  provide  a  similar  capability.  What  feature  does  OS/2  include  to  provide  this 
similar  capability?  How  does  it  operate?  Does  it  ensure  the  integrity  of  the  system? 

23.52  How  does  OS/2  communicate  with  a  device  monitor  process? 

23.53  OS/2  allows  multiple  monitors  per  device  for  certain  devices.  How  does  OS/2  arrange  these 
so  that  they  all  see  the  device  data  stream?  What  concerns  are  raised  by  such  an  arrangement? 

23.54  Give  a  key  weakness  of  using  DosEnterCritSec  to  enforce  mutual  exclusion. 

23.55  File  sharing  and  record  locking  do  not  provide  for  blocking  until  the  locked  object  again 
becomes  available.  How,  then,  should  an  application  wait  to  access  the  object?  What  techniques 
should  be  used  to  reduce  wasted  CPU  time? 

23.56  What  is  a  “writethrough  mechanism?"  If  a  crash  occurs  during  a  writethrough,  is  it 
guaranteed  that  all  data  will  have  been  written  to  the  disk  properly? 

23.57  Describe  the  timer  services  offered  by  OS/2.  Some  users  criticize  the  “granularity”  of  these 
services  as  not  being  fine  enough;  what  do  these  users  mean?  Even  if  the  granularity  were  finer,  what 
aspect  of  OS/2's  process  control  could  prevent  accurate  time  measurements? 

23.58  What  call  is  used  synchronously  to  indicate  that  a  time  interval  has  elapsed?  What  call  is  used 
nsychronously  to  indicate  that  a  time  interval  has  elapsed?  In  each  case,  state  whether  the  process 
waiting  for  notification  can  assume  that  exactly  the  designated  amount  of  time  has  elapsed. 

23.59  What  should  an  application  do  to  help  ensure  rapid  response  to  a  timeout? 

23.60  What  is  a  hard  error?  Give  a  common  example  of  a  hard  error.  Why  it  is  sometimes  difficult 
for  OS/2  to  detect  the  source  of  a  hard  error? 

23.61  Files  are  allocated  in  terms  of  blocks  called  allocation  units,  so  on  the  average  one  would 
expect  about  one-half  an  allocation  unit  to  be  wasted  per  file.  Under  what  circumstances,  however, 
could  more  waste  occur? 

23.62  Why  did  OS/2’s  designers  include  a  segment  suballocation  mechanism? 

23.63  What  considerations  should  programmers  keep  in  mind  as  they  decide  what  programs  or  data 
should  be  placed  in  a  segment? 

23.64  Discuss  several  ways  in  which  deadlocks  and  indefinite  postponement  can  occur  in  OS/2. 
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APPENDIX:  Summary  of  OS/2  Commands* 

System  Configuration  and  Control 

BREAK  (set) 

Turns  on  or  off  the  check  for  Ctrl+Break  whenever  a  DOS  program  issues  system 
calls. 

COMMAND  (command  processor) 

Starts  another  DOS  command  processor. 

*  This  appendix  is  reprinted  with  permission  from  Operating  System/2  Standard  Edition  Users 
Reference,  copyright  1987  by  International  Business  Machines  Corporation. 
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DATE  (set  system  date) 

Displays  or  changes  the  date  known  to  the  system  and  resets  the  date  on  your 
computer’s  clock.  This  date  is  recorded  in  the  directory  when  you  create  or  change  a 
file. 

EXIT  (end  a  command  processor) 

Ends  the  current  command  processor  and  returns  to  the  previous  one,  if  one  exists. 
PROMPT  (command  prompt) 

Changes  the  command  prompt. 

SET  (environment  variables) 

Sets  one  string  in  the  environment  equal  to  another  string  for  later  use  in  programs. 
TIME  (set  system  time) 

Displays  or  changes  the  time  known  to  the  system  and  resets  the  time  on  your 
computer’s  clock.  This  time  is  recorded  in  the  directory  when  you  create  or  change  a 
file. 

VER  (display  OS/2  version  number) 

Displays  the  OS/2  version  number. 

Disk  Management 

ASSIGN  (assign  drives) 

Assigns  a  drive  letter  to  a  different  drive. 

CHKDSK  (check  disk) 

Analyzes  the  directories,  files,  and  file  allocation  table  on  the  specified  or  default  drive 
and  produces  a  disk  status  report. 

DISKCOMP  (compare  diskettes) 

Compares  the  contents  of  the  diskette  in  the  source  drive  to  the  contents  of  the  diskette 
in  the  target  drive. 

DISKCOPY  (copy  diskettes) 

Copies  the  contents  of  the  diskette  in  the  source  drive  to  the  diskette  in  the  target  drive. 
The  target  diskette  is  formatted,  if  necessary,  during  the  copy. 

FDISK  (manage  partitions) 

Allows  you  to  create  a  primary  partition,  create  an  extended  partition,  create  a  logical 
drive  in  the  extended  partition,  change  the  active  partition,  delete  a  primary  partition, 
delete  an  extended  partition,  delete  a  logical  drive  in  the  extended  partition,  display 
partition  data,  display  logical  drive  information,  and  select  the  next  fixed  disk  drive  for 
partitioning  (for  systems  with  more  than  one  fixed  disk). 

FORMAT  (a  fixed  disk  or  diskette) 

Formats  the  disk  in  the  specified  drive  to  accept  OS/2  files. 

JOIN  (join  drives) 

Logically  connects  a  drive  to  a  directory  on  another  drive. 

LABEL  (volume  label) 

Creates  or  changes  the  volume  identification  label  on  a  disk. 

SUBST  (substitute  drives) 

Substitutes  a  drive  letter  for  another  drive  and  path. 
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SYS  (transfer  hidden  files) 

Transfers  the  OS/2  hidden  system  files  IBMBIO.COM  and  IBMDOS.COM  from  the 
fixed  disk  or  diskette  in  the  default  drive  to  the  fixed  disk  or  diskette  in  the  specified 
drive. 

VERIFY  (set  data  verification) 

Confirms  that  data  written  to  a  disk  has  been  correctly  written. 

VOL  (display  disk  volume  label) 

Displays  the  disk  volume  label  if  it  exists. 

Directory  Management 

APPEND  (search  path) 

Sets  a  search  path  for  data  fdes  outside  the  current  directory. 

CHDIR  (change  current  directory) 

Changes  the  current  directory  or  displays  its  name. 

DIR  (display  files  in  directory) 

Lists  the  files  in  a  directory. 

DPATH  (search  path)  (new  OS/2  command) 

Gives  application  programs  the  search  path  to  data  files  outside  the  current  directory. 
MKDIR  (make  directory) 

Makes  a  new  directory. 

PATH  (search  path) 

Sets  a  search  path  for  commands. 

RMDIR  (remove  directory) 

Removes  empty  directories  from  a  multilevel  directory  structure. 

TREE  (display  directory  structure) 

Displays  all  of  the  directory  paths  found  on  the  specified  drive,  and  optionally  lists  the 
files  in  each  subdirectory. 

File  Management 

ATTRIB  (fde  attribute) 

Turns  on  or  off  the  read-only  attribute  and  the  archive  bit  of  a  file,  for  selected  files  in 
a  directory  or  for  all  files  in  a  directory. 

BACKUP  (back  up  files) 

Backs  up  one  or  more  files  from  one  disk  to  another. 

COMP  (compare  files) 

Compares  the  contents  of  two  files. 

COPY  (copy  files) 

Copies  one  or  more  files.  This  command  also  combines  files. 

EDLIN  (line  editor) 

Edits  an  existing  file.  (See  EDLIN  Commands  after  this  section.) 

ERASE  (delete  files) 

Deletes  one  or  more  files. 

RECOVER  (recover  files) 

Recovers  files  from  a  disk  containing  defective  sectors. 
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RENAME  (rename  a  file) 

Changes  the  name  of  a  file. 

REPLACE  (replace  files) 

Selectively  replaces  files  on  the  target  drive  with  the  files  of  the  same  name  from  the 
source  drive;  selectively  adds  files  from  the  source  drive  to  the  target  drive. 
RESTORE  (restore  backed  up  files) 

Restores  one  or  more  backup  files  from  one  disk  to  another. 

TYPE  (display  file  contents) 

Displays  the  contents  of  a  file  on  the  screen. 

XCOPY  (copy  subdirectories) 

Selectively  copies  groups  of  files,  which  can  include  lower  level  subdirectories. 

EDLIN  Commands 

A  (append  lines) 

C  (copy  lines) 

D  (delete  lines) 

Edit  Line  (line  number,  or  for  current  line) 

E  (end  edit) 

I  (insert  lines) 

L  (list  lines) 

M  (move  lines) 

P (page 
Q  (quit  edit) 

R  (replace  text) 

S  (search  text) 

T  (transfer  lines) 

W  (write  lines) 

Character-Device  Management 

ANSI  (extended  keyboard  and  display)  (new  OS/2  command) 

Enables  or  disables  extended  display  and  keyboard  support  in  OS/2  mode. 

CHCP  (change  code  page) 

Allows  you  to  switch  back  and  forth  between  two  code  pages  (defined  character  sets) 
that  have  been  prepared  for  your  system. 

CLS  (clear  screen) 

Clears  the  display  screen. 

GRAFT ABL  (graphics) 

Allows  additional  characters  from  a  language  code  page  to  be  displayed  when  using 
display  adapters  in  graphics  mode. 

KEYB  (keyboard  layout) 

Selects  a  special  keyboard  layout  to  replace  the  default  U.S.  keyboard  layout. 

MODE  (device  control) 

Sets  operation  modes  for  devices. 
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PRINT 

Prints  or  cancels  printing  of  one  or  more  files. 

SETCOM40  (set  COM  port  address)  (new  OS/2  command) 

Sets  the  COM  port  address  so  a  DOS  program  can  access  the  COM  port  interface 
directly  to  support  a  serial  device,  such  as  a  plotter,  printer,  or  mouse,  when  the 
COMOX.SYS  device  driver  has  been  installed. 

SPOOL  (print  queue)  (new  OS/2  command) 

Intercepts  and  separates  data  going  to  the  printer  from  different  sources  so  that  printer 
output  from  concurrently  running  applications  is  not  intermixed. 

Batch  File  Directives 

(see  also  “Special  Batch  Files”) 

CALL  (nest  batch  file) 

Nests  batch  files 
ECHO 

Allows  or  prevents  the  screen  display  of  OS/2  commands  run  from  a  batch  file.  It  does 
not  interfere  with  messages  produced  while  commands  are  running. 

ENDLOCAL  (environment) 

Restores  the  drive,  directory,  and  environment  variables  that  were  in  effect  before  the 
SETLOCAL  command  was  executed. 

EXTPROC  (external  processor) 

Defines  an  external  batch  processor  for  a  batch  file. 

FOR 

Allows  repetitive  execution  of  OS/2  commands. 

GOTO 

Transfers  control  to  the  line  following  the  one  containing  the  appropriate  label. 

IF 

Allows  conditional  execution  of  OS/2  commands. 

PAUSE 

Suspends  execution  of  the  batch  file  and  displays  the  message  Press  any  key  when 
ready 

REM  (remarks) 

Displays  remarks  from  within  a  batch  file. 

SETLOCAL  (environment) 

Lets  you  begin  defining  the  drive,  directory,  and  environment  variables  that  are  local  to 
the  current  batch  file. 

SHIFT 

Allows  the  use  of  more  than  10  replacement  parameters  in  batch  file  processing. 

Special  Batch  Files 

OS/2 INIT.CMD  file 

Automatically  runs  file  of  commands  when  “OS/2  Command  Prompt”  is  selected  from 
Program  Selector  menu  to  start  new  OS/2  Session. 
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AUTOEXEC.BAT  file 

Automatically  runs  file  of  commands  when  starting  DOS. 

STARTUP.CMD  file 

Automatically  runs  file  of  commands  when  starting  OS/2. 

Filters 
FIND  (filter) 

Searches  for  a  specific  string  of  text  in  a  file  or  files. 

MORE  (filter) 

Sends  output  to  the  standard  output  device  (usually  the  display)  one  full  screen  at  a 
time. 

SORT  (filter) 

Reads  data  from  standard  input,  sorts  the  data,  then  writes  it  to  standard  output. 

Commands  for  Problem  Determination 
(for  use  by  IBM  service  representatives) 

CREATEDD  (create  dump  diskette) 

Creates  a  dump  diskette. 

TRACE  (system  events) 

Selectively  enables  or  disables  the  tracing  of  system  events. 

TRACEFMT  (trace  formatter) 

Displays  formatted  trace  records  in  reverse  time  stamp  order. 

Miscellaneous  New  OS/2  Commands 

CMD  (command  processor)  (new  OS/2  command) 

Starts  another  command  processor  in  OS/2  mode. 

DETACH  (process  noninteractively)  (new  OS/2  command) 

Starts  a  noninteractive  program. 

HELP  (help  with  messages)  (new  OS/2  command) 

Provides  a  help  line  as  part  of  the  command  prompt,  a  help  screen,  and  information 
related  to  warning  and  error  messages. 

PATCH  (patch  an  executable  file)  (new  OS/2  command) 

Allows  you  to  apply  IBM-supplied  patches  to  make  fixes  to  code. 

START  (programs  automatically)  (new  OS/2  command) 

Starts  an  OS/2  mode  program  in  another  session. 
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Abend  (abnormal  end),  674,  693 

Abort,  56,  659,  723 

Absolute  address,  677 

Absolute  assembler,  194 

Absolute  compiler,  1 94 

Absolute  loader,  33 

Absolute  path  name,  577 

Abstract  Syntax  Notation  One  (ASN.  1),  504 

Accept  statement  in  Ada,  126 

Acceptance  testing,  515 

Access  control,  28,  233,  400,  401 , 535,  537 

Access  methods,  389,  394,  590, 689,  692 

Access  rights,  233,  532,  535,  537 

Accessed  bit,  588 

Accessing  exception,  258 

Acknowledgement  protocol,  122 

ACSE,  504 

Activate  event,  278,  745 

Active  states,  56 

Active  threats,  5 1 3 

Ada,  73,  113,  114,  124,  320,429 

Adaptive  mechanism,  299 

Address  space,  30,  124,  573,  587,  785 

Address  translation  map,  2 1 8 

Addressing,  432,  505 

Advance(eventcount),  94 

Advanced  BIOS,  640,811 

Advisory  lock,  581 

Aging,  158,  289 

A1X,  13,  571,603,  604,  632 

AIX/370,  706,  725 

Alarm  clock,  584,  750 

Allocation  block,  752,  754,  755,  756 

Alohanet,  509 

Amdahl  multiple  domain  architecture,  710 
American  National  Standards  Institute 
(ANSI),  495,  5 11, 645 
Amplification,  533 

Analytic  modeling,  421 , 425,  426,  455 
Ancestor,  585 


Anonymous  pipe,  788,  801 
Anticipatory  buffering,  394 
Anticipatory  fetch  strategy,  189,  253,  265, 

266 

API,  787,  809,812 

Apollo  Computer,  421, 434,  435,  437,  604 

Apple,  14,574,632,  741 

Apple  Macintosh,  1 1 , 24,  737,  803 

AppleTalk,  738,  743,  746,  761,  767,  768,  769 

Application  base,  14,  35 

Application  heap  zone,  739,  751 

Application  layer  (layer  7),  497,  502 

Application  program  interface  (API),  640,  793 

Archer  group,  605 

Architectural  subsetting,  434 

Archive  bit,  650 

Array  processor,  113,  1 34,  3 1 8,  34 1 , 343 
Array  reduction  operations,  343 
Arrival  rate.  429,  457.  461 , 462,  468,  473 
Artificial  contiguity,  216,  217 
ASCII  (American  Standard  Code  for 

Information  Interchange),  392,  504,  590, 
644,813 

Association  control  service  element,  503,  504 
Associative  storage,  225,  226,  227,  235,  239, 
538, 677 

Asymmetric  encryption,  542 
Asynchronous  concurrent  processes,  51, 58, 
73,  78,  1 16,  122,  583,  585,  644,  755,  766, 
784,  802,  807,  808 
AT,  784,  786 

AT&T,  8,  12,  570,  571, 572,  573,  574,  577, 
593,  599,  602,  603,  604,  605,  784 
AT&T  remote  file  system  (RFS),  596 
AT&T  streams,  593,  596,  597 
AT&T  System  V,  603,  772 
AT  bus,  595 
Atomicadd,  335 
Attached  processor,  68 1 
Audit  program,  535,  551 


833 


834  Index 


Authentication,  123,  514,  533,  541,  544 
Authorization,  532,  539 
AUX,  634,  652,  653 
A/UX,  772 

Auxiliary  storage  manager  (ASM),  676,  677 
Availability,  536,  672,  68 1 , 723 
Await(eventcount,  value),  94 
Awk,  586 

Backbone  network,  494,  512 
Background,  574,  636,  644,  653,  760,  788, 
791,792,793 

Backup,  376,  391,643,644 
Balanced  binary  tree,  342 
Bandwidth,  9,  431,  5 12 
Banker’s  Algorithm,  164,  178 
Base-plus-displacement  addressing,  27,  235, 
236 

Base  priorities,  582,  793 
Baseband,  508,510,512 
Basic  access  methods,  394,  689,  690 
Basic  Input/Output  System  (BIOS),  636 
.BAT,  642,  645 

Batch  processing,  4,  6,  193,  301, 423,  645, 
647,  654,  672,  687,  696,  707,  708,  710, 
727 

BBN  Advanced  Computers,  334,  335,  604 
BBN  Butterfly,  328,  329 
Belady’s  anomaly,  255 
Bell  Laboratories,  570,  571,  633 
Benchmark,  426,  427,  428,  709 
Berkeley,  12,  432,  570,  573,  575,  578,  583, 
584,  585,  587,  591,  593,  594,  603,  772 
Best  fit  placement  strategy,  189,  201,  202, 
230,  232,  658 
Binary  relation,  408 
Binary  semaphore,  89,  116,  126 
Binding,  32 

BIOS,  595,  636,  648,  653,  804 

Birth  and  death  processes,  471, 472,  473, 474 

Bit  image,  760 

Block,  52,  53,  92,  123,  220,  392,  593,  807, 
809 

Block  allocation,  396,  397,  399,  578 
Block  device,  645,  652,  653,  658,  754,  761, 
808 

Block  header,  751, 753 
Block  mapping,  218,  220,  221 
Block-multiplexor  channel,  27,  721 
Block  paging,  724 
Block/wakeup  protocol,  89 
Blocked,  51,  56,  340,  590,  791, 803 
Blocked  list,  52,  92 


Blocked  record,  392,  590 
Blocked  thread,  800 
Blocking,  338,  374,  394,  498,  795,  808 
Blocking  send/receive,  122 
Boot  infector,  551 
Bootstrap,  551, 646,  648,  649,  653 
Bottleneck,  8,  370,  371, 403,  428,  429,  431, 
582 

Bounded  buffer,  1 17,  456 
Bounds  register,  26,  192,  196,  230 
Bourne  shell,  573,  594 
Branch  penalty,  433 
Break,  645,  767 
Bridge,  506,  769 
Brk  system  call,  590 
Broadband,  508,  512 
Broadcast,  122,  341, 597,  769 
BSD,  571,  585,  593 
Buffer  cache,  339,  582,  724 
Buffering,  25.  92,  1 17,  373,  392,  409,  553, 
582,  585,  653,  655,  689,  806,  809 
Burping  storage,  200 

Bus,  326,  339,  434,  494,  511,512,  536,  595, 
639 

Busy  wait,  79,  81 , 85,  87,  92,  94 
Butterfly,  317,  333,  334,  335,  339,  604 
Butterfly  switch,  328, 335,  336,  338 
Byte-multiplexor  channel,  27 
Byte  stream  I/O,  590.  591 

C,  5,  34,  429,  431.572,  576 
C++,  33,  431 

C-SCAN  (circular  scan)  disk  scheduling,  365, 
369 

C-shell,  573,  594 

Cache,  30,  188,  225,  226,  227,  235,  239,  261, 
375,  429,  433,  588,  694,  695,  772,  724 
Cache  miss  ratio,  434 
Calloc  call,  590 
Caltech  Cosmic  Cube,  316 
Cambridge  Monitor  System,  718 
Capabilities,  401 , 537,  538,  540 
Camegie-Mellon  University,  334,  335,  571, 
604 

Carrier  sense  multiple  access  with  collision 
detection  (CSMA/CD),  509 
CASE,  571 

Catastrophic  failure,  326,  333 
CCITT,  7,495,506,511 
CD-ROM,  403,  404 
Cedar  System,  317 

Centralized  control,  8,  403,  405.  506,  672 
Chain  I/O  request  packets,  809 
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Chain  monitors,  806 
Challenge  and  response  procedure,  543 
Channel,  27,  29,  31,  59,  371,  374,  537,  544, 
677,  681,685,721 
Channel  congestion,  371,  372 
Channel  program,  692 
Character  device,  634,  652,  653,  761,  808, 
812 

Character  special  file,  578 
Checkpoint/restart,  172,  504 
Child  process,  53,  54,  574,  575,  584,  591 , 
654,  659,788,789,  801,803 
Chooser,  750 

Cigarette  smoker’s  problem,  141 
Ciphertext,  541 
Circuit-switching,  506 
Circular  buffer,  809,812 
Circular  list,  259 

Circular  wait  condition,  157,  159,  162,  164, 
168,  170 

CISC,  30,  424,  425,431,433 
Class  priority  structure,  691 
Classification,  532 
Cleartext,  548 

Client,  7,  403,  58 1 , 583,  60 1 , 602,  768,  79 1 , 
801,802 

Client/server  model,  7 

( 'lock,  53,  5 1 1 , 653,  660,  741 ,  77 1 , 807 

Clock  page  replacement,  258 

Clone,  637 

Close,  389,  585,  692 

Closed  architecture,  14,  738,  771 

Cluster,  646,  648 

Cluster  paging,  266 

C.mmp,  334 

Cm*,  334 

CMOS  clock,  637 

CMS,  706-727 

CMS  virtual  machine,  708 

Coalescing  holes,  197,  198,  199,  396,  658 

( loaxial  cable,  493,  496,  508-  5 1 0,  5 1 2 

Cobegin/Coend,  74,  322 

Code  page,  589,813,814 

Collision,  329,  330,  509,  510,  51 1,  812 

Color  QuickDraw,  773 

Combining  switch,  330,  331 

Command  file,  635 

Command  processor,  572,  634,  642,  647,  654 
Command  subtree,  788,  790 
Commitment,  504 
Common  carrier,  8,  506,  512 
Common  management  information  protocol, 
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Common  system  area  (CSA),  681 
Communicating  sequential  processes,  1 14, 

125 

Communication  standards,  495 
Communication  subnetwork,  493 
Communication  task,  674 
Communication  vector  table,  68 1 
Communications  manager,  785 
Communications  port,  639,  761 
Communications  protocols,  35 
Compact  disk,  403 
Compaction,  200,  395,  396,  752,  798 
Compare-and-swap,  681 
Compare  double  and  swap,  683 
Compatibility  BIOS,  640 
Compatibility  box,  814 
Compatibility  mode,  786 
Compiler  optimization,  434 
Complex  instruction  set  computing  (CISC), 
30,431 

Computational  complexity,  321 
Compute-bound,  301, 332 
Computer  network,  7,  10,24,51,87,  113, 
403,  492, 494,  550.  570 
Computer  Security  Technology  Reference 
Manual,  531 
Concentrator,  492 
Concentric  tracks,  404 
Concurrency  control,  228 
Concurrent  C,  1 14 
Concurrent  Pascal.  73,  114 
Concurrent  processes,  9,  73,  81 
Concurrent  programming,  3,  73,  76,  81,  1 13, 
114.124,316 

Concurrent  programming  (Ada),  124—135 
Condition  variable,  115,  116,  117,  120 
Conditional  critical  region,  113,  114 
CONFIG.SYS  file,  636,  644,  645,  652,  653, 
655,  784,815 

Configuration  management,  513,  550 
Conformance  standards,  495,  515 
Congestion,  339 
Connection  establishment,  512 
Connection  Machine  (CM),  317,  319,  327, 
340,  341,342,  345,346 
Connection-oriented  services,  500,  501,  505, 
507 

Connectionless  services,  500,  501 
Consumer,  91,92,  117,  127 
Contention,  326,  329,  330,  333,  338,  339, 

374,  509,  683 

Context  switching,  36,  60,  220,  224,  290,  293, 
294,  433,  588,  589 
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Contiguous  storage  allocation,  190,  197,  395, 
396 

Continuous  Markov  birth  and  death  process, 
471 

Control-C  interrupt,  584,  645,  654,  659 
Control  Data  Corporation,  317,  605 
Control  manager,  741, 747,  773 
Control  object,  747 
Control  program,  707 
Control  register,  677 
Control  storage,  24,  34,  37 
Controller,  374 

Conversational  monitor  system,  707,  718 
Coprocessor,  430,  43 1 , 434,  772 
Copy-on-write  capability,  339 
Copying  capabilities,  538 
Corporation  for  Open  Systems  International, 
7,12,515,516 
Correctness,  10,63,  125,791 
Cosmic  Cube,  316,  317 
Counting  semaphore,  89,  92 
Country-dependent  information,  750,  814 
CP,  707,  708,  709,  71 1,  712,  715,  716,  718, 
721,722 
CP  assist,  722 
CP/CMS,  5,  710,711 
CP-40,710 
CPU-bound,  289,  793 
Crash,  573 

Cray-1  vector  processor,  318 
Cray  X-MP,317 
Create  a  process,  54 
Critical  execution  path,  435 
Critical  region,  76,  1 14 
Critical  section,  76,  78,  80,  81,  85,  87,  584, 
683,  792,  800,  803,  807,  808 
Crossbar-switch  matrix,  326,  327,  328,  329, 
334, 336 

Cryptography,  514,  540,  541,  543,  548 

CSMA/CD,  5 10 

CTSS, 710, 711,718 

Current  PSW,  60,  675 

Cursor,  739,  769,  770 

Cycle  stealing,  27,  29 

Cycle  time,  225 

Cylinder,  362,  365,  366,  368,  370,  373,  393 
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